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Be it known that I, JOHN SPEEma citize 
of the United States of America, residing at 
Pittsburg, in the county of Allegheny and 
State of Pennsylvania, have invented certain 
new and useful Improvements in Locks; and 
I do hereby declare the following to be a full, 
clear, and exactdescription thereof, reference 
being had to the accompanying drawings, 
which form a part of this specification. 
This invention relates to certain new and 

useful improvements in locks for couplings 
and valves, and has for its object the pro 
vision of novel means whereby couplings are 
securely locked and cannot be removed from 
the pipe unless the lock is first removed. 
The invention further aims to apply the de 

vice to valve~stems and the like, preventing 
the same from being tampered with by out 
side persons. ,  

Heretofore it has been a difficult matter to 
control the supply of gas and the like, the 
couplings being tampered with to make cou 
nections before the gas enters the meter and 
also close certain valves to diminish the sup 
ply of gas and the like. ' 

It is the object of the present invention to 
overcome all such difficulties by providing a 
lock that will render bot-h the couplings and 
valves inaccessible unless the lock is first re 
moved. 
With the above and other objects in view 

the invention consists in the novel combina 
tion and arrangement of parts to be herein 
after more fully described, and specifically 
pointed out in the claims. 
In describing the invention in detail refer 

ence is had to the accompanying drawings, 
forming a part of this specification,aud where 
in like numerals of reference indicate corre 
sponding parts throughout the several views, 
in Which- ' 

Figure >l is a side elevation of a pipe, show 
ing in dotted lines a coupling or union hav 
ing my improved lock applied thereto in po 
sition. Fig. 2 is a plan View of the lock 
proper with myimproved lock removed there 
from. Fig. 3 is a side elevation of the valve, 
showing in vertical section the valve-stem 
having my improved lock applied in position 
thereto. Fig. 4. is a plan view looking into one 
of the hinged sections forming the lock. Figs. 

ö and G are side elevations of the lock valve 
casing as shown in Fig. 3 of the drawings. 
In the drawings the reference-numeral l 

indicates the two sections of pipe having a 
coupling 2 interposed therebetween. 

’l‘he lock or casing is composed of two sec 
tions 3 and 3’, section 3 carrying an integral 
contracted extension e at its upper end. At 
the upper extremity of this extension is a 
hook portion 4’. Section 3' likewise carries 
an extension 3”, which is cutaway vto receive 
the extension 4 and the hook portion 4’,which 
engages with a cross-piece 4”, carried by the 
extension 3”, forming _a hinge connection be 
tween the two sections when in their‘normal 
position. The lower extremities of these two 
sections are provided with extensions 6 and 
7, having registering- apertures for the re 
ception of the padlock 5. Extension 3" ex 
tends outwardly and then forward at a sub 
stantial right angle to the major portion of 
the extension, the cut-away portion of this 
extension forming legs which engage the up 
per portion of the extension 4.. The cross 
piece 4" is located or formed integral with 
the extension 3" at the outer end of the right 
angular portion thereof and extends suffi 
ciently below the upper end of this right-an 
gular member to permit the hook 4' to seat 
on theupper side of this cross-piece, the hook 
engaging between the legs of the extension 
3” and extending flush with the upperend of 
the extension 3”’. Thus the hook portion is 
incased 4by the extension 3” and is conse 
quently protected by the latter. rl‘he said 
casing 3 and 3’ when closed entirely incases 
the coupling,said casing having formed there 
in- suitable openings 9 to allow the pipe to 
pass therethrough. p 
The reference-numeral‘lO indicates a collar 

when the device is to be applied to a valve, 
as shown in Fig. 3 of the drawings. 
The manner ofoperating my improved lock 

is as follows: The two sections being hinged 
together are slipped over the pipe inelosing 
the coupling and are then securely locked 
together by means of the padlock, as shown in 
Fig. l of the drawings. The coupling can 
not be tampered with, as will be readily un 
derstood. 
The device, as shown in Fig. 3of the draw 

ings, merely carries a head 10, performing the 
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same function upon the valve-stem as here 
tofore described for inclosing the coupling. 
The said valve-casing is preferably formed as 
illustrated in Figs. 5 and 6 of the drawings, 
although the latter may be modified in vari 
ons ways without departing from the general 
spirit of my invention. 
Having fully described my invention, what 

I claim as new, and desire to secure by Letters 
Patent, is 

1. A device of the type set forth, compris 
ing a casing formed of two sections, an out 
ward-contracted extension carried by one end 
of one of the sections and having a hook por 
tion formed integral with its outer end', an 
outward extension of greater width than the 
first-named extension formed integral with 
the other section, said last-named extension 
being cut away to form legs between which 
said contracted extension is received, the up 
per end of the second-named extension ex 
tending forwardly at right angles to the said 
legs thereof, a cross-piece carried by the said. 
right-angular portion ofthe said extension on 
its outer end, and being located below lthe up 
per side of the said portion, to receive the 
hook portion and permit the latter to extend 
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flush with the upper sides of said right-_angu 
lar portion, and outward-extendingapertured 
legs carried on the opposite ends of the sec- '„ 
tions, with a look engaging through the aper 
tures for securing the sections together, sub 
stantially as described. v 

2. A device of the type set forth, consisting 
of a casing formed in two sections adapted to 
inclose the valve-stein, said Casin g seating on 
the upper side of the valve-casing, and-.ex 

' tending below the hand-wheel of the valve 
stem, and a second casing comprising two sec 
tions having a hinged connection with each 
other, one of saidlast-narned sections having 
a head-formed integral therewith,said head be 
ing apertured and engaging over the upper 
end of sa'id first-named casing and seating on 
the upper edge thereof, and a lock for secur 
ing the sections of the first-named casing to 
gether. 

In testimony whereof‘l have hereunto af 
fixed my signature in the presence of two 
subscribing witnesses. 

JOHN SPEER. 
Witnesses: 

JOHN GROETZINGER, 
M. HUNTER. 
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