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ADAPTIVE BATTERY CONDITIONING 
EMPLOYING BATTERY CHEMISTRY 

DETERMINATION 

TECHNICAL FIELD 

The invention relates to battery-poWered devices. In par 
ticular, the invention relates to conditioning rechargeable 
batteries used With battery-poWered devices. 

BACKGROUND OF THE INVENTION 

Battery-powered devices, such as digital cameras for 
example, generally depend on a battery-based poWer supply 
for their operational poWer. In particular, a battery-based 
poWer supply that employs a rechargeable battery is often 
used in such portable battery-poWered devices. The 
rechargeable battery of the battery-based poWer supply 
provides the device With operational poWer Without requir 
ing a continuous connection to a ?xed poWer source, such as 
an alternating current (AC) electrical outlet, thus facilitating 
portable operation of the device. In general, the device may 
be operated from battery poWer until the battery becomes 
depleted. When depleted, the battery is either recharged in 
situ or is replaced With a fully charged, replacement battery. 
When not recharged in situ, the rechargeable battery is 
typically recharged in a recharging unit that is separate from 
the device. 

Modern battery-poWered devices often are capable of 
accepting and utiliZing batteries having any one of a number 
of different battery chemistries. In simple terms, a battery is 
a device that converts chemical energy stored by the battery 
into electrical energy or electricity. The ‘chemistry’ of the 
battery refers to a speci?c combination of electrolytes and 
electrode materials used in the battery to create and sustain 
chemical reactions Within the battery that produce electric 
ity. A variety of different battery chemistries are currently 
commercially available including, but not limited to, alka 
line, high-energy alkaline, nickel-metal hydride (NiMH), 
nickel-cadmium (NiCd), and photo lithium or lithium-iron 
sul?de (LiiFeSZ). Moreover, all of these chemistries are 
available in a variety of common battery siZes or form 
factors, including, but not limited to, an ‘AA’ siZe. 
Among the batteries that are used in battery-poWered 

devices, some are rechargeable While others are not. In 
general, Whether or not a battery is rechargeable is dictated 
by the battery chemistry. Thus, a battery having a battery 
chemistry that supports re-energiZing or recharging of the 
chemical energy stored by the battery is usually considered 
to be rechargeable. For example, alkaline batteries generally 
are not rechargeable While NiMH and NiCd batteries are 
rechargeable. 
Of the various rechargeable battery chemistries, many 

often require conditioning or reconditioning to achieve or 
maintain peak battery capacity and performance. For 
example, NiMH and NiCd batteries are knoW to require such 
conditioning. Without periodic conditioning during use, 
NiMH and NiCd batteries develop a reduced battery charge 
or storage capacity. The reduced charge capacity eventually 
renders the battery unusable. Regular, periodic battery con 
ditioning of NiMH and NiCd batteries helps to reduce or 
even reverse the reduction of charge capacity. Additionally, 
batteries of certain chemistries often require conditioning 
When neW and/ or after being stored for a long period of time. 
For example, NiMH batteries typically require some condi 
tioning to achieve a full capacity When neW. On the other 
hand, batteries of some other chemistries do not require or 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
bene?t from conditioning. In fact, some battery chemistries 
may be damaged by the application of conditioning. Most 
notably, a non-rechargeable battery, such as an alkaline 
battery, Would be drained and effectively rendered useless by 
an attempt to recondition such a battery. 

Accordingly, it Would be advantageous to have means for 
battery conditioning that Was not limited to use With a 
battery having a particular battery chemistry. Such a battery 
conditioning means Would address a long-standing need in 
the area of battery-poWered devices that utiliZe rechargeable 
batteries. 

SUMMARY OF THE INVENTION 

The present invention provides battery conditioning for a 
rechargeable battery. In particular, the battery is conditioned 
or reconditioned based on a determined battery chemistry of 
the battery. Determination of battery chemistry enables the 
battery to be conditioned in a manner that is adapted to or 
optimiZed for the determined chemistry. Battery condition 
ing based on the determined battery chemistry is particularly 
useful When applied to in situ conditioning of batteries used 
in devices that accept and employ batteries having any one 
chemistry of a number of different battery chemistries. As 
such, the present invention is applicable to virtually any 
electronic device that utiliZes a battery having a chemistry 
selected from multiple battery chemistries including, but not 
limited to, a digital camera, a laptop computer, a compact 
disk (CD) player, an electronic toy, and a cellular telephone. 

In an aspect of the invention, a method of adaptively 
conditioning a battery is provided. The method of adaptively 
conditioning comprises determining a chemistry of the bat 
tery from a characteristic of the battery that is measured. The 
method of adaptively conditioning further comprises con 
ditioning the battery according to the determined chemistry. 

In another aspect of the invention, a device having in situ 
battery chemistry-adapted battery conditioning is provided. 
The device comprises means for determining a chemistry for 
a battery installed in the device. The chemistry determining 
means measures a characteristic of the installed battery to 
determine the battery chemistry. The device further com 
prises means for conditioning the installed battery. The 
conditioning means adapts to the determined battery chem 
istry before conditioning. 

In yet another aspect of the invention, an electronic device 
With in situ adaptive battery conditioning is provided. The 
electronic device accepts any one of a plurality of battery 
chemistries. The electronic device comprises means for 
determining a battery chemistry of a battery installed in the 
device. The determining means uses a measured character 
istic of the installed battery to determine the battery chem 
istry. The electronic device further comprises means for 
conditioning the installed battery. The conditioning means 
adapt to the determined battery chemistry before condition 
ing. In yet other aspects of the present invention, a battery 
charging and conditioning system that uses battery chemis 
try determination is provided. 

Advantageously, the present invention employs battery 
chemistry determination to adapt battery conditioning to the 
determined chemistry. For example, the present invention 
determines Whether the battery is rechargeable or not and 
What rechargeable chemistry is employed to adapt a particu 
lar conditioning regime to the determined battery chemistry. 
If the determined battery chemistry is nonrechargeable, the 
present invention does not attempt to condition the battery. 
Moreover, the adapted conditioning of the present invention 
does not depend on either an input from a user of the device 
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or a priori known information regarding the battery chem 
istry, such as may be provided by a ‘smart battery’. Certain 
embodiments of the present invention have other advantages 
in addition to and in lieu of the advantages described 
hereinabove. These and other features and advantages of the 
invention are detailed beloW With reference to the following 
draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The various features and advantages of the present inven 
tion may be more readily understood With reference to the 
folloWing detailed description taken in conjunction With the 
accompanying draWings, Where like reference numerals 
designate like structural elements, and in Which: 

FIG. 1 illustrates a How chart of an embodiment of a 
method of adaptively conditioning a battery based on battery 
chemistry determination according to the present invention. 

FIG. 2 illustrates a How chart of an embodiment of 
determining a battery chemistry of a battery in the method 
of adaptively conditioning of FIG. 1 according to the present 
invention. 

FIG. 3A illustrates a How chart of an embodiment of 
establishing When and Whether to condition a battery in the 
method of adaptively conditioning of FIG. 1 according to the 
present invention. 

FIG. 3B illustrates a How chart of another embodiment of 
establishing When and Whether to condition a battery in the 
method of adaptively conditioning of FIG. 1 according to the 
present invention. 

FIG. 3C illustrates a How chart of another embodiment of 
establishing When and Whether to condition a battery in the 
method of adaptively conditioning of FIG. 1 according to the 
present invention. 

FIG. 3D illustrates a How chart of another embodiment of 
establishing When and Whether to condition a battery in the 
method of adaptively conditioning of FIG. 1 according to the 
present invention. 

FIG. 4 illustrates a block diagram of an embodiment of a 
device that adaptively conditions a battery according to the 
present invention. 

FIG. 5 illustrates a block diagram of an exemplary 
embodiment of an electronic device that provides in situ 
adaptive battery conditioning according to the present inven 
tion. 

MODES FOR CARRYING OUT THE 
INVENTION 

FIG. 1 illustrates a How chart of an embodiment of a 
method 100 of adaptively conditioning a battery based on 
battery chemistry determination according to the present 
invention. The method 100 of adaptively conditioning 
applies to conditioning or reconditioning a rechargeable 
battery, Wherein the conditioning helps to establish or main 
tain a peak or optimum charge capacity of the battery or a 
nearly peak or optimum charge capacity of the battery. As 
used herein, a ‘peak’ or ‘optimum’ charge capacity is a 
primary charge capacity or a maximum charge capacity of 
the battery When the battery is neW and fully conditioned 
(i.e., unused) or nearly neW (i.e., hardly used). The method 
100 of adaptively conditioning may be performed as an in 
situ conditioning of a battery installed in an electronic 
device or may be performed on a battery that is removed 
from the device and placed in an external conditioning unit 
or system for conditioning. The battery chemistry determi 
nation of the method 100 enables the conditioning of the 
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4 
battery to be adapted to the determined chemistry, thereby 
facilitating an optimum conditioning of the battery. 
The method 100 of battery conditioning comprises deter 

mining 110 a chemistry of the battery. Determining 110 
battery chemistry comprises measuring a characteristic of 
the battery and from the measured characteristic, determin 
ing the battery chemistry. In particular, a characteristic or a 
set of characteristics for the battery is measured preferably 
under one or more battery load conditions. In some embodi 
ments, the measurements are performed in situ and can be 
performed using conventional battery monitoring circuitry 
of the electronic device. Results of the measurement are 
compared to ‘knoWn’ or predetermined characteristics for a 
set of battery chemistries that may be used by the device. 
From the comparison, a determination 110 of battery chem 
istry is made. In some embodiments, the comparison uses a 
look-up table that stores the characteristics of candidate 
battery chemistry characteristics. 

Ideally, the battery chemistry needs to be determined only 
When the battery has been replaced. HoWever, in practice, 
determining 110 preferably is performed during each poWer 
up or ‘boot’ sequence carried out by the electronic device. In 
addition, for electronic devices that can remain operational 
While the battery is replaced, determining 110 is preferably 
performed each time the battery is replaced or for example, 
a battery compartment is opened or accessed. Battery chem 
istry determination 110 also may be performed at other times 
during device operation and still be Within the scope of the 
present invention. 

There is a variety of Ways to determine 110 battery 
chemistry, all of Which are Within the scope of the present 
invention. A flow chart of an embodiment of determining 
110 a battery chemistry of a battery in the method 100 of the 
present invention is illustrated in FIG. 2. In the illustrated 
embodiment, determining 110 comprises measuring 112 a 
battery voltage in an ‘unloaded’ or idle condition to produce 
a measured unloaded battery voltage value. Determining 110 
further comprises measuring 114 the battery voltage in a 
‘loaded’ condition to produce a measured loaded battery 
voltage value. An unloaded condition is de?ned as a situa 
tion Wherein the battery is subjected to a loW current drain 
While a loaded condition is de?ned as a situation Wherein the 
battery is subjected to a relatively moderate to high current 
drain. Alternatively, a voltage that is proportional to the 
battery voltage may be measured 112, 114 instead of the 
actual voltage of the battery itself. 

According to FIG. 2, determining 110 further comprises 
computing 116 a battery chemistry coef?cient from the 
measured values of the loaded and unloaded battery volt 
ages. One such battery chemistry coef?cient is computed by 
taking a ratio of the measured 112, 114 values of the 
unloaded and loaded battery voltage. For example, the ratio 
may be the measured 112 unloaded value over the measured 
114 loaded value. One skilled in the art can readily devise 
other useful battery chemistry coef?cients all of Which are 
Within the scope of the present invention. The main function 
of the battery chemistry coe?icient is to provide a reliable 
means for distinguishing betWeen various battery chemis 
tries. 
The embodiment of determining 110 further comprises 

comparing 118 the battery chemistry coef?cient to a set of 
candidate battery chemistry coef?cients or preferably, to a 
set of battery chemistry coe?icient ranges, for candidate 
battery chemistries. Preferably, the coef?cient ranges are 
stored in a look-up table. The comparison 118 results in a 
choice of a particular battery chemistry from among the 
possible candidate battery chemistries represented by the 
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coef?cient ranges in the look-up table. In essence, compar 
ing 118 produces a ‘best guess’ of an actual battery chem 
istry, the accuracy of Which is limited only by an effective 
discrimination poWer or capability of the battery chemistry 
coef?cient and an accuracy and applicability of look-up 
table data. 

While de?ned hereinabove, the actual de?nition of the 
unloaded condition and the loaded condition of the battery 
is usually device speci?c. As already mentioned, the 
unloaded condition should represent a loWer load or current 
drain on the battery than is evident in or represented by the 
loaded condition. Preferably, a relative difference in battery 
load levels betWeen the loaded and unloaded conditions is 
relatively high. More preferably, the relative difference in 
load levels is as high as is normally experienced by the 
battery during normal device operation. 

For example, if the device is a digital camera, an unloaded 
condition might be the load experienced by the battery 
before or immediately folloWing a start-up process. A loaded 
condition might be de?ned as the load condition experienced 
by the battery during a lens extension or While charging a 
capacitor that poWers the ?ash bulb. In another example, a 
loaded condition for a compact disk (CD) player might be 
de?ned to occur When ‘spinning up’ the CD. Moreover, the 
unloaded condition for the CD player might be de?ned as 
occurring When the CD is not spinning, but the player is ON. 
In general, any tWo relatively repeatable but different load 
conditions normally present in the device can be used as the 
loaded and unloaded conditions. HoWever in general, the 
greater the difference in load levels, the more reliable Will be 
the results of determining 110. 

Given that the de?nitions of unloaded and loaded condi 
tions are device speci?c, the coef?cient ranges in the look-up 
table are likeWise device speci?c. Typically, it is preferred 
that the look-up table coef?cient ranges be generated empiri 
cally. That is, preferably the look-up table coef?cient ranges 
are generated for the speci?c loaded and unloaded condi 
tions to Which the battery is subjected in the device. This 
Way, the subsequent application of determining 110 battery 
chemistry results in an accurate determination of battery 
chemistry. One skilled in the art is familiar With the con 
struction and use of this sort of empirically derived look-up 
table for an electronic device. 
As mentioned hereinabove, other methods beyond that 

described hereinabove for determining battery chemistry are 
applicable to determining 110 battery chemistry of the 
method 100 of the present invention. For example, Bean et 
al., US. Pat. No. 6,215,275, incorporated herein by refer 
ence, discloses a method of battery chemistry determination 
or identi?cation that utiliZes a simple test circuit in conjunc 
tion With a microcontroller that measures several distinct 
voltages across a battery to determine battery chemistry. In 
another example, Bean et al., US. Pat. No. 6,404,164, 
incorporated herein by reference, disclose several in situ 
measurements of battery voltages under various loaded and 
unloaded battery conditions for battery chemistry determi 
nation. The described and cited methods, as Well as any 
other method that one skilled in the art might devise to 
determine battery chemistry of a battery, are Within the 
scope of the present invention. 
The method 100 of adaptively conditioning further com 

prises conditioning 120 the battery according to the deter 
mined 110 battery chemistry. The terms ‘conditioning’ and 
‘reconditioning’ refer to any procedure that may be applied 
to a rechargeable battery that helps to establish and/or 
maintain a peak or optimal charge capacity for the battery. 
For example, given a battery having a NiCd chemistry, 
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6 
conditioning 120 may be used to return a charge capacity of 
the battery to that of a nearly neW NiCd battery (i.e., a 
primary charge capacity). In another example, a battery 
having a NiMH chemistry may be conditioned 120 When 
neW or after having been stored for an extend period of time 
to help establish a peak charge capacity (i.e., a maximum 
charge capacity). One skilled in the art is familiar With 
conditioning batteries of particular battery types or chemis 
tries, all such conditioning protocols are Within the scope of 
the present invention. 
An embodiment of battery conditioning 120, Which 

applies to NiMH and NiCd batteries for example, comprises 
discharging the battery and then charging the battery. Pref 
erably, the battery is discharged to a charge level beyond a 
normal operational ‘cut-o?" charge level for a given or 
intended use of the battery. In particular, the battery is 
preferably discharged Without over discharging to an ‘end 
of-discharge’ condition. The end-of-discharge condition 
depends on a given battery chemistry and therefore, is 
speci?c to or appropriate for the given battery chemistry. 
Therefore, the present invention is not intended to be limited 
to any particular ‘end-of-discharge’ condition. One skilled in 
the art is familiar With determining such an end-of-discharge 
condition for a given battery chemistry and may readily 
determine Whether a battery is being over discharged With 
out undue experimentation. 
The battery is then charged to a level near a maximum 

charge level or capacity of the battery. As such, ‘discharging’ 
in the context of battery conditioning 120 generally is 
referred to as ‘deeply discharging’ indicating that the dis 
charging reduces the battery charge level to beloW, prefer 
ably Well beloW, the normal cut-off charge level. Similarly, 
‘charging’ in the battery conditioning 120 context is often 
referred to as ‘fully charging’ since an attempt generally is 
made to achieve a maximum charge capacity of the battery. 
Since charging the battery is speci?c to and dependent on a 
given battery chemistry, the present invention is not intended 
to be limited to any particular ‘charging’ or ‘fully charging’ 
condition. One skilled in the art is familiar With and may 
readily determine the meaning of ‘deeply discharging’ and 
‘fully charging’ With respect to a given battery chemistry for 
the purposes of battery conditioning Without undue experi 
mentation. 

Preferably, discharging the battery is performed using a 
loW discharge rate. Several cycles of such discharging may 
be applied during a particular battery conditioning 120. The 
loW discharge rate may be achieved by applying a light, loW 
or small load to the battery during a discharge period. The 
application of the small load results in a loW rate of energy 
discharge or a loW energy drain from the battery. For 
example, the small load may comprise using a ‘loW poWer’ 
mode of the device in Which the battery is installed and 
preferably, is conditioned 120 in situ. Alternatively, con 
necting a relatively high value resistor (e. g., 1K to IM ohm) 
across terminals of the battery during the discharge period 
may be used as the small load or a moderately small load. 
In general, the de?nition of What constitutes a small load to 
a moderately small load depends, in part, on an overall 
capacity of the battery. HoWever, one skilled in the art is 
familiar With and can readily determine a small to moder 
ately small load for a given battery and battery capacity 
Without undue experimentation. 
The method 100 of adaptively conditioning a battery may 

further comprise establishing 130 Whether and When to 
condition the battery. In some embodiments, establishing 
130 is performed after determining 110 battery chemistry 
but before conditioning 120, as illustrated in FIG. 1. In 
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general as describe hereinabove, determining 110 battery 
chemistry need only be performed once for each neWly 
installed battery. On the other hand, establishing 130 When 
and Whether to condition may occur many times for a given 
installed battery. In other embodiments (not illustrated), 
establishing 130 Whether and When to condition is per 
formed before determining 110 battery chemistry. 

In some embodiments, conditioning 120 may be per 
formed each time the battery is close to being fully dis 
charged or nearly drained, or an end of the battery discharge 
cycle is near. In other Words, at most a nominal amount of 
stored energy remains in the battery When the battery is close 
to being fully discharged or nearly drained. As used herein, 
‘a nominal amount of stored energy remaining’ is equivalent 
to the ‘end-of-discharge’ condition described above. 

In general, conditioning 120 does not take a long period 
of time, especially When the battery is nearly drained 
already. The period of time for conditioning 120 typically is 
battery chemistry speci?c, and not intended to limit the 
scope of the present invention. Thus in some embodiments, 
conditioning 120 comprises discharging or draining a 
remainder of stored energy in the battery before the battery 
is recharged. In such embodiments, establishing 130 
Whether and When to condition may comprise simply noting 
that the battery is nearly discharged (or has only a nominal 
amount of stored energy remaining) and is about to be 
recharged. 

In other embodiments, an energy output of the battery 
may be monitored during the battery’s use in the device. If 
a loWer than expected energy output is detected, condition 
ing 120 may be indicated. A How chart of an embodiment of 
establishing 130 When and Whether to condition a battery in 
the method 100 is illustrated in FIG. 3A. In such an 
embodiment, establishing 130 uses energy monitoring and 
comprises measuring 132 the energy output of the battery 
during an operational use of the battery. Establishing 130 
further comprises comparing 134 the measured energy out 
put to an expected energy output. Establishing 130 further 
comprises initiating 136 conditioning 120 When a loWer than 
expected result is encountered. For example, a softWare ?ag 
in a control program of the device may be set to establish 
130 Whether and When to condition the battery When the 
measured 132 energy output of the battery is less than 
expected. Setting of the softWare ?ag causes conditioning 
120 to occur automatically a next time that the device is 
connected to a charging source to recharge the battery. 

In other embodiments, a battery voltage may be moni 
tored and measured during charging and/or discharging of 
the battery. For example during charging, if the battery fails 
to charge to a voltage indicating a ‘full’ battery, or fails to 
reach the voltage indicating a fully charged battery quickly 
enough, conditioning 120 of the battery may be indicated. 
FIG. 3B illustrates a How chart of an embodiment of 
establishing 130' When and Whether to condition a battery in 
the method 100 according to the present invention, Which 
employs battery voltage measurement. In such embodi 
ments, establishing 130' comprises measuring 132' a battery 
voltage, and comparing 134' the measured battery voltage to 
an expected voltage. Establishing 130' further comprises 
initiating 136 conditioning When a loWer than expected 
measured battery voltage (i.e., result) is encountered. 
A variation of the embodiments that measure battery 

voltage involves monitoring a voltage or voltage slope 
during discharge of the battery. Generally, a battery in need 
of conditioning 120 exhibits more than one voltage plateau 
during discharge: a ?rst plateau at a ?rst or ‘normal’ battery 
voltage and at least a second plateau at a slightly loWer 
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8 
voltage. As used here, the normal battery voltage is a voltage 
produced by a battery that is not in need of conditioning. 
Conversely, a battery that does not need conditioning 120 
exhibits only the normal battery voltage plateau. 

FIG. 3C illustrates a How chart of another embodiment of 
establishing 130" When and Whether to condition a battery in 
the method 100 according to the present invention that 
employs detection of the second plateau. Accordingly in 
some embodiments, establishing 130" When and Whether to 
condition comprises monitoring 132", 134" the battery volt 
age during discharge to detect a presence of the second 
plateau; and initiating 136" conditioning of the battery upon 
detection of the second plateau. 

In devices having a real time clock or a clock capable of 
tracking elapsed time, conditioning 120 may be performed 
periodically or after a given period of elapsed time. FIG. 3D 
illustrates a How chart of another embodiment of establish 
ing 130'" When and Whether to condition a battery in the 
method 100 according to the present invention that utiliZes 
a measurement of time. In such an embodiment, establishing 
130'" comprises measuring 132"‘ a time interval or an 
elapsed time; and initiating 136'" conditioning 120 When the 
time interval equals a predetermined time interval or When 
the elapsed time equals a predetermined speci?c time 
period. The time interval or the elapsed time may be a time 
period since the battery Was last charged, or a period of 
battery use, a period of battery nonuse, or a combination 
thereof. For example, NiMH batteries often require condi 
tioning 120 after being stored in or outside of a device for 
an extended period of time. According to this embodiment, 
establishing 130'" When and Whether to condition comprises 
measuring 132"‘ the storage time (e.g., a time since the 
battery Was previous charged). If the storage time approxi 
mately equals or exceeds the predetermined time interval, 
establishing 130'" further comprises initiating 136'" condi 
tioning 120 of the battery When the battery is next charged. 

In yet other embodiments (not illustrated), conditioning 
120 of a neWly installed battery may be desirable. For 
example as described hereinabove, NiMH batteries gener 
ally bene?t from undergoing several conditioning cycles 
When the batteries are neW or have been stored for an 
extended period of time. Thus, establishing 130 When and 
Whether to condition may comprise determining that a neW 
battery has been installed in the device. For example, 
detecting the presence of a battery With a very loW battery 
voltage (e.g., less than 0.8 Volts per cell) might indicate a 
neW battery has been installed. Similarly, installation of a 
neW battery may be determined by monitoring Whether or 
not the battery compartment has been accessed. Moreover, 
the battery chemistry determination 110 may indicate that 
the neW battery is a NiMH battery. Under such circum 
stances, establishing 130 may comprise initiating 136 con 
ditioning 120 When the neW battery is ?rst recharged. 
Moreover according to some embodiments, establishing 130 
may initiate 136 a sequence of several conditioning 120 
cycles (e.g., 2-4 cycles) to insure that a peak capacity of the 
neW battery is likely to be realiZed. 

In some embodiments (not illustrated), establishing 130 
Whether and When to condition may further comprise check 
ing Whether the battery is a rechargeable battery. In general, 
a non-rechargeable battery is not to be conditioned or is not 
reconditionable. Thus, establishing 130 may comprise uti 
liZing the determined 110 battery chemistry and a list of 
Which chemistries are rechargeable to determine Whether the 
battery is to be conditioned or is reconditionable at all. In yet 
other embodiments, either the method 100 or the device may 
comprise a conditioning ‘lock-out’ mode. If the lock-out 
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mode is active, establishing 130 When and Whether to 
condition is prevented from initiating 136 conditioning 120. 

In yet other embodiments, the conditioning lock-out mode 
is automatically activated if it is determined that condition 
ing 120 has not or may not likely improve the condition of 
the battery and/ or another performance characteristic of the 
battery. For example, if conditioning 120 is initiated 136 
because the battery fails to charge to a voltage indicating a 
‘full’ battery, as described hereinabove, failure to reach the 
‘full’ battery voltage after conditioning 120 may indicate 
that something other than battery conditioning is responsible 
for the failure. The method 100 of the present invention 
advantageously makes such determination according to 
these embodiments. In such instances, the conditioning 
lock-out mode is automatically activated. When condition 
ing lock-out mode is automatically activated, a user may be 
noti?ed of a potential problem With the battery and or a 
problem With a device employing the battery. User noti? 
cation may be achieved in several Ways including, but not 
limited to, an audio noti?cation and/or an alphanumeric or 
iconic noti?cation displayed on a display of the device. It 
should be noted that in some embodiments, the conditioning 
lock-out mode may be manually or semi-automatically 
activated and still be Within the scope of the present inven 
tion. 

The method 100 of the present invention is applicable to 
all battery poWered electronic devices that employ recharge 
able batteries and battery-charging systems for recharging 
rechargeable batteries, especially those that are capable of 
accepting and using battery types and form factors available 
in multiple different battery chemistries. In addition, the 
method 100 is applicable to electronic devices that can 
accept either re-chargeable or non-rechargeable battery 
types. Examples of different battery chemistries available 
for use in electronic devices include, but are not limited to, 
alkaline, high drain alkaline, nickel-metal hydride (NiMH), 
nickel-cadmium (NiCd), and photo lithium (LiiFeSZ), all 
of Which are commercially available in a variety of form 
factors. Examples of battery-powered devices to Which the 
present invention is applicable include, but are not limited 
to, notebook and laptop computers, hand-held computers 
and personal digital assistants (PDAs), digital cameras, 
including video cameras, portable electronic toys, and cel 
lular telephones. 

It should be understood by those skilled in the art that the 
battery-poWered devices may use more than one chemistry 
from the available battery chemistries, hoWever the devices 
generally use only one of the available chemistries at a time. 
In other Words, if the device uses a quantity of tWo ‘AA’ 
batteries for battery-poWered operation, the tWo ‘AA’ bat 
teries are the same chemistry When used in the device. In 
battery-poWered devices that alloW for using batteries hav 
ing different chemistries for operation, it is Within the scope 
of the present invention to determine 110 the chemistry of 
each installed battery and implement battery conditioning 
120 to each battery according to the determined 110 chem 
istry, as described above. 

In another aspect of the present invention, a device 200 
that adaptively conditions a battery is provided. FIG. 4 
illustrates a block diagram an embodiment of the device 200 
that adaptively conditions a battery according to the present 
invention based on battery chemistry determination. The 
device 200 comprises means for determining battery chem 
istry 210 of a battery 202 associated With the device 200. 
The means for determining 210 battery chemistry measures 
a characteristic of the battery 202 and determines a chem 
istry of the battery 202 from the measured characteristic. 
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The device 200 further comprises means for adaptively 
conditioning 220 the battery 202. The means for adaptively 
conditioning 220 adapts to the determined chemistry of the 
battery 202 before conditioning and then conditions the 
battery 202 accordingly. 

In some embodiments, the means 210 for determining 
battery chemistry comprises means for monitoring a battery 
or a battery monitor. The battery monitor measures a char 
acteristic of the battery 202, such as a voltage or a current 
of the battery 202. The measured characteristic is compared 
to expected values of the characteristic for a plurality of 
battery chemistries to determine a chemistry of the battery 
202. For example, the battery monitor may employ any of 
the methods of determining 110 battery chemistry described 
hereinabove With respect to the method 100. The determined 
chemistry is then communicated to the means 220 for 
adaptively conditioning the battery. 

In some embodiments, the means for adaptively condi 
tioning 220 the battery 202 comprises a load, such as a 
resistor, a sWitch and a control circuit. The control circuit 
controls the sWitch to connect the battery to the load or to 
disconnect the battery from the load. When connected to the 
load, the battery 202 discharges through the load to condi 
tion the battery 202. The control circuit employs the deter 
mined battery chemistry to adapt the control of the sWitch to 
the determined chemistry. In other embodiments, several 
loads may be selectively sWitched to and from the battery 
under the control of the control circuit in response to the 
determined battery chemistry. In yet other embodiments, the 
load may be provided by operational circuitry of the device 
200, preferably When the device 200 is operating in a loW 
poWer mode. 

Moreover, the means for adaptively conditioning 220 
further comprises means for establishing When and Whether 
to condition the battery. In particular, any of the methods of 
adapting battery conditioning 120 may be employed by the 
means for adaptively conditioning 220 and further, any of 
the methods of establishing When and Whether to condition 
130, 130', 130", 130'" described hereinabove With respect to 
the method 100 may be employed by the establishing means 
during adaptively conditioning 120. 

Consider for example, an exemplary embodiment of the 
device 200 in the form of an electronic device 200, such as 
a digital camera, that provides in situ battery chemistry 
adaptive battery conditioning of the battery 202 according to 
the present invention. In particular, the battery 202 
employed in the exemplary device 200 may have a chem 
istry representing any one of a number of rechargeable or 
non-rechargeable battery chemistries. Also the exemplary 
device 200 may provide a means for recharging the battery 
202 While the battery 202 is installed in the device 200. 

FIG. 5 illustrates a block diagram of the exemplary 
embodiment of the electronic device 200 that provides in 
situ adaptive battery conditioning according to the present 
invention. As illustrated in FIG. 5, the exemplary electronic 
device 200 further comprises a battery monitor 212, a poWer 
subsystem 230, a controller 240, a memory or memory 
subsystem 250, and a computer program 260 stored in the 
memory subsystem 250. The means for determining 210 
battery chemistry of the exemplary electronic device 200 
comprises the aforementioned battery monitor 212, the 
controller 240, and a battery chemistry determining portion 
of the computer program 260. The means for adaptively 
conditioning 220 comprises the poWer subsystem 230, the 
controller 240, and an adaptive battery-conditioning portion 
of the computer program 260. In some embodiments, the 
adaptive battery-conditioning portion of the computer pro 
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gram 260 comprises an establishing When and Whether to 
condition program subportion. 

The battery monitor 212 measures a characteristic of the 
battery 202, such as voltage and/or current, and communi 
cates the measurement to the controller 240. The battery 
chemistry-determining portion of the computer program 260 
comprises instructions that, When executed by the controller 
240, determine the battery chemistry of the battery 202. For 
example, the instructions may implement any one of the 
methods 110 of battery chemistry determination previously 
described hereinabove With respect to method 100. The 
controller 240 executes the instructions that may include 
retrieving data from the memory subsystem 250. The 
retrieved data contain a list to Which the measured charac 
teristic is compared. The result of the executed instructions 
by the controller 240 is a determination of the battery 
chemistry of the battery 202. 

The poWer subsystem 230 is controlled by the controller 
240. Under control of the controller 240, the poWer sub 
system 230 may discharge the battery 202 as Well as 
recharge the battery 202. In particular, the poWer subsystem 
230, through a connection to an external poWer source, such 
as an alternating current (AC) adapter, provides means for 
charging or recharging the battery 202. Likewise, the poWer 
subsystem 230 provides a means for discharging the battery 
202 either by providing operational poWer to the device 200 
or by sWitching an output of the battery 202 to a load 
resistor. 

The battery-conditioning portion of the computer pro 
gram 260 comprises instructions that, When executed by the 
controller 240, adaptively condition the battery 202 based on 
the determined chemistry. For example, the instructions may 
implement any one of the methods 120 of conditioning 
described hereinabove With respect to the method 100. 
Moreover, the instruction may implement a method of 
establishing When and Whether to condition including, but 
not limited to, any of the embodiments of establishing 130, 
130', 130", 130'" previously described hereinabove With 
respect to method 100. The result of the execution of the 
instructions by the controller 240 is the adaptive condition 
ing of the battery 202 in situ Within the device 200. 

Referring back to FIG. 4, the device 200 may be a battery 
charging and conditioning system 200', that is either inde 
pendent of or associated With a battery-poWered device. The 
battery charging and conditioning system 200' accepts a 
battery 202 for recharging and conditioning. If the system 
200' determines that the battery chemistry is not a recharge 
able chemistry, the system 200' Will not attempt to condition 
the battery. The system 200' recharges and conditions a 
battery representing any one of several rechargeable chem 
istries. As described above for the device 200, the battery 
recharging and conditioning system 200' comprises means 
for determining 210 battery chemistry and means for con 
ditioning 220 the battery. The battery recharging and con 
ditioning system 200' determines a chemistry of the battery 
202 and if the battery 202 is determined to be rechargeable, 
the system 200' then adaptively conditions the battery 202 
based on the determined chemistry of the rechargeable 
battery. After conditioning the battery 202, the battery 202 is 
further charged in the system 200'. The battery 202, having 
been adaptively conditioned and charged in accordance With 
the present invention, is ready for use in a battery-poWered 
device. 

Thus, there have been described numerous embodiments 
of a method of adaptively conditioning a battery based on a 
determined battery chemistry, and a device and a system that 
adaptively condition a battery. It should be understood that 
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12 
the above-described embodiments are merely illustrative of 
some of the many speci?c embodiments that represent the 
principles of the present invention. Clearly, those skilled in 
the art can readily devise numerous other arrangements 
Without departing from the scope of the present invention as 
de?ned by the folloWing claims. 

What is claimed is: 
1. A method of adaptively conditioning a battery com 

prising: 
determining a chemistry of the battery from a character 

istic of the battery comprising measuring the charac 
teristic under both a battery load condition and a battery 
unloaded condition; and 

conditioning the battery according to the determined 
battery chemistry. 

2. The method of claim 1, Wherein determining a chem 
istry further comprises: 

comparing the measured characteristic to predetermined 
battery characteristics for a plurality of battery chem 
istries. 

3. The method of claim 1, Wherein determining a chem 
istry further comprises: 

computing a battery chemistry coef?cient from the mea 
sured loaded characteristic and the measured unloaded 
characteristic; and 

comparing the coef?cient to either a set of predetermined 
battery chemistry coef?cients or a set of battery chem 
istry coef?cient ranges for candidate battery chemis 
tries. 

4. The method of claim 3, Wherein comparing the com 
puted battery chemistry coefficient effectively discriminates 
betWeen the candidate battery chemistries. 

5. The method of claim 1, Wherein the measured charac 
teristic of the battery is one or both of a battery voltage and 
a battery current. 

6. The method of claim 1, Wherein conditioning the 
battery facilitates one or both of an establishment of a 
primary charge capacity for the battery and a maintenance of 
a charge capacity of the battery. 

7. The method of claim 1, Wherein conditioning the 
battery comprises: 

discharging the battery to an end-of-discharge condition, 
the end-of-discharge condition being dependent on the 
determined battery chemistry; and 

charging the discharged battery. 
8. The method of claim 1, further comprising: 
establishing When and Whether to condition the battery. 
9. The method of claim 8, Wherein establishing When and 

Whether to condition the battery comprises establishing one 
or both that the battery has reached an end-of-discharge 
condition and that the battery is about to be recharged. 

10. The method of claim 8, Wherein establishing When and 
Whether to condition the battery comprises: 

monitoring energy output from the battery during opera 
tional use of the battery; and 

detecting an energy output from the battery that is indica 
tive of When the battery is to be recharged. 

11. The method of claim 8, Wherein establishing When and 
Whether to condition the battery comprises: 

measuring an energy output from the battery during 
operational use of the battery; 

comparing the measured energy output to an expected 
energy output for the battery; and 

initiating conditioning When the measured energy output 
is loWer than the expected energy output. 
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12. The method of claim 8, wherein establishing When and 
Whether to condition the battery comprises: 

measuring a voltage of the battery; 
comparing the measured battery voltage to an expected 

voltage for the battery; and 
initiating battery conditioning When the measured battery 

voltage is loWer than the expected voltage for the 
battery. 

13. The method of claim 8, Wherein establishing When and 
Whether to condition the battery comprises: 

monitoring a voltage of the battery during one or both of 
battery charging and battery discharging; 

comparing the monitored battery voltage to an expected 
voltage for the battery for the one or both of battery 
charging and battery discharging, respectively; and 

initiating battery conditioning if the monitored battery 
voltage fails to reach the expected voltage for the 
battery. 

14. The method of claim 8, Wherein establishing When and 
Whether to condition the battery comprises: 

monitoring one of a voltage or a voltage slope during 
discharge of the battery; and 

initiating conditioning if the monitored voltage or the 
monitored voltage slope exhibits more than one voltage 
plateau during discharge, at least one plateau being less 
than another plateau. 

15. The method of claim 8, Wherein establishing When and 
Whether to condition the battery comprises: 

measuring a time interval With respect to the battery; and 
initiating conditioning When the measured time interval is 

similar to a predetermined time interval, Wherein the 
measured time interval de?nes one or more of a time 
period since the battery Was last charged, a time period 
of battery use, and a time period of battery nonuse. 

16. The method of claim 1, Wherein the battery chemistry 
is determined one or more of When the battery is replaced in 
an electronic device, When the battery is installed in the 
electronic device, during a poWer-up sequence of the elec 
tronic device in Which the battery is installed, and When a 
compartment of the electronic device that encloses the 
battery is accessed. 

17. The method of claim 16, Wherein the battery is 
conditioned more frequently than the battery chemistry is 
determined. 

18. The method of claim 16, Wherein When and Whether 
to condition the battery is established before conditioning 
the battery, When and Whether to condition being established 
more frequently than the battery chemistry is determined, 
Wherein establishing When and Whether to condition utiliZes 
the determined battery chemistry to determine Whether the 
battery is rechargeable. 

19. A device having in situ battery chemistry-adapted 
battery conditioning comprising: 

means for determining a chemistry for a battery installed 
in the device, the battery chemistry determining means 
measuring a characteristic of the installed battery under 
both a battery load condition and a battery unloaded 
condition to determine the battery chemistry; and 

means for conditioning the installed battery, the condi 
tioning means adapting to the determined battery chem 
istry before conditioning. 

20. The device of claim 19, Wherein the battery chemistry 
determining means comprises 

a battery monitor that measures a value of the battery 
characteristic, the characteristic being one or both of a 
voltage of the battery and a current of the battery; and 
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means for comparing the measured characteristic value to 

expected values for corresponding characteristics of a 
plurality of battery chemistries. 

21. The device of claim 19, Wherein the battery condi 
tioning means comprises: 

a load, a sWitch, and a control circuit, the control circuit 
controlling the sWitch to one or both of connect the 
battery to the load and disconnect the battery from the 
load, the control circuit adapting to the determined 
battery chemistry to control the sWitch. 

22. The device of claim 19, Wherein the battery condi 
tioning means comprises means for establishing When and 
Whether to condition the battery, the establishing means 
optionally comprising one or both of means for battery 
monitoring and a clock, the battery monitoring means mea 
suring one or both of energy output of the battery and 
voltage of the battery, the clock measuring a time interval 
With respect to the battery. 

23. The device of claim 19, Wherein the device further 
comprises a lock-out mode that prevents either or both of 
conditioning and recharging of a battery that has a deter 
mined nonrechargeable battery chemistry. 

24. A battery charging and conditioning system that 
accepts any one of a plurality of rechargeable battery chem 
istries comprising: 
means for determining a battery chemistry of a battery 

installed in the system, the battery chemistry determin 
ing means measuring a characteristic of the installed 
battery under both a battery load condition and a 
battery unloaded condition to determine the battery 
chemistry; and 

means for conditioning the installed battery, the condi 
tioning means adapting to the determined battery chem 
istry before conditioning. 

25. The battery charging and conditioning system of claim 
24, further comprising means for charging the battery. 

26. The battery charging and conditioning system of claim 
24, Wherein the conditioning means comprises means for 
charging the installed battery and means for discharging the 
installed battery. 

27. An electronic device With in situ adaptive battery 
conditioning comprising: 

a battery monitor that measures a characteristic of an 
installed battery; 

a poWer subsystem that poWers the electronic device 
using the installed battery, the poWer subsystem pro 
viding for discharging the battery; 

a memory subsystem; 
a controller that controls the battery monitor, the poWer 

subsystem, and the memory subsystem; and 
a computer program stored in the memory subsystem, the 

computer program having instructions that, When 
executed by the controller, implement determining a 
battery chemistry from a characteristic of the installed 
battery, the characteristic being measured under a bat 
tery load condition and a battery unloaded condition, 
and adaptive conditioning of the installed battery 
according to the determined battery chemistry, 

Wherein the electronic device accepts any one of a plu 
rality of battery chemistries. 

28. The electronic device of claim 27, Wherein the instruc 
tions that implement determining the battery chemistry 
comprise instructions that implement using the battery 
monitor to measure the characteristic of the installed battery 
under the battery load condition and the battery unloaded 
condition, and instructions that implement comparing the 
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measured characteristic to predetermined characteristics for 
the plurality of battery chemistries to determine the chem 
istry of the installed battery. 

29. The electronic device of claim 28, Wherein the instruc 
tions that implement comparing the measured characteristic 
comprise instructions that implement computing a battery 
chemistry coef?cient from the measured loaded character 
istic and the measured unloaded characteristic, and compar 
ing the coef?cient to either a set of predetermined battery 
chemistry coef?cients or a set of battery chemistry coeffi 
cient ranges for plurality of battery chemistries. 

30. The electronic device of claim 27, Wherein the poWer 
subsystem comprises: 

a load, a sWitch, and a control circuit, the control circuit 
controlling the sWitch to one or both of connect and 
disconnect the battery from the load to condition the 
battery, Wherein control of the sWitch is adapted to a 
determined battery chemistry by execution of the 
instructions that implement the adaptive conditioning. 

31. The electronic device of claim 27, Wherein the instruc 
tions that implement the adaptive battery conditioning fur 
ther comprise instructions that implement establishing When 
and Whether to condition. 

32. The electronic device of claim 31, Wherein the instruc 
tions that implement establishing When and Whether to 
condition comprise: 

instructions that implement measuring a value of one or 
both of an energy output of the battery and a voltage of 
the battery; 

instructions that implement comparing the measured 
value to a respective expected value for the determined 
battery chemistry; and 

instructions that implement initiating conditioning if the 
measured value is loWer than the respective expected 
value, 

Wherein the instructions that implement measuring mea 
sure the value during one or more of operational use of 
the device, battery charging, and battery discharging. 

33. The electronic device of claim 31, Wherein the instruc 
tions that implement establishing When and Whether to 
condition comprise: 

16 
instructions that either implement monitoring a battery 

voltage during discharge or implement measuring a 
time interval; and 

instructions that implement initiating conditioning When 
5 respectively either the monitored voltage exhibits more 

than one plateau or a predetermined time interval for 
the determined chemistry is reached. 

34. The electronic device of claim 31, Wherein the instruc 
tions that implement establishing When and Whether to 

10 condition comprise: 
instructions that implement measuring a time interval 

With respect to the battery; and 
instructions that implement initiating conditioning When 

the measured time interval is similar to a predetermined 
time interval, 

Wherein the measured time interval de?nes one or more of 
a time period since the battery Was last charged, a time 
period of battery use, and a time period of battery 
nonuse. 

35. The electronic device of claim 27, Wherein the com 
puter program further comprises instructions that implement 
a lock-out mode that prevents either or both of conditioning 
and recharging the installed battery When the determined 
chemistry is a nonrechargeable battery chemistry. 

36. The electronic device of claim 27, Wherein the elec 
tronic device is selected from a notebook computer, a laptop 
computer, a hand-held computer, a personal digital assistant 
(PDA), a digital camera, a digital video camera, a portable 
electronic toy, and a cellular telephone. 

37. The electronic device of claim 27, Wherein the elec 
tronic device is a battery charging and conditioning system, 
the system conditioning and recharging the installed battery 
When the determined chemistry is a rechargeable battery 
chemistry, and 

Wherein the computer program further comprises instruc 
tions that implement a lock-out mode that prevents 
either or both of conditioning and recharging of the 
installed battery When the determined chemistry is a 
nonrechargeable battery chemistry. 
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