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(57) ABSTRACT 

An industrial roll includes: a substantially cylindrical core 
and a cover overlying the adhesive layer. The cover typically 
comprises a polymeric top stock layer Which comprises a 
mixture of a polymeric material and at least one of a 
pieZochromic material and a thermochromic material. In this 
con?guration, the pressure and/or temperature experienced 
by the roll cover at any location thereon can be determined 
visually, Without the need for external equipment. 

19 Claims, 1 Drawing Sheet 
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STRESS AND/OR 
TEMPERATURE-INDICATING 

COMPOSITION FOR ROLL COVERS 

RELATED APPLICATIONS 

This application claims priority from US. Provisional 
Application Ser. No. 60/373,568, ?led Apr. 18, 2002, and 
German Application No. 103 12 464.0, ?led Mar. 20, 2003, 
the disclosures of each of Which are hereby incorporated 
herein in their entireties. 

FIELD OF THE INVENTION 

The present invention relates generally to industrial rolls, 
and more particularly to covers for industrial rolls. 

BACKGROUND OF THE INVENTION 

Cylindrical rolls are utiliZed in a number of industrial 
applications, especially those relating to papermaking. Such 
rolls are typically employed in demanding environments in 
Which they can be exposed to high dynamic loads and 
temperatures and aggressive or corrosive chemical agents. 
As an example, in a typical paper mill, rolls are used not only 
for transporting a ?brous Web sheet betWeen processing 
stations, but also, in the case of press section and calender 
rolls, for processing the Web sheet itself into paper. 

Typically rolls used in papermaking are constructed With 
the location Within the papermaking machine in mind, as 
rolls residing in different positions Within the papermaking 
machines are required to perform different functions. 
Because papermaking rolls can have many different perfor 
mance demands, and because replacing an entire metallic 
roll can be quite expensive, many papermaking rolls include 
a polymeric cover that surrounds the circumferential surface 
of a typically metallic core. By varying the material 
employed in the cover, the cover designer can provide the 
roll with different performance characteristics as the paper 
making application demands. Also, repairing, regrinding or 
replacing a cover over a metallic roll can be considerably 
less expensive than the replacement of an entire metallic 
roll. Exemplary polymeric materials for covers include 
natural rubber, synthetic rubbers such as neoprene, styrene 
butadiene (SBR), nitrile rubber, chlorosulfonated polyeth 
ylene (“CSPE”ialso knoWn under the trade name HYPA 
LON® from DuPont), EDPM (the name given to an 
ethylene-propylene terpolymer formed of ethylene-propy 
lene diene monomer), polyurethane, thermoset composites, 
and thermoplastic composites. 

In many instances, the roll cover Will include at least tWo 
distinct layers: a base layer that overlies the core and 
provides a bond thereto; and a topstock layer that overlies 
and bonds to the base layer and serves the outer surface of 
the roll (some rolls Will also include an intermediate “tie-in” 
layer sandWiched by the base and top stock layers). The 
layers for these materials are typically selected to provide 
the cover With a prescribed set of physical properties for 
operation. These can include the requisite strength, elastic 
modulus, and resistance to elevated temperature, Water and 
harsh chemicals to Withstand the papermaking environment. 
In addition, covers are typically designed to have a prede 
termined surface hardness that is appropriate for the process 
they are to perform, and they typically require that the paper 
sheet “release” from the cover Without damage to the paper 
sheet. Also, in order to be economical, the cover should be 
abrasion- and Wear-resistant. 
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2 
Some rolls are present as “nip” rolls, Wherein tWo or more 

rolls are positioned such that they form a “nip” through 
Which a Web can pass. Such rolls are often found, for 
example, in the press section of a papermaking machine. The 
rolls press against the Web at a prescribed pressure in order 
to advance processing. HoWever, in some instances the rolls 
can apply pressure unevenly on the Web. Uneven pressure 
application can result from many circumstances, including 
(a) the cover of one or more rolls being slightly “out of 
round”, (b) one roll being mounted so that its axis is not 
parallel to that of its mating roll, or (c) increased localiZed 
Wear on one of the roll covers. Irrespective of the cause of 
the uneven pressure, its presence can negatively impact 
processing of the Web, and can in extreme instances harm 
the cover or even cause it to fracture. 

Further, the temperature of a roll can in?uence processing. 
Uneven or undesirable temperature distributions can be 
created in a roll by some of the same mechanisms described 
above for uneven pressure application. 
Some systems for attempting to detect the pressure or 

temperature Within a roll are available. One system includes 
a ?exible strip on Which are mounted multiple pressure 
sensors that can be placed betWeen the rolls and provide 
pressure and/ or temperature readings (see, e.g., US. Pat. No. 
5,953,230 to Moore). Another system employs sensors that 
are embedded in the roll cover itself and provide signals to 
an external processor (see, e.g., US. Pat. No. 5,699,729 to 
Moschel et al.). HoWever, each of these systems include 
electric or electronic communications equipment and data 
that may require processing, maintenance and the like and 
that may malfunction or interfere With operations. As such, 
it Would be desirable to provide an alternative system for 
detecting pressure and/ or temperature levels and distribution 
in rolls. 

SUMMARY OF THE INVENTION 

The present invention can provide rolls and polymeric roll 
covers therefore that are able indicate levels of pressure 
and/or temperature present in the cover Without the need for 
additional or external devices. Such a roll includes a sub 
stantially cylindrical core and a cover overlying the core. 
The cover includes at least one layer (typically the top stock 
layer) that comprises a mixture of a polymeric material and 
at least one of a pieZochromic material and a thermochromic 
material. In this con?guration, the pressure and/ or tempera 
ture experienced by the roll cover at any location thereon can 
be determined visually, Without the need for external equip 
ment. 

An additional aspect of the invention lies in the use of an 
interfacially-active substance in combination With a colo 
rant/ developer system and a ?ux. The thermochromic com 
ponent consists in the colorant/developer combination, 
including a suitable ?ux, the components in each case being 
combined speci?cally for a certain colour change at a certain 
temperature. In advantageous manner, the surface-active 
substance and/or the surface-active substance in combina 
tion With the ?ux enables a very large number of colorant/ 
developer systems to be used, because, by means of the 
surface-active substance or a combination of the surface 
active substance With the ?ux, the functional groups of the 
starting components for the production of the thermoset are 
shielded from the colorant/developer system. The surface 
active components and ?uxes can also be based on a high 
molecular Weight structure. Accordingly it is possible to use 
almost any desired colorant/developer systems, the starting 
components for the production of the thermoset likeWise not 
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being subject to any limitation. Depending upon the system 
used, it is merely necessary for the surface-active substance 
in particular and, depending upon the colorant system, the 
?ux to be matched to the particular requirements. 

BRIEF DESCRIPTION OF THE FIGURES 

FIG. 1 is a cutaWay perspective vieW of an industrial roll 
and roll cover of the present invention. 

FIG. 2 is a section vieW taken through lines 2-2 of FIG. 
1. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The present invention Will noW be described more fully 
hereinafter, in Which preferred embodiments of the inven 
tion are shoWn. This invention may, hoWever, be embodied 
in different forms and should not be construed as limited to 
the embodiments set forth herein. Rather, these embodi 
ments are provided so that this disclosure Will be thorough 
and complete, and Will fully convey the scope of the 
invention to those skilled in the art. In the draWings, like 
numbers refer to like elements throughout, and thicknesses 
and dimensions of some components or features may be 
exaggerated for clarity. It Will be understood that When an 
element or layer is referred to as being “connected” or 
“coupled” to or “overlying” another element or layer, it can 
be directly connected or coupled to the other element or 
layer or intervening elements or layers may be present. In 
contrast, When an element is referred to as being “directly 
connected” or “directly coupled” to or “directly overlying” 
another element or layer, there are no intervening elements 
or layers present. 

Referring noW to the draWings, a papermaking roll, des 
ignated broadly at 10, is illustrated in FIGS. 1 and 2. The roll 
10 includes in overlying relationship a core 12 (typically 
metallic), an adhesive layer 14, and a cover 16. Each of these 
components is discussed in greater detail hereinbeloW. 

The core 12 is a substantially cylindrical, holloW structure 
typically formed of steel, some other metal, or even a 
composite material. The core 12 is typically betWeen about 
1.5 and 400 inches in length and 1 and 70 inches in diameter, 
With lengths betWeen about 100 and 400 inches and diam 
eters of betWeen about 20 and 70 inches being preferred. At 
these preferred length and diameter ranges, the core 12 
typically has Walls betWeen about 1 and 5 inches in thick 
ness. Components such as journals and bearings (not shoWn) 
are typically included on the core 12 to facilitate its mount 
ing and rotation in a papermaking machine. The surface of 
the core 12 may be treated by blasting, sanding, sandblast 
ing, or the like to prepare the surface for bonding to the 
adhesive layer 14. 

Referring again to FIGS. 1 and 2, the adhesive layer 14 
comprises an adhesive (typically an epoxy adhesive) that 
can attach the core 12 to the cover 16. Of course, the 
adhesive comprising the adhesive layer 14 should be chosen 
to be compatible With the materials of the core 12 and the 
base layer 18 of the cover 16 (i.e., it should provide a 
high-integrity bond betWeen these structures Without unduly 
harming either material); preferably, the bond has a tensile 
bond strength of betWeen about 1,200 and 5,000 psi. The 
adhesive may have additives, such as curing agents, that 
facilitate curing and physical properties. Exemplary adhe 
sives include Chemlok 220X and Chemlok 205, Which are 
epoxy adhesives available from Lord Corporation, Raleigh, 
NC. 
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4 
The adhesive layer 14 can be applied to the core 12 in any 

manner knoWn to be suitable to those skilled in this art for 
applying a thin layer of material. Exemplary application 
techniques include spraying, brushing, immersion, scraping, 
and the like. It is preferred that, if a solvent-based adhesive 
is used, the adhesive layer 14 be applied such that the solvent 
can evaporate prior to the application of the cover 16 in 
order to reduce the occurrence of trapped solvent that can 
cause “bloWs” during the curing process. Those skilled in 
this art Will appreciate that the adhesive layer 14 may 
comprise multiple coats of adhesive, Which may comprise 
different adhesives; for example, tWo different epoxy adhe 
sives With slightly different properties may be employed. It 
should also be noted that, in some embodiments, the adhe 
sive layer may be omitted entirely, such that the cover 16 is 
bonded directly to the core 12. 

Still referring to FIGS. 1 and 2, the cover 16 comprises, 
in overlying relationship, a base layer 18 and a top stock 
layer 22. In the illustrated embodiment, the base layer 18 is 
adhered to the adhesive layer 14. The base layer 18 com 
prises a polymeric compound (preferably an elastomeric 
compound) that typically includes ?llers and other additives. 
Exemplary elastomeric compounds include polyurethane, 
natural rubber and synthetic rubbers such as SBR, EPDM, 
CSPE, nitrile rubber, neoprene, isoprene, silicone, and ?uo 
roelastomers, and blends and co-polymers thereof, including 
blends With polyvinylchloride (PVC). An exemplary poly 
meric material that may be suitable for use in the base layer 
is epoxy. Additional monomers and monomer coagents, such 
as trimethyl propane trimethacrylate and 1, 3 butylene 
glycol dimethacrylate, may also be added to the base layer 
18 to enhance polymerization. 

Fillers are typically added to the base layer 18 to modify 
the physical properties of the compound and/or to reduce its 
cost. Exemplary ?ller materials include inorganic oxides 
such as aluminum oxide (Al2O3), silicon dioxide (SiO2), 
magnesium oxide (MgO), calcium oxide (CaO), Zinc oxide 
(ZnO) and titanium dioxide (TiO2), carbon black (also 
knoWn as fumace black), silicates such as clays, talc, Wol 
lastonite (CaSiO3), magnesium silicate (MgSiO3), anhy 
drous aluminum silicate, and feldspar (KAlSi3O8), sulfates 
such as barium sulfate and calcium sulfate, metallic poWders 
such as aluminum, iron, copper, stainless steel, or nickel, 
carbonates such as calcium carbonate (CaCo3) and magne 
sium carbonate (MgCo3), mica, silica (natural, fumed, 
hydrated, anhydrous or precipitated), and nitrides and car 
bides, such as silicon carbide (SiC) and aluminum nitride 
(AlN). These ?llers may be present in virtually any form, 
such as poWder, pellet, ?ber or sphere. 

Also, the base layer 18 may optionally include other 
additives, such as polymeriZation initiators, activators and 
accelerators, curing or vulcaniZing agents, plasticiZers, heat 
stabiliZers, antioxidants and antioZonants, coupling agents, 
pigments, and the like, that can facilitate processing and 
enhance physical properties. These components are gener 
ally compounded into the polymer prior to the time of 
application of the base layer 18 to the adhesive layer 14 or 
directly to the core 12. Those skilled in this art Will appre 
ciate that the identity and amounts of these agents and their 
use in a base layer are generally knoWn and need not be 
described in detail herein. 
The base layer 18 can be applied by any manner knoWn 

to those skilled in this art to be suitable for the application 
of polymers to an underlying surface. Preferably, the base 
layer 18 is applied through an extrusion process in Which 
strips of the base layer 18 are extruded through an extrusion 
die, then, While still Warm, are overlaid over the adhesive 
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layer 14 as it is still somewhat tacky. The base layer strips 
are preferably betWeen about 0.030 and 0.125 inches in 
thickness and are applied in an overlapping manner, With the 
result that total thickness of the base layer 18 is typically 
betWeen about 0.0625 and 0.25 inches. Those skilled in this 
art Will appreciate that, in some embodiments, the base layer 
18 may be omitted such that the topstock layer 22 is adhered 
directly to the adhesive layer 14 or, in the absence of an 
adhesive layer, to the core 12. 

In the illustrated embodiment, the topstock layer 22 
overlies and, unless one or more tie-in layers are included as 
described beloW, is adhered to the base layer 18. The 
topstock layer 22 comprises a polymeric compound that 
typically includes ?llers and other additives. Exemplary 
elastomeric compounds for the topstock layer 22 include 
polyurethane, natural rubber and synthetic rubbers such as 
SBR, EPDM, CSPE, nitrile rubber, neoprene, isoprene, 
silicone, and ?uoroelastomers, and blends and co-polymers 
thereof, including blends With polyvinylchloride (PVC). 
Other exemplary polymeric compounds include epoxies. 
As noted above, the topstock layer 22 includes thermo 

chromic or pieZochromic compositions Within the polymeric 
formulation. As used herein, a “thermochromic composi 
tion” is a substance that changes color When subjected to 
different levels of temperature or heat, either reversibly or 
irreversibly. Exemplary thermochromic compositions 
include those that comprise an electron-donating compo 
nent, an acidic material and an organic medium or solvent 
(see, e.g., U.S. Pat. Nos. 4,666,949 to ShimiZu et al., 
5,688,592 to Shibahashi et al.), those including an electron 
donative color former, an electron-accepting developer and 
a color change temperature controlling agent (see, e.g., U.S. 
Pat. No. 4,681,791 to Shibahashi et al.), and liquid crystals 
such as chiral nematic cholesteric, biphenyl and related 
liquid crystals (see, e.g., U.S. Pat. Nos. 5,194,183 to Munch 
et al. and 5,690,857 to Osterried et al.). 

The thermochromic composite can be been rendered 
substantially inert in the mixture With respect to the starting 
components for the production of the thermo set. Such inerti 
Zation can be effected, depending upon the colour intensity 
of the colorant in question, by micro-encapsulation, While 
accepting the associated disadvantages, such as, for 
example, opaci?cation of the capsule. According to the 
invention, hoWever, it is preferred that the inertiZation of the 
thermochromic composite be achieved by surrounding the 
composite or, especially, the colorant With a protective 
shield Which consists of a surface-active substance and/or a 
polymer and/or a mixture of surface-active substance and 
polymer. The protective shield is preferably in the form of a 
micelle. It should be emphasiZed here that the polymer and 
the surface-active substance, especially a surfactant, need 
not necessarily be in the form of a mixture in the physical 
sense, but may also be chemically combined With one 
another. 

In accordance With a preferred embodiment of the inven 
tion, the intelfacially-active substance is present in the total 
system in a concentration Which in a polar solvent has in 
advantageous manner reached or exceeded the critical 
micelle concentration CMC. Water is preferably used as 
reference solvent, but there are no restrictions at all in this 
respect, it being possible for the solvent system used to be 
matched at any time as desired to the components of the 
thermochromic composite and to the starting components 
for the production of the thermoset. The same is true of the 
pH value to be used and the reaction temperature, Which, 
matched to the substance system in question, are each so 
chosen that micelle formation can take place. Inside the 
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6 
micelles, according to the invention in advantageous manner 
at least the colorantldeveloper system is shielded from the 
reactive groups of the starting components for the produc 
tion of the thermo set, so that destruction or denaturing of the 
colour-imparting substances is avoided. 
The ?ux serves on the one hand for better miscibility of 

the thermochromic composite With the starting components 
for the production of the thermoset and in turn for shielding 
the colorantldeveloper system from the resin-forming com 
ponents. Furthermore, controlled by the temperature, the 
?ux initiates the alteration in the state of aggregation of the 
complex. The structure of the ?ux ensures a Well-adjusted 
hydrophobicity/hydrophilicity balance. For this purpose, the 
functional groups are arranged closely adjacent to a terminal 
hydrophobic structural component. Polymer components 
here include in a broad sense pre-condensates or monomers. 
All the starting components for the production of the ther 
mosets may have more than one active functional group. 
According to the invention, the components of the compo 
sition are selected from one or more of the substances 
mentioned in Table 1 beloW: 

TABLE 1 

Colorant phthalides, ?uorones, spiropyrans 
Developer phenols, organic acids and derivatives thereof 
Flux paraffins, saturated and unsaturated alcohols, acids, 

esters, amides, amines 
Surface-active ionic and non-ionic surfactants, dioctyl sulfosuccinate, 
substance C-12 sulfobetaine, C-16 amine oxide, Na dodecyl 

sulfate, cetyltrimethylammonium bromide 
Starting polyesters, formaldehyde resins, epoxy resins, 
components for 
the production 
of the thermoset 
Polymer 

polyurethanes, hydroxycarboxylic acids, dialcohols, 
diepoxides, diisocyanates, diamines, vinyl monomers, 
diene adducts of maleic acid, phthalic acid derivatives 
PVA, polyacrylic acid, polyether, polyester, styrene, 
polyacrylamide, polyethylene, polypropylene, maleic 
anhydride copolymers, melamine 

The concentrations of the components of the composition 
that are preferred according to the invention can be found in 
Table 2 beloW: 

TABLE 2 

especially 
preferred preferred 

Component % by Weight % by Weight % by Weight 

Colorant 0.005i0.8 0.01*0.5 0.10.25 
Developer 0.005%.6 0.01*1.0 0.10.5 
Flux 0.5i6.5 0.1*6.0 1.00.0 
Surface-active substance 0.008i2.3 0.01*2.0 0.20.6 
Starting components for the 87.5i99.9 90.0i99.5 95.0i98.5 
production of the thermoset 
Polymer 0.05i7.3 0.11*6.1 0.50.0 

As used herein, a “pieZochromic composition” is a sub 
stance that changes color When subjected to different levels 
of pressure, either reversibly or irreversibly. Exemplary 
pieZochromic compositions include: 9-(p-nitrophenylphe 
nylmethylene)xanthene, di?avine, dehydrodianthrone, 
hexaphenylbiimidaZolyl, tetraphenylvinyl dimer, phthalo 
cyanine-cobalt complex and hydroxycarboxylic acid deriva 
tives, spiropyranthiopyrans and spirobenZopyranoxadiaZo 
line derivatives, both of Which are commonly referred to 
brie?y as spiropyrans (see U.S. Pat. No. 5,320,784 to 
Miyashita), samarium sul?des (such as samarium monosul 
?de and disamarium trisul?de) (see U.S. Pat. No. 6,132,568 
to Jin et al.), and three-dimensionally periodic materials 
(such as those disclosed in Us. Pat. No. 6,261,469 to 
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Zakhidov et al.). PieZochromic materials are preferably 
included in an amount of between about 0.001 and 10 parts 
(more preferably betWeen about 0.01 and 5 parts) by Weight 
to 100 parts polymer of the topstock layer 22, and preferably 
provide an identi?able color change at a pressure of betWeen 
about 1,450 and 15,000 psi (more preferably betWeen about 
2,000 and 10,000 psi). Thermochromic materials are pref 
erably included in an amount of betWeen about 0.001 and 10 
parts (more preferably betWeen about 0.01 and 5 parts) by 
Weight to 100 parts polymer of the topstock layer 22, and 
preferably provide an identi?able color change at a tem 
perature of betWeen about 40 and 180 degrees C. (more 
preferably betWeen about 70 and 160 degrees C.). Atopstock 
layer 22 may include both pieZochromic and thermochromic 
materials, but these should be selected so that their color 
change characteristics are compatible With one another. 
Exemplary compositions are described in German Applica 
tion No. 103 12 464.0, ?led Mar. 20, 2003, the disclosures 
of Which is hereby incorporated herein in its entirety. 

Preferably, the pieZochromic and/ or thermochromic mate 
rials are microencapsulated prior to inclusion in the topstock 
layer 22. It is also preferred that these materials be generally 
homogenously distributed on the surface of the topstock 
layer 22, if not throughout the topstock layer 22, in order to 
provide a more accurate indication of the pressure and/or 
temperature being experienced by the cover 16. 

The topstock layer 22 typically also includes ?llers that 
are added to modify and enhance the physical and process 
ing properties and/or to reduce the cost of the topstock layer 
22. Exemplary ?llers include silicone dioxide, carbon black, 
clay, and titanium dioxide (TiO2) as Well as others set forth 
hereinabove in connection With the base layer 18. Typically, 
?llers are included in an amount of betWeen about 3 and 70 
percent by Weight of the topstock layer 22. The ?llers can 
take virtually any form, including poWder, pellet, bead, ?ber, 
sphere, or the like. 
The topstock layer 22 also typically includes other addi 

tives, such as polymeriZation initiators, activators and accel 
erators, curing or vulcaniZing agents, plasticiZers, heat sta 
biliZers, antioxidants, coupling agents, pigments, and the 
like, that can facilitate processing and enhance physical 
properties. Those skilled in this art Will understand the types 
and concentrations of additives that are appropriate for 
inclusion in the topstock layer 22, so these need not be 
discussed in detail herein. 

The top stock layer 22 can be applied over the base layer 
18 by any technique knoWn to those skilled in this art to be 
suitable for the application of elastomeric materials over a 
cylindrical surface. Preferably, the components of the top 
stock layer 22 are mixed separately, then blended in a mill. 
The blended material is transferred from the mill to an 
extruder, Which extrudes feed strips of top stock material 
onto the base layer 18. Preferably, the top stock layer 22 is 
applied such that it is betWeen about 1 and 2.5 inches in 
thickness (at higher thickness, multiple passes of material 
may be required). It is also preferred that the thickness of the 
top stock layer 22 be betWeen about 50 and 75 percent of the 
total cover thickness (i.e., the total thickness of the com 
bined base and top stock layers 18, 22). Alternatively, either 
or both of the base and top stock layers 18, 22 can be applied 
through the overlaying of calendered sheets of material. 

The elastomeric compounds of the base layer 18 and the 
top stock 22 may be selected such that the base layer 18 has 
a higher hardness value than the top stock layer 22. As an 
example, the base layer 18 may have a hardness of betWeen 
about 5 and 15 P&J, and the top stock layer 22 may have a 
hardness of betWeen about 170 and 230 P&J. The graduated 

8 
modulus concept can reduce the bond line shear stresses that 
can occur due to mismatches of the elastic properties (such 
as elastic modulus and Poisson’s ratio) of the various layers 
in the cover constructions. This reduction in interface shear 

5 stress can be important in maintaining cover integrity. 
Those skilled in this art Will also appreciate that the roll 

10 may be constructed With a tie-in layer sandWiched 
betWeen the base layer 18 and the top stock layer 22, such 
that the tie-in layer Would directly underlie the top stock 

10 layer 22. The typical properties of a tie-in layer are Well 
knoWn to those skilled in this art and need not be described 
in detail herein. 

After the top stock 22 has been applied, the roll 10 is then 
cured, typically in an autoclave, for a suitable curing period 
(generally betWeen about 16 and 30 hours). After curing, it 
is preferred that any crust that has developed is skimmed 
from the surface of the top stock layer 22, and that the top 
stock layer 22 is ground for dimensional correctness. 

Roll covers formed of the compositions described above 
20 can be employed in nip rolls or other roll positions Within 

papermaking machines or other devices. In position, and 
during operation of the machine, the roll cover, due to the 
presence of a thermochromic and/or pieZochromic compo 
sition therein, can provide information about the tempera 
ture and/or pressure experienced by the roll cover. As such, 
undesirable circumstances, such as uneven application of 
pressure, misalignment or miscroWning of nip rolls, 
improper roll pro?le, overloading of the roll beyond a 
preselected limit, the presence of “hot spots” in the cover, 

30 localiZed Wear, or the like, can be discerned visually during 
operation. Also, photographs can be taken of the cover and 
compared to other photographs taken later in time to deter 
mine Whether processing conditions have changed. Any of 
these techniques may be preferable to the use of external 
devices, particularly in locations of a machine that are 
dif?cult to access. 

It should also be noted that, in some embodiments, the 
cover may include a tie-in or other intermediate layer that 
comprises a thermochromic or pieZochromic material, and 
the top stock layer is transparent to permit the visual 
examination of the intermediate layer. 
The foregoing is illustrative of the present invention and 

is not to be construed as limiting thereof. Although exem 
plary embodiments of this invention have been described, 
those skilled in the art Will readily appreciate that many 
modi?cations are possible in the exemplary embodiments 
Without materially departing from the novel teachings and 
advantages of this invention. Accordingly, all such modi? 
cations are intended to be included Within the scope of this 
invention as de?ned in the claims. The invention is de?ned 
by the folloWing claims, With equivalents of the claims to be 
included therein. 

25 

35 

40 

50 

That Which is claimed is: 
1. An industrial roll, comprising: 
a substantially cylindrical core; and 
a cover overlying said core, said cover comprising a layer 

overlying said core comprising a mixture of a poly 
meric material and a pieZochromic material, Wherein 
the mixture further comprises 100 parts polymeric 
material by Weight and betWeen about 0.001 and 10 
parts thermocbromic material by Weight. 

2. The roll de?ned in claim 1, Wherein the cover com 
prises a top stock layer, and Wherein the top stock layer is the 
layer comprising the mixture of a polymeric material and a 
pieZochromic material and a thermochromic material. 

55 

60 
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3. The roll de?ned in claim 2, wherein the cover further 
comprises a base layer, the base layer overlying the core and 
underlying the top stock layer. 

4. The roll de?ned in claim 3, Wherein the cover further 
comprises a tie-in layer betWeen the base layer and the top 
stock layer. 

5. The roll de?ned in claim 1, Wherein the thermochromic 
material is selected and included in an amount such that it 
displays an identi?able color change at a temperature of 
betWeen about 40 and 180 degrees C. 

6. The roll de?ned in claim 1, Wherein the mixture 
comprises 100 parts polymeric material by Weight and 
betWeen about 0.001 and 10 parts pieZochromic material by 
Weight. 

7. The roll de?ned in claim 1, Wherein the polymeric 
material comprises a rubber material. 

8. The roll de?ned in claim 1, Wherein the pieZochromic 
material is selected and included in an amount such that it 
displays an identi?able color change at a pressure of 
betWeen about 1450 and 15,000 psi. 

9. The roll de?ned in claim 1, further comprising an 
adhesive layer betWeen the core and the cover. 

10. The roll de?ned in claim 1, Wherein the layer com 
prising the mixture is an intermediate layer overlying the 
core, and Wherein the cover comprises a transparent top 
stock layer that overlies the intermediate layer. 

11. An industrial roll, comprising: 
a substantially cylindrical core; and 
a cover overlying said core, said cover comprising a layer 

overlying said core comprising a mixture of a poly 
meric material and a thermochromic material, and 

20 
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further comprising a dye-developer, a ?uxing agent, 
and an interfacially-active substance. 

12. The roll de?ned in claim 11, Wherein the cover 
comprises a top stock layer, and Wherein the top stock layer 
is the layer comprising the mixture of a polymeric material 
and a thermochromic material. 

13. The roll de?ned in claim 12, Wherein the cover further 
comprises a base layer, the base layer overlying the core and 
underlying the top stock layer. 

14. The roll de?ned in claim 13, Wherein the cover further 
comprises a tie-in layer betWeen the base layer and the top 
stock layer. 

15. The roll de?ned in claim 11, Wherein the mixture 
comprises 100 parts polymeric material by Weight and 
betWeen about 0.001 and 10 parts thermochromic material 
by Weight. 

16. The roll de?ned in claim 11, Wherein the polymeric 
material comprises a rubber material. 

17. The roll de?ned in claim 11, Wherein the thermochro 
mic material is selected and included in an amount such that 
it displays an identi?able color change at a temperature of 
betWeen about 40 and 180 degrees C. 

18. The roll de?ned in claim 11, further comprising an 
adhesive layer betWeen the core and the cover. 

19. The roll de?ned in claim 11, Wherein the layer 
comprising the mixture is an intermediate layer overlying 
the core, and Wherein the cover comprises a transparent top 
stock layer that overlies the intermediate layer. 

* * * * * 


