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SNOWMOBILE WITH A TURBOCHARGED 
FOUR-STROKE ENGINE 

This application is a continuation of US. application Ser. 
No. 09/987,202, ?led on Nov. 13, 2001, now US. Pat. No. 
6,966,395 through 09/987,202, this application claims pri 
ority to US. Provisional Application No. 60/247,052, ?led 
on Nov. 13, 2000. Both applications are incorporated herein 
by reference. 

FIELD OF THE INVENTION 

The present invention relates, generally to snowmobiles, 
and more particularly, to a snowmobile with a turbocharged 
four-stroke engine. 

BACKGROUND OF THE INVENTION 

Snowmobiles have traditionally used two-stroke type 
engines for power generation. Two-stroke type engines 
generally provide relatively high power-to-weight and 
power-to-size ratios, which are extremely desirable charac 
teristics in an engine for a snowmobile. Other highly desir 
able characteristics of two-stroke engines in regards to 
snowmobiles include the relative simplicity of these types of 
engines and the relative ease of integration with systems, 
aided by the relatively high power-to-weight and power-to 
size ratios of these engines. 

However, recently there has been a trend to decrease 
exhaust emissions from internal combustion engines, espe 
cially two-stroke engines, due to environmental concerns 
and an increase in regulations related thereto. Generally, 
two-stroke engines inherently have higher exhaust emis 
sions than their four-stroke counterparts due to: 1) the 
necessity of opening the exhaust ports subsequent to com 
plete ignition of the fuel/air mixture, 2) unburned fuel 
escaping the exhaust port during the intake charging of the 
cylinder, and 3) lubrication oil mixing with the intake 
charge. 
Lower emissions-producing four-stroke engines have 

generally not been used with snowmobiles due to the 
relatively lower power-to-weight/ size ratios of these types of 
engines. Snowmobile performance is extremely sensitive to 
increases in weight and the relative compact chassis and 
body of a snowmobile limits the space available for the 
engine. Additionally, four-stroke engines can be relatively 
more dif?cult to integrate into vehicles, such as a snowmo 
bile, due to the engine’s relative complexity. 

It is known outside the art of snowmobiles to use a 
turbocharger in conjunction with a four-stroke engine to 
increase the power output and fuel efficiency of the engine. 
However, a turbocharged V-twin engine has not previously 
been considered feasible for utilization with a snowmobile. 

SUMMARY OF THE INVENTION 

The present invention avoids these limitations in the prior 
art by providing a snowmobile comprising a frame, an 
engine, an endless belt drive system and an air intake system 
for enhancing performance of the engine. The frame of the 
snowmobile has a forward portion, with the engine mounted 
thereto, and an aft portion. The belt drive system is mounted 
to the aft portion of the frame and is operatively connected 
to the engine. 

The engine is a four-stroke type with at least one cylinder 
arranged in an inline or V-twin con?guration. Each cylinder 
includes a respective combustion chamber and the engine 
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2 
has an air inlet and an exhaust outlet communicating with 
each of the combustion chambers. 
The snowmobile of the present invention further com 

prises an air intake system including an air box communi 
cating with the atmosphere. The air box is a substantially 
hollow enclosed structure. A turbocharger is connected to 
the air box such that air from the air box may enter the 
turbocharger. The turbocharger communicates with the 
exhaust outlet and is constructed and arranged such that a 
?ow of exhaust gases from the exhaust outlet through the 
turbocharger affects a pressurization of air therein. The 
pressurization of the air within the turbocharger relatively 
increases the temperature of the air therein. The pressuriza 
tion amplitude of the air pressurized within the turbocharger 
is cyclical in amplitude with respect to a cyclical ?ow of 
exhaust gases thereto from the exhaust outlet. A heat 
exchanger formed of a heat conductive material is connected 
to the turbocharger such that the pressurized air from the 
turbocharger may enter therein. The heat exchanger is 
constructed and arranged such that heat from the pressurized 
air is dissipated therefrom to the atmosphere via the heat 
conductive material. A plenum is connected to the heat 
exchanger such that air from the heat exchanger may enter 
the plenum. The plenum is also connected to the air inlet and 
is constructed and arranged such that the cyclically pressur 
ized amplitude of the air from the turbocharger via the heat 
exchanger may collect therein such that the pressurization 
amplitude of the air upon exiting the plenum and entering 
the air inlet is moderated. 

Other aspects, features and advantages of the present 
invention will become apparent from the following detailed 
description, the accompanying drawings, and the appended 
claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective view of a snowmobile embodying 
the principles of the present invention; 

FIG. 2 is a schematic view of the air intake system of the 
present invention showing relative gas pressures with bold 
lines; 

FIG. 3 is a schematic view of one embodiment of the 
engine and air intake system of the present invention; 

FIG. 4 is a bottom plan view of an upper portion of the 
snowmobile shown in FIG. 1; 

FIG. 5 is a sectional view of a fastening device; 
FIG. 6 is an exploded view of one type of turbocharger; 
FIG. 7 is a front plan view of the forward portion of the 

snowmobile shown in FIG. 1; 
FIG. 8 is a front elevational view of the heat exchanger 

showing pathways of air ?ow therethrough in phantom; 
FIG. 9 is a side view of the heat exchanger in a horizontal 

arrangement showing air entrainment; 
FIG. 10 is a side view of the heat exchanger in an angled 

arrangement showing air entrainment; 
FIG. 11 is a schematic view of a V-twin engine and 

exhaust conduit connected thereto; 
FIG. 12 is a schematic view of a two cylinder, in-line 

engine equipped with an air intake system and turbocharger 
according to the principles of the present invention; 

FIG. 13 is a schematic view of a three cylinder, in-line 
engine equipped with an air intake system and turbocharger 
according to the principles of the present invention; 

FIG. 14 is a schematic view of a V-twin engine, two 
cylinder in-line engine, and a three cylinder in-line engine 
with relative dimensions indicated; and 
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FIGS. 15 and 16 are schematic views of an engine with a 
CVT in different arrangements. 

DETAILED DESCRIPTION OF THE 
INVENTION 

FIG. 1 shows a snowmobile 10 embodying the principles 
of the present invention. As shown, snowmobile 10 has a 
tunnel or frame 12, a steering assembly 14 and an endless 
belt drive system 16 mounted to an aft end portion of the 
frame 12. Snowmobile 10 utilizes an internal combustion 
engine indicated at 100 to provide power generation thereto. 
Engine 100 is operatively connected to the belt drive system 
16 to provide movement of the snowmobile 10. The snow 
mobile 10 additionally includes a seat 18 whereon a driver 
and rider may be positioned in a seated manner thereon. A 
steering control assembly 20 is located forward of the seat 
18 and is operatively coupled to steering assembly 14 so as 
to provide a steering capability to snowmobile 10. 

It is preferable for the engine 100 of the present invention 
to be a four-stroke type internal combustion engine. Advan 
tages of this type of engine, as will be described herein 
below, include lower hydrocarbon emissions. However, sev 
eral characteristics of four-stroke engines have previously 
rendered this type of engine unfeasible for use in a snow 
mobile. As such, the present invention is also directed 
toward an air intake system for the snowmobile 10 with a 
four-stroke engine. 
An air intake system of the present invention is shown 

schematically in FIG. 2 at 22. As shown in FIG. 2, air from 
the atmosphere enters an air box or passage 200 at A, ?ows 
therethrough and enters a turbocharger 300 at B. Within the 
turbocharger 300, the air is pressurized, as well as heated 
due to the rapid pressurization and heat conduction from the 
engine’s exhaust such that at an exit point C the temperature 
and pressure of the air exiting the turbocharger 300 are 
greater than a pressure and temperature of the air entering 
the turbocharger at B. The heated and pressurized air then 
?ows to an entrance D of a heat exchanger 400 (commonly 
referred to as an intercooler). The heat exchanger 400 is 
constructed and arranged to remove heat from the pressur 
ized air such that at an exit point E, the temperature of the 
air is less than the temperature of the air at the entrance point 
D. As will be described below in more detail, the turbo 
charger 300 additionally adds a pulsed amplitude signature 
to the air being pressurized (and heated) therein. Upon exit 
from the heat exchanger at E, the air then ?ows to an 
entrance F of a plenum 500. The plenum 500, as will be 
described below, forms a voluminous enclosure that signi? 
cantly reduces the pulsed signature from the amplitude of 
the pressurized air. The pressurized air then exits the plenum 
at G and enters the internal combustion engine at H. Further 
shown in FIG. 2, exhaust gases exit the internal combustion 
engine 100 at I and enter the turbocharger 300 at I. As will 
be described below, the exhaust gases entering the turbo 
charger 300 a?fect the compression of the air entering the 
turbocharger 300 at B, as well as introduce the pulsed nature 
of the pressurized air exiting the turbocharger at C. The 
exhaust gases then exit the turbocharger 300 at K and exit 
the snowmobile through an exhaust system 24 described 
below. 

FIG. 3 shows an exemplary arrangement of the air intake 
system 22 shown in FIG. 2. As shown, air box 200 is situated 
proximate a forward end 26 of snowmobile 10 and is 
mounted to a forward portion thereof. The air box 200 is 
shown relatively forward of engine 100 and adjacent thereto. 
In the illustrated embodiment shown in FIG. 3, the turbo 
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4 
charger 300 is positioned on a starboard side of the engine 
100 and adjacent thereto. Shown in FIG. 3, the heat 
exchanger 400 is positioned at the forward end 26 beneath 
the air box 200. The plenum 500 is located on a port side of 
the engine 100 and is operatively connected thereto. 
As shown in FIG. 3, air box 200 is essentially a hollow 

voluminous structure. The air box 200 includes an inlet 202, 
which communicates with the atmosphere surrounding the 
snowmobile 10. It is preferable for the air box 200 to include 
one or more interior walls 204 that divide the interior 
periphery of the air box 200 into two or more chambers. 
FIG. 3 shows two such chambers, indicated at 205A and 
205B. It is preferable for the chambers 205A and 205B to be 
interconnected by one or more ba?les 206 such that air may 
?ow through the inlet 202 through the ba?le 206 and exit the 
air box 200 from an outlet 208. The ba?le 206, as illustrated, 
may be in the form of a tubular member protruding through 
the interior wall 204 providing an air path 207 therethrough. 
It is noted that the baf?e 206 may also be in the form of an 
opening within the interior wall 204 providing the air path 
207 therethrough. It is contemplated that each chamber of 
the air box 200 may communicate with adjacent chambers 
by one or more bal?es 206. It is noted that the bal?es 206 
are preferable to reduce intake roar from the engine. The 
ba?les 206 should be con?gured so as to minimize ?ow 
resistance of the air traveling therethrough. It is contem 
plated that by increasing the breadth of the air path 207 
within each baf?e, ?ow resistance may be reduced. It is 
further contemplated that a ?ared portion 209 may be 
formed on the incoming air side of each ba?le to reduce ?ow 
resistance of air through the ba?les. A duct member or 
conduit 210 extends from outlet 208 to the turbocharger 300. 

It is preferable for the inlet 202 to be positioned as far as 
possible from the engine 100 and exhaust system 24, such 
that the coolest air possible may be allowed to enter the inlet 
202. For this reason, and to prevent the intake of snow, an 
inlet opening 211 (shown in FIG. 4) may be located within 
an upper portion 28 of the snowmobile 10 (shown in FIGS. 
1 and 4) proximate the steering control assembly 20. It is 
contemplated that for the embodiment illustrated in FIG. 3, 
the inlet 202 of the air box 200 may communicate with the 
inlet opening 211 with a heat-shielded duct or conduit shown 
in FIG. 4 at 213. The shielded duct 213 allows cool 
atmospheric air to travel from the vent structure to the inlet 
202 without gaining signi?cant heat from the engine 100 and 
exhaust system 24. As shown in FIG. 4, it is preferable for 
a seal 215 to be provided between the duct 213 and the inlet 
202 to prevent air leakage therebetween. It is also contem 
plated, however that the air box 200 may be positioned aft 
of the engine 100 such that the inlet 202 may directly 
communicate with the inlet opening 211 or such that a 
relatively shorter length of heat-shielded duct 213 may be 
necessary. A ?lter (not shown) may be positioned at inlet 202 
or the inlet opening 211 within the air ?ow to screen or 
prevent particles from entering the air box 200. 
As shown in FIG. 3, the turbocharger 300 communicates 

with the outlet 208 of the air box 200 via conduit 210. 
Conduit 210 is preferably a rigid metallic tubular member 
with a con?guration that allows a relatively direct path from 
the outlet 208 to the turbocharger 300. It is contemplated that 
the con?guration of the conduit 210 may include one or 
more bends to accommodate positioning of various engine 
or snowmobile components and the relative positions of the 
outlet 208 and turbocharger 300. It is also contemplated that 
the conduit 210 may have a ?exible metallic con?guration or 
may be formed of plastic material. However, due to the heat 
present at the relative proximity of the engine 100, it is 












