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METHOD AND APPARATUS FOR FORMING 
AN INTEGRATED CIRCUIT ELECTRODE 
HAVING A REDUCED CONTACT AREA 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation of US. Application Ser. 
No. 10/158,504, ?led May 30, 2002, now US. Pat. No. 
6,831,330 Which is a continuation of US. Application Ser. 
No. 08/486,635, ?led on Jun. 7, 1995 now US. Pat. No. 
6,420,725. 

BACKGROUND OF THE INVENTION 

The present invention relates generally to the use of 
electrodes in semiconductor devices, and more particularly 
relates to the formation of small electrodes having reduced 
contact areas Which may be utiliZed, for example, in semi 
conductor memory devices. More speci?cally, the present 
invention relates to the manufacture of a small-siZed elec 
trode such as is useful to control the siZe of the active area 
of a chalcogenide resistive element in a memory cell of a 
chalcogenide memory device. 

Electrodes are used in a variety of integrated circuit 
devices. In certain devices, such as memory devices, the 
ability to ef?ciently manufacture small electrodes is crucial 
in maximizing the performance and cost-efficiency of the 
device. A memory device can have a plurality of memory 
arrays, and each memory array can include hundreds of 
thousands of memory cells. Each memory cell generally 
includes a memory element and an access device (such as, 
for example, a diode) coupled to the memory element. 
Memory-storage materials, that is, materials that can be 
made to store information, such as by storing a charge or by 
changing resistivity, are used to fabricate the memory ele 
ments. Electrodes couple each memory element to a corre 
sponding access device. The electrodes can be part of the 
access device and can also de?ne the memory element. 

In certain memory devices, such as memory devices 
having chalcogenide memory elements, the siZe of the 
electrode has a direct relationship to the speed, poWer 
requirements, and capacity of the memory device. Chalco 
genides are materials Which may be electrically stimulated 
to change states, from an amorphous state to a crystalline 
state, for example, or to exhibit different resistivities While 
in the crystalline state. Thus, chalcogenide memory ele 
ments can be utiliZed in memory devices for the storage of 
binary data, or of data represented in higher-based systems. 
Such memory cells Will typically include a cell accessible, 
for example, by a potential applied to access lines, in a 
manner conventionally utiliZed in memory devices. Typi 
cally, the cell Will include the chalcogenide element as a 
resistive element, and Will include an access or isolation 
device coupled to the chalcogenide element. In one exem 
plary implementation suitable for use in a RAM, the access 
device may be a diode. 
Many chalcogenide alloys may be contemplated for use 

With the present invention. For example, alloys of tellurium, 
antimony and germanium may be particularly desirable, and 
alloys having from approximately to 55-85 percent tellurium 
and on the order of 15-25 percent germanium are contem 
plated for use in accordance With the present invention. 
Preferably, the chalcogenide element Will be generally 
homogeneous (although gradiented alloys may be utiliZed), 
and Will be alloys formed from tellurium, selenium, germa 
nium, antimony, bismuth, lead, strontium, arsenic, sulfur, 
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2 
silicon, phosphorus, oxygen and mixtures or alloys of such 
elements. The alloys Will be selected so as to establish a 
material capable of assuming multiple, generally stable, 
states in response to a stimulus. It is contemplated that in 
most cases, the stimulus Will represent an electrical signal, 
and that the multiple states Will be states of differing 
electrical resistance. US. Pat. No. 5,335,219 is believed to 
be generally illustrative of the existing state of the art 
relative to chalcogenide materials, and is believed to provide 
explanations regarding the current theory of function and 
operation of chalcogenide elements and their use in memory 
cells. The speci?cation of US. Pat. No. 5,335,219 to 
Ovshinski et al., issued Aug. 2, 1994, is incorporated herein 
by reference, for all purposes. An exemplary speci?c chal 
cogenide alloy suitable for use in the present invention is one 
consisting of Te56 Ge22 Sb22. 
An observed property of a chalcogenide element in a 

memory cell is that the chalcogenide element Will have an 
“active area” Which may be less than the area of the entire 
chalcogenide element. The siZe of this active area can be 
controlled by controlling the siZe of the electrode contact 
With the chalcogenide element. A primary reason for limit 
ing the active area of the chalcogenide element is that the 
siZe of the active area is directly related to the programming 
current and/or time required to achieve the desired state 
change. Thus, in the interest of optimally fast programming 
rates of a memory device, it is desirable to minimiZe the 
dimension of electrode contacting the chalcogenide element, 
to minimiZe the active area and to thereby facilitate opti 
mally fast programming time and optimally loW program 
ming current. 

Techniques for forming the electrode of a chalcogenide 
memory cell include forming a hole in a dielectric layer, and 
then depositing a conductive material in the hole. Conven 
tional techniques of forming the hole and the insulative layer 
have included the application of a high current pulse to open 
a hole having a diameter of on the order of 0.1-0.2 microns. 
Additional attempts have been made to rely upon photoli 
thography or etching to establish an opening through the 
insulative layer. All of these methods suffer from techno 
logical constraints upon the hole siZe, and offer less than 
optimal repeatability. 

Accordingly, the present invention provides a neW 
method and apparatus for creating small electrodes, so as, 
for example, to establish minimally-siZed active areas in a 
chalcogenide layer disposed adjacent to such insulative 
layer. In a preferred implementation of the invention, the 
active area of the chalcogenide element can be generally 
controlled through selection of the electrode siZe in the 
insulative layer. 

SUMMARY OF THE INVENTION 

The present invention comprises an electrode suitable for 
use in a multi-state memory cell for use in a memory array 
of a memory device. The electrode includes a base portion 
and an upper portion. The base portion includes a recessed 
plug of conductive material con?gured for electrically cou 
pling to an access device or to an access line. The upper 

portion includes a cylindrically shaped spacer of an insula 
tive material, the spacer having a center hole, and a contact 
plug of conductive material, the contact plug placed inside 
the center hole. The contact plug electrically couples to the 
base portion and is con?gured for coupling to a multi-state 
element. 
The electrode can be manufactured by ?rst providing a 

dielectric volume and then etching an opening Within the 
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dielectric volume. The recessed plug of conductive material 
is then formed Within a lower portion of the opening, 
preferably by chemical vapor deposition (CVD). The spacer 
is formed, generally by deposition and anisotropic etching, 
along the sideWalls of an upper portion of the opening. 
Finally the contact plug is formed Within the central hole, 
preferably by CVD. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a top plan vieW of a memory device including 
a plurality of memory arrays. 

FIG. 2 is a top plan vieW of a portion of one of the 
memory arrays of FIG. 1, including a memory cell manu 
factured in accordance With the present invention. 

FIG. 3 is an elevation vieW of a cross-sectional cut along 
line 3-3 of the memory cell shoWn in FIG. 2, the memory 
cell having an electrode manufactured in accordance With 
the present invention 

FIG. 4 is an elevation vieW of a cross-sectional cut of the 
electrode of FIG. 3 at an initial stage during the manufac 
turing process. 

FIG. 5 is an elevation vieW of a cross-sectional cut of the 
electrode of FIG. 3 at an intermediate stage during the 
manufacturing process. 

FIG. 6 is an elevation vieW of a cross-sectional cut of the 
electrode of FIG. 3 at a later intermediate stage during the 
manufacturing process. 

FIG. 7 is an elevation vieW of a cross-sectional cut of the 
completed electrode of FIG. 3. 

FIG. 8 is an elevation vieW of a cross-sectional cut of an 
alternative memory cell manufactured in accordance With 
the present invention. 

DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Memory devices are integrated circuit (IC) devices that 
include built-in memory storage. A memory device 10 
including a plurality of memory arrays 12 is illustrated in 
FIG. 1. As better seen in FIG. 2, each memory array 12 (also 
called a memory core) includes a plurality of memory cells 
14 arranged to share connections in generally perpendicular 
roWs (Word lines) and columns (bit lines). Each memory cell 
14 can be accessed for reading or Writing by a corresponding 
access or isolation device, generally placed Within a base 
layer (not shoWn), by selecting the corresponding roW and 
column coordinates. 

FIG. 3 illustrates a memory cell 14 of the memory array 
12 of the memory device 10. Memory cell 14 includes a 
memory element 20, a conductive layer 30, and an electrode 
40. The electrode 40 is placed Within a dielectric volume 50, 
Which in turn is placed over a conductive plate 60. In other 
embodiments, the conductive plate 60 can be replaced by an 
active device, such as an access diode or a portion thereof. 
A layer 22 of a selected memory-storage material is placed 
over the electrode 40. The area of the memory-storage 
material layer 22 proximally in contact With the electrode 40 
becomes an active area, the non-volatile resistive memory 
element 20. The conductive layer 30 covers the memory 
storage material layer 22. 

In a preferred embodiment the memory-storage material 
layer 22 and the memory element 20 include multi-state 
materials, such as chalcogenide. 

Suitable materials for the conductive layer 30 include 
tungsten, titanium nitride, carbon, and molybdenum. The 
conductive layer 30 can include a diffusion barrier and/or 
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4 
one or more conductive layers. The dielectric volume 50 
includes boron and phosphorus doped silicone dioxide glass 
(BPSG) or an inter-layer dielectric (ILD) such as plasma 
enhanced chemical vapor deposited silicon dioxide. The 
conductive plate 60 can include, for example, polysilicon, 
single crystal silicon, and/or metal. 
The electrode 40 rests Within an opening 52 in the 

dielectric volume 50. The electrode 40 includes a base 
portion 42, located at a loWer cavity portion 53 of opening 
52 and in direct contact With the conductive plate 60, a 
cylindrically shaped spacer 44, located along the sideWalls 
of an upper cavity portion 54 of opening 52, and a contact 
portion 46, placed inside of a central hole 55 in the spacer 
44. The opening 52 preferably has a depth-to-Width ratio of 
at least 2:1. 

In a preferred embodiment, both the base portion 42 and 
the contact portion 46 comprise tungsten or other materials 
that can be deposited using chemical vapor deposition 
(CVD). The spacer 44 may be formed, for example, of 
silicon dioxide or silicon nitride. The depth-to-Width ratio of 
both the opening 52 and the contact electrode 46 is at least 
2:1, and is preferably betWeen 3:1 to 5:1. In one exemplary 
embodiment, the opening 52 has a depth of 1.2 to 1.5 
micrometers and a Width/diameter of 0.4 to 0.5 micrometer. 
The contact portion has a depth of 0.3 micrometer and a 
Width/diameter of 0.1 micrometers or less. 

The electrode 40 of FIG. 3 is manufactured by a novel 
“plug-in-plug” process that alloWs the contact portion 46 of 
the electrode 40 to be much smaller than previous elec 
trodes. To manufacture electrode 40, a plug opening 52 is 
?rst etched into the dielectric volume 50. The opening 52 is 
then ?lled With a plug 43 of a chemical vapor deposited 
conductive material. Any excess material above a top sur 
face 56 of dielectric volume 50 is removed by a dry chemical 
etch, a mechanical planariZation, a chemical-mechanical 
planariZation (CMP), or other comparable methods selected 
in reference to the particular materials utiliZed to form 
electrode 40. FIG. 4 depicts the electrode 40 at the manu 
facturing stage after the plug 43 has been placed in opening 
52 and planariZed. The plug 43 is ?ush With top surface 56. 

Next, the plug 43 is recessed beloW the top surface 56 to 
form the base portion 42 and to leave free the upper cavity 
portion 54 of opening 52. This can be accomplished by 
over-etching during the excess-material removal dry chemi 
cal etch, or by another, subsequent etch process. The spacer 
44 can then be created by depositing and anisotropically 
etching an insulator/dielectric layer 43. This insulator/di 
electric layer could be, for example, silicon oxide, silicon 
nitride or undoped silicon. 

FIG. 5 illustrates the step of manufacture of the electrode 
40 after the insulator layer 43 has been deposited, but before 
it has been etched. The spacer 44 does not completely ?ll the 
upper cavity portion 54, leaving the central hole (or pore) 55 
all the Way doWn to the base portion 42. The spacer 44 may 
have a ?are 48 as a result of practical limitations upon by the 
deposition and etching process. As Will be appreciated by 
those skilled in the art, the dimensions of spacer 44 Will be 
determined substantially by the thickness of insulator/di 
electric layer 43 deposition and by the degree of anisotropy 
achieved in the etch process. 
The contact electrode portion 46 is created by depositing 

a layer 45 over the dielectric volume and ?lling the central 
hole 55. This layer Will typically be formed such as by using 
CVD or sputtering. In a particularly preferred implementa 
tion, layer 45 Will be a memory-storage material, such as a 
chalcogenide. In such an implementation, the contact por 
tion 46 can act as the memory element Without the need for 
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an additional layer of memory-storage material. Alterna 
tively, layer 45 may simply be a conductive material, such 
as tungsten, carbon, etc., forming electrode 46. 

Excess material forming layer 45 (i.e., that material above 
the top surface 56) is removed using a dry chemical etch, a 
mechanical planariZation, a chemical-mechanical planariZa 
tion (CMP), or other methods that accomplish similar 
results. FIG. 7 illustrates the ?nished electrode 40, the same 
as the one depicted in memory cell 14 of FIG. 3, after 
planariZation. The contact portion 46 is signi?cantly reduced 
in siZe from that of the original plug 43 shoWn in FIG. 4. As 
depicted in FIG. 8, another layer 62 may be formed above 
a plurality of electrodes 46. Where electrode 46 is formed of 
a chalcogenide element, layer 62 may be an electrode 
assembly (Which may include a diffusion barrier layer to 
protect the chalcogenide). Alternatively, Where electrode 46 
is merely a conductive plug, layer 62 may be a chalcogenide 
layer accessible by electrode 46. 

To further reduce the diameter of the contact electrode 46, 
the planariZation can be done to a point beloW top surface 56 
(either by removing a top portion of ?ll material 45 or by 
removing both a top portion of ?ll material 45 and of the 
dielectric volume 50) so as to remove the ?are 48 of spacer 
44, so as to establish minimum hole/pore siZe. The contact 
portion 46 is electrically coupled to the conductive plate 60 
by the base portion 42. 

Accordingly, it should be readily understood that the 
embodiment described and illustrated herein are illustrative 
only, and are not be considered as limitations upon the scope 
of the present invention. Other variations and modi?cations 
may be made in accordance With the spirit and scope of the 
present invention. 
What is claimed is: 
1. A memory device having at least one memory cell, the 

memory cell having a storage element comprising: 
a substrate having a ?rst surface and a conductive plate 

disposed beloW the ?rst surface; 
an electrode disposed Within the substrate and extending 

from the ?rst surface to the conductive plate, the 
electrode having a ?rst portion extending doWnWard 
from the ?rst surface of the substrate and a second 
portion extending upWard from the conductive plate to 
the ?rst portion, Wherein a lateral dimension of the ?rst 
portion of the electrode is less than a lateral dimension 
of the second portion of the electrode; and 

a memory element electrically coupled to the ?rst portion 
of the electrode. 

2. The memory device, as set forth in claim 1, comprising 
an access device electrically coupled to the second portion 
of the electrode. 

3. The memory device, as set forth in claim 2, Wherein the 
access device comprises a diode. 

4. The memory device, as set forth in claim 1, Wherein the 
substrate comprises one type of dielectric material disposed 
laterally about the ?rst portion of the electrode from the ?rst 
surface to the second portion and another type of dielectric 
material disposed laterally about the second portion of the 
electrode and substantially the entire vertical length of the 
?rst type of dielectric material. 

5. The memory device, as set forth in claim 4, Wherein the 
one type of dielectric material comprises silicon dioxide, 
silicon nitride, or undoped silicon. 

6. The memory device, as set forth in claim 4, Wherein the 
another type of dielectric material comprises BPSG or 
silicon dioxide. 

7. The memory device, as set forth in claim 1, Wherein the 
conductive plate is a Wordline. 
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8. The memory device, as set forth in claim 1, Wherein the 

memory element comprises a chalcogenide material. 
9. The memory device, as set forth in claim 8, Wherein the 

chalcogenide material comprises an alloy of: tellurium, 
selenium, germanium, antimony, bismuth, lead, strontium, 
arsenic, sulfur, silicon, phosphorus, or oxygen. 

10. The memory device, as set forth in claim 1, Wherein 
the lateral dimension of the second portion of the electrode 
is at least tWice the lateral dimension of the ?rst portion of 
the electrode. 

11. Amemory device having at least one memory cell, the 
memory cell comprising: 

a dielectric layer having a ?rst surface and having a 
conductive plate disposed beloW the ?rst surface; 

an electrode extending from the ?rst surface toWard the 
conductive plate, the electrode having a ?rst portion 
extending from the ?rst surface of the dielectric sub 
strate toWard the conductive plate and a second portion 
extending from the ?rst portion toWard the conductive 
plate, Wherein a lateral dimension of the ?rst portion of 
the electrode is less than 50 percent of a lateral dimen 
sion of the second portion of the electrode; and 

a memory element electrically coupled to the ?rst portion 
of the electrode. 

12. The memory device, as set forth in claim 11, com 
prising an access device electrically coupled to the second 
portion of the electrode. 

13. The memory device, as set forth in claim 12, Wherein 
the access device comprises a diode. 

14. The memory device, as set forth in claim 11, Wherein 
the dielectric layer comprises one type of dielectric material 
disposed laterally about substantially all of the ?rst portion 
of the electrode and another type of dielectric material 
disposed laterally about the second portion of the electrode. 

15. The memory device, as set forth in claim 14, Wherein 
the one type of dielectric material comprises silicon dioxide, 
silicon nitride, or undoped silicon. 

16. The memory device, as set forth in claim 14, Wherein 
the another type of dielectric material comprises BPSG or 
silicon dioxide. 

17. The memory device, as set forth in claim 11, Wherein 
the electrode comprises a material that can be deposited 
using chemical vapor deposition. 

18. The memory device, as set forth in claim 11, Wherein 
the memory element comprises a chalcogenide material. 

19. The memory device, as set forth in claim 18, Wherein 
the chalcogenide material comprises an alloy of: tellurium, 
selenium, germanium, antimony, bismuth, lead, strontium, 
arsenic, sulfur, silicon, phosphorus, or oxygen. 

20. A memory device having at least one memory cell, the 
memory cell comprising: 

a dielectric layer disposed on a conductive plate and 
having a conductive material disposed therein, the 
dielectric layer having a surface, the conductive mate 
rial having a ?rst portion extending from the surface 
into the dielectric layer in a direction substantially 
perpendicular to the surface, and the conductive mate 
rial having a second portion disposed Within the dielec 
tric layer and extending in a direction substantially 
parallel to the surface; and 

a memory element electrically coupled to the ?rst portion 
of the conductive material. 

21. The memory device, as set forth in claim 20, com 
prising an access device electrically coupled to the second 
portion of the conductive material. 

22. The memory device, as set forth in claim 21, Wherein 
the access device comprises a diode. 
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23. The memory device, as set forth in claim 20, Wherein 
the dielectric layer comprises one type of dielectric material 
disposed laterally about the ?rst portion of the conductive 
material and another type of dielectric material disposed 
laterally about the second portion of the conductive material 
and in contact With the ?rst type of dielectric material. 

24. The memory device, as set forth in claim 23, Wherein 
the one type of dielectric material comprises silicon dioxide, 
silicon nitride, or undoped silicon. 

25. The memory device, as set forth in claim 23, Wherein 
the another type of dielectric material comprises BPSG or 
silicon dioxide. 

26. The memory device, as set forth in claim 20, Wherein 
the conductive material comprises a material that can be 
deposited using chemical vapor deposition. 

27. The memory device, as set forth in claim 20, Wherein 
the memory element comprises a chalcogenide material. 

28. The memory device, as set forth in claim 27, Wherein 
the chalcogenide material comprises an alloy of: tellurium, 
selenium, germanium, antimony, bismuth, lead, strontium, 
arsenic, sulfur, silicon, phosphorus, or oxygen. 

29. The memory device, as set forth in claim 20, Wherein 
the second portion of the conductive material is at least tWice 
as Wide as the ?rst portion of the conductive material. 

30. Amemory device having at least one memory cell, the 
memory cell having a storage element comprising: 

a dielectric layer having a conductive material disposed 
therein, the dielectric layer having a surface, the con 
ductive material having a ?rst part extending from the 
surface into the dielectric layer in a direction substan 
tially perpendicular to the surface, and the conductive 
material having a second part disposed Within the 
dielectric layer and extending in a direction substan 
tially parallel to the surface, Wherein the dielectric layer 
comprises a ?rst type of dielectric material disposed 
laterally about the ?rst part of the conductive material 
and a different type of dielectric material disposed 
laterally about the second part of the conductive mate 
rial; 

a conductive plate disposed beloW a substantial portion of 
the dielectric layer; and 

a memory element electrically coupled to the ?rst part of 
the conductive material. 

31. The memory device, as set forth in claim 30, com 
prising an access device electrically coupled to the second 
part of the conductive material. 

32. The memory device, as set forth in claim 31, Wherein 
the access device comprises a diode. 

33. The memory device, as set forth in claim 30, Wherein 
the ?rst type of dielectric material comprises silicon dioxide, 
silicon nitride, or undoped silicon. 

34. The memory device, as set forth in claim 30, Wherein 
the different type of dielectric material comprises BPSG or 
silicon dioxide. 
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35. The memory device, as set forth in claim 30, Wherein 

the conductive material comprises a material that can be 
deposited using chemical vapor deposition. 

36. The memory device, as set forth in claim 30, Wherein 
the memory element comprises a chalcogenide material. 

37. The memory device, as set forth in claim 36, Wherein 
the chalcogenide material comprises an alloy of: tellurium, 
selenium, germanium, antimony, bismuth, lead, strontium, 
arsenic, sulfur, silicon, phosphorus, or oxygen. 

38. The memory device, as set forth in claim 30, Wherein 
the second part of the conductive material is at least tWice as 
Wide as the ?rst part of the conductive material. 

39. A memory device having at least one memory cell, the 
memory cell having a storage element comprising: 

a dielectric layer having a conductive material disposed 
therein, the dielectric layer having a surface, the con 
ductive material having a ?rst part extending from the 
surface into the dielectric layer in a direction substan 
tially perpendicular to the surface, and the conductive 
material having a second part disposed Within the 
dielectric layer and extending in a direction substan 
tially parallel to the surface, Wherein the dielectric 
substrate comprises a ?rst type of dielectric material 
disposed about substantially all of the ?rst part of the 
conductive material and a different type of dielectric 
material disposed about substantially all the remainder 
the conductive material; and 

a memory element electrically coupled to the ?rst part of 
the conductive material. 

40. The memory device, as set forth in claim 39, com 
prising an access device electrically coupled to the second 
part of the conductive material. 

41. The memory device, as set forth in claim 40, Wherein 
the access device comprises a diode. 

42. The memory device, as set forth in claim 39, Wherein 
the ?rst type of dielectric material comprises silicon dioxide, 
silicon nitride, or undoped silicon. 

43. The memory device, as set forth in claim 39, Wherein 
the different type of dielectric material comprises BPSG or 
silicon dioxide. 

44. The memory device, as set forth in claim 39, Wherein 
the conductive material comprises a material that can be 
deposited using chemical vapor deposition. 

45. The memory device, as set forth in claim 39, Wherein 
the memory element comprises a chalcogenide material. 

46. The memory device, as set forth in claim 45, Wherein 
the chalcogenide material comprises an alloy of: tellurium, 
selenium, germanium, antimony, bismuth, lead, strontium, 
arsenic, sulfur, silicon, phosphorus, or oxygen. 

47. The memory device, as set forth in claim 39, Wherein 
the second part of the conductive material is at least tWice as 
Wide as the ?rst part of the conductive material. 

* * * * * 


