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DISPOSABLE LOW COST TOILET BOWL 
CLEANING IMPLEMENT 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to cleaning bowl structures 

and more particularly pertains to a toilet boWl cleaning 
implement for cleaning all surfaces of a toilet boWl and the 
surrounding bathroom surfaces. 

2. The Prior Art 
The use of cleaning structures is knoWn in the prior art. 

Many prior art patents relate expressly to the cleaning of 
toilet boWls. These include US. Design Pat. Nos. 176,156; 
247,212 and 468,112; as Well as US. Utility Pat. Nos. 
4,493,124; 4,852,201; 5,203,155; 5,323,506; 5,488,728; and 
5,941,379. 

Heretofore, toilet boWl cleaning implements have typi 
cally consisted of a scrubbing element permanently mounted 
to a handled member. Rather than using commonly available 
materials for the scrubbing element in these typical devices, 
the scrubbing element has been especially designed for a 
particular toilet boWl cleaning implement. The prior art also 
discloses toilet boWl scrubbing implements having separate 
removable yet replaceable scrubbing elements. The replace 
ment scrubbing elements are usually likeWise designed for a 
speci?c toilet boWl cleaning implement. It also appears that 
a substantial amount of plastic is used to construct the 
handle, and in some cases, to also form the structure used for 
part of the scrubbing element. All of these factors add to the 
cost of the cleaning implement. 

In addition, prior art toilet boWl cleaning implements are 
not disposable and thereby create a possible sanitation 
problem Wherever the implement is stored. Often, a toilet 
boWl cleaning implement is stored in a storage cabinet 
Within the bathroom Where it may come in contact, or be in 
close contact, With other items such as toiletries, toWels, 
medicines or cleaning materials, thereby causing the pos 
sible transfer of germs to those Who use these articles. 
Whenever a non-disposable, non-one time use toilet boWl 
cleaning implement is stored in a cabinet or, for example, in 
a holder (Which is commonly located adjacent to the toilet), 
germs may be transmitted to the toilet boWl and the sur 
rounding areas. 

Accordingly, it Would be desirable to provide a toilet boWl 
cleaning implement that can be disposed of, in its entirety, 
after a single use, thereby eliminating the possibility of 
sanitation problems Which may be caused by the storage and 
reuse of the prior art toilet boWl cleaning implement. 

It Would also be desirable to provide a toilet boWl scrub 
bing implement Which is relatively stilf by folding a scrub 
bing element over onto itself, one Which is relatively simple 
to use. 

It Would be further desirable to have a toilet boWl scrub 
bing implement Which utiliZes a minimum amount of plas 
tic. 

It Would be still further desirable to have a toilet boWl 
scrubbing implement that utiliZes commonly available mate 
rials for the scrubbing element, Which are susceptible to a 
loW manufacturing cost and Which are accordingly suscep 
tible to a loW selling price to the consuming public, thereby 
making such a disposable toilet boWl cleaning implement 
economically available to the public and economically rea 
sonable for complete disposability. 

It Would be yet further desirable to have a toilet boWl 
scrubbing implement that could be impregnated With a 
cleaning agent, scouring gel or poWder or a deodorant. 
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2 
These and other desirable characteristics of the present 

invention Will become apparent in light of the present 
application, including the present speci?cation, claims and 
draWings. 

SUMMARY OF THE INVENTION 

In vieW of the foregoing disadvantages inherent in the 
knoWn types of toilet boWl cleaning structures noW present 
in the prior art, the present invention provides a neW toilet 
boWl cleaning implement construction that addresses the 
problems of sanitation and storage Wherein the same can be 
utiliZed for cleaning a toilet boWl. As such, the general 
purpose of the present invention, Which Will be described 
subsequently in greater detail, is to provide a neW toilet boWl 
cleaning implement Which is both loW in cost to manufac 
ture and therefore loW in cost to sell to the consuming public, 
and is also fully disposable. Such a toilet boWl cleaning 
implement has many of the advantages of the cleaning 
structures disclosed in the prior art and many novel features 
that result in a toilet boWl cleaning implement Which is not 
anticipated, rendered obvious, suggested, or even implied by 
any of the prior art cleaning structures, either alone or in any 
combination thereof. 

In the preferred embodiment, the toilet boWl cleaning 
implement has a handle con?gured as an elongated Web, 
having a length, Width and at least one reinforcement 
structure thereon, extending along at least a portion of the 
length of the handle and projecting transversely to the Width 
thereof. The handle has a top and bottom surface and the 
reinforcement structure may comprise a ?ange that extends 
beyond the top and bottom surfaces of at least a portion of 
the length of the handle, about its periphery. 
The invention further has a scrubbing element Which can 

be readily fabricated from a sheet of conventional, readily 
available scrubbing material, Which may also be made of an 
abrasive ?brous material, Which sheet may be folded at least 
once and then attached to an end of the handle. While it is 
possible to fold the scrubbing material once, it may also be 
folded tWice, or three times. The use of folds adds to the 
rigidity of the scrubbing element for its intended scrubbing 
function, under the rim of the toilet boWl. In addition, the 
scrubbing element may be impregnated With a cleaning 
agent, such as scouring gel or poWder or a deodorant to add 
further effectiveness to the product. 

Prior to folding, the scrubbing element may be of several 
shapes such as rectangular, square or round. Once the 
scrubbing element is folded into a preferred embodiment 
shape, an adhesive is applied along the juxtaposed surfaces. 
A fastener, such as a staple or rivet, is inserted through the 
folded material as Well as the attachment region of the 
handle to a?ix the folded material to the handle. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an exploded perspective vieW of a scrubbing pad 
and handle forming the toilet boWl cleaning implement of 
the present invention, prior to the articulation of the pad and 
assembly. 

FIG. 2 is an elevated cross-sectional side vieW of the 
handle of FIG. 1, taken along lines 2-2 of FIG. 1 and looking 
in the direction of the arroWs. 

FIG. 3 is an exploded elevated side vieW of the unattached 
but folded scrubbing pad and handle. 

FIG. 4 is a perspective vieW of the scrubbing pad and 
handle of FIG. 3 fastened together. 
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FIG. 5 is an elevated, cross-sectional side vieW of the 
folded scrubbing pad and handle fastened together, taken 
along lines 5-5 of FIG. 4 and looking in the directions of the 
arrows. 

FIG. 6 is an elevated cross-sectional front vieW of the 
invention, taken along lines 6-6 of FIG. 4, and looking in the 
direction of the arroWs, further illustrating the adhesive 
restraining the articulated pad together With a fastener 
further maintaining the position of the pad relative to the 
attachment region of the handle. 

DETAILED DESCRIPTION OF THE DRAWINGS 

While this invention is susceptible of embodiment in 
many different forms, they are shoWn in the draWings and 
Will herein be described in detail, one preferred embodi 
ment, With the understanding that the present disclosure is to 
be considered as an exempli?cation of the principles of the 
invention and is not intended to limit the invention to the 
embodiment illustrated. 
As previously discussed, reusable toilet boWl cleaning 

implements are typically stored in a bathroom cabinet Where 
they may come into contact With other items in the cabinet 
such as toiletries, toWels, medicines or cleaning materials. 
Disposable loW-cost toilet boWl cleaning implement 30 as 
illustrated in FIG. 4 addresses the problems of storage and 
sanitation of a reusable implement. As shoWn in exploded 
form in FIG. 1, the toilet boWl cleaning implement includes 
handle 10, having substantially ?at portion 12 across the 
Width and length of handle 10. The handle has ?rst Width 16 
and second Width 17, along attachment region or ?ange 18, 
Which is substantially greater than ?rst Width 16. Structural 
reinforcement ridge 14, as illustrated in FIG. 1, is a periph 
eral edge surrounding ?at portion 12 of handle 10, along 
most of the length 15 thereof, providing added rigidity to 
handle 10 and further providing for the use of a minimum 
amount of plastic used in connection With the manufacture 
of handle 10. Reinforcement ridge 14 is positioned about the 
periphery, and thus both sides of handle 10. As Will be 
detailed beloW, the attachment region or ?ange 18 as illus 
trated, for example in FIG. 1, is provided for receiving the 
folded scrubbing element 20 as illustrated, for example, in 
FIG. 4. While in one preferred embodiment, the reinforce 
ment ridge 14 extends along the perimeter of handle 10, a 
single centrally located ridge may extend on both the top and 
bottom surface of handle 10, extending for a substantial 
portion of the length of ?at portion 12. Alternatively, both 
peripheral and centered reinforcement ridges may be inte 
grated into the handle. Further, While the preferred embodi 
ment contemplates the handle being constructed of a plastic 
material, the handle may also be made of other inexpensive 
materials such as Wood. 
As shoWn in FIG. 1, scrubbing material 22 of the dispos 

able toilet boWl cleaning implement 30 prior to folding may 
be formed of a rectangular portion of a standard, commer 
cially available abrasive scouring material. These scrubbing 
materials are commonly sold under the trademarks BrilloTM 
and/or Scotch-BriteTM. In the illustrated embodiment, prior 
to folding, the scrubbing material of FIG. 1 may have a 
length 22a of approximately six inches and a Width 26 of 
approximately four inches. The thickness 280 of the pad may 
be 3/8 of an inch. These dimensions are not intended to limit 
the scope of this invention but merely to be used as a 
representative example of the siZe of a typical scrubbing pad 
material. Indeed, it is contemplated that the unfolded mate 
rial may not only be of a different siZe but also may be of a 
different shape, such as round, square or oval. 
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The use of a commonly available scrubbing material is 

another factor Which contributes to the loW-cost, disposable 
nature of this toilet boWl cleaning implement. As an alter 
native to using a commonly-available abrasive material, the 
material may be purchased in bulk and then die cut to an 
appropriate siZe and shape. Nor is the material used in this 
invention limited to a highly abrasive scrubbing material. 
Scrubbing materials, such as sponge or other commonly 
used materials for the cleaning of bathroom and kitchen 
surfaces, are also contemplated by this invention. 

In the preferred embodiment as illustrated in FIG. 1, ends 
26b and 28b of rectangular material 22 are each ?rst folded 
along lines 26a and 2811 respectively, and then collectively 
folded again along line 2211. Fold lines 22a, 26a and 28a run 
across the entire Width of material 22, each spaced in 
approximately one-fourth intervals of the length 2211 of pad 
22. When pad 22 is folded again at fold line 22a, it is done 
so in the same direction as the ?rst tWo folds along folds 26a 
and 28aito form fully articulated scrubbing element 20, as 
illustrated in FIGS. 3 and 4. The folds further de?ne tWo 
juxtaposed loWer surfaces at regions 20a and 20b, Which are 
also in direct contact With each over a substantial portion, 
Where the handle attachment region does not intervene, as 
shoWn in FIGS. 5 and 6, as Well as juxtaposed upper surfaces 
20e and 20f for opposite sides of attachment region 18. 
As previously stated, the scrubbing material may be of 

many shapes, such as, rectangular (Which is illustrated in 
this embodiment) as Well as square, round or oval. Thus, the 
resulting scrubbing element is not limited to the rectangular 
shape, before or after articulation. In addition, the number of 
folds may also vary. The use of folds increases the rigidity 
of the scrubbing element to facilitate effective scrubbing 
under the rim of a toilet boWl. 

In the preferred embodiment, as best illustrated in FIGS. 
5 and 6, adhesive 34 is applied along both the upper and 
loWer surfaces of the length of scrubbing element 20, With 
the loWer surface adhesive sealing the pad at positions 2011 
and 20b and With the adhesive on the upper surface of pad 
20 sealing the pad at portions 200 and 20d, along attachment 
region 18, as Well as along adjoining pad regions 20e and 
20], Which are not separated by attachment region 18. Once 
the adhesive is applied, attachment region 18 of handle 10 
is immediately inserted. Alternatively, adhesive may be 
applied over a substantial portion of both the juxtaposed 
surfaces and the handle itself, prior to insertion to reinforce 
restraint of the handle to the attachment region of the 
scrubbing pad. As shoWn in FIGS. 5 and 6, a fastener such 
as a staple 40 is applied, through scrubbing element 20 and 
either around or through ?ange or attachment region 18 of 
handle 10. As best illustrated in FIG. 4, it is also contem 
plated that a cleaning agent, such as scouring poWder or gel, 
or a deodoriZing agent, 41 is impregnated into scrubbing 
element 20 to improve the scrubbing effect of the imple 
ment. 

There are several alternative Ways to fold material 22. For 
example, pad material 22 may ?rst be folded in half along 
line 22a and then folded again in half simultaneously along 
aligned fold lines 2611 and 2811. Alternatively, material 22 
may ?rst be folded along line 2611, then along long line 22a 
and ?nally along line 2811. As described above, only one 
fold, (along fold line 2211) two folds (as described immedi 
ately above) or three folds, (tWo along 28a and 26a folded 
along the same surface, folloWed by a fold along fold line 
22a to juxtapose the end quarters of pad 22 already folded) 
are required to articulate the pad. In any of these embodi 
ments, adhesive is preferably applied to the juxtaposed 
surfaces of the folded pad. 
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In a preferred embodiment, attachment region 18 of 
handle 10 is substantially round and ?at, and has a maximum 
diameter Which is less than Width 28 and 26 of folded 
scrubbing element 20. The shape of ?ange 18 of handle 10 
is not limited to a round shape. Alternatively, ?ange 18 may 
be rectangular, oval or round as long as the siZe of the ?ange 
is less than the Width of the folded scrubbing element. Of 
course, the use of a smaller ?ange, regardless of its shape, 
saves in the amount of plastic used in the manufacture of the 
handle, at the cost of stability for the pad. 
As previously stated, it is contemplated in the shoWn 

preferred embodiment to use a loW-cost staple 40 as illus 
trated in FIGS. 5 and 6 to ensnare and securely attach the 
folded scrubbing element 20 to ?ange 18 of handle 10. It is 
also possible to use a rivet or other fastener that is applied 
through folded scrubbing element 20 and handle 10. Fur 
thermore, it is also contemplated by this invention to com 
press scrubbing element 20, Which is positioned about 
handle 10, after applying adhesive 34 along the juxtaposed 
edge of attachment region 18 of handle 10. 

The foregoing description and draWings merely explain 
and illustrate the invention and the invention is not limited, 
except insofar as the claims are so limited, as those skilled 
in the art Who have the disclosure before them Will be able 
to make modi?cations and variations therein Without depart 
ing from the scope of the invention. 

The invention claimed is: 
1. A toilet boWl cleaning implement for disposal after a 

single use, said implement comprising: 
a handle, con?gured as an elongated Web, having a length 

describing a ?rst end and a second opposite end, and a 
Width, 

said handle having an upper and a loWer surface; 
an attachment region at one end of said handle; 
a scrubbing element in the form of a sheet of scrubbing 

material that has been folded at least once along a 
straight fold line to increase the structural integrity of 
the implement; 

said scrubbing element being permanently and restrain 
ably attached about said ?rst end of the handle by at 
least one element attachment member; 

said scrubbing element being formed of a substantially 
rectangular sheet, having a ?rst edge and an opposing 
second edge and a de?ned centerline, Wherein the sheet 
is folded along a ?rst fold line, disposed betWeen the 
?rst edge and the centerline; 

a second fold line, disposed betWeen the second edge and 
the centerline of said sheet; and 

along a third fold line, oriented substantially at said 
centerline to juxtapose the upper surfaces of the sheet; 

said ?rst and second fold lines being oriented to juxtapose 
respective portions of the loWer surfaces of the sheet, 
both said loWer surfaces and said upper surfaces being 
further adhered to each other respectively by an adhe 
sive applied therebetWeen, 

said handle and scrubbing element being con?gured for 
loW-cost fabrication to enable the entire implement to 
be discarded after one use; and 

said at least one element attachment member including a 
staple through both said scrubbing element and said 
handle. 
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2. A toilet boWl cleaning implement, comprising: 
a handle having a length and a ?rst Width and further 

including at least one reinforcement structure extend 
ing along at least a portion of the length of the handle 
and projecting in a direction transversely to the Width 
of the handle, 

the handle further including an attachment region dis 
posed at one end of the handle, the attachment region 
having a second Width substantially greater than the 
?rst Width, 

a scrubbing element having a substantially rectangular 
shape fabricated from a sheet of a scrubbing material, 
having a ?rst edge and an opposing second edge, 
together With ?rst and second fold lines, respectively 
disposed from the ?rst and second edges, together With 
a third fold line at its centerline, to juxtapose portions 
of the upper surface of said sheet, 

said sheet being folded inWardly at said ?rst and second 
fold lines and being further folded along said third fold 
line at said centerline to increase the structural integrity 
of the scrubbing element for scrubbing under the toilet 
boWl rim; 

the scrubbing element being disposed on the end of the 
handle such that the attachment region is positioned 
betWeen the tWo juxtaposed upper surfaces of said 
scrubbing element; 

said handle and scrubbing element being con?gured for 
loW-cost fabrication to enable the entire implement to 
be discarded after one use. 

3. The toilet boWl cleaning implement according to claim 
2 Wherein the tWo juxtaposed upper surfaces are adhered to 
one another by an adhesive that is applied over a substantial 
portion of the juxtaposed inside surfaces. 

4. The toilet boWl cleaning implement according to claim 
2 Wherein the scrubbing material is ?brous. 

5. The toilet boWl cleaning implement of claim 4 Wherein 
the scrubbing material is abrasive. 

6. The toilet boWl cleaning implement according to claim 
2 Wherein the handle is made of plastic. 

7. The toilet boWl cleaning implement according to claim 
2 Wherein the handle is made of Wood. 

8. The toilet boWl cleaning implement according to claim 
2 Where the handle has a “H”-shaped cross-sectional con 
?guration over a substantial portion of its length. 

9. The toilet boWl cleaning implement according to claim 
2 further comprising at least one element attachment mem 
ber inserted through the scrubbing element and the attach 
ment region of the handle. 

10. The toilet boWl cleaning implement according to 
claim 9 Wherein the at least one element attachment member 
is a staple. 

11. The toilet boWl cleaning element according to claim 2 
Wherein the scrubbing implement is impregnated With at 
least one of folloWing: a cleaning agent, a scouring poWder, 
a scouring gel, a deodoriZing agent. 


