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TEMPERATURE ACTIVATED SYSTEMS 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation of application Ser. No. 
10/744,768 ?led Dec. 22, 2003, now US. Pat. No. 7,048, 
730, Which in-turn is a continuation of application Ser. No. 
09/815,643, ?led Mar. 23, 2001, now US. Pat. No. 6,682, 
521, Which claims the bene?t of US. Provisional Patent 
Application No. 60/191,703, ?led Mar. 23, 2000, entitled 
Temperature Activated Systems. 

FIELD OF THE INVENTION 

The invention relates to shape memory material activated 
devices, and more particularly, the invention relates to shape 
memory material activated systems, such as, temperature 
sensors, drug delivery systems, and the like, Which employ 
a shape memory material activator to create a path through 
a shell. 

BRIEF DESCRIPTION OF THE RELATED ART 

Temperature Warning devices are used as safety devices 
for products such as pharmaceuticals, foods, and beverages 
that are subject to loss of potency or strength, chemical 
alteration or degradation, spoilage, poisoning, and taste or 
?avor alteration if they are exposed to high temperature or 
thaWed from a froZen condition. Typically, all products have 
a restricted temperature range outside of Which the product 
begins to change. Many different types of warning devices 
exist Which Warn the consumer if the product has reached or 
exceed its safe temperature limits. Examples of temperature 
Warning devices are described in US. Pat. Nos. 5,735,607; 
5,531,180; 5,460,117; 5,335,994; and 4,664,056. 
Drug delivery devices, such as transdermal patches or 

implantable drug delivery systems, are available for delivery 
of drugs to a patient. These drug delivery devices may be 
manually activated prior to use, such as by the removal of a 
peelable liner on a transdermal patch. HoWever, it Would be 
desirable to provide on demand activation of a drug delivery 
device by use of a shape memory material activator. 

It Would also be desirable to provide a simple and reliable 
shape memory activated device for use in a variety of 
applications. 

SUMMARY OF THE INVENTION 

The present invention relates to the creation of a path 
through a shell Wall With the aid of a shape memory material. 
The path through the shell Wall may release a substance 
contained in the shell or alloW a substance to enter the shell. 
The devices according to the present invention may be used 
as temperature sensors or Warning devices, drug delivery 
devices, and the like. 
One aspect of the present invention relates to a tempera 

ture Warning device, drug delivery device, or other device 
having a shell containing a ?rst substance and an enclosure 
containing a second substance. Mixing of the substances is 
achieved by activation of a shape memory material activator. 
The shape memory material has been deformed in the 
martensitic state and its AS to Aftemperature range includes 
the predetermined temperature Which is considered to be the 
maximum safe temperature of the product. For the tempera 
ture Warning device, the enclosure is made of either a 
transparent or opaque material With a transparent WindoW. 
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2 
Once the predetermined temperature has been reached, the 
shape memory material recovers its shape and in the process 
applies a stress (tensile, compressive, shear, torsion, or a 
combination) that results in the creation of a path for the tWo 
substances to come in contact. The color of the enclosure 
?uid changes to indicate this effect and to provide the 
temperature Warning through the transparent WindoW. The 
path creation is accomplished by the shape memory material 
by several means such as fracturing, exploding, imploding, 
puncturing, peeling, tearing, shearing, rupturing, splitting, 
separating, debonding etc. the shell. The method depends on 
the type of shell and on hoW the shape memory material is 
utiliZed. 

In accordance With one aspect of the present invention, a 
temperature sensor includes a shell containing a substance 
capable of providing a visible indication upon release from 
the shell, and a shape memory material activator for creating 
a path through the shell to release the substance from the 
shell in response to exposure to a temperature Which is 
above a maximum safe temperature. 

In accordance With an additional aspect of the present 
invention, a shape memory material activated device for 
opening a shell containing a substance, the device includes 
a shell containing a substance, and a shape memory material 
activator con?gured to create a path through the shell in 
response to exposure of the shape memory material to a 
temperature above a predetermined temperature. 

In accordance With a further aspect of the invention, a 
drug delivery system includes a shell containing a drug, and 
a shape memory material activator for creating a path to 
deliver the drug from the shell to a patient When a prede 
termined temperature of the shape memory material activa 
tor is achieved. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention Will noW be described in greater detail With 
reference to the preferred embodiments illustrated in the 
accompanying draWings, in Which like elements bear like 
reference numerals, and Wherein: 

FIG. 1 is a schematic side vieW of a shape memory 
material activated device With an internal shape memory 
material spring; 

FIG. 2A is a schematic side vieW of the shape memory 
material activated device of FIG. 1 after activation; 

FIG. 2B is a schematic side vieW of the shape memory 
activated device of FIG. 1 after activation by stretching; 

FIG. 3 is a schematic side vieW of a shape memory 
material activated device With an internal shape memory leaf 
spring; 

FIG. 4 is a schematic side vieW of a shape memory 
material activated device With an internal non-shape mate 
rial memory leaf spring and a shape memory material 
release member; 

FIG. 5 is a perspective vieW of a shape memory material 
activated device With an exterior shape memory ring acti 
vator; 

FIG. 6 is a schematic side vieW of a shape memory 
material activated device With an exterior shape memory 
spring activator; 

FIG. 7 is a schematic side vieW of a shape memory 
material activated device in the form of a popping shell; 

FIG. 8 is a schematic side vieW of a shape memory 
material activated device in the form of a shape memory 
material tube; 

FIG. 9 is a schematic side vieW of the shape memory 
material activated device of FIG. 8 after activation; 
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FIG. 10 is a schematic side vieW of a shape memory 
material activated device With an interior shape memory 
material leaf spring; 

FIG. 11 is a schematic side vieW of a shape memory 
material activated device With an exterior shape memory 
material leaf spring; 

FIG. 12 is a schematic side vieW of a shape memory 
material activated device With an impact element; 

FIG. 13 is a schematic side vieW of the shape memory 
material activated device of FIG. 12 after activation; 

FIG. 14 is a schematic side vieW of a shape memory 
material activated device With an impact element and a 
shape memory material release mechanism; 

FIG. 15 is a schematic side vieW of the shape memory 
material activated device of FIG. 14 after activation; 

FIG. 16 is a schematic side vieW of a shape memory 
material activated device With an external shape memory 
material activator; 

FIG. 17 is a schematic side vieW of a three dimensional 
shape memory material activated device; 

FIG. 18 is a schematic side vieW of the three dimensional 
shape memory material activated device of FIG. 17 after 
activation; 

FIG. 19 is a schematic side vieW of a shape memory 
material activated device With an indirectly crushed shell; 

FIG. 20 is a schematic side vieW of a shape memory 
material activated time dependent release system in an as 
installed position; 

FIG. 21 is a schematic side vieW of the shape memory 
material activated time dependent release system of FIG. 20 
in an open position; 

FIG. 22 is a schematic side vieW of the shape memory 
material activated time dependent release system of FIG. 20 
in an open position With a sealer Which has absorbed 
moisture; 

FIG. 23 is a schematic side vieW of the shape memory 
material activated time dependent release system of FIG. 20 
in a closed position after the sealer has absorbed moisture; 

FIG. 24 is a schematic side vieW of a shape memory 
material activated time dependent release system With an 
elastomer bias spring; 

FIG. 25 is a schematic side vieW of a shape memory 
material activated time dependent release system With a 
central hole; 

FIG. 26 is a schematic side vieW of a shape memory 
material activated time and temperature dependent release 
system in a partially opened position; 

FIG. 27 is a schematic side vieW of the shape memory 
material activated time and temperature dependent release 
system of FIG. 26 in a fully opened position; 

FIG. 28 is a schematic side vieW of an alternative shape 
memory material activated time and temperature dependent 
release system; 

FIG. 29 is a schematic side vieW of a further alternative 
shape memory material activated time and temperature 
dependent release system; 

FIGS. 30 and 31 are schematic side vieWs of a dome 
shaped, shape memory material activated time and tempera 
ture dependent release system in a closed and open position; 

FIG. 32 is a schematic side vieW of a peelable shape 
memory material activated time dependent release system; 

FIG. 33 is a schematic side vieW of a peelable shape 
memory material activated time dependent release system in 
the form of a transdermal patch; 

FIG. 34 is a schematic side vieW of a peelable shape 
memory material activated time dependent release system 
With multiple shells; 
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4 
FIG. 35 is a schematic side vieW of an alternative peelable 

shape memory material activated time dependent release 
system With multiple shells; 

FIG. 36 is a schematic side vieW of a peelable shape 
memory material activated time dependent release system 
for delivery of a poWdered substance; 

FIGS. 37 and 38 are schematic side vieWs of a peelable 
shape memory material activated time dependent release 
system With a peelable liner pulled from tWo sides; 

FIGS. 39 and 40 are schematic side vieWs of a peelable 
shape memory material activated time dependent release 
system With a rod shaped activator; 

FIG. 41 is a schematic side vieW of a shape memory 
material activated release system in the form of an impact 
shell; 

FIG. 42 is a schematic side vieW of another shape memory 
material activated release system in the form of an impact 
shell; 

FIG. 43 is a schematic side vieW of a shape memory 
material activated release system in the form of an integral 
impact shell; 

FIG. 44 is a schematic side vieW of another shape memory 
material activated release system in the form of an integral 
impact shell; 

FIG. 45 is a schematic side vieW of a release mechanism; 
FIG. 45A is a cross sectional vieW taken along line A-A 

of FIG. 45; 
FIGS. 45B, 45C, and 45D are schematic perspective 

vieWs of the cup assembly in exploded, assembled, and 
released con?gurations, respectively; 

FIG. 46 is a schematic side vieW of another release 

mechanism; 
FIG. 46A is a cross sectional vieW taken along line A-A 

of FIG. 46; 
FIGS. 47 and 48 are perspective vieWs of a pull pin 

release mechanism; 
FIG. 49 is a schematic vieW of a force limited release 

mechanism; and 
FIG. 50 is a typical shape memory material displacement 

vs temperature graph. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

This document describes a series of inventions for devices 
Whose principal operation is to create a path through a shell 
in order to release a substance. The path is created With the 
direct or indirect aid of a shape memory material. The shape 
memory material acts as a sensor to detect release tempera 
ture and activate, or actuate the device to release the 
substance. The released substance can be utiliZed alone or it 
can be mixed With a second substance to produce a neW 
substance With different properties for further utiliZation. 
The release rate can be instantaneous at a predetermined 
temperature or controlled and integrated over time and/or 
temperature. These systems are mechanical in nature. HoW 
ever, they are capable of becoming electro mechanical as 
Will be shoWn later. Conversion to electro mechanical opera 
tion enhances the performance of the systems and adds 
further capabilities to them. 
The ability to release and/or mix substances at a prede 

termined temperature or temperature range impart unique 
capabilities to these devices. Some of these capabilities are: 
(1) production a neW color upon mixing of tWo substances; 
(2) direct or indirect absorption of a substance, externally or 
internally, by a mammalian body; (3) automatic initiation of 
a chemical reactions; (4) remote controlled mixing rate or 
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concentration adjustment of a chemical solution. Utilization 
of these capabilities can result in a multitude of neW or 
enhanced applications such as: (1) temperature Warning 
devices and speci?cally, temperature indicators and time 
temperature integrator indicators; (2) on demand drug deliv 
ery systems; (3) color changing toys; (4) control of chemical 
reactions. TWo of the applications, temperature indicators 
and on demand drug delivery systems Will be used as 
examples during the description of the invention. HoWever, 
the embodiments illustrated for one type of system are 
capable of use for any of the other types of systems 
described herein. 

All inventions described herein utiliZe a shape memory 
material to act as temperature sensors and to either activate 
or actuate the device When the predetermined temperature 
has been exceeded. Alternatively, the shape memory mate 
rial may also activate or actuate the device When cooled 
beloW a predetermined temperature. Most materials With 
reasonable shape recoveries and development of adequate 
stresses during the shape recovery process can be utiliZed for 
these devices. Presently NiiTi type and Cu based alloys 
adequately meet these criteria and therefore are considered 
good candidates for these designs. Throughout the descrip 
tion reference is made to a typical shape memory material 
Displacement vs Temperature graph shoWn in FIG. 50. 

Temperature Warning devices are generally used as safety 
devices for products such as pharmaceuticals, foods, and 
beverages that are subject to loss of potency or strength, 
chemical alteration or degradation, spoilage, poisoning, and 
taste or ?avor alteration if they are exposed to high tem 
perature. Typically, all products have a restricted tempera 
ture range outside of Which the product begins to change. 
The temperature Warning devices described beloW Warn the 
consumer if the product has reached or exceed its safe 
temperature limits. Although most of the description is 
concentrated on the high end of the temperature range, as it 
Will be seen later, these devices can be used to provide loW 
temperature protection or Warnings. The Warning provided 
may be by optical means, such as a color change. Besides the 
devices that indicate exposure to a temperature, this inven 
tion includes designs, utiliZing the same principle of opera 
tion, for time and temperature integrator indicators. Tem 
perature Warning in all cases is provided by creation of a 
path through a shell containing a dye or other substance. The 
dye gets mixed With a surrounding ?uid to produce a color 
change. The path opening is permanent for the temperature 
indicators While it is opened and closed, as temperature 
?uctuates, in a controlled manner for the time and tempera 
ture integrator indicators. 

To standardiZe the nomenclature and avoid confusion due 
to multiple applications of these devices, at times the shell 
contents, Whether they are dye, drug, solute, solvent, or 
anything else, Will be referred to as the “source”. Also, the 
same contents Will be referred to as the substance Within the 
shell to distinguish them from the substance Which Will be 
the contents of the enclosure surrounding the shell. 

FIGS. 1 and 2A illustrate a shape memory material 
activated device 10 including an inner shell 12, a shape 
memory material spring 14 Within the inner shell, and an 
outer shell or reservoir 16 surrounding the inner shell. 
According to one embodiment, a ?rst substance is contained 
Within the inner shell 12 and a second substance is contained 
Within the reservoir 16. Initially, the shape memory material 
is in its martensitic state and has been deformed from its 
original memory shape to assume the form of a compressed 
spring, as shoWn in FIG. 1. Surrounding the shape memory 
material spring 14 is a ?rst substance in either a solid or a 
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6 
liquid state. Both the shape memory material and the ?rst 
substance are encapsulated in a moisture impervious mate 
rial shell 12. During the shape recovery process the shape 
memory material spring 14 develops su?iciently large 
stresses to overcome the resistance offered by the shell 12 or 
encapsulant and to create a path 20 through the shell Wall, 
as shoWn in FIG. 2A. 

For this to take place, a material of the shell 12 must be 
brittle enough not to alloW itself to deform plastically 
Without fracturing. Fracturing alloWs the ?rst substance 
from the interior of the shell 12 to be released and, option 
ally, be mixed/dissolved or otherWise combined With the 
second substance Within the reservoir 16. The color change 
(if there is one) is preferably visible through a WindoW of the 
reservoir and becomes a Warning indication that the prede 
termined temperature has been exceeded. Alternatively, the 
visible indication may indicate another event such as the 
release of a drug. FIG. 2A shoWs the inner shell 12 as a 
capsule that separates or fractures into tWo pieces upon 
shape recovery. In this type of design alloWances must be 
made for any volume increase during the recovery process. 
This can be accomplished by techniques such as entrapment 
of gas in the enclosure or by making the enclosure of 
expandable material. 

FIG. 2B illustrates an alternative embodiment of a shell 
12' Which has been stretched by the shape memory material 
spring 14 to create multiple small openings or paths through 
the shell. The paths may be in the form of pores, tears, 
?ssures, or the like that make the shell permeable or semi 
permeable to alloW a substance to exit or enter the shell. If 
the openings in the shell are microscopic in siZe, mixing 
takes place by diffusion through the shell Wall. 
The term shell as used herein is intended to mean any 

container or enclosure Which is capable of being fractured, 
opened, severed, stretched, or otherWise modi?ed to alloW a 
substance to enter or exit the shell. 

A temperature at Which the device 10 is activated and the 
mixing of the tWo substances begins lies betWeen the 
“Austenitic start” (AS) and the “Austenitic ?nish” (Af) 
temperatures of the shape memory material, FIG. 50. By the 
time the Af temperature is reached a path has been created 
through the shell 12 indicating that the shape memory 
material has recovered its shape either partially or fully. The 
AS and Af temperatures are determined primarily by the 
chemical composition of the material, its thermo-mechanical 
processing and the amount of deformation from its shape 
memory state. The temperature range of operation of the 
device is equal to the difference betWeen Af and AS. HoW 
ever, in reality, movement does take place betWeen the 
temperatures Al to AS and Afto A2. To narroW the Al to A2 
range, su?icient tolerances are alloWed betWeen the shape 
memory material and the inside surface of the shell for 
partial recovery to take place until temperature A,C is reached. 
At this temperature the shape memory material spring 14 is 
in full contact With the inside surface of the shell 12 and the 
shape recovery stresses begin to be applied to its inside 
surface. Conversely, by minimizing the tolerances, recovery 
begins at AS and the path is created by the time temperature 
A,C is reached. 

The shell in all the embodiments described herein con 
tains the substance or drug to be released. Once the prede 
termined temperature is reached a path is created through the 
shell that alloWs the tWo substances to come into contact. 
The tWo substances can be at any state; solid, liquid, or gas. 
HoWever, in this application the enclosure substance is 
preferably in the liquid state and the shell substance is in 
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either the solid or liquid state. Typically, the shell substance 
is a dye capable of changing the enclosure’s color once the 
tWo come in contact. 

The path creation through the shell is achieved by acti 
vation of the shape memory material activator Which creates 
a path by fracturing, exploding, imploding, puncturing, 
peeling, tearing, rupturing, splitting, or otherWise opening 
the shell. The shape memory material has been deformed in 
the martensitic state and its AS to Af temperature range 
includes the predetermined temperature Which is considered 
to be the maximum safe temperature of the product. The 
enclosure is made of either a transparent or opaque material 
With a transparent WindoW. Once the predetermined tem 
perature has been reached, the shape memory material 
recovers its shape and in the process applies a stress (tensile, 
compressive, shear, torsion, or a combination) that results in 
the creation of a path for the tWo substances to come in 
contact. The color of the enclosure ?uid changes to indicate 
this effect and to provide the temperature Warning through 
the transparent WindoW. The path creation is accomplished 
by the shape memory material by several means such as 
fracturing, exploding, imploding, puncturing, peeling, tear 
ing, shearing, rupturing, splitting, separating, debonding etc. 
the shell. The method depends on the type of shell and on 
hoW the shape memory material is utiliZed. 

For the temperature Warning device of FIGS. 1, 2A and 
2B and those described beloW, the reservoir 16 can be of any 
shape as long as it does not interfere With the shape recovery 
of the shape memory material spring 12 and the path 
creation process. The reservoir 16 can be made of either 
rigid or ?exible materials. Construction of ?exible materials 
Will alloW the enclosure to conform to different surfaces for 
bonding. In the case of the ?exible enclosure 16 consider 
ation must be given to the fact that the ambient pressure is 
transferred to the shell 12 though the second substance or 
?uid in the enclosure. The shell 12 must be able to Withstand 
this pressure and the shape memory material must be able to 
overcome it. Although the embodiment of FIGS. 1, 2A and 
2B has been described as a temperature Warning device, it 
may also be used as a drug delivery device or in other 
applications. For use of the device 10 as a drug delivery 
system, the reservoir 16 has to conform to pharmaceutical 
requirements. 

The actual shape of the deformed shape memory material 
in the martensitic state does not have to necessarily be in the 
form of a spring 14, as shoWn in FIGS. 1, 2A and 2B. 
Important factors to be considered are; the displacement 
produced and the actual stress generated during the shape 
recovery process. These factors depend on the geometry of 
the shape memory material, amount of deformation, chemi 
cal composition of the material, thermo-mechanical process 
ing and, the forces restricting its recovery process. 

The shape memory material can be of any shape as long 
as during recovery it is able to (a) produce su?icient dis 
placement to come in contact With the inside surface of the 
shell and, (b) produce su?icient force to create a path 
through the shell Walls. Determining factors for the shape of 
the shape memory material are: the amount of displacement 
required, and the properties and siZes of both the shape 
memory material and the shell material. 

FIG. 3 illustrates an alternative embodiment of a shape 
memory material activated device 30 having another shape. 
The device 30 includes an inner shell 32, a shape memory 
material spring 34, and an outer shell or reservoir 36. The 
shape memory material spring 34 is in the form of a leaf 
spring, curved in an initial con?guration of FIG. 3 Which 
straightens When exposed to the predetermined temperature. 
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8 
The straightening of the shape memory material spring 34 
fractures the shell 32. The device 30 of FIG. 3 illustrates 
another shape for both the shape memory material spring 34 
and the shell 32. The shell 32 is formed of a curved tube 
shape that can be designed to minimiZe the volume it 
occupies. 

If the substances contained Within the shell 12, 32 and the 
reservoir 16, 36, prior to mixing or after mixing, react With 
the shape memory material to the point that either the 
function of the device or its effectiveness are affected, the 
shape memory material must be insulated from the sub 
stances. This is achieved by containing the shape memory 
material in a non-reactant material. Alternatively, this may 
be achieved by placing the shape memory material outside 
of the shell and/ or reservoir as in the embodiments of FIGS. 
5, 6, 11, and 19 discussed beloW. 
The shape of the shell 12, 32 depends primarily on the 

amount of substance it has to contain and, the shape and siZe 
of the shape memory material. The shell can consist of one 
or multiple parts. Also, the fabrication and assembly meth 
ods in?uence the shape and siZe of the shell. Material 
selection for the shell depends on both intrinsic and extrinsic 
factors. Intrinsic factors are material properties that must be 
such as to alloW the shape memory material to create a path 
through the shell Walls. Extrinsic factors are; the type of 
heating to be used to activate the device i.e. ambient, 
resistive etc. and, the time required for the device to be 
activated, once the surroundings have reached the predeter 
mined temperature. Again, the material (or materials if more 
than one is used) must not react With the substances con 
tained in the shell and the enclosure, prior to mixing or after 
mixing to the degree that the effectiveness of the device is 
compromised. 

Instead of using a shape memory material to both activate 
the device and create a path through the shell Walls, the 
shape memory material can be used for the activation 
process and a regular spring of non-shape memory material 
or a superelastic material may be used to create the path 
While the shape memory material is used as a release 
mechanism. FIG. 4 illustrates an alternative embodiment of 
a shape memory material activated device 40 having a shell 
42, a non-shape memory material spring element 44, an 
enclosure 46, and a shape memory material release mecha 
nism 48. 

Materials considered useful for the non-shape memory 
spring element 44 include those having spring properties, 
such as, steel, stainless steels, Beryllium-Copper alloys, and 
others. The spring element 44 is restrained in a position 
containing stored mechanical energy by the release mecha 
nism 48. Examples of restrained positions include com 
pressed coil springs or bent Wires (as shoWn in FIG. 4). 
The spring element 44 of FIG. 4 is held in the restrained 

position by the shape memory material release mechanism 
48 that has been deformed in the martensitic state to form of 
a hook or loop. As the temperature rises above AS the shape 
memory material release mechanism 48 recovers its original 
straight shape. At one point, the spring element 44 is able to 
overcome the restraining force applied by the shape memory 
material release mechanism 48 and releases itself, goes to its 
free state and in doing so it creates a path by fracturing, 
cracking, puncturing, peeling, tearing, shearing, or other 
Wise forming a path through shell 42. Depending on the 
shape memory material con?guration, different restraining 
methods can be used. FIG. 4 shoWs a hook type release 
shape memory material release mechanism provided on a 
leaf spring. The hook type release mechanism may also be 
used in a device With a coil type spring, such as the device 
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illustrated in FIGS. 1, 2A and 2B. A number of different 
release devices, based on the same principle, are discussed 
later With respect to FIGS. 45-49. 
As illustrated in the embodiments of FIGS. 5, 6, 11, and 

19, the same effect achieved by placing the shape memory 
material activator inside the shell can also be achieved by 
placing it on the outside. 

FIG. 5 illustrates a device 50 having a substantially 
cylindrical shell 52 and a ring-shaped, shape memory mate 
rial activator 54 surrounding the shell. During shape recov 
ery, the ring shaped activator 54 compresses and crushes the 
shell 52. Also, other shell/ shape memory material con?gu 
rations can be used for this embodiment and the cylindrical 
shell and ring shaped activator are merely one example. 

FIG. 6 illustrates a device 60 having an hour glass shaped 
shell 62 and a spring shaped shape memory material acti 
vator 64. According to this embodiment, during shape 
recovery, the activator 64 expands axially and fractures or 
otherWise creates a path through the shell 62 by stretching. 

FIG. 7 illustrates a popping shell type shape memory 
material activated device 70. In this concept, the popping 
shell consists of a shape memory material sheet 72 having a 
?at austenitic shape and a deformed dimple like martensitic 
shape, as shoWn in FIG. 7. The substance to be released is 
placed in the dimple 74 of the sheet sealed by a seal 76. 
During shape recovery the material of the popping shell 72 
tries to become ?at and in the process a path is created 
releasing the substance. The path is created either through 
the seal 76 or betWeen shape memory material sheet 72 and 
the seal at the interface. 

FIG. 8 illustrates an example of shape memory material 
tubular shells. In this concept these shells incorporate shape 
memory material tubes that have been deformed in the 
martensitic state, upon transformation to the austenitic state 
these tubes recover their shapes, and create a path by 
fracturing the end seals When returning to their memory 
shape. This concept relies on both volume and shape 
changes to break the end seals and minimiZes the part count 
required to construct the shell. 

FIG. 8 shoWs a bent shape memory material tube 80 
Which becomes straight upon shape recovery and in the 
process breaks the end seals 82 and releases its contents. 
FIG. 9 shoWs the shape memory material tube 80 after the 
seals 82 have been broken causing the substance contained 
in the tube 80 to be released. 

In an alternative embodiment, a shape memory material 
tube may be ?attened in the martensitic state to have an oval 
or other non-circular cross section. The shape memory 
material tube, upon transformation to the austenitic state 
recovers a round cross section and breaks the end seals. 

FIG. 10 illustrates an embodiment of a non-shape 
memory material tubular shell 90 With a shape memory 
material activator 92. This concept utiliZes the ?exible 
non-shape memory material tube 90 forming a shell for 
containing a substance. The shape memory material activa 
tor element 92 located either inside (FIG. 10) or outside 
(FIG. 11) and attached to the tube 90 such that during shape 
recovery the tube assumes a different shape i.e. bent to 
straight and in the process breaks the end seals 94. In the 
case of FIG. 11, Where the shape memory material activator 
element 92 is placed on the outside of the tube 90, the shape 
memory material activator element 92 is attached to the tube 
by bands 96 or other means. 

FIGS. 12 and 13 illustrate an example of the use of shape 
memory material activators for puncturing or crushing a 
shell. FIG. 12 shoWs shape memory activated device 100 
including a shell 102 arranged to be punctured by a shape 
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10 
memory material activator 104 in the form of a coil spring. 
A cylinder 106 is used as a guide for the spring 104. The 
shape memory material activator 104 may be provided With 
a puncturing element 108 if necessary depending on the 
force provided by the shape memory material activator and 
the strength of the shell 102. 

FIGS. 14 and 15 illustrate the same concept of a shape 
memory material actuated device 110 in Which a shell 112 is 
punctured or crushed, except that in the device 110, a regular 
(non-shape memory material) spring 114 is held in com 
pression With a shape memory material release element 116. 
In both cases the coil spring can be designed to either 
puncture the shell With a sharp pointed end or to crush it With 
a blunt end. 

FIG. 16 illustrates a shape memory material activated 
device 120 Which creates a path by tWisting the shell. The 
device 120 includes a shell 122 and tWo shape memory 
material elements 124 arranged on paddles 126 attached to 
the shell. The shear stress generated by the tWo shape 
memory material elements 124 become su?iciently large 
during the shape recovery process to create a path through 
the shell Wall. The paddles 126 can be either rigidly attached 
to the shell 122 or they can be pivoted and alloWed to rotate 
in order to more e?iciently transfer the force generated by 
the shape memory material elements 124 to the shell. A top 
vieW of the device 120 is similar to the release mechanism 
shoWn in FIG. 45A. 

FIGS. 17 and 18 illustrate a three dimensional shape 
memory material activated device 130. This concept is 
utiliZed to detect bulk temperatures i.e. other than surface 
temperatures and it is primarily applicable to temperature 
Warning devices. The detection mechanism 132, Which can 
be any of the mechanisms described herein, is placed at the 
bottom of a tube 134 and a transparent WindoW 136 is 
attached to the top end of the tube. In this case, the detection 
mechanism illustrated is similar to the device illustrated in 
FIGS. 1, 2A and 2B. The tube 134 constitutes a part of the 
enclosure. The tube 134 can be made of ?exible material to 
accommodate areas inaccessible via line of sight. Once the 
Warning temperature is reached the shell fractures and a 
color change is produced Which is visible through the clear 
WindoW 136. Typically, the agitation generated by the frac 
ture of the shell Will be su?icient to aid the mixing process. 
HoWever, in the case of long and narroW tubes 134 this may 
not be su?icient. In these cases, any gas contained in the 
shell Will form one or more bubbles that Will rise to the 
WindoW 136 and in the process produce further agitation 
thereby enhancing the mixing process. In the cases Where no 
gas is contained in the shell, gas can be incorporated in the 
dye if made of lightly compacted poWder. The gas agitation 
method Will Work best if the device is vertically oriented. 

FIG. 19 illustrates a shape memory material activated 
device 140 With an indirectly crushed shell 142. The device 
140 includes the shell 142, a shape memory material acti 
vator 144 in the shape of and external spring, and an 
enclosure 146. The methods presented so far for creating a 
path through the shell Walls are based on direct application 
of force on the shell either from the inside or the outside of 
the shell. Most of these methods can also be used to apply 
the force to enclosure 146 and have it transmitted to the shell 
142 via the ?uid of the enclosure 146 (provided that the 
enclosure contains a ?uid), as shoWn in FIG. 19. This 
concept is viable When the folloWing tWo basic conditions 
are applied: the enclosure does not fracture prior to the shell 
and, the shell and its contents are not either incompressible 
or insu?iciently compressible to fracture. 
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A good example of this concept is the case Where the 
contents of the shell 142 are in solid loosely packed poWder 
form. This system offers the advantage of reduced cost by 
having one common enclosure 146 and shell 142 for use at 
all temperatures and having the shape memory material 
activator 144, with different AS temperatures, installed at the 
end of the assembly process or prior to the application. Also, 
it avoids the storage and transportation costs associated With 
maintaining the devices at a temperature loWer that the 
activation temperature prior to application. 

According to one alternative embodiment of the inven 
tions described herein, the invention may employ devices 
similar to the devices described herein except that the shape 
memory material activator activates at a minimum tempera 
ture. In this embodiment, the shape memory material acti 
vator has been trained to achieve a tWo Way shape memory 
effect. The purpose of this reverse system is to detect 
minimum temperatures and release a substance from a shell 
When such a minimum temperature has been exceeded. To 
do so, a shape memory material is selected Whose marten 
sitic transformation range MS to Mf includes the minimum 
release temperature. Initially, the shape memory material is 
trained to achieve a tWo Way shape memory effect With the 
austenitic (recovered) shape being the installation shape and 
the martensitic (original) shape being the one undertaken 
once the material is exposed to the predetermined tempera 
ture. At this temperature the shape memory material creates 
a path through the shell Walls and releases the substance 
from the shell. The shape memory material is required to 
exhibit the tWo Way shape memory effect only once, When 
the service temperature drops beloW the predetermined 
temperature. In essence, the shape memory material in the 
reverse system operates in the reverse temperature cycle. 
Actuation takes place during cooling from austenite to 
mar‘tensite Whereas in high temperature activation case, 
actuation takes place during heating, from martensite to 
austenite. The same features used in all of the other designs 
described herein can also used With the reverse system. 

Time Dependent Temperature Activated Systems 
FIGS. 20-31 relate to time dependent temperature Wam 

ing systems as Will be described beloW. The time dependent 
temperature Warning systems can be used as an indicator of 
the time that the device has been exposed above or beloW a 
predetermined temperature. The time dependant systems 
may also be used as a drug delivery system in Which case the 
system is considered as a time compensating drug delivery 
system. 

FIGS. 20-23 illustrate one embodiment of a time depen 
dant device 200 having a shell 202 that consists of tWo 
members capable of creating a path upon separation. The 
?rst member is a closing part 206 in the form of a conical 
plug and is in contact With a second part 205, the sealer. A 
shape memory material activator 208 applies pressure and 
keeps the tWo members 205 and 206 in contact along a 
surface 204. Contact betWeen the tWo members is main 
tained until a predetermined temperature is achieved. The 
device 200 also preferably includes a seal 210 bonded to the 
sealer. 205, made of a material such as an elastomer capable 
of sWelling through absorption of liquid. The device 200 
utiliZes the same concept as the “shell” described above, i.e. 
release and/or mixing tWo substances. HoWever, in the 
present case, a shape memory material spring 208 is used 
that is trained in tWo Way shape memory effect. The sub 
stance to be released from the shell 202 may be provided 
Within the sealer 205 and/or Within the closing member 206. 
HoWever, for purposes of simplicity in the folloWing dis 
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12 
cussion, the substance to be released, called the source, Will 
be considered to be contained Within the closing member 
206. 

In the embodiment of FIGS. 20-23, the path created 
through the shell Wall, to release the substance contained 
Within the closing member 206 and/or the sealer 205 at the 
predetermined temperature, is not permanent. The path is 
created by the controlled separation of the shell into tWo 
parts, the sealer 205 and the closing member 206. The shell 
opens every time the predetermined temperature is reached, 
remains open as long as the temperature does not drop beloW 
this level and, closes once the temperature drops. While the 
shell 202 remains open, the substance is released continu 
ously but the release stops When the shell closes. With each 
opening the drug or other substance is released to a sur 
rounding reservoir (not shoWn) in a continuous manner. 

FIG. 20 illustrates the sealer 205, the closing member 206, 
and the shape memory material activator 208 in a closed 
position before an initial opening. FIG. 21 illustrates an 
initial opening of the shell 202 and the creation of a path 
along the contact surface 204 by the movement of the 
closing member 206 in response to achieving a predeter 
mined temperature. After opening, the seal 210 provided in 
the opening 204 comes into contact With the ?uid of the 
enclosure and begins to sWell as shoWn in FIG. 22. When the 
predetermined temperature for opening is no longer 
achieved, the closing member 206 moves back and comes 
into contact With the seal 210 and closes the path thereby 
preventing passage of ?uid through the opening 204. 

According to the embodiment of FIGS. 20-23, if the 
substance contained in the shell 202 is in the solid state the 
surrounding reservoir (not shoWn) should contain a ?uid to 
dissolve it. On the other hand, if the substance contained in 
the shell 202 is in liquid state it can be released to either an 
empty reservoir to be delivered to the patient Without further 
mixing or to a ?uid ?lled reservoir to be mixed With ?uid 
prior to delivery. Control of the mixing rate in the solid/ 
liquid case is by direct contact Whereas in the liquid/liquid 
case control of the mixing rate is done through a membrane 
or ?lter Which is part of the sealer’s and/ or closing member’s 
Wall. Because of the continuous release, irrespective of its 
solid or liquid phase and irrespective of Whether it is a dye 
or a drug, the substance Within the shell Will be considered 
as the “source” herein. The shell’s liquid source should be 
under positive pressure relative to its surroundings, With no 
gas entrapment, to assure Wetting of all membrane Walls and 
a constant interface betWeen the tWo ?uids irrespective of 
orientation. Additionally, pressurization prevents the reverse 
?oW of the substance outside of the shell in the enclosure 
into the source’s housing. Reverse ?oW can also be pre 
vented With the use of one Way membrane. The principle of 
osmosis can be utiliZed to transport the source through the 
membrane Wall provided that the membrane material and 
liquids of both shell and enclosure are selected such as to 
satisfy the requirements for osmosis to take place. Pressur 
iZation can be accomplished by several means such as the 
use of a spring as a piston, a gas bladder, or a compressed 
elastomer pressuring the dye enclosure, etc. The shape of the 
shell’s solid state source or its liquid state container can be 
conical (as shoWn), spherical, or any shape that can be sealed 
When pressed against an organic material such as an elas 
tomer having springback properties With minimum com 
pression set or creep. Basically, the source forms the male 
part and the sealer the female part of the device. When in 
contact With each other there is no open path and no release 
of the substance from the shell. 














