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BLOW MOLDED ARTICLE HAVING AN 
INTEGRALLY MOLDED LIVING HINGE 
AND METHOD OF MAKING THE SAME 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application is a divisional of US. application Ser. 
No. 10/131,356, ?led Apr. 24, 2002 now US. Pat. No. 
6,936,321 and entitled “BloW Molded Article Having an 
Integrally Molded Living Hinge and Method of Making the 
Same.” 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to a bloW-molded structure having 

an integrally molded, coextruded living hinge and method of 
making the same. 

2. Background Art 
Vehicle panels, such as ?ipper panels, are commonly 

manufactured using a bloW-molded machine. BloW-molding 
panels provide signi?cant advantages over other manufac 
turing processes such as injection molding. For example, 
bloW-molded parts are stronger, less expensive to manufac 
ture, easier to design, and usually offer Weight savings. 
Some panels, such as seat ?ipper panels, carry signi?cant 

loads and therefore must be manufactured out of a plastic 
material that has su?icient structural rigidity and strength. 
Typically, the panels are made out of a glass- or mineral 
?lled polymer. In particular, the panels are made out of a 
glass-?lled polypropylene material. 

HoWever, some panels, such as vehicle ?ipper panels, are 
also subject to repeated cyclic loading. Although the ?ipper 
panels are generally manufactured out of a glass-?lled, 
polypropylene material that is rigid and provides su?icient 
structural qualities, the repeated cyclic loading of the panel 
causes the glass-?lled polypropylene material to fracture 
resulting in a part that can no perform to the original 
speci?cation. 

Accordingly, manufacturers of ?ipper panels have 
resorted to using a subsequent manufacturing step Wherein 
a portion of the ?ipper panel is modi?ed and a metal hinge 
is attached thereto. This extra step adds time and money, and 
creates manufacturing di?iculties. 

Accordingly, there exists a need for a cost effective and 
easily manufactured bloW-molded structure having a struc 
turally rigid, load bearing portion and a ?exible portion to 
perform product speci?ed cyclic functions. 

SUMMARY OF THE INVENTION 

Accordingly, the present invention provides a cost effec 
tive and easily manufactured bloW molded structure having 
a structurally rigid, load bearing portion and a ?exible 
portion. 

The present invention also provides a bloW molded struc 
ture and a method of making a bloW-molded structure 
Wherein the bloW molded structure has an integrally molded, 
coextruded living hinge. 

According to the present invention, a bloW-molded struc 
ture comprising a body made out of a ?rst polymeric 
material and an integrally molded coextruded living hinge 
made out of a second, more ?exible polymeric material is 
provided. Preferably, the ?rst polymeric material is a glass 
?lled, polypropylene material and a second polymeric mate 
rial is an un?lled polypropylene. 
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2 
According to another embodiment of the present inven 

tion, a carpet pad or decorative laminate is secured or 
bonded to the body to provide an aesthetic appearance. 

Also according to the present invention, a method of 
forming a bloW-molded article having a coextruded living 
hinge is provided. The method comprises providing a bloW 
mold machine having a multiple extrusion head and a bloW 
mold. A parison having a ?rst material and a second, more 
?exible longitudinal strip of material is coextruded. A mold 
comprising tWo mold halves is closed about the parison and 
the article is cooled Within the mold. The mold is then 
opened and the article removed therefrom. 

Preferably, the ?rst material is a glass-?lled polypropy 
lene material of su?icient strength and rigidity and the 
second material is a more ?exible, non-glass-?lled, polypro 
pylene material capable of Withstanding repeated cyclic 
loading. 

According to another embodiment of this invention, the 
bloW mold has at least one cavity and the method of 
performing a bloW-molded article comprises the further step 
of applying a carpet pad or a decorative laminate to the 
cavity of the mold before the mold closes on the parison. 
The above features, and other features and advantages of 

the present invention are readily apparent from the folloWing 
detailed descriptions thereof When taken in connection With 
the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW of the coextruded parison of 
the present invention; 

FIG. 2 is a cross-sectional vieW of the bloW mold closed 
about the parison of the present invention; 

FIG. 3 is a detail of an article made by the present 
invention detailing the living hinge; and 

FIG. 4 is a ?oW chart of a method of making the 
coextruded article according to the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

As previously described, the prior art ?ipper panels 
require the additional steps of modifying sections of the 
?ipper pan and inserting a metal hinge to the ?ipper panel 
thereby increasing the cost and time to manufacture a 
completed part. As a result, there exists a need for a cost 
effective and easily manufactured bloW-molded structure 
having a structurally rigid, load bearing portion and a 
?exible portion. 

Referring noW to FIG. 1, a bloW molding multiple extru 
sion head 10 is part of a larger bloW-molding machine (not 
shoWn). The multiple extrusion head comprises multiple 
ports for coextruding material. A majority of the multiple 
extrusion head comprises of ?rst port 14 and a smaller 
portion comprises living hinge port 12. Heated plastic mate 
rial is extruded through the ports 12 and 14 in a knoWn 
manner to form a parison 15 that extends beloW the bloW 
mold multiple extrusion head 10. 

The parison 15 comprises tWo polymeric materials. The 
?rst polymeric material 20 is extruded through the port 14 
and provides structure and rigidity to the ?nished part 5 
shoWn in FIG. 3. Preferably, the ?rst material 20 is a ?lled 
polypropylene material. More preferably, the ?rst material 
20 is a glass-?lled polypropylene material. Alternatively, the 
?rst material 20 may be a mineral-?lled polypropylene 
material. One skilled in the art hoWever could bloW mold a 
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part using a variety of materials, both ?lled and non-?lled, 
to suit the structural requirements of the completed part 5. 
A second material 25 is coextruded along With the ?rst 

material 20 and is a more ?exible polymeric material. The 
second material 25 is extruded through the port 12. Whereas, 
the ?rst material 20 is a glass-?lled material to provided 
structural rigidity, the second material 25 is a non-glass ?lled 
to alloW for ?exibility. Preferably, the second material 25 is 
a polypropylene material. Similarly, one skilled in the art 
could bloW mold a part using a variety of polymeric mate 
rials. 

The bloW mold 28 comprises at least a ?rst bloW mold 
half 30 and a second bloW mold half 50. After the heated 
parison 15 is extruded from the bloW mold head 15, the bloW 
mold halves 30, 50 close about the parison While it is still 
pliable. The parison 15 is then bloWn against the mold halves 
30, 50 in a knoWn manner. When the mold halves 30, 50 
close about the parison 15, a protrusion 56 contacts the 
second material 25 to push it toWards ?rst mold half 30 as 
shoWn in FIG. 2 to form a living hinge. When force is 
applied to the ?nished part 5, the part can bend and ?ex 
about living hinge 26 Without fracture. The living hinge 26 
is made out of a more ?exible material than the rest of the 
completed part 25. Of course, multiple living hinges can be 
molded into the part by having multiple extrusion ports 12 
coextruding more ?exible material 20. 

First mold half 30 may have cooling lines 38 through 
Which Water is circulated to facilitate cooling the parison. 
Similarly, second mold half 50 may also have cooling lines 
58 Which circulate a cooling ?uid. Cooling the parison 15 
results in shorter cycle times and increased output. 

Additionally, the part 5 may be molded With an integral 
carpet pad or decorative laminate 70. A carpet pad or 
decorative laminate 70 is placed on inner cavity Wall 31 of 
mold half 30 such that the decorative side 71 of the carpet 
pad or decorative laminate is facing the inner cavity Wall. 
When the mold halves 30, 50 close about the heated parison 
15, the heated parison contacts the backside 72 of the carpet 
pad or decorative layer and causes the carpet pad or deco 
rative layer to stick or bond to the surface of the heated 
parison. Although only one carpet pad or decorative layer is 
illustrated, one skilled in the art could devise a mold 28 
having more than one carpet pad or decorative layer. The 
decorative layer may have a Wood grain ?nish or a metallic 
surface. 

The present invention also discloses a method of making 
a bloW molded article having a coextruded living hinge. 
Referring noW to FIG. 4, the method is generally shoWn, 
denoted as 100. The method 100 comprises a ?rst step 110 
of providing a bloW-mold machine having a multiple extru 
sion head and a bloW mold. The next step 120 comprises 
coextruding a parison comprising a ?rst material and a 
second, more ?exible material. Step 130 comprises closing 
the mold about the parison. The next step 140 comprises 
cooling the article in the mold. Next, step 150 involves 
opening the mold. Lastly, step 160 includes removing the 
article from the mold. 

As previously discussed, the ?rst material can be any 
polymeric material of su?icient rigidity and strength. Pref 
erably, the ?rst material Will be a glass- or mineral-?lled 
polypropylene material. Similarly, the second material Will 
be a more ?exible polymeric material. Preferably, the second 
material Will be polypropylene. 

The bloW mold may also have at least one cavity and the 
method 100 may also comprise an additional step of apply 
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4 
ing a carpet pad or decorative layer to the at least cavity of 
the mold before the mold closes on the parison to bond the 
carpet to the parison. 

Although the invention refers to ?ipper pans, any article 
that requires a stiff structural portion and a more ?exible 
portion can be made according to the present invention. For 
example, door trim panels generally require a stiff structure 
but may also require a more ?exible hinge portion proximate 
an arm rest on the door trim panel. 

While embodiments of the invention have been illustrated 
and described, it is not intended that these embodiments 
illustrate and describe all possible forms of the invention. 
Rather, the Words used in the speci?cation are Words of 
description rather than limitation, and it is understood that 
various changes may be made Without departing from the 
spirit and scope of the invention. 

What is claimed is: 
1. A method of forming a bloW molded article having a 

coextruded living hinge, the method comprising: 
providing a bloW mold machine comprising a bloW mold; 
coextruding a parison comprising a ?rst material and a 

second, more ?exible, longitudinal strip of material; 
closing the mold about the parison; 
bloW molding the parison into the article; 
cooling the article in the mold; 
opening the mold; and 
removing the article from the mold; 
Wherein the article comprises a body made out of a ?rst 

material having a ?rst body portion and a spaced apart 
second body portion, and an integrally molded, coex 
truded living hinge made out of a second material, the 
hinge being disposed betWeen the body portions, such 
that the ?rst and second portions are disposed on and 
contact laterally spaced sides of the living hinge, 
Wherein the ?rst material is a ?rst polymeric material 
and the second material is a second polymeric material 
Which is more ?exible than the ?rst polymeric material. 

2. The method of claim 1 Wherein the body has portion 
disposed on three side of the living hinge. 

3. The method of claim 1 Wherein the body has a ?rst side 
and spaced apart second side, the living hinge being dis 
posed betWeen the ?rst and second sides. 

4. The method of claim 3 Wherein the body has portions 
disposed on three sides of the living hinge. 

5. The method of claim 4 Wherein the ?rst portions 
include extension portions extending betWeen and connect 
ing the ?rst side and the living hinge, the extension portions 
extending from the ?rst side toWards the second side. 

6. The method of claim 1 Wherein the ?rst material is a 
glass-?lled polypropylene material. 

7. The method of claim 1 Wherein the second material is 
a non-?lled polypropylene material. 

8. The method of claim 1 Wherein the bloW mold has at 
least one cavity, the method further comprising the step of 
applying a carpet to the at least one cavity of the mold before 
closing the mold on the parison to bond the carpet to the 
parison. 

9. The method of claim 1 Wherein the bloW mold has at 
least one cavity, the method further comprising the step of 
applying a decorative layer to the at least one cavity of the 
mold before closing the mold on the parison to bond the 
decorative layer to the parison. 

10. The method of claim 1 Wherein the bloW mold 
machine further comprises a multiple extrusion head. 

11. A method of forming a bloW molded article having a 
coextruded living hinge, the method comprising: 
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coextruding a parison comprising a ?rst material and a 
second, more ?exible, longitudinal strip of material; 
and 

bloW molding the parison into the article; 
Wherein the article comprises a body made out of the ?rst 

material and an integrally molded, coextruded living 
hinge made out of the second material, Wherein the 
body has portions contacting opposing sides of the 
living hinge, and the body has portions disposed on 
three sides of the living hinge, Wherein the ?rst material 
is a ?rst polymeric material and the second material is 
a second polymeric material Which is more ?exible 
than the ?rst polymeric material. 

12. The method of claim 11 Wherein the ?rst material is 
a glass-?lled polypropylene material. 

13. The method of claim 11 Wherein the second material 
is a non-?lled polypropylene material. 

14. The method of claim 11 Wherein the bloW mold has at 
least one cavity, the method further comprising the step of 
applying a carpet to the at least one cavity of the mold before 
closing the mold on the parison to bond the carpet to the 
parison. 

15. The method of claim 11 Wherein the bloW mold has at 
least one cavity, the method further comprising the step of 
applying a decorative layer to the at least one cavity of the 
mold before closing the mold on the parison to bond the 
decorative layer to the parison. 

16. A method of forming a bloW molded article having a 
coextruded living hinge, the method comprising: 

coextruding a parison comprising a ?rst material and a 
second, more ?exible, longitudinal strip of material; 
and 
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bloW molding the parison into the article; 
Wherein the article comprises a body made out of the ?rst 

material, the body having a ?rst side and a spaced apart 
second side, and an integrally molded, coextruded 
living hinge made out of the second material, the living 
hinge being disposed betWeen the ?rst and second 
sides, Wherein the body has ?rst and second portions 
disposed on and contacting laterally spaced sides of the 
living hinge, Wherein the ?rst material is a ?rst poly 
meric material and the second material is a second 
polymeric material Which is more ?exible than the ?rst 
polymeric material. 

17. The method of claim 16 Wherein the ?rst material is 
a glass-?lled polypropylene material. 

18. The method of claim 16 Wherein the second material 
is a non-?lled polypropylene material. 

19. The method of claim 16 Wherein the bloW mold has at 
least one cavity, the method further comprising the step of 
applying a carpet to the at least one cavity of the mold before 
closing the mold on the parison to bond the carpet to the 
parison. 

20. The method of claim 16 Wherein the bloW mold has at 
least one cavity, the method further comprising the step of 
applying a decorative layer to the at least one cavity of the 
mold before closing the mold on the parison to bond the 
decorative layer to the parison. 
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