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MEMORY DEVICE AND METHOD HAVING 
DATA PATH WITH MULTIPLE PREFETCH 

I/O CONFIGURATIONS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation of US. patent applica 
tion Ser. No. 11/284,498, ?led Nov. 21, 2005, now US. Pat. 
No. 7,151,707 Which is a divisional of US. patent applica 
tion Ser. No. 11/031,437, ?led Jan. 7, 2005 now US. Pat. 
No. 7,031,215 Which is a divisional of US. patent applica 
tion Ser. No. 10/705,388, ?led Nov. 10, 2003, US. Pat. No. 
6,882,579, issued Apr. 19, 2005, Which is a continuation of 
US. patent application Ser. No. 10/278,528, ?led Oct. 22, 
2002, US. Pat. No. 6,693,836, issued Feb. 17, 2004, Which 
is a divisional of US. patent application Ser. No. 09/814, 
566, ?led Mar. 21, 2001, US. Pat. No. 6,515,914, issued 
Feb. 4, 2003. 

TECHNICAL FIELD 

This invention relates to memory devices, and more 
particularly to a memory device data path and method that 
can operate in either a high-speed, narroW data bus mode or 
a loW-speed, Wide data bus mode. 

BACKGROUND OF THE INVENTION 

Memory devices, such as dynamic random access memo 
ries (“DRAMs”), have a variety of performance parameters. 
One of the most important of these performance parameters 
is the speed at Which memory devices are able to read and 
Write data. Generally, memory devices capable of reading 
and Writing data at a higher speed, knoWn as high perfor 
mance memory devices, are more expensive. Conversely, 
memory devices that are only capable of accessing data at a 
sloWer rate, knoWn as loW performance memory devices, 
must be sold at a cheaper price. In an attempt to increase the 
operating speed of memory devices, double data (“DDR”) 
rate DRAMs have been developed. DDR DRAMs are syn 
chronous DRAMs that perform tWo memory operations each 
clock cycleione on each transition of each clock pulse. In 
a typical DDR DRAM, the memory cells in tWo adjacent 
columns having the same column address are read each 
clock cycle. 

Another performance parameter applicable to memory 
devices is the Width of the memory device’s data bus. Wider 
data buses operating at a given speed have a higher band 
Width, i.e., a greater number of bits/second can be accessed. 
The data bus of most memory devices, such as DRAMs, 
generally have a Width of various poWers of 2, i.e., 4, 8, 16, 
etc. bits. 

The need to provide memory devices having different 
performance parameters generally requires memory device 
manufacturers to design and manufacture a Wide variety of 
memory devices. For example, memory device manufactur 
ers must design and fabricate relatively expensive memory 
devices that are capable of operating at a high-speed and 
different, relatively inexpensive memory devices that are 
only capable of operating at a relatively loW-speed. Unfor 
tunately, it is expensive to design each memory device and 
the processing needed to fabricate the memory device. The 
expense of designing and fabricating a variety of different 
memory devices having different performance parameters is 
exacerbated by the rapid obsolescence of memory devices as 
neWer devices are introduced at an ever faster rate. 
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2 
There is therefore a need for memory devices, such as 

DRAMs, that are capable of operating as either high-speed, 
narroW data bus memory devices or a loW-speed, Wide data 
bus memory devices. 

SUMMARY OF THE INVENTION 

Data are coupled from a memory array to data bus 
terminals by transferring 2N bits of parallel data from the 
array in a ?rst mode and N bits of parallel data in a second 
mode. The parallel data are transferred from the array to 
parallel-to-serial converters using a bus having a Width of N 
bits. The parallel-to-serial converters convert the parallel 
data bits to respective bursts of serial data containing N/M 
bits and apply the bursts to 2M data bus terminals in the ?rst 
mode and M data bus terminals in the second mode. The data 
may be transferred from the memory array in the ?rst 
operating mode by transferring ?rst and second sets of N 
data bits from the array in respective ?rst and second read 
operations. Alternatively, 2N data bits may be transferred 
from the memory array in a single read operation. As a 
result, data may be transferred to M data bus terminals at a 
relatively high-speed in a high performance mode, or to 2M 
data bus terminals at a relatively loW-speed in a loW per 
formance mode. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of a memory device in accor 
dance With one embodiment of the invention. 

FIG. 2 is a block diagram of a memory array used in the 
memory device of FIG. 1. 

FIG. 3 is a block diagram of one of several memory array 
mats used in the memory array of FIG. 2. 

FIG. 4 is a block diagram of one of several memory 
sub-arrays used in the memory array mat of FIG. 3. 5 FIG. 
5 is a block diagram of a portion of a data path used in the 
memory device of FIG. 1. 

FIG. 6 is a logic and block diagram of one of several 
parallel-to-serial converters used in the portion of a data path 
shoWn in FIG. 5. 

FIG. 7 is a block diagram of a computer system using the 
memory device of FIG. 1. 

DETAILED DESCRIPTION OF THE 
INVENTION 

A memory-device in accordance With one embodiment of 
the invention is illustrated in FIG. 1. The memory device 
illustrated therein is a synchronous dynamic random access 
memory (“SDRAM”) 10, although the invention can be 
embodied in other types of DRAMs, such as packetiZed 
DRAMs and RAMBUS DRAMs (RDRAMS”), as Well as 
other types of memory devices, such as static random access 
memories (“SRAMs”). The SDRAM 10 includes an address 
register 12 that receives either a roW address or a column 
address on an address bus 14. The address bus 14 is 
generally coupled to a memory controller (not shoWn in FIG. 
1). Typically, a roW address is initially received by the 
address register 12 and applied to a roW address multiplexer 
18. The roW address multiplexer 18 couples the roW address 
to a number of components associated With either of tWo 
memory banks 20, 22 depending upon the state of a bank 
address bit forming part of the roW address. Associated With 
each of the memory banks 20, 22 is a respective roW address 
latch 26 Which stores the roW address, and a roW decoder 28 
Which applies various signals to its respective array 20 or 22 
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as a function of the stored roW address. The roW address 
multiplexer 18 also couples roW addresses to the roW 
address latches 26 for the purpose of refreshing the memory 
cells in the arrays 20, 22. The roW addresses are generated 
for refresh purposes by a refresh counter 30, Which is 
controlled by a refresh controller 32. 

After the roW address has been applied to the address 
register 12 and stored in one of the roW address latches 26, 
a column address is applied to the address register 12. The 
address register 12 couples the column address to a column 
address latch 40. Depending on the operating mode of the 
SDRAM 10, the column address is either coupled through a 
burst counter 42 to a column address bulfer 44, or to the 
burst counter 42 Which applies a sequence of column 
addresses to the column address bulfer 44 starting at the 
column address output by the address register 12. In either 
case, the column address bulfer 44 applies a column address 
to a column decoder 48 Which applies various signals to 
respective sense ampli?ers and associated column circuitry 
50, 52 for the respective arrays 20, 22. 

Data to be read from one of the arrays 20, 22 is coupled 
to the column circuitry 50, 52 for one of the arrays 20, 22, 
respectively. The data is then coupled through a read data 
path 54 to a data output register 56, Which applies the data 
to a data bus 58. Data to be Written to one of the arrays 20, 
22 is coupled from the data bus 58 through a data input 
register 60 and a Write data path 62 to the column circuitry 
50, 52 Where it is transferred to one of the arrays 20, 22, 
respectively. A mask register 64 may be used to selectively 
alter the How of data into and out of the column circuitry 50, 
52, such as by selectively masking data to be read from the 
arrays 20, 22. 

The above-described operation of the SDRAM 10 is 
controlled by a command decoder 68 responsive to com 
mand signals received on a control bus 70. These high level 
command signals, Which are typically generated by a 
memory controller (not shoWn in FIG. 1), are a clock enable 
signal CKE*, a clock signal CLK, a chip select signal CS*, 
a Write enable signal WE*, a roW address strobe signal 
RAS*, and a column address strobe signal CAS*, Which the 
“*” designating the signal as active loW. Various combina 
tions of these signals are registered as respective commands, 
such as a read command or a Write command. The command 

decoder 68 generates a sequence of control signals respon 
sive to the command signals to carry out the function (e.g., 
a read or a Write) designated by each of the command 
signals. These command signals, and the manner in Which 
they accomplish their respective functions, are conventional. 
Therefore, in the interest of brevity, a further explanation of 
these control signals Will be omitted. 

The read data path 54 from the column circuitry 50, 52 to 
the data output register 56 includes one or more pairs of 
complimentary input/ output (“I/O”) lines (not shoWn in FIG. 
1) that couple data from a sense ampli?er (not shoWn) for 
each column in each array 20, 22, respectively. The sense 
ampli?er in the column circuitry 50, 52 for an addressed 
column receives complimentary signals from a pair of 
complimentary digit lines. The digit lines are, in turn, 
coupled to a pair of the complimentary I/O lines by column 
addressing circuitry. Each pair of I/O lines is selectively 
coupled by a pair of complimentary data lines to the com 
plimentary inputs of a DC sense ampli?er (not shoWn) 
included in the read data path 54. The DC sense ampli?er, 
in turn, outputs data to the data output register 56, Which is 
coupled to output or “DQ” terminals of the memory device 
10. As explained in detail beloW, the SDRAM 10 according 
to one embodiment of the invention includes 16 DQ termi 
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4 
nals, 8 of Which are used in the high-speed mode and 16 of 
Which are used in the loW speed mode. Each of the DQ 
terminals coupled serial data to or from the DRAM 10 in 
bursts of 8 bits. 

One of the memory arrays 20 is illustrated in FIG. 2. The 
memory array 20 includes 8 memory array “mats” 100a-h 
divided into 4 banks, Which are labeled in FIG. 2 at B0-B3. 
HoWever, it Will be understood that the memory array mats 
100a-h may be arranged in a greater or lesser number of 
banks, and the memory array 20 may contain a greater or 
lesser number of memory array mats 100. The read data path 
54 FIG. 1) includes a ?rst I/O bus 104 having 32 pairs of 
complimentary I/O lines coupled to the memory array mats 
100a,b,ej§ and a second I/O bus 106 having 32 pairs of 
complimentary I/O lines coupled to the memory array mats 
1000,01, g,h. 
One of the memory array mats 100 used in the memory 

array 20 according to one embodiment of the invention is 
illustrated in FIG. 3. The mat 100 includes 256 sub-arrays 
110 arranged in 16 columns and 16 roWs. Each of the 
memory mats 100 includes 16 column lines 114, each of 
Which, When activated, selects the corresponding column. 
The memory mat 100 also includes a large number of roW 
lines (not shoWn), Which, When activated, selects a respec 
tive roW in the sub-arrays 110. A set of, ?ip-?ops 120 is 
positioned beneath each column of the memory mat 100. 
When a roW line is activated, 4 bits of data are coupled from 
the memory mat 100 from each column selected by activat 
ing a respective column line 114. The 4 bits of data for each 
column are coupled from the memory mat 100 to a respec 
tive set of ?ip ?ops 120 through a respective digit line bus 
122 that includes 4 complimentary digit lines. Thus, When 8 
column lines 114 are activated, 32 bits of data are stored in 
8 sets of ?ip-?ops corresponding to the respective activated 
column lines 114. 

As shoWn in FIG. 4, each of the sub-arrays 110 includes 
256 k memory cells (not shoWn) arranged in roWs and 
columns. When a roW of the memory mat 100 is activated 
and a column line 114 is selected, 4 complimentary digit 
lines 130 in 4 respective columns of the sub-array 110 are 
coupled to 4 respective ?ip-?ops 120. The ?ip-?ops 120, in 
turn, drive respective complimentary pairs of I/O lines 140. 
In operation, 8 columns of each memory mat 100 are 
activated at a time, so that the 8 sub-arrays 110 in 8 
respective active columns each output 4 bits of data. Each 
memory array mat 100 thus provides 32 bits of data, Which 
are temporarily stored in the ?ip-?ops 120. Since tWo 
memory array mats 100 are used for each bank, each bank 
B0-B3 outputs 64 bits of data. In operation, the 4 data bits 
coupled from each sub-array 110 are prefetched and stored 
in the ?ip-?ops 120 for subsequent coupling to the DQ 
terminals (FIG. 1), as explained in greater detail beloW. 
The data bits are transferred from the ?ip-?ops 120 in 

either of tWo modes, depending on Whether the memory 
device 10 is operating in either the high-speed mode or the 
loW-speed mode. In the high-speed mode, 8 bits of data 
stored in respective ?ip-?ops 120 are transferred serially to 
a respective data bus (DQ) terminal. The manner in Which 
the parallel data stored in the ?ip-?ips 120 are converted to 
serial data Will be explained With reference to FIGS. 5 and 
6. Since there are 32 bits stored in respective ?ip-?ops 120 
for each memory array mat 100, the 32 bits are coupled in 
serial bursts of 8 bits to each of 4 data bus terminals in the 
high-speed mode. The 32 bits stored in the ?ip-?ops 120 for 
the other memory array mat 100 are also coupled in serial 
bursts of 8 bits to each of 4 data bus terminals. As a result, 
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in the high-speed mode, 64 bits are coupled in serial bursts 
of 8 bits to each of 8 data bus terminals. 

In the loW-speed mode, the data bits stored in the ?ip 
?ops 120 are also transferred serially to a respective data bus 
(DQ) terminal. However, in the loW-speed mode, the data 
bits are transferred to 16 data bus terminals. Yet circuitry 
(not shown) interfacing With the memory device 10 is 
adapted to receive data in bursts of 8 bits from each of the 
16 data bus terminals. Thus, in the loW-speed mode, 128 bits 
are required to couple bursts of 8 bits to each of 16 data bus 
terminals. Since there are 32 bits stored in each set of 
respective ?ip-?ops 120 for each memory array mat 100, the 
64 bits stored in the ?ip-?ops 120 for both memory array 
mats 100 can supply only half of the required number of data 
bits. As a result, in the loW-speed mode, tWo sets of 64 bits 
must be prefetched and stored in the ?ip-?ops 120 before the 
prefetched data bits can be coupled to the data bus terminals. 
The reason this operating mode is considered a loW-speed 
mode is because of the extra time needed to prefetch and/or 
coupled tWice as many data bits from each memory array 
mat 100 in the loW-speed mode compared to the high-speed 
mode. Therefore, to prefetch 64 bits from each memory 
array mat 100, the memory device must perform 2 read 
operations With each data transfer, Which requires substan 
tially more time than a single read operation. HoWever, the 
bandWidth of the memory device 10 is someWhat the same 
in both modes. In the high-speed mode, tWice as many 
memory devices 10 are needed to provide data to the 16 data 
bus terminals compared to the loW speed mode, but the data 
is provided tWice as fast. 

To help maintain the operating speed of the memory 
device in the loW-speed mode, the memory device 10 may, 
instead of performing tWo read operations to provide 128 
bits of data, simultaneously activate all 16 columns in each 
memory array mat 110. Thus, each memory array mat 110 
prefetches 64 bits (4 bits from each column) during each 
read operation. As a result, all 64 of the ?ip-?ops 120 shoWn 
in FIG. 3 are needed for each memory array mat 110 to store 
the 64 prefetched bits. 

In operation, 4 data bits prefetched from each column and 
stored in respective ?ip-?ops 120 are coupled through a 
respective pair of I/O lines 140 during the ?rst part of each 
read cycle, and 4 data bits prefetched from another column 
and stored in respective ?ip-?ops 120 are coupled through 
the same pair of I/O lines 140 during the second part of each 
read cycle. Thus, in this alternative loW-speed mode, 128 
bits of data stored in respective ?ip-?ops 120 for both 
memory array mats 110 are coupled through 64 pairs of 
complimentary I/O lines for each read operation. In contrast, 
in the high-speed mode described above, 64 bits of data 
stored in respective ?ip-?ops 120 for both memory array 
mats 110 are coupled through 64 pairs of complimentary I/O 
lines. As a result, in the loW-speed mode, tWice as many data 
bits must be coupled through the data lines during the same 
period of time. It is for this reason, that this operating mode 
is considered a loW-speed mode even though it does not 
require 2 read operations for every read cycle. 

The manner in Which prefetched data bits are coupled 
betWeen the ?ip-?ops 120 and data bus terminals for one of 
the memory mats 100 is shoWn in FIG. 5. The circuitry 
shoWn in FIG. 5 is adapted to be used With the ?rst 
embodiment of the loW-speed operating mode in Which tWo 
reads are performed for every read operation. HoWever, it 
Will be understood that the circuitry can be easily modi?ed 
for the alternative embodiment in Which every column of 
each memory array mat 100 is read and tWice as many 
?ip-?ops 120 are provided. 
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6 
With reference to FIG. 5, the prefetched 32 data bits 

stored in the respective ?ip-?ops 120 are coupled through 32 
respective complimentary pairs of I/O lines 140. Eight 
groups of 4 I/O line pairs 140 are coupled to 8 respective 
parallel-to-serial converters 150 so that 4 pairs of I/O lines 
140 are coupled to each converter 150. HoWever, 4 of the 
converters 15011 include only 4 pairs of input lines, Which 
are coupled to 4 pairs of I/O lines 140 of a respective group. 
The remaining 4 converters 15019 include 8 input lines, 
Which are coupled to 4 pairs of I/O lines 140 of a respective 
group and 4 pairs of I/O lines 140 that are coupled to one of 
the 4-input converters 15011. 

In the loW-speed mode, 4 bits of parallel data are coupled 
to each of the 16 converters 15011,!) for each read operation, 
so that, after tWo read operations have been performed, 8 bits 
have been coupled to each of the 16 parallel-to-serial 
converters 150. The converters 150 then each output an 8-bit 
burst through respective I/O paths 134 to 16 respective data 
bus terminals 160. In the high-speed mode, 8 bits of parallel 
data are coupled to each of the four 8-input converters 150b, 
and the converters 1501) then each output an 8-bit burst 
through I/O paths 134 to 8 respective data bus terminals 160. 
Thus, in the high-speed mode the four 4-input converters 
150a and the data bus terminals 160 to Which they are 
coupled are not used. 

For a Write operation, burst of 8 bits are applied to each 
of either 8 or 16 data bus terminals, depending upon Whether 
the SDRAM 10 is operating in either the high-speed mode 
or the loW-speed mode, respectively. Respective serial-to 
parallel converters 168 then convert the 8-bit burst to either 
an 8 bits of parallel data (in the high-speed mode) or tWo sets 
of 4 bits of parallel data (in the loW-speed mode). The 4 data 
bits applied to each column of the memory mat are then 
coupled to respective columns of each sub-array 110 in a 
Write operation. 
One embodiment of the 8-bit parallel-to-serial converters 

15011 is shoWn in FIG. 6. As previously explained, the 
parallel-to-serial converter 15011 is adapted to receive 8 bits 
of parallel data and output a burst of 8 serial bits. HoWever, 
the 4-bit parallel-to-serial converters 15019 are substantially 
identical, as explained further beloW. When parallel data are 
to be transferred from the ?ip-?ops 120 to the converter 
150a RinPar signal transitions high, thereby triggering a 
load logic circuit 162. The load logic circuit 162 then outputs 
a high Data Load 0 (“DatLoadO”) output, Which is applied 
to a 4 input latch 164. The latch 164 has a 4-bit parallel data 
input that is selectively coupled to 8 of the ?ip-?ops 120. 
Thus, each data input of the parallel-to-serial converter 15011 
is coupled to the outputs of tWo ?ip-?ops 120. The outputs 
of 4 of the ?ip-?ops 120 are coupled to respective data input 
terminals on the loW-to-high transition of the RinPar signal. 
The 4 bits of parallel data are then stored in the latch 164. 
When the 4 bits of data stored in the latch 164 are to be 

shifted out of the latch, an Rin signal transitions high, 
thereby causing an inverter 168 to output a loW to a NAND 
gate 170, Which, With NAND gate 174, forms a set-reset 
?ip-?op 176. The ?ip-?op 176 is then set, thereby causing 
the NAND gate 170 to output an active high Serial Unload 
(“SerUld”) signal to the latch 164. The high SerUld signal 
causes the latch 164 to output an active loW Busy signal, 
and, in response to a Serial Clock (“SerClk”) signal shift the 
4 bits of stored data out of the latch one bit at a time on each 
SerClk transition. 
The serial data at the output of the latch 164 is applied to 

a multiplexer 180. As explained further beloW, the output of 
an inverter 182 is initially loW and the other input to the 
multiplexer 180 is initially high. As a result, the multiplexer 
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180 couples a 4-bit burst of serial data from the latch 164 to 
a double-edge triggered ?ip-?op 184 that is clocked by the 
SerClk signal and its compliment. Thus, on a transition of 
the SerClk signal having one polarity, each bit of data is 
shifted into the double-edge triggered ?ip-?op 184, and that 
bit of data is then shifted out of the ?ip-?op 184 on the next 
transition of the SerClk signal having the opposite polarity. 

The high Busy signal at the output of the latch 164 causes 
a NAND gate 190 to output a high to a clocked driver 194 
that is identical to the double-edge triggered ?ip-?op 184. 
Thus, on each transition of the SerClk signal, the driver 194 
outputs a high Tri-State (“TS”) signal. The IS signal is used 
to sWitch circuitry (not shoWn) receiving the serial data from 
the ?ip-?op 184 downstream in the read data path 54 (FIG. 
1) from a tri-state (high impedance) to an active, loW 
impedance state. 

Prior to the end of 4 cycles of the SerClk, a second set of 
4 ?ip-?ops 120 are coupled to respective Data<0:3> termi 
nals and the Rin signal transitions loW. The high-to-loW 
transition of the Rin signal causes the load logic circuit 162 
to output a high Data Load 1 (“Datloadl”) output, thereby 
causing a second 4-input latch 200 to store the 4 bits of 
parallel data from the ?ip-?ops 120. 
When the 4 bits of data stored in the latch 164 have been 

shifted out responsive to 2 periods of the SClk signal, the 
latch 164 outputs a loW DoneSync signal. The loW Done 
Sync signal is applied to the NAND gate 174 to reset the 
?ip-?op 176, thereby causing the NAND gate 170 to disable 
the latch 164 from further outputting further serial data. The 
loW DoneSync signal is also applied to a Done0 input of the 
load logic circuit 162 to subsequently alloW the counter to be 
reset, as explained further beloW. Finally, the Done0 signal 
is applied to a NAND gate 204 that, With a NAND gate 206, 
forms a ?ip-?op 208 that is set by the Done0 signal. When 
the ?ip-?op 208 is set, it causes the NAND gate 206 to 
output a high, Which causes an inverter 210 to apply an 
active high signal to a Serial Unload (“SerUld”) terminal of 
the latch 200. The latch 200 then applies the 4 stored bits to 
the multiplexer 180 responsive to the SerClk signal, as 
explained above for the latch 164. The active high signal 
applied to the SerUld terminal of the latch 200 also causes 
the latch 164 to apply an active loW Busy signal to the 
NAND gate 190. The NAND gate 190 then applies a high to 
the driver 194 to cause the NAND gate 190 to output a high 
TS signal, as previously explained. 

Setting the ?ip-?op 208 also causes the NAND gate 204 
to output a loW, Which causes an inverter 214 to apply a high 
to the inverter 182 and the multiplexer 180. The multiplexer 
180 then couples the output of the latch 200 to the double 
edge triggered ?ip-?op 184. 
When the 4 bits of data stored in the latch 200 have been 

shifted out of the latch 200, the latch 200 outputs a loW 
DoneSync signal. The loW DoneSync signal is applied to the 
NAND gate 200 to reset the ?ip-?op 208, thereby disabling 
the latch 200 from further outputting serial data. The loW 
DoneSync signal is also applied to a Done1 input of the load 
logic circuit 162 to reset the load logic circuit 162 in 
preparation for a subsequent transition of the RinPar signal. 

The ?ip-?ops 176, 208 and the load logic circuit 162 can 
also be reset by an active loW Reset signal, Which is typically 
generated upon poWer-up. 
As previously mentioned, the parallel-to-serial converter 

150a converts 2 loads of 4 parallel bits of data to a burst of 
8 serial bits of data. The parallel-to-serial converter 150a can 
easily be modi?ed to implement the converter 15019 that 
converts 4 either 4 or 8 parallel bits of data to a burst of 8 
serial bits of data. For example, the converter 1501) can be 
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8 
implemented by simply adding a set of 4 latches (not shoWn) 
to latch the parallel load of 8 bits. These latches are disabled 
When in the 4-bit mode and the converter 150b operates in 
the same manner as the converter 15011 as described above. 

FIG. 7 shoWs a computer system 300 containing the 
SDRAM 10 of FIG. 1. The computer system 300 includes a 
processor 302 for performing various computing functions, 
such as executing speci?c softWare to perform speci?c 
calculations or tasks. The processor 302 includes a processor 
bus 304 that normally includes an address bus, a control bus, 
and a data bus. In addition, the computer system 300 
includes one or more input devices 314, such as a keyboard 
or a mouse, coupled to the processor 302 to alloW an 
operator to interface With the computer system 300. Typi 
cally, the computer system 300 also includes one or more 
output devices 316 coupled to the processor 302, such output 
devices typically being a printer or a video terminal. One or 
more data storage devices 318 are also typically coupled to 
the processor 302 to alloW the processor 302 to store data in 
or retrieve data from internal or external storage media (not 
shoWn). Examples of typical storage devices 318 include 
hard and ?oppy disks, tape cassettes, and compact disk 
read-only memories (CD-ROMs). The processor 302 is also 
typically coupled to cache memory 326, Which is usually 
static random access memory (“SRAM”), and to the 
SDRAM 10 through a memory controller 330. The memory 
controller 330 normally includes a control bus 336 and an 
address bus 338 that are coupled to the SDRAM 10. A data 
bus 340 is coupled from the SDRAM 10 to the processor bus 
304 either directly (as shoWn), through the memory control 
ler 330, or by some other means. 
From the foregoing it Will be appreciated that, although 

speci?c embodiments of the invention have been described 
herein for purposes of illustration, various modi?cations 
may be made Without deviating from the spirit and scope of 
the invention. For example, although the SDRAM 10 has 16 
data bus terminals, 16 DQ terminals, 8 of Which are used in 
the high-speed mode and 16 of Which are used in the loW 
speed mode, it Will be understood that memory devices may 
have a lesser or greater number of DQ terminals. Also, each 
burst of data may contain a lesser or greater number of bits 
than the 8-bit bursts described herein, and the Width of the 
I/O path coupling data betWeen the memory array and the 
parallel-to-serial converters may be Wider or narroWer than 
the I/O path described herein. Other variations Will also be 
apparent to one skilled in the art. Accordingly, the invention 
is not limited except as by the appended claims. 
The invention claimed is: 
1. A memory device data path, comprising: 
a storage device storing data; 
a ?rst bus coupled to the storage device; 
a second bus coupled to the storage device; 
a ?rst set of parallel-to-serial converters coupled to the 

?rst bus, each of the parallel-to-serial converters in the 
?rst set having input terminals coupled to receive 
respective data bits from the ?rst bus, the parallel-to 
serial converters in the ?rst set having respective serial 
output terminals coupled to respective data bus termi 
nals in a ?rst set, each of the parallel-to-serial convert 
ers in the ?rst set being operable in a ?rst operating 
mode to receive from the storage device through the 
?rst bus at least one set of parallel data each containing 
a ?rst plurality of the data bits and apply a burst 
containing the received data bits to the respective data 
bus terminal in the ?rst set; and 

a second set of parallel-to-serial converters coupled to the 
?rst and second buses, each of the parallel-to-serial 
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converters in the second set having input terminals 
coupled to receive respective data bits from the ?rst bus 
and respective data bits from the second bus, the 
parallel-to-serial converters in the second set having 
respective serial output terminals coupled to respective 
data bus terminals in a second set, each of the parallel 
to-serial converters in the second set being operable in 
the ?rst operating mode to receive from the storage 
device through the second bus at least one set of 
parallel data each containing the ?rst plurality of the 
data bits and apply a burst containing the received data 
bits to the respective data bus terminal in the second 
set, the parallel-to-serial converters in the second set 
being operable in a second operating mode to receive 
from the storage device through the ?rst and second 
buses at least one set of parallel data each containing a 
second plurality of the data bits and to apply a burst 
containing the received data bits to the respective data 
bus terminal in the second set, the number of data bits 
in the second plurality being different from the number 
of data bits in the ?rst plurality. 

2. The memory device data path of claim 1 Wherein the 
number of data bits in the second plurality of data bits is 
equal to tWice the number of data bits in the ?rst plurality of 
data bits. 

3. The memory device data path of claim 1 Wherein the 
parallel-to-serial converters in the ?rst and second sets are 
each operable in the ?rst operating mode to receive from the 
storage device through the ?rst and second buses, respec 
tively, tWo sets of parallel data, and Wherein the parallel-to 
serial converters in the second set are each operable in the 
second operating mode to receive from the storage device 
through the ?rst and second buses one set of parallel data. 

4. The memory device data path of claim 1 Wherein the 
storage device comprises a plurality of ?ip-?ops. 

5. The memory device data path of claim 1 Wherein each 
of the parallel-to-serial converters comprise: 

a ?rst set of latches each of Which has an input terminal 
coupled to one of the ?rst and second buses to receive 
and store a respective one of the data bits, the ?rst set 
of latches further including a serial output terminal 
coupled to a respective data bus terminal, a serial clock 
terminal receiving a clock signal, a control terminal 
receiving a shift control signal alloWing the data bits to 
be shifted out of the ?rst set of latches and applied to 
the respective data bus terminal responsive to the clock 
signal, and an output terminal generating at least one 
status signal indicative of the operating state of the ?rst 
set of latches; and 

a ?ip-?op set responsive to an initiate signal and reset 
responsive to a status signal indicating that all of the 
data bits stored in the ?rst set of latches have been 
shifted out of the ?rst set of latches responsive to the 
clock signal, the ?ip-?op having an output terminal 
coupled to the control terminal to apply a shift control 
signal to the control terminal to alloW the data bits to be 
shifted out of the ?rst set of latches When the ?ip-?op 
is set. 

6. The memory device data path of claim 1, further 
comprising: 

a ?rst set of serial-to-parallel converters coupled to the 
?rst bus, each of the serial-to-parallel converters in the 
?rst set having a respective input terminal coupled to a 
respective data bus terminal in the ?rst set, each of the 
serial-to-parallel converters in the ?rst set having par 
allel output terminals coupled to respective bits of the 
?rst bus, each of the serial-to-parallel converters in the 
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?rst set being operable in the ?rst operating mode to 
receive a serial burst containing a plurality of data bits 
from the respective data bus terminal in the ?rst set and 
to apply the received data bits to the storage device 
through the ?rst bus in at least one set of parallel data 
each of Which contains the ?rst plurality of data bits; 
and 

a second set of serial-to-parallel converters coupled to the 
?rst and second buses, each of the serial-to-parallel 
converters in the second set having a respective input 
terminal coupled to a respective data bus terminal in the 
second set, each of the serial-to-parallel converters in 
the ?rst set having parallel output terminals coupled to 
respective bits of the ?rst bus and respective bits of the 
second bus, each of the serial-to-parallel converters in 
the second set being operable in the ?rst operating 
mode to receive a serial burst containing a plurality of 
data bits from the respective data bus terminal in the 
second set and to apply the received data bits to the 
storage device through the second bus in at least one set 
of parallel data each of Which contains the ?rst plurality 
of data bits, each of the serial-to-parallel converters in 
the second set being operable in the second operating 
mode to receive a serial burst containing a plurality of 
data bits from the respective data bus terminal in the 
second set and to apply the received data bits to the 
storage device through the ?rst and second buses in at 
least one set of parallel data each of Which contains the 
second plurality of data bits. 

7. A memory device, comprising: 
an array of memory cells arranged in roWs and columns; 
a roW address decoder coupled to receive a roW address 

signal and to enable a corresponding roW of memory 
cells in the array; 

a column address decoder coupled to receive a column 
address signal and to enable a corresponding column of 
memory cells in the array; 

a ?rst bus coupled to the array of memory cells; 
a second bus coupled to the array of memory cells; 
a command decoder operable to receive memory com 
mands from a command bus and to generate control 
signals corresponding to respective memory com 
mands; 

a read data path, comprising: 
a ?rst set of parallel-to-serial converters coupled to the 

?rst bus, each of the parallel-to-serial converters in 
the ?rst set having input terminals coupled to receive 
respective read data bits from the ?rst bus, the 
parallel-to-serial converters in the ?rst set having 
respective serial output terminals coupled to respec 
tive data bus terminals in a ?rst set, each of the 
parallel-to-serial converters in the ?rst set being 
operable in a ?rst operating mode to receive from the 
array of memory cells through the ?rst bus at least 
one set of parallel read data each containing a ?rst 
plurality of the read data bits and apply a burst 
containing the received read data bits to the respec 
tive data bus terminal in the ?rst set; and 

a second set of parallel-to-serial converters coupled to 
the ?rst and second buses, each of the parallel-to 
serial converters in the second set having input 
terminals coupled to receive respective read data bits 
from the ?rst bus and respective read data bits from 
the second bus, the parallel-to-serial converters in 
the second set having respective serial output termi 
nals coupled to respective data bus terminals in a 
second set, each of the parallel-to-serial converters in 
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the second set being operable in the ?rst operating 
mode to receive from the array of memory cells 
through the second bus at least one set of parallel 
read data each containing the ?rst plurality of the 
read data bits and apply a burst containing the 
received read data bits to the respective data bus 
terminal in the second set, the parallel-to-serial con 
verters in the second set being operable in a second 
operating mode to receive from the array of memory 
cells through the ?rst and second buses at least one 
set of parallel read data each containing a second 
plurality of the read data bits and to apply a burst 
containing the received read data bits to the respec 
tive data bus terminal in the second set, the number 
of data bits in the second plurality being different 
from the number of data bits in the ?rst plurality; and 

a Write data path, comprising: 

a ?rst set of serial-to-parallel converters coupled to the 
?rst bus, each of the serial-to-parallel converters in 
the ?rst set having a respective input terminal 
coupled to a respective data bus terminal in the ?rst 
set, each of the serial-to-parallel converters in the 
?rst set having parallel output terminals coupled to 
respective bits of the ?rst bus, each of the serial-to 
parallel converters in the ?rst set being operable in 
the ?rst operating mode to receive a serial burst 
containing a plurality of Write data bits from the 
respective data bus terminal in the ?rst set and to 
apply the received Write data bits to the array of 
memory cells through the ?rst bus in at least one set 
of parallel Write data each of Which contains the ?rst 
plurality of Write data bits; and 

a second set of serial-to-parallel converters coupled to 
the ?rst and second buses, each of the serial-to 
parallel converters in the second set having a respec 
tive input terminal coupled to a respective data bus 
terminal in the second set, each of the serial-to 
parallel converters in the ?rst set having parallel 
output terminals coupled to respective bits of the ?rst 
bus and respective bits of the second bus, each of the 
serial-to-parallel converters in the second set being 
operable in the ?rst operating mode to receive a 
serial burst containing a plurality of Write data bits 
from the respective data bus terminal in the second 
set and to apply the received Write data bits to the 
array of memory cells through the second bus in at 
least one set of parallel Write data each of Which 
contains the ?rst plurality of Write data bits, each of 
the serial-to-parallel converters in the second set 
being operable in the second operating mode to 
receive a serial burst containing a plurality of Write 
data bits from the respective data bus terminal in the 
second set and to apply the received Write data bits 
to the array of memory cells through the ?rst and 
second buses in at least one set of parallel Write data 
each of Which contains the second plurality of Write 
data bits. 

8. The memory device of claim 7 Wherein the number of 
read data bits in the second plurality of read data bits is equal 
to tWice the number of read data bits in the ?rst plurality of 
read data bits. 

9. The memory device of claim 7 Wherein the number of 
read data bits in the ?rst plurality of read data bits is equal 
to number of Write data bits in the ?rst plurality of Write data 
bits. 
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10. The memory device of claim 7 Wherein the number of 

read data bits in the second plurality of read data bits is equal 
to number of Write data bits in the second plurality of Write 
data bits. 

11. The memory device of claim 7 Wherein the number of 
Write data bits in the second plurality of Write data bits is 
equal to tWice the number of Write data bits in the ?rst 
plurality of Write data bits. 

12. The memory device of claim 7 Wherein the parallel 
to-serial converters in the ?rst and second sets are each 
operable in the ?rst operating mode to receive from the array 
of memory cells through the ?rst and second buses, respec 
tively, tWo sets of parallel read data, and Wherein the 
parallel-to-serial converters in the second set are each oper 
able in the second operating mode to receive from the 
storage device through the ?rst and second buses one set of 
parallel read data. 

13. The memory device of claim 7 Wherein the serial-to 
parallel converters in the ?rst and second sets are each 
operable in the ?rst operating mode to apply to the array of 
memory cells through the ?rst and second buses, respec 
tively, tWo sets of parallel Write data, and Wherein the 
serial-to-parallel converters in the second set are each oper 
able in the second operating mode to apply to the array of 
memory cells through the ?rst and second buses one set of 
parallel Write data. 

14. The memory device of claim 7 Wherein each of the 
parallel-to-serial converters comprise: 

a ?rst set of latches each of Which has an input terminal 
coupled to one of the ?rst and second buses to receive 
and store a respective one of the read data bits, the ?rst 
set of latches further including a serial output terminal 
coupled to a respective data bus terminal, a serial clock 
terminal receiving a clock signal, a control terminal 
receiving a shift control signal alloWing the read data 
bits to be shifted out of the ?rst set of latches and 
applied to the respective data bus terminal responsive 
to the clock signal, and an output terminal generating at 
least one status signal indicative of the operating state 
of the ?rst set of latches; and 

a ?ip-?op set responsive to an initiate signal and reset 
responsive to a status signal indicating that all of the 
read data bits stored in the ?rst set of latches have been 
shifted out of the ?rst set of latches responsive to the 
clock signal, the ?ip-?op having an output terminal 
coupled to the control terminal to apply a shift control 
signal to the control terminal to alloW the read data bits 
to be shifted out of the ?rst set of latches When the 
?ip-?op is set. 

15. The memory device of claim 7 Wherein the memory 
device comprises a dynamic random access memory. 

16. A computer system, comprising: 
computer circuitry operable to perform computing func 

tions; 
at least one input device coupled to the computer cir 

cuitry; 
at least one output device coupled to the computer cir 

cuitry; 
at least one data storage devices coupled to the computer 

circuitry; and 
a dynamic random access memory, comprising: 

an array of memory cells arranged in roWs and col 

umns; 
a roW address decoder coupled to receive a roW address 

signal and to enable a corresponding roW of memory 
cells in the array; 
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a column address decoder coupled to receive a column 
address signal and to enable a corresponding column 
of memory cells in the array; 

a storage device coupled to the array of memory cells and 
being operable to storing data coupled from the array of 
memory cells; 

a command decoder operable to receive memory com 
mands from a command bus and to generate control 
signals corresponding to respective memory com 
mands; and 

a data path, comprising: 
a ?rst bus coupled to the storage device; 
a second bus coupled to the storage device; 
a ?rst set of parallel-to-serial converters coupled to the 

?rst bus, each of the parallel-to-serial converters in 
the ?rst set having input terminals coupled to receive 
respective data bits from the ?rst bus, the parallel 
to-serial converters in the ?rst set having respective 
serial output terminals coupled to respective data bus 
terminals in a ?rst set, each of the parallel-to-serial 
converters in the ?rst set being operable in a ?rst 
operating mode to receive from the storage device 
through the ?rst bus at least one set of parallel data 
each containing a ?rst plurality of the data bits and 
apply a burst containing the received data bits to the 
respective data bus terminal in the ?rst set; and 

a second set of parallel-to-serial converters coupled to 
the ?rst and second buses, each of the parallel-to 
serial converters in the second set having input 
terminals coupled to receive respective data bits 
from the ?rst bus and respective data bits from the 
second bus, the parallel-to-serial converters in the 
second set having respective serial output terminals 
coupled to respective data bus terminals in a second 
set, each of the parallel-to-serial converters in the 
second set being operable in the ?rst operating mode 
to receive from the storage device through the sec 
ond bus at least one set of parallel data each con 
taining the ?rst plurality of the data bits and apply a 
burst containing the received data bits to the respec 
tive data bus terminal in the second set, the parallel 
to-serial converters in the second set being operable 
in a second operating mode to receive from the 
storage device through the ?rst and second buses at 
least one set of parallel data each containing a second 
plurality of the data bits and to apply a burst con 
taining the received data bits to the respective data 
bus terminal in the second set, the number of data 
bits in the second plurality being different from the 
number of data bits in the ?rst plurality. 

17. The computer system of claim 16 Wherein the number 
of data bits in the second plurality of data bits is equal to 
tWice the number of data bits in the ?rst plurality of data bits. 

18. The computer system of claim 16 Wherein the parallel 
to-serial converters in the ?rst and second sets are each 
operable in the ?rst operating mode to receive from the 
storage device through the ?rst and second buses, respec 
tively, tWo sets of parallel data, and Wherein the parallel-to 
serial converters in the second set are each operable in the 
second operating mode to receive from the storage device 
through the ?rst and second buses one set of parallel data. 

19. The computer system of claim 16 Wherein the storage 
device comprises a plurality of ?ip-?ops. 

20. The computer system of claim 16 Wherein each of the 
parallel-to-serial converters comprise: 

a ?rst set of latches each of Which has an input terminal 
coupled to one of the ?rst and second buses to receive 
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and store a respective one of the data bits, the ?rst set 
of latches further including a serial output terminal 
coupled to a respective data bus terminal, a serial clock 
terminal receiving a clock signal, a control terminal 
receiving a shift control signal alloWing the data bits to 
be shifted out of the ?rst set of latches and applied to 
the respective data bus terminal responsive to the clock 
signal, and an output terminal generating at least one 
status signal indicative of the operating state of the ?rst 
set of latches; and 

a ?ip-?op set responsive to an initiate signal and reset 
responsive to a status signal indicating that all of the 
data bits stored in the ?rst set of latches have been 
shifted out of the ?rst set of latches responsive to the 
clock signal, the ?ip-?op having an output terminal 
coupled to the control terminal to apply a shift control 
signal to the control terminal to alloW the data bits to be 
shifted out of the ?rst set of latches When the ?ip-?op 
is set. 

21. The computer system of claim 16, further comprising: 
a ?rst set of serial-to-parallel converters coupled to the 

?rst bus, each of the serial-to-parallel converters in the 
?rst set having a respective input terminal coupled to a 
respective data bus terminal in the ?rst set, each of the 
serial-to-parallel converters in the ?rst set having par 
allel output terminals coupled to respective bits of the 
?rst bus, each of the serial-to-parallel converters in the 
?rst set being operable in the ?rst operating mode to 
receive a serial burst containing a plurality of data bits 
from the respective data bus terminal in the ?rst set and 
to apply the received data bits to the storage device 
through the ?rst bus in at least one set of parallel data 
each of Which contains the ?rst plurality of data bits; 
and 

a second set of serial-to-parallel converters coupled to the 
?rst and second buses, each of the serial-to-parallel 
converters in the second set having a respective input 
terminal coupled to a respective data bus terminal in the 
second set, each of the serial-to-parallel converters in 
the ?rst set having parallel output terminals coupled to 
respective bits of the ?rst bus and respective bits of the 
second bus, each of the serial-to-parallel converters in 
the second set being operable in the ?rst operating 
mode to receive a serial burst containing a plurality of 
data bits from the respective data bus terminal in the 
second set and to apply the received data bits to the 
storage device through the second bus in at least one set 
of parallel data each of Which contains the ?rst plurality 
of data bits, each of the serial-to-parallel converters in 
the second set being operable in the second operating 
mode to receive a serial burst containing a plurality of 
data bits from the respective data bus terminal in the 
second set and to apply the received data bits to the 
storage device through the ?rst and second buses in at 
least one set of parallel data each of Which contains the 
second plurality of data bits. 

22. A computer system, comprising: 
computer circuitry operable to perform computing func 

tions; 
at least one input device coupled to the computer cir 

cuitry; 
at least one output device coupled to the computer cir 

cuitry; 
at least one data storage devices coupled to the computer 

circuitry; and 
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a dynamic random access memory, comprising: 
an array of memory cells arranged in roWs and col 

umns; 
a roW address decoder coupled to receive a roW address 

signal and to enable a corresponding roW of memory 
cells in the array; 

a column address decoder coupled to receive a column 
address signal and to enable a corresponding column 
of memory cells in the array; 

a ?rst bus coupled to the array of memory cells; 
a second bus coupled to the array of memory cells; 
a command decoder operable to receive memory com 
mands from a command bus and to generate control 
signals corresponding to respective memory com 
mands; 

a read data path, comprising: 
a ?rst set of parallel-to-serial converters coupled to 

the ?rst bus, each of the parallel-to-serial convert 
ers in the ?rst set having input terminals coupled 
to receive respective read data bits from the ?rst 
bus, the parallel-to-serial converters in the ?rst set 
having respective serial output terminals coupled 
to respective data bus terminals in a ?rst set, each 
of the parallel-to-serial converters in the ?rst set 
being operable in a ?rst operating mode to receive 
from the array of memory cells through the ?rst 
bus at least one set of parallel read data each 
containing a ?rst plurality of the read data bits and 
apply a burst containing the received read data bits 
to the respective data bus terminal in the ?rst set; 
and 

a second set of parallel-to-serial converters coupled 
to the ?rst and second buses, each of the parallel 
to-serial converters in the second set having input 
terminals coupled to receive respective read data 
bits from the ?rst bus and respective read data bits 
from the second bus, the parallel-to-serial convert 
ers in the second set having respective serial 
output terminals coupled to respective data bus 
terminals in a second set, each of the parallel-to 
serial converters in the second set being operable 
in the ?rst operating mode to receive from the 
array of memory cells through the second bus at 
least one set of parallel read data each containing 
the ?rst plurality of the read data bits and apply a 
burst containing the received read data bits to the 
respective data bus terminal in the second set, the 
parallel-to-serial converters in the second set 
being operable in a second operating mode to 
receive from the array of memory cells through 
the ?rst and second buses at least one set of 
parallel read data each containing a second plu 
rality of the read data bits and to apply a burst 
containing the received read data bits to the 
respective data bus terminal in the second set, the 
number of data bits in the second plurality being 
di?cerent from the number of data bits in the ?rst 
plurality; and 

a Write data path, comprising: 
a ?rst set of serial-to-parallel converters coupled to 

the ?rst bus, each of the serial-to-parallel convert 
ers in the ?rst set having a respective input ter 
minal coupled to a respective data bus terminal in 
the ?rst set, each of the serial-to-parallel convert 
ers in the ?rst set having parallel output terminals 
coupled to respective bits of the ?rst bus, each of 
the serial-to-parallel converters in the ?rst set 
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being operable in the ?rst operating mode to 
receive a serial burst containing a plurality of 
Write data bits from the respective data bus ter 
minal in the ?rst set and to apply the received 
Write data bits to the array of memory cells 
through the ?rst bus in at least one set of parallel 
Write data each of Which contains the ?rst plurality 
of Write data bits; and 

a second set of serial-to-parallel converters coupled 
to the ?rst and second buses, each of the serial 
to-parallel converters in the second set having a 
respective input terminal coupled to a respective 
data bus terminal in the second set, each of the 
serial-to-parallel converters in the ?rst set having 
parallel output terminals coupled to respective bits 
of the ?rst bus and respective bits of the second 
bus, each of the serial-to-parallel converters in the 
second set being operable in the ?rst operating 
mode to receive a serial burst containing a plural 
ity of Write data bits from the respective data bus 
terminal in the second set and to apply the 
received Write data bits to the array of memory 
cells through the second bus in at least one set of 
parallel Write data each of Which contains the ?rst 
plurality of Write data bits, each of the serial-to 
parallel converters in the second set being oper 
able in the second operating mode to receive a 
serial burst containing a plurality of Write data bits 
from the respective data bus terminal in the second 
set and to apply the received Write data bits to the 
array of memory cells through the ?rst and second 
buses in at least one set of parallel Write data each 
of Which contains the second plurality of Write 
data bits. 

23. The computer system of claim 22 Wherein the number 
of read data bits in the second plurality of read data bits is 
equal to tWice the number of read data bits in the ?rst 
plurality of read data bits. 

24. The computer system of claim 22 Wherein the number 
of read data bits in the ?rst plurality of read data bits is equal 
to number of Write data bits in the ?rst plurality of Write data 
bits. 

25. The computer system of claim 22 Wherein the number 
of read data bits in the second plurality of read data bits is 
equal to number of Write data bits in the second plurality of 
Write data bits. 

26. The computer system of claim 22 Wherein the number 
of Write data bits in the second plurality of Write data bits is 
equal to tWice the number of Write data bits in the ?rst 
plurality of Write data bits. 

27. The computer system of claim 22 Wherein the parallel 
to-serial converters in the ?rst and second sets are each 
operable in the ?rst operating mode to receive from the array 
of memory cells through the ?rst and second buses, respec 
tively, tWo sets of parallel read data, and Wherein the 
parallel-to-serial converters in the second set are each oper 
able in the second operating mode to receive from the 
storage device through the ?rst and second buses one set of 
parallel read data. 

28. The computer system of claim 22 Wherein the serial 
to-parallel converters in the ?rst and second sets are each 
operable in the ?rst operating mode to apply to the array of 
memory cells through the ?rst and second buses, respec 
tively, tWo sets of parallel Write data, and Wherein the 
serial-to-parallel converters in the second set are each oper 
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able in the second operating mode to apply to the array of 
memory cells through the ?rst and second buses one set of 
parallel Write data. 

29. The computer system of claim 22 Wherein each of the 
parallel-to-serial converters comprise: 

a ?rst set of latches each of Which has an input terminal 
coupled to one of the ?rst and second buses to receive 
and store a respective one of the read data bits, the ?rst 
set of latches further including a serial output terminal 
coupled to a respective data bus terminal, a serial clock 
terminal receiving a clock signal, a control terminal 
receiving a shift control signal alloWing the read data 
bits to be shifted out of the ?rst set of latches and 
applied to the respective data bus terminal responsive 
to the clock signal, and an output terminal generating at 
least one status signal indicative of the operating state 
of the ?rst set of latches; and 

a ?ip-?op set responsive to an initiate signal and reset 
responsive to a status signal indicating that all of the 
read data bits stored in the ?rst set of latches have been 
shifted out of the ?rst set of latches responsive to the 
clock signal, the ?ip-?op having an output terminal 
coupled to the control terminal to apply a shift control 
signal to the control terminal to alloW the read data bits 
to be shifted out of the ?rst set of latches When the 
?ip-?op is set. 

30. The computer system of claim 22 Wherein the memory 
device comprises a dynamic random access memory. 

31. A memory device data path, comprising: 
a ?rst bus; 
a second bus; 
a ?rst set of serial-to-parallel converters coupled to the 

?rst bus, each of the serial-to-parallel converters in the 
?rst set having a respective input terminal coupled to a 
respective data bus terminal in a ?rst set, each of the 
serial-to-parallel converters in the ?rst set having par 
allel output terminals coupled to respective bits of the 
?rst bus, each of the serial-to-parallel converters in the 
?rst set being operable in a ?rst operating mode to 
receive a serial burst containing a plurality of data bits 
from the respective data bus terminal in the ?rst set and 
to apply the received data bits to the ?rst bus in at least 
one set of parallel data each of Which contains a ?rst 
plurality of data bits; and 

a second set of serial-to-parallel converters coupled to the 
?rst and second buses, each of the serial-to-parallel 
converters in the second set having a respective input 
terminal coupled to a respective data bus terminal in a 
second set, each of the serial-to-parallel converters in 
the ?rst set having parallel output terminals coupled to 
respective bits of the ?rst bus and respective bits of the 
second bus, each of the serial-to-parallel converters in 
the second set being operable in the ?rst operating 
mode to receive a serial burst containing a plurality of 
data bits from the respective data bus terminal in the 
second set and to apply the received data bits to the 
second bus in at least one set of parallel data each of 
Which contains the ?rst plurality of data bits, each of 
the serial-to-parallel converters in the second set being 
operable in a second operating mode to receive a serial 
burst containing a plurality of data bits from the respec 
tive data bus terminal in the second set and to apply the 
received data bits to the ?rst and second buses in at 
least one set of parallel data each of Which contains a 
second plurality of data bits, the number of data bits in 
the second plurality being different from the number of 
data bits in the ?rst plurality. 
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32. The memory device data path of claim 31 Wherein the 

number of data bits in the second plurality of data bits is 
equal to tWice the number of data bits in the ?rst plurality of 
data bits. 

33. A memory device, comprising: 
an array of memory cells arranged in roWs and columns; 
a roW address decoder coupled to receive a roW address 

signal and to enable a corresponding roW of memory 
cells in the array; 

a column address decoder coupled to receive a column 
address signal and to enable a corresponding column of 
memory cells in the array; 

a ?rst bus coupled to the array of memory cells; 
a second bus coupled to the array of memory cells; 
a command decoder operable to receive memory com 
mands from a command bus and to generate control 
signals corresponding to respective memory com 
mands; and 

a data path, comprising: 
a ?rst set of serial-to-parallel converters coupled to the 

?rst bus, each of the serial-to-parallel converters in 
the ?rst set having a respective input terminal 
coupled to a respective data bus terminal in a ?rst set, 
each of the serial-to-parallel converters in the ?rst set 
having parallel output terminals coupled to respec 
tive bits of the ?rst bus, each of the serial-to-parallel 
converters in the ?rst set being operable in a ?rst 
operating mode to receive a serial burst containing a 
plurality of data bits from the respective data bus 
terminal in the ?rst set and to apply the received data 
bits to array of memory cells through the ?rst bus in 
at least one set of parallel data each of Which 
contains a ?rst plurality of data bits; and 

a second set of serial-to-parallel converters coupled to 
the ?rst and second buses, each of the serial-to 
parallel converters in the second set having a respec 
tive input terminal coupled to a respective data bus 
terminal in a second set, each of the serial-to-parallel 
converters in the ?rst set having parallel output 
terminals coupled to respective bits of the ?rst bus 
and respective bits of the second bus, each of the 
serial-to-parallel converters in the second set being 
operable in the ?rst operating mode to receive a 
serial burst containing a plurality of data bits from 
the respective data bus terminal in the second set and 
to apply the received data bits to the second bus in at 
least one set of parallel data each of Which contains 
the ?rst plurality of data bits, each of the serial-to 
parallel converters in the second set being operable 
in a second operating mode to receive a serial burst 
containing a plurality of data bits from the respective 
data bus terminal in the second set and to apply the 
received data bits to the ?rst and second buses in at 
least one set of parallel data each of Which contains 
a second plurality of data bits, the number of data 
bits in the second plurality being different from the 
number of data bits in the ?rst plurality. 

34. The memory device of claim 33 Wherein the number 
of data bits in the second plurality of data bits is equal to 

60 tWice the number of data bits in the ?rst plurality of data bits. 

65 

35. A computer system, comprising: 
computer circuitry operable to perform computing func 

tions; 
at least one input device coupled to the computer cir 

cuitry; 
at least one output device coupled to the computer cir 

cuitry; 
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at least one data storage devices coupled to the computer 
circuitry; and 

a dynamic random access memory, comprising: 
an array of memory cells arranged in roWs and col 

umns; 
a roW address decoder coupled to receive a roW address 

signal and to enable a corresponding roW of memory 
cells in the array; 

a column address decoder coupled to receive a column 
address signal and to enable a corresponding column 
of memory cells in the array; 

a ?rst bus coupled to the array of memory cells; 
a second bus coupled to the array of memory cells; 
a command decoder operable to receive memory com 
mands from a command bus and to generate control 
signals corresponding to respective memory com 
mands; and 

a data path, comprising: 
a ?rst set of serial-to-parallel converters coupled to 

the ?rst bus, each of the serial-to-parallel convert 
ers in the ?rst set having a respective input ter 
minal coupled to a respective data bus terminal in 
a ?rst set, each of the serial-to-parallel converters 
in the ?rst set having parallel output terminals 
coupled to respective bits of the ?rst bus, each of 
the serial-to-parallel converters in the ?rst set 
being operable in a ?rst operating mode to receive 
a serial burst containing a plurality of data bits 
from the respective data bus terminal in the ?rst 
set and to apply the received data bits to array of 
memory cells through the ?rst bus in at least one 
set of parallel data each of Which contains a ?rst 
plurality of data bits; and 
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a second set of serial-to-parallel converters coupled 

to the ?rst and second buses, each of the serial 
to-parallel converters in the second set having a 
respective input terminal coupled to a respective 
data bus terminal in a second set, each of the 
serial-to-parallel converters in the ?rst set having 
parallel output terminals coupled to respective bits 
of the ?rst bus and respective bits of the second 
bus, each of the serial-to-parallel converters in the 
second set being operable in the ?rst operating 
mode to receive a serial burst containing a plural 
ity of data bits from the respective data bus 
terminal in the second set and to apply the 
received data bits to the second bus in at least one 
set of parallel data each of Which contains the ?rst 
plurality of data bits, each of the serial-to-parallel 
converters in the second set being operable in a 
second operating mode to receive a serial burst 
containing a plurality of data bits from the respec 
tive data bus terminal in the second set and to 
apply the received data bits to the ?rst and second 
buses in at least one set of parallel data each of 
Which contains a second plurality of data bits, the 
number of data bits in the second plurality being 
di?cerent from the number of data bits in the ?rst 
plurality. 

36. The computer system of claim 35 Wherein the number 
30 of data bits in the second plurality of data bits is equal to 

tWice the number of data bits in the ?rst plurality of data bits. 


