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520 
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BY VIA TO SMT PAD MANUFACTURING TOLERANCES 
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METHOD AND APPARATUS FOR 
PROVIDING IMPROVED LOOP 
INDUCTANCE OF DECOUPLING 

CAPACITORS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates in general to decoupling capacitors 
for integrated circuits, and more particularly to a method and 
apparatus for providing improved loop inductance of decou 
pling capacitors. 

2. Description of Related Art 

Recent developments in integrated circuit technologies 
have led to higher levels of performance and faster operation 
speeds and, also, have led to the development of more 
complex integrated circuits (ICs). These and other achieve 
ments and increased levels of complexity has made it more 
and more dif?cult to maintain the poWer source level applied 
to an integrated circuit (IC) Within a prescribed range. For 
example, technological achievements in integrated circuit 
technologies have driven the operating frequencies (e.g., 
clocking speeds) to much higher levels and, correspond 
ingly, are driving voltages as Well as noise margins loWer 
and loWer. 

Surface mount capacitors are typically mounted close to 
logic chips on nearly all Printed Circuit Board (PCB) 
designs. These capacitors serve as temporary, loW induc 
tance current supplies to the nearby logic devices Which are 
draWing current betWeen the PCB poWer and ground planes. 
In this Way the capacitors decouple the tWo main functions 
of the poWer and ground planes: supplying DC current and 
controlling high frequency noise. The ability of the capaci 
tors to provide temporary AC shorts betWeen planes also 
enables return currents to How uninterrupted near signal 
lines When the signal lines sWitch layers in a printed circuit 
board. 

Common practice for dealing With poWer surges and noise 
problems is to add decoupling capacitors, electrically in 
parallel, until a suf?ciently loW inductance path betWeen 
voltage supply planes is created. This is often accompanied 
by capacitors that use a range of values. This results in the 
need for more capacitors of differing values to accomplish a 
su?iciently loW inductance, Which adds to product cost and 
is arguably ineffective. 

Decoupling problems are most acute for high perfor 
mance printed circuit board designs, such as those With high 
speed logic, impedance controlled interconnect lines, and 
multiple voltage levels. Problems arise from noise in the 
voltage supply planes adversely affecting logic chips and 
from return current discontinuities causing excessive cou 
pling betWeen signal lines. 

The series input inductance of an individual, mounted 
capacitor is due in large part to the relative arrangement of 
the capacitor’s surface mount pads and its via breakouts, 
Which provide connections from the top of the board to the 
internal voltage planes. HoWever, the placement of the 
poWer and ground vias relative to the pads has never been 
minimized. This results in input inductance that violate 
today’ s electrical requirements. 

It can be seen then that there is a need for a novel pad and 
via arrangement Which reduces the mounted capacitor’s 
input inductance Without violating common manufacturing 
requirements for certain minimum separations. 
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2 
It can also be seen that there is a need for a method and 

apparatus that reduces the input inductance for mounted 
capacitors as Well as minimiZing the number of capacitors 
required. 

SUMMARY OF THE INVENTION 

To overcome the limitations in the prior art described 
above, and to overcome other limitations that Will become 
apparent upon reading and understanding the present speci 
?cation, the present invention discloses a method and appa 
ratus for providing improved loop inductance of decoupling 
capacitors. 
The present invention solves the above-described prob 

lems by providing a novel pad and via arrangement that 
reduces the mounted capacitor’s input inductance Without 
violating common manufacturing requirements for certain 
minimum separations. 
A capacitor arrangement in accordance With the principles 

of the present invention includes a ?rst and second surface 
mount technology (SMT) mounting pad con?gured in a 
predetermined alignment, a ?rst and second breakout via 
disposed at one side of the SMT mounting pads and adjacent 
thereto, the ?rst via coupling the ?rst SMT mounting pad to 
a poWer plane and the second via coupling the second SMT 
mounting pad to a ground plane, the ?rst and second vias 
further having a distance of separation minimiZed according 
to alloWable manufacturing tolerances and a capacitor 
coupled to the ?rst and second SMT mounting pads at 
opposite ends. 

In another embodiment of the present invention, a printed 
circuit board is provided. The printed circuit board includes 
a plurality of planes including at least one poWer plane and 
at least one ground plane, a mounting surface and at least 
one decoupling capacitor, the at least one decoupling capaci 
tor includes a ?rst and second surface mount technology 
(SMT) mounting pad con?gured in a predetermined align 
ment on the mounting surface, a ?rst and second breakout 
via disposed at one side of the SMT mounting pads and 
adjacent thereto, the ?rst via coupling the ?rst SMT mount 
ing pad to at least the one poWer plane and the second via 
coupling the second SMT mounting pad to at least the 
ground plane, the ?rst and second vias further having a 
distance of separation minimiZed according to alloWable 
manufacturing tolerances and a capacitor coupled to the ?rst 
and second SMT mounting pads at opposite ends thereof. 

Another embodiment of the present invention is a method 
for providing improved loop inductance of decoupling 
capacitors. The method includes forming a ?rst and second 
surface mount technology (SMT) mounting pad on a surface 
of a printed circuit board according to a predetermined 
arrangement, forming a ?rst and second breakout via at one 
side of the SMT mounting pads and adjacent thereto, the ?rst 
via being coupled to the ?rst SMT mounting pad and a 
poWer plane and the second via being coupled to the second 
SMT mounting pad and to a ground plane, the forming of the 
?rst and second vias further comprising selecting a distance 
of separation betWeen the ?rst and second vias that is 
minimiZed according to alloWable manufacturing tolerances 
and mounting a decoupling capacitor to the ?rst and second 
SMT mounting pads at opposite ends. 

These and various other advantages and features of nov 
elty Which characterize the invention are pointed out With 
particularity in the claims annexed hereto and form a part 
hereof. HoWever, for a better understanding of the invention, 
its advantages, and the objects obtained by its use, reference 
should be made to the draWings Which form a further part 
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hereof, and to accompanying descriptive matter, in Which 
there are illustrated and described speci?c examples of an 
apparatus in accordance With the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Referring noW to the drawings in Which like reference 
numbers represent corresponding parts throughout: 

FIG. 1 illustrates the typical technology used for surface 
mount technology (SMT) decoupling capacitor on printed 
circuit boards (PCB’s); 

FIG. 2 shoWs the prior method for forming decoupling 
capacitors; 

FIG. 3 illustrates the via in pad capacitor arrangement; 
FIG. 4 illustrates the capacitor/pad/via arrangement for 

providing improved loop inductance of decoupling capaci 
tors according to the present invention; and 

FIG. 5 is a How chart for the method for providing 
improved loop inductance of decoupling capacitors accord 
ing to the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

In the folloWing description of the exemplary embodi 
ment, reference is made to the accompanying draWings 
Which form a part hereof, and in Which is shoWn by Way of 
illustration the speci?c embodiment in Which the invention 
may be practiced. It is to be understood that other embodi 
ments may be utiliZed as structural changes may be made 
Without departing from the scope of the present invention. 

The present invention provides a method and apparatus 
that provides improved loop inductance of decoupling 
capacitors. Vias are moved close to the pads and close to 
each other. Instead of placing poWer and ground vias on 
opposite sides of the capacitor, these vias are moved around 
to the same side of the capacitor and are placed as close to 
each other as via-to-via manufacturing tolerances Will alloW. 

For designs using standard tWo-terminal surface mount 
capacitors, tWo vias per capacitor, and standard manufac 
turing procedures (no vias inside pads, for example), the 
present invention provides the loWest possible loop induc 
tance of the capacitor’s connections to the printed circuit 
board planes. This results in the loWest effective capacitor 
series input inductance. 

FIG. 1 illustrates a printed circuit boards (PCB) and the 
typical technology used for surface mount technology 
(SMT) decoupling capacitor on PCBs 100. In FIG. 1 a SMT 
decoupling capacitor 110 and SMT mounting pads 112 are 
shoWn on a printed circuit board (PCB) 120. The PCB 120 
includes several internal planes 130, such as the poWer and 
ground planes. Breakout vias 140 provide layer-to-layer 
interconnections 142 in multi-layer PCBs 120. Vias 140 are 
a necessary connection to internal planes 130 that supply 
current to nearby devices and decouple the poWer and 
ground planes 130 to control high frequency noise. 
A conventional via 140 in a multi-layer PCB 120 is 

typically provided by drilling or otherWise forming a hole 
through the PCB 120. The through hole passes through all 
planes 130 of the conductive layer traces in the PCB 120 
Which are intended to be connected. The hole is then plated 
to form an electrical connection 142 among the conductive 
traces. In this manner, electrical connections betWeen planes 
130 of multi-layer PCBs are provided. This process provides 
a signal path through Which a single signal propagates 
betWeen planes 130 of a PCB 120. Connections 142 to 
conductive traces or signal paths in each of the PCB planes 
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4 
130 can be made. Vias 140 conserves space on the PCB 120 
and thus alloWs the PCB 120 to be more densely populated. 

FIG. 2 shoWs the prior method 200 for forming SMT 
decoupling capacitors. In FIG. 2, the breakout vias 240 are 
disposed outside the mounting pads 212 on opposite ends of 
the capacitor 210. As shoWn in FIG. 2, the vias 240 are Well 
separated from the mounting pads 212 by a solder-masked 
thin conductor 260 to prevent the molten solder from being 
removed from the solder Zone by capillary action. The 
arrangement 200 is preferred from a manufacturing prospec 
tive. HoWever, the via-to-plane distances for the return 
current is too great and therefore results in Weak decoupling 
and high frequency noise. 

FIG. 3 illustrates the via-in-pad SMT capacitor arrange 
ment 300. In FIG. 3, vias 340 are formed on the mounting 
pads 312. This arrangement 300 is more aggressive and is 
used for high performance designs. The via-to-plane dis 
tances for the return current are improved and therefore 
provide improved decoupling. HoWever this arrangement 
300 results in solder thieving 370 at manufacturing and is 
thus more costly. 

FIG. 4 illustrates the capacitor/pad/via arrangement 400 
for providing improved loop inductance of decoupling 
capacitors according to the present invention. A ?rst of the 
vias 440 is formed to penetrate and couple a ?rst of the 
mounting pads 412 to a poWer plane (not shoWn in FIG. 4, 
but see FIG. 1 for layer-to-layer interconnections) and a 
second of the vias 440 is formed to penetrate and couple a 
second of the mounting pads 412 to a ground plane. The ?rst 
and second vias have a separation there betWeen selected to 
be the smallest possible. In fact, the vias 440 are placed as 
close to each other as manufacturing tolerances Will alloW. 
These tolerances may take into account the need for high 
Wire densities, Which is referred to as the Wireability of the 
board. 

In FIG. 4, the vias 440 are moved close to the mounting 
pads 412 and close to each other on the same side of the 
capacitor 410 and mounting pads 412. HoWever, in contrast 
to the vias 340 shoWn in FIG. 3, the vias 440 are not drilled 
through the mounting pads 412, but are separate therefrom. 
The vias 440 are also separate from the capacitor 410. The 
vias 440 are separated from the mounting pads 212 by a 
solder-masked thin conductor 480. A suf?cient mask Web 
betWeen the pad and via edge prevents solder thieving 
during the manufacturing of the decoupling capacitor. 
Unlike the prior techniques shoWn in FIGS. 2-3, the via-to 
plane distances are minimiZed to provide the closest prox 
imity and therefore provide the optimum return current and 
to reduce noise. 

As shoWn in FIG. 4, for designs using standard tWo 
terminal surface mount capacitors (i.e., tWo vias per capaci 
tor) and standard manufacturing procedures (no vias inside 
pads, for example), the present invention provides the loWest 
possible loop inductance (minimum) of the capacitor’s con 
nections to the printed circuit board planes. This results in 
the loWest effective capacitor series input inductance, Which 
provides optimum decoupling as Well as avoiding costly 
manufacturing issues as discussed above. 

FIG. 5 is a How chart 500 for the method for providing 
improved loop inductance of decoupling capacitors accord 
ing to the present invention. In FIG. 5, mounting pads are 
constructed for the decoupling capacitor 520. Breakout vias 
are formed on the same side of the mounting pads (but 
separate from the mounting pads) and are placed as close to 
each other as alloWable by via-to-via manufacturing toler 
ances 530 (as shoWn in FIG. 4). A capacitor is formed and 
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coupled to the mounting pads 540. The present invention is 
not limited to the order of the above steps, but typically the 
capacitor is formed last. 

Therefore, the present invention provides a novel pad and 
via arrangement Which reduces the mounted capacitor’s 
input inductance Without violating common manufacturing 
requirements for certain minimum separations. The arrange 
ment according to the present invention reduces the input 
inductance for mounted capacitors, minimiZes the number of 
capacitors required and reduces the high frequency noise. 

The foregoing description of the exemplary embodiment 
of the invention has been presented for the purposes of 
illustration and description. It is not intended to be exhaus 
tive or to limit the invention to the precise form disclosed. 
Many modi?cations and variations are possible in light of 
the above teaching. It is intended that the scope of the 
invention be limited not With this detailed description, but 
rather by the claims appended hereto. 

What is claimed is: 
1. A capacitor arrangement, comprising: 
a ?rst and second mounting pad, each comprising a 

surface mount technology (SMT) pad; 
a ?rst via disposed proximate, but separate from, the ?rst 

mounting pad and coupled to the ?rst mounting pad by 
a ?rst conductor, the ?rst via providing a pathWay to a 
ground plane layer; 

a second via disposed proximate, but separate from, the 
second mounting pad and coupled to the second mount 
ing pad by a second conductor, the second via provid 
ing a pathWay to a poWer plane layer, the poWer plane 
layer being non-planar With the ground plane layer; and 

a ?rst and second lead formed in the ?rst and second via 
to connect the ?rst conductor to the ground plane and 
to connect the second conductor to the poWer plane; 

Wherein the ?rst conductor is angled from the ?rst mount 
ing pad in a direction of the second via and the second 
conductor is angled from the second mounting pad in a 
direction of the ?rst via, Wherein a separation betWeen 
the ?rst via and the second via is reduced by the angling 
of the ?rst and second conductor and the separation 
betWeen the ?rst via and the second via is con?gured to 
be substantially minimiZed irrespective of a separation 
betWeen the ?rst and second mounting pad. 

2. The capacitor arrangement of claim 1, Wherein the ?rst 
mounting pad includes a ?rst and second side and the second 
mounting pad includes a ?rst and second side, the ?rst side 
of the ?rst mounting pad facing the ?rst side of the second 
mounting pad, the second side of the ?rst mounting pad and 
the second side of the second mounting pad facing a same 
direction, the ?rst via being disposed on the second side of 
the ?rst mounting pad and the second via being disposed on 
the second side of the second mounting pad. 

3. capacitor arrangement of claim 1, Wherein the manu 
facturing tolerances take into account Wireability. 

4. The capacitor arrangement of claim 1, Wherein the 
manufacturing tolerances comprise the via-to-via tolerances. 

5. The capacitor arrangement of claim 1, Wherein the 
manufacturing tolerances comprise the via-to-pad toler 
ances. 

6. The capacitor arrangement of claim 1, Wherein the ?rst 
and second vias are separated from the SMT mounting pads 
of the ?rst and second mounting pad areas by a solder mask. 

7. The capacitor arrangement of claim 6, Wherein the 
solder mask provides a thermal barrier betWeen the SMT 
mounting pads of the ?rst and second mounting pad areas 
and the ?rst and second vias. 
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6 
8. The capacitor arrangement of claim 1, Wherein the ?rst 

and second vias are disposed as close to the SMT mounting 
pads of the ?rst and second mounting pad areas as alloWed 
by manufacturing tolerances. 

9. The capacitor arrangement of claim 8, Wherein the 
spacing betWeen the ?rst and second vias and the SMT 
mounting pads of the ?rst and second mounting pad areas 
provides a minimum loop inductance for the capacitor 
arrangement. 

10. The capacitor arrangement of claim 1, Wherein the 
?rst and second mounting pad comprises a ?rst and second 
mounting means, each comprising a surface mount technol 
ogy (SMT) means, Wherein the ?rst via is disposed proxi 
mate, but separate from, the ?rst mounting means and 
coupled to the ?rst mounting means by a ?rst conducting 
means and the second via is disposed proximate, but sepa 
rate from, the second mounting means and coupled to the 
second mounting means by a second conducting means, 
Wherein the ?rst conducting means is angled from the ?rst 
mounting means in a direction of the second via and the 
second conducting means is angled from the second mount 
ing means in a direction of the ?rst via, Wherein a separation 
betWeen the ?rst via and the second via is reduced by the 
angling of the ?rst and second conducting means and the 
separation betWeen the ?rst via and the second via is 
con?gured to be substantially minimized irrespective of a 
separation betWeen the ?rst and second mounting means. 

11. A printed circuit board, comprising: 
a plurality of planes including at least one poWer plane 

and at least one ground plane, the at least one poWer 
plane layer being non-planar With the at least one 
ground plane layer; 

a mounting surface; and 
at least one decoupling capacitor, the at least one decou 

pling capacitor comprising: 
a ?rst and second mounting pad, each comprising a 

surface mount technology (SMT) pad; 
a ?rst via disposed proximate, but separate from, the 

?rst mounting pad and coupled to the ?rst mounting 
pad by a ?rst conductor, the ?rst via providing a 
pathWay to the at least one ground plane; 

a second via disposed proximate, but separate from, the 
second mounting pad and coupled to the second 
mounting pad by a second conductor, the second via 
providing a pathWay to the at least one poWer plane; 
and 

a ?rst and second lead formed in the ?rst and second via 
to connect the ?rst conductor to the ground plane and 
to connect the second conductor to the poWer plane; 

a capacitor coupled to the ?rst and second SMT mounting 
pads of the ?rst and second mounting pad areas at 
opposite ends thereof; 

Wherein the ?rst conductor is angled from the ?rst mount 
ing pad in a direction of the second via and the second 
conductor is angled from the second mounting pad in a 
direction of the ?rst via, Wherein a separation betWeen 
the ?rst via and the second via is reduced by the angling 
of the ?rst and second conductor and the separation 
betWeen the ?rst via and the second via is con?gured to 
be substantially minimiZed irrespective of a separation 
betWeen the ?rst and second mounting pad. 

12. The printed circuit board of claim 11, Wherein the ?rst 
mounting pad includes a ?rst and second side and the ?rst 
mounting pad includes a ?rst and second side, the ?rst side 
of the ?rst mounting pad facing the ?rst side of the second 
mounting pad, the second side of the ?rst mounting pad and 
the second side of the second mounting pad facing a same 
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direction, the ?rst via being disposed on the second side of 
the ?rst mounting pad and the second via being disposed on 
the second side of the second mounting pad. 

13. The printed circuit board of claim 11, Wherein the 
manufacturing tolerances take into account Wireability. 

14. The printed circuit board of claim 11, Wherein the 
manufacturing tolerances comprise the via-to-via tolerances. 

15. The printed circuit board of claim 11, Wherein the 
manufacturing tolerances comprise the via-to-pad toler 
ances. 

16. The printed circuit board of claim 11, Wherein the ?rst 
and second vias are separated from the SMT mounting pads 
of the ?rst and second mounting pad areas by a solder mask. 

17. The printed circuit board of claim 16, Wherein the 
solder mask provides a thermal barrier betWeen the SMT 
mounting pads of the ?rst and second mounting pad areas 
and the ?rst and second vias. 

18. The printed circuit board of claim 11, Wherein the ?rst 
and second vias are disposed as close to the SMT mounting 
pads of the ?rst and second mounting pad areas as alloWed 
by manufacturing tolerances. 

19. The printed circuit board of claim 18, Wherein the 
spacing betWeen the ?rst and second vias and the SMT 
mounting pads of the ?rst and second mounting pad areas 
provides a minimum loop inductance for the capacitor 
arrangement. 

20. A method for providing improved loop inductance of 
decoupling capacitors, comprising: 

providing a plurality of planes including at least one 
poWer plane and at least one ground plane, the poWer 
plane layer being non-planar With the ground plane 
layer; 

providing a ?rst and second mounting pad over the 
plurality of planes, each mounting pad comprising a 
surface mount technology (SMT) pad; 

providing a ?rst via disposed proximate, but separate 
from, the ?rst mounting pad and coupled to the ?rst 
mounting pad by a ?rst conductor , the ?rst via pro 
viding a pathWay to a ground plane; 

providing a second via disposed proximate, but separate 
from, the second mounting pad and coupled to the 
second mounting pad by a second conductor, the sec 
ond via providing a pathWay to a poWer plane; 
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8 
forming a ?rst and second lead in the ?rst and second via 

to connect the ?rst conductor to the ground plane and 
to connect the second conductor to the poWer plane; 

angling the ?rst conductor from the ?rst mounting pad in 
a direction of the second via and angling the second 
conductor from the second mounting pad in a direction 
of the ?rst via to reduce a separation betWeen the ?rst 
via and the second via irrespective of a separation 
betWeen the ?rst and second mounting pad; and 

mounting a decoupling capacitor to the ?rst and second 
SMT mounting pads of the ?rst and second mounting 
pad areas at opposite ends. 

21. The method of claim 20, Wherein the providing ?rst 
mounting pad includes providing a ?rst mounting pad hav 
ing a ?rst and second side and the providing second mount 
ing pad includes providing a second mounting pad having a 
?rst and second side, and further comprising facing the ?rst 
side of the ?rst mounting pad to the ?rst side of the second 
mounting pad, facing the second side of the ?rst mounting 
pad and the second side of the second mounting pad in a 
same direction, disposing the ?rst via being on the second 
side of the ?rst mounting pad and disposing the second via 
on the second side of the second mounting pad. 

22. The method of claim 20, Wherein the angling further 
comprising selecting a distance of separation betWeen the 
?rst and second vias that is minimized according to alloW 
able manufacturing tolerances further comprises taking into 
account Wireability for the printed circuit board. 

23. The method of claim 22, Wherein the selecting a 
distance of separation betWeen the ?rst and second vias that 
is minimiZed according to alloWable manufacturing toler 
ances further comprises taking into account the via-to-via 
tolerances. 

24. The method of claim 22, Wherein the selecting a 
distance of separation betWeen the ?rst and second vias that 
is minimiZed according to alloWable manufacturing toler 
ances further comprises taking into account the via-to-pad 
tolerances. 

25. The method of claim 20 further comprising separating 
the ?rst and second vias from the SMT mounting pads of the 
?rst and second mounting pad areas by a solder mask. 

* * * * * 


