
(12) United States Patent 

US007321600B2 

(10) Patent N0.: US 7,321,600 B2 
DeCusatis et a]. (45) Date of Patent: Jan. 22, 2008 

(54) SYSTEM, METHOD, AND ARTICLE OF 2002/0176450 A1 * 11/2002 Kong et a1. ............... .. 370/539 
MANUFACTURE FOR INITIALIZING A 2003/0061375 A1 3/2003 Gregg et a1. 709/237 
COMMUNICATION LINK USING GFP DATA 2003/0112833 A1 * 6/2003 Kamiya ....... .. 370/535 
FRAMES 2004/0073717 A1* 4/2004 Cline et a1. 709/250 

2004/0085902 A1* 5/2004 Miller et a1. .... .. 370/235 

_ . . . 2004/0085904 A1 5/2004 Bordogna et a1. 370/236 

(75) Inventors‘ Caslmer Mann“ Dec‘lsatls’ 2004/0100958 A1 5/2004 Peng .............. .. 370/392 
Pouf?lkef/PS18s NY (Us), Thomas A- 2004/0105459 A1* 6/2004 Mannam 370/465 
Gregg, H1gh1an¢NY (Us) 2004/0170128 A1* 9/2004 Takamichi 370/245 

2005/0002338 A1* 1/2005 Devdas et a1. . 370/236 
(73) Assigneei International Business Machines 2005/0010849 A1 * 1/2005 Ryle et a1. ...... .. 714/758 

Corporation, Armonk, NY (US) 2005/0041695 A1 * 2/2005 Bordogna et a1. 370/528 
2005/0053064 A1* 3/2005 Wang ....................... .. 370/389 

( * ) Notice: Subject to any disclaimer, the term Qfthis 2005/0078685 A1 * 4/2005 MacLean et a1. .... .. 370/39554 

patent is extended Or adjusted under Sundaram et a1. . . . . . . . . . . . .. U_S_C_ 154(1)) by 527 days_ 2006/0041826 A1 * 2/2006 Bhattacharya et a1. .... .. 714/782 

* cited b examiner 
(21) Appl. N0.: 11/046,115 y 

Primar ExamineriBoh A. Phunkulh y 
(22) Filed: Jan. 28, 2005 (74) Attorney, Agent, or Firm4Cantor Colbum LLP; 

William A. Kinnaman, Jr. 
(65) Prior Publication Data 

Us 2006/0171411 A1 Aug. 3, 2006 (57) ABSTRACT 

51 I t Cl A system and a method for initializing a communication link 
( ) J /1 6 2006 01 for transmitting a data stream from a ?rst computer through 

( ' ) _ a synchronous optical communication network to a second 
(52) US. Cl. ....... ...... ... ................... .. 370/466, 370/389 Computer are provided' The method includes transmitting a 

(58) Field of ~Classi?cation Search .............. None ?rst request message in a ?rst GFP data frame to a Second 
See aPPllcatlon ?le for Complete Search 11151013‘ computer. The method further includes transmitting a sec 

(56) References Cited ond acknowledgement message in a second GFP data frame 

U.S. PATENT DOCUMENTS 
from the second computer to the ?rst computer. The method 
further includes initializing the communication link between 
the ?rst computer and the second computer in response to 

23223323; El 3588? 125522.51... 111:: 333/181‘ the acknowledgement 6,816,509 B2 11/2004 Pelley et a1. 370/466 
2002/0090007 A1 7/2002 Kamiya et a1. ........... .. 370/476 17 Claims, 4 Drawing Sheets 

P40 
14 2O 

12 13 / 18 21 24 
/ GFP DATA GFP DATA / 

2 MAPPING DEVICE SONET DEMAPPING DEVICE 

COMPUTER COMMUNICATION COMPUTER 
‘ GFP DATA NETWORK GFP DATA 7 

/ DEMAPPING DEVICE MAPPING DEVICE \ 
15 \ \ 23 

16 22 



U.S. Patent Jan. 22, 2008 Sheet 1 of4 US 7,321,600 B2 

mm P .QE 

a 

/ SEQ @2524 
v. 55% _ 

éozmz 

55128 29222228 A\ SEQ @ZE mg 528 

\ & <29: 

a \ 2 

ON \,\ 
2 

m? 
/ 

> 

3 

cf) , 
1 

$5.228 



U.S. Patent Jan. 22, 2008 Sheet 2 0f 4 US 7,321,600 B2 

m .OE 

M252 hzmgmg?zozé 625% £25 55 06 6E 88 02 

mix 

m .OE 
$4532 58% 625% 5s: E5 2% 



U.S. Patent Jan. 22, 2008 Sheet 3 0f 4 US 7,321,600 B2 

@ 
V 

FIRST COMPUTER TRANSMITS A REQUEST MESSAGE AT A PQO 
FIRST TIME TO A FIRST GFP DATA MAPPING DEVICE 

V 

FIRST GFP DATA MAPPING DEVICE GENERATES A FIRST 62 
ACKNOWLEDGEMENT MESSAGE AND TRANSMITS THE FIRST /~/ 
ACKNOWLEDGEMENT MESSAGE TO THE FIRST COMPUTER 

V 

FIRST GFP DATA MAPPING REQUEST DEVICE GENERATES A FIRST GFP DATA 64 
FRAME BASED ON THE REQUEST MESSAGE AND TRANSMITS THE FIRST GFP // 
DATA FRAME THROUGH THE SYNCHRONOUS OPTICAL COMMUNICATION 

NETWORK TO A SECOND GFP DEMAPPING DEVICE 

II 

SECOND GFP DATA DEMAPPING DEVICE DECODES 
THE FIRST GFP DATA FRAME TO OBTAIN THE REQUEST MESSAGE r’ 

AND TRANSMITS THE FIRST REQUEST MESSAGE TO A 
SECOND COMPUTER 

SECOND COMPUTER GENERATES A SECOND ACKNOWLEDGEMENT 
MESSAGE IN RESPONSE TO THE FIRST REQUEST MESSAGE AND 38 
TRANSMITS THE SECOND ACKNOWLEDGEMENT MESSAGE TO A 

THIRD GFP DATA MAPPING DEVICE 

THIRD GFP DATA MAPPING DEVICE GENERATES A SECOND GFP 
DATA FRAME BASED ON THE SECOND ACKNOWLEDGEMENT 70 
MESSAGE AND TRANSMITS THE SECOND GFP DATA FRAME /" 
THROUGH THE SYNCHRONOUS OPTICAL COMMUNICATION 
NETWORK TO A FOURTH GFP DATA DEMAPPING DEVICE 

FIG. 4 (A) 



U.S. Patent Jan. 22, 2008 Sheet 4 0f 4 US 7,321,600 B2 

45 
FOURTH GFP DATA DEMAPPING DEVICE DECODES THE SECOND 72 
GFP DATA FRAME AT A SECOND TIME TO OBTAIN THE SECOND ’’ 

ACKNOWLEDGEMENT MESSAGE 

DIFFERENCE BETWEEN 
THE FIRST TIME AND THE SECON D 
TIME IS LESS THAN OR EQUAL TO 

A THRESHOLD TIME 
INTERVAL 

'2 

YES 

FIRST GFP MAPPING DEVICE INITIALIZES THE COMMUNICATION 76 
LINK BETWEEN THE FIRST COMPUTER AND THE SECON D / 
COMPUTER IN RESPONSE TO THE FOURTH GFP DATA 

DEMAPPING DEVICE RECEIVING THE SECOND 
ACKNOWLEDGEMENT MESSAGE 

V 

FIRST COMPUTER TRANSMITS A FIRST DATA STREAM UTILIZING 78 
THE COMMUNICATION LINK THROUGH THE SYNCHRONOUS / 

OPTICAL COMMUNICATION NETWORK TO THE SECOND COMPUTER 

END 

FIG. 5 



US 7,321,600 B2 
1 

SYSTEM, METHOD, AND ARTICLE OF 
MANUFACTURE FOR INITIALIZING A 

COMMUNICATION LINK USING GFP DATA 
FRAMES 

FIELD OF INVENTION 

The invention relates to a system, method, and an article 
of manufacture for initializing a communication link using 
GFP data frames. 

BACKGROUND OF INVENTION 

The Generic Framing Procedure (GFP) is a communica 
tion standard that de?nes a procedure for encapsulating and 
delineating variable-length payloads from received data 
message for transporting the data messages over a synchro 
nous optical communication network (SONET). Systems 
implementing the GFP communication standard, however, 
do not validate that a communication link has been estab 
lished betWeen ?rst and second computers prior to sending 
data frames betWeen the ?rst and second computers. Accord 
ingly, When the ?rst computer initially transmits a data frame 
through the SONET communication netWork to a second 
computer and the second computer is not operable or not 
ready to receive the data frame, the data frame is not 
received and stored by the second computer. 

Accordingly, there is a need for a system and a method for 
initialiZing a communication link through a synchronous 
optical communication netWork by validating that a doWn 
stream computer is ready to receive a data stream. 

SUMMARY OF INVENTION 

A method for initialiZing a communication link for trans 
mitting a data stream from a ?rst computer through a 
synchronous optical communication netWork to a second 
computer in accordance With exemplary embodiment is 
provided. The method includes transmitting a ?rst request 
message at a ?rst time from the ?rst computer to a ?rst GFP 
data mapping device. The method further includes generat 
ing a ?rst GFP data frame based on the ?rst request message 
using the ?rst GFP data mapping device that indicates that 
the communication link is being requested, and transmitting 
the ?rst GFP data frame through the synchronous optical 
communication netWork to a second GFP demapping device. 
The method further includes decoding the ?rst GFP data 
frame to obtain the ?rst request message and transmitting the 
?rst request message from the second GFP demapping 
device to the second computer. The method further includes 
generating a second acknoWledgement message using the 
second computer in response to the ?rst request message and 
transmitting the ?rst request message to a third GFP data 
mapping device. The method further includes generating a 
second GFP data frame based on the second acknoWledge 
ment message using the third GFP data mapping device and 
transmitting the second GFP data frame through the syn 
chronous optical communication netWork to a fourth GFP 
demapping device. The method further includes decoding 
the second GFP data frame at a second time using the fourth 
GFP demapping device to obtain the second acknoWledge 
ment message. The method further includes initialiZing the 
communication link betWeen the ?rst computer and the 
second computer in response to the acknoWledgement mes 
sage. 
A system for initialiZing a communication link through a 

synchronous optical communication netWork in accordance 
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2 
With another exemplary embodiment is provided. The sys 
tem includes a ?rst computer con?gured to generate a ?rst 
request message at a ?rst time. The system further includes 
a ?rst GFP data mapping device con?gured to receive the 
?rst request message and to generate a ?rst GFP data frame 
based on the ?rst request message that indicates that the 
communication link is being requested. The ?rst GFP data 
mapping device is further con?gured to transmit the ?rst 
GFP data frame through the synchronous optical communi 
cation netWork. The system further includes a second GFP 
data mapping device con?gured to receive the ?rst GFP data 
frame to decode the ?rst GFP data frame to obtain the ?rst 
request message. The system further includes a second 
computer con?gured to receive the ?rst request message 
from the second GFP data mapping device and to generate 
a second acknoWledgement message in response to the ?rst 
request message. The system further includes a third GFP 
data mapping device con?gured to receive the second 
acknoWledgement message and to generate a second GFP 
data frame based on the second acknoWledgement message. 
The third GFP data mapping device is further con?gured to 
transmit the second GFP data frame through the synchro 
nous optical communication netWork. The system further 
includes a fourth GFP data demapping device con?gured to 
receive the second GFP data frame and to decode the second 
GFP data frame at a second time to obtain the second 
acknoWledgement message. The ?rst GFP mapping device is 
further con?gured to initialiZe the communication link 
betWeen the ?rst computer and the second computer in 
response to the fourth GFP data demapping device receiving 
the second acknoWledgement message. 
An article of manufacture in accordance With another 

exemplary embodiment is provided. The article of manu 
facture includes a computer storage medium having a com 
puter program encoded therein for initialiZing a communi 
cation link for transmitting a data stream from a ?rst 
computer through a synchronous optical communication 
netWork to a second computer. The computer storage 
medium includes code for transmitting a ?rst request mes 
sage at a ?rst time from the ?rst computer to a ?rst GFP data 
mapping device. The computer storage medium further 
includes code for generating a ?rst GFP data frame based on 
the ?rst request message using the ?rst GFP data mapping 
device that indicates that the communication link is being 
requested, and transmitting the ?rst GFP data frame through 
the synchronous optical communication netWork to a second 
GFP demapping device. The computer storage medium 
further includes code for decoding the ?rst GFP data frame 
to obtain the ?rst request message and transmitting the ?rst 
request message from the second GFP demapping device to 
the second computer. The computer storage medium further 
includes code for generating a second acknoWledgement 
message using the second computer in response to the ?rst 
request message and transmitting the ?rst request message to 
a third GFP data mapping device. The computer storage 
medium further includes code for generating a second GFP 
data frame based on the second acknoWledgement message 
using the third GFP data mapping device and transmitting 
the second GFP data frame through the synchronous optical 
communication netWork to a fourth GFP demapping device. 
The computer storage medium further includes code for 
decoding the second GFP data frame at a second time using 
the fourth GFP demapping device to obtain the second 
acknoWledgement message. The computer storage medium 
further includes code for initialiZing the communication link 
betWeen the ?rst computer and the second computer in 
response to the acknoWledgement message. 
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Other systems, methods and/or computer program prod 
ucts according to the embodiments will be or become 
apparent to one with skill in the art upon review of the 
following drawings and detailed description. It is intended 
that at all such additional systems, methods, and/or com 
puter program products be within the scope of the present 
invention, and be protected by the accompanying claims. 

BRIEF DESCRIPTION OF DRAWINGS 

FIG. 1 is a block diagram of a communication system for 
initialiZing a communication link in accordance with an 
exemplary embodiment; 

FIG. 2 is a block diagram of a GFP data frame having a 
request message; 

FIG. 3 is a block diagram of a GFP data frame having an 
acknowledgment message; and 

FIGS. 4-5 are ?owcharts of a method for initializing a 
communication link in accordance with another exemplary 
embodiment. 

DESCRIPTION OF AN EMBODIMENT 

Referring to FIG. 1, a communication system 10 for 
initialiZing a communication link using GFP data frames is 
illustrated. In an exemplary embodiment, the communica 
tion system 10 utiliZes an open ?ber control methodology to 
obtain a communication link that provides an exclusive 
communication connection for a duration of a session 
between computers 12, 24. Further, the communication link 
comprises a Class 1 communication link, in an exemplary 
embodiment. The open ?ber control methodology is a hand 
shaking protocol that is used to verify that duplex ?ber optic 
cables are properly connected to the computers 12, 24, 
respectively, prior to transmitting data between the comput 
ers 12, 24. Of course, the methodology described below 
could also be utiliZed with other systems that utiliZe trans 
mission means other than ?ber optic cables. The system 10 
includes a computer 12, ?ber optic cables 13, 15, a GFP data 
mapping device 14, a GFP data demapping device 16, a 
SONET communication network 18, a GFP data demapping 
device 20, a GFP data mapping device 22, ?ber optic cables 
21, 23, and a computer 24. 

The computer 12 is provided to generate a request mes 
sage at a ?rst time that requests a communication link be 
initialiZed between the computer 12 and the computer 24 
prior to sending a data stream therebetween. The request 
message is communicated through the ?ber optic cable 13, 
the GFP data mapping device 14, the SONET communica 
tion network 18, the ?ber optic cable 21, and the GFP data 
demapping device 20 to the computer 24. As shown, the 
computer 12 operably communicates with: (i) the GFP data 
mapping device 14 via the ?ber optic cable 13, and (ii) the 
GFP data demapping device 16 via the ?ber optic cable 15. 

Referring to FIGS. 1 and 2, the GFP data mapping device 
14 is provided to receive the request message and to generate 
a GFP data frame 40 based on the request message that 
indicates a communication link is being requested. The GFP 
data mapping device 14 is further con?gured to transmit the 
GFP data frame 40 through the SONET communication 
network 18 to the GFP data demapping device 20. The GFP 
data frame 40 includes a payload type identi?er and a user 
payload identi?cation value. In particular, the payload type 
identi?er is speci?ed by the bit sequence “100” and the user 
payload identi?cation value is speci?ed as the bit sequence 
“00000011”. The GFP data mapping device 14 is further 
con?gured to send a ?rst acknowledgment message to the 
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4 
computer 12 in response to the request message. In an 
alternate embodiment, the GFP data mapping device 14 and 
the GFP data demapping device 16 can comprise one device 
having a data mapping module and a data demapping 
module, respectively. 

The SONET communication network 18 is provided to 
transmit GFP frames from the GFP data mapping device 14 
to the GFP data demapping device 20. Further, the SONET 
communication network 18 is provided to transmit GFP 
frames from the GFP data mapping device 22 to the GFP 
data demapping device 16. 

Referring to FIGS. 1 and 3, the GFP data demapping 
device 20 is provided to decode the GFP data frame 40 to 
obtain the request message and to transmit the request 
message to the computer 24. The GFP data demapping 
device 20 operably communicates with the SONET com 
munication network 18, and to the computer 24 via the ?ber 
optic cable 21. 
The computer 24 is provided to receive the request 

message and to generate a second acknowledgment message 
in response to the request message. The computer 24 is 
further con?gured to transmit the second acknowledgment 
message to the GFP data mapping device 22. As shown, the 
computer 24 is operably coupled to: (i) the GFP data 
demapping device 20 via the ?ber optic cable 21, and (ii) the 
GFP data mapping device 22 via the ?ber optic cable 23. 

Referring to FIGS. 1 and 2, the GFP data mapping device 
22 is provided to receive the acknowledgment message from 
the computer 24 and to generate a GFP data frame 42 based 
on the second acknowledgment message that indicates that 
the computer 24 is ready to receive data from the computer 
12. The GFP data mapping device 22 is further con?gured 
to transmit the GFP data frame 42 through the SONET 
communication network 18 to the GFP data demapping 
device 16. The GFP data frame 42 includes a payload type 
identi?er and a user payload identi?cation value. In particu 
lar, the payload type identi?er is speci?ed by the bit 
sequence “100” and the user payload identi?cation value is 
speci?ed as the bit sequence “00000101”. In an alternate 
embodiment, the GFP data mapping device 22 and the GFP 
data demapping device 20 can comprise one device having 
a data mapping module and a data demapping module, 
respectively. 

Referring to FIG. 1, the GFP data demapping device 16 is 
provided to decode the GFP data frame 40 at a second time 
to obtain the second acknowledgment message and to trans 
mit the second acknowledgment message to the computer 
12. The GFP data mapping device 14 is con?gured to 
transmit data from the computer 12 through the SONET 
communication network 18 to the computer 24, when a time 
difference between a ?rst time when the request message 
was transmitted from the computer 12 and a second time 
when the GFP data frame 40 is received by the device 16, is 
less than a threshold time interval. 

Referring to FIGS. 4-5, a method for initialiZing a com 
munication link between the computer 12 and the computer 
24 will now be explained. The method is implemented 
utiliZing the system 10. 

At step 60, the computer 12 transmits a request message 
at a ?rst time to the GFP data mapping device 14. 

At step 62, the GFP data mapping device 14 generates a 
?rst acknowledgement message and transmits the ?rst 
acknowledgment message to the computer 12. Further, the 
device 14 starts a timer (not shown) therein. 
At step 64, the GFP data mapping device 14 generates a 

GFP data frame 40 based on the request message and 
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transmits the GFP data frame 40 through the SONET 
communication network 18 to the GFP demapping device 
20. 
At step 66, the GFP data demapping device 20 decodes 

the GFP data frame 40 to obtain the request message and 
transmits the request message to the computer 24. 

At step 68, the computer 24 generates a second acknowl 
edgement message in response to the request message and 
transmits the second acknowledgement message to the GFP 
data mapping device 22. 
At step 70, the GFP data mapping device 22 generates a 

GFP data frame 42 based on the second acknowledgement 
message and transmits the GFP data frame 42 through the 
SONET communication network to the GFP data demap 
ping device 16. 

At step 72, the GFP data demapping device 16 decodes 
the GFP data frame 42 at a second time to obtain the second 
acknowledgement message. 
At step 74, the GFP data demapping device 16 makes 

determination as to whether a time difference between the 
?rst time and the second time is less than or equal to a 
threshold time interval. The device 16 determines the time 
difference by obtaining a time value from the timer (not 
shown) therein. If the value of step 74 equals “yes”, the 
method advances to step 76. Otherwise, the timer is reset and 
the method advances to step 60. 

At step 76, the GFP mapping device 14 initializes the 
communication link between the computer 12 and the com 
puter 24 in response to the GFP data demapping device 16 
receiving the second acknowledgement message. 

At step 78, the computer 12 transmits a ?rst data stream 
utilizing the communication link through the SONET com 
munication network to the computer 24. After step 78, the 
method is exited. 

The system and the method for initializing a communi 
cation link for transmitting a data stream from a ?rst 
computer through a SONET communication network to a 
second computer provide a substantial advantage over other 
systems and methods. In particular, the system and the 
method provide a technical effect of transmitting a request 
message and an acknowledgment message to validate that 
the second computer is ready to receive a data stream. 

While the invention is described with reference to an 
exemplary embodiment, it will be understood by those 
skilled in the art that various changes may be made an 
equivalence may be substituted for elements thereof without 
departing from the scope of the invention. In addition, many 
modi?cations may be made to the teachings of the invention 
to adapt to a particular situation without departing from the 
scope thereof. Therefore, is intended that the invention not 
be limited the embodiment disclosed for carrying out this 
invention, but that the invention includes all embodiments 
falling with the scope of the intended claims. Moreover, the 
use of the term’s ?rst, second, etc. does not denote any order 
of importance, but rather the term’s ?rst, second, etc. are us 
are used to distinguish one element from another. 
We claim: 
1. A method for initializing a communication link for 

transmitting a data stream from a ?rst computer through a 
synchronous optical communication network to a second 
computer, comprising: 

transmitting a ?rst request message at a ?rst time from the 
?rst computer to a ?rst GFP data mapping device; 

generating a ?rst GFP data frame based on the ?rst request 
message using the ?rst GFP data mapping device that 
indicates that the communication link is being 
requested, and transmitting the ?rst GFP data frame 
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6 
through the synchronous optical communication net 
work to a second GFP demapping device; 

decoding the ?rst GFP data frame to obtain the ?rst 
request message and transmitting the ?rst request mes 
sage from the second GFP demapping device to the 
second computer; 

generating a second acknowledgement message using the 
second computer in response to the ?rst request mes 
sage and transmitting the ?rst request message to a 
third GFP data mapping device; 

generating a second GFP data frame based on the second 
acknowledgement message using the third GFP data 
mapping device and transmitting the second GFP data 
frame through the synchronous optical communication 
network to a fourth GFP demapping device; 

decoding the second GFP data frame at a second time 
using the fourth GFP demapping device to obtain the 
second acknowledgement message; and 

initializing the communication link between the ?rst 
computer and the second computer in response to the 
acknowledgement message. 

2. The method of claim 1, wherein the step of initializing 
the communication link between the ?rst computer and the 
second computer in response to the acknowledgement mes 
sage comprises: 

selecting an exclusive communication link using the ?rst 
GFP data mapping device for communicating the data 
stream from the ?rst computer through the synchronous 
optical communication network to the second com 
puter. 

3. The method of claim 1, wherein the step of initializing 
the communication link between the ?rst computer and the 
second computer occurs when a time difference between the 
?rst time and the second time is less than or equal to a 
threshold time interval. 

4. The method of claim 1, further comprising: 
transmitting a ?rst data stream from the ?rst computer 

through the synchronous optical communication net 
work to the second computer, in response to the ini 
tialization of the communication link. 

5. The method of claim 4, wherein the ?rst data stream 
comprises an ISC data stream. 

6. The method of claim 3, further comprising: 
transmitting a second data stream from the second com 

puter through the synchronous optical communication 
network to the ?rst computer, in response to the ini 
tialization of the communication link. 

7. The method of claim 1, further comprising: 
generating a third acknowledgement message at a third 

time in response to the ?rst GFP data mapping device 
receiving the ?rst request message and transmitting the 
third acknowledgement message from the ?rst GFP 
data mapping device to the ?rst computer. 

8. The method of claim 7, further comprising stopping 
data communication between the ?rst computer and the ?rst 
GFP data mapping device when a time difference between 
the ?rst time and the third time is greater than a threshold 
time period. 

9. A system for initializing a communication link through 
a synchronous optical communication network, comprising: 

a ?rst computer con?gured to generate a ?rst request 
message at a ?rst time; 

a ?rst GFP data mapping device con?gured to receive the 
?rst request message and to generate a ?rst GFP data 
frame based on the ?rst request message that indicates 
that the communication link is being requested, the ?rst 
GFP data mapping device being further con?gured to 
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transmit the ?rst GFP data frame through the synchro 
nous optical communication network; 

a second GFP data mapping device con?gured to receive 
the ?rst GFP data frame to decode the ?rst GFP data 
frame to obtain the ?rst request message; 

a second computer con?gured to receive the ?rst request 
message from the second GFP data mapping device and 
to generate a second acknowledgement message in 
response to the ?rst request message; 

a third GFP data mapping device con?gured to receive the 
second acknowledgement message and to generate a 
second GFP data frame based on the second acknowl 
edgement message, the third GFP data mapping device 
further con?gured to transmit the second GFP data 
frame through the synchronous optical communication 
network; 

a fourth GFP data demapping device con?gured to receive 
the second GFP data frame and to decode the second 
GFP data frame at a second time to obtain the second 
acknowledgement message; and 

the ?rst GFP mapping device being further con?gured to 
initialiZe the communication link between the ?rst 
computer and the second computer in response to the 
fourth GFP data demapping device receiving the sec 
ond acknowledgement message. 

10. The system of claim 9, wherein the ?rst GFP mapping 
device is con?gured to initialiZe the communication link 
between the ?rst computer and the second computer by 

selecting an exclusive communication link from the ?rst 
computer through the synchronous optical communi 
cation network to the second computer. 

11. The system of claim 9, wherein the initialization of the 
communication link between the ?rst computer and the 
second computer occurs when a time difference between the 
?rst time and the second time is less than or equal to a 
threshold time interval. 

12. The system of claim 9, wherein the ?rst computer is 
further con?gured to transmit 

a ?rst data stream through the synchronous optical com 
munication network to the second computer, in 
response to the initialiZation of the communication 
link. 

13. The system of claim 12, wherein the ?rst data stream 
comprises an ISC data stream. 

14. The system of claim 12, wherein the second computer 
is further con?gured to transmit a second data stream 
through the synchronous optical communication network to 
the ?rst computer, in response to the initialiZation of the 
communication link. 
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15. The system of claim 9, wherein the ?rst GFP data 

mapping device is further con?gured to generate a third 
acknowledgement message at a third time in response to the 
?rst GFP data mapping device receiving the ?rst request 
message, the ?rst GFP data mapping device being further 
con?gured to transmit the third acknowledgement message 
to the ?rst computer. 

16. The system of claim 9, wherein the ?rst GFP data 
mapping device is further con?gured to stop data commu 
nication between the ?rst GFP data mapping device and the 
?rst computer when a time difference between the ?rst time 
and the third time is greater than a threshold time period. 

17. An article of manufacture, comprising: 
a computer storage medium having a computer program 

encoded therein for initialiZing a communication link 
for transmitting a data stream from a ?rst computer 
through a synchronous optical communication network 
to a second computer, the computer storage medium 
including: 

code for transmitting a ?rst request message at a ?rst time 
from the ?rst computer to a ?rst GFP data mapping 
device; 

code for generating a ?rst GFP data frame based on the 
?rst request message using the ?rst GFP data mapping 
device that indicates that the communication link is 
being requested, and transmitting the ?rst GFP data 
frame through the synchronous optical communication 
network to a second GFP demapping device; 

code for decoding the ?rst GFP data frame to obtain the 
?rst request message and transmitting the ?rst request 
message from the second GFP demapping device to the 
second computer; 

code for generating a second acknowledgement message 
using the second computer in response to the ?rst 
request message and transmitting the ?rst request mes 
sage to a third GFP data mapping device; 

code for generating a second GFP data frame based on the 
second acknowledgement message using the third GFP 
data mapping device and transmitting the second GFP 
data frame through the synchronous optical communi 
cation network to a fourth GFP demapping device; 

code for decoding the second GFP data frame at a second 
time using the fourth GFP demapping device to obtain 
the second acknowledgement message; and 

code for initialiZing the communication link between the 
?rst computer and the second computer in response to 
the acknowledgement message. 

* * * * * 


