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(57) ABSTRACT 

A ?rst time stamp T1 indicative of the time of irradiation of 
an object and a second time stamp T2 indicative of the time 
of exposure of an image detector by the radiation image of 
the object, are generated. Meta-data relating to the object are 
associated With the radiation image of the object if T1 equals 
T2 or if T1 approximates T2 Within a prede?ned limit. 
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METHOD OF ASSOCIATING META-DATA 
RELATING TO A RADIATION IMAGE OF AN 
OBJECT WITH THE RADIATION IMAGE 

This application claims the bene?t of US. Provisional 
Application No. 60/673,964 ?led Apr. 22, 2005, European 
Patent Application No. 051023943 ?led Mar. 24, 2005, and 
European Patent Application No. 051010734 ?led Feb. 14, 
2005 

FIELD OF THE INVENTION 

The present invention relates to radiography. 
The invention more particularly relates to a method for 

associating meta data such as identi?cation data of a patient 
and/ or data relating to high energy radiation exposure With 
data representing a radiation image. 

BACKGROUND OF THE INVENTION 

In addition to classical radiography systems in Which a 
radiographic image of a patient is recorded on ?lm, com 
puted radiography systems and digital radiography systems 
are noWadays commonly used. 
Computed radiography systems are for example systems 

that are based on storage phosphor technology. 
Digital radiography systems are systems in Which a 

radiation image is recorded on a ?at panel detector such as 
a CMOS, a Selenium detector or the like. 

In systems in Which imaging is obtained by irradiation of 
a patient, an animal or an object With high energy radiation, 
it is important that the image and the meta-data giving 
information pertaining to the image are linked. 

Meta-data are all kinds of data to be associated With the 
image such as demographic data (patient name, gender, date 
of birth etc.) and data relating to the exposure such as mAs, 
kV, exposure type, exposure vieW etc. 

For example in a computed radiography system in Which 
a radiographic image of a patient is recorded on a photo 
stimulabale phosphor screen Which is conveyed in a cas 
sette, the meta-data are entered in a Workstation or retrieved 
from a hospital information system or a radiology informa 
tion system and transferred onto an identi?cation means 
Which is coupled to the cassette. Meta-data can be Written 
into a non-volatile device for example an EEPROM device 
Which is provided on the cassette conveying the exposed 
phosphor screen or the data can be transferred through 
radio-frequency transmission onto a radio-frequency tag 
provided on the cassette or on the screen. 

The identi?ed cassette conveying an exposed photo 
stimulable phosphor screen is then fed into a read out 
apparatus (also referred to as a ‘digitiZer’) Where the meta 
data are read from the identi?cation means and Where the 
radiographic image Which is stored in the phosphor screen is 
read out. The radiographic image is read out by scanning the 
exposed photo-stimulable phosphor screen With stimulating 
radiation and by converting the image-Wise modulated light 
Which is emitted by the screen upon stimulation into a digital 
signal representation of the radiographic image. 
The above-described procedure is error prone since iden 

ti?cation and exposure are performed separate from each 
other so that it is possible that meta data relating to a patient 
and associated exposure are Written into the memory device 
of a cassette Which carries a radiation image that does not 
correspond With these meta data. 

It is also possible that the data Which are Written into the 
memory device on the cassette correspond With the intended 
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2 
circumstances, for example the intended or default settings 
of the X-ray source but Which, due to various possible 
circumstances do not exactly represent the e?fectively 
applied exposure. 

Furthermore, the prior art method bears the risk of non 
intended double exposure of a cassette conveying a photo 
stimulable phosphor screen. 

It is an object of the present invention to provide a method 
that overcomes the above-mentioned problems associated 
With the prior art Work?oW. 

SUMMARY OF THE INVENTION 

A ?rst time stamp T1 indicative of the time of irradiation 
of an object and a second time stamp T2 indicative of the 
time of exposure of an image detector by the radiation image 
of the object, are generated. Meta-data relating to the object 
are associated With the radiation image of the object if T1 
equals T2 or if T1 approximates T2 Within a prede?ned 
limit. 

Further advantages and embodiments of the present 
invention Will become apparent from the folloWing descrip 
tion. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

The present invention is described beloW With reference 
to a computed radiography system in Which a radiation 
image of a patient is recorded on a photostimulable phos 
phor screen Which is conveyed in a cassette. The cassette or 
the screen is provided With a memory device in Which a time 
stamp T2, indicative of the time of exposure of the photo 
stimulable phosphor screen is stored. The time stamp T2 is 
generated by means of one of the methods described further 
on. 

Prior to exposure of the object to radiation, so-called meta 
data regarding the object to be irradiated and/or to the 
exposure procedure are generated and stored in an identi? 
cation station. 

These meta data are data concerning the patient such as 
the patient’s identi?cation as Well as data concerning the 
exposure to be performed such as exposure settings. 

These data are for example input at the console of an 
identi?cation station. Alternatively the data can be retrieved 
from a radiology information system. 
The identi?cation station may be coupled to the source of 

radiation so that the meta data can be used to control and/or 
initiate activation of the radiation generator (in most cases 
complemented by a manual interaction of an operator). 

According to the present invention a time stamp T1 
indicative of the time of exposure (i.e. at Which irradiation 
of the object is started) or a time-related code indicative of 
the time of exposure is stored in the memory of the identi 
?cation station together With the meta data. 
The identi?cation station can be informed of the time of 

the actual exposure in various Ways. The time stamp or code, 
indicative of the time of actual exposure, can be communi 
cated to the identi?cation station via Wireless or Wired 
communication betWeen the source of radiation and the 
identi?cation station. 
The time stamp may represent an absolute moment of 

time or a relative moment of time. 

A code indicative of the actual time of exposure can for 
example be in the form of encrypted data associated With the 
time of their creation. 
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In another embodiment a radiation detector may be pro 
vided in the exposure room for detecting the time When 
irradiation takes place, the detector being coupled in a Wired 
or Wireless Way With the identi?cation station for commu 
nication of this time stamp to the identi?cation station. 

Next the exposure procedure is performed. A radiation 
image of an object is recorded on the photostimulable 
phosphor screen. 

At the time of exposure a second time stamp T2 is 
generated. This second time stamp, indicative of the time at 
Which the photostimulable phosphor screen is exposed to 
high energy radiation, is generated by one of the methods 
described beloW. This time stamp T2 is stored in a memory 
device associated With the cassette or the phosphor screen. 

Next, the cassette carrying the exposed photostimulable 
phosphor screen is fed for read out into a so-called digitiZing 
apparatus. 

The data stored in the memory device on the cassette or 
on the screen are read out, these data make up the time stamp 
T2. 
From the identi?cation station Which is coupled to the 

digitiZer, the stored meta data are retrieved With Which a 
time stamp T1 is associated that differs less than a prede 
termined amount from time stamp T2. 

The predetermined amount can be preset by the operator. 
For a single image a typical value for T2 is 200 msec. 

In a preferred embodiment T1 is equal to T2. 
In case of a full leg or full spine application more than one 

partial image of the leg or the spine are generated Within a 
corresponding T2. 

In case of the recording of multiple images on a single 
recording material, the time stamp T2 is preferably associ 
ated With the ?rst of said images. In this case there are 
multiple detectors on the screen, each detector can sepa 
rately be associated With a time stamp. This alloWs to 
identify multiple images recorded on a single detector. 

The photostimulable phosphor screen is read out in the 
digitiZing apparatus. 

Adjustment values for the digitiZing apparatus are 
deduced from the retrieved meta data. 

The exposed phosphor screen is subjected to tWo-dimen 
sional scanning by means of a light beam. Upon scanning 
the exposed screen emits image-Wise modulated light. This 
image-Wise modulated light is collected and converted into 
an electric signal representation of the radiation image. The 
electric signal representation can then be applied to an image 
processing unit for further processing and/or can be applied 
to a hard copy recorder or to a display or archive station. 

BeloW several methods and implementations are 
described for generating a time stamp T2 indicative of the 
time at Which the detector is exposed to radiation. 

In a ?rst series of embodiments the time stamp T2 is 
generated in response to detection of the secondary emission 
of radiation emitted by the irradiated object, in this case, the 
patient. 

In all embodiments Which fall under this category, sec 
ondary radiation emission emitted by the exposed object is 
guided to a transducer Where the secondary emission is 
converted into a corresponding electric signal. An example 
of a suitable transducer is a PIN diode provided With a 
luminescent phosphor. 

The electric signal is used to trigger a clock to produce a 
clock signal indicated as T2. This time stamp is stored in a 
memory device Which can be provided eg on the photo 
stimulable phosphor screen itself or on the cassette convey 
ing the phosphor screen. 

Still alternative embodiments maybe envisaged. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
Collection and guidance of the secondary emission 

toWards the transducer may be implemented in different 
Ways. 

For example a scintillating ?ber covered With a phosphor 
layer may be provided for collecting the secondary emis 
sion, converting it into light and directing it toWards a 
transducer. 

In an alternative embodiment the secondary emission by 
the image detector (instead of the exposed object) eg in the 
form of light is collected and guided to a transducer such as 
a PIN diode. 

The PIN diode may be provided With a phosphor layer 
converting radiation into light Which is then converted into 
an electric signal. In this embodiment the PIN diode per 
forms a direct and an indirect conversion. 

The PIN diode may be positioned With the backside or the 
frontside toWards the radiation. 

Different embodiments of radiation collecting and guid 
ance means may be envisaged such as a light guiding ?ber 
Which can be arranged around the image detector or a light 
guiding platen assembly that collects light and guides it 
toWards an output end. 

In another category of embodiments, the time stamp T2 
corresponds to the time of detection of high energy radiation 
instead of detection of secondary emission. In this case the 
time of detection of the radiation that produces the radiation 
image of the object is used for generating the time stamp T2. 
The folloWing embodiments may be envisaged. 
Detection of high energy radiation may be performed by 

an array of (at least one) transducer preferably arranged at 
the back side of the photostimulable phosphor screen so that 
no image of the transducers is formed on the detector. By the 
terms ‘back of the detector’ is meant the side of the detector 
opposite to the side facing the irradiation source. 

Altematively at least one doped ?ber may be arranged at 
the back side of photostimulable phosphor screen. The 
doped ?ber converts the high energetic radiation into light 
and transport the light to the transducer. 
A doped ?ber at least partially covered With a phosphor 

layer may be provided around or on top of the phosphor 
screen to capture the generated light and to transport the 
light to a PIN diode provided at an outer end(s) of the ?ber. 

Still alternatively a transducer foil such as a foil of solar 
cells may be provided at the back side of the image detector. 

In still another category of embodiments EMI Waves 
present in the radiology room are used to put via Wireless 
radio transmitters a time stamp T2 in the memory device 
coupled to the cassette carrying the radiation detector. 

In still another category of embodiments a human inter 
face is used to trigger the generation of the time stamp T2. 
A manual trigger may be implemented in various ways, eg 
touch or press sensitive sWitch, transmitter etc.) 

Although the present invention has been described With 
reference to an embodiment in Which a radiation image is 
recorded on a photostimulable phosphor screen, it is to be 
understood that the invention is not limited to this embodi 
ment. The invention is for example like-Wise applicable to 
an embodiment in Which the detector is a digital detector 
such as CMOS detector. 

A speci?c problem occurs in a situation in Which image 
detectors that have been exposed in different radiography 
rooms are read out by means of the same digitiZer coupled 
to the same identi?cation device. 

In this case the exposed detectors and the corresponding 
time stamps T2 might be associated With the same time 
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stamp T1. In this Way an image stored in a detector might be 
associated With meta data relating to another image stored 
on another detector. 
A solution to this problem can be provided by storing 

information identifying the radiology room in a memory 
device coupled to the image detector or coupled to a cassette 
conveying the image detector. 

AWriting device can be coupled to the source of radiation 
for Wire-less Writing, eg via infrared radiation, of informa 
tion identifying the radiology room onto the cassette con 
veying the photostimulable phosphor screen or onto the 
screen itself. 

This feature can also be implemented so that the data 
identifying the radiology room are only accepted by un 
exposed cassettes. 

It is also possible to use cassettes that belong to a speci?c 
room, the room information being permanent available on 
the cassette. 

Alternatively a unique number can be Written onto the 
cassette, the number being a reference for a speci?c proce 
dure. Since every image belongs to a single procedure, this 
makes it unique. 

Cassettes carrying a radiation detector may also be pro 
vided With an external display unit that is coupled to the 
arrangement Which produces the time stamp T2. This 
arrangement can then be set up to control display of an 
indication of the cassette’s condition, i.e. carrying an 
exposed or non-exposed photostimulable phosphor screen. 

In a speci?c embodiment this display device is arranged 
to display a Warning that the cassette and the enclosed image 
detector have to be erased prior to exposure, eg when the 
cassette has been unused for a certain amount of time so that 
rebounce effects might have taken place. 

The invention claimed is: 
1. Method of associating meta-data regarding a radiation 

exposure of an object With a radiation image comprising the 
steps of: 

generating meta data pertaining to a radiation exposure of 
an object, 

performing said exposure to generate a radiation image of 
said object and generating a ?rst time stamp T1 indica 
tive of the time of x-ray radiation exposure of the 
object, 

detecting said radiation image With an x-ray radiation 
image detector and generating a second time stamp T2 
indicative of the time of the detection of x-rays by the 
x-ray radiation image detector, and 

combining said meta data With the detected radiation 
image if T1 approximates T2 Within a prede?ned limit. 

2. Method according to claim 1 Wherein T1 equals T2. 
3. Method according to claim 1 Wherein said time stamp 

T1 is communicated to an identi?cation station. 
4. Method according to claim 1 Wherein T2 is the time of 

detection of secondary emission of radiation emitted by an 
irradiated object. 

5. Method according to claim 4 Wherein T2 is obtained by 
triggering a clock With an electric signal produced by a 
transducer being irradiated by said secondary emission. 

6. Method according to claim 5 Wherein said secondary 
emission is collected and guided to said transducer by a 
scintillating ?ber covered With a phosphor layer. 

6 
7. Method according to claim 1 Wherein said time stamp 

T2 is the time of detection of secondary emission generated 
by said image detector. 

8. Method according to claim 7 Wherein T2 is obtained by 
triggering a clock With an electric signal produced by a 
transducer being irradiated by said secondary emission. 

9. Method according to claim 8 Wherein said secondary 
emission is collected and guided by means of a light guiding 
?ber. 

10. Method according to claim 8 Wherein said secondary 
emission is collected and guided by means of a light guiding 
plan parallel platen assembly. 

11. Method according to claim 1 Wherein said time stamp 
T2 is the time of detection of high energy radiation by said 
radiation detector. 

12. Method according to claim 11 Wherein said high 
energy radiation is detected by an array of transducers 
arranged at the side of said image detector opposite to the 
side facing the source of radiation. 

13. Method according to claim 11 Wherein said high 
energy radiation is collected and guided by a doped ?ber 
arranged at the side of the detector opposite to the side 
facing the source of radiation. 
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14. Method according to claim 1 Wherein T2 corresponds 
to the time of detection of EMI Waves. 

15. Method according to claim 1 Wherein said image 
detector comprises a photostimulable phosphor screen and 
Wherein said radiation image is readout of said photostimu 
lable phosphor screen in a digitizing apparatus arranged to 
retrieve meta data associated With said radiation image from 
an identi?cation station. 

30 

35 16. Method according to claim 1 Wherein data identifying 
a radiology room are Written into a memory device coupled 
to said image detector. 

17. Method according to claim 1 Wherein an indication of 
an exposure condition of the image detector is displayed. 

18. Method of storing meta-data regarding a radiation 
exposure of an object With a radiation image comprising the 
steps of: 

40 

generating meta data pertaining to a radiation exposure of 
45 an object, 

performing said exposure to generate a radiation image of 
said object and generating a ?rst time stamp T1 indica 
tive of the time of x-ray radiation exposure of the 
object, 

50 detecting said radiation image With an x-ray radiation 
image detector and generating a second time stamp T2 
indicative of the time of the detection by the x-ray 
radiation image detector, and 

storing said meta data With the detected radiation image if 
55 

T1 approximates T2 Within a prede?ned limit. 
19. Method according to claim 18 further comprising 

storing T1 in an identi?cation station and storing T2 in a 
cassette holding a phosphor screen. 


