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POWER TOOL 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a technique of construct 

ing a power tool having an electric motor. 
2. Description of the Related Art 
Japanese non-examined laid-open Utility Model Publica 

tion No. 57-111068 discloses an electric motor including an 
output shaft, a commutator and an armature ?tted onto the 
output shaft and rotate together With the output shaft, 
brushes that supply current in sliding contact With the outer 
circumferential surface of the commutator, brush holders 
that house the respective brushes, a brush holder base that 
hold the brush holders, a cooling fan that rotates together 
With the output shaft and serves to cool the armature by 
means of cooling air, and a housing that houses these 
components. Further, according to the knoWn electric motor, 
in order to ensure the smooth How of the cooling air for 
cooling the armature via the cooling fan, a baf?ing member 
for guiding the cooling air is provided in a How passage of 
the cooling air. 

In a poWer tool having an electric motor of this type, it is 
desired to further improve the construction for guiding the 
cooling air particularly in order to reduce the siZe in the axial 
direction of the output shaft of the electric motor so that the 
poWer tool can be made compact. 

SUMMARY OF THE INVENTION 

Accordingly, it is an object of the present invention to 
provide an effective technique for making compact poWer 
tool having an electric motor. 

According to the present invention, a representative 
poWer tool may include a tool bit, housing and an electric 
motor. The electric motor is housed in the housing to drive 
the tool bit. Further, the electric motor includes an output 
shaft, a commutator, an armature, brushes, brush holders, a 
brush holder base, a cooling fan and a cooling-fan facing 
surface. The output shaft is connected to the tool bit. The 
commutator and the armature are ?tted onto the output shaft 
and rotate together With the output shaft. The brushes supply 
current in sliding contact With an outer periphery of the 
commutator. The brush holders house the respective 
brushes. The brush holders are respectively secured to the 
brush holder. The cooling fan is disposed betWeen the brush 
holder base and the armature in the axial direction of the 
output shaft. The cooling fan rotates together With the output 
shaft to take a cooling air into the cooling fan and discharge 
the cooling air in a centrifugal direction that crosses the axial 
direction of the output shaft. 

The cooling-fan facing surface is formed on the brush 
holder base. The cooling-fan facing surface faces the cooling 
fan and extends ?at in the centrifugal direction to guide the 
discharged cooling air from the cooling fan in the centrifugal 
direction of the cooling fan. Because the brush holder base 
not only secures the brush holder but also smoothly guides 
the cooling air by means of the cooling-fan facing surface, 
the siZe of the electric motor in the axial direction of the 
output shaft can be reduced and therefore, the poWer tool can 
be entirely made compact, compared With the knoWn art. 

Other objects, features and advantages of the present 
invention Will be readily understood after reading the fol 
loWing detailed description together With the accompanying 
draWings and the claims. 
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2 
BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a side vieW, partly in section, schematically 
shoWing an entire impact driver 100 according to the rep 
resentative embodiment of the invention. 

FIG. 2 is a sectional vieW shoWing the structure of a 
driving motor 121 according to the embodiment. 

FIG. 3 is a plan vieW of a brush holder base 141 of the 
driving motor 121 according to the embodiment. 

FIG. 4 is a perspective vieW shoWing the construction of 
the brush holder base 141 and its surrounding parts accord 
ing to the embodiment. 

FIG. 5 is also a perspective vieW shoWing the construction 
of the brush holder base 141 and its surrounding parts 
according to the embodiment. 

FIG. 6 is a partially sectional vieW shoWing the construc 
tion of the brush holder base 141 and its surrounding parts 
according to the embodiment. 

FIG. 7 schematically shoWs the arrangement of an extend 
ing portion 146 of the brush holder base 141 according to the 
embodiment. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Each of the additional features and method steps disclosed 
above and beloW may be utiliZed separately or in conjunc 
tion With other features and method steps to provide 
improved poWer tools and devices utiliZed therein. Repre 
sentative examples of the present invention, Which examples 
utiliZed many of these additional features and method steps 
in conjunction, Will noW be described in detail With refer 
ence to the draWings. This detailed description is merely 
intended to teach a person skilled in the art further details for 
practicing preferred aspects of the present teachings and is 
not intended to limit the scope of the invention. Only the 
claims de?ne the scope of the claimed invention. Therefore, 
combinations of features and steps disclosed Within the 
folloWing detailed description may not be necessary to 
practice the invention in the broadest sense, and are instead 
taught merely to particularly describe some representative 
examples of the invention, Which detailed description Will 
noW be given With reference to the accompanying draWings. 
A poWer tool according to a representative embodiment of 

the present invention Will noW be described With reference 
to the draWings. FIG. 1 is a side vieW, partly in section, 
schematically shoWing an entire electric (battery-powered) 
impact driver 100 as a representative embodiment of the 
poWer tool according to the present invention. As shoWn in 
FIG. 1, the representative impact driver 100 includes a body 
101 and a driver bit 109. The driver bit 109 is detachably 
coupled to the tip end region of the body 101 and adapted to 
tighten various types of screWs. The driver bit 109 is a 
feature that corresponds to the “tool bit” according to the 
present invention. 
The body 101 includes a motor housing 103, a gear 

housing 105 and a handgrip 107. The motor housing 103 
houses a driving motor 121. A trigger 125 is mounted on the 
handgrip 107, and depressing the trigger 125 turns on a 
poWer sWitch (not shoWn). The gear housing 105 houses a 
speed reducing mechanism 111, a spindle 112, a hammer 114 
and an anvil 115. 
The speed reducing mechanism 111 mainly includes a 

planetary gear and appropriately reduces the speed of rota 
tion of an output shaft 122 of the driving motor 121. The 
spindle 112 is rotated by the speed reducing mechanism 111. 
The rotation of the spindle 112 causes the hammer 114 to 
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rotate via a transmitting member in the form of a ball 113, 
Which in turn causes the anvil 115 to rotate. The hammer 114 
can move With respect to the spindle 112 in its longitudinal 
direction and is urged toWard the anvil 115 by a compression 
spring 116. An end of the anvil 115 protrudes from the end 
of the gear housing 105, and the driver bit 109 is detachably 
coupled to the protruded end of the anvil 115. 
When the trigger 125 is depressed to turn on the poWer 

sWitch and the driving motor 121 is driven, the driver bit 109 
is caused to rotate via the speed reducing mechanism 111, 
the spindle 112, the hammer 114 and the anvil 115. Thus, a 
screW tightening operation is performed. 
When the driving motor 121 is driven for a screW tight 

ening operation and the screW tightening torque of the driver 
bit is loW, the spindle 112 and the hammer 114 rotate 
together. Under such loW-load conditions, the hammer 114 
is held in engagement With the anvil 115 by the biasing force 
of the compression spring 116. Thus, the anvil 115 also 
rotates together With the hammer 114, so that the driver bit 
109 performs a screW-tightening operation. 
When the tightening torque is increased to a predeter 

mined high level, the hammer 114 moves aWay from the 
anvil 115 against the biasing force of the compression spring 
116. Thereafter, the hammer 114 engages With the anvil 115 
as carrying impulsive rotating torque by the biasing force of 
the compression spring 116. Thus, high tightening torque is 
produced on the driver bit 109 via the anvil 115. 

The driving motor 121 is a four-pole DC motor poWered 
by the battery 127. The construction of the driving motor 
121 and its surrounding parts Will noW be described With 
reference to FIGS. 2 to 7. 

FIG. 2 shoWs the structure of the driving motor 121 in 
section. As shoWn, the driving motor 121 includes an output 
shaft 122, a cooling fan 151 that rotates together With the 
output shaft 122, an armature 133 that also rotates together 
With the output shaft 122, a stator 135 secured to the motor 
housing 103, a commutator 137 ?tted onto the output shaft 
122 near its end (Which is remote from the speed reducing 
mechanism 111 shoWn in FIG. 1), four brushes 145 (shoWn 
in FIG. 3) that supply current in sliding contact With the 
outer periphery of the commutator 137, four brush holders 
143 that house the respective brushes, and a generally 
disc-like brush holder base 141 to Which the brush holders 
143 are respectively secured. 
One end (rear end) of the output shaft 122 is rotatably 

supported on the motor housing 103 via a bearing 123. The 
other end (on the side of the speed reducing mechanism) of 
the output shaft 122 is rotatably supported on the gear 
housing 103 via a bearing 124. The cooling fan 151 is 
arranged as a centrifugal fan and is disposed betWeen the 
armature 133 and the commutator 137. The cooling fan 151 
takes in (guides in) air from the armature 133 side and the 
commutator 137 side and discharges (guides out) the intake 
air in a centrifugal direction. In this manner, the cooling fan 
151 serves to cool the commutator 137, brushes 145 (shoWn 
in FIG. 3), the armature 133 and their surrounding parts by 
helping their heat dissipation. The air that has been used for 
such cooling by the cooling fan 151 is discharged to the 
outside through vents 103a (shoWn in FIG. 7) that are 
formed in the motor housing 103. 

The construction of the brush holder base 141 of the 
driving motor 121 in this embodiment is shoWn in FIG. 3 in 
plan vieW. 
As shoWn in FIG. 3, the brush holder base 141 has a 

generally disc-like shape having a circular through hole 142 
in its center. The commutator 137 (see FIG. 2) can extend 
through the through hole 142. The brush holder base 141 is 
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4 
secured to the inner Wall surface of the motor housing 103 
by a fastening means such as a screW. The brush holder base 
141 includes an insulating material having a slightly larger 
outside diameter than the cooling fan 151. Four brush 
holders 143 are arranged at equal intervals of 90° With 
respect to each other around the through hole 142 and 
secured to a rear surface 14111 (on the side opposite to the 
cooling fan 151) of the brush holder base 141. A brush 145 
(see FIG. 3) is slidably disposed Within each of the brush 
holders 143. Thus, the brush holder base 141 performs a 
brush holder securing function of securing the brush holder 
143. Each of the brushes 145 is urged by a torsion spring 47 
in such a manner as to be pressed onto the outer peripheral 
surface of the commutator 137 generally perpendicularly 
from the radial direction. 
When the poWer to the driving motor 121 is turned on, 

current is supplied to the coil on the armature 133, and the 
armature 133 and the output shaft 122 are caused to rotate 
together. At this time, the commutator 137 and the brushes 
145 appropriately change the direction of current that passes 
through the coil of the armature 133 such that the armature 
133 and the output shaft 122 can continuously rotate in a 
predetermined direction. The output shaft 122, the armature 
133 and the commutator 137 form a “rotor” that rotates With 
respect to the ?xed-side elements of the driving motor 121. 
The four brushes 145 are connected to the positive 

electrode and the negative electrode of the battery 127 in 
such a manner that tWo brushes 145 on the diametrically 
opposite sides of the through hole 142 make one pair. 
Further, an air guide Wall 149 (see FIG. 3) having an arcuate 
cross section is disposed betWeen the brush holders 143 and 
faces the outer peripheral surface of the commutator 137 
With a predetermined spacing therefrom. The air guide Walls 
149 extend in the axial direction of the output shaft 122. 
Thus, on the rear surface 141a side of the brush holder base 
141, the cooling air that has been taken in through an 
opening (not shoWn) in the rear of the motor housing 103 is 
guided to the cooling fan 151 along the peripheral surface of 
the commutator 137. 

Further, the construction of the brush holder base 141 of 
the driving motor 121 in this embodiment and its surround 
ing parts is shoWn in perspective vieW in FIGS. 4 and 5 and 
partially in section in FIG. 6. The arrangement of an 
extending portion 146 of the brush holder base 141 in this 
embodiment is schematically shoWn in FIG. 7. 
As shoWn in FIGS. 4 to 6, a front surface 141!) of the 

brush holder base 141 faces the cooling fan 151. In this 
embodiment, the front surface 141!) is a generally ?at 
surface that extends from an inner edge of the brush holder 
base 141 de?ned by the through hole 142, in the centrifugal 
direction perpendicular to the axial direction of the output 
shaft 122. The front surface 141!) is con?gured to have as ?at 
a surface as possible. The front surface 141!) is a feature that 
corresponds to the “cooling-fan facing surface” in the inven 
tion. With this construction, When the cooling fan 151 is 
driven, both the cooling air Which has been taken in (guided 
in) from the armature 133 side to the cooling fan 151 and the 
cooling air Which has been taken in (guided in) from the rear 
surface 141a side to the front surface 141!) side of the brush 
holder base 141 through the inside of the air guide Wall 149, 
are guided along the front surface 141!) of the brush holder 
base 141 and smoothly discharged in the centrifugal direc 
tion. Speci?cally, the brush holder base 141 in this embodi 
ment has a brush holder securing function of the rear surface 
14111 as mentioned above and also has a function (ba?ling 
function) as a cooling air guiding surface for smoothly 
guiding cooling air via the front surface 141b. 
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With such construction of the brush holder base 141 in 
this embodiment, the siZe in the axial direction of the output 
shaft 122 can be reduced, so that the impact driver 100 can 
be made compact, compared With a construction, for 
example, in Which, besides a brush holder base, a separate 
air guide member is provided along the axial direction of the 
output shaft 122. Further, the reduction of the siZe in the 
axial direction of the output shaft 122 alloWs the increase of 
the fan rib height (fan blade height) of the cooling fan 151 
in the axial direction of the output shaft 122, Which is 
effective in constructing a cooling fan having higher cooling 
e?fectiveness. Further, the brush holder base 141 have the 
brush holder securing function and the cooling air guiding 
function (baf?ing function) as Well, so that the number of 
parts of the driving motor 121 can be reduced. 

Further, as shoWn in FIGS. 4 to 6, the brush holder base 
141 has an extending portion 146 on the loWer outer edge 
(on the handgrip 107 side) of the front surface 14119. The 
extending portion 146 is a plate piece formed on the loWer 
arc of the brush holder base 141 partially along the outer 
periphery of the cooling fan 151 at substantially the same 
curvature as this outer periphery such that the extending 
portion 146 partially covers the outer periphery of the 
cooling fan 151 in the radial direction. The plate piece 
extends beloW the cooling fan 151 (on the handgrip 107 
side) in the axial direction of the output shaft 122. The 
extending length of the extending portion 146 (the length in 
the axial direction of the output shaft 122) is substantially 
the same as or slightly longer or slightly shorter than the fan 
rib height. The extending portion 146 having such con?gu 
ration partially covers the outer periphery of the cooling fan 
151 so as to prevent the cooling air from ?owing in the 
centrifugal direction to the handgrip 107 side. Thus, as 
shoWn in FIG. 7, the extending portion 146 of the brush 
holder base 141 partitions the motor housing 103 into a ?rst 
space 10319 that accommodates the driving motor 121 and a 
second space 1030 that is adjacent to the ?rst space 10319 and 
de?nes the inner space of the handgrip 107. The extending 
portion 146 is a feature that corresponds to the “cooling-air 
control element” in this invention. 

With such construction of the brush holder base 141, 
When the cooling fan 151 is driven and the cooling air is 
guided to the front surface 141!) side of the brush holder base 
141 and led in the centrifugal direction of the cooling fan 
151, the extending portion 146 serves to prevent the cooling 
air from ?oWing doWnWard from the ?rst space 10319 to the 
second space 1030 on the handgrip 107 side. Thus, as shoWn 
in FIG. 7, the cooling air ?oWing in the centrifugal direction 
via the cooling fan 151 is alloWed to How out of the ?rst 
space 10319 to the outside of the housing through the vents 
103a, While the cooling air is prevented from ?oWing 
doWnWard from the ?rst space 10319 to the second space 
1030. In other Words, the extending portion 146 performs a 
cooling air guiding function (ba?ling function) of guiding 
the cooling air that ?oWs in the centrifugal direction via the 
cooling fan 151, to the vents 10311 by blocking the in?uence 
of the second space 1030. Thus, the brush holder base 141 
having the extending portion 146 can prevent generation of 
turbulent How of the cooling air and guides the cooling air 
in such a manner as to form smoother ?oW. Particularly by 
providing the extending portion 146 formed partially along 
the outer periphery of the cooling fan 151 at substantially the 
same curvature as this outer periphery, the effectiveness of 
preventing generation of turbulent How of the cooling air 
can be enhanced. Further, as shoWn in FIG. 7, clearances “a” 
and “b” betWeen the outer end surface of the blade of the 
cooling fan 151 and the inner peripheral surface of the motor 
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6 
housing 103 and the inner peripheral surface of the extend 
ing portion 146 are made uniform, Which is effective in 
reducing or alleviating turbulence of the cooling air and 
noise caused by such turbulence. 

The extending portion 146 may be a plate piece of any 
con?guration formed partially along the outer periphery of 
the cooling fan 151 at substantially the same curvature as 
this outer periphery such that the extending portion 146 
partially covers the outer periphery of the cooling fan 151 in 
the radial direction. The Width of the extending portion 146 
extending along the loWer arc of the brush holder base 141 
and its extending length in the axial direction of the output 
shaft 122 can be appropriately chosen according to the 
speci?cations of the electric motor or the poWer tool, or 
other similar conditions. 

Further, as shoWn in FIGS. 5 and 6, the brush holder base 
141 has a heat conductive part 148 (diagonally shaded areas 
in FIG. 5) in the front surface 14119. The heat conductive part 
148 is made of a metal material such as copper and alumi 
num and connected to the brush holders 143 and exposed on 
the front surface 141!) (the cooling-fan facing surface). 
Further, the heat conductive part 148 is formed ?at along the 
front surface 141!) of the brush holder base 141. 

In this embodiment, the heat conductive part 148 includes 
a ring-like (annular) ?rst heat conductive part 148a and a 
ring-like (annular) second heat conductive part 1481) having 
a larger diameter than the ?rst heat conductive part 14811. 
The ?rst and second heat conductive parts 148a and 14819 
electrically connect (short-circuit) the respective pairs of the 
brush holders 143 Which have the same polarity and Which 
are disposed on the diametrically opposite sides of the 
through hole 142. For example, the ?rst heat conductive part 
14811 is connected to the pair of the positive side brush 
holders 143 and the second heat conductive part 1481) is 
connected to the pair of the negative side brush holders 143. 
According to the embodiment, one heat conductive part has 
been described as being assigned to tWo brush holders 143, 
but one heat conductive part may be assigned to one brush 
holder 143. The brush holders 143 accommodate the respec 
tive brushes 145 Which may be heated by sliding contact 
With the commutator 137, so that the brush holders 143 and 
the surrounding parts may be heated. Therefore, in this 
embodiment, the brush holder base 141 is con?gured to have 
the heat conductive part 148 having the ?rst and second heat 
conductive parts 148a and 14819. 

With such construction, the ?rst and second heat conduc 
tive parts 148a and 1481) help transfer the heat of the brush 
holders 143 and the surrounding parts to the front surface 
141!) of the brush holder base 141 via the heat conductive 
parts 148a and 1481). Further, the transferred heat is effec 
tively dissipated by the How of the cooling air via the 
cooling fan 151, so that the effectiveness of dissipating heat 
of the brush holders 143 and the surrounding parts can be 
enhanced. Preferably, the heat conductive part 148 may be 
made of metal or ceramic material having as high heat 
conductivity as possible and con?gured to have as large a 
surface area as possible. Thus, the effectiveness of dissipat 
ing heat of the brush holders 143 and the surrounding parts 
can be further enhanced. 

According to the embodiment, the brush holder base 141 
of the driving motor 121 has been described as having the 
extending portion 146 and the heat conductive part 148. 
HoWever, in the present invention, it is necessary for the 
brush holder base 141 to have at least the front surface 141!) 
(cooling air guiding surface) for guiding cooling air in the 
centrifugal direction of the cooling fan 151. The extending 
portion 146 and the heat conductive part 148 may be omitted 
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depending on the speci?cations of the motor or the power 
tool, or other similar conditions. 

Further, the present invention is not limited to the impact 
driver 100, but may be applied to various kinds of poWer 
tools used for cutting, grinding, polishing or drilling opera 
tion. Further, according to the embodiment, the driving 
motor 121 has been described as being a four-pole DC 
motor, but the present invention may be applied to a four 
pole AC commutator motor, or a DC motor and an AC 
commutator motor Which have tWo or more poles. 

It is explicitly stated that all features disclosed in the 
description and/or the claims are intended to be disclosed 
separately and independently from each other for the pur 
pose of original disclosure as Well as for the purpose of 
restricting the claimed invention independent of the com 
position of the features in the embodiments and/or the 
claims. It is explicitly stated that all value ranges or indi 
cations of groups of entities disclose every possible inter 
mediate value or intermediate entity for the purpose of 
original disclosure as Well as for the purpose of restricting 
the claimed invention, in particular as limits of value ranges. 

DESCRIPTION OF NUMERALS 

100 impact driver (poWer tool) 
101 body 
103 motor housing 
103a vent 
103b ?rst space 
1030 second space 
105 gear housing 
107 handgrip 
109 driver bit (tool bit) 
111 speed reducing mechanism 
112 spindle 
113 ball 
114 hammer 
115 anvil 
116 compression spring 
121 driving motor (electric motor) 
122 output shaft 
123 bearing 
124 bearing 
125 trigger 
127 battery 
133 armature 
135 stator 
137 commutator 
141 brush holder base 
141a rear surface 

141!) front surface (cooling-fan facing surface) 
142 through hole 
143 brush holder 
145 brush 
146 extending portion 
147 torsion spring 
148 heat conductive part 
148a ?rst heat conductive part 
1481) second heat conductive part 
149 air guide Wall 
151 cooling fan 
What We claim is: 
1. A poWer tool comprising: 
a tool bit, 
a housing, and 
an electric motor housed in the housing to drive the tool 

bit, 
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8 
the electric motor comprising: 

an output shaft connected to the tool bit, 
a commutator and an armature that are ?tted onto the 

output shaft and rotate together With the output shaft, 
brushes that supply current in sliding contact With an 

outer periphery of the commutator, 
brush holders that house the respective brushes, 
a brush holder base to Which the brush holders are 

respectively secured, 
a cooling fan disposed betWeen the brush holder base 

and the armature in the axial direction of the output 
shaft, the cooling fan rotating together With the 
output shaft, the cooling fan taking in a cooling air 
and discharging the cooling air in a centrifugal 
direction that crosses the axial direction of the output 
shaft, and 

a cooling-fan facing surface formed on the brush holder 
base, Wherein the cooling-fan facing surface faces 
the cooling fan, is substantially ?at, and extends 
from an inner edge of the brush holder base in the 
centrifugal direction of the cooling fan to guide the 
discharged cooling air from the cooling fan in the 
centrifugal direction of the cooling fan. 

2. The poWer tool as de?ned in claim 1, Wherein the 
housing includes a ?rst space that accommodates the electric 
motor, vents through Which the ?rst space communicates 
With the outside of the housing and a second space adjacent 
to the ?rst space to de?ne an inner space of the handgrip of 
the poWer tool body, and Wherein the brush holder base 
includes a cooling-air control element that prevents the 
cooling air from ?oWing from the ?rst space to the second 
space. 

3. The poWer tool as de?ned in claim 2, Wherein the brush 
holder base includes a plate piece formed partially along an 
outer periphery of the cooling fan at substantially the same 
curvature as said outer periphery such that the plate piece 
partially covers the outer periphery of the cooling fan in the 
radial direction to prevent the cooling fan from ?oWing from 
the ?rst space to the second space. 

4. The poWer tool as de?ned in claim 1, Wherein the brush 
holder base includes a heat conductive part connected to the 
brush holders and exposed on the cooling-fan facing surface, 
thereby alloWing heat conduction from the brush holder side 
to the cooling-fan facing surface side. 

5. The poWer tool as de?ned in claim 1, Wherein the 
cooling-fan facing surface of the brush holder base extends 
at least to the rotating outer periphery of the cooling fan 
along the centrifugal direction of the cooling fan. 

6. The poWer tool as de?ned in claim 1, Wherein four 
brushes and four brush holders are disposed on the brush 
holder base such that tWo opposed brushes and tWo opposed 
brush holders de?ne respective pairs. 

7. The poWer tool as de?ned in claim 1, Wherein the poWer 
tool is de?ned as a screWdriver or an impact driver. 

8. A poWer tool, comprising: 
a tool bit, 
a housing and an electric motor that is housed in the 

housing to drive the tool bit, 
the housing including a ?rst space that accommodates the 

electric motor, vents through Which the ?rst space 
communicates With the outside of the housing and a 
second space that is adjacent to the ?rst space and 
de?nes an inner space of the handgrip of the poWer tool 
body, the electric motor comprising: 
an output shaft connected to the tool bit 
a commutator and an armature that are ?tted onto the 

output shaft and rotate together With the output shaft, 
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brushes that supply current in sliding contact With an 
outer periphery of the commutator, 

brush holders that house the respective brushes, 
a brush holder base to Which the brush holders are 

respectively secured, 
a cooling fan that is disposed betWeen the brush holder 

base and the armature in the axial direction of the 
output shaft, the cooling fan rotating together With 
the output shaft, thereby taking in cooling air and 
discharging the cooling air in a centrifugal direction 
that crosses the axial direction of the output shaft, 

a cooling-fan facing surface formed on the brush holder 
base, Wherein the cooling-fan facing surface faces 
the cooling fan and extends ?at in the centrifugal 
direction of the cooling fan to guide the discharged 
cooling air from the cooling fan in the centrifugal 
direction of the cooling fan and 

a cooling-air control element that is formed on the 
brush holder base and prevents the cooling air from 
?oWing from the ?rst space to the second space. 

9. A poWer tool, comprising: 
a tool bit, 
a housing, and 
an electric motor that is housed in the housing and drives 

the tool bit, the electric motor comprising: 
an output shaft connected to the tool bit side, 
a commutator and an armature that are ?tted onto the 

output shaft and rotate together With the output shaft, 
brushes that supply current in sliding contact With an 

outer periphery of the commutator, 
brush holders that house the respective brushes, 
a brush holder base to Which the brush holders are 

respectively secured, 
a cooling fan that is disposed betWeen the brush holder 

base and the armature in the axial direction of the 
output shaft and rotates together With the output 
shaft, thereby taking in cooling air and discharging 
said air in a centrifugal direction that crosses the 
axial direction of the output shaft, 

a cooling-fan facing surface formed on the brush holder 
base, Wherein the cooling-fan facing surface faces 
the cooling fan, is substantially ?at, and extends 
from an inner edge of the brush holder base in the 
centrifugal direction of the cooling fan to guide the 
discharged cooling air from the cooling fan in the 
centrifugal direction of the cooling fan; and 

a heat conductive part that is formed in the brush holder 
base, the heat conductive part being connected to the 
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10 
brush holders and exposed on the cooling-fan facing 
surface, thereby alloWing heat conduction from the 
brush holder side to the cooling-fan facing surface 
side. 

10. A poWer tool comprising: 
a tool bit, 
a housing, and 
an electric motor housed in the housing to drive the tool 

bit, 
the electric motor comprising: 

an output shaft connected to the tool bit, 
a commutator and an armature that are ?tted onto the 

output shaft and rotate together With the output shaft, 
brushes that supply current in sliding contact With an 

outer periphery of the commutator, 
brush holders that house the respective brushes, 
a brush holder base to Which the brush holders are 

respectively secured, 
a cooling fan disposed betWeen the brush holder base 

and the armature in the axial direction of the output 
shaft and rotates together With the output shaft, the 
cooling fan taking in a cooling air and discharging 
the cooling air in a centrifugal direction that crosses 
the axial direction of the output shaft, and 

a cooling-fan facing surface formed on the brush holder 
base, Wherein the cooling-fan facing surface faces 
the cooling fan and extends ?at in the centrifugal 
direction of the cooling fan to guide the discharged 
cooling air from the cooling fan in the centrifugal 
direction of the cooling fan, 

Wherein the housing includes a ?rst space that accommo 
dates the electric motor, vents through Which the ?rst 
space communicates With the outside of the housing 
and a second space adjacent to the ?rst space to de?ne 
an inner space of the handgrip of the poWer tool body, 
and Wherein the brush holder base includes a cooling 
air control element that prevents the cooling air from 
?oWing from the ?rst space to the second space. 

11. The poWer tool as de?ned in claim 10, Wherein the 
brush holder base includes a plate piece formed partially 
along an outer periphery of the cooling fan at substantially 
the same curvature as said outer periphery such that the plate 
piece partially covers the outer periphery of the cooling fan 
in the radial direction to prevent the cooling fan from 
?oWing from the ?rst space to the second space. 

* * * * * 


