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residing at Mitcham, in the county'of Surrey, 
England, have invented certain newv and use 
Improvements in Locking-Nuts, of which the 
following is a' specification. 

ing device for nuts which will prove efficient, 
simple in construction, and inexpensive of. 
manufacture. 

fully set forth and claimed. 

ings, forming part of this speci?cation, and 
in which similar characters denote corre 

which— 

?rst or upperwasher.v Fig. 2 is a plan view 

Fig. 3 is a viewin elevation of a nut and 

washers in position to lock the nut. 

to be threaded on'the bolt. 

ing on the size of the nut, has a circular ap 
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T0 (ZZZ-1077107711 it may concern: 
Be it known that .I, ALBERT THOMAS 

HUGHES, a subject of the King of England, 

The object of the invention is to provide a 
nut-lock consisting of a series of washers hav 
ing interlocking tongues. Furthermore, the 
object of the invention is to provide a lock 

With the foregoing and other objects in 
view the invention consists in the details of 
construction and in the arrangement and 
combination of parts, as hereinafter more 

In describing the invention in detail referf 
ence will be had to the accompanying draw 

sponding parts in the several views, and in 

Figure l is a plan view and section of the 

and section of the second or middle washer. 

threaded end of a bolt, showing the three 
' Fig. 4c is 

a plan view of the third or lower washer with 
a lug. Fig. 5 is a plan view showing the third? 
washer without a lug. Figs. 6 and 7 are modi~ 
?ed views of the upper and middle washer. 
In the drawings, 1) indicates a threaded por 

tion of a bolt, and a the nut, which is adapted 
An upper washer 

c, which can be of any form desired,but prefer 
ably of a circular form,-the diameter depend 

erture in its center corresponding to the size of 
the bolt to which it is to be applied. At each 
side and intermediate its peripheral edge and 
aperture I provide two rectangular slots cl d, 
which in length are made to correspond with 
the length of the sides of the nut. 
The central washer e is preferably of the 

same shape and diameter as the upper washer 

Serial No. 111,656.. (No model.) 

and is provided with a similar aperture in its 
center, but instead of providing slots midway ' 
between the peripheral edge and aperture, as 
was done in the ?rst-named washer, I cut or 
punch three sides of a slot entirely through 
the washer,"but leave one side uncut. I then 
bend the cut portion at right angles to the 
surface of the washer, thus forming tongues 
f f on each side of the central aperture of the 
washer. These tongues are cut and bent so 
that they will extend through the rectangular 
slots in the washer c and have their contiguous 
sides seated against the side of the nut. Two 
spring-?ngers g g are formed on the washer 
e by cutting three sides of a slot through the 
washer and bending the portion so cut down 
ward. - 

A plate his provided with a lug on its outer 
peripheral surface and with a central aperi 
ture and having an aperture of a smaller 
diameter a predetermined distance apart 
around its solid portion between the central 
aperture and outer edge. 
The construction, operation, and advan 

tages, it is thought, will be understood from 
the foregoing description, it being noted that 
various changes may be made in the propor 
tions and details of construction without de— 
parting from the scope of the invention. 
Having fully described my invention, what 

‘ I claim as new, and desire to obtain by Letters 
Patent, is— - I 

In anut-lock, a washer having a central 
openingand slots at the sides of the central 
opening, a second washer having flanges ?t 
ting in the slots of the ?rst-named washer, 

V andspring-tongues with tangs extending on 
the opposite side, a third washer having a 
series of concentrically-arranged apertures 
to receive the tangs of the spring-tongues and 
means on the third washer for preventing its 
rotation. > 

In testimony whereof I a?ix my signature 
in the presence of two witnesses. , 

ALBERT THOMAS HUGHES. 

WVitnesses : 

- S. S. BROMHEAD, 
HY. FAIRBROTHER. 
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