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METHOD AND APPARATUS FOR 
TRANSMITTING DATA IN A TIME DIVISION 

DUPLEXED (TDD) COMMUNICATION 
SYSTEM 

CLAIM OF PRIORITY UNDER 35 U.S.C. § 120 

The present Application for Patent is a continuation of 
patent application Ser. No. 09/887,225 entitied “METHOD 
AND APPARATUS FOR TRANSMITTING DATA IN A 
TIME DIVISION DUPLEXED (TDD) COMMUNICA 
TION SYSTEM” ?led Jun. 22, 2001, noW issued as US Pat. 
No. 7,027,523, and assigned to the assignee hereof and 
hereby expressly incorporated by reference herein. 

BACKGROUND 

1. Field 
The present invention relates generally to data commu 

nication, and more speci?cally to techniques for processing 
data for transmission in a time division duplexed (TDD) 
communication system. 

2. Background 
Amulti-channel communication system is often deployed 

to provide increased transmission capacity for various types 
of communication such as voice, data, and so on. Such a 
multi-channel system may be a multiple-input multiple 
output (MIMO) communication system, an orthogonal fre 
quency division modulation (OFDM) system, a MIMO 
system that utiliZes OFDM, or some other type of system. A 
MIMO system employs multiple transmit antennas and 
multiple receive antennas to exploit spatial multiplexing to 
support a number of spatial subchannels, each of Which may 
be used to transmit data. An OFDM system effectively 
partitions the operating frequency band into a number of 
frequency subchannels (or frequency bins or subbands), 
each of Which is associated With a respective sub-carrier on 
Which data may be modulated. A multi-channel communi 
cation system thus supports a number of “transmission” 
channels, each of Which may correspond to a spatial sub 
channel in a MIMO system, a frequency subchannel in an 
OFDM system, or a spatial subchannel of a frequency 
subchannel in a MIMO system that utiliZes OFDM. 
The transmission channels of a multi-channel communi 

cation system typically experience dilferent link conditions 
(e. g., due to different fading and multipath effects) and may 
achieve different signal-to-noise-plus-interference ratios 
(SNRs). Consequently, the transmission capacities (i.e., the 
information bit rates) that may be supported by the trans 
mission channels for a particular level of performance may 
be different from channel to channel. Moreover, the link 
conditions typically vary over time. As a result, the bit rates 
supported by the transmission channels also vary With time. 
A time division duplexed (TDD) communication system 

transmits data on the forWard and reverse links via the same 
frequency band. The forWard link refers to transmission 
from a base station to a terminal and the reverse link refers 
to transmission from the terminal to the base station. In the 
TDD system, the transmission time is partitioned into time 
slots, and some of the time slots are allocated for forWard 
link transmission and remaining time slots are allocated for 
reverse link transmission. Because the forWard and reverse 
links share the same frequency band, the characteristics of 
the forWard link may be estimated by measuring the char 
acteristics of the reverse link, and vice versa. This reciproc 
ity property of the forWard and reverse link propagation may 
be used to more easily characteriZe the communication link. 
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2 
Given the above, techniques that can be used to (l) exploit 

the reciprocal property of the forWard and reverse links in a 
TDD communication system and (2) process data for trans 
mission on multiple transmission channels With different 
capacities to achieve high performance are highly desirable. 

SUMMARY 

Aspects of the invention provide various techniques to 
process data for transmission in a time division duplexed 
(TDD) communication system. In one aspect, the frequency 
response of a forWard link is estimated at a base station 
based on reverse link transmissions (e.g., pilot references) 
from a terminal. Initially, an overall transfer function, Hf(u)), 
of a forWard link transmission from the base station to the 
terminal and an overall transfer function, H,(u)), of a reverse 
link transmission on the reciprocal reverse link from the 
terminal to the base station are used to derive a calibration 
function, a(u)), Which is descriptive of the difference 
betWeen the forWard and reverse transfer functions. Prior to 
a data transmission on the forWard link, the base station 
determines the reverse transfer function based on the pilot 
references transmitted by the terminal. The base station then 
“calibrates” the reverse transfer function With the calibration 
function to derive an estimate of the forWard transfer func 
tion, Which is then used to precondition modulation symbols 
prior to transmission to the terminal. 

In another aspect, the terminal estimates the “quality” of 
the forWard link and provides this information to the base 
station. The forWard link quality may be quanti?ed by a 
signal-to-noise-plus-interference ratio (SNR), a noise-plus 
interference, or some other measurement. The forWard link 
quality may be estimated at the terminal based on pilot 
reference, packet data, or some other signals transmitted on 
the forWard link. The forWard link quality estimate is then 
represented in a particular form and sent to the base station, 
Which then uses the information to properly code and 
modulate data prior to transmission such that the transmitted 
data can be received by the terminal at the desired level of 
performance. 
The techniques described herein may be applied for data 

transmission on the forWard and reverse links. The invention 
further provides methods, systems, and apparatus that imple 
ment various aspects, embodiments, and features of the 
invention, as described in further detail beloW. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The features, nature, and advantages of the present inven 
tion Will become more apparent from the detailed descrip 
tion set forth beloW When taken in conjunction With the 
draWings in Which like reference characters identify corre 
spondingly throughout and Wherein: 

FIG. 1 is a diagram of a time division duplexed (TDD) 
communication system capable of implementing various 
aspects and embodiments of the invention; 

FIG. 2 is a How diagram of an embodiment of a process 
to derive a calibration function and to precondition modu 
lation symbols prior to transmission; 

FIGS. 3A and 3B shoW a block diagram of a speci?c 
design of a transmitter unit Within a base station, Which 
utiliZes MIMO and OFDM and is capable of processing data 
in accordance With an embodiment of the invention; and 

FIG. 4 is a block diagram of a speci?c design of a receiver 
unit Within a terminal, Which is capable of receiving data in 
accordance With an embodiment of the invention. 
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DETAILED DESCRIPTION 

FIG. 1 is a diagram of a time division duplexed (TDD) 
communication system 100 capable of implementing vari 
ous aspects and embodiments of the invention. System 100 
may be a Wireless local area network (LAN) or some other 
type of system, and includes a base station 110 in commu 
nication With one or more terminals 150 (only one terminal 
is shoWn for simplicity). System 100 transmits data on the 
forWard and reverse links in a time division duplexed 
manner via the same frequency band. For the TDD system, 
the transmission time is partitioned into time slots, and some 
of the time slots are allocated for forWard link transmission 
and remaining time slots are allocated for reverse link 
transmission. For example, the forWard and reverse links 
may be allocated alternating time slots. 

The techniques described herein may be applied for data 
transmission on the forWard and reverse links. HoWever, for 
clarity, various aspects and embodiments of the invention 
are speci?cally described beloW for the forWard link trans 
mission. 

System 100 supports one or more transmission channels 
on each of the forWard and reverse links, and some or all of 
the available transmission channels may be used for data 
transmission at any given moment. The number of trans 
mission channels on the forWard link needs not be equal to 
the number of transmission channels on the reverse link. 
Multiple transmission channels may be provided via mul 
tiple-input multiple-output (MIMO), orthogonal frequency 
division modulation (OFDM), MIMO in combination With 
OFDM, or some other constructs. System 100 may also 
implement code division multiple access (CDMA), time 
division multiple access (TDMA), frequency division mul 
tiple access (FDMA), or some other multiple access tech 
niques. Multiple access techniques can be used to support 
concurrent communication With a number of terminals. 
A MIMO system employs multiple (N T) transmit antennas 

and multiple (N R) receive antennas for data transmission. A 
MIMO channel formed by the NT transmit and NR receive 
antennas may be decomposed into NC independent channels, 
With Ncémin {NFNR}. Each of the NC independent chan 
nels is also referred to as a spatial subchannel of the MIMO 
channel and corresponds to a dimension. 
An OFDM system effectively partitions the operating 

frequency band into a number of (N F) frequency subchan 
nels (i.e., frequency bins or subbands). At each time slot, a 
modulation symbol may be transmitted on each of the NF 
frequency subchannels. Each time slot corresponds to a 
particular time interval that may be dependent on the band 
Width of the frequency subchannel. 

System 100 may be operated to transmit data via one or 
more transmission channels on each of the forWard and 
reverse links. If MIMO is employed but not OFDM, there is 
typically only one frequency subchannel and each spatial 
subchannel may be referred to as a transmission channel. If 
OFDM is employed but not MIMO, there is only one spatial 
subchannel for each frequency subchannel and each fre 
quency subchannel may be referred to as a transmission 
channel. And if both MIMO and OFDM are employed, each 
spatial subchannel of each frequency subchannel may be 
referred to as a transmission channel. 

The techniques described herein may be applied to TDD 
systems employing one or more transmission channels. For 
clarity, various aspects are described beloW in Which the 
TDD system employs MIMO and OFDM, although neither 
MIMO nor OFDM is necessary to implement the inventive 
techniques described herein. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
As shoWn in FIG. 1, system 100 may be operated to 

employ a combination of antenna, frequency, and temporal 
diversity to increase spectral e?iciency, improve perfor 
mance, and enhance ?exibility. In an aspect, base station 110 
can be operated to estimate the characteristics of the com 
munication link betWeen the base station and terminal and to 
derive channel state information (CSI) indicative of the 
estimated link characteristics. Base station 110 can then be 
operated to adjust the processing (e.g., encoding, modula 
tion, and preconditioning) of data prior to transmission to 
terminal 150 based on the CSI derived at the base station 
and/or the CSI provided to the base station (e.g., from the 
terminal). 
At base station 110, a data source 112 provides packet 

data (i.e., information bits) to a transmit (TX) data processor 
114, Which (I) encodes the packet data in accordance With 
a particular encoding scheme, (2) interleaves (i.e., reorders) 
the encoded data based on a particular interleaving scheme, 
(3) channeliZes the interleaved data and pilot data on their 
respective code channels (if code division multiplexing is 
used), and (4) maps the channeliZed packet and pilot data 
into modulation symbols for one or more transmission 
channels used for data transmission. The encoding increases 
the reliability of the data transmission. The interleaving 
provides time diversity for the coded bits, permits the data 
to be transmitted based on an average signal-to-noise-plus 
interference-ratio (SNR) for the transmission channels used 
for the data transmission, combats fading, and further 
removes correlation betWeen the coded bits used to form 
each modulation symbol. The interleaving may further pro 
vide frequency diversity if the coded bits are transmitted 
over multiple frequency subchannels. The channelization 
alloWs the packet and pilot data to be separated at the 
terminal. 

In an aspect, the coding, interleaving, and symbol map 
ping (or any combination thereof) may be performed based 
on the CSI available to base station 110, as indicated in FIG. 
1. The encoding, interleaving, and symbol mapping at base 
station 110 may be performed based on numerous schemes, 
some of Which are described in further detail beloW. 
A TX channel processor 120 receives and demultiplexes 

the modulation symbols from TX data processor 114 and 
further preconditions the modulation symbols as described 
beloW. If MIMO employed, TX channel processor 120 
provides a stream of preconditioned modulation symbols for 
each antenna used for data transmission. If OFDM is 
employed, TX channel processor 120 provides a stream of 
preconditioned modulation symbol vectors for each antenna 
used for data transmission, one vector for each time slot With 
each vector including one modulation symbol for each 
frequency subchannel. Each stream is then received and 
modulated by a respective modulator (MOD) 122 and trans 
mitted via an associated antenna 124. 

At terminal 150, one or more antennas 152 receive the 
transmitted signals and each antenna provides a respective 
received signal to an associated demodulator (DEMOD) 
154. Each demodulator 154 performs processing comple 
mentary to that performed at modulator 122. The received 
modulation symbols from all demodulators 154 are then 
provided to a receive (RX) channel processor 156, Which 
performs receiver processing complementary to the process 
ing performed by TX channel processor 120. RX channel 
processor 156 provides recovered modulation symbols to a 
RX data processor 158, Which processes the symbols to 
recover the transmitted data streams. RX data processor 158 
performs processing complementary to that performed by 
TX data processor 114. The decoded data is then provided to 
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a data sink 160. The processing by base station 110 and 
terminal 150 is described in further detail below. 

The one or more transmission channels available to 

system 100 typically experience different link conditions 
(e. g., due to different fading and multipath effects) and may 
achieve different SNRs. Consequently, the capacity of the 
transmission channels may differ from channel to channel. 
This capacity may be quanti?ed by the information bit rate 
(i.e., the number of information bits per modulation symbol) 
that may be transmitted on each transmission channel for a 
particular level of performance (e.g., a particular bit error 
rate (BER) or packet error rate (PER)). Since the link 
conditions typically vary With time, the supported informa 
tion bit rates for the transmission channels also vary With 
time. 

To more fully utilize the capacity of the transmission 
channels, channel state information (CSI) descriptive of the 
forWard link may be determined and used to process (e.g., 
encode, modulate, and precondition) data such that the 
transmitted information bit rates match the transmission 
capacities of the transmission channels. The CSI may 
include various types of information and may be derived 
and/or provided in various forms, some of Which are 
described beloW. 
One type of CSI relates to the “quality” of the forWard 

link. This quality may be quanti?ed by the SNRs of indi 
vidual transmission channels or an average SNR of each 
group of transmission channels, the rates or average rate 
supported by the channels, and coding and modulation 
schemes supported by the channels, and so on, as described 
beloW. Information descriptive of the forWard link quality 
may be used to properly code and modulate data prior to 
transmission such that the transmitted data may be recovered 
by the terminal With the desired level of performance (1% 
PER). Estimation and use of the forWard link quality is 
described in further detail beloW. 

Another type of CSI relates to the “response” of the 
forWard link. This response may be quanti?ed by the ampli 
tude and phase across the entire operating frequency band 
for the propagation path betWeen each transmit-receive 
antenna pair used for data transmission. Information 
descriptive of the forWard link response may be used to 
precondition modulation symbols prior to transmission to 
orthogonalize the spatial subchannels, Which may improve 
performance. Characterization of the forWard link response 
and preconditioning of the modulation symbols are also 
described in further detail beloW. 

Various types of transmission may be used to characterize 
the forWard link response and to estimate the forWard link 
quality. For example, pilot data (i.e., data of a knoWn pattern 
such as a sequence of all zeros), packet data, signaling, and 
possibly other types of transmission may be used. For 
clarity, various aspects and embodiments of the invention, 
including the characterization of the forWard link response 
and the estimation of the quality of the forWard link, are 
described beloW based on the use of pilot reference. 

Characterization of Forward Link Response 

For a TDD communication system, a single frequency 
band is used for both the forWard and reverse links, and the 
propagation paths for the forWard and reverse links are 
reciprocal. In this case, the characteristics of the forWard 
link may be estimated based on measurements of the reverse 
link, and vice versa, if the time-variant changes in the 
communication link are sloW relative to the difference 
betWeen the time the link is estimated and the time the 
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6 
estimates are used. For example, if the forWard and reverse 
links are assigned altemating time slots, then the time slots 
should be short enough so that the communication link does 
not change appreciably betWeen the time slot in Which the 
link is characterized and the time slot in Which the link 
characterization is applied for a data transmission. 

In accordance With an aspect of the invention, the 
response of the forWard link is estimated at the base station 
based on reverse link transmissions from the terminal. An 
overall transfer function, Hf(u)), of a forWard link transmis 
sion from the base station to the terminal and an overall 
transfer function, H,(u)), of a reverse link transmission on 
the reciprocal reverse link from the terminal to the base 
station may be expressed as: 

Where 
Tf(u)) is a transfer function for the aggregate processing 

at the base station for the forWard link transmission 
(e.g., the transfer function for TX channel processor 
120 and modulator 122 Within base station 110 in FIG. 

1); 
Rf(u)) is a transfer function for the aggregate processing 

at the terminal for the forWard link transmission (e.g., 
the transfer function for demodulator 154 and RX 
channel processor 156 Within terminal 150 in FIG. 1); 

C(00) is the channel frequency response (e.g., for a par 
ticular propagation path or transmit-receive antenna 

Pair); 
T,(u)) is a transfer function for the aggregate processing at 

the terminal for the reverse link transmission (e.g., the 
transfer function for TX channel processor 162 and 
modulator 154 Within terminal 150 in FIG. 1); and 

R,(u)) is a transfer function for the aggregate processing 
at the base station for the reverse link transmission 
(e.g., the transfer function for demodulator 122 and RX 
channel processor 132 Within base station 110 in FIG. 

1). 
H,(u)) may be determined at the base station based on 

pilot reference transmitted from the terminal on the reverse 
link. Similarly, Hf(u)) may be determined at the terminal 
based on pilot reference transmitted from the base station on 
the forWard link, and may be subsequently provided to the 
base station. 
As noted above, the forWard and reverse links for a TDD 

system are generally reciprocal. Thus, if the signal process 
ing (e.g., ?ltering) at the base station and terminal for the 
forWard link transmission is identical to the signal process 
ing at the terminal and base station for the reverse link 
transmission, then both the base station and terminal can 
measure identical transfer functions (i.e., Hf(u)):H,(u))), 
except for errors induced by estimation and imperfect cali 
bration. HoWever, in a practical implementation, the forWard 
transfer function, Hf(u)), may not be identical to the reverse 
transfer function, H,(u)). This may be due to, for example, 
different signal processing elements used at the base station 
and terminal for the forWard and reverse link transmissions. 
For example, the frequency response of the transmit and 
receive ?lters for the forWard link transmission may be 
different from the frequency response of the transmit and 
receive ?lters for the reverse link transmission. 

In accordance With an aspect of the invention, the differ 
ence betWeen the forWard and reverse transfer functions for 
the forWard and reverse link transmissions is determined and 
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used to more accurately estimate the forward transfer func 
tion at the base station, Which may provide improved 
performance. Initially, the base station determines the 
reverse transfer function, H,(u)), based on the pilot reference 
transmitted by the terminal. The terminal also determines the 
forWard transfer function, Hf(u)), based on the pilot refer 
ence transmitted by the base station. The terminal then sends 
information indicative of the forWard transfer function, 
Hf(u)), back to the base station, Which then uses the infor 
mation to perform a calibration. Since the signal processing 
at the base station and terminal typically does not change 
appreciably during a communication session, H JC(00), may be 
reported at the start of the session and may be updated 
thereafter, as necessary. 
A calibration function, a(u)), may then be derived based 

on the forWard and reverse transfer functions, as folloWs: 

my) Eq (2) 

In equation (2), it is assumed that there are no Zeros in the 
reverse transfer function, H,(u)), so that division by Zero is 
not encountered. The calibration function, a(u)), typically 
includes a set of complex values for a set of frequencies. 

If MIMO is employed, then the calibration function may 
be derived based on the pilot transmitted on a particular 
propagation path (i.e., a particular transmit-receive antenna 
pair). If OFDM is employed, then the calibration function 
may be derived based on the pilot transmitted on all or a 
subset of the NF frequency subchannels. In this case, the 
calibration function, a(k), may be expressed as a function of 
k, the index of the frequency subchannels and Would typi 
cally include NF complex values for the NF frequency 
subchannels. 
The signal processing at both the base station and terminal 

may be a function of frequency, and a calibration function is 
typically derived for each propagation path (i.e., each trans 
mit-receive antenna pair). The calibration function for 
propagation path (i, j, k) (i.e., the path for the k-th frequency 
subchannel from the i-th terminal antenna to the j-th base 
station antenna) may be expressed as: 

For example, if there are tWo transmit antennas and tWo 
receive antennas, then four calibration functions may be 
derived, one for each of the four transmit-receive antenna 
pairs. 

Prior to a data transmission from the base station to the 
terminal, the forWard link response may be characterized at 
the base station based on the pilot reference transmitted on 
the reverse link. In an embodiment, the forWard link 
response characterization entails estimating the response of 
each transmit-receive antenna pair of each frequency sub 
channel (i.e., each propagation path). A reverse transfer 
function h,(i,j,k) for propagation path (i,j,k) may be 
expressed as: 
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8 
This reverse transfer function h,(i,j,k) may be obtained by 
processing and measuring the pilot reference transmitted on 
propagation path (i,j,k). 

The base station can then estimate the forWard transfer 
function, hf(i,j,k), for propagation path (i,j,k) by multiplying 
the reverse transfer function, h,(i,j,k), With the calibration 
coef?cient, a(i,j,k), as folloWs: 

The forWard transfer functions, hf(i,j,k), for all propaga 
tion paths may then be used to form one or more channel 
response matrices Hf(k). Typically, one channel response 
metric Hf(k) is formed for each frequency subchannel. Each 
channel response matrix Hf(k) comprises an NI><NR matrix 
of forWard transfer functions hf(i,j,k), Where léiéNR and 
l§j§NT, for the NT~NR transmit-receive antenna pairs for 
the k-th frequency subchannel. Each channel response 
matrix Hf(k) may then be used to derive Weights, Which are 
then used to precondition the modulation symbols for the 
k-th frequency subchannel, as described beloW. 

For each frequency subchannel, an eigenvector decom 
position of a Hermitian matrix formed by the product of the 
channel response matrix Hf With its conjugate-transpose 
HfH can be expressed as: 

HfHHfIEAEH, Eq (4) 

Where E is an eigenvector matrix and A is a diagonal matrix 
of eigenvalues, both of dimension NfxNp and the symbol 
“H” denotes the conjugate-transpose. The base station pre 
conditions a vector of NC modulation symbols, b, for each 
time slot using the eigenvector matrix E, as folloWs: 

3:15p. Eq (5) 

The preconditioning in equation (5) can be more fully 
expressed as: 

x1 611, 612, ellvc b1 Eq (6) 

x2 621 , 622, ezlvc b2 
: . . ' 5 

XNT 6M1, 6M1, '" QNTNC bNc 

Where [bl, b2, . . . b NC] are the modulation symbols for spatial 
subchannels 1, 2, . . . NC, respectively, Where Ncémin 

{NT’ NR}; 
elj are elements of the eigenvector matrix E, Which is 

descriptive of the transmission characteristics from the 
base station antennas to the terminal antennas; and 

[x1, x2, . . . xNT] are the preconditioned modulation 
symbols, Which can be expressed as: 

Since HHH is Hermitian, the eigenvector matrix E is unitary. 
Thus, if the elements of the vector b have equal poWer, the 
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elements of the vector x (i.e., the preconditioned modulation 
symbols) also have equal poWer. 
As shoWn in equations (5) and (6), for each frequency 

subchannel, the NC modulation symbols at each time slot are 
preconditioned to generate NT preconditioned modulation 
symbols. The preconditioning or‘thogonaliZes the modula 
tion symbol streams transmitted on the NC spatial subchan 
nels, Which may improve performance. 

FIG. 2 is a How diagram of a process to derive the 
calibration function and to precondition modulation symbols 
prior to transmission on the forWard link, in accordance With 
an embodiment of the invention. Initially (e.g., at the start of 
a communication session betWeen a base station and a 
terminal), the terminal measures the forWard transfer func 
tion, Hf(u)), and sends it back to the base station, at step 212. 
The base station also measures the reverse transfer function, 
H,(u)), at step 214. The forWard and reverse transfer func 
tions, Hf(u)) and H,(u)), are then used by the base station to 
derive the calibration function, a(u)), as shoWn in equation 
(2), at step 216. Steps 212 through 216 may be performed 
prior to the ?rst data transmission from the base station to 
the terminal, and may also be performed thereafter as needed 
during the communication session. 
A determination is then made Whether or not there is a 

data transmission for the terminal, at step 218. If there is no 
data to transmit, then the process returns to step 218 and 
Waits (e.g., until the next time slot for the forWard link). 
OtherWise, if there is data to transmit, the base station 
measures the reverse transfer function, H,(u)), at step 220. 
The base station then derives the forWard transfer function, 
Hf(u)), based on the reverse transfer function, H,(u)), and the 
calibration function, a(u)), as shoWn in equation (3), at step 
222. The forWard transfer function, Hf(u)), is then used to 
process data prior to transmission to the terminal, at step 
224. More particularly, the forWard transfer function, Hf(u)), 
is used to derive the eigenvector matrix E, as shoWn in 
equation (4), Which is then used to precondition the modu 
lation symbols, as shoWn in equations (5) and (6). The 
process then returns to step 218 and Waits for the next data 
transmission (or the next time slot). 

Receiver Processing 

The received signals at the terminal may be expressed as: 

Where n is the channel noise. 
To recover the transmitted modulation symbols, the ter 

minal initially performs a channel-matched-?lter operation, 
folloWed by a multiplication by the right eigenvector matrix. 
The result of the channel-matched-?lter and multiplication 
operations is a vector y, Which can be expressed as: 

Where n is the noise term after the receiver processing at the 
terminal. The channel response matrix, Hf, for the forWard 
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10 
link used to perform the channel-matched-?lter operation 
may be determined at the terminal based on the pilot 
reference transmitted from the base station. As shoWn in 
equation (8), the resultant vector y is a scaled version of the 
vector b, Which includes the modulation symbols prior to the 
preconditioning With the eigenvector matrix E at the base 
station. The scaling betWeen the vectors b and y is based on 
the eigenvalues in the matrix A. 
The noise term n after the receiver processing has a 

covariance that can be expressed as: 

Where is the expectation operation. From equation (9), 
the noise components for the spatial subchannels, after the 
receiver processing at the terminal, are independent With 
variances given by the eigenvalues. If the elements of b have 
equal poWer and if E{@H}:I, then the SNR of the i-th 
component of the vector y (i.e., the i-th spat subchannel) is 
Al, Which is the i-th diagonal element of the matrix A of 
eigenvalues. 

Pilot Transmission Schemes 

Various schemes may be used to transmit a pilot reference 
from a transmitter unit (e.g., a terminal) to a receiver unit 
(e.g., a base station) to alloW the receiver unit to characteriZe 
the communication link. The pilot reference is typically 
transmitted from all or a subset of the antennas at the 
transmitter unit and on a suf?cient number of frequency 
subchannels such that an accurate characteriZation of the 
communication link can be made. The transmitted pilot 
reference is received by all antennas at the receiver unit and 
processed to characteriZe the link response. 
The particular pilot transmission scheme to be used may 

be selected based on various system constraints and consid 
erations. The transmission scheme used for the reverse link 
may not be the same as that used for the forWard link. As an 
example, the forWard link may support MIMO Whereas the 
reverse link may only support single-input multiple-output 
(SIMO), in Which case the pilot transmission scheme should 
account for this difference. Some schemes for transmitting 
the pilot reference on the reverse link from the terminal to 
the base station are described beloW. 

In one pilot transmission scheme, the terminal transmits 
the pilot reference continuously (i.e., in all time slots allo 
cated for the reverse link) from all antennas and on a 
suf?cient number of subchannels. The pilot reference may 
be transmitted along With other packet data. For this scheme, 
the pilot reference is readily available to the base station for 
channel characteriZation at all times. 

If the pilot reference is transmitted from multiple antennas 
on a particular frequency subchannel (there may be only one 
frequency subchannel if OFDM is not employed) in a given 
time slot, then the pilot transmitted on different antennas 
should be orthogonal to each other. This Would then alloW 
the base station to recover the individual pilot reference 
transmitted on each antenna. In a single-carrier system, 
orthogonality may be achieved by transmitting the pilot on 
a different code channel from each antenna (e.g., covering 
the pilot data for each antenna With a different Walsh code). 



US 7,333,560 B2 
11 

If OFDM is employed, the frequency response of the 
communication link may be determined for a subset of the 
frequency subchannels instead of all frequency subchannels. 
For example, if NF frequency subchannels and NR antennas 
are available at the terminal, then the pilot reference may be 
transmitted on NF/NR frequency subchannels of each of the 
NR antennas. The NF/NR frequency subchannels used for 
pilot transmission on each antenna are selected such that an 

accurate estimate of the frequency response may be made. 
For example, the pilot reference may be transmitted on 
frequency subchannels that are spaced over the entire fre 
quency band and are NR channels apart. The NF/NR fre 
quency subchannels for each antenna may be staggered (i.e., 
offset) relative to those of other antennas. In general, the 
number of frequency subchannels selected for pilot trans 
mission for each antenna should be suf?cient to alloW for an 
accurate sampling of the spectrum of the communication 
link. The frequency domain sampling alloWs the forWard 
link response to be estimated using feWer pilot transmis 
s1ons. 

In another pilot transmission scheme, the terminal trans 
mits a pilot reference in a time division multiplexed (TDM) 
manner from all antennas and on all or a subset of the 
frequency subchannels. For example, the pilot reference 
may be transmitted on all or a subset of the frequency 
subchannels from one antenna at each available time slot in 
a sequential manner (e.g., in a round-robin manner). Thus, 
the pilot reference may be transmitted from antenna 1 at a 
particular time slot, from antenna 2 at the next available time 
slot, and so on. Numerous other TDM schemes may also be 
used to transmit the pilot reference from the terminal. 

In yet another pilot transmission scheme, multiple termi 
nals are able to concurrently transmit pilot references at the 
same time via code division multiplexing (CDM). For 
example, terminal 1 may transmit the pilot reference on a 
?rst set of code channels (from all or a subset of the 
antennas), terminal 2 may transmit the pilot reference on a 
second set of code channels, and so on. The code channels 
are designed to be orthogonal to each other so that the pilot 
references from different terminals can be individually 
recovered at the base station, Which then alloWs the base 
station to characterize the forWard link response for each of 
the terminals. 

In yet another pilot transmission scheme, multiple termi 
nals are able to concurrently transmit pilot references at the 
same time via time division multiplexing (TDM). In an 
implementation, one terminal may be designated to transmit 
pilot reference on the reverse link at any given time slot. In 
a ?rst embodiment, the pilot transmissions on the reverse 
link are scheduled by the base station using a scheme such 
as polling. Whenever the base station needs to transmit data 
to a particular terminal, that terminal is noti?ed prior to the 
data transmission. The terminal then transmits pilot refer 
ence on all or a subset of the frequency subchannels and 
from all or a subset of the antennas to alloW the base station 
to characterize the forWard link for this terminal. In a second 
embodiment, the terminals are assigned ?xed time slots for 
pilot transmission. For example, terminal 1 may be assigned 
to transmit the pilot reference in every n-th time slot starting 
With a particular time slot (from all or a subset of the 
antennas and on all or a subset of the frequency subchan 
nels), terminal 2 may be assigned to transmit the pilot 
reference on every n-th time slot starting With the next 
available time slot, and so on. For TDM pilot transmission 
schemes, the time slots are assigned to the terminals such 
that the forWard link can be characterized close to the time 
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12 
of actual data transmission on the forWard link. In this Way, 
accurate forWard link characterization may be obtained. 

In yet another pilot transmission scheme, multiple termi 
nals are able to concurrently transmit pilot references at the 
same time via frequency division multiplexing (FDM). For 
example, at time slot n, terminal 1 may transmit the pilot 
reference on frequency subchannel 1 (from all or a subset of 
the antennas), terminal 2 may transmit the pilot reference on 
frequency subchannel 2, and so on. 
As described above, the forWard link frequency response 

for each terminal may be sampled using a subset of the 
frequency subchannels. For example, NX terminals may be 
designated to transmit pilot references on NF frequency 
subchannels, and each terminal may be allocated NPJNX 
frequency subchannels for pilot transmission. The NF/NX 
frequency subchannels for each terminal are selected such 
that an accurate estimate of the frequency response may be 
made. The pilot reference may be transmitted on frequency 
subchannels that are spaced over the entire frequency band 
and are NX channels apart. 

Using the techniques described above, the base station is 
able to characterize the response of the forWard link based 
on the pilot reference transmitted by the terminal. This 
characterization typically includes estimates of the fre 
quency response for the communication link (e.g., the 
MIMO channel). This information may be used to orthogo 
nalize the spatial subchannels, as described above. 

In some other embodiments, the forWard link is charac 
terized at the terminal based on the pilot transmitted from the 
base station. The forWard link characterization is then sent 
back to the base station, Which then uses the information to 
process data (e. g., precondition the modulation symbols) for 
the forWard link transmissions. 

Forward Link Quality Estimate/Coding and 
Modulation Scheme 

In accordance With another aspect of the invention, the 
terminal estimates the “quality” of the forWard link and 
provides this information to the base station. The forWard 
link quality may be quanti?ed by the SNR, the noise-plus 
interference, or some other measurement. The SNR may be 
estimated for each transmission channel, each transmit 
receive antenna pair, or for groups of these transmission 
channels or antenna pairs. The forWard link quality may be 
estimated based on the pilot reference, data, or some other 
signals transmitted on the forWard link. The forWard link 
quality estimate is then represented in a particular form and 
sent to the base station, Which then uses the information to 
properly code and modulate data prior to transmission such 
that the transmitted data can be received by the terminal at 
the desired level of performance (e.g., 1% PER). 

In an embodiment, one coding and modulation scheme is 
used for all transmission channels to be used for the forWard 
link transmission. In this case, the terminal can estimate the 
average SNR across all transmission channels and report this 
average SNR to the base station. For example, the terminal 
can process the pilot reference received on each antenna and 
estimate the SNR for each propagation path, and may further 
derive the average SNR from the individual SNRs. Report 
ing the average SNR instead of the individual SNRs can 
signi?cantly reduce the amount of information to be sent 
back to the base station. 

In another embodiment, a number of data streams may be 
transmitted on a number of groups of transmission channels. 
Each data stream may be independently processed (i.e., 
coded and modulated) With a particular coding and modu 
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lation scheme, or multiple data streams may share a common 
coding and modulation scheme. Each group of channels may 
include any number and type of transmission channels. For 
example, one group may be de?ned for each antenna at the 
base station, With each group including all frequency sub 
channels for the associated antenna. As another example, 
one group may be de?ned for each frequency subchannel, 
With each group including all spatial subchannels for the 
associated frequency subchannel. As yet another example, 
one group may be de?ned for each different subset of 
frequency subchannels, With each group including all spatial 
subchannels for the associated frequency subchannels. 
Alternatively, each group may include one transmission 
channel. 

The forWard link quality may be reported to the base 
station via various forms. In an embodiment, the SNRs for 
the individual transmission channels or an average SNR for 
each group of channels may be determined and reported. In 
another embodiment, the terminal can map the estimated 
SNR to a particular rate (e.g., a data rate indicator (DRI)) 
and send the rate information back to the base station. The 
rate indicator may be indicative of the maximum data rate 
that may be transmitted on the corresponding group of 
transmission channels for the required level of performance. 
In yet another embodiment, the terminal may report an 
indication of a particular coding and modulation scheme to 
be used by the base station for each data stream to be 
independently processed. In yet another embodiment, the 
noise or interference poWer for all or a single frequency 
subchannel, the average channel noise variance, or some 
other measurement, may be reported. Various other forms 
may also be used to report the forWard link quality and are 
Within the scope of the invention. In general, the terminal 
may report any type of information that can be used at the 
base station to properly code and modulate data prior to 
transmission on the forWard link. 

The terminal can thus estimate the forWard link quality for 
each group of transmission channels and report information 
indicative of the estimated quality (e.g., the average SNR, a 
rate indicator, or an indication of a coding and modulation 
scheme) to the base station. By reporting information for 
each group, the base station is able to individually and 
independently code and modulate each data stream based on 
the received information for the associated group of trans 
mission channels, Which may provide improved perfor 
mance. For example, the base station may be able to transmit 
different data streams on different antennas, With each data 
stream having a particular bit rate supported by the trans 
mission channels used to transmit the data stream. 

In certain embodiments, the forWard link quality can be 
estimated at the base station based on the pilot reference 
transmitted by the terminal. Because the forWard and reverse 
links are reciprocal, the quality of the forWard link can be 
estimated based on the quality of the reverse link, Which can 
be estimated by the base station. Initially, the base station 
can estimate the SNR (e.g., average SNR) for the reverse 
link based on the pilot reference transmitted by the terminal 
(i.e., the same pilot reference used to derive the reverse 
channel response matrix H, at the base station). The base 
station is able to estimate the channel noise variance. 
As shoWn in equation (8), the vector Z recovered at the 

terminal is equal to the vector b scaled by the eigenvalues in 
the matrix A. The matrix A can also be derived at the base 
station based on the forWard channel response matrix Hf. 
The base station can thus estimate the signal poWer at the 
terminal (based on the matrix A and the vector b). The SNR 
at the terminal is then estimated based on the signal poWer 
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14 
and the channel noise variance computed at the base station. 
The estimated SNR can then be used to properly code and 
modulate the data. 

For the embodiments Wherein the forWard link quality is 
estimated at the base station, the coding and modulation 
scheme(s) selected for use by the base station may be sent 
to the terminal so that it can use the corresponding demodu 
lation and decoding scheme(s) to recover the transmitted 
data. Alternatively, the terminal may perform “blind” decod 
ing Whereby it processes the received signals based on a 
number of hypotheses corresponding to a number of pos 
sible coding and modulation schemes. 

Various techniques may be used to estimate the link 
quality. Some of these techniques are described in the 
folloWing patents, Which are all assigned to the assignee of 
the present application and incorporated herein by reference: 
US. Pat. No. 5,799,005, entitled “SYSTEM AND 
METHOD FOR DETERMINING RECEIVED PILOT 
POWER AND PATH LOSS IN A CDMA COMMU 
NICATION SYSTEM,” issued Aug. 25, 1998, 

US. Pat. No. 5,903,554, entitled “METHOD AND APPA 
RATUS FOR MEASURING LINK QUALITY IN A 
SPREAD SPECTRUM COMMUNICATION SYS 
TEM,” issued May 11, 1999, 

US. Pat. Nos. 5,056,109, and 5,265,119, both entitled 
“METHOD AND APPARATUS FOR CONTROL 
LING TRANSMISSION POWER IN A CDMA CEL 
LULAR MOBILE TELEPHONE SYSTEM,” respec 
tively issued Oct. 8, 1991 and Nov. 23, 1993, and 

US. Pat. No. 6,097,972, entitled “METHOD AND APPA 
RATUS FOR PROCESSING POWER CONTROL 
SIGNALS IN CDMA MOBILE TELEPHONE SYS 
TEM,” issued Aug. 1, 2000. 

Methods for estimating a single transmission channel 
based on a pilot reference or a data transmission may also be 
found in a number of papers available in the art. One such 
channel estimation method is described by F. Ling in a paper 
entitled “Optimal Reception, Performance Bound, and Cut 
off-Rate Analysis of References-Assisted Coherent CDMA 
Communications With Applications,” IEEE Transaction On 
Communication, October 1999, and incorporated herein by 
reference. 

Transmitter Unit at the Base Station 

FIGS. 3A and 3B shoW a block diagram of a speci?c 
design of a transmitter unit 11011 at a base station, Which 
utiliZes MIMO and OFDM and is capable of processing data 
in accordance With an embodiment of the invention. Trans 
mitter unit 110a includes a TX data processor 11411 that 
receives and processes information bits to provide modula 
tion symbols, a TX channel processor 12011 that precondi 
tions the modulation symbols, and a number of modulators 
122 that process the preconditioned modulation symbols to 
generate a number of modulated signals suitable for trans 
mission to the terminal. 

In the embodiment shoWn in FIG. 3A, TX data processor 
114a includes a number of data stream processors 31011 
through 31011, one data stream processor 310 for each data 
stream to be independently coded and modulated. (One data 
stream may be transmitted on all transmission channels, on 
each group of transmission channels, or on each transmis 
sion channel.) Each data stream processor 310 includes an 
encoder 312, an interleaver 314, a channeliZer 316, and a 
symbol mapping element 318. Encoder 312 receives the 
information bits for a particular data stream and encodes the 
received bits in accordance With a particular encoding 
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scheme to provide coded bits. Channel interleaver 314 
interleaves the coded bits based on a particular interleaving 
scheme to provide diversity. 

Pilot data (e.g., data of a known pattern) may also be 
multiplexed With the processed information bits. The pilot 
data may be transmitted using any one of the pilot trans 
mission schemes described above. The pilot reference may 
be used at the terminal to characterize the forWard link and 
to estimate the link quality, as described above. 

If code division multiplexing is utiliZed, channeliZer 316 
receives and channeliZes the interleaved packet data and the 
pilot data on their assigned code channels. Symbol mapping 
element 318 then maps the channeliZed packet and pilot data 
into modulation symbols for the selected transmission chan 
nels. 
As shoWn in FIG. 3A, the data encoding and interleaving 

by each data stream processor 310 may be achieved based on 
a respective coding control that identi?es the speci?c coding 
and interleaving schemes to be used for the data stream. The 
symbol mapping by each data stream processor 310 may 
also be achieved based on a respective modulation control 
that identi?es the speci?c modulation scheme to be used for 
the data stream. The speci?c coding and modulation scheme 
used for each data stream may be selected based on the 
forWard link quality (e.g., as reported by the terminal) 

In one type of coding and modulation scheme, the coding 
for each data stream is achieved by using a ?xed base code 
and adjusting the puncturing to achieve the desired code 
rate, as supported by the SNRs of the transmission channels 
used to transmit the data stream. The base code may be a 
Turbo code, a convolutional code, a concatenated code, or 
some other code. The base code may also be of a particular 
rate (e.g., a rate 1/3 code). For this type of scheme, the 
puncturing may be performed after the interleaving to 
achieve the desired code rate. 

Symbol mapping element 318 can be designed to group 
sets of channeliZed bits to form non-binary symbols, and to 
map each non-binary symbol into a point in a signal con 
stellation corresponding to the modulation scheme selected 
for use. The modulation scheme may be QPSK, M-PSK, 
M-QAM, or some other scheme. Each mapped signal point 
corresponds to a modulation symbol. One modulation 
scheme may be selected for each transmission channel used 
to transmit the data stream, or a common modulation scheme 
may be used for all transmission channels used to transmit 
the data stream. 

The encoding, interleaving, and symbol mapping at trans 
mitter unit 110a can be performed based on numerous 
schemes. Some coding and modulation schemes are 
described in the folloWing patent applications, Which are all 
assigned to the assignee of the present application and 
incorporated herein by reference: 
US. patent application Ser. No. 09/532,492, entitled 
“HIGH EFFICIENCY, HIGH PERFORMANCE 
COMMUNICATIONS SYSTEM EMPLOYING 
MULTI-CARRIER MODULATION,” ?led Mar. 22, 
2000; 

US. patent application Ser. No. 09/776,075, entitled 
“CODING SCHEME FOR A WIRELESS COMMU 
NICATION SYSTEM,” ?led Feb. 1, 2001; 

US. patent application Ser. No. 09/826,481, “METHOD 
AND APPARATUS FOR UTILIZING CHANNEL 
STATE INFORMATION IN A WIRELESS COMMU 
NICATION SYSTEM,” ?led Mar. 23, 2001; and 

US. patent application Ser. No. 09/854,235, entitled 
“METHOD AND APPARATUS FOR PROCESSING 
DATA IN A MULTIPLE-INPUT MULTIPLE-OUT 
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PUT (MIMO) COMMUNICATION SYSTEM UTI 
LIZING CHANNEL STATE INFORMATION,” ?led 
May 11, 2001. 

The modulation symbols from TX data processor 11411 are 
provided to TX channel processor 12011, which is one 
embodiment of TX channel processor 120 in FIG. 1. Within 
TX channel processor 12011, a multiplexer/demultiplexer 
322 receives and demultiplexes the modulation symbol from 
data stream processors 31011 through 31011 to the proper 
MIMO processors 32411 through 3241. One MIMO processor 
324 is provided to perform the preconditioning for each 
frequency subchannel. 

Each MIMO processor 324 receives a stream of modu 
lation symbols for the spatial subchannels of a particular 
frequency subchannel assigned to the MIMO processor. 
Each MIMO processor 324 further receives an eigenvector 
matrix E(k) for the frequency subchannel, Which is a matrix 
of Weights derived from the channel response matrix Hf(k). 
Each MIMO processor 324 then preconditions the modula 
tion symbols With the eigenvector matrix E(k), as shoWn in 
equations (5) and (6), to generate the preconditioned modu 
lation symbols. 
The preconditioned modulation symbols from MIMO 

processors 32411 through 324l are provided to combiners 
32611 through 3262. One combiner 326 is provided for each 
antenna at the base station. Each combiner 326 receives and 
combines up to NF preconditioned modulation symbols for 
NF frequency subchannels for a particular antenna to form a 
modulation symbol vector V. 
TX channel processor 120a thus receives and processes 

the modulation symbols to provide up to NT modulation 
symbol vectors, Vl through VNt, one modulation symbol 
vector for each antenna for data transmission. Each modu 
lation symbol vector V covers a single time slot, and each 
element of the modulation symbol vector V is associated 
With a speci?c frequency subchannel having a unique sub 
carrier on Which the modulation symbol is conveyed. 

FIG. 3B is a block diagram of an embodiment of modu 
lators 122 for OFDM. The modulation symbol vectors Vl 
through VNt from TX channel processor 12011 are provided 
to modulators 12211 through 1222, respectively. In the 
embodiment shoWn in FIG. 3B, each modulator 122 
includes an inverse Fast Fourier Transform (IFFT) 340, a 
cyclic pre?x generator 342, and an upconverter 344. 
IFFT 340 converts each received modulation symbol 

vector V into its time-domain representation (Which is 
referred to as an OFDM symbol) using IFFT. IFFT 340 can 
be designed to perform the IFFT on any number of fre 
quency subchannels (e.g., 8, 16, 32, . . . , or NF). In an 

embodiment, for each modulation symbol vector converted 
to an OFDM symbol, cyclic pre?x generator 342 repeats a 
portion of the time-domain representation of the OFDM 
symbol to form a “transmission symbol” for a speci?c 
antenna. The cyclic pre?x insures that the transmission 
symbol retains its orthogonal properties in the presence of 
multipath delay spread, thereby improving performance 
against deleterious path effects. The cyclic pre?x is selected 
to be su?iciently long relative to the expected amount of 
delay spread. The implementation of IFFT 340 and cyclic 
pre?x generator 342 is knoWn in the art and not described in 
detail herein. 
The time-domain representations from each cyclic pre?x 

generator 342 (i.e., the transmission symbols for each 
antenna) are further processed (e.g., converted into an ana 
log signal, modulated, ampli?ed, and ?ltered) by upcon 
verter 344 to generate a modulated signal suitable for 
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transmission over the forward link. The modulated signal 
generated by each modulator 122 is then transmitted from an 
associated antenna 124. 
OFDM modulation is described in further detail in a paper 

entitled “Multicarrier Modulation for Data Transmission: An 
Idea Whose Time Has Come,” by JohnA. C. Bingham, IEEE 
Communications Magazine, May 1990, Which is incorpo 
rated herein by reference. 

Receiver Unit at the Terminal 

FIG. 4 is a block diagram of a speci?c design of a receiver 
unit 15011 of a terminal, Which is capable of receiving data 
in accordance With an embodiment of the invention. The 
transmitted signals from NT antennas at the base station are 
received by each of NR antennas 15211 through 152r at the 
terminal and routed to a respective demodulator 154. Each 
demodulator 154 conditions, processes, and digitiZes the 
respective received signal to provide samples, Which are 
provided to a RX channel processor 156a. 

Within RX channel processor 15611, the samples for each 
receive antenna 152 are provided to a respective FFT 
processor 406, Which generates transformed representations 
of the received samples and provides a respective stream of 
modulation symbol vectors. The NR streams of modulation 
symbol vectors from FFT processors 40611 through 406r are 
then provided to multiplexer/demultiplexer 408, Which ?rst 
demultiplexes the stream of modulation symbol vectors 
from each FFT processor 406 into NF streams of modulation 
symbols, one stream for each of the NF frequency subchan 
nels. Multiplexer/demultiplexer 408 then multiplexes the NR 
streams of modulation symbols for each frequency subchan 
nel into a stream of modulation symbol vector, r, With each 
vector in the stream including NR modulation symbols for 
the NR antennas. Multiplexer/demultiplexer 408 provides 
the NF streams of modulation symbol vectors, one stream at 
a time, to a spatial processor 410. 

For each frequency subchannel, a match ?lter 412 Within 
spatial processor 410 ?lters the modulation symbol vector 
stream r by performing a pre-multiplication With the conju 
gate-transpose channel response matrix HfH, as shoWn 
above in equation (8). The channel coe?icient matrix Hf for 
the forWard link may be estimated by a channel estimator 
416 based on the pilot reference transmitted from the base 
station. An eigenvector matrix E is then derived by a matrix 
processor 418 based on the channel coef?cient matrix Hf, as 
shoWn in equation (4). The ?ltered vectors from match ?lter 
412 are further pre-multiplied by a multiplier 414 With the 
conjugate-transpose eigenvector matrix EH to generate the 
vectors of recovered modulation symbols y, as shoWn in 
equation (8). 
A selector 420 receives the vectors of recovered modu 

lation symbols, y, and extracts the modulation symbols 
corresponding to a particular data stream to be recovered. 
Selector 420 may then provide a number of symbol streams, 
Z, corresponding to a number of data streams to be recovered 
by the terminal. Each symbol stream 1 includes recovered 
modulation symbols that correspond to, and are estimates of, 
the modulation symbols b after the symbol mapping (but 
prior to the preconditioning) at the base station for a par 
ticular data stream. Each recovered symbol stream 1 is then 
provided to a RX data processor 158a. 

Within RX data processor 15811, the stream of recovered 
modulation symbols for a particular data stream is demodu 
lated by a demodulation element 432 in accordance With a 
demodulation scheme (e.g., M-PSK, M-QAM) that is 
complementary to the modulation scheme used for the data 
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stream. Demodulation element 432 further performs decov 
ering of the demodulated data, if the data is channeliZed at 
the base station by covering With orthogonal codes. The 
demodulated data is then de-interleaved by a de-interleaver 
434 in a complementary manner to that performed by 
interleaver 314, and the de-interleaved data is further 
decoded by a decoder 436 in a complementary manner to 
that performed by encoder 312. For example, a Turbo 
decoder or a V1terbi decoder may be used for decoder 436 
if Turbo or convolutional coding, respectively, is performed 
at the base station. The decoded data stream from decoder 
436 represents an estimate of the transmitted data stream 
being recovered. 
A CSI processor 422 receives the pilot and/or data trans 

mission and estimates the forWard link quality, as described 
above. For example, CSI processor 422 may compute a 
noise covariance matrix based on the received data and/or 
pilot and may further compute the SNR of a transmission 
channel. The SNR may be estimated similar to conventional 
pilot assisted single and multi-carrier systems, as is knoWn 
in the art. The frequency response for all propagation paths 
(i.e., Hf) derived by channel estimator 416 and the forWard 
link quality (e.g., the SNR) estimated by CSI processor 422 
may comprise the CSI that is reported by the terminal to the 
base station. The CSI is then provided to a TX data processor 
162 (see FIG. 1) for transmission back to the base station. 

Referring back to FIG. 1, the CSI (e.g., Hf and/or SNR) 
determined by RX channel processor 156 is provided to TX 
data processor 162, Which processes the CSI based on a 
particular processing scheme. TX data processor 162 further 
receives and process pilot data for transmission from one or 
more antennas and on one or more frequency subchannels. 
The processed CSI and pilot are then received and further 
processed by a TX channel processor 164 and then provided 
to one or more modulators 154. Modulators 154 further 

condition and transmit the CSI and pilot on the reverse link 
to the base station. 
At the base station, the CSI and pilot transmitted on the 

reverse link are received by antennas 124, demodulated by 
demodulators 122, and provided to a RX channel processor 
132. RX channel processor 132 processes the received pilot 
to derive the channel response matrix H, for the reverse link. 
RX channel processor 132 and a RX data processor 134 also 
process the received data in a complementary manner to that 
performed by TX channel processor 164 and TX data 
processor 162 to recover the 
A controller 136 uses the recovered CSI to perform a 

number of functions including (1) determining the coding 
and modulation scheme to be used for each data stream, (2) 
deriving the eigenvector matrix E to be used to precondition 
the modulation symbols, and (3) computing the calibration 
function a(u)). Controller 136 then provides the coding and 
modulation control to TX data processor 114 and the pre 
conditioning control to TX channel processor 120, as shoWn 
in FIG. 3A. 

In the above description, the modulation symbols are 
preconditioned at the transmitter system based on the eigen 
vector matrix E derived from the channel response matrix 
Hf for the forWard link. In certain embodiments or for 
certain transmissions in Which the channel response matrix 
Hf is not available, the modulation symbols may be trans 
mitted Without preconditioning. In this case, linear spatial 
processing may be performed on the received symbols (for 
a non-dispersive MIMO channel With ?at fading) or space 
time processing may be performed (for a dispersive MIMO 
channel With frequency selective fading) at the terminal to 
null out the undesired signals and to maximiZe the received 
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SNR of each of the constituent signals in the presence of 
noise and interference from other signals. The ability to 
effectively null undesired signals or optimize SNR depends 
upon the correlation in the channel response matrix Hf. 

The spatial processing may be achieved using linear 
spatial processing techniques such as a channel correlation 
matrix inversion (CCMI) technique, a minimum mean 
square error (MMSE) technique, and others. The space-time 
processing may be achieved using linear space-time pro 
cessing techniques such as a MMSE linear equaliZer 
(MMSE-LE), a decision feedback equaliZer (DFE), a maxi 
mum-likelihood sequence estimator (MLSE), and others. 
The CCMI, MMSE, MMSE-LE, and DFE techniques are 
described in further detail in the aforementioned U.S. patent 
application Ser. Nos. 09/826,481 and 09/854,235. 

For clarity, various aspects have been described for data 
transmission on the forWard link from the base station to the 
terminal. The techniques described herein may also be 
applied for data transmission on the reverse link from the 
terminal to the base station. 

The elements of the base station (e.g., as shoWn in FIGS. 
1, 3A, and 3B) and the elements of the terminal (e.g., as 
shoWn in FIGS. 1 and 4) may each be implemented With one 
or more digital signal processors (DSPs), application spe 
ci?c integrated circuits (ASlCs), processors, microproces 
sors, controllers, microcontrollers, ?eld programmable gate 
arrays (FPGAs), programmable logic devices, other elec 
tronic units, or any combination thereof. Some of the 
functions and processing described herein may also be 
implemented With softWare executed on a processor. Certain 
aspects of the invention may also be implemented With a 
combination of softWare and hardWare. For example, the 
computations to determine the channel response matrix Hf 
and the eigenvector matrix E and the preconditioning at the 
base station may be performed based on program codes 
executed on a processor (e.g., controller 136 in FIG. 1). 
Similarly, the computations to determine the channel 
response matrix Hf and the eigenvector matrix E and the 
receiver processing at the terminal may be performed based 
on program codes executed on a processor. 

Headings are included herein for reference and to aid in 
locating certain sections. These headings are not intended to 
limit the scope of the concepts described therein under, and 
these concepts may have applicability in other sections 
throughout the entire speci?cation. 

The previous description of the disclosed embodiments is 
provided to enable any person skilled in the art to make or 
use the present invention. Various modi?cations to these 
embodiments Will be readily apparent to those skilled in the 
art, and the generic principles de?ned herein may be applied 
to other embodiments Without departing from the spirit or 
scope of the invention. Thus, the present invention is not 
intended to be limited to the embodiments shoWn herein but 
is to be accorded the Widest scope consistent With the 
principles and novel features disclosed herein. 

What is claimed is: 
1. A method of Wireless communication comprising: 
transmitting at least one pilot reference from a plurality of 

antennas of a base station; 
receiving, at the base station, calibration information for 

a forWard link from a terminal responsive to the at least 
one pilot reference; 

determining, at the base station, calibration information 
for a reverse link based upon signals transmitted from 
the terminal; and 
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20 
generating a calibration function for transmission to the 

terminal based upon the calibration information for the 
forWard link and calibration information for the reverse 
link. 

2. The method of claim 1, Wherein the calibration infor 
mation for the forWard link comprises a forWard transfer 
function. 

3. The method of claim 1, Wherein receiving the calibra 
tion information for the forWard link comprises receiving the 
calibration information for the forWard link at a start of a 
communication session betWeen the base station and the 
terminal. 

4. The method of claim 1, Wherein Wireless communica 
tion utiliZes orthogonal frequency division modulation 
(OFDM) and the method further comprising transmitting, to 
the terminal, from the base station using the calibration 
function via a plurality of frequency subchannels. 

5. The method of claim 1, further comprising receiving, at 
the base station, at least one pilot reference from the 
terminal. 

6. The method of claim 5, Wherein determining, at the 
base station, the calibration information for the reverse link 
comprises determining the calibration information for the 
reverse link based upon the at least one pilot reference from 
the terminal. 

7. The method of claim 5, Wherein the Wireless commu 
nication utiliZes orthogonal frequency division modulation 
(OFDM) and Wherein receiving, at the base station, at least 
one pilot reference comprises receiving, at the base station, 
the pilot reference on a subset of frequency subchannels of 
the OFDM subchannels. 

8. A base station comprising: 
a processor con?gured to transmit at least one pilot 

reference from a plurality of antennas of the base 
station; and 

a controller con?gured to generate calibration information 
for a reverse link based upon signals received from a 
terminal and generate a calibration function, for trans 
mission to the terminal, based upon calibration infor 
mation for a forWard link received from the terminal 
and the calibration information for the reverse link. 

9. The base station of claim 8, Wherein the calibration 
information for the forWard link comprises a forWard trans 
fer function. 

10. The base station of claim 8, Wherein the controller is 
con?gured to generate the calibration function at a start of a 
communication session betWeen the base station and the 
terminal. 

11. The base station of claim 8, Wherein the controller is 
con?gured to determine the calibration information for the 
reverse link based upon the at least one pilot reference from 
the terminal. 

12. The base station of claim 11, Wherein communication 
betWeen the base station and terminal utiliZes orthogonal 
frequency division modulation (OFDM) and the controller is 
con?gured to determine the calibration information for the 
reverse link based upon the at least one pilot reference on a 
subset of frequency subchannels of the OFDM subchannels. 

13. A base station for Wireless communication compris 
ing: 
means for transmitting at least one pilot reference from a 

plurality of antennas; 
means for receiving calibration information for a forWard 

link from a terminal responsive to the at least one pilot 

reference; 



US 7,333,560 B2 
21 

means for determining calibration information for a 
reverse link based upon signals transmitted from the 
terminal; and 

means for generating a calibration function, for transmis 
sion to the terminal, based upon the calibration infor 
mation for the forward link and the calibration infor 
mation for the reverse link. 

14. A method of Wireless communication comprising: 
receiving, at a terminal, at least one pilot reference from 

a plurality of antennas of a base station; 
determining, at a terminal, calibration information for a 

forWard link responsive to the at least one pilot refer 
ence; and 

transmitting the calibration information for the forWard 
link to the base station; 

transmitting at least one pilot reference from the terminal 
to the base station; and 

receiving, at the terminal, neW calibration information 
produced by the base station using the calibration 
information for the forWard link and additional cali 
bration information for the reverse link generated 
responsive to the at least one pilot reference transmitted 
from the terminal to the base station. 

15. The method of claim 14 Wherein determining the 
calibration information for the forWard link comprises deter 
mining a forWard transfer function. 

16. The method of claim 14, Wherein determining the 
calibration information for the forWard link comprises deter 
mining the calibration information for the forWard link at a 
start of a communication session betWeen the base station 
and the terminal. 

17. The method of claim 14, Wherein the Wireless com 
munication utiliZes orthogonal frequency division modula 
tion (OFDM) and transmitting the at least one pilot reference 
comprises transmitting the at least one pilot reference on a 
subset of frequency subchannels of the OFDM subchannels. 

18. A terminal comprising: 
a processor con?gured to determine calibration informa 

tion for a forWard link responsive to at least one pilot 
reference from a plurality of antennas of a base station, 
to transmit the calibration information and at least one 
pilot reference to the base station and to apply neW 
calibration information produced by the base station 
using the calibration information for the forWard link 
and additional calibration information for the reverse 
link generated responsive to the at least one pilot 
reference transmitted from the terminal to the base 
station; and 

at least one antenna coupled With the processor. 
19. The terminal of claim 18, Wherein the calibration 

information for the forWard link comprises a forWard trans 
fer function. 

20. The terminal of claim 18, Wherein the processor is 
con?gured to determine the calibration information at a start 
of a communication session betWeen the base station and the 
terminal. 

21. The terminal of claim 18, Wherein communication 
betWeen the base station and terminal utiliZes orthogonal 
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frequency division modulation (OFDM) and the processor is 
con?gured to transmit the at least one pilot reference on a 
subset of frequency subchannels of the OFDM subchannels. 

22. A terminal for Wireless communication comprising: 

means for receiving at least one pilot reference from a 
plurality of antennas of a base station; 

means for determining calibration information for a for 
Ward link responsive to the at least one pilot reference; 
and 

means for transmitting the calibration information for the 
forWard link to the base station; 

means for transmitting at least one pilot reference from 
the terminal to the base station; and 

means for receiving, at the terminal, neW calibration 
information produced by the base station using the 
calibration information for the forWard link and addi 
tional calibration information for the reverse link gen 
erated responsive to the at least one pilot reference 
transmitted from the terminal to the base station. 

23. The base station of claim 13, Wherein the calibration 
information for the forWard link comprises a forWard trans 
fer function. 

24. The base station of claim 13, Wherein the means for 
receiving the calibration information for the forWard link 
comprises means for receiving the calibration information 
for the forWard link at a start of a communication session 
betWeen the base station and the terminal. 

25. The base station of claim 13, Wherein the means for 
determining the calibration information for the reverse link 
comprises means for determining the calibration informa 
tion for the reverse link based upon at least one pilot 
reference received from the terminal. 

26. The base station of claim 25, Wherein the Wireless 
communication utiliZes orthogonal frequency division 
modulation (OFDM) and Wherein the means for receiving 
the at least one pilot reference comprises means for receiv 
ing the at least one pilot reference on a subset of frequency 
subchannels of OFDM subchannels. 

27. The terminal of claim 22, Wherein the means for 
determining the calibration information for the forWard link 
comprises means for determining a forWard transfer func 
tion. 

28. The terminal of claim 22, Wherein the means for 
determining the calibration information for the forWard link 
comprises means for determining the calibration informa 
tion for the forWard link at a start of a communication 
session betWeen the base station and the terminal. 

29. The terminal of claim 22, Wherein the Wireless com 
munication utiliZes orthogonal frequency division modula 
tion (OFDM) and the means for transmitting the at least one 
pilot reference comprises means for transmitting the at least 
one pilot reference on a subset of frequency subchannels of 
the OFDM subchannels. 


