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panel, a side ?ap opposite the front panel, and opposing end 
?aps. The assembled envelope has advertising material 
printed on the visible surfaces thereof. A portion of the 
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Which the envelope is issued and other portions of the 
advertising material promotes at least one unrelated business 
institution located in near proximity to the banking institu 
tion. 
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BANKING ENVELOPE AND METHOD OF 
USE 

This present invention relates to the banking industry and 
in particular to an improved banking envelope suitable for 
transferring bank funds. 

BACKGROUND OF THE INVENTION 

Drive-up banking WindoWs are noW common for banks, 
and a large percentage of banking transactions resulting in 
cash being returned to depositors occur through drive-up 
WindoWs. To transfer funds to the depositor, banks use a 
suitable envelope for transferring cash. The envelope must 
be siZed to contain paper and coin currency and must be 
simple and inexpensive to manufacture. If the bank does not 
charge for teller transactions, the cost of the envelopes is 
born solely by the bank. A bank may undertake hundreds or 
thousands of cash transactions during any Week and there 
fore the cost of the envelopes may be a signi?cant line item 
on the cost of operating a bank. It Would be desirable for 
banks, therefore, to ?nd a method on Which the cost of the 
banking envelope is signi?cantly reduced. 

Existing bank envelopes are made of folded and glued 
paper and have advertising on the surfaces thereof for 
promoting the facilities of the bank from Which the envelope 
is issued. As a practical matter, hoWever, a depositor Who 
desires to WithdraW funds from a banking institution is 
generally familiar With the services rendered by the institu 
tion from Which the funds are WithdraWn. From the stand 
point of the depositor, the advertising merely identi?es the 
institution, for the purposes of distinguishing those funds 
from others WithdraWn from another institution. Also, the 
printing of advertising information on the surface of an 
envelope increases the cost of the envelope. It is therefore 
not uncommon for one or more of the panels Which form the 
banking envelope to be left blank. 

SUMMARY OF THE INVENTION 

Brie?y, the present invention is embodied in a banking 
envelope for use by the banking industry for transferring 
funds from the institution to a depositor. In the preferred 
embodiment the envelope is made from a blank of material 
having a generally rectangular back panel having parallel 
long sides, parallel short sides, and an inner surface and an 
outer surface. Attached to the back panel is a generally 
rectangular inside panel having parallel long sides, opposing 
short sides, and inner and outer surfaces, With the inside 
panel joined to the back panel along a long side that is 
common to both the back panel and the inside panel. 

The blank from Which the envelope is made further has a 
generally rectangular front panel having opposing long sides 
and opposing short sides With one of the long sides of the 
side ?ap hingeably attached along the second long side of 
the back panel. The blank is folded along the common long 
side betWeen the back panel and the inside panel and along 
the common long side betWeen the back panel and the front 
panel With the front panel folded over the inside panel. The 
blank is then folded along the common side betWeen the 
back panel and the ?rst end panel so that the ?rst end panel 
overlaps the front panel and is retained against the front 
panel by an adhesive. A second end ?ap having opposing 
sides has one of the opposing sides in common With the 
second short side of the back panel and is hingeably attached 
thereto such that the second end ?ap is foldable against a 
surface of the front panel. A slot is provided in either the 
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2 
front panel or in the second end ?ap and a tab is provided on 
the other of the front panel and second end of the front panel 
and second end ?ap for engagement With the slot for 
removably retaining the second ?ap against the front panel. 
When an envelope in accordance With the invention is 

assembled and folded around a quantity of paper and coin 
currency to be transferred to a depositor, an outer surface of 
the back panel and an outer surface portion of the front panel 
and of the ?rst and second end panels Will be visible to a 
customer and suitable for receiving printed advertising 
thereon. Advertising material referring to the banking insti 
tution that issues the banking envelope is applied to the outer 
surface of the back panel. This advertising can promote 
features and banking personnel associated With the branch of 
the bank issuing the envelope. Advertising material related 
to an institution other than the banking institution issuing the 
banking envelope is applied to the outer surface of the front 
panel and the tWo side ?aps. Preferably, the advertising 
material relating to an institution other than the banking 
institution issuing the banking envelope has a location in 
close proximity to the banking institution from Which the 
bank envelope has issued. This advertising material pro 
motes the products or services of a neighboring business 
institution, and a customer Who receives the envelope hav 
ing cash therein Will be noti?ed by virtue of the advertising 
material printed on the envelope of the products or services 
of this neighboring institution. 

In the preferred embodiment, the common long side 
betWeen the back panel and the front panel as Well as the tWo 
short sides of the back panel that join the tWo end panels are 
perforated to facilitate the tearing of the blank along these 
common sides. Also, the adhesive that retains the ?rst end 
panel over the front panel is non-drying so that the envelope 
can be disassembled Without damaging the panels thereof. 
An envelope in accordance With the invention may also have 
coupons from businesses other than the banking institution 
printed on the surfaces thereof that can be separated by 
disassembling the envelope and tearing off the panels along 
the perforations. 
The advantage of providing advertising material from 

another institution other than the bank from Which the 
envelope has issued is that it enables the solicitation of 
advertising fees from another institution other than the bank 
from Which the envelope has issued. The revenue obtained 
from promoting the products or services of another business 
institution can be used to pay for the costs of the banking 
envelope itself, thereby reducing the cost of doing business 
of the banking institution. 
By employing an envelope bearing advertising from an 

unrelated, nearby business institution, a banking facility can 
divest itself entirely of the burdens of providing banking 
envelopes and have them undertaken by a third party print 
ing or advertising ?rm. A third party printing or advertising 
?rm can manufacture banking envelopes in accordance With 
the invention and provide them to one of the of?ces of a bank 
Without charge to the bank. The cost of the envelopes and the 
pro?ts of the third party ?rm are secured from the adver 
tising fees from a second business institution having a 
facility in near proximity to the bank. A third party printing 
or advertising ?rm can obtain enough money from the sale 
of advertising on the banking envelope such that it can 
provide the banking envelopes to the banking facility With 
out charge to the banking facility. The cost of providing 
banking envelopes to customers of the bank is therefore no 
longer born by the bank. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

Abetter understanding of the present invention can be had 
after a reading of the following detailed description taken in 
conjunction With the draWings Wherein: 

FIG. 1 is a front elevational vieW of a blank Which may 
be folded to form a bank envelope in accordance With the 
present invention; 

FIG. 2 is a front elevational vieW of the blank shoWn in 
FIG. 1 With the inner panel folded against the back panel; 

FIG. 3 is a front elevational vieW of the blank shoWn in 
FIG. 1 folded as described With respect to FIG. 2 and With 
the front panel folded over the inner panel; 

FIG. 4 is a front elevational vieW of the blank shoWn in 
FIG. 1 folded as described With respect to FIG. 3 and With 
the ?rst end ?ap folded over the front panel and secured 
thereto With an adhesive; 

FIG. 5 is a front elevational vieW of the folded envelope 
made from the blank shoWn in FIG. 1 shoWing advertising 
material on three panels thereof promoting three businesses 
that are unrelated to the banking institution from Which the 
envelope is issued; and 

FIG. 6 is a rear elevational vieW of the envelope folded 
from the blank shoWn in FIG. 1 such that advertising 
material on the back surface thereof, from the ?nancial 
institution from Which the envelope is issued, is visible. 

DETAILED DESCRIPTION OF A PREFERRED 
EMBODIMENT 

Referring to FIGS. 1-6, an envelope 10 in accordance 
With the present invention is made from a blank 11 of a 
suitable material such as paper. The blank 11 has tWo 
opposing surfaces 12, 13, one of Which, 12, Will become the 
outer surfaces of the assembled envelope 10 and the other, 
13, Will become the inner surfaces of the folded envelope 10. 
For the purposes of this discussion, the entire surface 12 Will 
be described as “outer surface 12” and the opposing surface 
Will be described as “inner surface 13.” 

The blank 11 has a generally centrally located back panel 
14 having spaced parallel long sides 16, 18 and connecting 
the adjacent ends of the long sides 16, 18, opposing short 
sides 20, 22. Adjacent the ?rst long side 16 is a generally 
rectangular front panel 24 having a common long side 16 
and an opposing spaced long side 26. Connecting adjacent 
ends of the long sides 16, 26 of the front panel 24 are ?rst 
and second short sides 28, 30. Adjacent the second long side 
18 of the back panel 14 is an inner panel 32, Which is 
depicted as also being generally rectangular in shape and 
having long side 18 in common With the back panel 14 and 
spaced therefrom and generally parallel thereto a second 
long side 34. Connecting the ends of the generally parallel 
long sides are ?rst and second short sides 36, 38. 

Adjacent the short side 20 of the back panel 14 is a ?rst 
end ?ap 40, the borders of Which consist of the short side 20 
of back panel 14 and spaced therefrom is an outer edge 42. 
Connecting the ends of outer edge 42 to the ends of short 
side 20 of back panel 14 are spaced apart side edges 44, 46 
respectively. At the opposite side of the back panel 14 and 
adjacent short side 22 is a second end ?ap 48, the borders of 
Which include the second short side 22 of back panel 14, and 
spaced therefrom an outer edge 50 the ends of Which are 
connected to the ends of short side 22 by side edges 52, 54. 
An elongate slot 56 is provided in the front panel 24 

perpendicular to the long sides 16, 26 thereof and spaced 
from an extension of short side 22 of back panel 14 a 
distance equal to the distance betWeen the outer edge 50 of 
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4 
the second ?ap 48 and the short side 22. The slot 56 is 
positioned generally midWay betWeen the long sides 16 and 
26 of front panel 24 and has a length 62 of approximately 
one-third of the distance betWeen long sides 16 and 26. 

Positioned at the distal end of outer edge 50 of the second 
end ?ap 48 is a protruding tab 58 Which extends outWard of 
the outer edge 50. The tab 58 has an overall Width 60 that is 
less than the overall length 62 of the slot 56. 

To assemble the envelope 10, the blank 11 is ?rst folded 
along second long side 18 until the inner panel 32 overlaps 
the back panel 14 as depicted in FIG. 2. Thereafter, the blank 
11 is folded along the ?rst long side 16 until the front panel 
24 overlaps the inner panel 32 as is shoWn in FIG. 3. 
Thereafter, the ?rst end ?ap 40 is folded along short side 20 
of the back panel 14 until the ?rst end ?ap 40 is positioned 
on top of the outer surface of the front panel 24. Non-drying 
adhesive dots 64, 66 applied to the inner surface 13 of the 
?rst end ?ap 40 adheres on contact to the outer surface of the 
front panel 24 thereby retaining the ?rst end ?ap 40 against 
the outer surface of the front panel 24 as depicted in FIG. 4. 
The non-drying adhesive alloWs a receiver of the envelope 
10 to separate the bonded parts 24, 40 Without causing 
damage to either of the parts 24, 40. The envelope 10 may 
therefore be disassembled by the receiver of the envelope 10 
to separate coupons printed on the panels thereof as further 
described beloW. 
The envelope 10 is siZed to receive currency Within the 

pocket of the envelope betWeen the inner panel 32 and the 
front panel 24, Without requiring that the currency be folded 
and therefore the outermost dimensions of the back panel 14 
are larger than the outermost dimensions of the currency to 
be received therein. 

Coins to be delivered to the customer are inserted in the 
envelope 10 by sliding them through the open end formed by 
short side 38 of inner panel 32 and short side 22 of back 
panel 14. Once the coins are inserted, the panel 11 is folded 
along short side 22 of the back panel 14 until the second end 
?ap 48 is folded against the front panel 24, as depicted in 
FIG. 5. As the parts are moved together the tab 58 is inserted 
into the slot 56 to thereby removably retain the second end 
?ap 48 against the front panel 24. The folded envelope 10 as 
depicted in FIG. 5 is suitable for retaining cash therein for 
the purposes of delivering to a customer. Currency is 
inserted by a bank teller in the pocket betWeen the inner 
panel 32 and the front panel 24 of the envelope While it is 
con?gured as shoWn in FIG. 5. The removable tab 58 
enables the receiver of the envelope 10 to have easy access 
to the coins contained therein While the currency can thereby 
be easily removed from the pocket betWeen the front panel 
24 and the inner panel 32. 

Referring to FIGS. 5 and 6, When a bank customer 
receives the bank envelope 10 and examines the envelope 10 
in his hands, the outer surfaces 12 of the back panel 14 and 
the ?rst and second end ?aps 40, 48 Will be visible as Will 
be portions of the front panel 24. In accordance With another 
feature of the invention, advertising material 67 for the 
banking institution 65 from Which the envelope 10 is issued 
is printed on the outer surface of the back panel 14. 

Also, advertising material 68 from a ?rst institution 70 
that is different from the banking institution 65 from Which 
the envelope 10 is issued is applied to the outer surface of 
the front panel 24. Advertising material 69 from another 
institution 71 that is also different from the banking insti 
tution 65 may be printed on the outer surface of the ?rst end 
?ap 40 and advertising material 72 from a third institution 74 
different from the banking institution 65 may be printed on 
the outer surface of the second end ?ap 48. Accordingly, a 
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bank customer Who receives the bank envelope 10 With cash 
therein is presented With both advertising material 67 from 
the banking institution 65 and advertising material 68, 69, 72 
related to other business institutions 70, 71, 74. The banking 
customer is therefore provided With advertising material 68, 
69, 72 regarding institutions 70, 71, 74 Which are unrelated 
to the bank 65 issuing the envelope 10. 

Referring further to FIG. 1, the blank 11 may have a 
number of perforated lines therein to enable bank customers 
to separate the various panels of the blank 11. Speci?cally, 
extending parallel to long side 16 and short sides 20 and 22 
of the back panel 14 are perforations 78, 79, 80 respectively 
to facilitate the removal of coupons or the like printed on the 
front panel 24 or the ?rst and second end panels 40, 48. To 
facilitate the removal of the coupons, the adhesive material 
64, 66 that binds the ?rst end ?ap 40 against the front panel 
24 is preferably non-drying so that the envelope 10 can be 
disassembled Without tearing or otherWise damaging the 
material from Which envelope 10 is made. 

To minimiZe the cost of the bank envelope 10, an adver 
tising contract may be executed With the independent insti 
tutions 70, 71, 74 With the revenue obtained as a result of the 
advertising material 68, 69, 72 applied to the outer surface 
of the envelope 10 used to pay for the cost of manufacturing 
and delivering the envelope to the banking institution 65. As 
a result thereof, the banking institution can issue cash 
proceeds in an envelope 10 With a minimum of cost, or With 
no cost, or even generate a pro?t. As an alternative to 
supplying its oWn envelopes, an independent printing and 
advertising ?rm may manufacture bank envelopes With 
advertising material 67 thereon to promote the banking 
institution 65 and include advertising material 68, 69, 72 
related to other business institutions 70, 71, 74 from Whom 
advertising fees can be collected. Accordingly, the advertis 
ing agency or the printing company may supply envelopes 
10 to a banking institution 65 Without charge. 
As can be seen, the present invention permits a banking 

institution to provide bank envelopes 10 to customers With 
out incurring the cost presently associated With the provision 
of such envelopes. 

While the present invention has been described and 
disclosed With respect to a single embodiment, it Will be 
appreciated that many modi?cations and variations may be 
made Without departing from the true spirit and scope of the 
invention. It is therefore the intent of the appendant claims 
to cover all such variations and modi?cations Which fall 
Within the spirit and scope of the invention. 
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What is claimed is: 
1. An envelope made from a blank of material comprising 
a rectangular back panel having parallel long sides, par 

allel short sides, an inner surface and an outer surface, 
a generally rectangular front panel having opposing long 

sides, opposing short sides, an inner surface and an 
outer surface, 

a ?rst of said long sides of said back panel joined to a ?rst 
of said long sides of said front panel, 

a generally rectangular inner panel having opposing long 
sides and opposing short sides, 

a second of said long sides of said back panel joined to a 
?rst of said long sides of said inner panel, 

a ?rst end ?ap having a side joined to a ?rst short side of 
said back panel and a surface bonded to one of said 
inner surface and said outer surface of said front panel, 

said surface of said ?rst end ?ap bonded to said one of 
said inner surface and said outer surface of said front 
panel by a adhesive that alloWs the subsequent sepa 
ration of the parts Without causing damage thereto, 

a second end ?ap having opposing sides, an inner surface 
and an outer surface, 

a ?rst of said opposing sides of said second end ?ap 
hingeably joined to a second of said short sides of said 
back panel, 

one of said surface of said second end ?ap and a surface 
of said front panel having a slot therein, and 

a tab on the outer of said second of said second end ?ap 
and said front panel for removably engaging said slot 
for removably joining said second ?ap against a surface 
of said front panel. 

2. The envelope of claim 1 and further comprising 
a perforation separating said back panel from one of said 

inner panel, said front panel, said ?rst end ?ap and said 
second end ?ap. 

3. The envelope of claim 2 and further comprising adver 
tising material for an institution other than the institution 
issuing said envelope printed on said one of said inner panel, 
said front panel, said ?rst end ?ap and said second end ?ap. 

4. The envelope of claim 3 and further comprising adver 
tising material for the institution from Which said envelope 
Was issued printed on an outer surface thereof other than said 
one of said inner panel, said front panel, said ?rst end ?ap, 
and said second end ?ap. 

* * * * * 


