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METHOD AND ARRANGEMENT FOR 
CARRYING OUT AN INFORMATION FLOW 

AND DATA FLOW FOR GEODETIC 
INSTRUMENTS 

BACKGROUND OF THE INVENTION 

a) Field of the Invention 
The invention is directed to a method and an arrangement 

for carrying out a How of information and data for geodetic 
instruments, particularly for video surveying instruments 
such as digital video tachymeters. 

b) Description of the Related Art 
It is knoWn to out?t a theodolite or a tachymeter With an 

image sensor. DE 31 24 945 describes a recording theodolite 
With a video camera and image recording. For this purpose, 
the video camera is mounted on the theodolite and is 
operated together With the associated electronics, including 
the monitor and video recorder. 
DE 195 28 465 describes a method and an arrangement 

for signal evaluation Which is, hoWever, specialiZed only for 
detecting the position of a target mark by centroid formation 
of its electric signals. An image display is not provided. 

The subject matter of DE-GM 90 07 731 relates to an 
angle measuring and distance measuring instrument With 
tWo attached video cameras for coarse sighting and ?ne 
sighting manually by remote control. The image is displayed 
on a monitor of an operator device connected With the 
measuring device via a cable, Wherein the measuring device 
is remote-controlled by the operator device. 
US. Pat. No. 4,682,218 describes a video surveying 

instrument in Which the image can be observed independent 
from the telescope position in that it is displayed on a display 
arranged on the support. Electronics are provided for con 
trolling the display. Image processing is not provided in this 
device. 
US. Pat. No. 5,657,003 describes a video monitoring 

system for buildings. A laser beam projector projects a light 
spot on the building to be monitored. A video camera Which 
is set up eccentric thereto monitors the position of the light 
spot. The image processing is carried out externally in a 
computer. It is disadvantageous that a plurality of devices 
must be set up, arranged relative to one another and con 
nected via cables so that the entire device can operate or to 
arrange the information How and data How in such a Way 
that remote control is possible With the same function 
features. 

Therefore, it is the primary object of the invention to 
overcome the disadvantages of the prior art and to arrange 
the information How and data How in a geodetic instrument 
With integrated electronics such that the data resulting 
during measurements can be distributed, processed and 
displayed Within the instrument and remote control With the 
same function features is enabled. 

According to the invention, this object is met in a method 
for carrying out an information How and/or data How in a 
geodetic instrument With image processing comprising the 
steps of distributing the data How and information How 
needed for image processing to a plurality of function 
modules Which are arranged in the instrument and Which 
comprise function groups and are carried out by these 
function groups and implementing at least tWo different 
operating modes in the instrument, a ?rst operating mode 
being used for orientation of the instrument to a target and 
a second operating mode being used for measurements in the 
received image. 
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2 
Accordingly, it is advantageous When at least tWo differ 

ent operating modes are carried out in the instrument for 
receiving and processing data in the method, Wherein a ?rst 
operating mode is used for orientation of the instrument to 
a target and a second operating mode is used for measure 
ments in the received image. In the ?rst mode, the observer 
can visually sight the target by means of a live image 
display. In the second operating mode, for example, the 
amount of deviation of a target mark from the calibrated line 
of collimation or target axis of the video tachymeter can be 
determined. 

Further, in accordance With a further development of the 
method, it is advantageous When the image data are trans 
mitted synchronously by the camera module and the appli 
cation module to the display control module, and additional 
information is blended or faded into the displayed image in 
the display control module. 
The device for carrying out an information How and/or 

data How for geodetic instruments With image processing 
comprises a plurality of function groups Which are arranged 
in the geodetic instrument at locations determined by its 
construction design. These function groups are composed of 
a plurality of function modules Which are realiZed in the 
instrument, at least in part, as hardWare in the form of 
correspondingly constructed subassemblies. The function 
modules can also be implemented, at least in part, in 
softWare for the instrument, Wherein the function modules 
implemented in softWare are associated With at least one 
corresponding hardWare device. Accordingly, for example, 
the image processing module and control module can be 
implemented as softWare in a shared computer. 
An advantageous construction consists in that a ?rst 

function group comprises a camera module, an image pre 
processing module and a data transmitting device as func 
tion modules. It is also advantageous for purposes of a 
compact construction of the device When the ?rst function 
group is arranged in the telescope body of the geodetic 
instrument. 

For purposes of an advantageous division of function 
groups, a second function group advantageously comprises 
a data reception device DE, a control module STM, an image 
processing module BVM and an image storage BSE as 
function modules. 

Finally, it is also advantageous When a third function 
group comprises a display control module AAM, an image 
display module BAM, an application module APM and a 
data input device DEG as function modules. 
The invention Will be described more fully in the folloW 

ing With reference to an embodiment example. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the accompanying draWings: 
FIG. 1 shoWs a highly simpli?ed geodetic instrument; 
FIG. 2 shoWs a construction of the invention; and 
FIG. 3 shoWs another construction of the invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

FIG. 1 shoWs a geodetic instrument, e.g., a video theodo 
lite or video tachymeter, on a tripod 1 comprising a telescope 
body 4 Which is mounted in the support 2 so as to be 
sWivelable about a horiZontal tilting axis 3. The entire 
geodetic instrument is mounted on a base body 6 so as to be 
rotatable about a vertical standing axis 5. A display unit 7 is 
advantageously provided in the loWer part of the instrument. 
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FIG. 2 shows a function group (I) comprising the camera 
module or camera KA, image pre-processing module 
BVVM and data transmitting device DS as function mod 
ules. These function modules are connected With one 
another via data lines 8 (shoWn as a solid line in FIGS. 2 and 
3) and control lines 9 (shoWn as dashed lines in FIGS. 2 and 
3) Which can also be arranged in the form of a bidirectional 
bus. The data lines 8 transmit the image information and the 
control lines 9 transmit commands to the function modules. 
For purposes of a compact construction, these function 
modules are advisably arranged in the telescope body 4 of 
the geodetic instrument shoWn in FIG. 1. 

The camera KA function module comprises all elements 
for electro-optic recording of an object space projected into 
the image space by an optical imaging system (not shoWn) 
Which is arranged in the telescope body 4. Besides the 
electro-optic receiver, e.g., a CCD matrix in the image plane 
of the optical system, these elements include all opto 
mechanical and electrical devices for focused imaging of the 
image or image sections, i.e., essentially an optical imaging 
system With a focusing and Zoom device. Since the optic 
mechanical devices are knoWn per se, they are not shoWn in 
more detail in the draWings. 

The image pre-processing BVVM function module Which 
is connected to the camera module KA via a data line 8.1 
carries out the control of the camera module KA via a 
control line 9.1 and the adjustment of an electronic Zoom, 
i.e., the selection of a determined image section for further 
data processing. Further, this function module BVVM 
ensures a pre-processing of image data in such a Way that the 
data are compressed for reducing the data How. The algo 
rithm Which is applied for this purpose ensures that the 
information Which is relevant for subsequent image process 
ing is not lost. A compression of data is accordingly 
achieved Without losses for image evaluation. 

If necessary, hoWever, compression can also be carried 
out With losses for the image display on the image display 
module BAM described in the folloWing While retaining 
relevant image information. 
A data transmitting device DS Which is connected With 

the BVVM by a control line 9.2 and by a data line 8.2 and 
Which folloWs the BVVM transmits the image data infor 
mation via the data line 8.3 to the data reception device DE 
of function group (II) via a suitable bus system and accord 
ingly carries out the electronic coupling and connection 
betWeen arrangements located in the telescope body 4 and in 
the support 2 of the geodetic instrument. The DS and the DE 
are likeWise connected With one another via corresponding 
control lines 9.3. 

Function group (II) Which is advantageously arranged in 
the support 2 of the instrument, e.g., a video tachymeter, 
includes, among others, the data reception device DE, con 
trol module STM, image processing module BVM and an 
image storage BSE as function modules. These function 
modules are connected With one another in a corresponding 
manner via data lines 8.4; 8.5; 8.6 and control lines 9.3; 9.5; 
9.6 as can be seen in FIG. 2. The data reception device DE 
carries out the electronic coupling and connection betWeen 
the telescope body 4 and the support 2 proceeding from the 
support 2 side. The control module STM is connected With 
all other function modules in function group (II) via data 
lines 8.4; 8.5 and 8.6 and control lines 9.4; 9.5 and 9.6 and 
also With the function modules associated With function 
group III via data lines 8.7 and 8.8 and control line 9.7. 

The third function group (III) comprises the display 
control module AAM, image display module BAM, appli 
cation module APM and data input device DEG as function 
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4 
modules Which are connected With one another in turn, as is 
shoWn in FIG. 2, via data lines and control lines. Accord 
ingly, the display control module AAM is connected With the 
control module STM on the one hand by data line 8.8 and 
With an image display module BAM on the other hand via 
data lines 8.9. The application module APM is connected 
With the STM by data line 8.7 and a control line 9.7 and With 
the data input device DEG by a control line 9.8. The data 
lines and control lines 8.7; 8.8 and 9.7 carry out the 
connection betWeen function groups (II) and (III). 

Function group (III) is advantageously arranged at the 
instrument in the form of a control panel 10. In principle, it 
can also be arranged separate from the instrument and 
connected With the other function groups (I) and (II) by 
cables or a Wireless connection, not shoWn. 
The device operates as described in the folloWing, 

Wherein at least tWo different operating modes are carried 
out 

In a ?rst operating mode, the video signal is transmitted 
via the corresponding data lines from the camera KA 
through data lines 8.1; 8.2; 8.3; 8.4; 8.8 and 8.9 via the image 
pre-processing module BVVM, data transmitting device DS, 
data reception device DE, control module STM and display 
control module AAM directly to the image display module 
BAM in real time, Wherein compression With losses can be 
selected by the STM in the BVVM. This mode is used for 
orientation of the instrument, i.e., the observer can sight the 
target visually by means of a live image display. 

The second operating mode carries out a measurement in 
the image, i.e., the recording and the processing of the image 
data, in such a Way that the obtained image data are used in 
the image processing module BVM to determine the posi 
tion of a target point and/or different target marks, including 
re?ectors, in relation to a calibrated target axis and to link 
them to a measured angle value by computer. For this 
purpose, a loss-free compression of data is predetermined 
proceeding from the control module STM for the image 
pre-processing module BVVM and the image data, prefer 
ably of an individual image or of a plurality of individual 
images, are sent from the STM to the BVM. In the BVM, for 
example, suitable geometric objects (points, edges, surfaces) 
are extracted from the image and their coordinates in the 
image are determined and interpolated by image processing 
algorithms, knoWn per se. The deviation of a target mark 
from a calibrated target axis of the instrument, for example, 
a video tachymeter or theodolite, can be determined in this 
Way. 

Computational values of the image processing module 
BVM and marking of extracted geometric objects are fed 
back to the control module STM via the control line 9.5 for 
purposes of computing With other measured values, for 
example, angle values and distance values, Which are deter 
mined in a knoWn manner for tachymeters. For displaying in 
the image display module BAM, measured and calculated 
data, e. g., cross-lines and/ or scales, can be added in the STM 
to the image data from the camera KA and shoWn and 
displayed together in an overlay of the image or in separate 
areas in the BAM. 

Further, the image data obtained in function group I can 
be sent to an image storage BSE by the control module STM 
for storing so as to enable complete documentation of the 
entire measuring process. 

Function group (III) Which can be accommodated, e. g.,. in 
a control panel 10, expands the system by a possible 
interface, since the function modules AAM; BAM; APM 
arranged herein and the data input unit DEG can be realiZed 
inside as Well as outside the video tachymeter. Accordingly, 
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the display of image data, the control of the geodetic 
instrument and the execution of geodetic applications are 
made possible on an installed (embedded) PC as Well as on 
external ?eld computers. In addition to a keypad 11, the 
DEG also comprises the arrangement of a contact-sensitive 
screen mask 12 (touchscreen) Which can advantageously be 
used in connection With the image display module BAM. 

In the additional embodiment form of the system accord 
ing to the invention Which is shoWn in FIG. 3, the control 
module STM, application module APM, display control 
module AAM and image processing module BVM are 
accordingly connected via a common bus in Which the 
control lines 9.5 and 9.7 and data lines 8.4; 8.5; 8.10 and 8.11 
are joined. Image data from the camera module KA, not 
shoWn in FIG. 3, Which is arranged in function group (I) are 
transmitted to the display control module AAM via the data 
reception device DE and data line 8.11 and data to be 
blended in With the latter are transmitted synchronously 
from the application module APM via data line 8.10 to the 
display control module AAM. 
An overlay display is made possible by means of a simple 

logical element Which is carried out by the display control 
module AAM, i.e., additional information such as measured 
values are blended into the image data. This is carried out in 
that the image content originating from the camera KA is cut 
out at the locations of the image that are occupied With 
information by the APM. No intermediate storage of com 
plete image contents or complicated calculation of image 
data are necessary for this purpose. The image to be dis 
played for all received image point information is put 
together by means of this logical element from the image 
data received from the camera module KA and originating 
from the application module APM and this image point 
information is transmitted to the image display module 
(BAM) immediately after this operation. 
The image processing module BVM receives the image 

data from the camera KA via control module STM in the 
same time clock and, Whenever an image processing opera 
tion is to be applied to a neW image, takes over an image in 
its internal image storage Which is needed for calculation, 
i.e., the image processing module BVM and the control 
module STM constitute a slave in the data How and infor 
mation ?oW With respect to the image data, since image data 
are not actively demanded. The concept is accordingly 
tailored to an isochronous transmission and display of image 
data. 

While the foregoing description and draWings represent 
the present invention, it Will be obvious to those skilled in 
the art that various changes may be made therein Without 
departing from the true spirit and scope of the present 
invention. 
What is claimed is: 
1. A method for carrying out an information How and/or 

data How in a geodetic instrument With image processing, 
comprising the steps of: 

distributing the data How and information How needed for 
image processing to a plurality of function modules 
Which are arranged in the instrument and Which com 
prise function groups and are carried out by these 
function groups; and 

implementing at least tWo different operating modes in the 
instrument, a ?rst operating mode being used for ori 
entation of the instrument to a target and a second 
operating mode being used for measurements in the 
received image, 
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Wherein the function groups include a ?rst function group 

comprising a camera module, an image pre-processing 
module, and a data transmitting device, a second func 
tion group connected to the ?rst function group com 
prising a data reception device, control module, image 
processing module and an image storage device, and a 
third function group coupled to the second function 
group comprising a display control module, an image 
display module, an application module and a data input 
device, 

Wherein the ?rst function group records image data, the 
second function group processes the image data and the 
third function group displays the image data. 

2. The method according to claim 1, Wherein image data 
are to be transmitted synchronously from the camera module 
and from the application module to the display control 
module and additional information is blended into the image 
display in the display control module. 

3. An arrangement for carrying out an information How 
and/or data How for geodetic instruments With image pro 
cessing, comprising: 

a plurality of function groups being arranged in the 
instrument at locations determined by its construction 
design, said function groups being composed of a 
plurality of function modules, 

Wherein the function groups include a ?rst function group 
comprising a camera module, an image pre-processing 
module, and a data transmitting device, a second func 
tion group connected to the ?rst function group com 
prising a data reception device, control module, image 
processing module and an image storage device, and a 
third function group coupled to the second function 
group comprising a display control module, an image 
display module, an application module and a data input 
device; and 

means for sWitching betWeen at least tWo different oper 
ating modes, a ?rst operating mode being used for 
orientation of the instrument to a target and a second 
operating mode being used for measurements in the 
received image, 

Wherein the ?rst function group records image data, the 
second function group processes the image data and the 
third function group displays the image data Wherein a 
?rst function group includes a camera module dis 
placed Within a telescope body. 

4. The arrangement according to claim 3, Wherein the 
function modules are realiZed in the instrument, at least in 
part, as hardWare in the form of correspondingly constructed 
subassemblies. 

5. The arrangement according to claim 3, Wherein the 
function modules are implemented, at least in part, in 
softWare for the instrument, Wherein the function modules 
implemented in softWare are associated With at least one 
hardWare device. 

6. The arrangement according to claim 1, Wherein the ?rst 
function group is arranged in the telescope body of the 
geodetic instrument. 

7. The arrangement according to claim 3, Wherein the 
second function group is arranged in the support of the 
geodetic instrument. 


