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To all whont it may concern: , 
Beit known that I, HARRY DREWERY, a citi 

zen' of the United States, residing at Soda 
Springs, in the county of Bannock and State 

5 of Idaho, have invented a new and useful Con 
diment—Holder, of which the following is a 
speci?cation. ' 

This invention relates to receptacles which 
are adapted to deliver their contents in small 
quantities, and is particularly designed to 

- provide an improved device of this character 
which is adapted for use as a condiment 
holder wherein different articles-such as 
pepper, salt, &c.—n1ay be separately held 
within a single container and individually 
delivered therefrom in a convenient and ef 
fective manner. 

It is furthermore designed to provide for 
separately covering and uncovering each com 
partment of the container, so that the con 
tents of one or more compartments may be 
delivered at the same time. 
A further object is to facilitate the open 

ing and closing of the di?erent compartments 
and to arrange the closing means so that it 
may not be obstructed or interfered with by 
the contents of the device. _ 
With these and other objects in view the 

present invention consists in the combina 
tion and arrangement of parts, as will be here 
inafter more fully described,'shown in the 
accompanying drawings, and particularly 

. pointed out in the appended claim, it being 
understood that changes in the form, propor 
tion, size, and minor details may be made 
within the scope of the claim without de 
parting from the spirit or sacri?cing any of 
the advantages of the invention. 
In the drawings, Figure 1 is a perspective 

view of a condiment-holder constructed and 
arranged in accordance with the present in 

. vention. Fig. 2 is a cross - sectional view 
taken through the cap and the adjacent body 
portion thereof. Fig. 3 is a detail view of one 
of the slidable closures. Fig. 4 is a cross-sec 
tional View of the body of the container. 
Like characters of reference designate cor 

responding parts in all the ?gures of the draw 
ings. 

Referring to the accompanying drawings, 
1 designates the body of the present con 
tainer, which may be of any preferred form, 

although shown in the drawings as substan 
tially cylindrical in shaper The interior of 
this body is divided into a plurality of, com 
partments by means of the longitudinal par 
titions 2, so that different articles may be 
conveniently carried by a single container— 
as, for instance, common pepper, Cayenne 
pepper, common table-salt and celery-salt. 
Although but fourcompartments have been 
shown, it Will of course be understood that 
any number may be provided without depart 
ing from the spirit of the present invention. 
The tops of all the compartments are closed 
by means of a single cap 3, which has a screw 
threaded marginal ?ange 4 to detachably en 
gage the screw-threaded portion 5 of the eX— 
terior of the body, the top of the cap- being 
provided with sets of perforations 6, 7, 8, and 
9, communicating with the respective com 
partments. It will of course be understood 
that these sets of perforations are of di?erent 
sizes, according to the character vof the ma 
terial contained within the individual com 
partments. Within and rigidly carried by 
the cap there is a bottom plate 10, which is 
?tted snugly within the rim It and adjacent 
to the inner side of the top of the cap and is 
provided with a plurality of upstanding pro 
jections 11, which are struck therefrom and 
designed to engage the top of the cap, so as 
to space the bottom plate at a slight distance 
below said top. This bottom plate is also 
provided with sets of perforations 12, corre 
sponding to the sets of perforations in the 
top of the cap and through which the contents 
of the several compartments may be dis 
charged. For individually controlling the 
respective sets of perforations each set is 
provided with a segmental closure-plate 13, 
which is mounted between the bottom plate 
‘and the top of the cap and adapted to slide 
radially, and also provided with a set of per 
forations 14, correspondingto the adjacent 
sets of perforations in the top of the cap and 
in the bottom plate, whereby when all of the 
three sets of perforations are alined the con 
tents of the adjacent compartments may be 
discharged through ’ the perforations, and 
when the closure-plate is moved so that the 
perforations thereof are out of alinement with 
the other perforations the compartment is 
closed and the contents thereof cannot be 
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shaken therefrom. To facilitate the manipu 
lation of each closure-plate, the latter is pro 
vided with an upstanding stem or ?nger 
piece 15, which works in a radial slot 16, 
formed in the top of the cap, and is provided 
With a slide 17, which Works upon the top of 
the cap and is designed to normally close the 
slot. It will here be noted that the opposite 
ends of the slot form stops for engagement 
by the stem or ?nger-piece, so as to limit the 
inward and outward movement of the slid 
able closure, and thereby accurately aline 
the perforations of the plate’ with the perfo 
rations of the top of the cap preferably when 
the plate is at its outer limit. 
An important feature of the present inven 

tion, as clearly indicated in Fig. 2 of the 
drawings, resides in the fact that the plate 10 
snugly ?ts the rim or ?ange of the cap or top 
and overlaps the upper edge of the recepta 
cle, whereby the upper edge of the receptacle 
closes the openings formed by the upstruck 
projections 11, and thereby prevents portions 
of the contents of the receptacle from work 
ing through said openings and into the space 
between the plate and the cap or top. 
From the foregoing description it will be 

observed that the slid able closures are mount 
ed between the top and bottom plates of the 
cap and are therefore freely movable and 
not liable to become clogged by the material 
heldin the container. 
sures are readily accessible and may also be 
conveniently manipulated to cover and un 
cover the respective sets of perforations. 
Also as the bottom plate ?ts against the top 
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of the receptacle it is ?rmly clamped in place‘ 
by'vthe cap, so that it cannot be shaken loose 
when the condiment-holder is used. 

In view of the fact that the compartments 
are individually controlled, one or more of 
the same may be opened at the same time 
for the discharge of the contents of one com 
partmentor of as many compartments as may 
be desired. 
What I claim is 
The combination of a receptacle having a 

plurality of compartments and provided with 
threads,ascrew-cap havingapendent thread 
ed ?ange for engaging the receptacle and pro 
vided with perforations and having slots, a 
bottom plate arranged within the cap and 
having perforations and provided at its edges 
with projections engaging the cap and spac 
ing the bottom plate therefrom, said bottom 
plate being arranged to engage the recepta~ 
cle, whereby it will be clamped against the 
same by the cap, a plurality of closure-plates 
having perforations and arranged in the space 
between the bottom plate and the cap, and 
?nger-pieces connected with the said plates 
and extending through the said slots and pro 
vided with exterior slides concealing the slots, 
substantially as described. 
In testimony that I claim the foregoing as 

my own I have hereto'a?ixed my signature in 
the presence of two witnesses. 

HARRY DREWERY. 
Witnesses: 

HERBERT l-IERSLEY, 
DANIEL LLOYD. 
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