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(57) ABSTRACT 

A motor vehicle roof With a control for comfortable opera 
tion of at least one motor vehicle component by a passenger 
of the vehicle, the control having a sensor surface arrange 
ment (12g) for detecting the presence and/or movement of 
the hand or part of the hand of the passenger in a detection 
area of the sensor surface arrangement (12g). The sensor 
surface arrangement (12g) provides an electrical trigger 
signal based on detection of the presence and/or movement 
of at least part of the hand for triggering the vehicle 
component(s). 

14 Claims, 5 Drawing Sheets 
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MOTOR VEHICLE ROOF WITH A 
CONTROL MEANS FOR ELECTRICAL 
MOTOR VEHICLE COMPONENTS AND 

PROCESS FOR OPERATING ELECTRICAL 
MOTOR VEHICLE COMPONENTS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to a motor vehicle roof With a 

control means for operating at least one electrical motor 
vehicle component by a passenger of the vehicle and a 
corresponding process for operation of at least one electrical 
vehicle component. 

2. Description of Related Art 
The interior of modern motor vehicles generally houses a 

host of electrical controls Which must be manually actuated 
by the driver or by passengers of the vehicle to operate 
motor vehicle components (for example, slide sWitches, 
rotary sWitches or pushbuttons). 

Controls Which are considered especially important in 
practice (for example, for the headlights, Windshield Wipers, 
etc.) must generally be located Within the immediate visual 
range of the driver, i.e., in the area of the vehicle interior 
Which the driver can easily survey While driving “With a 
glance forWar ” Without greater distraction from ambient 
events and Which lies Within “reach” of the driver. This area 
for placement of controls, Which is preferred especially for 
safety reasons, is directly in front of the driver in a motor 
vehicle so that these controls can be located preferably on 
the steering column, the dashboard or a center console. 

With the increasing comfort in modern motor vehicles and 
the associated rise in the number of control functions to be 
performed, the arrangement of controls Within sight of the 
driver has become more and more dif?cult for reasons of 

space. 
To solve this space problem, attempts have already been 

made to implement numerous control functionalities at the 
same time by a single control means With Which the func 
tions can be selected, for example, in a “menu structure”. 
This choice can be made, for example, by means of several 
buttons and/or a type of “joystick”. The disadvantage here is 
that this choice of control functions is rather time-consum 
ing, and thus, unduly distracts the driver. 

Mainly for controls Which can be considered less impor 
tant With respect to driving safety and Which are to be 
activated especially rather infrequently, in their arrange 
ment, there has been a sWitch to areas of the vehicle interior 
Which are not in direct sight of the driver. Examples of this 
in motor vehicles include the operation of electrical Win 
doWs by controls on the driver’s side inner door panel, the 
operation of electrically adjustable outside mirrors by con 
trols on the armrest console Which is located in the middle 
next to the driver’s seat When vieWed in the transverse 
direction of the motor vehicle, or the operation of a roof 
opening system (for example, sliding and lifting roof, lou 
vered roof, etc.) by controls on the motor vehicle roof area. 
The disadvantage here is that the operation easily distracts 
the driver and so-called “blind operation” is dif?cult or 
requires a corresponding routine of the operator. 

In the knoWn controls, the function of Which is based on 
pressing, pulling or turning an actuating element, it is 
furthermore a disadvantage that these controls are subject to 
more or less extensive Wear of the mechanical parts. Regard 
less of this, in general, their design must be carefully 
matched to the interior of the pertinent motor vehicle. In this 
respect, in practice, it is generally not a matter of standard 
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2 
controls, but components and assemblies of complex con 
struction and design. Moreover, the arrangement of indi 
vidual controls or control assemblies has the disadvantage 
that variance of the vehicle equipment (for example, With or 
Without a sliding roof, With or Without outside mirror 
adjustment, etc.) entails a corresponding variance of the 
corresponding interior panel parts or consoles Which are 
designed for housing these controls or the combination of 
controls Which is desired for the special vehicle model. 
Finally, for the operation of a control Which is to be 
mechanically actuated, in the dark, it is dif?cult to ?nd the 
control, mainly if it is not lighted and/or it is out of direct 
sight of the operator. In this connection, it is noted that 
permanent lighting (also for example, background lighting) 
of controls in the dark is often perceived as disturbing by 
vehicle passengers. 

Published German Patent Application DE 196 49 573 Al 
discloses an input device, especially a computer input 
device, With Which hand movements can be detected and 
transmitted to terminal devices. The knoWn device can be 
used, for example, to control a mouse in a text processing 
program, tWo-dimensional movements being detected as the 
displacement of a pressure point on a pieZo-sensory surface. 

Published German Patent Application DE 43 12 672 Al 
discloses a proximity, mouse-compatible pointer input 
device for controlling the motion of a cursor or a pointer on 
a screen, for example, instead of a computer mouse, the hand 
or the ?nger of the operator being moved in the vicinity of 
the sensor ?eld. 

Published German Patent Application DE 42 01 934 Al 
discloses a data processing system Which is controlled by 
forms of expression of human gestures, speci?cally by 
taking pictures of the human body or parts of it and 
translation of the forms of expression extracted therefrom 
into commands for controlling the data processing system. 

In May 2003, ASIC products of the company Elmos 
Semiconductor AG Were presented at the Internet site 
“WWW.elmos.de”. With reference to the product labeled 
E909.0l (“Optical SWitch With High Ambient Light Immu 
nity”), a sWitch means based on an optical detection prin 
ciple Was described With Which, through a translucent sur 
face, the approach of a ?nger, contact of the surface With the 
?nger or movement of the ?nger on the surface can be 
detected. 

Similar sensor controls Were presented and described at 
the Internet site “WWW.mechaless.de” in May 2003, such as, 
for example, optical proximity sensors, optical sWitches and 
optical linear regulators in Which the sensor technology is 
located hidden behind the surface of the control. 

SUMMARY OF THE INVENTION 

A primary object of this invention is to provide a control 
means Which can be comfortably actuated and a comfortable 
process for operation of at least one electrical component of 
a motor vehicle. 

This object is achieved With a motor vehicle roof With a 
control means for operating at least one electrical motor 
vehicle component by a passenger of the vehicle, the control 
means having a sensor surface arrangement for detecting at 
least one of the presence and movement of at least part of a 
hand of the passenger in a detection area of the sensor 
surface arrangement and providing an electrical trigger 
signal for triggering at least one vehicle component in 
response to a detection signal from said sensor surface 
arrangement. 
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This object is also achieved by a process in Which the 
detection of the presence and/or movement of the hand or 
part of the hand of a passenger of a vehicle in a detection 
area of a sensor surface arrangement of a control means 

located in the vehicle roof area causes an electrical trigger 
signal to be issued for triggering a vehicle component. 

By detecting the presence and/ or motion of at least part of 
the hand of the passenger, ergonomically advantageous 
operation With loWer demands on accuracy of the manual 
control process (?ne motor function) can be accomplished 
Which therefore can take place more or less “blindly”. This 
is especially comfortable and safe for the driver of the 
vehicle since his attention With respect to traffic is only 
slightly adversely affected by operation. The “detection 
area,” therefore that area of space in Which the control 
actions can be detected based on the structure of the sensor 

technology used, extends preferably a feW centimeters 
doWnWard from the surface of the sensor surface arrange 
ment so that “proximity” detection processes are enabled. 

Therefore, With the invention, a control means Which can 
be actuated especially comfortably is provided in the roof 
area of the motor vehicle. Here, by a suitable assignment 
betWeen certain control actions (for example, hand move 
ments) and certain trigger functions, a rather “intuitive” 
control possibility can be implemented. The triggered com 
ponents, for example, lighting units and roof opening system 
components, can be operated by simply approaching or 
touching surfaces (operating surfaces). Approaching can be 
designed as simple detection of the hand or the ?nger of the 
operator in the vicinity of the sensor surface arrangement. In 
a structurally simple manner, even gesture recognition can 
be implemented by the invention When, for example, a 
“hand Wiping motion” on or near an operating surface is 
intended as a control action. 

In addition, the control means does not require mechani 
cal elements Which are susceptible to Wear and the sensor 
surface arrangement of the control means can be Well 
matched to the vehicle interior in practice, the latter both 
With respect to design and also With respect to construction. 

In one preferred embodiment, the control means is 
designed at least for operation of a roof opening system 
and/or a roof shading system and/or an interior lighting 
system. Here, the advantage arises that especially intuitive 
operation is enabled, on the one hand, based on the spatial 
vicinity of the components Which are to be operated and the 
control means Which is intended for this purpose, and on the 
other hand, based on the possibility of obvious correspon 
dence betWeen the actuation movements (hand movements) 
and the movement functions of the indicated components. 

Especially good accessibility of the control means is 
achieved, for example, When it is located roughly in the 
middle When vieWed in the transverse direction of the motor 
vehicle, for example, in the middle in the transition area 
betWeen the motor vehicle roof and vehicle Windshield. 
Mainly, in this area, the control means as a control unit or 
control console With a visible side formed by the sensor 
surface arrangement can be Well matched to the respective 
interior design. In one preferred embodiment, the sensor 
surface arrangement is formed as a one-piece plastic mold 
ing. In particular, With the invention, a control unit for roof 
opening systems and interior lighting systems for integration 
into a roof module for motor vehicles can be formed. 

Preferably, the sensor surface arrangement has a host of 
sensor elements Which are hidden (not visible). The expres 
sion “sensor element” here means a sensor Which imple 
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4 
ments part of the detection functionality Which is desired 
overall and can provide a sensor signal independently of 
other sensors. 

If there is plurality of sensor elements, these elements 
interact preferably at least in some of the intended detec 
tions. Detection can performed, for example, optically (es 
pecially infrared-optically), capacitively, by means of ultra 
sound or by means of pieZosensor technology. These 
detection principles in themselves are Well knoWn from the 
prior art so that they need not be explained in detail here. For 
example reference should be made to the initially mentioned 
publications in Which suitable detection principles are 
explained. 
The arrangement of a plurality of sensor elements is 

advantageous in many respects. First of all, it is thus possible 
to assign to individual functions of the desired operating 
functions their oWn sensor element Which is located on or 

behind an “operating surface” and thus to achieve “multi 
functionality” of the control means. Furthermore, for the 
same control function, there can also be several sensor 
elements in order to increase the detection accuracy by a 
certain redundancy during detection and/ or to distribute the 
tasks for detection of the corresponding control process 
among several sensor elements With respect to a certain 
control function. For example, the detection of the touch of 
a ?nger on a section of the sensor surface arrangement by 
means of a combination of an optical proximity sensor With 
a capacitive or pieZoelectric pressure sensor can be acquired. 

Furthermore, the arrangement of a plurality of sensor 
elements is also advantageous When, for a certain operating 
function, a three-dimensionally extended section of the 
detection area With simultaneously a detection sensitivity as 
uniform as possible is to be achieved in this section of the 
detection area. For example, several identical sensor ele 
ments Which each detect only at short range can be arranged 
distributed over the surface (for example, over the extension 
of an operating surface) in order to “extend” the detection 
sensitivity With respect to this operating function more 
strongly in three-dimensional terms (the sensitive area of the 
sensors is distributed over a larger surface). 

Finally, the arrangement of a plurality of simple sensor 
elements each of Which can detect only presence or prox 
imity can be advantageously used for detection of motion 
(direction and/ or speed). In this Way, for example, using tWo 
sensor elements Which can detect simply the presence or the 
distance of a hand, a “Wiping motion” of the hand in the 
direction of an imaginary connecting line betWeen the tWo 
sensor elements can be detected by jointly evaluating the 
sensor signals Which have been output by the sensor ele 
ments, and for example, determining the speed and orien 
tation of the hand motion. This function of detection of (also 
three-dimensional) movements of the hand of the operator or 
parts of this hand, Which detection is as accurate as possible, 
can be achieved even better in practice With an increasing 
number of sensor elements Which are arranged in a distrib 
uted manner. 

For reliable detection and loW fault susceptibility, it has 
been found to be advantageous if the motor vehicle roof, 
especially the control means itself (for example, directly 
behind the sensor surface arrangement) has evaluation elec 
tronics With Which the sensor signals Which have been 
output from the sensor elements of the sensor surface 
arrangement can be evaluated and depending on the result of 
this evaluation, an electrical trigger signal can be output. 
Thus, disruptive in?uences Which act on the output signals 
of sensor elements in their transmission (for example, by 
electromagnetic interference) are largely avoided. 
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In one embodiment, the sensor surface arrangement com 
prises a plurality of sensor elements With output signals 
Which are jointly evaluated by the evaluation electronics in 
order to issue the electrical trigger signal depending on the 
result of this evaluation, and each of these sensor elements 
cannot be assigned to a certain motor vehicle component, 
but only the prepared electrical trigger signal (optionally 
also depending on the “operating prehistory”) can be 
assigned to a certain vehicle component and functionality of 
this vehicle component. 

In one preferred embodiment the sensor surface arrange 
ment has at least one operating surface. The concept “oper 
ating surface” Will designate a tWo-dimensionally extended 
section of the detection area Which is intended altogether for 
detection relating to the operation of a certain motor vehicle 
component or relating to an elementary control function. In 
this sensor, for example, an operating surface can be 
intended for operation of a roof opening system (compo 
nent-referenced operating surface). There can also be an 
operating surface for turning on an interior light and another 
operating surface for turning off the same interior light 
(control function-referenced operating surface). 

Quite in general, there can be proximity detection at a 
short distance from the operating surface and/or detection in 
Which the operating surface must be touched (Wiping or 
tapping) (for example, as in a “touchpad”). 

It is conceivable that the assignment of an operating 
surface to a certain component or functionality is dependent 
on the “operating prehistory.” One example of this Would be 
the folloWing arrangement of tWo operating surfaces: With 
a ?rst operating surface, by (repeated) tapping, one of 
several components is “selected,” for example, a certain 
outside mirror, a shade or an interior light. The selection can 
be clearly shoWn to the user acoustically and/or visually 
(signal lighting). Then, on a second operating surface, by a 
“hand Wiping movement,” a functionality of the component 
Which Was selected before, Which functionality is assigned 
to the direction of this motion, is commanded. 
A camber of the operating surface is advantageous With 

respect to blind operation and the differentiation betWeen 
operating surfaces When the sensor surface arrangement has 
several operating surfaces, as can be advantageous for 
implementation of more complex control functions. Alter 
natively or in addition to a camber, there can also be a rough 
surface structure in order to facilitate “?nding” the operating 
surface by the “tactile” impression at the operator. 
An operating surface Which is concavely arched When 

vieWed from the operator or an operating surface Which is 
located in a depression enables embodiments in Which 
actuation of the respective operating surface can hardly take 
place unintentionally, for example, When the camber or the 
depression is dimensioned such that actuation is not possible 
by the entire hand, but only by one ?nger. 

Moreover, such a concavely arched operating surface can 
be advantageously used in the detection of a “contacting 
Wiping motion.” In this case, the hand or the ?nger of the 
user can be easily guided by the shape of surface during the 
motion. This guidance, then, on the one hand, has the 
advantage that the path of motion Which is necessary for 
operation is more or less forced, and on the other hand, by 
the camber at the end of the path of motion, the hand or the 
?nger can be gently pushed aWay from the roof area again. 

In one preferred embodiment With several operating sur 
faces Which are combined into a sensor surface unit, it is 
provided that the operating surfaces Which are adjacent to 
one another differ in their orientation and/ or camber and/or 
tactile nature. To prevent improper operation by confusion 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

6 
of operating surfaces, it is advantageous if the operating 
surfaces Which are adjacent to one another are separated 
from one another by insensitive “separation surfaces.” If 
there are several operating surfaces, it is ?nally preferred 
that this surface arrangement, especially the sensor surface 
arrangement altogether, has a plane of symmetry. 

In another embodiment, the sensor surface arrangement 
has means for providing visual operating instructions. For 
example, the corresponding ?xed labels and/or pictograms 
on the visible side of the sensor surface arrangement are 
conceivable. Even if these operating instructions can be 
easily printed, in one preferred embodiment, it is provided 
that at least some of these operating instructions visually 
stand out due to background lighting of a corresponding 
template, this background lighting for example, being acti 
vated upon approach (of the hand) (and then preferably, a 
predetermined time interval is maintained) even before any 
other operating function can be initiated. Alternatively or in 
addition, this ?rst approach can also be used to illuminate at 
least the sensor surface arrangement, either by a light Which 
is intended especially for this purposes, or a light Which is 
also intended for illumination of the interior anyWay. 

In one preferred embodiment, the motor vehicle roof, 
especially the control means itself, comprises an acoustic 
signal transmitter for output of acoustic signals in reaction to 
detections (“acoustic feedback”). Thus, for example, suc 
cessful evaluation of the sensor signals Which are associated 
With a hand movement, i.e., the detection of a certain control 
command, can be acoustically con?rmed and/or an unsuc 
cessful evaluation Which accordingly does not trigger a 
control function can be acoustically communicated as 
improper operation. In the simplest case, the acoustic signals 
can be tWo different sounds or tones in order to con?rm a 
control command or to reject it as a improper operation, 
especially for more complex control tasks, an electronic 
voice output can be advantageously used for more accurate 
feedback. 
The invention is explained in detail beloW using certain 

embodiments With reference to the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a plan vieW of a motor vehicle roof for 
illustrating the arrangement of a control means as of the 

invention; 
FIGS. 2 and 3 are perspective vieWs of sensor surface 

arrangements Which are used Within the frameWork of the 
invention With one operating surface; 

FIG. 4 is a perspective vieW of a sensor surface arrange 
ment Which can be used Within the scope of the invention 
With tWo operating surfaces; 

FIGS. 5-7 shoW perspective vieWs of sensor surface 
arrangements Which are used Within the scope of the inven 
tion With three operating surfaces; 

FIGS. 8 to 12 are schematics for illustrating the control 
concepts Which can be used Within the frameWork of the 
invention, speci?cally 

FIG. 8 shoWs a representation relating to proximity to a 
sensor surface arrangement; 

FIG. 9 shoWs a representation relating to encroachment 
on the sensor surface arrangement, 

FIG. 10 shoWs a representation relating to a Wiping 
motion on the sensor surface arrangement, 

FIG. 11 shoWs a representation relating to tapping of the 
sensor surface arrangement With the back of the hand, and 

FIG. 12 shoWs a representation relating to tapping of the 
sensor surface arrangement With one ?nger. 
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DETAILED DESCRIPTION OF THE 
INVENTION 

FIG. 1 shows the roof 1 of a motor vehicle With a sliding 
roof 2 Which can be actuated in the conventional manner by 
means of an electric drive 3 for opening and closing of the 
roof opening by means of a sliding cover 4. Furthermore, the 
?gure shoWs a left interior light 5 and a right interior light 
6 Which in the conventional manner are located on the 

underside of the vehicle roof 1 betWeen the front roof edge 
and the roof opening. 

In the ?gure, the directions to Which reference is made 
beloW are draWn in, speci?cally, the lengthWise direction x 
of the motor vehicle, the transverse direction y and the 
vertical direction Z of the motor vehicle. 

The sliding roof 2 and its electric drive 3 and the interior 
lights 5, 6 are components of the vehicle electrical system 
Which can be triggered by a control means 10 Which is 
likeWise located on the underside of the vehicle roof 1. For 
this purpose, the control means 10 comprises a sensor 
surface arrangement Which is exposed doWnWard toWard the 
vehicle interior through a section of the inside headliner for 
detection of the presence or proximity and movement of the 
hand or ?nger of the operator. By means of this sensor 
surface arrangement, the functions of the motor vehicle 
components 3, 5, 6 can be comfortably controlled by the 
driver Who, for this purpose, need execute only predeter 
mined hand and/ or ?nger movements in the detection area of 
the sensor surface arrangement; this itself requires only little 
attention from the driver While driving and also in the 
darkness. 

In contrast to the described embodiment, the control 
means 10 could also be designed to trigger other or further 
motor vehicle components. Moreover, the control means 10 
could also be located elseWhere, i.e., a location accessible by 
the driver or other passengers of the vehicle, on the bottom 
of the vehicle roof 1. For example, to operate lighting means 
located further to the rear in the vehicle interior, alternatively 
or additionally, there could be a control means behind the 
sliding roof 2 Which can be comfortably operated by the 
back seat passengers. 

Advantageously, in the operation of the sensor surface 
arrangement, no mechanical parts are moved so that the 
control means, in this respect, Works Without Wear. One or 
more sensor surface arrangements can be integrated in an 
aesthetically pleasing manner in the inside headliner of the 
vehicle Which is present anyWay or can be provided as a 
section of such an inside headliner. For simple vehicle 
installation it is advantageous if the vehicle roof is made as 
a so-called prefabricated roof module Which has vehicle 
components Which are located in the roof area in the ?nished 
vehicle, especially has the roof opening system 2 Which is 
provided in this embodiment already integrated. In this case, 
the control means can also be integrated Within the frame 
Work of prefabrication of the roof module. 

In the folloWing description of other embodiments, for 
analogous parts, the same reference numbers are used, With 
a loWer case letter added to distinguish the embodiment. 
Here, essentially only the dilferences from the already 
described embodiment or embodiments are explained in 
detail, and otherWise, reference is made expressly to the 
description of previous embodiments. The reference num 
bers of parts Which are repeatedly provided in an embodi 
ment but Which are analogous in their action are numbered 
consecutively (each With a hyphen and a sequence number 
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8 
added). Reference is made to individual ones of these parts 
or to the totality of these parts beloW also by the reference 
number Without an addition. 

FIGS. 2 to 7 illustrate, for example, some embodiments of 
a sensor surface arrangement, Which is produced in one 
piece from plastic and Which is suitable for the invention, as 
can be provided, for example, for the control means 10 
Which is shoWn in FIG. 1. These ?gures do not shoW the 
sensor technology Which is used and Which is provided in 
the form of a sensor arrangement located distributed over (in 
the positive Z-axis direction) the visible side, together With 
the evaluation electronics. 

FIG. 2 shoWs a ?rst sensor surface arrangement 1211 
Which has an operating surface 1411-1 in the middle rear area 
and a separation surface 1611-1 Which extends around the 
front of surface 1411-1 in roughly a U-shape. VieWed in the 
x-axis direction, the separation surface 1611-1 rises (in the 
negative Z-axis direction) at an angle of roughly 20° and is, 
for the most part more or less even, conversely the operating 
surface 1411-1, forms a largely curved trough surface With a 
front transition area (toWard the separation surface 1611-1), 
vieWed in the Z-axis direction, Which runs roughly in the 
shape of a parabola. The transition betWeen the surfaces 
1411-1 and 1611-1 forms a roughly square edge at least in the 
front part of the surface arrangement. 

FIG. 3 shoWs a sensor surface arrangement 12b With a 
concave, roughly semi-ellipsoidal operating surface 14b-1 
Which is surrounded toWard the front (When vieWed in the 
Z-axis direction) by a roughly U-shaped separation surface 
161' -1, the transition area betWeen these tWo surfaces forming 
a raised U-shaped collar. 

FIG. 4 shows a sensor surface arrangement 120 With a 
separation surface 16c-1 Which is raised in the center and 
runs slightly convexly curved, and Which is adjoined When 
vieWed in the transverse direction on either side by con 
cavely curved operating surfaces 140-1 and 140-2 over a 
transition area Which is curved at roughly a right angle. On 
the rear outer areas of the sensor surface arrangement 120, 
the operating surfaces 140 run smoothly into the plane of the 
surrounding inside headliner (not shoWn). 

FIG. 5 shoWs a sensor surface arrangement 1211 With a 
raised separation surface 16d-1 Which has a roughly square 
surface section in the center Which is adjoined, When vieWed 
in the transverse direction, on either side via a transition area 
Which is angled at roughly 45°, by the operating surfaces 
14d-1, 14d-2, and toWard the front likeWise via an angled 
transition area by another surface section of the separation 
surface 16d-1. The latter section of the separation surface 
16d-1 is slightly concavely curved and is roughly U-shaped, 
a smooth transition taking place from the U-shape to the 
third operating surface 14d-3. Furthermore, it is apparent 
that the interior lights (here reading lights) 51! and 6d are 
integrated into the operating surfaces 14d-1, 14d-2. 

Operation of the components 511, 611 takes place in an 
intuitively simple manner via the operating surfaces 14d-l 
and 14d-2. The operating surface 14d-3 has a rough surface 
structure over its entire extension and Which can be easily 
felt With the ?ngers, especially in the dark. For the interior 
lights 51!, 6d, the sensor technology is to a certain extent 
installed in the lights (lights and control means form a unit). 
When the hand or the ?nger approaches the operating 
surfaces 14d-1, 14d-2, for example, the corresponding light 
511 and 611 can be turned on With loW light intensity. In this 
Way, search lighting is super?uous. 

FIG. 6 shoWs a sensor surface arrangement 12e Which has 
an operating surface 14e-1 in the middle rear area Which 
constitutes a trough surface Which runs, for the most part, 
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concavely curved With a transition area Which runs forward, 
vieWed in the Z-axis direction, roughly in the shape of a 
parabola, to a separation surface 16e-1. This separation 
surface 16e-1 continues on either side of the operating 
surface 14e-1 roughly smoothly to narroW ridge surfaces 
Which run roughly evenly the x -axis direction on a “collar”. 
Over the entire extension of the sensor surface arrangement 
12e, vieWed in the x-axis direction, on the lateral edges of 
this arrangement, there are tWo additional concavely 
indented operating surfaces 14e-2 and 14e-3. The tWo oper 
ating surfaces 14e-2, 14e-3, on the one hand (for example, 
for light), and 14e-1 on the other hand (for example, for a 
roof system), are formally separated from one another by the 
collar. This results in gentle guidance of the hand or ?nger 
in the area of the surface 14e-1. In particular, the inner area 
(roof system operation) folloWs the natural movement from 
the Wrist With its concave shape. The collar area of the 
concave surface has a steeper angle. This advantageously 
results in the hand being sloWed doWn in movement to the 
collar. 

FIG. 7 shoWs a sensor surface arrangement 12f that is 
similar to the arrangement 12e Which is shoWn in FIG. 6; 
hoWever, the external operating surfaces 14/42 and 14/43 
Widen instead of tapering toWard the front in their transverse 
extension. Moreover, in this embodiment, interior lights 5f 
and 6f are again integrated Within the operating surfaces 
14jl2, 14f-3. 

With reference to FIGS. 8 to 12, some of the control 
actions of interest Within the scope of the invention are 
explained beloW. 

FIG. 8 schematically shoWs a sensor surface arrangement 
12g With an operating surface Which is indicated at 14g and 
Which runs recessed, With sensor technology Which detects 
the approach of a hand at a relatively great distance (for 
example, roughly 5 cm) and converts it by means of evalu 
ation electronics into an operation-trigger signal, for 
example, for turning on an interior lighting means With loW 
intensity (“dim light”). 

FIG. 9 illustrates another control action on the same 
sensor surface arrangement 12g, speci?cally an approach to 
the operating surface 14g at a much shorter distance, as is 
possible in practice only by “encroachment” on the sensor 
surface arrangement 12g. By the operating surface 14g being 
made as the base of an indentation Which is relatively small 
in the directions of its transverse extension, it can be 
provided, for example, that this encroachment can take place 
only With the ?nger, but not With the entire back of the hand. 
This is advantageous for preventing unintentional initiation 
of the trigger function Which is associated With this control 
action. 

FIG. 10 shoWs tWo other control actions on the same 
sensor surface arrangement 12g, speci?cally “Wiping for 
Ward” (in the positive x-axis direction) and “Wiping back 
War ” (in the negative x-axis direction). These control 
actions Which are characteriZed by the direction of motion 
can be advantageously used to implement intuitive control 
functions Which are linked to a corresponding direction of 
movement. In the vehicle shoWn in FIG. 1 for example, With 
the Wiping motion forWard, it Would be possible to com 
mand closing of the sliding roof 2, therefore movement of 
the sliding cover 4 forWard, and With a Wiping motion to the 
rear, accordingly, the opening of the sliding roof 2 could be 
commanded. In contrast to the embodiment shoWn in FIG. 
1, if there is a transparent cover for the roof opening system, 
the Wiping motion forWard With the roof opened could 
command the corresponding closing motion of an assigned 
shading means (such as a blind) and With the roof opening 
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10 
already shaded, the closing motion of the transparent sliding 
cover could be commanded. Conversely, in a Wiping motion 
to the rear With the roof opening closed and shaded, ?rst, the 
shading means could be activated in the sense of clearance 
of the roof opening and upon repeated Wiping to the rear 
only the roof opening could be opened. 

Regardless of the speci?c con?guration of the control 
means, FIGS. 11 and 12 illustrate the execution of other 
control actions, speci?cally tapping an operating surface 
With the back of the hand (FIG. 11) and tapping the operating 
surface With a ?nger (FIG. 12). 
One simple use of the invention comprises, for example, 

is the control concept as an operating surface for the roof 
opening system that is housed in a trough in the roof bracket. 
The shape of the trough folloWs the shape and the natural 
motion of the hand. 

With this arrangement, for example, the folloWing opera 
tion of the roof opening system is possible: 

automatic opening after a Wiping motion backWards 
automatic closing after a Wiping motion forWards 
stopping of an automatic motion by tapping 
complete closing of the roof opening system after a 

double tap. 

What is claimed is: 
1. Motor vehicle roof With a control means for operating 

at least one electrical motor vehicle component by a pas 
senger of the vehicle, the control means having a sensor 
surface arrangement for detecting at least one of the pres 
ence and movement of at least part of a hand of the 
passenger in a detection area of the sensor surface arrange 
ment and providing an electrical trigger signal for triggering 
at least one vehicle component in response to a detection 
signal from said sensor surface arrangement; 

Wherein said sensor surface arrangement comprises a 
plurality of sensor elements and Wherein the sensor 
elements comprise at least one of capacitive, ultrasound 
and pieZoelectric sensors that are arranged for detecting 
a plurality of different types of ?nger movements, and 
Wherein the control means triggers a different operation 
in response to each of said plurality of different types 
of ?nger movements. 

2. Motor vehicle roof as claimed in claim 1, Wherein the 
at least one vehicle component is at least one of a roof 
opening system, a roof shading system and an interior 
lighting system. 

3. Motor vehicle roof as claimed in claim 1, Wherein the 
sensor surface arrangement is located in the middle When 
vieWed in the transverse direction of the vehicle. 

4. Motor vehicle roof as claimed in claim 1, Wherein the 
plurality of sensor elements are in a hidden location. 

5. Motor vehicle roof as claimed in claim 1, comprising 
evaluation electronics Which evaluate sensor signals Which 
have been output from the sensor elements of the sensor 
surface arrangement and depending on the result of this 
evaluation, provide said electrical trigger signal. 

6. Motor vehicle roof as claimed in claim 1, Wherein the 
sensor surface arrangement has at least one arched operating 
surface. 

7. Motor vehicle roof as claimed in claim 6, Wherein the 
at least one arched operating surface has a rough surface. 

8. Motor vehicle roof as claimed in one of claims 1, 
Wherein the sensor surface arrangement has means for 
providing visual operating instructions. 

9. Motor vehicle roof as claimed in claim 1, comprising 
an acoustic signal transmitter for outputting acoustic signals 
in reaction to detections. 
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10. Motor vehicle roof With a control means for operating 
at least one electrical motor vehicle component by a pas 
senger of the vehicle, the control means having a sensor 
surface arrangement for detecting at least one of the pres 
ence and movement of at least part of a hand of the 
passenger in a detection area of the sensor surface arrange 
ment and providing an electrical trigger signal for triggering 
at least one vehicle component in response to a detection 
signal from said sensor surface arrangement; Wherein the 
sensor surface arrangement has a plurality of operating 
surfaces, one of the operating surfaces having sensor means 
for detecting tapping movements and another of the oper 
ating surfaces having sensor means for detecting Wiping 
movements. 

11. Process for operation of at least one component of a 
motor vehicle by a control means located in a vehicle roof 
area by a passenger of the vehicle, comprising the steps of: 

detecting at least one of the presence and movement of at 
least part of the hand of the passenger in a detection 
area of the sensor surface arrangement, and 

producing an electrical trigger signal for triggering a 
vehicle component in response a positive indication 
that at least one of the presence and movement of at 
least part of the hand of the passenger has occurred in 
the detection area in said detecting step; 

Wherein at least one of capacitive, ultrasound and pieZo 
electric sensors are utiliZed for detecting each of a 
plurality of different types of ?nger movements during 
said detecting step, and Wherein a different operation is 
triggered in response to each of said plurality of dif 
ferent types of ?nger movements during said producing 
step. 
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12. Process as claimed in claim 11, Wherein said at least 

one component is a roof opening system. 

13. Process as claimed in claim 12, Wherein said plurality 
of different types of ?nger movements comprise each of 
backward Wiping, forWard Wiping and tapping motions. 

14. Process for operation of at least one component of a 
motor vehicle by a control means located in a vehicle roof 

area by a passenger of the vehicle, comprising the steps of: 

detecting at least one of the presence and movement of at 
least part of the hand of the passenger in a detection 
area of the sensor surface arrangement, and 

producing an electrical trigger signal for triggering a 
vehicle component in response a positive indication 
that at least one of the presence and movement of at 
least part of the hand of the passenger has occurred in 
the detection area in said detecting step; 

Wherein said at least one component is a roof opening 
system; 

Wherein detection of: 

a backWard Wiping motion triggers automatic opening of 
the roof, 

forWard Wiping motion triggers automatic closing of the 
roof, 

tapping stops said automatic opening and closing, and 
a double tap triggers complete closing of the roof opening 

system. 


