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SEALING ARRANGEMENT 

This invention relates to a sealing arrangement, and is 
particularly, although not exclusively, concerned With a 
sealing arrangement that is suitable for use to provide a seal 
betWeen adjacent components of a gas turbine engine. 
A gas turbine engine may comprise many gaps betWeen 

adjacent components that must be sealed to prevent or 
restrict gas ?oW through the gaps. For example, a noZZle 
guide vane annulus may comprise segments, each compris 
ing one or more noZZle guide vanes extending betWeen inner 
and outer platforms, Which are assembled together to form 
the complete annulus. It is knoWn for the end faces of the 
platforms to be provided With grooves, and for sealing 
elements to be placed in the grooves to extend across the gap 
betWeen adjacent segments. 

Over the operating cycle of an engine, thermal, centrifu 
gal and other effects can cause relative movement betWeen 

adjacent components of a gas turbine engine, and conse 
quently the sealing arrangements that are used must be 
capable of accommodating this movement. 

It is knoWn, for example from Us. Pat. No. 4,379,560, for 
gaps betWeen gas turbine engine components to be sealed by 
means of seals in the form of Webs Which extend betWeen 
the components and Which have enlarged edge portions 
Which are accommodated in grooves in the components. The 
seals, including the enlarged edge regions, may be made 
from a metallic material. 

To ensure adequate sealing, the enlarged edge regions and 
the grooves must be made to close tolerances, and must be 
provided With a high quality surface ?nish. Wear or other 
degradation of the seal can result in gas leakage, Which can 
result in a loss of performance of the engine. Sealing 
problems are particularly acute if the seal has to ?t in a 
curved groove. 

According to the present invention there is provided a 
sealing arrangement betWeen ?rst and second components 
arranged side by side comprising a ?rst component formed 
With a groove Which opens toWards the second component, 
a second component formed With a groove Which opens 
toWards the ?rst component, and a seal member Which 
extends betWeen the components comprising a Web element 
having a ?rst side thereof located in the groove in the ?rst 
component, and a second side opposite the ?rst side located 
in the groove in the second component, the seal element 
being formed With a ?rst recess along the ?rst side and a 
second recess along the second side, and compressible 
sealing elements located in each of the ?rst and second 
recesses such that said compressible sealing elements make 
sealing engagement With the interior of the grooves in the 
?rst and second components. 

Each sealing element may have an exposed surface that 
makes direct contact With a surface of the respective groove. 
Each sealing element and the respective recess may have 
shapes Which cooperate to retain the sealing element in the 
recess. Alternatively, or in addition, each sealing element 
may be bonded into the respective recess. 
One or both of the sealing elements may have a generally 

cylindrical cross-section When uncompressed, and the 
respective recess may have a complementary cylindrical 
shape. In an alternative embodiment, one or both of the 
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2 
sealing elements may have a ?at exposed surface, When 
uncompressed, for engagement With a ?at surface of the 
respective groove. 

Because the material of the sealing elements is compress 
ible, they are able to maintain sealing contact across oppo 
site Wall surfaces of the respective grooves. On assembly, 
the sealing elements may be lightly compressed. Various 
compressible materials may be suitable for use as the sealing 
elements. For use in gas turbine engines, it Will normally be 
necessary for the sealing elements to be resistant to high 
temperatures, and the material of the sealing elements must 
be selected accordingly. 

At least one of the sealing elements may comprise a 
bundled yarn, for example a braided yarn. In the context of 
this speci?cation, the expression “bundled yarn” is to be 
interpreted broadly to embrace any form of elongate ?exible 
element made up of a plurality of individual ?bres, including 
bulk or randomly disposed ?bres, knitted, Woven or braided 
?bres or yarns, or tWisted ?bres or yams in the form of rope 

or cord. 

The ?bres of the sealing element may be made from a 
temperature-resistant material, for example a material 
capable of Withstanding temperatures in excess of 900° C. or 
even 12000 C. or 15000 C. The sealing element may consist 
predominantly of amorphous silica yarn, for example it may 
comprise at least 90% silica, and preferably at least 93% or 
99% silica. 
The Web element is preferably made from a metallic 

material, for example steel, and it may be made from a 
relatively resilient material, such as spring steel. The mate 
rial of the Web element is preferably suf?ciently ?exible to 
enable the seal to adapt to a curved groove. For example, if 
the Web element is made from steel, the Web element 
preferably has a thickness less than 1 mm, more preferably 
less than 0.5 mm. 

The Web element may be formed by deformation of a ?at 
sheet, for example by stamping, rolling or extrusion, to 
provide the recesses. 

In a sealing arrangement in accordance With the present 
invention, the compressible sealing elements may provide 
an adequate sealing effect Within the grooves, even Without 
a high quality ?nish on the groove surfaces. Consequently, 
adequate sealing may be achieved With the grooves left in 
their as cast condition, enabling economies to be achieved in 
the manufacture of the components. 

For a better understanding of the present invention, and to 
shoW more clearly hoW it may be carried into effect, 
reference Will noW be made, by Way of example, to the 
accompanying draWings, in Which: 

FIG. 1 shoWs a noZZle guide vane segment including inner 
and outer platform segments; 

FIG. 2 shoWs a sealing arrangement betWeen tWo adjacent 
platform segments; 

FIG. 3 shoWs a seal of the sealing arrangement of FIG. 2; 
FIG. 4 shoWs an alternative form of seal; and 
FIG. 5 shoWs a portion of the seal of FIG. 3. 
The noZZle guide vane segment shoWn in FIG. 1 has 

radially inner and outer platform segments 2, 4 betWeen 
Which extend tWo noZZle guide vanes 6. The noZZle guide 
vane segment shoWn in FIG. 1 is assembled for use With 
other identical segments to form a complete annulus. In 
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operation of the engine, hot gas ?oWs past the nozzle guide 
vanes 6 between the platforms 2, 4 While cooling air ?oWs 
over the outer surfaces (ie the surfaces aWay from the vanes 

6). It is desirable to avoid leakage of the hot gas ?oWing over 
the vanes 6 through the gaps betWeen adjacent segments, 
since this Will heat the cooling air so reducing the cooling 
effect. Similarly, it is desirable to prevent leakage of the 
cooling air into the hot gas ?oW, since this Will reduce the 
ef?ciency of the engine. 

To prevent such leakage, a sealing arrangement is pro 
vided betWeen adjacent platform segments. For this purpose, 
receiving grooves, generally indicated at 8 in the ?gures of 
the draWings, are formed in the end faces of the radially 
inner platform segments 2. Further receiving grooves 10 are 
provided in the end faces of the outer platform segments 4. 
Seals 12 (see FIG. 2) extend across the gaps 13 betWeen the 
confronting edges of adjacent platforms 2, 4, With edge 
regions of the seals 12 accommodated in the receiving 
grooves 8, 10. 

FIG. 2 shoWs in greater detail the sealing arrangement 
betWeen adjacent inner platform segments 2A, 2B. It Will be 
understood a similar sealing arrangement is provided 
betWeen adjacent outer platform segments 4. As shoWn in 
FIGS. 2, 3 and 5, a seal 12 comprises a Web element 14 
provided at opposite edge regions With sealing elements 
16A, 16B. The Web element 14 comprises a ?at central 
region 18 and recesses 20A, 20B along tWo sides spaced 
apart at opposite edges to receive the sealing elements 16A, 
16B respectively. In most examples of such a seal the Web 
element 14 is elongate, or rectangular, With the recesses 
20A, 20B are formed along the longer edges of the central 
portion 18. 

In the embodiment shoWn in FIGS. 3 and 5, the sealing 
elements 16A, 16B, When uncompressed, have a circular 
cross-section, and the recesses 20A,20B have a complemen 
tary part-circular internal shape. The Web element 14 may be 
formed from a ?at strip of material, for example thin steel 
strip, Which is extruded, stamped or otherWise shaped, to 
provide the recesses 20A, 20B. The material of the Web 
element 14 may be resilient, so that the central Web region 
18 can ?ex in the event of relative movement betWeen the 
noZZle guide vane segments, and to provide resilient entrap 
ment of the sealing elements 16A, 16B Within the recesses 
20A, 20B. It Will be appreciated that the material of the Web 
element 14 that forms the recesses 20A, 20B extends around 
the sealing elements 16A, 16B by more than half of their 
periphery, so that the sealing elements 16A, 16B are retained 
Within the recesses 20A, 20B. The sealing elements 16A, 
16B may be bonded into the recesses 20A, 20B by means of 
a suitable adhesive. In some circumstances, bonding alone 
may be used to retain the sealing elements 16A, 16B in the 
recesses 20A, 20B, in conjunction With the retaining effect 
provided by the grooves 8A, 8B after the seal 12 has been 
assembled With the noZZle guide vane segments 2A, 2B. 

When a seal 12 is inserted into the grooves 8A, 8B, the 
sealing elements 16A, 16B are lightly compressed against 
one side 21A, 21 B of the grooves 8A, 8B. Consequently, the 
outer surfaces of the recesses 20A, 20B are also urged into 
contact With the opposite sides 22A, 22B of the grooves 8A, 
8B thereby providing sealing contact. 
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4 
Sealing contact is thus maintained even if the components 

2A, 2B move relatively to each other, or if some enlargement 
occurs due to Wear betWeen the parts of the seal 12 and the 

groove Walls 21A, 22A, 21B, 22B. 
FIG. 3 shoWs the seal 12, With circular section sealing 

elements 16A, 16B in an uncompressed shape. As shoWn in 
FIG. 4, a sealing element 16 may have a natural shape other 
than circular. For example, When uncompressed it may have 
a ?attened face 20 in order to increase the contact area 

betWeen the sealing element 16 and the corresponding 
surface 21 of a groove 8. Preferably the sealing elements are 
made of material capable of Withstanding the high tempera 
tures encountered Within a gas turbine engine, although if 
the seals are used in a less demanding environment a 

temperature capability may not be necessary. For use in a 
gas turbine engine, each sealing element 16 is made from a 
bundle of ?bres of amorphous silica material. The ?bres may 
be held together by any suitable means, but in a preferred 
embodiment yarns are formed from the ?bres, the yarns 
being braided together to form a cord- or rope-like element. 
A suitable material is available under the name REFRA 
SIL®. The sealing element may be provided With an abra 
sion-resistant or lubricating coating. 
The seal 12 may be provided as a continuous length that 

can be cut to siZe for any particular groove 8 or 10 (FIG. 1). 
It Will be appreciated that the grooves 8 and 10 have curved 
regions, and the thickness of the material of the Web element 
14 may be selected so as to enable the seal 12 to folloW the 

curves of the grooves 8 and 10. 
Although the seal 12 has been described in the context of 

a seal assembly betWeen platform segments in a noZZle 
guide vane annulus, it Will be appreciated also that a sealing 
arrangement in accordance With the present invention may 
be employed in other assemblies of a gas turbine engine, or 
in non-gas turbine applications. 

The invention claimed is: 
1. A sealing arrangement for sealing a gap betWeen 

relatively movable ?rst and second components arranged 
side by side With the gap betWeen them, the arrangement 
comprising a groove formed in the ?rst component Which 
opens toWards the second component, a groove formed in 
the second component Which opens toWards the ?rst com 
ponent, and a seal member Which extends betWeen the 
components comprising a metal Web element having a ?rst 
side edge thereof located in the groove in the ?rst compo 
nent, and a second side edge opposite the ?rst side located 
in the groove in the second component, the Web element is 
formed With a ?rst recess along the ?rst side edge and a 
second recess along the second side edge, and With com 
pressible sealing elements in the form of cord or rope-like 
elements of temperature-resistant material located in the ?rst 
and second recesses such that said temperature-resistant 
compressible sealing elements make sealing engagement 
With one side of the interior of the grooves in the ?rst and 
second components and metallic material of the Web ele 
ment makes contact With an opposite side of the interior of 
the grooves. 

2. A sealing arrangement as claimed in claim 1, in Which 
each compressible sealing element is located in a respective 
groove With its surface partly exposed so that, in operation, 
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the exposed surface of the element directly contacts an 
interior of the surface of the respective groove. 

3. A sealing arrangement as claimed in claim 2, Wherein 
at least one sealing element and a respective recess have 
cooperating shapes Which cause the sealing element to be 
retained in the recess. 

4. A sealing arrangement as claimed in claim 1, Wherein 
at least one sealing element and a respective recess have 

cooperating shapes Which cause the at least one sealing 
element to be retained in the respective recess. 

5. A sealing arrangement as claimed in claim 1, Wherein 
at least one sealing element is bonded into a respective 
recess. 

6. A sealing arrangement as claimed in claim 1, Wherein 
at least one sealing element has a generally circular cross 

section When uncompressed. 
7. A sealing arrangement as claimed in claim 1, Wherein 

at least one sealing element has a ?at surface, When uncom 

pressed, Which engages a respective groove surface. 
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8. A sealing arrangement as claimed in claim 1, Wherein 

at least one sealing element comprises a bundled yarn. 

9. A sealing arrangement as claimed in claim 8, Wherein 
the at least one sealing element further comprises a braided 

yarn. 

10. A sealing arrangement as claimed in claim 9, Wherein 
the sealing at least one element is made from a material 

Which predominantly comprises amorphous silica yarn. 
11. A sealing arrangement as claimed in claim 8, Wherein 

the at least one sealing element is made from a material 

Which predominantly comprises amorphous silica yarn. 
12. A sealing arrangement as claimed in claim 1, Wherein 

at least one sealing element is made from a material capable 
of Withstanding a temperature in excess of 9000 C. 

13. A sealing arrangement as claimed in claim 1, Wherein 
the Web element is made from steel strip. 


