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To all whom it may concern. 
Beitknown thatI, ERNST F. PRIDDAT, aciti 

zen of the United States, residing at Chicago, 
‘ in the county of Cook and State of Illinois, 
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have inventeda new and useful Improvement 
in Package-Carriers, of which the following is 
a speci?cation. I 

My invention relates particularly to pack 
age-carriers adapted for use in carrying pack 
ages secured by ties; and my primary object 
is to provide a carrier of exceedingly simple 
and cheap construction and of improved op 
eration. 
The invention is illustrated in the accom 

panying drawings, in which— 
Figure 1 represents a perspective view of a 

package with my improved carrier applied 
thereto; Fig. 2, a side view of the carrier; 
Fig. 3, an end view of the same; Fig. 4, a 
broken section taken as indicated at line 4 
of Fig. 2; Fig. 5, an enlarged broken section 
taken as indicated at line 5 of Fig. 2; Fig. 6, 
a side View of a modi?cation; Fig. 7, an end 
view of the same; Fig. 8, aside view of a 
further modi?cation, and Fig. 9 an end view 
of the same. 
In the construction shown in Figs. 1 to 45, 

inclusive,the device comprisesatubularmem 
her a, having a longitudinal slot at’ extend 
ing throughout its length and a transverse 
slot 01.2 at its central portion and cutting away 
the wall throughout approximately one-half 
of the circumference of the device. This pro 
vides a longitudinal channel a3 for the longi~ 
tudinal cord of the tie and laterally and up 
wardly turned hooks of‘, ?anking the trans 
verse slot or space a2. The hooks a4 are pro 
vided with struck-in retainers as, which serve 
to prevent the device from becoming disen 
gaged from the cord. The device is shown 
applied to a package A, secured by a tie B, 
having a longitudinal loop b and ‘a transverse 
loop I)’. . 

The manner of applying the device is to lay 
it longitudinally upon the package with the 
hooks down and ?anking the cross-loop of the 
tie, then inserting the hooks beneath the lon 
gitudinal loop of the tie and rolling the car 
rier upon its axis. This draws the longitu 
dinal loop downwardly somewhat at the slot 
(R, as appears from Fig. 1. Preferably I pro~ 
Vido cord-gripping slots a“ at the ends of the 

bottom wall of the channel as. When the car~ 
rier is lifted, the cord sinks into these chan 
nels, thereby tending to prevent shifting of 
the device. 

In the construction shown in Figs. 6 and 7, 
0 represents a device of U-shaped cross~sec~ 
tion, having hooks c’, separated by a trans 
verse slot 02. The hooks 0’ correspond with 
the hooks a4 and the slot 02 with the slot 0.2 
of the device a. 

In the construction shown in Figs. 8 and 9, 
01 represents a device similar to the device a, 
except that there are provided four hooks cl’ 
instead of two hooks. The hooks are uni 
formly spaced, providing for receiving the 
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cross-loop of the tie between any two of the . 
hooks. Thus in Fig. 8 the cross-loop is re 
ceived between an end hook and the adja~ 
cent one of the intermediate books. This ex 
pedient provides for balancing the bundle 
when one end thereof is heavier than the 
other end or the cross~1oop is not located at 
the center of the bundle. 
As shown in Fig. 5, the edgefat the base 

of the slot a2 is rounded to prevent injury to 
the cross-loop of the tie. This provision is 
followed in all the modi?cations and may be 
produced in a satisfactory manner by rattling 
the carriers. . 

The gist of my invention consists in a hol~ 
low or channeled handle having a longitudi 
nal slot for the longitudinal cord of the tie to 
enter and a transverse slot whereat the trans 
verse loop of the tie is received. 

In practice there is sufficient slack in the 
tie of the package to permit the ?ngers to 
pass beneath the handle and beneath the tie. 
Changes in details of construction within 

the spirit of my invention may be made. 
Hence no undue limitation should be under 
stood from the foregoing detailed description. 
For instance, the hooks of the handle may be 
of any desired number and the retainers a5 
may be of any suitable shape, size, and 
length. The handle itself may be constructed 
of any suitable materialso long as it‘ retains 
the characteristics set forth. It is considered 
that it may be advantageously formed of wire 
for certain purposes. 
What I regard as new, and desire to secure 

by Letters Patent, is— 
1. A carrying device, comprising a longi» 
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tudinal channeled handle adapted to receive 
a cord in its channel and having hooks sepa 
rated by a short space whereat a transverse 
cord is received, for the purpose set forth. 

2. A device of the character described, com 
prising a handle-shaped shell having a longi 
tudinal groove for permitting the longitu 
dinal cord to enter, and having one portion 
slotted transversely to accommodate the 
transverse cord, for the purpose set forth. 

3. A carrying device, comprising a handle 
shaped shell grooved longitudinally to receive 
the longitudinal cord and transversely to re 
ceive the transverse cord, and a retainer co 
acting with one of said hooks. 

4. A carrying device, comprising a handle 
shaped shell grooved longitudinally and trans 
versely to alford hooks, and a retainer pro 
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jecting inwardly from one of said hooks, for 
the purpose set forth. 

5. A carrying device, comprisingr a longi 
tudinally-channeled handle for receiving the 
longitudinal cord therein and having a plu 
rality of transverse slots-forming hooks at 
one side of the handle, for the purpose set 
forth. 

v6. A carrying device, comprising a chan 
neled handle receiving the longitudinal cord 
therein and supplied at the ends of the chan 
nel with tapering twine-gripping slots into 
which the longitudinal cord sinks, for the 
purpose set forth. 

ERNST F. PRIDDAT. 
In presence of 

ALBERT D. BAOOI, 
WALTER WINBERG. 
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