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(57) ABSTRACT 

An electronic device having ?rst circuitry operating in a ?rst 
clock environment and second circuitry operating in a 
second clock environment, the ?rst circuitry being arranged 
to generate a soft reset signal for resetting the second 
circuitry, the integrated circuit further including: a soft reset 
hold circuit clocked in the ?rst clock environment connected 
to receive the soft reset signal and to generate an output reset 
signal in an asserted state; and a synchroniZer clocked in the 
second clock environment connected to receive the output 
reset signal and to generate a retimed reset signal in an 
asserted state after a predetermined period, Wherein the 
retimed reset signal is fed back to the soft reset hold circuit 
to cause the output reset signal to adopt a deasserted state at 
the end of said predetermined period. 

23 Claims, 4 Drawing Sheets 
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RESET IN A SYSTEM-ON-CHIP CIRCUIT 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to reset in a system-on-chip circuit, 

in particular Where there are tWo clock environments gov 
erning the operation of the circuitry on an integrated circuit. 

2. Discussion of the Related Art 
FIG. 1 illustrates a system on-chip (SoC) in the form of 

an integrated circuit including a central processing unit 
(CPU) 2 and functional logic 4. The system-on-chip gener 
ally operates on an input data stream IDS (e.g. video, audio, 
etc) and generates a processed output data stream ODS. 
As in knoWn in the art, the functional logic 4 Within the 

system-on-chip integrated circuit may often need to be reset. 
By convention, reset signalling is performed using an active 
loW signal and therefore given a name With a “_n” post?x to 
identify these signals as active loW signals. Thus, rst_n:l 
means that this is inactive, deasserted or not reset, While 
rst_n:0 means active, asserted or reset. 

There are tWo types of reset signal Which are frequently 
used in integrated circuit systems. A hard reset is de?ned as 
a reset Which originates from logic external to the system 
on-chip 1 and is labelled in FIG. 1 as rst_n. A hard reset is 
usually asynchronous With respect to any clock Within the 
system-on-chip 1. In the case of FIG. 1, the system-on-chip 
runs as a single clock environment using a clock clkl. 

A soft reset is de?ned as a reset Which originates from 
logic Within the system-on-chip, in the case of FIG. 1 from 
the embedded CPU 2, or rather from the effects of a program 
running on the embedded CPU 2. The soft reset signal is 
labelled soft_rst_n. A reset synchronizer 8 is connected to 
receive the hard reset signal rst_n. An important property of 
reset synchronizer 8 is that the assertion of rst_n is passed 
through to the output of 8 (rst_sync_n) asynchronously, but 
the deassertion of rst_n is delayed by being synchronized to 
a subsequent clock edge before being passed through to 
rst_sync_n. This is important because rst_n may be asserted 
When clocks are not running, or not stable, such as When 
poWer is ?rst applied to the SoC, but the deassertion of 
rst_sync_n needs to be synchronous With all destinations to 
avoid metastability. The output of the reset synchronizer 8 is 
supplied to the logic 4 and the CPU 2. 

FIG. 1 shoWs the case Where the output of the CPU 2 
soft_rst_n is fed directly into the logic 4 as a synchronous 
signal. It is also possible to merge the soft reset With the hard 
reset and distribute a single reset to the logic 4. This merging 
of the soft reset and hard reset could be done in the reset 
synchronizer 8. In such a case, the merged output rst_mer 
ged_n Would not normally be fed back as the main reset 
input to the CPU 2. Therefore a second reset synchronizer is 
required. The input to the second reset synchronizer Would 
be rst_n and clkl, and the output of the second reset 
synchronizer Would be connected to the CPU 2. 

FIG. 1 illustrates a system on-chip 1 With a single clock 
environment (clock clk1).Aproblem arises When the system 
contains more than one clock environment. FIG. 2 illustrates 
a system on-chip 10 having an embedded CPU 2 and 
functional logic 14. In this case, the embedded CPU is 
controlled by a ?rst clock signal clkl, While the functional 
logic 14 is controlled by a second clock signal clk2. In this 
case, a problem arises With the use of soft reset signals 
generated by the CPU and in fact currently there is no 
mechanism to alloW these types of reset signals. A hard reset 
signal rst_n is synchronized into the ?rst clock domain via 
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2 
suitable reset synchronization logic 8 and into the second 
clock domain via an additional reset synchronizer 18. 
The reason is that When a soft reset signal comes from a 

different clock environment, tWo conditions have to be met. 
Firstly, if the soft reset is a pulse, it must be seen and cause 
a clean reset of the local logic 14. If the clock environment 
of the soft reset (clkl) is faster than the local logic (clk2), 
then the pulse Will not be seen. Secondly, any signals Which 
cross clock environments must have adequate synchroniza 
tion to avoid metastability problems. 

Furthermore, if the soft reset is held for a longer period of 
time, then the local logic must also be held in reset. 

SUMMARY OF THE INVENTION 

It is an aim of the present invention to alloW a soft reset 
signal to cross clock boundaries. 
According to an aspect of the present invention there is 

provided an electronic device having ?rst circuitry operating 
in a ?rst clock environment and second circuitry operating 
in a second clock environment, the ?rst circuitry being 
arranged to generate a soft reset signal for resetting the 
second circuitry, the electronic device further comprising: a 
soft reset hold circuit clocked in the ?rst clock environment 
connected to receive the soft reset signal and to generate an 
output reset signal in an asserted state; and a synchronizer 
clocked in the second clock environment connected to 
receive the output reset signal and to generate a retimed reset 
signal in an asserted state after a predetermined period, 
Wherein the retimed reset signal is fed back to the soft reset 
hold circuit to cause the output reset signal to adopt a 
deasserted state at the end of said predetermined period. 
The electronic device can comprise an integrated circuit. 
In the described embodiment, the soft reset hold circuit 

comprises a ?ip-?op and associated logic for maintaining 
the soft reset signal in an asserted state. 

The associated logic can comprise an AND gate and an 
OR gate. 

Preferably, the predetermined period is governed by the 
second clock environment. In the described embodiment, the 
synchronizer comprises tWo serially connected ?ip-?ops and 
in that case the predetermined time period is tWo clock 
cycles of the second clock. 

In the described embodiment, the ?rst circuitry is a CPU. 
The second circuitry can also comprise a CPU. 

It is particularly advantageous if the soft reset hold circuit 
and synchronizer also receives a hard reset signal and 
generates an output Which falls asynchronously When the 
hard reset signal is asserted, but only rises synchronously 
(and in the described embodiment Where the synchronizer 
comprises tWo ?ip-?ops, after tWo clock cycles). This 
achieves the requirement for asynchronous reset and syn 
chronous deassertion of a hard reset, While simultaneously 
dealing With the metastability and synchronization issues of 
a soft reset signal. 
The integrated circuit can include a further synchronizer 

operating in the ?rst clock environment and connected to 
receive the hard reset signal and to supply a synchronized 
output signal to reset the ?rst circuitry. 

There can be a plurality of second circuitry each With an 
independent second clock. 

Another aspect of the invention provides a method of 
transferring a soft reset signal from a ?rst clock environment 
to a second clock environment, the method comprising: 
supplying the soft reset signal to a soft reset hold circuit 
clocked in the ?rst clock environment, the soft reset hold 
circuit being arranged to generate an output reset signal in an 
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assertive state; supplying the output reset signal to a syn 
chroniZer clocked in the second clock environment and 
arranged to generate a retimed reset signal in an assertive 
state after a predetermined period; and feeding back the 
retimed reset signal to the soft reset hold circuit to cause the 
output reset signal to adopt a deassertive state at the end of 
said predetermined period. 
The integrated circuit can be used to advantage as part of 

a system-on-chip Which has an input for receiving a data 
stream and an output for supplying a process data stream. 
Such a system might be for example a DVD decoder or a set 
top box. The invention is not restricted to these examples 
and any appropriate systems could be used. 

Another aspect of the invention provides an electronic 
device comprising at least one ?rst chip operating in a ?rst 
clock environment and at least one second chip operating in 
a second clock environment, the ?rst chip being arranged to 
generate a soft reset signal for resetting circuitry of the 
second chip, the system further comprising: a soft reset hold 
circuit clocked in the ?rst clock environment connected to 
receive the soft reset signal and to generate an output reset 
signal in an asserted state; and a synchroniZer clocked in the 
second clock environment connected to receive the output 
reset signal and to generate a retimed reset signal in an 
asserted state after a predetermined period, Wherein the 
retimed reset signal is fed back to the soft reset hold circuit 
to cause the output reset signal to adopt a deasserted state at 
the end of said predetermined period. 

That is, features of the invention can be utilised in a 
multi-chip application so as to synchronise tWo or more 
different chips. Set Top Boxes, DVD players and other 
system can be implemented as single-chip or multi-chip 
systems. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For a better understanding of the present invention and to 
shoW hoW the same may be carried into effect, reference Will 
noW be made by Way of example to the accompanying 
draWings, in Which: 

FIG. 1 is a schematic block diagram of a system-on-chip 
With a single clock environment; 

FIG. 2 is a schematic block diagram of a system-on-chip 
With tWo clock environments; 

FIG. 3 is a schematic diagram of a system-on-chip archi 
tecture in accordance With one embodiment of the invention; 

FIG. 4 is a schematic circuit diagram of a soft reset hold 
circuit and a synchroniZer; 

FIG. 5 is a timing diagram for operation of the circuit of 
FIG. 4 With a hard reset signal; and 

FIG. 6 is a timing diagram for operation of the circuit of 
FIG. 4 With a soft reset signal. 

DETAILED DESCRIPTION 

FIG. 3 illustrates schematically the environment of a 
system-on-chip 11 implementing an embodiment of the 
invention. The system on-chip 11 comprises an embedded 
CPU 2 operating in the ?rst clock environment clk1 and 
Which issues a soft reset signal soft_rst_n and supplies it to 
a soft reset hold circuit 3. Reference numeral 5 denotes a 
reset synchroniZer Which supplies a synchronization signal 
resync_rst_n to embedded functional logic 33 Which oper 
ates in the second clock environment clk2. The soft reset 
hold circuit 3 receives the ?rst clock clk1, While the syn 
chroniZer 5 receives the second clock clk2. Areset synchro 
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4 
niZer 8 for a hard reset signal rst_n operates in the ?rst clock 
environment as already described. 

FIG. 4 illustrates the circuit structure according to one 
embodiment of the present invention. The soft reset hold 
circuit comprises a ?rst ?ip-?op 20 Which receives a clock 
signal from the ?rst clock environment clk1. The ?ip-?op 20 
has its CD input connected to receive a hard reset signal 
rst_n and its D input set to receive an input signal 22 derived 
from a logic circuit 24. The CD input is an asynchronous 
clear input Which resets the ?ip-?op, making the Q output a 
logic Zero, independently of the clock input CP, Whenever 
this input is asserted loW. The logic circuit 24 comprises an 
OR gate 26 the output of Which supplies one input of an 
AND gate 28. The other input of the AND gate 28 is 
connected to receive the soft reset signal soft_rst_n, and the 
output of the AND gate constitutes the input 22 for the D 
input of the ?ip-?op 20. One input of the OR gate 26 
receives a signal taken at the Q output of the ?ip-?op 20. 
This signal represents the soft reset signal held by the 
?ip-?op, and is labelled hold_soft_reset_n_q. The other 
input to OR gate 26 is fed from the Q output of a ?ip-?op 
34 (discussed later) via an inverter 30. 

FIG. 4 also illustrates the reset synchroniZer 5. The reset 
synchroniZer 5 comprises second and third ?ip-?ops 32, 34 
each having their clock inputs connected to the clock for the 
second clock environment, labelled clk2. Their reset inputs 
are set to receive the hard reset signal rst_n. The D input of 
the second ?ip-?op 32 receives the held soft reset signal 
from the Q output of the ?ip-?op 20. The Q output of the 
second ?ip-?op 32 feeds the D input of the third ?ip-?op 34 
With a signal labelled reset_retime_n_q1. The Q output of 
the third ?ip-?op 34 labelled reset_retime_n_q2 is supplied 
to a ?rst input of a multiplexer 36 and additionally fed back 
to the second input of the OR gate 26 via the inverter 30. A 
second input of the multiplexer 36 receives the hard reset 
signal rst_n and supplies as its output a resynchroniZed reset 
signal resync_rst_n. This signal can be used to reset func 
tional logic in the second clock environment. The multi 
plexer 36 is controlled by a scan test signal tst_reset_mux, 
such that, for structural test When tst_reset_mux is asserted, 
the hard reset rst_n, bypasses the ?ip-?ops 32 and 34, thus 
giving full test control of the reset signal to the functional 
logic, resync_rst_n, and alloWing the ?ip-?ops 32 and 34 to 
be structurally tested using scan test. 

FIG. 5 is a timing diagram Which illustrates operation of 
the synchroniZer 5, in the case Where the D input of ?ip-?op 
32 is held high. The operation of the synchroniZer 5 Will 
?rstly be described in connection With functional operation 
When tst_reset_mux:0 and both ?ip-?ops 32, 34 are asyn 
chronously reset directly from the hard reset input rst_n. 
When the hard reset signal is released at time t0, asynchro 
nously With respect to the clock clk2, the D input of the 
second ?ip-?op 32 is clocked into the second ?ip-?op and its 
output is clocked into the third ?ip-?op 34. Assuming 
therefore that the signal on the D input of the second ?ip-?op 
32 Was high, this Will appear at the output of the second 
?ip-?op folloWing the next rising edge of clk_1 at time t1. 
Similarly, the output of the third ?ip-?op 34 goes high only 
after a further clock period at time t3. HoWever, as soon as 
the reset signal rst_n is asserted (falls loW), the outputs of the 
?rst and second ?ip-?ops also fall loW straight aWay as a 
result of the reset action of the ?ip-?ops. Thus, the arrange 
ment of the tWo ?ip-?ops means that the output from the 
second ?ip-?op falls to Zero asynchronously When rst_n is 
asserted, but only rises to one, synchronously, after tWo 
clock cycles. This achieves asynchronous assertion of reset 
and synchronous deassertion of reset. It is to be noted that 
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since the second ?ip-?op is clocked asynchronously With 
respect to the reset signal applied to its reset input, the 
?ip-?op could go metastable. However, the presence of the 
third ?ip-?op prevents the metastability risk from propagat 
ing. 

The multiplexer 36 ensures that When the tst_reset_ 
mux:l, the output from the ?ip-?ops is ignored. This alloWs 
the ?ip-?ops to be scan tested by alloWing the asynchronous 
reset to be directly controllable by external test equipment. 

Where the D input to the second ?ip-?op 32 is the 
hold_soft_reset_n_q signal from the soft reset hold circuit 3, 
this means that the soft reset can be applied as a pulse, 
lasting for one clock cycle of the ?rst clock environment 
clk1 or for longer. The output from the reset synchroniZer 
resync_rst_n is guaranteed to be asserted loW for a minimum 
of tWo clock cycles (see the period t0 to t3 in FIG. 5). 

Operation of transfer of the soft reset signal Will noW be 
described With reference to FIG. 6. When the soft reset 
signal is asserted (goes loW), the D input hold_soft_reset_n 
of the ?ip-?op 20 is loW, so on the next clock cycle of clk1 
the Q output hold_soft_reset_n_q Will go loW. When the soft 
reset signal is deasserted (goes high), the D input hold_soft_ 
reset_n is held loW due to the fed back signal hold_ 
soft_rst_n_q so on the next clock cycle of clock clk1, the 
output hold_soft_reset_n_q stays loW, even through the soft 
reset signal is deasserted. This loW level is clocked through 
the ?ip-?ops 32, 34 of the synchroniZer 5 to the output 
resync_rst_n by the second clock clk2, so this remains loW 
(asserted) even though the soft reset has been deasserted. 

The loW level signal is propagated to the synchroniZer 
until it arrives at the output reset_retime_n_q2. It is fed back, 
inverted via inverter 30 to the OR gate 26, thereby changing 
the input hold_soft_reset_n to a high level. This level then 
gets clocked through as shoWn in FIG. 6. 

Thus, the combination of the soft reset hold circuit 3 and 
the standard reset synchroniZer 5 feed a legal combination of 
soft or hard reset signals to the asynchronous reset inputs of 
a plurality of ?ip-?ops. The output from the second syn 
chroniZer ?ip-?op 34 is fed back into the hold logic 24 for 
the soft reset such that the hold is only released after a 
minimum of tWo clock cycles of resync_rst_n asserted loW. 

The advantages of this design are: 
It captures a one cycle soft reset pulse from an indepen 

dent clock environment 

it sustains an output reset When the soft reset input is 
sustained 

it synchronises the soft reset from an independent clock 
environment and avoids metastability issues 

it alloWs soft reset and hard reset signals to be merged 
through a single circuit 

it guarantees an output reset lasting a minimum of tWo 
clock cycles 

the length of the output reset can be modi?ed by using a 
different number of ?ip-?ops connected serially in the 
reset synchroniZer 5 

it immediately and asynchronously propagates the asyn 
chronous assertion of reset so that reset is effective even 
When clocks are not running or not stable 

it synchronises the deassertion of a hard reset and avoid 
metastability issues 

all the logic and ?ip-?ops are scan testable 

the reset output is directly controlled by the hard reset 
input during scan test 
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6 
it reduces the amount of logic in a destination environ 

ment because only a single combined reset is distrib 
uted to the asynchronous inputs of a large number of 
?ip-?ops. 

In the above-described embodiment, a single integrated 
circuit With tWo clock environments has been described. It 
Will readily be appreciated that the principles underlying the 
invention can be implemented in a situation Where there are 
tWo or more chips With dilfering clock environments. 

Having thus described at least one illustrative embodi 
ment of the invention, various alterations, modi?cations, and 
improvements Will readily occur to those skilled in the art. 
Such alterations, modi?cations, and improvements are 
intended to be Within the spirit and scope of the invention. 
Accordingly, the foregoing description is by Way of example 
only and is not intended as limiting. The invention is limited 
only as de?ned in the folloWing claims and the equivalents 
thereto. 
What is claimed is: 
1. An electronic device having ?rst circuitry operating in 

a ?rst clock environment and second circuitry operating in 
a second clock environment, the ?rst circuitry being 
arranged to generate a soft reset signal for resetting the 
second circuitry, the integrated circuit further comprising: 

a soft reset hold circuit clocked in the ?rst clock envi 
ronment connected to receive the soft reset signal and 
to generate an output reset signal in an asserted state; 
and 

a synchroniZer clocked in the second clock environment 
connected to receive the output reset signal and to 
generate a retimed reset signal in an asserted state after 
a predetermined period, 

Wherein the retimed reset signal is fed back to the soft 
reset hold circuit to cause the output reset signal to 
adopt a deasserted state at the end of said predeter 
mined period. 

2. An electronic device according to claim 1, Wherein the 
soft reset hold circuit comprises a ?ip-?op and associated 
logic. 

3. An electronic device according to claim 2, Wherein the 
associated logic comprises an OR gate having as one input 
the output reset signal of the soft reset hold circuit and an 
output connected to one input of an AND gate, Wherein 
another input of the AND gate is connected to receive the 
soft reset signal. 

4. An electronic device according to claim 1, Wherein the 
predetermined time period is related to the second clock 
environment. 

5. An electronic device according to claim 1, Wherein the 
synchroniZer comprises a plurality of serially-connected 
?ip-?ops. 

6. An electronic device according to claim 5, Wherein the 
predetermined time period comprises a ?xed number of 
clock cycles of the second clock. 

7. An electronic device according to claim 6, Wherein the 
synchroniZer comprises ?rst and second serially connected 
?ip-?ops, and the predetermined time period comprises tWo 
clock cycles of the second clock. 

8. An electronic device according to claim 1, Wherein the 
?rst circuitry comprises a CPU. 

9. An electronic device according to claim 1, Wherein the 
soft reset hold circuit and the synchroniZer are connected to 
receive a hard reset signal. 

10. An electronic device according to claim 9, comprising 
a multiplexer having a ?rst input connected to receive the 
retimed reset signal and a second input connected to receive 
the hard reset signal, the multiplexer being controllable by 
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a test signal to selectively connect one of the ?rst and second 
inputs to an output of the multiplexer. 

11. An electronic device according to claim 9, Which 
comprises a further synchroniZer clocked in the ?rst clock 
environment and connected to receive the hard reset signal 
and to supply a synchronized reset output signal to the ?rst 
circuitry. 

12. An electronic device according to claim 1, Wherein the 
second circuitry comprises a CPU. 

13. An electronic device according to claim 1, Wherein 
there is a plurality of second circuitry each With an inde 
pendent second clock. 

14. An electronic device according to claim 1, comprising 
an integrated circuit. 

15. A system-on-chip comprising an integrated circuit 
according to claim 14, and having an input for receiving a 
data stream and an output for supplying a processed data 
stream. 

16. A system-on-chip according to claim 15, Which com 
prises a DVD decoder. 

17. A system-on-chip according to claim 15, Which com 
prises a Set Top Box. 

18. A DVD player comprising an electronic device 
according claim 1. 

19. A Set Top Box comprising an electronic device 
according to claim 1. 

20. A electronic device comprising at least one ?rst chip 
operating in a ?rst clock environment and at least one second 
chip operating in a second clock environment, the ?rst chip 
being arranged to generate a soft reset signal for resetting 
circuitry of the second chip, the system further comprising: 

a soft reset hold circuit clocked in the ?rst clock envi 
ronment connected to receive the soft reset signal and 
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8 
to generate an output reset signal in an asserted state; 
and 

a synchroniZer clocked in the second clock environment 
connected to receive the output reset signal and to 
generate a retimed reset signal in an asserted state after 
a predetermined period, 

Wherein the retimed reset signal is fed back to the soft 
reset hold circuit to cause the output reset signal to 
adopt a deasserted state at the end of said predeter 
mined period. 

21. A DVD player comprising an electronic device 
according to claim 20. 

22. A Set Top Box comprising an electronic device 
according to claim 20. 

23. Amethod of transferring a soft reset signal from a ?rst 
clock environment to a second clock environment, the 
method comprising: 

supplying the soft reset signal to a soft reset hold circuit 
clocked in the ?rst clock environment, the soft reset 
hold circuit being arranged to generate an output reset 
signal in an assertive state; 

supplying the output reset signal to a synchroniZer 
clocked in the second clock environment and arranged 
to generate a retimed reset signal in an assertive state 
after a predetermined period; and 

feeding back the retimed reset signal to the soft reset hold 
circuit to cause the output reset signal to adopt a 
deassertive state at the end of said predetermined 
period. 


