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DISK DRIVE BREATHING FILTER 
INCLUDING AN INNER TUBE WITHIN A 
COLLECTING MATERIAL STORING 

PORTION OF A PERMEABLE ENVELOPE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is based upon and claims the bene?t of 
priority from prior Japanese Patent Application No. 2004 
316473, ?led Oct. 29, 2004, the entire contents of Which are 
incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to a disk device having a disk as a 

recording medium, and in particular to a disk device having 
a ?lter provided in a case. 

2. Description of the Related Art 
In recent years, disk devices, such as magnetic disk 

devices, optical disk devices, etc., have been Widely used as 
external recording devices of computers and image record 
ing devices. 
A magnetic disk device such as a hard disk drive (here 

inafter referred to as an HDD) generally comprises a mag 
netic disk, a spindle motor Which rotates the magnetic disk, 
a magnetic head Which reads/Writes data from/to the mag 
netic disk, a head suspension assembly Which supports and 
moves the magnetic head, a voice coil motor (hereinafter 
referred to as a VCM) Which drives this head suspension 
assembly, and the like, and these are housed in a case having 
an almost sealed structure. Such a sealed structure makes it 
possible to stably ?y the magnetic head from the magnetic 
disk during reading/Writing, and also to prevent dust and the 
like from entering into the case. 

HoWever, When the case has the almost sealed structure, 
an abrupt change in an ambient temperature produces a 
difference betWeen air pressure inside the HDD and outside 
air pressure, Which might cause damage to the case. To take 
measures against this, for example, as disclosed in Jpn. Pat. 
Appln. KOKAI Publication No. 7-254267, the case is pro 
vided With a small breathing hole for communication 
betWeen the inside and outside of the case, and this breathing 
hole is ?tted With a breathing ?lter to prevent invasion of 
dust, moisture and gas components from the outside air. 

Generally, this kind of breathing ?lter is made of activated 
carbon. Activated carbon serves to absorb moisture and to 
use a neutraliZation reaction (ionic reaction) betWeen an acid 
and an alkali to collect the gas components. For example, if 
an internal volume of the HDD is 15 cm3 and if a tempera 
ture change of about 10° C. is caused during operation of the 
HDD, an outside air of about 0.5 cm3 Will ?oW into the case 
through the breathing hole in accordance With Charles’s 
LaW. While the ?oWing outside air passes through the 
breathing ?lter, the dust, moisture and gas components in the 
outside air are collected by the breathing ?lter. 

Arecirculation ?lter is also provided in the case to collect 
dust produced in the case due to operation of movable parts. 
The recirculation ?lter is generally provided in a direction 
perpendicular to the direction of air?oW produced by rota 
tion of the disk. 

In recent years, magnetic disk devices have become 
smaller and smaller so that they can be used as the recording 
devices for more kinds of electronic equipment, particularly, 
smaller electronic equipment. For example, in the magnetic 
disk device Whose disk is 1.8 inches or less in diameter, an 
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2 
installation space Within the case is smaller due to a smaller 

siZe of the case. It is thus more dif?cult to install the 
breathing ?lter and the recirculation ?lter in the case. In 
particular, With a larger amount of activated carbon, the 
breathing ?lter is more capable of collecting the moisture 
and gas components. HoWever, the breathing ?lter needs to 
be smaller due to a reduction in the installation space, Which 
is a disadvantage in keeping the inside of the case clean. 
Moreover, When both the breathing ?lter and the recircula 
tion ?lter are installed, a large installation space is required 
and assembly of the device becomes troublesome. 

BRIEF SUMMARY OF THE INVENTION 

According to an aspect of the invention, there is provided 
a disk device comprising: a case having an almost sealed 
structure and having an breathing hole; a disk-shaped 
recording medium arranged in the case; a drive motor Which 
is provided in the case and Which supports and rotates the 
recording medium; a head Which performs information 
processing on the recording medium; a head actuator Which 
is arranged in the case and supports the head to be movable 
With respect to the recording medium; and a breathing ?lter 
provided in the case. The breathing ?lter includes an enve 
lope Which has air permeability and in Which a storing 
portion is de?ned; an inner tube Which is arranged in the 
storing portion and has one end communicating With the 
breathing hole in the case and the other end having an outlet, 
the inner tube de?ning a passage through the storing portion; 
and a collecting material ?lled in the storing portion and 
around the inner tube. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWING 

The accompanying draWings, Which are incorporated in 
and constitute a part of the speci?cation, illustrate embodi 
ments of the invention, and together With the general 
description given above and the detailed description of the 
embodiments given beloW, serve to explain the principles of 
the invention. 

FIG. 1 is a perspective vieW shoWing an HDD according 
to a ?rst embodiment of this invention; 

FIG. 2 is an exploded perspective vieW of the HDD; 

FIG. 3 is a plan vieW shoWing a case and an internal 

con?guration of the HDD; 
FIG. 4 is a perspective vieW shoWing a rear side of the 

HDD; 
FIG. 5 is a sectional vieW of the HDD along the line V-V 

in FIG. 1; 
FIG. 6 is a perspective vieW shoWing an inner side of a 

second shell con?guring the case; 
FIG. 7 is a sectional vieW of the HDD along the line 

VII-VII in FIG. 6; 

FIG. 8 is a sectional vieW of the HDD along the line 
VIII-VIII in FIG. 6; 

FIG. 9 is a perspective vieW shoWing the inner side of the 
second shell in the HDD according to a second embodiment 
of this invention; and 

FIG. 10 is a sectional vieW of the HDD along the line X-X 
in FIG. 9. 
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DETAILED DESCRIPTION OF THE 
INVENTION 

An HDD according to a ?rst embodiment of this invention 
Will noW be described in detail With reference to the accom 
panying drawings. 
As shown in FIGS. 1 and 2, the HDD comprises a case 10 

in the form of a substantially rectangular box and a rectan 
gular control circuit board 12. The case 10 contains various 
members, Which Will be described later. The circuit board 12 
is overlapped on the outer surface of the case 10. The case 
10 and the circuit board 12 each have a length L of 32 mm 
and a Width W of 24 mm. A thickness T of a structure that 
combines the case and the control circuit board ranges from 
3 to 6 mm. The thickness T is adjusted to, e.g., about 3.3 mm 
or 5 mm, depending on the number of disks to be held in the 
case. 

As shoWn in FIGS. 2 to 4, the case 10 comprises a ?rst 
shell 10a and a second shell 10b that have substantially 
equal dimensions. The ?rst and second shells 10a and 10b 
are substantially rectangular metallic structures, Which have 
sideWalls set up on their respective peripheral edge portions. 
The shells 10a and 10b are arranged facing each other With 
their peripheral edge portions opposed. A belt-shaped seal 
member 16 is Wound around the peripheral edge portions of 
the shells 10a and 10b. The seal member connects the 
peripheral edge portions of the shells and seals a gap 
betWeen them. Thus, the case 10 is formed having the shape 
of a rectangular box. 

The bottom surface of the ?rst shell 1011 forms a rectan 
gular mounting surface 11. Four comers of the case 10, 
including the corners of the mounting surface 11, are 
rounded in a circular arc. Thus, the seal member 16 that is 
Wound around the peripheral edge portion of the case 10 is 
prevented from being damaged by the corners of the case, 
and air-tightness is prevented from being loWered by lifting 
of the seal member. 

In the case 10, a plurality of support posts 18 are provided 
on the peripheral edge portion of the case. Each support post 
18 has a proximal end ?xed to the inner surface of the ?rst 
shell 10a and is set substantially upright on the inner surface 
of the ?rst shell. Corresponding to each support post 18 in 
position, a tapped hole is formed in the mounting surface 11 
and extends into the post. 

The case 10 contains a magnetic disk 20 of, e.g., 0.85-inch 
diameter, for use as an information recording medium, a 
spindle motor 22, a magnetic head 24, and a carriage 26. The 
spindle motor 22 supports and rotates the disk. The magnetic 
head 24 is used to Write and read information to and from the 
disk. The carriage 26 supports the magnetic head 24 for 
movement With respect to the magnetic disk 20. Further, the 
case 10 contains a voice coil motor (hereinafter referred to 
as a VCM) 28, a ramp load mechanism 30, a solenoid latch 
32, a substrate unit 34, etc. The VCM 28 rotates and 
positions the carriage 26. The ramp load mechanism 30 
unloads into and holds the magnetic head 24 in a position off 
the magnetic disk 20 When the head is moved to the 
peripheral edge portion of the disk. The solenoid latch 32 
holds the carriage 26 in a shunt position. The substrate unit 
34 has a head IC and the like. 

The spindle motor 22 is mounted on the ?rst shell 10a. 
The motor 22 has a pivot 36, Which is ?xed to the inner 
surface of the ?rst shell 10a and set substantially upright on 
it. An extended end of the pivot 36 is screWed to the second 
shell 10b by a ?xing screW 37 that is externally screWed into 
the second shell. Thus, the pivot 36 is dually supported by 
the ?rst and second shells 10a and 10b. 
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4 
A rotor is rotatably supported on the pivot 36 by a bearing 

(not shoWn). That end portion of the rotor on-the side of the 
second shell 10b constitutes a columnar hub 43, and the 
magnetic disk 20 is ?tted coaxially on the hub. An annular 
clamp ring 44 is ?tted on an end portion of the hub 43 and 
holds a circumstantial edge portion of the disk 20. Thus, the 
disk 20 is ?xed to the rotor and supported for rotation 
integral With the rotor. 

An annular permanent magnet (not shoWn) is ?xed to an 
end portion of the rotor on the side of the ?rst shell 1011 so 
as to be coaxial With the rotor. The spindle motor 22 has a 
stator core attached to the ?rst shell 10a and a plurality of 
coils Wound on the stator core. The stator core and the coils 
are located outside and spaced from the magnet. 
The carriage 26 that constitutes the head actuator is 

provided With a bearing assembly 52 that is ?xed on the 
inner surface of the ?rst shell 10a. The bearing assembly 52 
has a pivot 53 and a cylindrical hub 54. The pivot 53 is set 
upright on the inner surface of the ?rst shell 10a. The hub 54 
is rotatably supported on the pivot 53 by a pair of bearings. 
An extended end of the pivot 53 is screWed to the second 
shell 10b by a ?xing screW 56 that is externally screWed into 
the second shell. Thus, the pivot 53 is dually supported by 
the ?rst and second shells 10a and 10b. The bearing assem 
bly 52 that serves as a bearing portion is located side by side 
With the spindle motor 22 in the longitudinal direction of the 
case 10. 

The carriage 26 comprises an arm 58 extending from the 
hub 54, a suspension 60 in the form of an elongate plate 
extending from the distal end of the arm, and a support frame 
62 extending from the hub 54 in a direction opposite from 
the arm. The magnetic head 24 is supported on an extended 
end of the suspension 60 by a gimbals portion (not shoWn). 
The head 24 is subjected to a given head load toWard the 
surface of the magnetic disk 20 by a spring force of the 
suspension 60. A voice coil 64 that constitutes the VCM 28 
is ?xed integrally to the support frame 62. 
The VCM 28, Which serves to rotate the carriage 26 

around the bearing assembly 52, comprises a pair of yokes 
63 and a magnet (not shoWn). The yokes 63 are ?xed on the 
?rst shell 10a and opposed to each other With a gap betWeen 
them. The magnet is ?xed to the inner surface of one of the 
yokes and opposed to the voice coil 64. When the coil 64 is 
energiZed, the carriage 26 rotates betWeen the shunt position 
shoWn in FIG. 3 and an operating position above the surface 
of the magnetic disk 20. The magnetic head 24 is positioned 
on a desired track of the disk 20. The solenoid latch 32 that 
is ?xed to the ?rst shell 10a latches the carriage 26 that is 
moved to the shunt position, thereby preventing the carriage 
from moving from the shunt position to the operating 
position if the HDD is subjected to any external force, such 
as a shock. 

The ramp load mechanism 30 comprises a ramp member 
70 and a tab 72. The ramp member 70 is ?xed to the inner 
surface of the ?rst shell 10a and situated opposite the 
peripheral edge portion of the magnetic disk 20. The tab 72 
extends from the distal end of the suspension 60 and serves 
as an engaging member. The ramp member 70 is formed by 
bending a plate material and has a ramp surface 73 that can 
be engaged by the tab 72. When the carriage 26 rotates from 
the inner peripheral portion of the disk 20 to the shunt 
position outside the disk, the tab 72 engages the ramp 
surface 73 of the ramp member 70. Thereafter, the tab 72 is 
pulled up along a slope of the ramp surface to unload the 
magnetic head 24. When the carriage 26 rocks to the shunt 
position, the tab 72 is supported on the ramp surface 73 of 
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the ramp member 70. Thereupon, the magnetic head 24 is 
kept off the surface of the magnetic disk 20. 

The substrate unit 34 has a body 3411 that is formed of a 
?exible printed circuit board. The body 3411 is ?xed to the 
inner surface of the ?rst shell 1011. Electronic components, 
such as the head IC, a temperature sensor, etc., are mounted 
on the body 3411. The substrate unit 34 has a main ?exible 
printed circuit board (hereinafter referred to as a main FPC) 
34b that extends from the body 34a. An extended end of the 
main FPC 34b is connected to that part of the carriage 26 
Which is situated near the bearing assembly 52. Further, the 
extended end of the main FPC 34b is connected electrically 
to the magnetic head 24 by a cable (not shoWn) that is 
located on the arm 58 and the suspension 60. A connector 
340 for connection With the control circuit board 12 is 
mounted on the bottom surface of the body of the substrate 
unit 34. The connector 340 is exposed to the mounting 
surface 11 of the ?rst shell 1011 through an opening in the 
?rst shell. 
As shoWn in FIGS. 2 and 4, the control circuit board 12, 

a printed circuit board, is a rectangular structure that is 
substantially equal to the mounting surface 11 of the case 10 
in length and Width. The mounting surface 11 of the case 10 
is formed having circular protrusions 70a and 70b that 
correspond to the spindle motor 22 and the bearing assembly 
52, respectively. The control circuit board 12 is formed 
having circular openings 72a and 72b that correspond to the 
protrusions 70a and 70b, respectively. Four corner portions 
of the circuit board 12 are obliquely cut at, e.g., 45 degrees 
to each side, and individually form notch portions 77. A 
plurality of electronic components 74 and a connector 71 are 
mounted on the circuit board 12. Further, a ?exible printed 
circuit board 76 for electrical connection betWeen the HDD 
and an external device is connected to the circuit board 12. 
It is draWn out from one short side of the circuit board 12, 
and a plurality of connector terminals 75 are formed on its 
extended end. 

The control circuit board 12, constructed in this manner, 
is overlapped on the mounting surface 11 of the case 10 and 
screWed to the ?rst shell 1011 With screWs. As this is done, the 
circuit board 12 is located With its four sides aligned or 
coincident individually With four sides of the mounting 
surface 11. The protrusions 70a and 70b on the mounting 
surface 11 are located in the openings 72a and 72b, respec 
tively, of the circuit board 12. The connector 71 on the 
circuit board 12 is connected to the connector on the 
substrate unit 34. 
The notch portions 77 at the four comer portions of the 

control circuit board 12 are situated corresponding individu 
ally to the four corner portions of the mounting surface 11. 
Thus, the four corner portions of the mounting surface 11 are 
exposed to the outside Without being covered by the circuit 
board 12. The corner portions of the case 10, including the 
four exposed comer portions of the mounting surface 11, 
individually constitute retaining portions 78 for holding the 
case Without contact With the circuit board 12. 
As shoWn in FIGS. 1 and 2, a breathing hole 80 is formed 

in the second shell 10b for communication betWeen the 
inside and outside of the case 10. As shoWn in FIG. 3 and 
FIGS. 6 to 8, a breathing ?lter 82 is provided in the case 10 
to remove dust, moisture, gas components, etc., from outside 
air ?oWing into the case 10 through the breathing hole 80. 
A recirculation ?lter 85 is also provided in the case 10 to 
collect dust produced in the case due to operation of mov 
able parts. 

The breathing ?lter 82 has an envelope 84 Which has air 
permeability and in Which a storing portion 83 is de?ned, an 
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6 
inner tube 86 arranged in the storing portion and de?ning a 
passage passing through the storing portion, and a collecting 
material 87 ?lling the storing portion around the inner tube. 
The envelope 84 has a ?at base 84a ?xed onto an inner 
surface of the second shell 10b, and a cover 84b ?xed to the 
base and de?ning the storing portion 83. The base 84a is 
formed of, for example, a polyester ?lm, and the cover 84b 
is formed of, for example, a material Which has air perme 
ability, such as polytetra?uoroethylene. The envelope 84 has 
a ?at form and is substantially C-shaped as a Whole. 
The inner tube 86 has one end communicating With the 

breathing hole 80 of the second shell 10b and the other end 
having an outlet 81 Which opens in the storing portion 83. 
The inner tube 86 extends in the storing portion 83 of the 
envelope 84 substantially in parallel With a surface of the 
magnetic disk 20. In addition, the inner tube 86 extends 
substantially in an arc-shaped state coaxially With the mag 
netic disk 20. It is to be noted that the inner tube 86 may be 
formed of a material Which has air permeability. 

For example, particulate activated carbon is used as the 
collecting material 87 ?lling the storing portion 83. In stead 
of activated carbon, alumina particles, a ?brous substance or 
the like can be used as the collecting material 87 depending 
on What to collect. 
The breathing ?lter 82 is ?xed to the second shell 10b by 

a?ixing the base 84a to the inner surface of the second shell 
10b, and the breathing ?lter 82 closes the breathing hole 80 
and faces the surface of the magnetic disk 20 in the case 10. 
The breathing ?lter 82 is arranged to face parts of the surface 
of the magnetic disk 20 except for a central part of the 
magnetic disk, here a part corresponding to the clamp ring 
44 and except for an area Where the carriage 26 including the 
magnetic head 24 moves, that is, to face the majority of the 
surface of the magnetic disk. 
The outside air Which has been draWn into the breathing 

?lter 82 from the outside of the case 10 through the 
breathing hole 80 ?oWs through the passage in the inner tube 
86, and ?oWs out from the outlet 81 into the storing portion 
83. The dust and the like in the outside air stick to an inner 
surface of the inner tube 86 and are thus collected While 
passing through the passage. The outside air Which has 
?oWn into the storing portion 83 Will ?oW around the 
collecting material 87 Which collects the moisture and gas 
components in the outside air. The outside air thus cleaned 
is discharged from the cover 84b of the envelope 84 into the 
case 10. The outside air Which has passed out of the outlet 
81 of the inner tube 86 into the storing portion 83 reaches 
almost everyWhere in the storing portion 83, and is then 
discharged into the case 10 through the cover 84b. 
On the other hand, the recirculation ?lter 85 is ?xed onto 

the base 84a of the breathing ?lter 82 outside the storing 
portion 83, and is con?gured integrally With the breathing 
?lter. The recirculation ?lter 85 has, for example, a ?at 
triangular shape, and is provided at a corner of the second 
shell 10b. The recirculation ?lter 85 has a plate-shaped base 
member 90 a?ixed to the cover 84b, and a ?brous collecting 
member 92 provided on the base member. The collecting 
member 92 forms a collecting surface extending substan 
tially in parallel With the surface of the magnetic disk 20, 
that is, extending substantially in parallel With air?oW pro 
duced by rotation of the magnetic disk. The collecting 
member 92 is formed of, for example, polypropylene. The 
recirculation ?lter 85 thus con?gured uses the collecting 
member 92 to collect and retain dust contained in air?oW 
Within the case 10. 

According to the HDD con?gured as described above, the 
dust, moisture, gas components, etc., in the outside air draWn 
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into the case 10 through the breathing hole 80 can be 
collected by the breathing ?lter 82, While the dust contained 
in the air?oW Within the case 10 can be collected by the 
collecting member 92 of the recirculation ?lter 85. This 
makes it possible to increase the degree of cleanliness in the 
case 10 and to improve reliability. 

The breathing ?lter 82 has the envelope 84 and the inner 
tube 86 arranged in the envelope, has a ?at form, and is 
disposed to face the majority of the surface of the magnetic 
disk 20. Therefore, a dead space betWeen the magnetic disk 
surface and the case inner surface can be effectively used to 
arrange the breathing ?lter 82, and the breathing ?lter can be 
increased in siZe. It is thus possible to secure a sufficient 
amount of collecting material 87 in the breathing ?lter 82 
and improve collecting capability. As a result, it is possible 
to increase the degree of cleanliness in the case 10. 

The recirculation ?lter 85 is ?xed to and integrated With 
the breathing ?lter 82. This alloWs the breathing ?lter 82 and 
the recirculation ?lter 85 to be handled as one component, 
and it is possible to reduce an installation space in the case 
10 and facilitate assembly. 
As understood from the above, there can be obtained a 

compact HDD in Which the degree of cleanliness is 
increased. 
An HDD according to a second embodiment of this 

invention Will be described. As shoWn in FIGS. 9 and 10, 
according to the second embodiment, a recirculation ?lter 85 
is ?xed to an outer surface of the cover 84b of the breathing 
?lter 82, and is located to overlap a storing portion 23. The 
recirculation ?lter 85 does not have any base plate and only 
has the ?brous collecting member 92, and the collecting 
member 92 is directly ?xed to the cover 84b. 

The collecting member 92 is formed to be arc-shaped and 
?at, and extends along the cover 84b. The collecting member 
92 forms a collecting surface extending substantially parallel 
to the surface of the magnetic disk 20, that is, extending 
substantially parallel to the air?oW produced by the rotation 
of the magnetic disk. The collecting member 92 is formed 
of, for example, polypropylene. The recirculation ?lter 85 
thus con?gured uses the collecting member 92 to collect and 
retain dust contained in the air?oW Within the case 10. The 
recirculation ?lter 85 may comprise a base member. 

In the second embodiment, con?gurations of other parts 
in the HDD are the same as those in the ?rst embodiment, 
and the same reference numerals are assigned to the same 
parts in the ?rst embodiment and those parts Will not be 
described in detail. Functional effects similar to those in the 
?rst embodiment described above can be obtained in the 
second embodiment. The collecting surface of the recircu 
lation ?lter 85 can be enlarged to improve the collecting 
capability. 

This invention is not limited directly to the embodiments 
described above, and its components may be embodied in 
modi?ed forms Without departing from the scope or spirit of 
the invention. Further, various inventions may be made by 
suitably combining a plurality of components described in 
connection With the foregoing embodiments. For example, 
some of the components according to the foregoing embodi 
ments may be omitted. Furthermore, components according 
to different embodiments may be combined as required. 

Constitutional materials of the breathing ?lter and the 
recirculation ?lter are not limited to those described in the 
above embodiments, and can be changed as necessary. The 
number of magnetic disks is not limited to one, and can be 
increased as necessary. The number of heads is not limited 
to one, and can be increased as necessary. The siZe of the 
magnetic disk is not limited to 0.85 inches, but may be 1.0 
inches, 1.8 inches, 2.5 inches or other siZe. 

Additional advantages and modi?cations Will readily 
occur to those skilled in the art. Therefore, the invention in 
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8 
its broader aspects is not limited to the speci?c details and 
representative embodiments shoWn and described herein. 
Accordingly, various modi?cations may be made Without 
departing from the spirit or scope of the general invention 
concept as de?ned by the appended claims and their equiva 
lents. 
What is claimed is: 
1. A disk device comprising: 
a case having an almost sealed structure and having an 

breathing hole; 
a disk-shaped recording medium arranged in the case; 
a drive motor Which is provided in the case and Which 

supports and rotates the recording medium; 
a head Which performs information processing on the 

recording medium; 
a head actuator Which is arranged in the case and supports 

the head to be movable With respect to the recording 
medium; and 

a breathing ?lter provided in the case, the breathing ?lter 
including an envelope Which has air permeability and 
in Which a storing portion is de?ned; an inner tube 
Which is arranged in the storing portion and has one end 
communicating With the breathing hole in the case and 
the other end having an outlet, the inner tube de?ning 
a passage through the storing portion; and a collecting 
material ?lled in the storing portion and around the 
inner tube. 

2. The disk device according to claim 1, Which further 
comprises a recirculation ?lter Which collects dust contained 
in the air?ow, is arranged in the case and has a collecting 
surface extending substantially in parallel With air?oW pro 
duced by rotation of the recording medium. 

3. The disk device according to claim 2, Wherein the 
envelope of the breathing ?lter has a base ?xed onto an inner 
surface of the case, and a cover ?xed to the base, de?ning the 
storing portion and having air permeability. 

4. The disk device according to claim 3, Wherein the 
recirculation ?lter is ?xed onto the base of the breathing 
?lter, and is formed integrally With the breathing ?lter. 

5. The disk device according to claim 3, Wherein the 
recirculation ?lter is ?xed to the cover of the breathing ?lter, 
and is formed integrally With the breathing ?lter. 

6. The disk device according to claim 2, Wherein the 
recirculation ?lter has a plate-shaped base member, and a 
?brous collecting member provided on the base member and 
forming the collecting surface. 

7. The disk device according to claim 2, Wherein the 
recirculation ?lter has a ?brous collecting member forming 
the collecting surface. 

8. The disk device according to claim 1, Wherein the case 
comprises a ?rst shell mounted With the drive motor, the 
recording medium and the head actuator, and a second shell 
facing a surface of the recording medium, and the breathing 
?lter is ?xed to an inner surface of the second shell and faces 
the surface of the recording medium. 

9. The disk device according to claim 8, Wherein the 
breathing ?lter is arranged to face the surface of the record 
ing medium except for a central part of the recording 
medium and an area Where the head moves. 

10. The disk device according to claim 1, Wherein the case 
is formed to have a length of about 32 mm and a Width of 
about 24 mm. 

11. The disk device according to claim 1, Wherein the 
recording medium is formed to have a diameter of 0.85 
inches. 


