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ELECTRONIC APPARATUS AND SYSTEM 
CAPABLE OF ASSIGNING APPROPRIATE 

ADDRESS 

BACKGROUND OF THE INVENTION 

i) Technical Field of the Invention 
This invention relates to an electronic apparatus connect 

able to a network, and a system and method for deciding the 
address of the electronic apparatus. 

ii) Description of the Related Art 
Heretofore, several methods have been introduced for 

assigning an electronic apparatus an address for communi 
cating With other apparatuses in a netWork. For example, the 
electronic apparatus may be assigned a predetermined static 
address manually, or it may obtain an address automatically 
from a Dynamic Host Con?guration protocol (DHCP) server 
When the TCP/IP protocol is installed. Automatic Private IP 
Addressing (APIPA) Which enables an electronic apparatus 
to automatically assign itself an IP address is also Well 
knoWn. 
APIPA is noW becoming a standard feature of an operat 

ing system installed in a personal computer, etc. The elec 
tronic apparatus having the APIPA feature selects an IP 
address in a range of addresses from 169.254.1.0 
169.254.255.255 Within an IP address range (169.254.0.0 
169.254.255.255) called linklocal address. Then, it uses 
Address Resolution Protocol (ARP) to ensure that the cho 
sen address is not already being used by another electronic 
apparatus. Once the electronic apparatus is ensured that the 
chosen address is not in use, it assigns itself the chosen 
address. APIPA is also called AutoIP. 

FIG. 4 illustrates an example of this APIPA process. 
Firstly, an IP address is selected randomly. In FIG. 4, an 
address 169.254.123.98 is selected. Then, anARP request is 
sent to see Whether there is an electronic apparatus Which is 
assigned the IP address 169.254.123.98. If a reply to the 
ARP request is received from the address 169.254.123.98, it 
is determined that the chosen address 169.254.123.98 is 
already in use, and another IP address is selected randomly 
again. In FIG. 4, an address 169.254.78.22 is selected. An 
ARP request for the address is sent to ensure that the address 
is not already being used by another apparatus. There is no 
reply this time, and it is thus determined that there is no 
apparatus Which is assigned the chosen IP address. The ARP 
request is sent once again by Way of precaution. If no reply 
is received, the chosen IP address (169.254.78.22 in FIG. 4) 
is assigned to the electronic apparatus. 
An electronic apparatus Which is not adapted to APIPA 

generally has a ?xed IP address, and the ?xed IP address is 
not necessarily a linklocal address. Therefore, if the IP 
address of an electronic apparatus is automatically assigned 
by APIPA in a netWork Where there are many conventional 
electronic apparatuses Which are not adapted to APIPA (for 
example, apparatuses With the address 11.22.33.* ), those 
conventional electronic apparatuses are unable to access the 
apparatus using TCP/IP protocol. 

In addition, if such an APIPA feature is added to a 
conventional electronic apparatus, there may be a case in 
Which other apparatuses are unable to specify the address 
assigned by the electronic apparatus itself and consequently, 
the other apparatuses are unable to communicate With this 
electronic apparatus. 

For instance, a printer connectable to a netWork is gen 
erally given a predetermined default IP address (for 
example, 192.0.0.192) before shipped. Management soft 
Ware installed in a personal computer communicates With 
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2 
the printer by the default IP address, and assigns a neW IP 
address to the printer Which is appropriate in the netWork. 

HoWever, if the APIPA feature is added to the printer, the 
printer automatically assigns itself an IP address in a range 
from 169.254.1.0-169.254.254.255 at random. Therefore, 
other apparatuses are unable to communicate With the 
printer by the default IP address, and the management 
softWare cannot access the printer unless it is informed of the 
IP address assigned by APIPA. In this case, the user has to 
directly operate the printer to modify the settings and control 
the printer by means of an operation panel thereof, for 
example. This is time-consuming. 
As above, the conventional apparatus comprising the 

APIPA feature automatically assigns itself an IP address 
even if it should not do so, and thus, problems may occur 
When other apparatuses intend to communicate With the 
apparatus. 

In addition, automatic address decision by APIPA is 
performed at the time an apparatus is started. The apparatus 
comprising the APIPA feature selects an IP address ran 
domly in the above explained manner every time the appa 
ratus is started. As a result, the IP address is changed every 
time the apparatus is started. Since there is an apparatus 
Which communicates With other apparatuses With direct 
addressing, it is not preferable that the IP address of an 
apparatus is frequently changed. If the IP address of an 
apparatus is frequently changed, a conventional netWork 
apparatus Which keeps the IP addresses of the other appa 
ratuses as ?xed addresses for communication over TCP/IP 
can no longer communicate With the other apparatuses. 

Furthermore, the more apparatuses are in the netWork, the 
higher the ratio of the chosen IP address being already in use 
becomes. As a result, traf?c in the netWork becomes heavy 
due to the excess ARP requests and replies. 

In order to prevent an IP address from being changed at 
the time of restoration of an apparatus, the address assigned 
by APIPA is stored in a nonvolatile storage of the apparatus 
and selected as the ?rst possible IP address of the apparatus. 
If every apparatus in the netWork performs such a process, 
the address of the apparatus Will be ?xed to a certain address 
as the apparatus is used in a long term. Accordingly, com 
munication With the apparatus by direct addressing becomes 
possible and extra communications in the netWork 
exchanged to decide an address of the apparatus are avoided. 

HoWever, even if the address stored in the nonvolatile 
storage is sent as an ARP request, another IP address has to 
be selected again in case that there is a reply, that is, the 
address Which has been used by the apparatus is already 
being used by another apparatus. 

In this respect, there may be a case in Which the address 
change is not desirable. For example, While a printer Which 
has been using an address A for a long time in a netWork is 
turned off, a neW personal computer becomes a member of 
the netWork and assigns itself the address A. When the 
printer is poWered on, since the address A is already being 
used by the personal computer, the printer has to assign itself 
a neW address B. As a result, the apparatuses in the netWork 
Which have been transmitting print data to the address A fail 
to print the print data. 

To prevent the above problem from happening, a ?xed IP 
address may be assigned to the apparatuses adapted to 
APIPA in the same manner as in the conventional netWork 
apparatuses. Then, it is necessary to ?nd an ef?cient Way to 
?nd the apparatuses adapted to APIPA. 
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SUMMARY OF THE INVENTION 

One object of the present invention is to provide an 
electronic apparatus which can assign an apparatus an 
appropriate address for communication without problem 
even if the apparatus is adapted to APIPA. 

Another object of the present invention is to provide a 
system and method to decide an address of an apparatus 
without problem even if the apparatus is adapted to APIPA. 

Still another object of the present invention is not to 
execute APIPA when unnecessary. 

Further object of the present invention is not to change an 
IP address of an apparatus adapted to APIPA frequently. 

Still further object of the present invention is to enable 
?nding an apparatus adapted to APIPA and to assign the 
apparatus an appropriate address preferentially. 

In order to attain the above objects, one aspect of the 
present invention provides an electronic apparatus which 
determines whether an apparatus having a function to auto 
matically assign itself an address for communication should 
automatically assign itself an address to communicate with 
other apparatuses in a network, based on communications 
exchanged in the network, and outputs the determination 
result. 

For example, an administrator of a network can refer to 
the determination result and determine whether or not to 
inactivate the function of the apparatus to assign itself an 
address when connecting the apparatus to the network. If the 
determination result is that the apparatus should automati 
cally assign itself an address, the administrator can be 
ensured that the apparatus having the function to automati 
cally assign itself an address can be connected to the 
network with that function activated. Otherwise, the admin 
istrator inactivates the function and con?gures the apparatus 
to use a default address, or connects the apparatus after 
assigning a static address. 

The determination result may be outputted to a display 
device, printing device, audio output device, or a variety of 
noti?cation devices comprising the forgoing devices. The 
determination result may be outputted to the network as 
well. 

Whether the apparatus having the function to automati 
cally assign itself an address should execute the function can 
be determined based on communications related to an appa 
ratus which is assigned an address of a predetermined 
address group, preferably, of an address group from which 
an address of the apparatus having the function to automati 
cally assign itself an address is to be chosen. 

It is preferable that the predetermined address group is 
within an address range called linklocal address. For 
instance, in case of an lpv4 network, the address group may 
comprise addresses in a range from 169.254.10 
l69.254.254.255. These are the addresses which can be 
selected by APIPA, among addresses in a range from 
l69.254.0.0-l69.254.255.255 called linklocal address. 

It is possible to determine whether there is an apparatus on 
the network which is assigned an address of the predeter 
mined address group by making an inquiry to other appa 
ratuses on the network and examining the responses. This 
means that the aforesaid communications can be the 
responses to the inquiry. 

For example, it is possible to determine whether the 
apparatus should automatically assign itself an address 
based on the responses to the inquiry, to the other appara 
tuses on the network, on whether they have an address of the 
predetermined address group. If the address of the apparatus 
is an IP address, an ICMP echo request for the network 
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4 
address of the predetermined address group can be broad 
cast, and based on the responses to the broadcast, it can be 
determined whether the apparatus should automatically 
assign itself an address. Such an inquiry requires a com 
paratively short time for the determination. 

Whether there is an apparatus on the network which is 
assigned an address of the predetermined address group can 
be also determined by monitoring an address contained in a 
packet exchanged between the apparatuses in the network. 
In this case, the aforesaid communications can be the 
address monitored. 

For example, it is possible to determine that the apparatus 
should automatically assign itself an address when the 
monitored address is an address of the predetermined 
address group. In this manner, the determination can be 
performed without transmitting any information to the net 
work, thus reducing a load of the network. 
As above, whether the apparatus should automatically 

assign itself an address can be determined based on the 
responses to the aforesaid broadcast or the monitoring, that 
is, whether an address of the predetermined address group is 
detected. If an address of the predetermined address group 
is detected, it is possible to determine that the apparatus 
should automatically assign itself an address and activate the 
function. 

Here, if an apparatus exists which has already assigned 
itself an address by mistake and only the determination on 
whether an address of the predetermined address group is 
detected is performed, there is a possibility that it is wrongly 
determined that the apparatus should automatically assign 
itself an address. Particularly, in a network environment 
where there is an apparatus which automatically assigns 
itself an address, such as a personal computer with an OS 
having the APIPA feature installed, the incorrect result is 
likely to be obtained. Therefore, even if a response or 
communication related to such an apparatus is detected, the 
electronic apparatus of the present invention must correctly 
determine that the apparatus having the function to auto 
matically assign itself an address should not automatically 
assign itself an address in the given network. 

Accordingly, it is preferable to determine that the appa 
ratus should automatically assign itself an address when 
more than a predetermined number of apparatuses are 
detected which are assigned an address of the predetermined 
address group. Furthermore, it is preferable to determine that 
the apparatus should automatically assign itself an address 
when more than a predetermined ratio of apparatuses are 
detected which are assigned an address of the predetermined 
address group. The predetermined ratio can be a ratio of the 
number of packets containing the address of the predeter 
mined group to the total number of packets monitored. 

Moreover, even if the apparatuses which are assigned an 
address of the predetermined address group are not detected 
more than the predetermined number or ratio, it is desirable 
to be determined that the apparatus automatically assigns 
itself an address when the number of the response to the 
broadcast or the number of the monitored packets does not 
reach a predetermined number. In case that a new network 
is being constructed in which each of the apparatuses in the 
network should automatically assign itself an address, appa 
ratuses which are assigned an address of the predetermined 
address group are never detected more than the predeter 
mined number or ratio even though the response to the 
broadcast is checked and the monitoring of packets is 
performed. Thus, the network in which each of the appara 
tuses should automatically assign itself an address can never 
be constructed. Therefore, even if the apparatuses which are 
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assigned an address of the predetermined group is not 
detected more than the predetermined number or ratio, it is 
desirable to determine that the apparatus should automati 
cally assign itself an address When the number of the 
response to the broadcast or the number of the monitored 
packets does not reach the predetermined number, assuming 
that the given netWork is a neW netWork currently being 
constructed. Particularly, it is extremely effective to deter 
mine that the apparatus should automatically assign itself an 
address When the number of the response or the number of 
the monitored packets is equal to Zero (0). 

Such determination should be performed once again When 
it is determined that the apparatus should not automatically 
assign itself an address. Because there is no apparatus Which 
is assigned an address of the predetermined address group if 
the apparatus is the ?rst member in the netWork, and it is 
thus determined that the apparatus should not automatically 
assign itself an address. If the determination is made once 
again after a While, it is possible to determine that the 
apparatus should automatically assign itself an address aneW 
since an apparatus like a personal computer Which assigns 
itself an address may be joined to the netWork, and the 
correct determination result can be obtained. 

The electronic apparatus Which performs such determi 
nation and outputs the result may serve as the apparatus 
having the function to automatically assign itself an address. 

In this case, it is preferable that the electronic apparatus 
is provided With an address decision device instead of or in 
addition to the output device that outputs the result. When it 
is determined that the apparatus should automatically assign 
itself an address, the electronic apparatus assigns itself an 
address decided by the address decision device. This makes 
possible for the administrator not to refer to the determina 
tion result When he/ she places the apparatus in the netWork, 
since the electronic apparatus can directly process the deter 
mination result. 

The expression “instead of or in addition to the output 
device” indicates that the apparatus may or may not com 
prise the device that outputs the determination result. 
As above, the present invention alloWs appropriate 

address assignment, and prevents adverse effects Which may 
be caused by an apparatus having the function to assign itself 
an address, regardless of a netWork environment Where the 
apparatus is placed. 

For instance, When it is determined that the electronic 
apparatus should not automatically assign itself an address 
and the apparatus has been given a default address in 
advance, other apparatuses can communicate With this appa 
ratus by the default address. 

For instance, it is possible for the apparatus to select an 
address from a predetermined address group, and after 
verifying that the chosen address is not being used by 
another apparatus in the netWork, assign itself the chosen 
address. The predetermined address group can be Within the 
address range called linklocal address. 

It is preferable that the determination on Whether the 
apparatus should automatically assign itself an address is 
performed When the apparatus is poWered on. In this man 
ner, When it is determined that the apparatus should auto 
matically assign itself an address, the apparatus can assign 
itself an address right after it is poWered on. If it is 
determined that the apparatus should not automatically 
assign itself an address, the apparatus can communicate With 
other apparatuses in the netWork by the default address, if 
any, just after it is poWered on. 

Another aspect of the present invention provides an 
address decision system Which, When a ?rst electronic 
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6 
apparatus is started and it is veri?ed that an address stored 
in a nonvolatile storage unit is the same address used by a 
second electronic apparatus, obtains a result of comparison 
betWeen priorities of both the ?rst and second electronic 
apparatuses. If the priority of the ?rst electronic apparatus is 
higher than the priority of the second electronic apparatus, 
the stored address is assigned to the ?rst electronic appara 
tus. The second apparatus is assigned another address cho 
sen by a second address decision unit. If the priority of the 
?rst electronic apparatus is loWer, another address chosen by 
a ?rst address decision unit is assigned to the ?rst electronic 
apparatus. 
The above address decision system alloWs either of the 

?rst and second electronic apparatuses Which has higher 
priority to use the address, When both intend to use the same 
address. Accordingly, by setting priority of a printer (i.e. ?rst 
electronic apparatus) Which has long been using an address 
A in the above netWork higher than priority of a personal 
computer (i.e. second electronic apparatus), the printer can 
continue using the address A, even if the personal computer 
assigns itself the address A While the printer is turned off. 
The apparatuses in the netWork Which have been sending 
print data to the address A can succeed in printing the print 
data on the printer. 

The above address decision system can restrain the 
address of the apparatus Which has higher priority (?rst 
electronic apparatus) from changing. As a result, Workings 
of important apparatuses With higher priority cannot be 
interrupted easily. In addition, this leads to reduction of the 
netWork maintenance and running costs. The nonvolatile 
storage unit to be used can be EEPROM, backup RAM, hard 
disk, etc. 

It is speci?cally preferable that the veri?cation device to 
see Whether the stored address and the address of another 
apparatus are the same are provided With the ?rst and second 
electronic apparatuses respectively, and that the address 
decision by the second electronic apparatus is performed 
When a second veri?cation unit, provided With the second 
electronic apparatus veri?es that the addresses of the ?rst 
and second apparatuses are the same. This enables each of 
the apparatuses to assign itself different address voluntarily 
Without any speci?c instructions, and simpli?es the system 
structure. 

It is speci?cally preferable that the ?rst address decision 
unit selects another address for the ?rst electronic apparatus 
When the comparison device is unable to compare priorities 
of the ?rst electronic apparatus and a third electronic appa 
ratus Which has the same address as the stored address. If the 
?rst electronic apparatus keeps the stored address unilater 
ally When the comparison is not performed, there is a 
possibility that tWo identical addresses exist on the netWork. 
Therefore, in such a case, it is desirable to assign another 
address to the ?rst electronic apparatus. The comparison is 
not performed, for example, When the priority of either of 
the electronic apparatuses is unknoWn. 

It is preferable that each electronic apparatus in the 
netWork may function as the address decision system 
explained above. In this case, the electronic apparatus, When 
it is started and veri?es that an address stored in its non 
volatile storage unit is the same address as is already being 
used by another electronic apparatus, obtains a result of 
comparison betWeen priorities of the electronic apparatus 
itself and the another electronic apparatus. If the priority of 
the electronic apparatus is higher than the priority of the 
another electronic apparatus, the stored address is assigned 
to the electronic apparatus. If the priority of the electronic 
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apparatus is lower, another address chosen by an address 
decision device is assigned to the electronic apparatus. 

In this aspect of the invention, it is preferable that the 
electronic apparatus selects an address at random from a 
predetermined address group, and after verifying that the 
chosen address is not being used by another electronic 
apparatus, assigns itself the chosen address. The aforesaid 
predetermined address group can be within the address 
range called linklocal address. 

The priority to be kept in the electronic apparatus may be 
at least one of data and time when the electronic apparatus 
was assigned an address, a rank based on its characteristics, 
and a rank based on its user. 

For instance, the earlier the date and time when the 
address of the electronic apparatus was assigned, the higher 
the priority of the electronic apparatus is. Then, it is possible 
to prevent the address of the older apparatus from changing 
when a new apparatus becomes a member of the network. It 
is preferable to store the date and time information at the 
time when the assigned address is written to the nonvolatile 
storage unit. As to ranking according to the apparatus 
characteristics, the apparatus such as a server, the address of 
which is not desirable to be changed, should be ranked high. 
As to ranking according to the apparatus user, the apparatus 
of a general manager can be ranked higher than a chief. In 
this manner, stability of the network system based on the 
importance of the duties of the user can be achieved. 

In order to obtain the result of comparison between the 
priorities of an electronic apparatus and another electronic 
apparatus, it is preferable that the electronic apparatus 
comprises a transmission device that sends the stored pri 
ority of the electronic apparatus itself to the another elec 
tronic apparatus, a reception device that receives the priority 
of the another electronic apparatus sent from the another 
electronic apparatus, and a comparison device that compares 
the stored priority of its own and the priority received by the 
reception device. If the another apparatus also comprises the 
aforesaid devices, it is possible to obtain the result of the 
priority comparison. 

Consequently, there is no need for each of the apparatuses 
to store the priority of the apparatus itself together with 
priorities of other apparatuses, and for the user to input and 
manage the priorities. Furthermore, it is not necessary for 
the server connected to the network to store, manage and 
compare the priorities of the respective apparatuses. Cases in 
which the comparison result is not obtained are those in 
which the priority to be sent from the another electronic 
apparatus is not received, and in which the comparison result 
is not received though requested to the server. 

If the electronic apparatus of the present invention is a 
computer, the above explained address setting function of 
the electronic apparatus can be an executable program. In 
this case, the program may be stored in storage media such 
as ?exible disk, magnet optical disc, CD-ROM, hard disk, 
ROM and RAM. The computer may load the program from 
such media or over the network to be executed where 
appropriate. 
An address setting apparatus of the present invention 

comprises an acquisition device that obtains the current 
address of the apparatus connected to a network, and a 
determination device that determines whether the obtained 
address is not of the network to which the address setting 
apparatus belongs and is also not a default address (initial 
address) of the apparatus, and a noti?cation device that 
noti?es information specifying the apparatus. 

Accordingly, even if the user changes the address of an 
apparatus to a wrong address which is not of the network to 
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8 
which the address setting apparatus belongs, it is possible to 
?nd the apparatus with the wrong address. 

BRIEF DESCRIPTION OF THE DRAWING 

The invention will now be described, by way of example, 
with reference to the accompanying drawings, in which: 

FIG. 1 is a block diagram showing a printer con?guration 
as an electronic apparatus of the ?rst embodiment; 

FIG. 2 is a ?owchart of an address setting process in the 
printer as an electronic apparatus of the ?rst embodiment; 

FIG. 3 is a ?owchart of an IP addressing process by 
APIPA; 

FIG. 4 is an explanatory view illustrating an automatic 
addressing performed in an apparatus by APIPA; 

FIG. 5 is a block diagram showing a printer con?guration 
as an electronic apparatus of the second embodiment; 

FIGS. 6A and 6B are ?owcharts of an address setting 
process in the printer as an electronic apparatus of the 
second embodiment; 

FIGS. 7A and 7B are explanatory views illustrating an 
example of data contents of a date and time request packet 
and return packet and an IP address and port number; 

FIG. 8 is a block diagram showing a con?guration of a 
communication system including a personal computer as an 
address setting apparatus of the third embodiment and a 
printer as an apparatus; 

FIG. 9 is a ?owchart illustrating an address setting process 
in the personal computer as an address setting apparatus of 
the third embodiment; 

FIG. 10 is an explanatory view showing an address setting 
process in the personal computer as an address setting 
apparatus of the third embodiment and annunciation text to 
a user; and 

FIG. 11 is an explanatory view showing an address setting 
process in the personal computer as a conventional address 
setting apparatus and noti?cation to a user. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENT 

First Embodiment 

FIG. 1 is a block diagram showing a printer 10 as an 
electronic apparatus of the present embodiment. 
The printer 10 comprises a ROM 12 for storing data and 

programs necessary for various operations, a RAM 14 for 
storing temporary data, an ASIC (Application Speci?c Inte 
grated Circuit) 16 for executing application speci?c pro 
grams, a NVRAM 18 which is a rewritable nonvolatile 
memory, a network controller 20 for data transmission and 
reception which monitors packets passing through a LAN 
and receives and transmits necessary packets from and to the 
LAN, a print engine 22 for printing, a realtime clock (RTC) 
24, and a CPU 26 for controlling the forgoing components. 
Wide variety of not shown apparatuses such as a plurality 

of personal computers, etc. are connected to the LAN. Each 
personal computer is provided with a printer driver for 
making a printing request to the printer 10 and a manage 
ment tool for various settings. 

In the printer 10, the CPU 26 executes the programs 
stored in the ROM 12 to control the network controller 20, 
etc., thereby communication over TCP/IP being enabled. 
The printer 10 performs an address setting process after 
switched on. 

Firstly, as shown in step S110 in FIG. 2, it is determined 
whether an IP address has already been assigned by the 
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later-described APIPA in step S230. In other Words, it is 
determined Whether an IP address assigned by APIPA is 
stored in the NVRAM 18. If an IP address has been assigned 
by APIPA in step S230 (S110: YES), the process proceeds to 
step S240. On the other hand, if an IP address is not assigned 
by APIPA in step S230 (S110: NO), the value of a packet 
counter for counting the number of received packet and the 
value of an APIPA counter for counting the number of 
detected APIPA address (or the type of APIPA address) 
provided in the RAM 14 are set to Zero (0) (S120), and the 
process proceeds to step S130. 

In step S130, an ICMP echo request for an IP address 
255.255.255.255 is broadcast through the LAN. Conse 
quently, all the apparatuses connected to the LAN transmit 
an ICMP reply to the LAN. 

In step S140, it is determined Whether 5 seconds have 
passed since the present address setting process is started. If 
5 seconds have not yet passed (S140: NO), it is determined 
Whether a reply (ICMP reply) packet to the ICMP echo 
request broadcast in step S130 is received (S150). If no reply 
packet to the ICMP echo request is received (S150:NO), the 
process returns to step S140. If a reply packet to the ICMP 
echo request is received (S150: YES), the packet counter is 
incremented (S160), and it is determined Whether an IP 
address contained in the packet received is an IP address in 
the range (from 169.254.l.0-l69.254.254.255) assigned by 
APIPA (S170). 

If the IP address contained in the packet received is not an 
IP address assigned by APIPA in step S170 (S170: NO), the 
process returns to step S140 to check another packet. If an 
IP address contained in the packet received is an IP address 
assigned by APIPA (S170:YES), the APIPA counter is 
incremented (S180), and the process returns to step S140. In 
other Words, by repeating steps S140-S180, the number of 
reply (value of the packet counter) to the ICMP echo request 
broadcast in step S130 and the number of APIPA address 
(value of the APIPA counter) are counted (packet 
counteriAPIPA counter). 

If it is determined that ?ve seconds have passed since this 
process is started (S140: YES), steps S190 and afterward are 
performed. In other Words, it is determined in step S190 
Whether the APIPA counter is equal to or more than an 
integer N. The N may be set to one (1), for example, or any 
plural number. If it is determined that the APIPA counter is 
less than N (S190: NO), it is determined Whether the ratio of 
the APIPA counter to the packet counter is equal to or more 
than 0.2, or the number of packet containing an APIPA 
address is equal to or more than 20% of the received packets 
(S200). The value of 20% can be changed at discretion of the 
netWork administrator. 

If it is determined in step S200 that the ratio of the APIPA 
counter to the packet counter is less than 0.2 (S200: NO), it 
is further determined Whether the packet counter is equal to 
or less than an integer M (S210). 

If, and as far as, steps S190-S210 are all negatively 
determined, an IP address of the printer 10 is set to a default 
IP address l92.0.0.l92 (S220), and the process proceeds to 
step S240. On the other hand, if any one of steps S190-S210 
is positively determined, APIPA is performed (S230), and 
the process proceeds to step S240. 

If one of the folloWings are true: an IP address by APIPA 
has already been set in step S110 (S110: YES); a default IP 
address has been set in step S220; and APIPA has been 
performed in step S230, then, the process returns to step 
S110 after a sleep of 30 seconds in step S240. 

Here, APIPA (S230) performed in FIG. 4 is explained in 
detail by Way of a ?owchart shoWn in FIG. 3. 
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10 
When this process is started, an IP address is selected 

from the address range from l69.254.l.0-l69.254.254.255 
at random (S300), and an ARP request for the chosen IP 
address is sent to the LAN from the netWork controller 20 
(S310). Then, it is determined Whether there is a response to 
the ARP request made in step S310 from the LAN to the 
netWork controller 20 (S320). In other Words, it is deter 
mined Whether the chosen IP address is not being used by 
another apparatus connected to the LAN. If there is a 
response (S320: YES), the process returns to step S300 since 
the chosen IP address is already in use, and select another IP 
address. On the other hand, if there is no response received 
(S320: NO), the chosen IP address is not in use, and the 
chosen IP address is set to an address of its oWn (printer 10) 
(S330), and the IP address is stored in the NVRAM 18. 

As above, in this embodiment, an ICMP echo request for 
255.255.255.255 is broadcast, and from the resultant reply, 
it is determined Whether there are N or more apparatuses 
(terminals, etc.) to Which the IP address is assigned by 
APIPA (S190), or Whether the ratio of the number of replies 
from the apparatuses to Which the IP address is assigned by 
APIPA out of the total number of replies is equal to or more 
than a predetermined value (S200). Since it is determined 
Whether an IP address should be set by APIPA as such, it is 
possible to prevent APIPA from being executed in a LAN 
environment in Which it is considered that APIPA is not 
adopted. In other Words, since APIPA is executed after it is 
ensured that the present netWork environment seems to 
adopt APIPA, no unnecessary IP addressing (automatic 
addressing) is executed. 
When a neW netWork environment adopting APIPA is 

being constructed, even if an ICMP echo request for 
255.255.255.255 is broadcast, there is no apparatus Which 
makes a reply (or almost none at the stage of the beginning 
of constructing the netWork). Therefore, no positive deter 
mination result is obtained in steps S190 and S200, and it is 
likely that a netWork adopting APIPA can never ever be 
built. HoWever, even if negative determination results are 
obtained in steps S190 and S200, proper address settings are 
possible if the apparatus is designed to execute APIPA When 
the number of apparatuses responding to the broadcast is 
equal to or less than M (it is desirable that M is equal to Zero 
(0) or an extremely small value compared to the number of 
terminals connectable to the netWork) (S210: YES). 

Accordingly, When the LAN environment does not adopt 
APIPA, it is possible to perform various operations, by using 
default IP addresses, like setting a neW IP address to the 
printer 10 by Way of a management tool conventionally used 
in a personal computer, etc. 

In the present embodiment, it is determined Whether 
APIPA is executed based on the reply (S190-S210, etc.) to 
an ICMP echo request broadcast (S130). HoWever, packets 
passing through a LAN may be monitored (received) via the 
netWork controller 20 (this step is equivalent to S150: YES), 
and it may be determined Whether an IP address contained 
in the monitored packet is an IP address assigned by APIPA 
(this step is equivalent to S170), for example. 

In the present embodiment, determination results in steps 
S190-S210 are not outputted. HoWever, the results may be 
displayed on an operation panel of the printer 10, printed via 
the print engine 22, outputted to the LAN via the netWork 
controller 20, or outputted to a not shoWn speaker as a voice 
message. 

In the present embodiment, the printer comprises deter 
mination devices for both steps S190 and S200 as an 
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example. However, the printer may comprise only one of the 
above devices. The determination in step S210 may be 
canceled. 

In the present embodiment, an ICMP echo request for an 
address 255.255.255.255 is broadcast in step S130, and the 
apparatuses replying to the echo request (in the packet 
counter) and the apparatuses having an APIPA address (in 
the APIPA counter) among the apparatuses making replies 
are counted. Based on the results of the counts, the deter 
mination in steps S190-S210 is made. HoWever, it is also 
possible to broadcast an ICMP echo request for an address 
169.254.255.255 in step S130. 
Con?gured as above, apparatuses replying to the broad 

cast are limited to those Which are assigned an APIPA 
address. Therefore, only by counting the apparatuses replied 
(S150 and S160), the number of apparatuses having an 
APIPA address can be found, and a load to the netWork and 
the printer 10 itself is reduced (in this case, steps S170 and 
S180 are deleted). Based on the number of replied appara 
tuses having an APIPA address, determination equivalent to 
step S190 may be performed, and it is determined Whether 
or not APIPA should be executed selectively (steps S200 and 
S210 are deleted). 

In the present embodiment, the printer 10 is described as 
an example of an electronic apparatus. HoWever, the elec 
tronic apparatus can be a personal computer connected to the 
LAN, and the printer 10 may only perform steps S120-S180 
and print the determination results in steps S190-S210. In 
this manner, When the printer 10 is being connected to the 
LAN, it is possible to determine Whether APIPA in the 
printer 10 should be activated based on the determination 
results performed by the personal computer. Accordingly, 
even if the printer 10 con?gured for APIPA is connected to 
a LAN Which is not adopting APIPA, it is possible to take 
precautions against a possible accident in Which communi 
cation is disabled due to automatic execution of APIPA. 

Second Embodiment 

FIG. 5 is a block diagram shoWing a printer 30 as an 
electronic apparatus of the present embodiment. 

The printer 30 comprises a ROM 32 for storing data and 
programs necessary for various operations, a RAM 34 for 
storing temporary data, an ASIC 36 for executing applica 
tion speci?c programs, a NVRAM 38 Which is a reWritable 
nonvolatile memory for storing various settings including 
the address, priority, etc. of the printer 30, a netWork 
controller 40 for data transmission and reception by moni 
toring and receiving necessary packets passing through a 
LAN and transmitting packets to the LAN, a print engine 42 
for printing, a realtime clock (RTC) 44 for keeping the 
present date and time, and a CPU 46 for controlling the 
foregoing components. 

There are Wide variety of apparatuses (not shoWn) con 
nected to the LAN, such as a plurality of personal comput 
ers, etc. Each of the personal computers is provided With a 
printer driver for making a printing request to the printer 30 
and a management tool for various settings. 

In the printer 30, the CPU 46 executes the programs 
stored in the ROM 32 to control the netWork controller 40, 
etc., thereby communication over TCP/IP being enabled. 
The printer 30 receives printing requests and setting requests 
from the personal computers, etc. via the LAN and performs 
printing and setting. As an initialization process for realiZing 
the communication, the printer 30 performs an address 
setting process for assigning itself an IP address for com 
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12 
munication over TCP/IP after sWitched on. This address 
setting process is noW explained by Way of ?oWcharts 
shoWn in FIGS. 6A and 6B. 

After the printer 30 is sWitched on, the CPU 46 deter 
mines Whether the IP address, of the printer, used last time 
is Written to (stored in) the NVRAM 38, as shoWn in step 
S410 in FIG. 6A. If the IP address has been Written (S410: 
YES), the process moves to step S470. If the IP address is 
not Written (S410: NO), the process moves to step S420. 

Steps S420-S450 illustrate an IP address decision process 
through APIPA, Which is shoWn in FIG. 4. Particularly, it is 
the process to select an IP address at random (S420), send an 
ARP request for the chosen IP address to the LAN from the 
netWork controller 40 (S430), and see Whether there is a 
response to the ARP request in step S430 from the LAN to 
the netWork controller 40 (S440). In other Words, it is 
determined Whether the chosen IP address is being used by 
another apparatus in the LAN. If there is a response (S440: 
YES), the process returns to step S420 to select another IP 
address, since the chosen IP address is already in use. On the 
other hand, if there is no response (S440: NO), the chosen 
IP address is not in use, and is set to an IP address of the 
printer 30 (S450). As shoWn in FIG. 4, the address 
169.254.78.22 is assigned to the printer 30, for example. 

In step S460, the IP address decided in steps S420-S450 
and the present date and time kept by the RTC 44 are Written 
to (stored in) the NVRAM 38. The decided IP address 
169.254.78.22 is Written, for example. 

In step S470, an ARP request for the IP address Written to 
the NVRAM 38 is sent to the LAN. In step S480, it is 
determined Whether there is a response to the request. In 
other Words, it is veri?ed Whether the IP address stored in the 
NVRAM 38 is being used by another apparatus in the LAN. 

If there is a response, that is, the IP address is being used 
by another apparatus (S480: YES), the process moves to step 
S490. If there is no response, that is, no apparatus is using 
the IP address (S480: NO), the process moves to step S510. 

In step S490, the date and time Written in step S460 are 
read from the NVRAM 38, and are sent to an apparatus 
Which has responded (responder) in step S480. 
As shoWn in FIG. 7A, in this transmission of date and 

time, a packet including a ?ag indicating a date and time 
request packet and information on the date and time of the 
IP address acquisition by the printer 30 (that is, the date and 
time read from the NVRAM 38) is sent by UDP (User 
Datagram Protocol). The destination address is the IP 
address of the apparatus Which has responded (that is, the 
same IP address stored in the NVRAM 38), and a destination 
port number is 2436 de?ned for this request. FIG. 7A 
illustrates an example in Which the IP address 169.254.78.22 
stored in step S460 is being used by another apparatus (that 
is, there is an IP address con?ict). 

In step S495, it is determined Whether a return packet (like 
the one shoWn in FIG. 7B) transmitted from the responder 
is received in response to the date and time request packet 
transmitted in step S490. When the return packet is not 
received (S495: NO), the process proceeds to step S420. If 
the return packet is received (S495: YES), the process 
proceeds to step S500. In step S500, date and time contained 
in the return packet transmitted from the responder is 
compared With the date and time read from the NVRAM 38. 
If the date and time in the responder side is later (S500: NO), 
the process goes to step S510. If there is no return packet 
from the responder (S495: NO), or the date and time in the 
responder side is earlier (S500: YES), the IP address of the 
printer 30 is decided through the aforementioned step S420 
onWard by APIPA. If no return packet is received in step 
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S495 (S495: NO), it is considered that an apparatus having 
no reply function to the date and time request packet may 
have the same IP address as the printer 30, for example. In 
such cases in Which priorities of other apparatuses cannot be 
knoWn (no comparison are made due to unknoWn priorities) 
and the IP address of the printer 30 is maintained at 
discretion, there is a possibility that the same IP address may 
exist in the netWork. Therefore, it is desirable to assign the 
printer 30 another IP address by executing step S420 
onWard. 

In step S510, the IP address stored in the NVRAM 38 is 
set to the IP address of the printer 30. 

Accordingly, the printer 30 can use the IP address stored 
in the NVRAM 38, When the IP address stored in the 
NVRAM 38 does not con?ict With the IP address currently 
used by another apparatus (S480: NO), and When the date 
and time of the IP address acquisition by another apparatus 
is later than the time and date of the IP address acquisition 
(time and date stored in step S460) by the printer 30 (S500: 
NO) even if the IP address stored in the NVRAM 38 does 
con?ict With the IP address currently used by the another 
apparatus. 
From noW on, a process in Which the printer 30 serves as 

the aforementioned another apparatus, that is, in case the 
printer 30 is the recipient of the date and time request packet 
transmitted in step S490, is explained. 
As shoWn in FIG. 6B, this process is performed after step 

S460 or S510 in FIG. 6A. 
In step S520 in FIG. 6B, the process proceeds to step S530 

When data is received from the LAN (that is, When data is 
received at the aforementioned UDP port number 2436). 

In step S530, it is determined Whether the received data is 
the date and time request packet. If it is the date and time 
request packet (S530: YES), the process proceeds to step 
S540. If it is not the date and time request packet (S530:NO), 
the process moves to step S570. In step S570, other opera 
tions except the address setting process are performed. 

In step S540, the date and time contained in the received 
date and time request packet is compared With the date and 
time stored in the NVRAM 38. In step S550, it is determined 
Whether the date and time contained in the received date and 
time request packet is earlier than the date and time stored 
in the NVRAM 38. If the date and time contained in the 
received date and time request packet is earlier than the date 
and time stored in the NVRAM 38 (S550: YES), the process 
moves to step S560. OtherWise (S550: NO), the process 
moves to step S580. 

In steps S560 and S580, the date and time stored in the 
NVRAM 38 of the printer is sent as a reply to the sender of 
the date and time request packet. This reply is made via a 
packet as shoWn in FIG. 7B. Particularly, the IP address of 
the printer 30 is set to a source IP address, the destination 
address is set to a broadcast address, and the aforementioned 
UDP port number 2436 is set to the destination port number. 
Then, a packet including a ?ag indicating a return packet and 
information on the date and time When the IP address is 
acquired (that is, the date and time stored in the NVRAM 38) 
is transmitted. 

After step S560, the process returns to step S420 in FIG. 
6A, and a neW IP address is again selected and determined 
by the aforementioned APIPA. 
On the other hand, after step S580, the process moves to 

step S520. In short, the printer 30 uses the IP address 
continuously. 
As above, When the IP address of the printer 30 con?icts 

With the IP address of another apparatus (S480: YES) and 
there is no reply from the another apparatus (S495: NO) or 
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14 
the date and time of the IP address acquisition by the printer 
30 is later than the date and time of the IP address acquisition 
by the another apparatus (S500: YES), the printer 30 
changes its IP address. If the IP address con?icts With the IP 
address of the another apparatus and the date and time of the 
IP address acquisition by the printer 30 is earlier than the 
date and time of the IP address acquisition by the another 
apparatus (S500: NO), the printer 30 can keep using its IP 
address. 

Accordingly, even if another printer 30 is connected to a 
LAN to Which the printer 30 is connected, the printer 30 
Which has been using the address for long can keep using the 
address Without change. The users can send printing requests 
to the printer 30 Which has been identi?ed by the address for 
long to print from the personal computers on the LAN. In 
this Way, it is possible to maintain stability of the netWork. 

In the present embodiment, the printer 30 performs the 
processes shoWn in FIGS. 6 and 7. HoWever, various appa 
ratuses other than the printer can also perform those pro 
cesses. 

Additionally, in the present embodiment, the date and 
time When the IP address is assigned in step S460 is stored, 
and then, on the basis of priority, it is determined in steps 
S500 and S550 Whether the apparatus continues to use the IP 
address. HoWever, various information other than the date 
and time can be the basis of the determination. For example, 
instead of using the date and time in step S460, priority of 
the printer 30 itself (according to the rank of the user Who 
uses the printer 30 or the rank given based on the charac 
teristics of the apparatus itself, for instance) may be stored. 
Such priorities may be set via the LAN, or by means of an 
operation panel provided in the printer 30. The priority may 
be determined by comprehensive assessment of various 
kinds of priorities. 

In the present embodiment, in order to obtain priorities of 
other apparatuses, the priority information transmitted from 
the other apparatuses in step S560 or S580 have to be 
received by the printer 30 (S495: YES). HoWever, though it 
may bother the administrator or user, the priorities of the 
printer 30 and the other apparatuses as Well may be inputted 
in advance in the printer 30. In this case, other apparatuses 
for Which the priorities are not inputted by the administrator 
or user assign themselves another IP address (S420-S450), 
as in the case that no response is received from the other 
apparatuses concerning the date and time information in 
S495 (S495: NO), since their priorities are unknown. 

Moreover, in the present embodiment, the printer 30 has 
the device that veri?es that the same IP address is not used 
on the LAN, the device that compares the priorities, and the 
device that stores the priority data, as an example. HoWever, 
these devices may be provided With a server on the netWork, 
and the server may compare the priorities and store the 
priority data. In other Words, the printer 30 may only make 
inquiries to the server for the comparison results and the 
priorities. In this case, the veri?cation steps S430-S440 and 
S470-S480 for ensuring that a certain IP address is not used 
by other apparatuses connected to the netWork may be 
replaced by the steps for making inquiries to the server and 
interpreting the resultant response from the server. Similarly, 
the steps S490-S500 for obtaining the results of the priority 
comparison betWeen the printer 30 and the other apparatuses 
may be replaced by the steps for making inquiries to the 
server and interpreting the resulting response from the 
server. The server may be another printer connected to the 
LAN. 












