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(57) ABSTRACT 

Based upon the results of an ID check With an ignition knob 
lock device Which prevents rotational operation of an igni 
tion knob Which is used When stating an engine of a vehicle, 
and of an ID check With a portable unit, a passive control 
unit transmits to the ignition knob lock device a command 
to release prohibition of rotational operation of the ignition 
knob, and performs an ID check With the ignition knob lock 
device before detecting an operation of pushing in the 
ignition knob. 

12 Claims, 5 Drawing Sheets 
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ELECTRONIC KEY APPARATUS FOR 
VEHICLE AND ARREST CANCELLATION 
METHOD FOR ROTATION ARRESTING 

DEVICE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to an electronic key appa 

ratus for a vehicle Which performs Wireless transmission 
betWeen an electronic key Which is carried by the vehicle 
driver and a device mounted upon the vehicle, and Which 
releases the locked state of a door or starts the vehicle engine 
upon checking of the ID of the driver; and further relates to 
a method for arrest cancellation of a rotation arresting 
device. 

2. Description of the Related Art 
An electronic key system for a vehicle Which checks the 

ID of the vehicle driver by performing Wireless transmission 
betWeen an electronic key Which is carried by the driver and 
a device mounted upon the vehicle, and Which releases the 
locked state of a door or starts the vehicle engine based upon 
the result of this checking, is per se knoWn (see Japanese 
Laid-Open Patent Publication No. 2001-349117). With such 
an electronic key system for a vehicle, in order to enhance 
the anti theft characteristics, ID checking is performed 
betWeen the vehicle mounted device and the electronic key 
When, in order to start the engine the driver performs the 
operation of pushing in the ignition knob; and, When it has 
been determined that the electronic key is the proper one, 
then it is arranged to alloW rotation of the ignition knob, only 
after further ID checking has been performed betWeen the 
vehicle mounted device and an ignition knob lock unit 
Which prohibits rotation of the ignition knob. 

SUMMARY OF THE INVENTION 

HoWever, With such a prior art type electronic key system, 
since the ID checking betWeen the vehicle mounted device 
and the ignition knob lock unit is performed only after the 
ID checking betWeen the vehicle mounted device and the 
electronic key has been performed, and since the mechanism 
Which permits rotation of the ignition knob is required to 
operate thereafter, a relatively long time period is required 
for this ID checking. Accordingly, it takes a considerable 
time period from When the vehicle driver performs the 
operation of pushing in the ignition knob to When actual 
rotational operation is performed. 

It Would be desirable to provide an electronic key appa 
ratus for an automobile Which shortens the time period 
required from When operation of the ignition knob is per 
formed until the time point When rotation of the ignition 
knob is actually permitted, and an arrest cancellation method 
for a rotation arresting device. 
An electronic key apparatus for a vehicle according to the 

present invention comprises a rotational operation device 
Which starts the vehicle by a rotational operation, a rotation 
arresting device Which constrains the rotational operation so 
as to stop the rotational operation, a preliminary operation 
detection device Which detects preliminary operation per 
formed prior to rotational operation of the rotational opera 
tion device, an ID checking device Which performs an ID 
check With a portable unit Which at least is used to lock and 
unlock a door of the vehicle, and also an ID check With the 
rotation arresting device and a release command transmis 
sion device Which transmits a command to the rotation 
arresting device to release the prohibition of rotational 
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2 
operation of the rotation operation device, based upon the ID 
checking result With the portable unit and the ID checking 
result With the rotation arresting device, performed by the ID 
checking device. In the electronic key apparatus the ID 
checking device performs an ID check With the rotation 
arresting device before the preliminary operation of the 
rotational operation device is detected by the preliminary 
operation detection device. 
An arrest cancellation method for releasing the prohibi 

tion of rotation of a rotation operation device according to 
the present invention comprises performing an ID check 
With a portable unit Which at least is used to lock and unlock 
a door of the vehicle, performing an ID check With the 
rotation arresting device Which prohibits rotation of the 
rotation operation device Which starts the vehicle by a 
rotational operation before detecting a preliminary operation 
performed prior to rotational operation of the rotational 
operation device and releasing the prohibition of rotation of 
the rotational operation device based upon these checking 
results. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic ?gure shoWing the structure of a 
vehicle mounted device incorporated in the preferred 
embodiment of the electronic key apparatus of the present 
invention; 

FIG. 2 is a schematic ?gure shoWing the structure of an 
electronic key incorporated in this preferred embodiment; 

FIG. 3 is a ?gure shoWing an ignition knob of this 
preferred embodiment; 

FIG. 4 is a ?gure showing a driver’s side door; 
FIG. 5 is a How chart for this preferred embodiment, 

shoWing the control How of a preliminary checking proce 
dure; and 

FIG. 6 is a How chart for this preferred embodiment, 
shoWing the control How from When the operation of push 
ing in the ignition knob is performed to the time point at 
Which rotation operation is permitted. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

FIG. 1 schematically shoWs the structure of a vehicle 
mounted device Which is incorporated in the preferred 
embodiment of the electronic key apparatus for a vehicle 
according to the present invention. FIG. 2 schematically 
shoWs the structure of an electronic key to be carried by the 
vehicle driver, Which is incorporated in the preferred 
embodiment of the electronic key apparatus for a vehicle 
according to the present invention. FIG. 3 shoWs an ignition 
knob of the vehicle, Which is used When performing engine 
starting or the like. 
As shoWn in FIG. 2, the electronic key 20 comprises an 

antenna 21, an electronic key controller 22, and a battery 23. 
The electronic key controller 22 comprises a CPU 22a and 
peripheral components such as a nonvolatile memory 22b 
and the like, and engages in Wireless transmission With the 
vehicle mounted device 1 via the antenna 21. An ID for 
determining permission to drive the vehicle is stored in the 
nonvolatile memory 22b. The battery 23 is of the replaceable 
type, and supplies electrical poWer to the electronic key 
controller 22. 

This electronic key 20 comprises a door lock button and 
a door unlock button Which are not shoWn in the draWings, 
and, When these buttons are operated, the ID is read out from 
the nonvolatile memory 22b, and this ID Which has been 



US 7,388,469 B2 
3 

read out is transmitted to the vehicle mounted device 1 
together With a lock request signal or an unlock request 
signal. Furthermore, When the electronic key 20 receives an 
ID request signal transmitted from the vehicle mounted 
device 1 Which requests the ID of the holder, it reads out the 
ID from the nonvolatile memory 22b, and transmits this ID 
Which has been read out to the vehicle mounted device 1. 

The electronic key 20 is not formed as a key plate like a 
prior art type ignition key, but is made so as to be easy for 
the vehicle driver to carry on his person; for example, it may 
be shaped like a card. Furthermore, since When the elec 
tronic key 20 is being used it is not physically received in 
any key cylinder unit provided in the vehicle mounted 
device 1, accordingly the vehicle driver needs only to carry 
the electronic key 20 on his person even When he has 
boarded the vehicle. Due to this, in this preferred embodi 
ment of the present invention, an ignition knob lock unit 16 
Which locks (arrests) the rotation of the ignition knob 30, as 
shoWn in FIG. 3, is provided, instead of the key cylinder unit 
of a prior art type electronic key system for a vehicle. This 
ignition knob lock unit 16 is disposed in the instrument panel 
on the side of the driver’s seat. Accordingly, When starting 
the vehicle engine, the procedure of inserting an ignition key 
and turning it is not necessary. 

The ignition knob lock unit 16 comprises a knob rotation 
prevention latch (not shoWn in the draWings) for locking the 
ignition knob 30 and preventing its rotational operation. 
When this knob rotation prevention latch is driven in its 
release direction, rotational operation of the ignition knob 30 
and of the steering Wheel becomes possible. Furthermore, 
the ignition knob lock unit 16 comprises a random number 
generation section 16a, a calculation section 16b, and a 
checking section 160. The random number generation sec 
tion 16a generates a random number (challenge data) based 
upon a request from a passive control unit 11. The calcula 
tion section 16b performs a predetermined calculation based 
upon this random number Which has been generated by the 
random number generation section 16a. The checking sec 
tion 160 checks the result of this calculation Which has been 
calculated by the calculation section 16b against the calcu 
lation result Which has been transmitted from the passive 
control unit 11, and returns the result of this checking (ACK) 
to the passive control unit 11. 
When the driver of the vehicle intends to start its engine, 

it is necessary for him ?rst to press the ignition knob 30 
inWards and then to perform rotational operation thereof. 
When the ignition knob 30 is in the locked position (LOCK) 
shoWn in FIG. 3, then the steering Wheel of the vehicle is 
locked. When the ignition knob 30 is pushed inWards While 
it is in this locked position, a push sWitch 5 is turned ON. In 
other Words, the push sWitch 5 can also be termed a sWitch 
Which detects the preparatory pushing inWard operation of 
the ignition knob 30 for subsequently performing rotational 
operation thereof. When the ignition knob 30 is rotated to the 
ignition on position (ON) for operating the engine, an 
ignition on sWitch 6 is turned ON. Furthermore, When the 
ignition knob 30 is rotated to the engine start position 
(START) for starting the engine, an engine start sWitch 7 is 
turned ON, and the engine is started by a starter motor not 
shoWn in the draWings. 
A sWitch 8 detects the opened or closed state of the 

vehicle doors, and it is ON When any door is open, While it 
is OFF When all the doors are closed. A sWitch 9 is a door 
lock sWitch for starting the door lock operation of the 
driver’s door. As shoWn in FIG. 4, this door lock sWitch 9 is 
provided in the vicinity of the outside door handle 41 of the 
driver’s door 40. When the driver operates (presses) the door 
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4 
lock sWitch 9 from outside the vehicle for locking or 
unlocking the doors of the vehicle, this door lock sWitch 9 
goes from OFF to ON. 
The vehicle mounted device 1 comprises transmitters 2 

and 3 and a receiver 12, for performing Wireless communi 
cation With the electronic key 20. The transmitter 2 transmits 
an ID request signal Which Will be described here in after via 
an antenna 211 provided Within the vehicle to the interior of 
the vehicle body. The transmitter 3 is provided in the vicinity 
of the outside door handle 41 of the driver’s door 40, and 
transmits an ID request signal to a predetermined area on the 
outside of the vehicle body (for example, to the vicinity of 
the driver’s door) via an antenna 311. 
The receiver 12 is provided upon the rear parcel shelf at 

the rear portion of the vehicle, and receives via an antenna 
1211 a lock request signal, an unlock request signal, ID, and 
the like Which are transmitted from the electronic key 20. 
These signals Which are received are transmitted to the 
passive control unit 11. When a lock or unlock request signal 
or an ID has been transmitted from the electronic key 20, the 
passive control unit 11 performs checking of the ID of the 
electronic key 20, and, if it determines that the ID matches, 
outputs a lock or unlock command as appropriate to the door 
lock actuator 14. This door lock actuator 14 performs 
locking or unlocking of the driver’s door, the passenger 
door, and the rear seat doors, based upon this command. 

Furthermore, When an ID is received Which has been 
transmitted from the electronic key 20 based upon the ID 
request signal Which has been transmitted via the antenna 
3a, the passive control unit 11 performs checking of this ID 
of the electronic key 20 Which has been transmitted, and, if 
it judges that the ID matches, performs unlocking or locking 
of the driver’s door, the passenger door, and the rear seat 
doors, based upon the current lock state of these doors (i.e., 
upon Whether these doors currently are locked or are 

unlocked). 
An engine controller 15 comprises a CPU 15a and a 

nonvolatile memory 15b and so on, and controls a throttle 
valve control device, a fuel injection device, and an ignition 
control device, none of Which are shoWn in the draWings, so 
as to control the rotational speed and the output torque of an 
engine, also not shoWn in the draWings. 
The passive control unit 11 comprises a CPU 1111, a 

nonvolatile memory 11b, a memory 110, and another 
memory 11d. The nonvolatile memory 11b stores a previ 
ously registered ID for the electronic key 20 and the same 
calculation equation as the calculation equation Which is 
stored in the calculation section 16b in the ignition knob lock 
unit 16. The memory 110 stores an ID-OK ?ag Which Will be 
described hereinafter. The memory 11d stores a preliminary 
ID checking result With an ignition knob lock unit 16 Which 
Will also be described hereinafter. 
The CPU 11a transmits via the transmitter 3 and the 

antenna 311 an ID request signal corresponding to the opera 
tional state of the door lock sWitch 9, and receives via the 
receiver 12 a lock request or an unlock request signal and an 
ID Which have been transmitted from the electronic key 20. 
When the ID of the electronic key 20 is received, the CPU 
11a checks the ID Which has been received against the ID 
Which is stored in the memory 11b. Moreover, based upon 
the result of this ID checking, upon the lock request or 
unlock request signal, and upon the current lock state of the 
doors (i.e., Whether the doors are locked or unlocked), the 
CPU 11a controls the door lock actuator 14 to perform door 
locking or unlocking, and also sets or resets the ID-OK ?ag 
in the memory 110. Here, this ID-OK ?ag is a ?ag in the 
memory 110 Which is set as an engine starting permit ?ag, 
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if, When checking the ID Which has been transmitted from 
the electronic key 20 against the ID Which is stored in the 
memory 11b, these IDs match, and moreover the doors 
become unlocked; and Which is reset if the IDs do not match, 
or if the doors become locked. 

Furthermore, When the door sWitch 8 goes from ON to 
OFF (in other Words, the door has gone from the opened 
state to the closed state), the CPU 11a transmits an ID 
request signal to the inside of the vehicle via the transmitter 
2 and the antenna 2a, and receives via the receiver 12 the ID 
Which is transmitted from the electronic key 20. The CPU 
11a checks this received ID against the ID Which is stored 
in the memory 11b, and sets or resets the ID-OK ?ag in the 
memory 110 based upon the result of this checking proce 
dure. 

Yet further, When the previously described ID-OK ?ag is 
set, the CPU 11a requests the ignition knob lock unit 16 to 
transmit a random number (challenge data), Which has been 
stored in the memory 11d based upon the result of a 
preliminary checking Which Will be described hereinafter. 
And, based upon the random number Which has been 
transmitted from the ignition knob lock unit 16, the CPU 11a 
performs a calculation With the calculation equation Which 
has been stored in the memory 11b, and transmits the result 
of this calculation and an unlock command to the ignition 
knob lock unit 16. Furthermore, the CPU 11a controls the 
engine controller 15 based upon the operational states of the 
ignition knob sWitches 5 through 7, and performs starting or 
stopping of the engine. 

With the electronic key apparatus for a vehicle according 
to this preferred embodiment of the present invention, ID 
checking is performed betWeen the ignition knob lock unit 
16 and the passive control unit 11, before the driver performs 
the operation of pushing in the ignition knob 30 for starting 
the engine of the vehicle. FIG. 5 is a How chart shoWing, in 
this preferred embodiment, the How of a control procedure 
for this ID checking Which is performed on a preliminary 
basis betWeen the ignition knob lock unit 16 and the passive 
control unit 11. FIG. 6 is a How chart shoWing, in this 
preferred embodiment, the How of a control procedure from 
the time point When the operation of pushing in the ignition 
knob 30 is performed to the time point When rotation of the 
ignition knob 30 is permitted. These control procedures are 
performed by the passive control unit 11 in the vehicle 
mounted device 1. 

In a step S10 of the How chart shoWn in FIG. 5, it is 
judged as to Whether or not a radio signal transmitted from 
the electronic key 20 has been received. This radio signal is 
generated if the driver of the vehicle Who is carrying the 
electronic key 20 operates the door lock button or the door 
unlock button (not shoWn in the draWings) of the electronic 
key 20, so as to lock or to unlock the doors of the vehicle. 
If it is judged that such a radio signal has been received, then 
the How of control proceeds to a step S15, While, if it is 
judged that such a radio signal has not been received, then 
the How of control proceeds to a step S30. In the step S15, 
ID checking of the electronic key 20 is performed based 
upon the ID signal Which is included in this radio signal 
Which has been received. Then in a next step S20, based 
upon the result of ID checking Which Was performed in the 
step S15, it is judged as to Whether or not the ID Which has 
been received and the ID Which has been previously 
recorded in the memory 11b match one another. If it is 
judged that they do match, then the How of control is 
transferred to a step S200, While if they do not match, then 
the How of control is transferred to the step S30. 
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6 
In the step S30, based upon the signal from the door lock 

sWitch 9, it is judged as to Whether or not the door lock 
sWitch 9 has gone from its OFF state to its ON state. If it is 
judged that indeed the door lock sWitch 9 has gone from its 
OFF state to its ON state, then the How of control is 
transferred to a step S40, While if it is judged that the door 
lock sWitch 9 has not gone from its OFF state to its ON state, 
then the How of control is transferred to a step S60. 

In the step S40, checking of the ID of the electronic key 
20 is performed. In this ID checking, ?rst, an ID request 
signal is transmitted from the transmitter 3 via the door 
antenna 311 to the electronic key 20. When it has received 
this ID request signal, the electronic key 20 transmits its ID 
to the vehicle mounted device 1. This ID of the electronic 
key 20 Which has been transmitted is received by the 
receiver 12 via the antenna 12a, and is transmitted to the 
passive control unit 11. The passive control unit 11 performs 
ID checking based upon the ID Which has been transmitted 
and the recorded ID stored in the memory 11b. When the ID 
checking has been completed, the How of control proceeds 
to a step S50. 

In the step S50, it is judged as to Whether or not the ID of 
the electronic key 20 matches, based upon the result of the 
ID check Which Was performed in the step S40. If the IDs do 
match one another then the How of control is transferred to 
the step S110, While if they do not match then the How of 
control is transferred to the step S60. In this step S60, it is 
judged as to Whether or not the state in Which some one of 
the vehicle doors Was open has changed to the state in Which 
the doors are all closed. This judgement is performed based 
upon the signal Which is transmitted from the sWitch 8 Which 
detects the opened or closed state of the doors. If this 
judgement is YES then the How of control is transferred to 
a step S70, While if it is NO then this control program 
terminates. 

In the step S70, checking of the ID of the electronic key 
20 is performed. In this ID checking, ?rst, an ID request 
signal is transmitted from the transmitter 2 via the door 
antenna 211 Within the vehicle to the electronic key 20. When 
it has received this ID request signal, the electronic key 20 
transmits its ID to the vehicle mounted device 1. This ID of 
the electronic key 20 Which has been transmitted is received 
by the receiver 12 via the antenna 12a, and is transmitted to 
the passive control unit 11. The passive control unit 11 
performs ID checking based upon the ID Which has been 
transmitted and the recorded ID stored in the memory 11b. 
When the ID checking has been completed, the How of 
control proceeds to a step S80. 

In the step S80, it is judged as to Whether or not the ID of 
the electronic key 20 matches, based upon the result of the 
ID check Which Was performed in the step S70. If the IDs do 
indeed match one another, then the How of control is 
transferred to the step S130, While if they do not match then 
the How of control is transferred to the step S90. In this step 
S90 an ID-OK ?ag Which Will be described hereinafter is 
reset, and then the How of control is transferred to a step 
S100. In this step S100, as Will be described hereinafter, a 
preliminary checking result Which Was performed together 
With the ignition knob lock unit 16 is cancelled (is reset), and 
then this control program terminates. 
When the judgement in the step S50 is that the ID of the 

electronic key 20 does not match, so that the How of control 
is transferred to the step S110, then it is judged as to Whether 
or not the driver’s door 40 of the vehicle is in the locked 
state. If it is judged that the driver’s door is indeed in the 
locked state, then the How of control is transferred to a step 
S120, While if it is judged that the driver’s door is in the 
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unlocked state, then the How of control is transferred to the 
step S210. In the step S120, an unlock command is outputted 
to the door lock actuator 14, and then the How of control is 
transferred to the step S130. The door actuator Which has 
received this unlock command performs unlocking of the 
driver’s door, the passenger door, and the rear doors. 

In the step S130, the ID-OK ?ag is set. This ID-OK ?ag 
is a ?ag for setting the engine starting permitted state. When 
the ID-OK ?ag is set, the How of control is transferred to the 
step S140. In this step S140, it is judged as to Whether or not 
an OK result for the preliminary checking Which Was 
performed together With the ignition knob lock unit 16 is 
stored in the memory 11d. If it is judged that indeed an OK 
result of this preliminary checking is stored, then this control 
program terminates, Whereas if it is judged that no such OK 
result is stored, then the How of control is transferred to a 
step S150. 

In the step S150, a challenge data request signal is 
transmitted to the ignition knob lock unit 16 for performing 
preliminary ID checking together With the ignition knob 
lock unit 16. This challenge data is a random number for 
performing ID checking. When the challenge data request 
signal has been transmitted, the How of control is transferred 
to a step S160. In this step S160, it is judged as to Whether 
or not challenge data has been transmitted from the ignition 
knob lock unit 16. If it is judged that such challenge data has 
been received, then the How of control is transferred to a step 
S170, While if it is judged that such challenge data has not 
been received, then the How of control loops back to this step 
S160, to continue Waiting for the challenge data. 

In the step S170, along With performing the predeter 
mined calculation for the ID check based upon the challenge 
data, in other Words upon the random number, Which has 
been received in the step S160, also the result of the 
calculation and an unlock command are transmitted to the 
ignition knob lock unit 16. When the calculation result and 
the unlock command have been transmitted, the How of 
control is transferred to a step S180. When it has received 
the calculation result Which Was transmitted in the step 
S170, the ignition knob lock unit 16 performs preliminary 
ID checking by judging as to Whether or not the result of the 
calculation Which it itself has performed based upon the 
random number, and the result of the calculation Which has 
been transmitted from the passive control unit 11, match 
With one another. If indeed these calculation results match 
With one another, then it is judged that the ID check is OK, 
and, along With releasing the locking of the knob rotation 
prevention latch, the ignition knob lock unit 16 also trans 
mits an OK-ACKNOWLEDGE signal (hereinafter termed 
the OK-ACK signal) to the passive control unit 11. On the 
other hand, if these calculation results do not agree With one 
another, then the ignition knob lock unit 16 transmits a 
NG-ACKNOWLEDGE signal (hereinafter termed the NG 
ACK signal) to the passive control unit 11. 

In the step S180, it is judged as to Whether or not an 
OK-ACK signal transmitted from the ignition knob lock unit 
16 has been received. If it is judged that such an OK-ACK 
signal has been received, then the How of control is trans 
ferred to a step S190, While if it is judged that a NG-ACK 
signal has been received, then the How of control is trans 
ferred to a step S230. In the step S190, since the preliminary 
checking of ID has been authenticated betWeen the passive 
control unit 11 and the ignition knob lock unit 16, the OK 
result of this preliminary checking is stored in the memory 
11d, and this control program terminates. 

If in the step S20 it is judged that the ID of the electronic 
key 20 matches, then the How of control is transferred to the 
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8 
step S200, and it is judged as to Whether or not a door lock 
request signal Was included in the radio signal Which Was 
received in the step S10. If it is judged that a door lock 
request signal is indeed included, then the How of control is 
transferred to a step S210, While if it is judged that an unlock 
request signal is included in the radio signal, then the How 
of control is transferred to the step S120. 

In the step S210, a lock command is outputted to the door 
lock actuator 14. When it has received this lock command, 
the door lock actuator 14 performs locking of the driver’s 
door, the passenger door, and the rear doors of the vehicle. 
After the lock command has been outputted, the How of 
control is transferred to a step S220. In this step S220 the 
ID-OK ?ag is reset, since the driver may have exited from 
the vehicle, and the How of control is transferred to a step 
S230. In this step S230, the OK result of preliminary 
checking Which is stored in the memory 11d is cancelled, 
and this control program terminates. Thereafter, the proce 
dures of the above described steps S10 and the folloWing 
steps are performed repeatedly. 
According to the control procedure Whose ?oW chart is 

shoWn in FIG. 5, before the driver performs the pushing in 
operation for the ignition knob, ID checking is performed in 
advance betWeen the electronic key 20 and the passive 
control unit 11, and also ID checking is performed betWeen 
the ignition knob lock unit 16 and the passive control unit 11. 
As for the timing at Which the ID checking of the electronic 
key 20 is performed, it is When an unlock command for the 
doors is transmitted by the driver operating the electronic 
key 20 from outside the vehicle (in the step S15), When the 
doors are unlocked by the operation of the door lock sWitch 
9 (in the step S40), and When the system goes from the state 
in Which any of the doors are opened to the state in Which 
all of the doors are closed (in the step S70). When it is 
judged that the check results of this ID checks are OK, then 
preliminary ID checking With the ignition knob lock unit 16 
is performed (in the steps S150 to the steps S190) if an OK 
result of preliminary checking With the ignition knob lock 
unit 16 is not currently stored in the memory 11d. 
When the driver exits from the vehicle and closes the door 

behind him (in the step S60), since the electronic key 20 is 
not left behind Within the vehicle, accordingly the result of 
the ID check (in the step S70) Which is performed via the 
antenna 211 internal to the vehicle is a NG result, and the 
ID-OK ?ag and the OK result of preliminary checking are 
reset (in the step S90 and the step S100). Furthermore, as 
Well, When locking of the door from outside of the vehicle 
is performed (in the step S210), the ID-OK ?ag and the OK 
result of preliminary checking are reset (in the steps S220 
and S230). Since, as Will be explained hereinafter, the engine 
can only be started When the ID-OK ?ag is set and also the 
result of preliminary checking With the ignition knob lock 
unit 16 is OK, accordingly a person Who is not holding the 
electronic key 20 is not able to operate the ignition knob 30 
or to start the engine of the vehicle. 
The How chart given in FIG. 6 shoWs the control proce 

dure from the time point When the operation of pushing in 
the ignition knob 30 is performed to the time point at Which 
the rotation of the ignition knob 30 is permitted. In a ?rst 
step S300, it is judged as to Whether or not the push sWitch 
5 has gone to ON, in other Words, as to Whether or not the 
operation of pushing in the ignition knob 30 has been 
performed. If it is judged that indeed the push sWitch 5 has 
gone from OFF to ON, then the How of control is transferred 
to a step S310, While if the push sWitch 5 has not gone to 
ON, then the How of control loops back to this step S300 
again, to Wait until the push sWitch 5 does in fact go to ON. 
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In the step S310, it is judged as to Whether or not the 
ID-OK ?ag is set. The ID-OK ?ag is a ?ag Which is set When 
the result of preliminary ID checking With the ignition knob 
lock unit 16 is OK, in other Words, in the step S130 of the 
How chart shoWn in FIG. 5. If it is judged that the ID-OK 
?ag is set, then the How of control is transferred to the step 
S320, While if it is judged that the ID-OK ?ag is not set, then 
the How of control is transferred to a step S350. 

In the step S320, it is judged as to Whether or not an OK 
result of preliminary ID checking is stored in the memory 
11d. If, as the result of preliminary ID checking Which Was 
performed in the How chart shoWn in FIG. 5 With the ignition 
knob lock unit 16, an OK result of preliminary checking Was 
stored in the memory 11d in the step S190, then the How of 
control is transferred to a step S330. In this step S330, an 
unlock command for permitting the rotation of the ignition 
knob Which is currently locked is transmitted to the ignition 
knob lock unit 16. When this unlock command has been 
transmitted, the How of control proceeds to a step S340. 
When it receives this unlock command, the ignition knob 

lock unit 16, along With permitting the rotation of the 
ignition knob 30, transmits an OK-ACK signal to the passive 
control unit 11. In the step S340, it is judged as to Whether 
or not an OK-ACK signal Which has been transmitted from 
the ignition knob lock unit 16 has been received. If it is 
judged that an OK-ACK signal has been received, then this 
control program terminates, While if it is judged that no such 
OK-ACK signal has been received, then the How of control 
loops back to this step S340, to Wait until an OK-ACK signal 
is indeed received. 

If in the step S310 it is judged that the ID-OK ?ag is not 
set, then the flow of control is transferred to a step S350, and 
checking of the ID of the electronic key 20 is performed. 
When the ID checking of the electronic key 20 has been 
performed, the How of control proceeds to a step S360. In 
this step S360, based upon the result of the ID check Which 
Was performed in the previous step S350, it is judged as to 
Whether or not the result of the ID check is OK. If it is judged 
that indeed the result of this ID check is OK, in other Words, 
if it is judged that the ID Which has been transmitted from 
the electronic key 20 and has arrived, and the ID Which Was 
stored in advance in the memory 11b, match With one 
another, then the How of control is transferred to the step 
S150, While if these IDs do not match With one another then 
the How of this control program terminates. 

Since the procedures Which are performed in this step 
S150 and in an immediately subsequent step S160 are the 
same as those Which Were performed in the step S150 and 
the step S160 of the How chart shoWn in FIG. 5, their 
explanation Will be omitted. If in the step S160 it is judged 
that the challenge data has been received, then the How of 
control is transferred to a step S370. In this step S370, based 
upon the challenge data Which Was received in the step 
S160, in other Words the random number, the predetermined 
calculation for ID checking is performed, and the calculation 
result and an unlock command for permitting the rotation of 
the ignition knob 30 are transmitted to the ignition knob lock 
unit 16. When this calculation result and the unlock com 
mand have been transmitted, the How of control proceeds to 
a step S380. 
When it has received this calculation result and the unlock 

command, the ignition knob lock unit 16 performs an ID 
check by judging as to Whether or not the result of calcu 
lation Which it performs itself based upon the random 
number, and the calculation result Which has been transmit 
ted from the passive control unit 11 and has arrived, match 
With one another. If it is judged that the ID check is OK, then 
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10 
along With permitting the rotation of the ignition knob 30, an 
OK-ACK signal is transmitted to the passive control unit 11. 

In the step S380, it is judged as to Whether or not such an 
OK-ACK signal has been received from the ignition knob 
lock unit 16. If it is judged that indeed such an OK-ACK 
signal has been received, then the How of this control 
program terminates, While on the other hand, if it is judged 
that no such OK-ACK signal has been received, then the 
How of control loops back to this step S380, to Wait until the 
OK-ACK signal is received. Thereafter, the procedures of 
the above described steps S300 and the folloWing steps are 
performed repeatedly. 

According to the control procedure Whose ?oW chart is 
shoWn in FIG. 6, When (in the step S300) pushing in 
operation of the ignition knob 30 is performed, the ID-OK 
?ag is set (in the step S310), and moreover, if an OK result 
of preliminary checking is stored in the memory 11d (in the 
step S320), then a rotation permit command for the ignition 
knob 30 is immediately transmitted to the ignition knob lock 
unit 16 (in the step S330). 

In the above, according to this preferred embodiment of 
the electronic key apparatus for a vehicle according to the 
present invention, since ID checking is performed in 
advance betWeen the ignition knob lock unit 16 and the 
passive control unit 11 before the driver performs pressing 
in operation of the ignition knob in order to start the engine 
of the vehicle, accordingly it is possible to shorten the time 
period Which is required before rotation of the ignition knob 
30 is permitted. In particular, it is possible further to shorten 
the time period Which is required until rotation of the 
ignition knob 30 is permitted, since, as explained above 
using the How chart shoWn in FIG. 6, an ID check betWeen 
the electronic key 20 and the passive control unit 11 is 
performed in advance, and the ID-OK ?ag is set if the result 
of this check is OK, and rotation of the ignition knob 30 is 
permitted by using this ID-OK ?ag and the preliminary 
checking result With the ignition knob lock unit 16. In this 
case, since it is arranged to reset the ID-OK ?ag if the ID 
check result With the electronic key 20 is NG, or if the driver 
exits from the vehicle, accordingly it is ensured that a person 
Who is not in possession of the electronic key 20 is not able 
to operate the ignition knob 30 to start the engine of the 
vehicle. 

The above described embodiment is an example, and 
various modi?cations can be made Without departing from 
the spirit and scope of the invention. For example, although 
it Was arranged, in the shoWn preferred embodiment, not to 
perform the ID checking of the electronic key 20 When 
performing pushing in operation of the ignition knob 30 if 
the ID-OK ?ag is set, it Would be possible, as an alternative, 
in order further to enhance the anti theft characteristics, to 
perform a second check of the ID of the electronic key 20, 
instead of performing the procedure of the step S310 above. 
In this case as Well, by comparison With the prior art, it is 
possible to shorten the time period Which is required until 
the time point at Which rotation of the ignition knob is 
permitted, since the ID checking of the ignition knob lock 
unit 16 is performed in advance. 

Furthermore although, in the above description of the 
preferred embodiment of the electronic key apparatus for a 
vehicle according to the present invention, by Way of 
example, the case Was explained of the application of the 
present invention to a vehicle in Which the engine Was 
started by the rotational operation of an ignition knob 30, it 
Would also be possible, as an alternative, to apply the present 
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invention to an electrically powered vehicle Which Was 
driven using a drive motor, instead of an internal combustion 
engine. 

The disclosure of the following priority application is 
herein incorporated by reference: 

Japanese Patent Application No. 2002-36527, ?led Feb. 14, 
2002. 

What is claimed is: 
1. An electronic key apparatus for a vehicle, comprising: 
a vehicle starting operation device Which is rotationally 

operable after a preliminary operation has been per 
formed to start the vehicle; 

a rotation arresting device Which constrains a rotational 
operation of the vehicle starting operation device so as 
to inhibit the start of the vehicle; 

a preliminary operation detection device Which detects the 
preliminary operation; 

an ID checking device Which performs a ?rst ID check 
and a second ID check; and 

a release command transmission device Which transmits a 
command to the rotation arresting device to release the 
constraint of the rotational operation of the vehicle 
starting operation device based upon the ID checking 
results of the ?rst and second ID checks performed by 
the ID checking device, 

Wherein the ID checking device is con?gured so that the 
?rst ID check is performed betWeen a portable unit and 
the ID checking device after a driver has gotten into the 
vehicle, Wherein if the ?rst ID cheek succeeds a success 
indication for the ?rst ID check is memorized, 

Wherein the ID checking device is con?gured so that the 
second ID cheek is performed betWeen the rotation 
arresting device and the ID checking device When the 
success indication for the ?rst ID check has been 
memorized, Wherein if the second ID check succeeds a 
success indication for the second ID check is memo 

rized, 
Wherein the release command transmission device is 

con?rmed to transmit the command to the rotation 
arresting device to release the constraint of rotational 
operation of the vehicle starting operation device When 
a con?rmation is made that both the success indications 
of the ?rst and second ID checks have been memorized, 
Wherein the release command transmission device is 
con?gured to transmit the command in response to the 
detection of the preliminary operation by the prelimi 
nary operation detection device. 

2. An electronic key apparatus for a vehicle according to 
claim 1, Wherein: 

the ID checking device performs an ID check With the 
rotation arresting device When unlocking operation of a 
door of the vehicle is performed. 

3. An electronic key apparatus for a vehicle according to 
claim 2, Wherein: the preliminary operation detected by the 
preliminary operation detection device is an operation of 
pushing in the rotational operation device. 

4. An electronic key apparatus for a vehicle according to 
claim 1, further comprising: 

a door open/closed state detection device Which detects 
the open/closed state of a door of the vehicle, Wherein: 

the ID checking device performs an ID check With the 
rotation arresting device When it is detected by the door 
open/closed state detection device that all the doors of 
the vehicle are closed. 

5. An electronic key apparatus for a vehicle according to 
claim 4, Wherein: 
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the preliminary operation detected by the preliminary 

operation detection device is an operation of pushing in 
the rotational operation device. 

6. An electronic key apparatus for a vehicle according to 
claim 1, Wherein: 

the preliminary operation detected by the preliminary 
operation detection device is an operation of pushing in 
the rotational operation device. 

7. An electronic key apparatus for a vehicle according to 
claim 1, Wherein: 

the ID checking device performs the ID check With the 
rotation arresting device by utilizing a random number. 

8. An electronic key apparatus for a vehicle according to 
claim 1, Wherein: 

the portable unit is an electronic key. 
9. An electronic key apparatus for a vehicle according to 

claim 1, Wherein the ID checking device performs the 
second ID check With the rotation arresting device before the 
preliminary operation of the rotational operation device is 
detected by the preliminary operation detection device. 

10. An electronic key apparatus for a vehicle according to 
claim 9, Wherein the preliminary operation detected by the 
preliminary operation detection device is an operation of 
pushing in the rotational operation device. 

11. An electronic key apparatus for a vehicle, comprising: 
a vehicle starting operation means for starting the vehicle, 

Wherein the vehicle starting means is rotationally oper 
able after a preliminary operation has been performed 
to start the vehicle; 

a rotation arresting means for constraining a rotational 
operation of the vehicle starting operation means so as 
to inhibit the start of the vehicle; 

a preliminary operation detection means for detecting the 
preliminary operation; 

an ID check means for performing a ?rst ID check and a 
second ID check; and 

a release command transmission means for transmitting a 
command to the rotation arresting means to release the 
constraint of the rotational operation of the vehicle 
starting operation means based upon the ID checking 
results of the ?rst and second ID checks performed by 
the ID check means, 

Wherein the ID check means is con?gured so that the ?rst 
ID check is performed betWeen a portable unit and the 
ID check means after a driver has gotten into the 
vehicle, Wherein if the ?rst ID check succeeds a success 
indication for the ?rst ID check is memorized, 

Wherein the ID check means is con?gured so that the 
second ID check is performed betWeen the rotation 
arresting means and the ID check means When the 
success indication for the ?rst ID check has been 
memorized, Wherein if the second ID check succeeds a 
success indication for the second ID check is memo 

rized, 
Wherein the release command transmission means is 

con?gured to transmit the command to the rotation 
arresting means to release the constraint of rotational 
operation of the vehicle starting operation means When 
a con?rmation is made that both the success indications 
of the ?rst and second ID checks have been memorized, 
Wherein the release command transmission means is 
con?gured to transmit the command in response to the 
detection of the preliminary operation by the prelimi 
nary operation detection means. 

12. An arrest cancellation method for releasing prohibi 
tion of rotation of a vehicle starting operation device, 
comprising: 
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performing a ?rst ID check between a portable unit and an ceeds, Wherein the rotation arresting device prohibits 
ID checking device after a driver has gotten into the rotation of the vehicle starting operation device Which 
vehicle, Wherein the portable unit at least is used to lock starts the vehicle; and 
and unlock a door of the vehicle, Wherein a success releasing the prohibition of rotation of the vehicle starting 
indication for the ?rst ID check is memorized if the ?rst 5 operation device When a con?rmation is made that both 
ID check succeeds; the success indications of the ?rst and second ID 

detecting a preliminary operation to start the vehicle; checks have been memorized, Wherein the step of 
performing a second ID check betWeen a rotation arrest- releasing the prohibition of rotation of the vehicle 

ing device and the ID checking device When the starting operation device is performed in response to 
success indication for the ?rst ID check has been 10 the detection of the preliminary operation. 
memorized, Wherein a success indication for the second 
ID check is memorized if the second ID check suc- * * * * * 


