
(12) United States Patent 
Bezryadin et a1. 

US007389005B2 

US 7,389,005 B2 
Jun. 17, 2008 

(10) Patent N0.: 
(45) Date of Patent: 

(54) 

(75) 

(73) 

(21) 

(22) 

(65) 

(62) 

(51) 

(52) 
(58) 

(56) 

INTERPOLATION OF VIDEO AND AUDIO 
DIGITAL DATA 

Inventors: Sergey N. Bezryadin, San Francisco, 
CA (US); Michael Shenker, Sunnyvale, 
CA (US) 

Assignee: KWE International, Inc., South San 
Francisco, CA (US) 

Notice: Subject to any disclaimer, the term of this 
patent is extended or adjusted under 35 
USC 154(b) by 552 days. 

Appl. No.: 11/181,096 

Filed: Jul. 13, 2005 

Prior Publication Data 

US 2006/0015548 A1 Jan. 19, 2006 

Related US. Application Data 

Division of application No. 10/146,188, ?led on May 
14, 2002, noW Pat. No. 6,941,331. 

Int. Cl. 
G06K 9/32 (2006.01) 
G06F 7/38 (2006.01) 
US. Cl. .................................................... .. 382/300 

Field of Classi?cation Search .............. .. 382/300, 

382/299, 199, 266; 348/448, 441, 469, 473; 
708/290, 313 

See application ?le for complete search history. 

References Cited 

U.S. PATENT DOCUMENTS 

5,051,826 A 9/1991 Ishii et al. 

5,212,740 A 5/1993 Paek et al. 
5,214,753 A * 5/1993 Lee et al. ................. .. 345/610 

5,262,958 A 11/1993 Chui et al. 
5,463,697 A 10/1995 Toda et al. 
5,835,034 A 11/1998 Seroussi et al. 
6,144,773 A 11/2000 Kolarov et al. 
6,480,232 B1 * 11/2002 Wilson et al. ............ .. 348/459 

6,674,906 B1 1/2004 Han et a1. 

OTHER PUBLICATIONS 

Claypoole, Roger et al., “Nonlinear Wavelet Transforms For Image 
Coding”, Nov. 1997, pp. 1-10. 
W. Sweldens, P. Schroder, “Building your own Wavelets at Home”, 
in Wavelets in Computer Graphics, pp. 15-87, ACM SIGGRPH 
Course notes, 1996, available on Wide World Web at http://cmbell 
labs.com/Who/Wim/papers/papers.html#athome. 
Sweldens, Wim, “The Lifting Scheme: A Construction of Second 
Generation Wavelets”, May 1995, Revised Nov. 1996, To appear in 
SIAM J. 

(Continued) 
Primary ExamineriYon Couso 
(74) Attorney, Agent, or F irmiMichael Shenker; 
MacPherson KWok Chen & Heid LLP 

(57) ABSTRACT 

In the process of interpolation of video and/or audio digital 
data Sn, an interpolated value is chosen depending on 
Whether or not an edge is detected. The edge detection is 
performed as folloWs. Let L:|S2n—S2n_2|, C:|S2n+2—S2n|, and 
R:|S2n+4—S2n+2|. An edge is detected When R>9(C+L) or 
L>9(C+R). A predictor P2n+1:I(lS2n+I(2S2n+2 provides the 
interpolated value for S2”+1 When an edge is detected, Where 
Kl:kL/(kL+kR), K2:kR/(kL+kR), Where kL:1/(1+L), kR:1/ 
(1+R) or kL:d2n+1,2n+2/(1+L) and kR:d2n,2n+l/(1+R). A dif 
ferent predictor (e.g. a cubic predictor) is used When no edge 
is detected. Other embodiments are also provided. 

15 Claims, 3 Drawing Sheets 
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INTERPOLATION OF VIDEO AND AUDIO 
DIGITAL DATA 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

The present application is a division of US. patent 
application Ser. No. 10/146,188 ?led on May 14, 2002 now 
US. Pat. No. 6,941,331, incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

The present invention relates to digital data processing, 
and more particularly to interpolation of video and audio 
digital data. Video data may represent a still image or a 
moving picture. 

Data interpolation is Widely technique in digital data 
processing. One example is data compression employing a 
fast Wavelet transform. See W. SWeldens, P. Schroder, 
“Building your oWn Wavelets at Home”, in Wavelets in 
Computer Graphics, pages 15-87, ACM SIGGRPH Course 
notes, 1996, available on Wide World Web at http://cm.bell 
labs.com/Who/Wim/papers/papers.html#athome, incorpo 
rated herein by reference. A fast Wavelet transform based on 
a lifting scheme uses prediction. Some data values are 
replaced With the differences betWeen the data value and 
some predicted value. Let a set of samples S0, S1, . . . SN_l 
represent an original signal S. This set can be a sequence of 
digital image data values (video data values) at consecutive 
image points (pixels). These values may be the values of 
some component of RGB, YCbCr, or some other color 
representation. This set is subdivided into tWo subsets. On 
subset is the set of even samples S0, S2, S4 . . . , and the other 
subset is the set of odd samples S1, S3, S5 . . . The even 
samples are modi?ed With a Weighted sum of the odd 
samples to form a set of loW-pass coef?cients representing 
a doWnsampled loW-resolution version of the original set. 
For the odd indices of the form 2n+1 (n:0, 1, . . . ), the 
Wavelet transform replaces the odd sample values S2”+1 With 
the differences 

Y2r|+1:S2n+1_P2n+1 (1) 

Where the predicted value P2”+1 is a function of the even 
sample values. P2”+1 can be calculated by interpolation. 
The high pass coef?cients Y2”+1 form a doWnsampled 

residual version of the original data set. The original data set 
can be perfectly reconstructed from the loW pass coefficients 
and the high pass coef?cients. 

The loW pass coef?cients can be processed With another 
iteration of the fast Wavelet transform. 

If the prediction P is good, then the set of the high pass 
coef?cients Will have many Zeroes and small values. Con 
sequently, separate compression of the high pass coe?icients 
Will yield a high compression ratio When compression 
techniques such as quantiZation, Huffman coding, Zero Tree 
coding, or others are employed. 
Good prediction can be obtained for a Well correlated 

signal S if the predictor P2”+1 is a value of a polynomial that 
coincides With the signal S at even points near 2n+1. For 
example, P2”+1 can be the value at point 2n+1 of a cubic 
polynomial Which coincides With S at points 2n-2, 2n, 2n+2, 
2n+4. We Will denote this “cubic predictor” as P“). It can be 
shoWn that if consecutive pixels 0, 1, 2 . . . are equidistant 
from each other then: 

JPEG standard 2000, as described in “JPEG 2000 Final 
Committee Draft version 1.0”, dated 16 Mar. 2000, recom 
mends using the cubic predictor for lossy compression. For 
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2 
lossless compression, JPEG standard 2000 recommends a 
linear predictor given by the folloWing equation: 

With the lossy compression the folloWing problems have 
been observed. If the prediction uses the linear predictor 
P(2), the edges (the regions of an abrupt change of S) 
become smeared. If the cubic predictor P0) is used, the 
image areas near the edges contain artifacts. Higher order 
polynomial predictors result in more artifacts. 

In some Wavelet transform implementations, the predictor 
value depends on Whether or not an edge is detected. We Will 
call such predictors “edge dependent”. In one implementa 
tion, if no edge is detected near a point 2n+1, the predictor 
value P2”+1 is calculated as the cubic value PU)”+1 or the 
value of some higher order polynomial predictor. If an edge 
is detected, the predictor value P2”+1 is the linear value Pa). 
The results achieved With this method depend on the edge 
detection technique. According to one article, an edge can be 
detected by determining if the data S is “Well approximated 
by a loW order polynomial.” See R. L. Claypoole, Jr. et al., 
“Nonlinear Wavelet Transforms for Image Coding via Lift 
ing”, Submitted to IEEE Transactions on Image Processing 
(EDICS #’s: 1-STIL and 2-WAVP, Aug. 25, 1999). 

It is desirable to ?nd good edge detection techniques that 
provide good prediction for many images (and hence good 
image reconstruction With lossy compression) and are 
simple to implement With a computer or other digital cir 
cuitry. It is also desirable to ?nd good predictors (simple to 
implement and providing good prediction) for use With both 
edge dependent and edge independent Wavelet transforms. 
Further, interpolation based on edge detection and prediction 
can be employed for compression of any digital signal 
correlated in space or time. Possible applications include 
photography, moving pictures, ultra sound imaging (tomog 
raphy), poly-dimension object modeling, and others. Digital 
Zoom can be implemented With a reverse Wavelet transform 
by setting the high pass coef?cients to Zero. Good interpo 
lation techniques are desirable. 

SUMMARY 

Some embodiments of the present invention provide edge 
detection techniques Which yield good results for lossy 
compression for large classes of digital data and Which can 
be ef?ciently implemented With digital circuitry. NeW pre 
dictors are also provided that can be used With edge depen 
dent and edge independent interpolation. 
The invention is de?ned by the appended claims Which 

are incorporated into this section by reference. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIGS. 1 and 2 are graphs that illustrate edge detection 
techniques according to some embodiments of the present 
invention. 

FIGS. 3 and 4 are block diagrams of circuitry performing 
Wavelet transforms in some embodiments of the present 
invention. 

DESCRIPTION OF SOME EMBODIMENTS 

In some embodiments, the edge detection is performed as 
folloWs. Let 
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An edge is detected near point 2n+1 if R is large compared 
to L and C or if L is large compared to R and C. In one 
embodiment, the edge is detected if one of the following 
conditions is true: 

The case (5) is illustrated in FIG. 1. The case (6) is 
illustrated in FIG. 2. In one embodiment, if no edge is 
detected according to the relations (5) and (6), the predictor 
P2”+1 is determined according to the cubic equation (2). If an 
edge is detected, P2”+1 is determined from the linear equa 
tion (3). Other predictors can also be used for the case When 
an edge is detected or the case When no edge is detected. 

The conditions (5) and (6) are obtained from the folloW 
ing considerations. Suppose: 

(7) 

If the S data are smooth near Szml, then both S2”+1 and 
S2”+2 should be positive. Let us examine for Which values of 
S2”+2 and S2”+4 the cubic predictor value PU)”+1 is positive. 
Substituting Zeroes for S2n_2 and S2” in the equation (2), We 
obtain: 

The cubic predictor is positive if S2n+4<9S2n+2. If S2n+4> 
9S2n+2, the cubic predictor is negative, and the linear pre 
dictor Pa)”+1 is likely to provide better prediction. If the 
relations (7) hold true, and S2n+2§0, then the condition 
S2n+4>9S2n+2 implies: 

This is a someWhat more relaxed condition than (5). Some 
embodiments use the condition (9) instead of (5). 

In some embodiments, an edge is detected When: 

L>k(C+R) (11) 

Where k a predetermined positive constant. In some 
embodiments, k is 8, 10 or 11. Other values can also be used. 

In some embodiments, an edge is detected When: 

R>F(C, L) (12) 

L>F(C, R) (13) 

Where F(x, y) is some increasing positive function of x 
and y. For example, F(x, y) can be 10*max(x, y) or some 
other function. 

In the inequalities (5), (6), (9)-(13), the greater-than sign 
(“>”) can be replaced With the greater-than-or-equal-to sign 
(“2”). 
The parameters L, C, R (equations (4)) indicate the 

absolute value of the rate of change of the sequence of the 
even samples Sm from S2n_2 to S2”, from S2” to S2n+2, or 
from S2”+2 to S2”+4 respectively, Where the rate of change is 
With respect to the position coordinate m. In some embodi 
ments, the points m:0, 1, 2, 3 may or may not be equidistant 
from each other. If they are not equidistant, let d” 1M2 be the 
distance betWeen the points n1 and n2. Then L, C, R can be 
de?ned as folloWs: 
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4 
The parameters L, C, R are de?ned as functions of the S 

values at the even points 2n (n:0, 1, . . . ) to ensure that the 

Wavelet transform is reversible, ie the S2”+1 values can be 
determined from the S2” and Y2”+1 values. 
The points n:0, 1, 2, . . . may be the points on a straight 

line or a curve. 

In some embodiments, the linear predictor (3) is replaced 
With a predictor that gives a greater Weight to that value S2” 
or S2”+2 at Which the S signal is smoother. This technique 
tends to provide better prediction if the rate of change of the 
signal S gradually increases or decreases near the points 2n 
and 2n+2 (for example, the signal S rises faster and faster 
betWeen the points 2n-2 and 2n+4). 
The Weights for S2” and S2”+2 can be determined as 

folloWs. Let: 

kL:1/(1+L) (15.1) 

kR:1/(1+R) (15.2) 

Alternatively: 

In either case, P2”+1 is calculated as: 

In other Words, the Weights for S2” and S2”+2 are respec 
tively: 

Of note, the Weights K1 and K2 Will not change if the 
coef?cients kL and kR are multiplied by a positive constant. 
The predictor P6) of equation (16) can be used With edge 

dependent or edge independent Wavelet transforms. One 
edge dependent transform embodiment uses P6) if an edge 
is detected according to conditions (5), (6), and uses the 
cubic predictor PU) if an edge is not detected. Use of P6) is 
ef?cient if the predictor calculation circuitry can perform the 
division operations (15.1), (15.2) or (15.3), (15.4) ef?ciently. 
If all of the S values are integers, than the division operations 
in (15.1), (15.2) are integer operations. If the distances d 
betWeen the points are integers, the division operations in 
(15.3), (15.4) are integer operations. 

Other choices for the coef?cients kL, kR are possible. 
These coef?cients can be other monotone decreasing func 
tions of L and R respectively. Also, the invention is not 
limited to de?ning the Weights K1, K2 as functions of kL, kR. 

In some embodiments, the data Sn represent an image on 
a possibly non-?at surface in a three-dimensional space, or 
the data Sn may represent a multidimensional object (as in 
the case of tomography). The image may or may not be 
rectangular, it may have an irregular shape. Suppose each 
value S A represents an image property in some area A. Area 
A consists of one or more points. A Wavelet transform 
replaces the values S With values Y obtained as folloWs 
(using a circuit 310 of FIG. 3 for example): 

Split. The areas A are divided into tWo subsets. For 
example, in the case When the areas A are pixels n:0, 1, . . . , 

one subset can be the sequence of even points 2n, the other 
subset can be the sequence of odd points 2n+1. We Will refer 
to these subsets as a “?rst” subset and a “second” subset 
respectively. The S values on the ?rst subset Will be denoted 
as S0), and the S values on the second subset as SQ). The Y 
values on the ?rst subset Will be denoted as Y“), and the Y 
values on the second subset as Ya). 
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Predict. The values SQ) are replaced With the values Ya) 
using a predictor P. The prediction is performed by a circuit 
320 in FIG. 3. Each value SQ) is replaced With: 

Update. The values S“) are replaced With the values Y0) 
by a circuit 330. In one example, Y(l):S(l), for instance, 
Y2n:S2n for the Wavelet transforms discussed above With 
respect to equations (1)-(17). If the equations (14), (15.3), 
(15.4) are used for large areas A, the distances betWeen tWo 
areas can be de?ned as distances betWeen selected points in 
the respective areas. The selected point may be a center of 
each area if the area has a center. The invention is not limited 
to any particular point selection. 

In another example, the Y values are “lifted” so that the 
average of the Y0) values is equal to the average of all of the 
S values, or the average of poWers 1 through k (for some k) 
of the Y“) values is equal to the average of poWers 1 through 
k of the S values (i.e. the kt_h moments are preserved). The 
lifting is performed to improve the restored image quality if 
the image is restored Without using the YO) values. The 
lifting involves computation of the Y“) values as a function 
of the S0) and Ya) values. For example, for the linear 
transform (3): 

See “Wavelets and the Lifting Scheme, A 5 Minute Tour”, 
by W. SWeldens, Department of Computer Science, Katho 
lieke Universiteit Leuven, Celetijnenlaan 200A, B 3001 
Heverlee, Belgium, incorporated herein by reference. 

The values S can be extended if needed. For example, if 
the areas A are pixels n10, 1, 2, . . . , N on a straight line, 
and the pixels 0 and N are at the ends of the line, then the 
values S_1, SN“, and other values can be de?ned in some 
manner for the predict and update operations. In one 
example, a symmetric periodic extension is performed as in 
JPEG 2000, With the values S_4, S_3, S_2, S_l being de?ned 
respectively as S4, S3,S2,Sl, and With the values SNH, SN+2, 
SN+3, SN+4 de?ned respectively as SN_l, SN_2, SN_3,SN_4. 
Other techniques for processing the image boundaries can 
also be used, Whether knoWn or to be invented. 
Then compression techniques such as quantization, Hulf 

man coding, Zero Tree coding, or others are applied to the 
YO) values. The Y“) values can also be compressed, possi 
bly after being processed With another iteration of the 
Wavelet transform (as schematically shoWn in FIG. 3 by 
arroW 340). Then another iteration can be performed, and so 
on, until there is only one value left for Which the prediction 
has not been performed. 
A Wavelet transform can be performed on an entire image 

or a portion of an image. For example, if an image is de?ned 
on a surface of tWo or more dimensions, a plurality of 
coordinate lines can be de?ned on the image, and a Wavelet 
transform can be performed separately for each coordinate 
line. An example is given by the JPEG 2000 standard 
mentioned above. There an image is de?ned on a plane With 
a plurality of roWs and columns, and the Wavelet transform 
is performed separately for each roW to obtain the YO) 
values for the pixels in the odd columns. Then the Wavelet 
transform is performed for each column. The Ya) values 
obtained for all of the roWs and columns can be combined 
and compressed together. The Y“) values can also be com 
bined in some manner for subsequent processing. 

The interpolation techniques described above can provide 
good results When applied to a signal S correlated in time. 
The samples S0, S1, etc. can be the values ofthe signal S at 
consecutive points of time. In some embodiments, the signal 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

6 
can be de?ned in a space having both positional and time 
coordinates. For example, the signal S may represent a 
sequence of pictures taken at consecutive points of time (eg 
in cinema or ultrasound imaging). A Wavelet transform can 
be performed separately in each positional or time coordi 
nate. 

We note that the term “compression” has been used to 
denote a sequence of operations including a Wavelet trans 
form, for example: (1) transformation from RGB to YCbC,, 
(2) a Wavelet transform on the YCbC, data, (3) quantization, 
and (4) encoding of data using variable length coding, run 
length compression, or some other technique. We use the 
term “compression” to denote the operations that folloW the 
Wavelet transform (e.g. quantization and encoding). The 
invention is not limited by any particular terminology, or by 
any encoding or other processing techniques that can be 
used With a Wavelet transform. 

The predict and update operations can be performed With 
rounding. In some embodiments, all the S values are inte 
gers, and the P and Y values are rounded to an integer. The 
rounding can be performed up, doWn, to the nearest integer, 
or in any other Way, knoWn or to be invented. 

Circuits 320 and 330 can be the same circuit, eg a 
softWare programmed processor. 
To summarize, the forWard Wavelet transform involves 

the folloWing operations: 

5(1) is replaced WILhI/(I). 

The reverse Wavelet transform involves restoring the 
values S from the values Y as folloWs: 

S0) is recovered from Y(21) 

The reverse transform can be performed by circuit 410 
(FIG. 4). The S0) recovery is performed by circuit 420, and 
the SQ) recovery by circuit 430. 
The reverse transform can be performed on the original 

data set S by setting, at the input of circuit 410: 

Y(2):0. 

If the original data S represents a still image, the output 
of circuit 410 Will represent an image magni?ed by a factor 
of 2. Repeating the reverse Wavelet transform N times Will 
result in magni?cation by a factor of 2N. 

For any area A, let S A be the corresponding value of data 
S. Suppose A1, A2, A3, A4, B are some areas and SAl, SA2, 
S A3, S A4, SB the corresponding S values. The areas A1, A2, 
A3, A4, B can be points on a line. Suppose the ?rst subset 
is a sequence of areas including the areas A1, A2, A3, A4 
(eg the areas A1, A2, A3, A4 can be consecutive even 
points). Suppose the area B is in the second subset betWeen 
the areas A2 and A3. Then We can de?ne, by analogy With 
equations (4) and (14), the parameters L, C, and R indicative 
of the absolute value of the rate of change of data S A as A 
changes from A1 to A2, from A2 to A3, and from A3 to A4 
respectively. For example: 

L:\sA2-sA1\ 

CIISATSAZI 
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In another example, 

LIlSATSAIl/dAI’Q 

C:lSA3-SA2VdA2,43 

R:lSA4-SA3VdA3,44 (22) 

Where there is a point pre-selected in each area for de?ning 
a distance, and for any tWo areas A, B, d A is the distance 
betWeen the pre-selected points in respective areas A, B. The 
distance may be measured along a straight line, or it may be 
the shortest distance measured along a curve or a surface. 
Other de?nitions for the distance are also possible. For any 
area A, the value S A may be the value of the function S at the 
corresponding pre-selected point. Alternatively, the value S A 
may be some average of the function S over the area A, or 
the value S A may be de?ned irrespective of any function 
de?ned on individual points of the area A. 

The relations (5), (6), (10), (11), (12), (13) can be used for 
an edge dependent Wavelet transform prediction. Also, the 
equations (15.1), (15.2), (15.3), (15.4), (16), (17) can de?ne 
a predictor for both edge dependent and edge independent 
Wavelet transforms. Other features of the invention 
described above in connection With the relations (4) through 
(17) can also be carried over to this more general case. 
The edge detection and prediction techniques described 

above can be applied to a signal correlated in time. The areas 
A1, A2, etc. can be points in time. The values L, C, R can 
represent an absolute change of the signal S or an absolute 
value of the rate of change of the signal S With respect to 
time. 

The interpolation techniques described above are not 
limited to Wavelet transforms, but can be employed in many 
digital signal processing applications including photogra 
phy, moving pictures, ultra sound imaging (tomography), 
poly-dimension object modeling, and others. 

The invention is not limited to the embodiments described 
above. For example, in a Wavelet transform, the calculation 
operation according to equation (18) involves interpolation 
but the operation can be performed Without calculating the 
predicted value P as an intermediate value. The values Ya) 
can be calculated directly from the values S. The update 
operation can be performed before predict, or the tWo 
operations can be performed in parallel. The invention 
covers computer readable medium that contains computer 
instructions to program a computer processor or processors 
to perform transforms of the present invention. The inven 
tion is de?ned by the appended claims. 

The invention claimed is: 
1. A method for processing digital data that incorporate 

video and/or audio information, Wherein the digital data 
include a ?rst sequence of digital data values Which incor 
porate video and/or audio information for a sequence of 
areas, Wherein for each area A in the sequence of areas, a 
corresponding digital data value S A in the ?rst sequence 
incorporates video and/or audio information for the area A, 
Wherein the areas A are areas in a space of one or more 

dimensions, each dimension representative of a physical 
position or time; 

Wherein the ?rst sequence includes consecutive digital 
data values S A1, S A2, S A3, S A4 corresponding to areas 
A1, A2, A3, A4, and the method comprises performing, 
by a circuit, a data processing operation that incorpo 
rates interpolation of the digital data for an area B, 
Wherein an interpolated value of the data for the area B 
according to the said interpolation is: 

20 

25 

30 

35 

40 

45 

50 

55 

65 

8 
Wherein K1 and K2 are functions of parameters L and R, 

Where: 

L is indicative of an absolute value IS A l-S A2| and/or an 
absolute value of a rate of change of the ?rst 
sequence from S Al to S A2 With respect to at least 
physical position or time; 

C is indicative of an absolute value IS A2-S A3| and/or an 
absolute value of a rate of change of the ?rst 
sequence from S A2 to S A3 With respect to at least 
physical position or time; 

R is indicative of an absolute value |SA3—SA4| and/or an 
absolute value of a rate of change of the ?rst 
sequence from S A3 to S A4 With respect to at least 
physical position or time; 

if L<R, then K1>K2; and 

ifR<L, then K2>K1. 

2. The method of claim 1 Wherein: 

Where c1 and c2 are positive numbers, and 
c1:c2 and/or 

c1:k*dB¢13 and c2:k*dA2,B Where k is a positive constant, 
dB’A3 is the distance betWeen a selected point in area B 
and a selected point in area A3, and (1,12,,B is the distance 
betWeen the selected point in area B and a selected 
point in area A2. 

4. The method of claim 1 further comprising: 
determining by the circuit, for each area A, a transformed 

data value Y A, Wherein the transformed data values 
YAl, YA2, YA3, YA4, YB for the respective areas A1, A2, 
A3, A4, B are determined as: 

YB:SB—PB, Where S B is a non-interpolated data value 
for the area B and PE is an interpolated data value 
obtained for the area B in said interpolation; and 

YA1,YA2,YA3,YA4 are either equal respectively to SAl, 
SAZ, SA3, SA4 or are de?ned by the data values ofthe 
?rst sequence and interpolated data values obtained 
from the data values of the ?rst sequence; and 

the method further comprises compressing the values Y. 
5. The method of claim 1 Wherein: 

the values S Al, S A2, S A3, S A4 have been obtained by the 
circuit from transformed values Y, Wherein each trans 
formed value Y corresponds to one of the areas; and 

the method further comprises determining an interpolated 
value PE in said interpolation, and determining by the 
circuit a non-interpolated data value S B for the area B, 
Wherein S B is determined as: S B:YB+PB. 

. A circuit for performing the method of claim 1. 

. A circuit for performing the method of claim 2. 

. A circuit for performing the method of claim 3. 

. A circuit for performing the method of claim 4. 

10. A circuit for performing the method of claim 5. 
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11. A computer readable medium comprising computer 14. A computer readable medium comprising computer 
instructions for performing the method of claim 1. instructions for performing the method of claim 4. 

12. A computer readable medium comprising computer 15. A computer readable medium comprising computer 
instructions for performing the method of claim 2. instructions for performing the method of claim 5. 

13. A computer readable medium comprising computer 5 
instructions for performing the method of claim 3. * * * * * 


