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MAGNETIC RESONANCE IMAGING HAVING 
RADIATION COMPATIBLE 
RADIOFREQUENCY COILS 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application claims the bene?t of US. provisional 
application 60/675,528, ?led on Apr. 27, 2005, entitled 
“X-ray Compatible Radiofrequency Coil for Magnetic Reso 
nance Imaging”, and hereby incorporated by reference in its 
entirety. 

GOVERNMENT SPONSORSHIP 

This invention Was made With support from the NIH under 
contract number R01 EB00198. The government has certain 
rights in this invention. 

FIELD OF THE INVENTION 

This invention relates to magnetic resonance imaging. 

BACKGROUND 

Magnetic resonance imaging (MRI) has been employed for 
various applications (e.g., medical imaging) for some time. In 
medicine, combined use of MRI With radiation therapy and 
With radiation imaging have both been investigated. Such 
multi-modality systems provide signi?cant advantages com 
pared to single modality systems Where a patient may need to 
be moved or transferred from one system to another system. 
Such transfers can be dif?cult and time-consuming, and they 
can compromise results by complicating image registration. 
MRI in combination With a radiotherapy accelerator has 

been considered by Raaymakers et al. in an article “Integrat 
ing a MRI scanner With a radiotherapy accelerator: a neW 
concept of precise on line radiotherapy guidance and treat 
ment monitoring”. In this article, an MRI system is described 
having main magnet coils and gradient coils disposed out of 
the path of the therapeutic radiation. Although the RF coils of 
the MRI system are in the radiation path, they do not cause 
enough absorption heterogeneity to signi?cantly degrade 
therapy. More speci?cally, the RF coils in this Work had an 
equivalent Al thickness of about 2.3 cm, Which apparently is 
suf?ciently loW for the therapy being considered. 

Combination of MRI With radiation imaging is more 
demanding than combination of MRI With radiation therapy. 
More speci?cally, if conventional MRI RF coils are disposed 
in the radiation path of a radiation imaging system, undesir 
able coil artifacts Will tend to be present in the radiation 
images. For this reason, When MRI is performed in combina 
tion With radiation imaging (as opposed to radiation therapy), 
all coils of the MRI system, including the RF coils, are typi 
cally disposed out of the radiation path. For example, US. 
Pat. No. 6,925,319 considers a split magnet MRI system 
having all MRI coils disposed out of the radiation path of an 
X-ray system. 

Unfortunately, MRI performance can be undesirably 
degraded by a requirement to place the MRI RF coils outside 
the ?eld of vieW of a radiation imaging system. For example, 
surface RF coils are often placed directly on a subject being 
imaged for maximum MRI image quality. Such a surface coil 
is in the ?eld of vieW of any radiation imaging system that is 
directed to the same part of the subject as the MRI system, 
Which is the situation of greatest practical interest. Thus con 
ventional combined MRI and radiation imaging can oblige an 
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2 
undesirable choice among accepting reduced MRI image 
quality (by placing the RF coils out of the radiation system 
?eld of vieW), accepting RF coil artifacts in the radiation 
images (by placing the RF coils in the radiation system ?eld 
of vieW), or moving the MRI RF coils to one position for MRI 
imaging and to another position (out of the ?eld of vieW) for 
radiation imaging. 

Accordingly, it Would be an advance in the art to provide 
radiation imaging compatible MRI RF coils. It Would also be 
an advance in the art to provide radiation imaging compatible 
MRI systems, either separately or in combination With a 
radiation imaging system. 

SUMMARY 

Improved compatibility of MRI With radiation imaging is 
provided by MRI RF coils having transmissive coil sections. 
The transmissive coil sections are substantially transparent to 
the penetrating radiation employed by the radiation imaging 
system. Thus the transmissive coil sections canbe disposed in 
a ?eld of vieW of the radiation imaging system Without intro 
ducing artifacts into the radiation images. Transparency to 
penetrating radiation can be achieved by substantially includ 
ing only loW atomic number (i.e., Z<29) elements in the 
transmissive coil sections. Preferably, the transmissive coil 
sections are fabricated substantially from aluminum. 
Embodiments of the invention include radiation imaging 

compatible MRI RF coils, MRI systems including radiation 
compatible MRI RF coils, and multi-modality imaging sys 
tems including a radiation imaging subsystem and an MRI 
subsystem having RF coils compatible With the radiation 
imaging subsystem. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs a prior art multi-modality imaging system. 
FIG. 2 shoWs a multi-modality imaging system according 

to an embodiment of the invention. 
FIG. 3 shoWs an MRI RF coil according to an embodiment 

of the invention. 
FIG. 4 is an X-ray image shoWing artifacts from a conven 

tional prior art MRI RF coil in the ?eld of vieW. 
FIGS. 511-!) are X-ray images of Cu and Al samples. 
FIGS. 611-!) are X-ray images of MRI RF coils according to 

embodiments of the invention. 
FIG. 60 is an X-ray image of a conventional MRI RF coil. 
FIG. 7a is an X-ray image of a porcine spine phantom With 

no MRI RF coil present in the ?eld of vieW. 
FIG. 7b is an X-ray image of a porcine spine phantom With 

a conventional MRI RF coil present in the ?eld of vieW. 
FIG. 70 is an X-ray image of a porcine spine phantom With 

a radiation compatible MRI RF coil according to an embodi 
ment of the invention present in the ?eld of vieW. 

FIG. 8a is an abdominal MRI image obtained With a con 
ventional single channel receive RF coil. 

FIG. 8b is an abdominal MRI image obtained With an 
X-ray compatible phased-array RF coil according to an 
embodiment of the invention. 

FIGS. 911-!) are combined MRI and X-ray images provided 
by an embodiment of the invention. 

FIGS. 10a-c are combined MRI and X-ray images pro 
vided by an embodiment of the invention. 

DETAILED DESCRIPTION 

FIG. 1 shoWs a conventional multi-modality imaging sys 
tem. A radiation imaging subsystem including a source 102 
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and a detector 104 passes penetrating radiation 120 through a 
sample 108 disposed on a table 106. For medical imaging 
applications, sample 108 is typically a human patient. The 
system of FIG. 1 also includes an MRI imaging subsystem 
having main magnetic coils 112, gradient coils 114 and RF 
coils 116. The con?guration shoWn in FIG. 1 is a split magnet 
con?guration (as in US. Pat. No. 6,925,319) having the MRI 
coils disposed out of a ?eld of vieW 110 of the radiation 
imaging subsystem. Since the MRI coils in this system are not 
in ?eld of vieW 110, coil artifacts do not appear in the images 
provided by the radiation imaging system. HoWever, the 
resulting coil locations can be sub-optimal for MRI perfor 
mance, undesirably reducing MRI image quality. 

FIG. 2 shoWs a multi-modality imaging system according 
to an embodiment of the invention. Here radiation compatible 
RF coils 202 are disposed such that one or more of RF coils 
202 extend into the radiation imaging ?eld of vieW 110. More 
speci?cally, each such RF coil includes a transmissive RF coil 
section, and it is the transmissive section of each coil that 
extends into ?eld of vieW 110. The transmissive RF coil 
section can be part of the RF coil, or it can include the entire 
RF coil. The transmissive RF coil section of RF coils 202 are 
substantially transparent to penetrating radiation 120. Since 
RF coils 202 do not interfere With radiation imaging, MRI 
images and radiation images can be obtained simultaneously 
or nearly simultaneously. This capability is a signi?cant 
advantage of the invention compared to systems Where the 
MRI RF coils are moved out of the ?eld of vieW When radia 
tion images are taken. The system of FIG. 2 could also include 
conventional RF coils (not shoWn) in addition to the radiation 
compatible RF coils. For example, it could have a transmit 
body coil outside the ?eld of vieW 110 of the radiation imag 
ing system. 

Special measures are required to provide MRI RF coils 
having transmissive sections as described above. Since the 
linear attenuation of diagnostic X-rays varies approximately 
as the fourth poWer of atomic number (Z), it is preferred for 
the transmissive coil sections to substantially include only 
loW-Z (Z<29) elements. In particular, We have found that use 
of conventional RF MRI coils fabricated of Cu (Z:29) leads 
to coil artifacts in X-ray images, While similar RF coils fab 
ricated of Al (ZIl 3) do not lead to X-ray image artifacts. Thus 
it is preferred for the transmissive RF coil sections to include 
no copper Wires or traces. It is also preferred for the transmis 
sive RF coil sections to be substantially fabricated of alumi 
num. Finally, it is preferred for the transmissive RF coil 
sections to include no soldered electrical connections, since 
such connections typically include high-Z elements (e. g., tin, 
Zinc) in the solder. The AC conductivity of Al (i.e., including 
the skin effect) is about 80% of the AC conductivity of Cu. 
Thus Al is nearly as good a conductor as Cu. This 80% ratio 
is independent of frequency, since the decrease in AC con 
ductivity as RF frequency increases has the same functional 
form in all metals. 

The language “substantially include only loW-Z elements” 
includes cases Where the transmissive coil sections are mainly 
fabricated of loW Z elements, but also include a small fraction 
of high Z elements (e.g., as a small component of an alloy, 
trace contamination, etc.). As long as the radiation attenuation 
provided by any such high-Z elements is negligible, their 
inclusion in the transmissive coil sections is harmless. 
MRI coils are typically placed Within a protective enclo 

sure during use. Parts of the enclosure that are Within the ?eld 
of vieW of the radiation imaging system preferably provide 
loW and uniform attenuation of the radiation, in combination 
With mechanical strength, ?exibility and durability. A plastic 
layer in combination With rubber foam has served as a suit 
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4 
able MRI RF coil enclosure in our experiments. In cases 
Where the transmissive RF coil sections include aluminum, it 
is advisable for the coil enclosure to provide suf?cient 
mechanical support to protect any Al solder joints that may be 
present, since such joints are relatively brittle compared to 
conventional copper soldered joints. Further details relating 
to transmissive RF coils are provided in the folloWing 
examples. 

FIG. 3 shoWs an example of an MRI RF coil having a 
transmissive RF coil section 330 capable of being placed in 
the ?eld of vieW of a radiation imaging system. The RF coil of 
FIG. 3 is a rectangular 16 cm surface coil including conduc 
tors 302, 304, 306, and 308 and capacitors formed by the 
overlap of segments 310, 312 and 314 With the conductors. 
This arrangement of capacitors and conductors Was fabri 
cated from laminated Aluminum shim stock (MSN Industrial 
Supply Co., Melville, N.Y., USA) having 50 um thick Al 
layers separated by 50 um of an unspeci?ed dielectric. The 
composition of the dielectric is not critical for practicing the 
invention, although mechanically sturdy dielectrics having 
loW electrical loss at the relevant RF frequencies are pre 
ferred. One of the Al layers of the shim stock is patterned into 
conductors 302, 304, 306, and 308, and the other Al layer is 
patterned into segments 310, 312, and 314, thereby forming 
an arrangements of conductors and capacitors suitable foruse 
as an MRI RF coil. 

The coil of FIG. 3 also includes Cu layers 316 and an input 
capacitor 3 18, Which can be placed outside the ?eld of vieW of 
the radiation imaging system (i.e., in non-transmissive coil 
section 340). Dotted line 320 separates the transmissive RF 
coil section 330 from the non-transmissive coil section 340. 
Non-transmissive coil section 340 can also include other con 
ventional MRI RF coil components, such as leads, a detuning 
circuit for receive-only RF coils, baluns and cable connec 
tions. Since non-transmissive coil section 340 is not disposed 
in the ?eld of vieW of the radiation imaging system, there are 
no restrictions on the chemical elements Which can be 
included in non-transmissive coil section 340. 

FIG. 4 shoWs an X-ray image taken With a conventional 
MRI RF coil in the ?eld of vieW. Here the coil conductors 
(black arroWs), capacitor (White arroW), and coil housing are 
visible in the image, undesirably obstructing anatomic fea 
tures. 

FIG. 5a shoWs X-ray attenuation of a 50.8 um thickAl strip 
(left) and a 35.5 pm thick Cu strip (right) at 50 kVp and 2 mm 
Al ?ltration. The measured attenuation for the Cu and Al 
strips is 22% and 1.1% respectively. For higher tube voltages 
and ?ltrations, the attenuation of both strips decreases, but the 
attenuation of the Al strip remains signi?cantly beloW that of 
the Cu strip. FIG. 5b shoWs X-ray attenuation of the tWo strips 
placed on top of a 20 cm Lucite® layer containing a guide 
Wire phantom. The Al strip is not detectable, While the Cu 
strip remains visible in the image With a contrast of 5%. 

FIG. 6a shoWs an X-ray image ofthe surface coil ofFIG. 3. 
The input capacitors and some elements of the detuning cir 
cuit are visible at the edge of the image. FIG. 6b shoWs an 
X-ray image of tWo elements of a 4 element phased array (PA) 
MRI RF coil according to the invention. This abdominal coil 
Was made transmissive by using Al loops as the array ele 
ments, and by moving the loop capacitors to locations outside 
the X-ray ?eld of vieW (e.g., in the detuning circuit and/or to 
the sides of the ?eld of vieW). This alloWs the use of conven 
tional, discrete capacitors (as compared to the strip capacitors 
in the coil of FIGS. 3 and 6a). The ?eld of vieW of the 
operational radiation imaging system is shoWn With a dotted 
line, shoWing that the loop capacitors are outside the ?eld of 
vieW. For comparison, FIG. 6c shows an X-ray image of a 
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conventional Cu phased array RF coil. This coil has the same 
design as the coil of FIG. 6b, except that the array loops are 
made of 35.5 pm thick Cu foil. The conventional PA coil of 
FIG. 60 clearly leads to much larger image artifacts in the ?eld 
of vieW than the embodiment of FIG. 6b. 

The measured unloaded/loaded Q factor ratio of the indi 
vidual coils of the X-ray compatible coil of FIG. 6b is about 
270/40. For comparison, the conventional coil of FIG. 60 has 
a Q factor ratio of about 185/50, and the X-ray compatible 
surface coil of FIG. 3 has a Q factor ratio of about 50/24. The 
X-ray compatible coil of FIG. 6b has a suf?ciently high Q that 
MRI signal noise is dominated by sample noise. HoWever, the 
relatively loW Q of the X-ray compatible surface coil of FIG. 
3 means that the coil itself undesirably contributes to MRI 
signal noise. In this experimental Work, the loW Q factor Was 
found to be caused by high electrical loss in the dielectric 
separating the Al layers. Thus, as indicated above, it is pre 
ferred for the dielectric layer in the embodiment of FIG. 3 to 
have loW electrical loss. 

FIG. 7a is an X-ray image of a porcine spine phantom With 
no MRI RF coil present in the ?eld of vieW. FIG. 7b is an 
X-ray image of a porcine spine phantom With the conven 
tional MRI RF coil of FIG. 60 present in the ?eld of vieW. 
Image artifacts from the MRI coil are shoWn by White arroWs. 
FIG. 70 is anX-ray image of a porcine spine phantom With the 
radiation compatible PA coil of FIG. 6b present in the ?eld of 
vieW. No coil artifacts are seen on FIG. 70. 

FIG. 8a is an abdominal MRI image obtained With a con 
ventional single channel receive RF coil of a type commonly 
used in combination With X-ray imaging (same type as in 
FIG. 4). FIG. 8b is an abdominal MRI image obtained With an 
X-ray compatible phased-array RF coil according to an 
embodiment of the invention. The result of FIG. 8a is a typical 
result for the trade-off betWeen radiation image artifacts and 
MR image quality. This coil type has loWer MR image quality 
than other coil types, but creates only some radiation imaging 
artifacts (as seen in FIG. 4). Other coil types that provide 
better MR image quality (e.g. phased-array coils), cannot be 
used due to their more severe radiation imaging artifacts. Use 
of anX-ray compatible RF coil alloWs the choice of an RF coil 
type that provides the highest MR image quality, Without 
constraints on the placement in the X-ray ?eld of vieW, 
thereby improving MRI performance. More speci?cally, the 
improvement in MRI signal to noise ratio (SNR) With the 
X-ray compatible coil of FIG. 8b is 60% compared to the 
SNR provided by the coil of FIG. 8a. 
Embodiments of the invention have been employed to per 

form multi-modality imaging during interventional proce 
dures. In the folloWing tWo examples, the X-ray compatible 
PA RF coil of FIG. 6b Was employed. 

FIGS. 911-!) are MRI and X-ray images provided by an 
embodiment of the invention, acquired in a combined X-ray/ 
MR imaging system. FIG. 9a shoWs an MR image obtained 
during percutaneous vaginal reconstruction. MR imaging 
Was employed to guide transperineal needle puncture into the 
upper vagina. MR imaging included a fast gradient echo 
sequence With TR/TEI30/ 7.5 ms, ?ip angle:60°, BW::15.6 
kHZ, FOVI30 cm, matrix siZe:256><128, and slice thick 
ness:5 mm. Catheter placement into the upper vagina (solid 
arroW) and the left fallopian tube (dotted arroW) Was visual 
iZed in an X-ray image, as seen in FIG. 9b. The X-ray image 
of FIG. 9b does not shoW RF MRI coil artifacts. 

FIGS. 10a-c are MRI and X-ray images provided by an 
embodiment of the invention, acquired in a combined X-ray/ 
MR imaging system. FIGS. 10a and 10b are MR images 
(sagittal and coronal, respectively) obtained during prostate 
seed placement. MR imaging included a T2-Weighted fast 
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6 
spin echo sequence With TR/TEI3000/ 140 ms, BW::12.5 
kHZ, echo train length:12, FOVI30 cm, matrix siZe:256>< 
160, and slice thickness:5 mm. FIG. 100 shows a correspond 
ing X-ray image. Again, no MRI coil artifacts are visible in 
the X-ray image. 

Although the preceding description and examples relate 
mainly to X-ray imaging, the invention is applicable to radia 
tion imaging With any kind of penetrating electromagnetic 
radiation (i.e., X-rays and/or gamma rays). Suitable radiation 
imaging subsystems include, but are not limited to: X-ray 
imaging systems, positron emission tomography systems, 
single photon emission computed tomography systems, 
X-ray computed tomography systems, and nuclear medical 
imaging systems. 
The preceding examples relate to multi-modality imaging 

including radiation imaging in the A/P direction. The prin 
ciples of the invention are also applicable in multi-modality 
systems Where the radiation projection angle is arbitrary (e. g., 
C-arm systems). 
The invention claimed is: 
1. An MRI-radiation multi-modality imaging system com 

prising: 
a radiation imaging subsystem for generating a radiation 

image of a subject using penetrating electromagnetic 
radiation; and 

a magnetic resonance imaging (MRI) subsystem for gen 
erating an MRI image of the subject, Wherein the MRI 
subsystem includes one or more radio-frequency (RF) 
coils; 

Wherein a ?eld of vieW of the radiation imaging subsystem 
includes transmissive RF coil sections of each of the one 
or more RF coils; 

Wherein the transmissive RF coil sections of said one or 
more RF coils are substantially transparent to the pen 
etrating radiation. 

2. The system of claim 1, Wherein said radiation imaging 
subsystem comprises an imaging system selected from the 
group consisting of: X-ray imaging systems, positron emis 
sion tomography systems, single photon emission computed 
tomography systems, X-ray computed tomography systems, 
and nuclear medical imaging systems. 

3. The system of claim 1, Wherein said penetrating electro 
magnetic radiation comprises X-rays or gamma rays. 

4. The system of claim 1, Wherein said transmissive RF coil 
sections do not include any copper Wires or traces. 

5. The system of claim 1, Wherein said transmissive RF coil 
sections are substantially fabricated of aluminum. 

6. The system of claim 1, Wherein said transmissive RF coil 
sections substantially include only chemical elements having 
atomic number less than 29. 

7. The system of claim 1, Wherein said transmissive RF coil 
sections include no soldered electrical connections. 

8. A magnetic resonance imaging system comprising: 
a main magnet subsystem; 
a gradient coil subsystem; and 
a radio-frequency (RF) coil subsystem, Wherein the RF coil 

subsystem includes one or more RF coils; 
Wherein at least one such RF coil includes a transmissive 
RF coil section adapted to be placed in a ?eld of vieW of 
a radiation imaging system; 

Wherein at least one of the transmissive RF coil sections is 
substantially transparent to a penetrating electromag 
netic radiation used in radiation imaging. 

9. The system of claim 8, Wherein said transmissive RF coil 
sections do not include any copper Wires or traces. 

10. The system of claim 8, Wherein said transmissive RF 
coil sections are substantially fabricated of aluminum. 
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11. The system of claim 8, wherein said transmissive RF 
coil sections are substantially fabricated of materials includ 
ing only chemical elements having atomic number less than 
29. 

12. The system of claim 8, Wherein said transmissive RF 
coil sections include no soldered electrical connections. 

13. An MRI-radiation multi-modality imaging method 
comprising: 

providing a radiation image of a subject With a radiation 
imaging subsystem using penetrating electromagnetic 
radiation; and 

providing a magnetic resonance imaging (MRI) image of 
the subject With an MRI subsystem including one or 
more radio-frequency (RF) coils; 

Wherein a ?eld of vieW of the radiation imaging subsystem 
includes transmissive coil sections of each of the one or 
more RF coils; 

Wherein said transmissive coil sections are substantially 
transparent to the penetrating electromagnetic radiation. 

14. The method of claim 13, Wherein said radiation image 
and said MRI image are acquired substantially simulta 
neously. 

15 

20 

8 
15. A radio-frequency (RF) coil for use in a magnetic 

resonance imaging (MRI) system, the RF coil comprising: 
an arrangement of conductors and capacitors suitable for 

use as an RF coil of an MRI system; 
Wherein some or all of the conductors and capacitors are 

included Within a transmissive RF coil section; 
Wherein the transmissive RF coil section is capable of 

being placed in a ?eld of vieW of a radiation imaging 
system employing penetrating electromagnetic radia 
tion; 

Wherein the transmissive RF coil section is substantially 
transparent to the penetrating electromagnetic radiation. 

16. The RF coil of claim 15, Wherein said transmissive RF 
coil section does not include any copper Wires or traces. 

17. The RF coil of claim 15, Wherein said transmissive RF 
coil section is substantially fabricated of aluminum. 

18. The RF coil of claim 15, Wherein said transmissive RF 
coil section substantially includes only chemical elements 
having atomic number less than 29. 

19. The RF coil of claim 15, Wherein said transmissive RF 
coil section includes no soldered electrical connections. 

* * * * * 


