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COLUMN SELECT MULTIPLEXER CIRCUIT 
FOR A DOMINO RANDOM ACCESS 

MEMORY ARRAY 

TECHNICAL FIELD 

Embodiments of the present invention relate to random 
access memories in microprocessor applications. More par 
ticularly, embodiments of the present invention relate to a 
static random access memory With column select. 

BACKGROUND ART 

Conventional static random access memories (SRAMs) 
arrays include a differential sense ampli?er for determining 
the resulting voltage difference betWeen a bitline and bitline 
bar of a column of SRAMs. HoWever, the differential sense 
ampli?er is sensitive to process variations especially as the 
speed of accessing the SRAMs memory array increases. As a 
result, high speed embedded SRAMs in current processors 
are not keeping pace With processor speeds in general. As 
such, as processor designs increase in scalability, the speed of 
the embedded cache SRAMs negatively limit the overall 
speed of the processor. 

DISCLOSURE OF THE INVENTION 

A column select multiplexer circuit for a domino random 
access memory array including a plurality of column selector 
circuits for selecting a column from a plurality of columns of 
static random access memory cells. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying draWings, Which are incorporated in 
and form a part of this speci?cation, illustrate embodiments 
of the invention and, together With the description, serve to 
explain the principles of the invention: 

FIG. 1 is a diagram ofa column ofSRAM cells in a SRAM 
memory array, in accordance With one embodiment of the 
present invention. 

FIG. 2 is a diagram of a column selector for selecting a 
column of SRAM cells from a plurality of column of SRAM 
cells in an SRAM memory array, in accordance With one 
embodiment of the present invention. 

FIG. 3 is a schematic diagram of a column select multi 
plexer for selecting a column of SRAM cells from a plurality 
of column of SRAM cells in an SRAM memory array, in 
accordance With one embodiment of the present invention. 

FIG. 4 is a schematic diagram illustrating the output from 
a plurality of column select multiplexers, in accordance With 
one embodiment of the present invention. 

BEST MODES FOR CARRYING OUT THE 
INVENTION 

Reference Will noW be made in detail to the preferred 
embodiments of the present invention, a domino SRAM 
memory array With column select, examples of Which are 
illustrated in the accompanying draWings. While the inven 
tion Will be described in conjunction With the preferred 
embodiments, it Will be understood that they are not intended 
to limit the invention to these embodiments. On the contrary, 
the invention is intended to cover alternatives, modi?cations 
and equivalents, Which may be included Within the spirit and 
scope of the invention as de?ned by the appended claims. 
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2 
Furthermore, in the folloWing detailed description of the 

present invention, numerous speci?c details are set forth in 
order to provide a thorough understanding of the present 
invention. HoWever, it Will be recogniZed by one of ordinary 
skill in the art that the present invention may be practiced 
Without these speci?c details. In other instances, Well knoWn 
methods, procedures, components, and circuits have not been 
described in detail as not to unnecessarily obscure aspects of 
the present invention. 

Accordingly, embodiments of the present invention pro 
vide a system for a domino SRAM memory array With col 
umn select. Embodiments of the present invention are capable 
of skeWed static or dynamic logic decode of the SRAM 
memory array. Furthermore, embodiments of the present 
invention are capable of supporting a single bitline read, a 
simultaneous single bit-line read of the complement by read 
ing the other bit-line, and a dual bitline Write. The embodi 
ments of the present invention improve SRAM density since 
the support circuits for implementing column select can be 
amortiZed over more than one column. In addition, in 
embodiments of the present invention the domino read of the 
SRAM memory array eliminates problems With the differen 
tial sense ampli?er design. 

Referring noW to FIG. 1, one column 100 of an SRAM 
memory array is shoWn, in accordance With one embodiment 
of the present invention. The SRAM column 100 is one of a 
plurality of columns in the SRAM memory array and is 
selectable through the column select multiplexer circuits of 
the present invention, as Will be described beloW. 
The SRAM column 100 includes N static SRAM cells, 

including SRAM cells 110A, 110B, . . . 110N. Each of the 

SRAM cells in the SRAM column 100 are coupled to a bitline 
120 and a bitline bar 130. Speci?cally, one side ofthe SRAM 
cell is coupled to the bitline 120, and the other side of the 
SRAM cell is coupled to the bitline bar 130. 
The bitline 120 is coupled to a load 125. The load 125 helps 

establish a direct voltage (dc) on the bitline 120 When no 
SRAM cell is selected in the SRAM column 100. The bitline 
bar 130 is coupled to a load 135. The load 135 helps establish 
a dc voltage on the bitline bar 130 When no SRAM cell is 
selected in the SRAM column 100. 

In addition, the bitline 120 is coupled to an access point 
127. The bitline bar 130 is coupled to an access point 137. 
Each of the access points may comprise transistors that turn 
on When the SRAM column 100 is selected for reading from 
or Writing to a particular SRAM cell in the SRAM column 
100. 

Additional components are coupled to the access points 
127 and 137 to facilitate the read and Write access of SRAM 
cells in the SRAM column 100. For example, in one embodi 
ment of the present invention, sense ampli?ers used in con 
ventional techniques for sensing the voltage difference 
betWeen bitline 120 and bitline bar 130 are replaced With 
domino circuitry traditionally used in logic circuits to create 
a domino SRAM. For instance, one type of circuit used to 
make logic circuits, such as those comprising processor logic, 
are referred to as dynamic circuits. Dynamic circuits are 
referred to as domino circuits in the present application. The 
domino circuit typically includes dynamic nodes that are 
coupled to logic circuits. For instance, in one embodiment, 
during a precharge cycle, the dynamic node is precharged 
With a voltage, and during an evaluation cycle, the logic 
circuits discharge the dynamic node for evaluation. Domino 
circuits have not typically been used in memory circuits. 

Additionally, each of the SRAM cells are coupled to a Word 
line. For instance, the SRAM cell 110A is coupled to the Word 
line WL1, SRAM cell 110B is coupled to Word line WL2, . . 
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. , and SRAM cell 110N is coupled to Word line WLN. Read 
and Write access to a particular SRAM cell in the SRAM 
column 100 is implemented by applying the appropriate volt 
age to the corresponding Word line. For instance, to select 
SRAM cell 110, the WL1 is activated and either or both of the 
access points 127 and 137 are activated. 

Also, each of the Word lines are coupled to individual 
SRAM cells in parallel columns of SRAM cells. The parallel 
columns of SRAM cells are con?gured in an SRAM memory 
array. As a result, selecting a particular SRAM cell involves 
applying the appropriate voltage to the corresponding Word 
line and then activating the appropriate access points corre 
sponding to the selected column. 

FIG. 2 is a schematic diagram of a column selector 200 in 
a column select multiplexer circuit for a domino RAM array, 
in accordance With one embodiment of the present invention. 
The column selector 200 is capable of selecting a column of 
SRAM cells in an SRAM memory array. 

In one embodiment, the column selector 200 is combined 
With a number of identical column selector 200s to form a 
column multiplexer that is capable of selecting a particular 
column of SRAM cells from a plurality of SRAM cells, in one 
embodiment of the present invention. Speci?cally, in one 
embodiment, the number of columns supported by the col 
umn multiplexer is eight. This alloWs improved SRAM den 
sity by amortiZing support circuits over more columns of 
SRAM cells. That is, instead of having separate read/Write 
access circuitry for each of the columns, the use of the column 
multiplexer provides for a single read/Write access circuit for 
all of the columns supported by the column select multi 
plexer. In addition, each of the column selectors is con?gured 
for a domino read in the corresponding column of SRAM 
cells. 

The column multiplexer includes a plurality of column 
selector circuits for selecting a plurality of columns of SRAM 
cells. That is, the column multiplexer is capable of selecting 
one column of SRAM cells from the plurality of columns of 
SRAM cells for read/Write access. Speci?cally, each of the 
column selector circuits provides selection for a correspond 
ing column of SRAM cells for read/Write access. 
As shoWn in FIG. 2, an exemplary column selector 200 is 

shoWn and includes a bitline precharge circuit 210. The bit 
line precharge circuit 210 precharges the bitline 250 and the 
bitline bar 255, both of Which are coupled to a corresponding 
column of SRAM cells. The precharge circuit 210 is coupled 
to the bitline 250 and the bitline bar 255. 

The bitline precharge circuit 210 includes a ?rst transistor 
212 that is coupled to the bitline 250. In one embodiment, the 
?rst transistor is a p-type (e.g., p-channel) ?eld effect transis 
tor (PFET). The drain of the ?rst transistor is coupled to the 
bitline 250, the source is coupled to the voltage, Vdd, and the 
gate is coupled to a bitline precharge line 211 that conveys the 
appropriate voltage for precharging the bitline 250 and bitline 
bar 255. 

The bitline precharge circuit 210 includes a second tran 
sistor 214 that is coupled to the bitline bar 255. In one embodi 
ment, the second transistor is a PFET. As shoWn in FIG. 2, the 
drain of the second transistor is coupled to the bitline bar 255, 
the source is coupled to Vdd, and the gate is coupled to the 
bitline precharge line 211 for precharging the bitline bar 255. 

Also, the bitline precharge circuit 210 includes a third 
transistor 222 that is cross-coupled to a fourth transistor 224. 
For instance, the gate of the third transistor 222 is coupled 
through node 285 to the drain of the fourth transistor 224. 
Conversely, the gate of the fourth transistor 224 is coupled 
through node 280 to the drain of the third transistor 222. In 
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4 
addition, the third transistor 222 and the fourth transistor 224 
are coupled betWeen the ?rst transistor 212 and the second 
transistor 214. 
The column selector 200 also includes a ?rst access tran 

sistor 230 coupled to the bitline 250. When activated by the 
appropriate voltage on the column select line 260, the ?rst 
access transistor 230 provides read/Write access to the bitline 
250 of the corresponding column of SRAM cells. That is, the 
?rst access transistor provides read/Write access to the bitline 
250. In one embodiment, the ?rst access transistor is a n-type 
(e.g., n-channel) ?eld effect transistor (N FET). 
As shoWn in FIG. 2, the ?rst access transistor 230 has a gate 

coupled to the column select line 260, a source coupled to the 
bitline 250 through a node 280, and a drain coupled to the 
column multiplexer line through a column read/Write access 
node 270 for providing access to the bitline 250. 
The column selector 200 also includes a second access 

transistor 240 coupled to the bitline bar 255. When activated 
by the appropriate voltage on the column select line 260, the 
second access transistor 240 provides read/Write access to the 
bitline bar 255 of the corresponding column of SRAM cells. 
That is, the second access transistor 240 provides read/Write 
access to the bitline bar 255. In one embodiment, the second 
access transistor is an NFET. 

As shoWn in FIG. 2, the second access transistor has a gate 
coupled to the column select line 260, a source coupled to the 
bitline bar 255 through a node 285, and a drain coupled to the 
column multiplexer bar line through a column read/Write 
access node 275 for providing access to the bitline bar 255. 
As shoWn in FIG. 2, the column select line 260 is coupled 

to the ?rst access transistor 230 and the second access tran 
sistor 240 that When activated is used to select a correspond 
ing column of SRAM cells from a plurality of columns of 
SRAM cells. The column of SRAM cells is selected for 
read/Write access to a particular SRAM cell in the column. 
Each of the columns of SRAM cells is selectable by a corre 
sponding column selector in the column select multiplexer 
circuit. 

FIG. 3 is diagram of a column select multiplexer circuit 300 
for selecting a column of SRAM cells from a plurality of 
column of SRAM cells in an SRAM memory array, in accor 
dance With one embodiment of the present invention. The 
multiplexer circuit 300 improves SRAM cell density in an 
SRAM memory array through the use of the column selector. 
As shoWn in FIG. 3, the multiplexer circuit 300 is con?g 

ured in a compound domino structure for a domino read of 
data outputs from a plurality of SRAM cells in an SRAM 
memory array. The multiplexer circuit includes a ?rst column 
select multiplexer 310 capable of accessing a ?rst plurality 
315 of columns of SRAM cells, a second column select 
multiplexer 320 capable of accessing a second plurality 325 
of columns of SRAM cells, and a NAND logic gate 330. 
The ?rst column select multiplexer 310 is responsive to a 

?rst plurality of column select signals 312 for selecting a ?rst 
column of SRAM cells from the ?rst plurality 315 of columns 
of SRAM cells. The column select signals 312 are con?gured 
to select and activate one of the column select lines (e.g., 
column select line 260) for accessing the bitline and bitline 
bar of the corresponding column of SRAM cells in the ?rst 
plurality of 315 of columns of SRAM cells. 

In one embodiment, the ?rst column select multiplexer 310 
includes one or more of the column selectors 200 of FIG. 2, 
Wherein each of the column selectors 200 activate a corre 
sponding column of SRAM cells in the ?rst plurality 315 of 
columns of SRAM cells. In this con?guration, the bitline and 
bitline bar precharge circuit is located in respective column 
selectors in the column select multiplexer 300. 
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The second column select multiplexer 320 is responsive to 
a second plurality of column select signals (e.g., signal 312) 
for selecting a second column of SRAM cells from the second 
plurality 325 of columns of SRAM cells. The column select 
signals 312 are con?gured to select and activate one of the 
column select lines (e.g., column select line 260) for access 
ing the bitline and bitline bar of the corresponding column of 
SRAM cells in the second plurality of 325 columns of SRAM 
cells. 

In one embodiment, the second column select multiplexer 
320 includes one or more of the column selectors 200 of FIG. 
2, Wherein each of the column selectors 200 activates a cor 
responding column of SRAM cells in the second plurality 325 
of columns of SRAM cells. In this con?guration, the bitline 
and bitline bar precharge circuit is located in respective col 
umn selectors in the column select multiplexer 300. 

The column select multiplexer 300 also includes a NAND 
logic gate 330. Inputs to the NAND logic gate include a ?rst 
data output from the ?rst column select multiplexer 310 and a 
second data output from the second column select multiplexer 
320. The NAND logic gate 330 passes a data out signal from 
a selected SRAM cell in the ?rst or second plurality of col 
umns of SRAMs. 

The NAND logic gate 330 is able to subdivide the capaci 
tances of the dynamic nodes associated With each of the 
multiplexer circuits 310 and 320. Subdividing the capaci 
tance is desirable since the current drive from the selected 
SRAM is limited. More speci?cally, the ?rst column select 
multiplexer 310 and the second column select multiplexer 
320 are con?gured betWeen the ?rst plurality 315 of columns 
of SRAM cells and the second plurality 325 of columns of 
SRAM cells in order to subdivide a capacitance associated 
With the column select multiplexer circuit. In addition, the 
sWitching point of the NAND logic gate is shifted in an 
advantageous direction, providing for a faster circuit. 

In still another embodiment, the column select multiplexer 
320 includes an NFET 340 for passing a data out signal 345 
from one of the SRAM cells in the ?rst plurality 310 or second 
plurality 320 of columns of SRAM cells through the NAND 
logic gate 330. 

The column select multiplexer circuit of FIG. 3 also 
includes noise suppression circuits 350 and 355. The noise 
suppression circuit 350 includes a cross-coupled pair of 
PFETs, in one embodiment, for suppressing signal noise in 
the multiplexer circuit 310. The noise suppression circuit 350 
is coupled to the read/Write access nodes (e. g., nodes 270 and 
275) for accessing the bitlines of the columns of SRAM cells 
in the ?rst plurality 315 of SRAM cells. The noise suppres 
sion circuit 355 includes a cross-coupled pair of PFETs for 
suppressing signal noise in the multiplexer circuit 320. The 
noise suppression circuit 355 is coupled to the read/Write 
access nodes (e.g., nodes 270 and 275) for accessing the 
bitlines of the columns of SRAM cells in the second plurality 
325 of SRAM cells. 

The column select multiplexer circuit 300 also includes a 
?rst Write circuit 360. The ?rst Write circuit 360 is coupled to 
the ?rst column select multiplexer 310 for Writing to a ?rst 
selected SRAM cell in a selected column of SRAMs from the 
?rst plurality 315 of columns of SRAM cells. In addition, the 
column select multiplexer circuit 300 also includes a second 
Write circuit 365 coupled to the second column select multi 
plexer 320 for Writing to a selected SRAM cell in a selected 
column of SRAM cells of the second plurality of columns of 
SRAM cells 325. 
The column select multiplexer 300 of FIG. 3 is capable of 

reading the true and complement out of each of the SRAM 
cells in the plurality of columns of SRAM cells, in one 
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6 
embodiment. As a result, in one embodiment, simultaneous 
read of the true and complement facilitates XOR logic for 
implementing match functions. 

In one embodiment, the bitlines and bitline bars in the 
columns of SRAM cells in each of the ?rst plurality of SRAM 
columns 315 and second plurality of SRAM columns 325 
have loW bit counts. For example, in one embodiment, there 
are 16 bits or SRAM cells per bitline or bitline bar. In another 
embodiment, there are 32 bits or SRAM cells per bitline or 
bitline bar. The loW bits per bitline decreases SRAM sensi 
tivity to SRAM cell behavior. 

FIG. 4 is a schematic diagram 400 of a multiplexer 405 
illustrating the output from a plurality of column select mul 
tiplexers, in accordance With one embodiment of the present 
invention. The multiplexer 400 takes as an input, data out 
signals from a plurality of column select multiplexer circuits, 
and provides an output signal for the SRAM memory array at 
the node 440. In this Way, multiple duplications of SRAM 
memory blocks each of Which are supported by a column 
selector multiplexer circuit as illustrated in FIG. 3 can be 
con?gured to form an SRAM memory array. As such, the 
multiplexer 400 is able to output a data out signal at node 440 
from the SRAM memory array. 
The multiplexer circuit 400 includes a data input block 

410, a precharge circuit 420, a half latch keeper 435, and 
output buffer 430. 

In particular, the multiplexer 400 takes the outputs from a 
plurality of column select multiplexer circuits, Wherein each 
of the plurality of column select multiplexer circuits com 
prises a compound domino structure for a domino read of data 
outputs from a plurality of SRAM cells in an SRAM memory 
array, as is illustrated in FIG. 3, in accordance With one 
embodiment of the present invention. 
As shoWn in FIG. 4, at the input block 410, the dataout 

signals provided as inputs are dout1 (e.g., dataout signal 345 
of FIG. 3), dout2, . . . , doutN. The input block 410 produces 
a distributed domino circuit and acts effectively as an OR 
gate. That is, if any of the inputs provide an input signal to the 
input block 410, the node 415 discharges, effectively passing 
the signal on through the multiplexer 400. 
As shoWn in FIG. 4, additional logic can be coupled to the 

output node 440. For example, the Way select circuit 450 is 
coupled to the output node 440 and produces a Way selected 
signal at node 455. 
The foregoing descriptions of speci?c embodiments of the 

present invention have been presented for purposes of illus 
tration and description. They are not intended to be exhaus 
tive or to limit the invention to the precise forms disclosed, 
and obviously many modi?cations and variations are possible 
in light of the above teaching. The embodiments Were chosen 
and described in order to best explain the principles of the 
invention and its practical application, to thereby enable oth 
ers skilled in the art to best utiliZe the invention and various 
embodiments With various modi?cations as are suited to the 
particular use contemplated. It is intended that the scope of 
the invention be de?ned by the claims appended hereto and 
their equivalents. 

Accordingly, embodiments of the present invention pro 
vide a system for a domino SRAM memory array With col 
umn select. Embodiments of the present invention are capable 
of skeWed static or dynamic logic decode of the SRAM 
memory array. Furthermore, embodiments of the present 
invention are capable of supporting a single bitline read, a 
simultaneous single bit-line read of the complement by read 
ing the other bit-line, and a dual bitline Write. The embodi 
ments of the present invention improve SRAM density since 
the support circuits for implementing column select can be 
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amortized over more than one column. In addition, in 
embodiments of the present invention the domino read of the 
SRAM memory array eliminates problems With the differen 
tial sense ampli?er design. 

Embodiments of the present invention, a domino SRAM 
memory array With column select have been described. While 
the present invention has been described in particular 
embodiments, it should be appreciated that the present inven 
tion should not be construed as limited by such embodiments, 
but rather construed according to the beloW claims. 

What is claimed is: 
1. A column select multiplexer circuit in a compound 

domino con?guration for a domino random access memory 
array, comprising: 

a ?rst column select multiplexer responsive to a ?rst col 
umn select signal for selecting a ?rst column of static 
random access memory cells (SRAM cells) from a ?rst 
plurality of columns of SRAM cells; 

a second column select multiplexer responsive to a second 
column select signal for selecting a second column of 
SRAM cells from a second plurality of columns of 
SRAM cells; and 

a NAND logic gate coupled as a ?rst input to a ?rst output 
from said ?rst column select multiplexer and as a second 
input to a second output from said second column select 
multiplexer, said NAND logic gate outputting a data out 
signal from an SRAM cell in said ?rst or second plurality 
of columns of SRAM cells. 

2. The column select multiplexer circuit of claim 1, 
Wherein said ?rst column select multiplexer comprises: 

a plurality of column selector circuits for selecting said ?rst 
plurality of columns of SRAM cells, Wherein each of 
said plurality of column selector circuits comprises: 
a bitline precharge circuit for precharging a bitline and a 

bitline bar of said ?rst column of SRAM cells, said 
bitline precharge circuit coupled to said bitline and 
said bitline bar; 

a ?rst access n-type ?eld effect transistor (N FET) 
coupled to said bitline and to a ?rst access node for 
accessing said bitline; 

a second access NFET coupled to said bitline bar and to 
a second node for accessing said bitline bar; 

a column select line coupled to said ?rst and second 
access NFETs that When activated selects said ?rst 
column of SRAM cells for reading and Writing of a 
selected SRAM cell. 

3. The column select multiplexer circuit of claim 1, 
Wherein said ?rst column select multiplexer and said second 
column select multiplexer are con?gured betWeen said ?rst 
plurality of columns of SRAM cells and said second plurality 
of columns of SRAM cells to subdivide a capacitance asso 
ciated With said column select multiplexer circuit. 

4. The column select multiplexer circuit of claim 1, further 
comprising: 

a noise suppression circuit coupled to said ?rst column 
select multiplexer, said noise suppression circuit com 
prising a ?rst transistor cross-coupled to a second tran 
sistor through ?rst and second access transistors provid 
ing access to a bitline and bit line bar of a selected 
column of SRAM cells. 

5. The column select multiplexer circuit of claim 1, further 
comprising: 

a noise suppression circuit coupled to said second column 
select multiplexer, said noise suppression circuit com 
prising a ?rst transistor cross-coupled to a second tran 
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8 
sistor through ?rst and second access transistors provid 
ing access to a bitline and bit line bar of a selected 
column of SRAM cells. 

6. The column select multiplexer circuit of claim 1, further 
comprising: 

a ?rst Write circuit coupled to said ?rst column select 
multiplexer for Writing to a ?rst selected SRAM cell in 
said ?rst column of SRAM cells; and 

a second Write circuit coupled to said second column select 
multiplexer for Writing to a second selected SRAM cell 
in said second column of SRAM cells. 

7. The column select multiplexer circuit of claim 1, further 
comprising: 

an NFET coupled to an output of said NAND logic gate for 
outputting said data out signal. 

8. Column select multiplexer means for a domino random 
access memory array, comprising: 

?rst column select means responsive to a ?rst column 
select signal for selecting a ?rst column of static random 
access memory cells (SRAM cells) from a ?rst plurality 
of columns of SRAM cells; 

second column select means responsive to a second col 
umn select signal for selecting a second column of 
SRAM cells from a second plurality of columns of 
SRAM cells; and 

NAND logic means coupled as a ?rst input to a ?rst output 
from said ?rst column select means and as a second input 
to a second output from said second column select 
means, said NAND logic means for outputting a data out 
signal from an SRAM cell in said ?rst or second plurality 
of columns of SRAM cells. 

9. The column select means of claim 8, Wherein said ?rst 
column select means comprises: 

a plurality of column selector means for selecting said ?rst 
plurality of columns of SRAM cells, Wherein each of 
said plurality of column selector means comprises: 
bitline precharge means for precharging a bitline and a 

bitline bar of said ?rst column of SRAM cells, said 
bitline precharge means coupled to said bitline and 
said bitline bar; 

?rst access means coupled to said bitline and to a ?rst 
access node for accessing said bitline; 

second access means coupled to said bitline bar and to a 
second node for accessing said bitline bar; 

column select line means coupled to said ?rst and sec 
ond access means that When activated selects said ?rst 
column of SRAM cells for reading and Writing of a 
selected SRAM cell. 

10. The column select means of claim 8, Wherein said ?rst 
column select means and said second column select means 
are con?gured betWeen said ?rst plurality of columns of 
SRAM cells and said second plurality of columns of SRAM 
cells for subdividing a capacitance associated With said col 
umn select means. 

11. The column select means circuit of claim 8, further 
comprising: 

noise suppression means coupled to said ?rst column select 
means, said noise suppression means comprising a ?rst 
transistor means cross-coupled to a second transistor 
means through ?rst and second access transistor means 
for providing access to a bitline and bit line bar of a 
selected column of SRAM cells. 

12. The column select means circuit of claim 8, further 
comprising: 

noise suppression means coupled to said second column 
select means, said noise suppression means comprising 
a ?rst transistor means cross-coupled to a second tran 



US 7,394,681 B1 
9 10 

sistor means through ?rst and second access transistor a second Write means coupled to said second column select 
means for providing access to a bitline and bit line bar of means for Writing to a second selected SRAM cell in said 
a selected column of SRAM cells. SeCOnd Column Of SRAM Cells. 

13. The column select means circuit of claim 8 further 14' The Column Select means Circuit of Claim 8> further 
Comprising: 5 comprising: 

n-type ?eld effect transistor means coupled to an output of 
a ?rst Wr1te means coupled to sa1d ?rst column select Said N AND means for outputting Said data out Signal‘ 
means for Writing to a ?rst selected SRAM cell in said 
?rst column of SRAM cells; and * * * * * 


