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(57) ABSTRACT 

The present invention relates to a method and apparatus for 
providing con?guration information to terminals and net 
work components within a network. In particular, a specialist 
is no longer necessary in order to exchange a terminal or a 
component for the network. The network user simply 
exchanges the terminal or the network component and places 
a con?guration storage adapter in a serial interface of the 
replaced terminal or component, whereby the newly inserted 
terminal or network component is automatically provided 
with stored con?guration information and the network can 
then be started. 

17 Claims, 1 Drawing Sheet 
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AUTOMATIC CONFIGURATION OF 
NETWORK COMPONENTS HAVING 

SEPARATE UNPROGRAMMED NETWORK 
DEVICES CONFIGURED TO COMMUNICATE 

WITH SEPARATE INTERCONNECTED 
NETWORK TERMINALS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a process and an apparatus 

for providing con?guration information to a replaced termi 
nal and/or a replaced netWork component for a netWork to 
transmit electronic data, and more particularly to a process 
and an apparatus for storing netWork con?guration informa 
tion in storage adapters that can be connected to replaced 
netWork terminals or netWork components. 

2. Description of the Related Technology 
It is generally knoWn that a netWork of terminals (netWork 

able devices such as, for example, Personal Computers (PCs), 
input or output devices, such as sensors or actuators, or the 
like) exchanges data via netWork components (such as, for 
example, an Ethernet sWitch). In order to set up such net 
Works, the terminals and also the netWork components must 
be con?gured With operating parameters for intercommuni 
cations before data exchange via the netWork and regular 
operation are possible. The input con?guration operating 
parameters are dependent on the type of netWork to be con 
?gured and canbe simple or complex; such setup of a netWork 
can be carried out manually or be partially automated, and, 
accordingly, the extent of set up imposes different require 
ments as to operator quali?cations. 

One important requirement found mainly in control opera 
tions and automation technology is the need for rapid replace 
ment of failed terminals or netWork components in order to 
keep expensive doWntimes of such netWork systems as short 
as possible. Replaced terminals or components must be con 
?gured in the same Way as the failed terminals or components 
before being started-up in order to be able to undertake effec 
tive operation after replacement. Thus, the con?guration of 
communications parameters for ?eld bus-capable devices is 
limited simply to setting a feW sWitches; this extent of setup 
can be carried out by less quali?ed personnel. 

Recently netWork standards Which Were actually devel 
oped for the area of o?ice communications (such as, for 
example, Ethernet, local bridges according to IEE802.1 and 
the Transmission Control Protocol/Internet Protocol (TCP/ 
IP) protocol family) have been increasingly used for control 
and automation tasks. The con?guration of the communica 
tions and operating parameters for terminals and netWork 
components for these types of netWork environments is much 
more complex and extensive than that encountered With ?eld 
busses. This level of complexity may be acceptable Within 
of?ce communication systems since quali?ed personnel nor 
mally are available and doWntimes are less critical. Extensive 
con?guration setups hoWever can not be accepted in the area 
of control and automation technology since in the case of 
these types of netWorks doWntimes are cost-intensive and in 
general quali?ed personnel are not available. 

SUMMARY OF THE INVENTION 

An object of the invention is to provide a process and an 
apparatus for con?guration set up of terminals and compo 
nents connected into netWorks so as to avoid the above 
described disadvantages. 
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2 
The present invention provides a process in Which the 

operating con?guration parameters of at least one terminal/ 
netWork component are ?rst stored and When the terminal/ 
component is replaced, the stored operating con?guration 
parameters are transmitted to the replacement terminal/re 
placement component. Thus the replaced terminal or netWork 
component is made to be essentially a plug-and-playable 
situation Without additional cost, in particular Without a 
requirement for the aid of quali?ed personnel to input con 
?guration parameters for the netWork When the original con 
?guration for the replaced terminal or the replaced netWork 
component is set. Thus it becomes possible after start-up of 
the netWork, When appropriately trained personnel are no 
longer available or When time is of the essence, to transmit 
initially entered operating con?guration parameters to 
replacement terminals or components used to address a fault 
case. The initial con?guration parameters therefore are 
entered by quali?ed personnel When the system is started up, 
i.e. all necessary information about the communications and 
operating parameters for the netWork components and termi 
nals are stored according to the present invention. Afterwards 
these operating parameters can be transmitted by straight 
forWard and simple manual intervention to the replacement 
terminals or replacement components. 

As an aspect of the invention, the storage of operating 
con?guration parameters takes place using a storage adapter 
Which can be connected to a replaced terminal/netWork com 
ponent to deliver at least one distinct identi?cation character 
for installing con?guration parameters to the replacement 
terminal/replacement component. If Within the topology of 
the netWork a terminal or netWork component is to be 
replaced (for example, due to a defect) the previously 
installed con?guration parameters are available because they 
are initially stored in the storage adapter during error-free 
operation of the netWork or upon start-up of the netWork. 
After there has been a replacement of a terminal device/ 
netWork component the previously stored operating con?gu 
ration parameters readily can be transmitted by connecting 
the storage adapter to an interface of the replacement terminal 
device or the replacement component so that the replacement 
terminal device/replacement component is immediately and 
easily initialiZed for use. Thus, for example, not only the 
con?guration parameters stored originally at the factory or by 
the manufacturer, but also altered con?guration parameters, 
Which often are necessary in complex netWorks and often 
deviate from factory settings, are preserved. 
As another aspect of the invention, it is provided that the 

storage adapter, especially a serial adapter Without its oWn 
poWer supply, is plugged into an interface, especially into a 
serial interface, of the originally installed terminal device/ 
component or the replacement terminal device/replacement 
component. In this Way fast and uncomplicated data trans 
mission is easily possible in order to transmit con?guration 
parameters, Which have been stored in the adapter, to the 
replacement terminal device/replacement component. The 
entire con?guration, such as especially the operating and 
communications parameters of the terminal devices or com 
ponents for the netWork are stored in a storage adapter, such 
as an Electronically Erasable/Programmable Read-Only 
Memory (EEPROM), of the adapter. 
As a further aspect of the invention, an installed storage 

adapter obtains its poWer supply from the terminal or from the 
netWork component to Which it is connected. In this Way the 
adapter is ready to operate at any time and can be used over a 
long time interval during netWork operation. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

An embodiment for a process and a network apparatus 
(sample device) according to the present invention is 
described below using the shown FIGURE. 

FIG. 1 shows a block diagram according to an embodiment 
for the present invention. 

DETAILED DESCRIPTION 

FIG. 1 shows a block diagram for a network 1 according to 
the present invention, which has one or more terminals 2 (for 
example, PCs) in any number that are installed at various 
locations. The term terminal as used here also includes input 
units 3, output units 4, sensors 5 and actuators 6 and other 
comparable corresponding devices. The number and loca 
tions for these terminals depend on the topology of the net 
work as may be dictated by application. For example, pos 
sible applications include control of process-engineering 
systems and other applications in control and automation 
technology, and also of?ce communications. These refer 
ences to applications do not constitute any limitation for the 
scope of appropriate applications for this invention. 

Terminal numbers 2 to 6 are connected either individually 
or in groups to network components 7. Data are exchanged 
between the respective terminals and the pertinent network 
components 7, depending on the type and location of termi 
nals, via a data line 8, and within the network 1; the same or 
different data lines 8 can be used. 

For example, two terminals 2 (or only one terminal or more 
than two or all terminals of the network 1) have one interface 
9 or 10 at a time, which are especially serial interfaces. Ref 
erence numbers 11 and 12 are used to identify storage adapt 
ers 11 and 12 located with respective terminals 2. Different 
adapters for several terminals also can be used. Depending on 
the complexity of the network and the type of terminal, there 
also can be one adapter for each terminal. These adapters are 
in turn the same or different in design. The same situation also 
applies to the adapters assigned to the network components. 
This circumstance arises because at least one network com 
ponent 7 (or alternatively all network components) has (have) 
one (especially serial) interface 13 with a pertinent adapter 
14. When the network 1 is started up, the set up con?guration 
of the terminals and the pertinent network components is 
stored in the adapters 11 and 12 (also there can be more or 
fewer adapters). If it later is determined that one terminal 2, 
for example, due to a defect or updating (or a network com 
ponent 7) must be replaced, replacement easily can take 
place. After the replacement the pertinent adapter is con 
nected to the new terminal or new network component and 
thus the pertinent con?guration is set into the terminal or 
component. This con?guration setup takes place during the 
network restart BOOT process. The plugged-in adapter hav 
ing previously had stored in its storage device (especially an 
EEPROM) a distinct identi?cation character with which the 
required selected con?guration can be retrieved by reference 
to a suitable protocol from a server or the entire required 
con?guration can be loaded from the adapter. The adapter 
receives its supply of power from the pertinent terminal or 
network component which can be, for example, an Ethernet 
switch. 

Accordingly, a process and an apparatus for con?guration 
control of the terminals and network components within a 
network are made available when replacement of one or more 
terminal or component is necessary. Field implementation of 
the present invention does not require a specialist. A mini 
mally trained operator simply replaces one terminal or one 
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4 
network component and plugs a con?guration storage adapter 
into the serial interface of the newly inserted terminal or 
network component so that it is automatically supplied with 
the stored con?guration information and the network can then 
be started. 
The invention claimed is: 
1. A method for a setting-up a network apparatus having a 

network including at least two interconnected network termi 
nals, said network further including separate programmed 
network devices connected to separate interconnected net 
work terminals, operation of said networkbeing controlled by 
network con?guration parameter information, the network 
interconnected programmed network devices can operate 
independently or the network interconnected programmed 
network devices can communicate with each other, the 
method comprising: 

storing the network con?guration parameter information in 
a storage adapter; 

connecting an unprogrammed network device to one of 
said network terminals; 

connecting said adapter as a direct connection without 
interconnection through the network to an interface that 
is connected to said unprogrammed network device; and 

inputting the stored network con?guration parameter 
information from said storage adapter through said 
interface without communication through said network 
into said unprogrammed network device to con?gure 
said unprogrammed network device into a programmed 
network device that operates using said network. 

2. The method according to claim 1 wherein said unpro 
grammed network device is a terminal device. 

3. The method according to claim 2 wherein said terminal 
device is a personal computer. 

4. The method according to claim 1 wherein said unpro 
grammed network device is a network component. 

5. The method according to claim 4 wherein said network 
component is an Ethernet switch. 

6. The method according to claim 1 further comprising 
inputting network con?guration parameter information to 
said unprogrammed network device by having said storage 
adapter output an identi?cation character in both said unpro 
grammed network device and said network. 

7. The method according to claim 6 further comprising 
downloading con?guration operating parameters to said 
unprogrammed network device from a server when said 
server receives the identi?cation character output from said 
storage adapter. 

8. The method according to claim 1 wherein said storage 
device receives power from said unprogrammed network 
device. 

9. A network apparatus having a network including at least 
two interconnected terminals, said network further including 
separate programmed network devices connected to separate 
interconnected terminals, operation of said network, includ 
ing communication of data between separate interconnected 
programmed network devices being controlled by network 
con?guration parameter information, the network apparatus 
comprising: 

a storage adapter having stored network con?guration 
parameter information for said network; 

an unprogrammed network device connected to a terminal 
of said network; and 

said storage adapter being directly connected without 
interconnection through the network to an interface that 
is connected to said unprogrammed network device; 

wherein the network con?guration parameter information 
stored in said adapter is input from said adapter through 
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said interface Without communication through said net- 15. The apparatus according to claim 14 further compris 
Work into said unprogrammed netWork device to con- ing: 
?gure Said new unprogrammed network device into a a server connected to said network, and netWork operating 
Programmed network device With Operating Parameters parameters also stored on said server such that When said 
for Said network aPParam5~ 5 server receives the identi?cation character output from 

10- The apparatus according to Claim 9 wherein Said unpro' said storage adapter the netWork operating parameters 
grammed network device is a terminal device- stored on said server are doWnloaded to said unpro 

11. The apparatus according to claim 10 Wherein said ter- grammed network device_ 
minal device is a personal computer. 

12. The apparatus according to claim 9 Wherein said unpro- 10 
grammed netWork device is a netWork component. 

13. The apparatus according to claim 12 Wherein said net 
Work Component is an Ethernet Switch 17. The apparatus according to claim 9 Wherein said stor 

14. The apparatus according to claim 9 Wherein said stor- age adapter is an EEPROM 
age device outputs an identi?cation character into both said 15 
unprogrammed netWork device and said netWork. * * * * * 

16. The apparatus according to claim 9 further comprising: 
said unprogrammed netWork device connected to said stor 

age adapter to provide poWer to said storage adapter. 


