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SEMICONDUCTOR DEVICE 

RELATED APPLICATIONS 

This application is a divisional of application Ser. No. 
10/809,910, ?led on Mar. 26, 2004, Which in turn claims the 
bene?t of Japanese Application No. 2003-087824, ?led on 
Mar. 27, 2003, the disclosures of Which Applications are 
incorporated by reference herein. 

BACKGROUND OF THE INVENTION 

The present invention relates to CSP (chip siZe package) 
semiconductor devices. Techniques have been knoWn in 
Which in a semiconductor device, a plurality of electrode 
pads, each having a tenon-like conformation in plan vieW, are 
con?gured in a ZigZag pad arrangement so as to form inner 
and outer pad arrays. Each of the electrode pads has a narroW, 
probing portion for testing or analyzing, and a Wide, bonding 
portion Which is Wire-bonded to a package terminal. By this 
structure, the pad pitch is reduced, While the in?uence of 
probe marks is lessened (see Japanese Laid-Open Publication 
No. 2000-164620.) 
CSP semiconductor devices Were developed to reduce 

package siZe. Examples of the CSP semiconductor devices 
include a semiconductor device formed by ?ip-chip (face 
doWn) bonding a semiconductor chip to a carrier Which is 
used for external connection With the semiconductor chip. If 
concentrated stress applied to the bottom-face comers of the 
semiconductor chip during testing is taken into account, for 
mation of circuit elements is restricted so that no circuit 
elements are formed in predetermined regions near the cor 
ners on the semiconductor chip surface (see Japanese Laid 
Open Publication No. 2002-252246.) 
A POE (pad on element) technique may be employed for 

CSP semiconductor devices. By a POE technique, electrode 
pads are formed on input/output cells that include circuit 
elements formed so as to be peripherally arranged on the 
semiconductor chip surface. This structure alloWs the semi 
conductor chip to be decreased in siZe. 

Nevertheless, if a ZigZag electrode-pad arrangement is also 
adopted, a reduced pad pitch creates di?iculties in designing 
a CSP carrier that can accommodate regions near the comers 

on the semiconductor chip surface. More speci?cally, of the 
interconnect patterns formed on the carrier surface, those 
patterns that are bump-bonded to the inner pad arrays of the 
semiconductor chip, and vias in the carrier become complex, 
such that so-called “via generation” cannot be performed 
from the inner pad arrays near the comers. This causes an 
increase in the siZe of the semiconductor chip. 

SUMMARY OF THE INVENTION 

It is therefore an object of the present invention to eliminate 
any cause of an increase in the siZe of a semiconductor chip in 
a CSP semiconductor device in Which a POE technique and a 
ZigZag electrode-pad arrangement are employed. 

In order to achieve this object, in the present invention, a 
predetermined area near a corner on a semiconductor chip 

surface is designated as a pad-disposition restriction area, 
Within Which disposing and usage of electrode pads that are 
bump-bonded to an interconnect pattern formed on a carrier 
surface are restricted. 
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2 
BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW illustrating an example of the 
entire structure of a semiconductor device in accordance With 
the present invention. 

FIG. 2 is a plan vieW illustrating a comer of the electrode 
pad formation surface of a semiconductor chip shoWn in FIG. 
1 as Well as an interconnect pattern on a carrier surface and the 
location of vias in the carrier. 

FIG. 3 is a magni?ed plan vieW illustrating an electrode 
pad arrangement on the semiconductor chip of FIG. 2. 

FIG. 4 is a plan vieW illustrating a ?rst modi?ed example of 
the electrode-pad arrangement of FIG. 3. 

FIG. 5 is a plan vieW illustrating a second modi?ed 
example of the electrode-pad arrangement of FIG. 3. 

FIG. 6 is a plan vieW illustrating a third modi?ed example 
of the electrode-pad arrangement of FIG. 3. 

FIG. 7 is a plan vieW illustrating a fourth modi?ed example 
of the electrode-pad arrangement of FIG. 3. 

FIG. 8 is a plan vieW illustrating a ?fth modi?ed example of 
the electrode-pad arrangement of FIG. 3. 

FIG. 9 is a plan vieW illustrating a sixth modi?ed example 
of the electrode-pad arrangement of FIG. 3. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Hereinafter, an embodiment of the present invention Will 
be described in detail With reference to the accompanying 
draWings. 

FIG. 1 is a perspective vieW illustrating an example of the 
entire structure of a semiconductor device in accordance With 
the present invention. The semiconductor device of FIG. 1 is 
a CSP semiconductor device formed by ?ip-chip bonding a 
semiconductor chip 10 to a carrier 20 Which is used for 
external connection With the semiconductor chip 10. Gaps 
betWeen the semiconductor chip 10 and the carrier 20 are 
sealed With a sealing resin 30. Electrode pads formed on the 
surface of the semiconductor chip 10 are ?ip-chip bonded to 
interconnect patterns formed on the surface of the carrier 20, 
by bumps (Au bumps, for example) formed on the electrode 
pads of the semiconductor chip 10. A cap may be placed to 
cover and seal the semiconductor chip 10. 

FIG. 2 is a plan vieW illustrating a comer of the electrode 
pad formation surface of the semiconductor chip 10 shoWn in 
FIG. 1. On the semiconductor chip 10 surface, various kinds 
of integrated circuit elements are formed in the central area, 
While a corner cell 11 is formed in a corner, input/ output cells 
12 are formed so as to be arranged in the periphery, and 
electrode pads 13 are formed on the respective input/output 
cells 12. The input/output cells 12 include circuit elements for 
signal input/output. On the circuit elements, the plurality of 
electrode pads 13 are formed by a POE technique. Those 
electrode pads 13 are con?gured in a ZigZag pad arrangement 
so as to form inner and outer pad arrays. 
The carrier 20 is made of ceramic, for example. The carrier 

20 has, on its surface, an interconnect pattern 21 that is to be 
bump-bonded to the electrode pads 13 of the semiconductor 
chip 10, While having, on its bottom, external terminals (not 
shoWn) of the semiconductor device. The interconnect pattern 
21 is internally connected to the external terminals through 
vias 22 in the thickness direction. The carrier 20 is also called 
a substrate or an interposer. An interconnect pattern inside the 
carrier 20 may be a multilayer interconnect. 

FIG. 3 is a magni?ed plan vieW illustrating the arrange 
ment of the electrode pads 13 shoWn in FIG. 2. As shoWn in 
FIGS. 2 and 3, of the electrode pads 13 forming the inner pad 
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arrays, a total of six electrode pads located adjacent to the tWo 
sides of the corner cell 11 is not disposed. Therefore, the 
interconnect pattern 21 of the carrier 20 and the vias 22 can be 
prevented from becoming complex as indicated by broken 
lines in FIG. 2. 

To make a more detailed explanation With reference to FIG. 
3, each electrode pad 13, Which has a tenon-like conformation 
in plan vieW, includes a narroW, probing portion for testing or 
analyZing, and a Wide, bonding portion Which is bump 
bonded to the interconnect pattern 21 on the surface of the 
carrier 20. In this embodiment, if the pitch of the input/ output 
cells 12 and the pitch of the ZigZag electrode pads 13 are 60 
pm, a dimension L of pad-disposition restriction areas, Which 
is measured from an intersection point of the center lines of 
the Wide bonding portions in the inner pad arrays, is 508.4 
pm. The dimension L is determined in accordance With 
design rules (for example, the Width of the interconnect pat 
tern 21 and the siZe of the vias 22) for the carrier 20. In the 
pad-disposition restriction areas, some (six in total) of the 
electrode pads 13 that form the inner pad arrays are not 
formed. Therefore, the pad pitch in the pad-disposition 
restriction areas is 120 um, Which is tWice the pad pitch (60 
pm) in the other area. The siZe of the corner cell 11 is 295 
um><295 pm, for example. 

Hereinafter, ?rst through sixth modi?ed examples of the 
electrode-pad arrangement of FIG. 3 Will be described. Those 
modi?ed examples produce other effects in addition to the 
above effects that complication of the interconnect pattern 21 
of the carrier 20 and of the vias 22 are prevented, and that any 
cause of an increase in the semiconductor chip 10 siZe is 
eliminated. 

FIG. 4 illustrates a ?rst modi?ed example of the electrode 
pad arrangement of FIG. 3. In FIG. 4, the pitch of the outer 
pad arrays in the pad-disposition restriction areas is reduced 
according to the minimum separation rules regarding dispo 
sition of the input/output cells 12. As a result, in the outer 
electrode-pad arrays adjacent to the tWo sides of the corner 
cell 11, tWo electrode pads 13 in total can be added as com 
pared With the case of FIG. 3. 

FIG. 5 illustrates a second modi?ed example of the elec 
trode-pad arrangement. In FIG. 5, no inner and outer pad 
arrays are formed in the pad-disposition restriction areas, and 
instead of the input/output cells associated With those arrays, 
other kinds of function cells, such as ESD (electro-static 
discharge) protection cells 14 and poWer-source isolation 
cells 15 for preventing poWer interference betWeen analog 
and digital circuits, are disposed. This enables a further reduc 
tion in area. 

In third through sixth modi?ed examples, Which Will be 
discussed next, inner and outer pad arrays are also formed in 
the pad-disposition restriction areas With substantially the 
same pitch as that in the other area. In other Words, the inner 
and outer pad arrays are both formed reaching close to the 
corner cell 11. 

FIG. 6 illustrates a third modi?ed example of the electrode 
pad arrangement. In FIG. 6, probing-speci?c pads 16 used for 
testing or analyZing are provided in the electrode-pad-dispo 
sition omission positions of FIG. 3. Those probing-speci?c 
pads 16 each include only a narroW probing portion, and are 
not bump-bonded to the interconnect pattern 21 of the carrier 
20. This results in an increase in the observability and con 
trollability of the semiconductor device during probing. It 
should be noted that like the other electrode pads 13, the 
probing-speci?c pads 16 may have a tenon-like conformation 
in plan vieW, but their Wide bonding portions are not used. 

FIG. 7 illustrates a fourth modi?ed example of the elec 
trode-pad arrangement. In FIG. 7, only some electrode pads 
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4 
13 (three electrode pads designated by “A” in the example 
shoWn in FIG. 7) in the inner pad arrays that correspond to the 
electrode-pad-disposition omission positions of FIG. 3 are 
individually bump-bonded to the interconnect pattern 21 on 
the carrier 20 surface. The remaining electrode pads 13 (three 
electrode pads designated by “B” in the example shoWn in 
FIG. 7) are not connected to the interconnect pattern 21 of the 
carrier 20. HoWever, for those remaining electrode pads 13, 
via generation for establishing connection With the carrier 20 
is performed individually (illustration thereof is omitted.) 

In the example of FIG. 7, by changing the locations of the 
interconnect pattern 21 of the carrier and the vias 22, only the 
three electrode pads 13 designated by “B” in FIG. 7, in the 
inner pad arrays that correspond to the electrode-pad-dispo 
sition omission positions of FIG. 3 can be individually bump 
bonded to the interconnect pattern 21 of the carrier 20. There 
fore, preparing various kinds of carriers 20 for identical 
semiconductor chips 10 facilitates the development of prod 
uct variation in the semiconductor devices. 

FIG. 8 illustrates a ?fth modi?ed example of the electrode 
pad arrangement. In FIG. 8, electrode pads 13 (three electrode 
pads located in an upper potion of the comer cell 11 in FIG. 8) 
that form one of the inner pad arrays corresponding to the 
electrode-pad-disposition omission positions of FIG. 3 are 
individually bump-bonded to an interconnect pattern on the 
surface of the carrier 20. Those three electrode pads 13 are 
short-circuited to each other inside the carrier 20 by an inter 
connect pattern 21a and a via 22a, and then connected via the 
carrier 20 to an external poWer-supply terminal VDD. Fur 
thermore, electrode pads 13 (three electrode pads located in 
the right of the comer cell 11 in FIG. 8) that form the other of 
the inner pad arrays corresponding to the electrode-pad-dis 
position omission positions of FIG. 3 are individually bump 
bonded to an interconnect pattern on the surface of the carrier 
20. Those three electrode pads 13 are short-circuited to each 
other inside the carrier 20 by an interconnect pattern 21b and 
a via 22b, and then connected via the carrier 20 to an external 
ground terminal VSS. This alloWs the poWer supply of the 
semiconductor device to be forti?ed. For the other electrode 
pads 13, via generation for establishing connection With the 
carrier 20 is performed individually (illustration thereof is 
omitted.) 

FIG. 9 illustrates a sixth modi?ed example of the electrode 
pad arrangement. In FIG. 9, electrode pads 13 (six electrode 
pads located in upper and right portions of the comer cell 11 
in FIG. 9) that form the inner pad arrays corresponding to the 
electrode-pad-disposition omission positions of FIG. 3 are 
individually bump-bonded to an interconnect pattern on the 
surface of the carrier 20, While those six electrode pads 13 are 
classi?ed into ?rst through third groups, each including tWo 
electrode pads. The tWo electrode pads 13 of the ?rst group 
are short-circuited to each other inside the carrier 20 by an 
interconnect pattern 21a and a via 22a, and then connected 
via the carrier 20 to a ?rst external output terminal OUTa. The 
tWo electrode pads 13 of the second group are also short 
circuited to each other inside the carrier 20 by an interconnect 
pattern 21b and a via 22b, and then connected via the carrier 
20 to a second external output terminal OUTb. Moreover, the 
tWo electrode pads 13 of the third group are short-circuited to 
each other inside the carrier 20 by an interconnect pattern 210 
and a via 22c, and then connected via the carrier 20 to a third 
external output terminal OUTc. As a result, the input/ output 
cells 12 that correspond to the electrode pads 13 that are 
short-circuited to each other inside the carrier 20 each func 
tion as a single high-drive-current capability cell and as a 
single loW-impedance cell. In other Words, in the example of 
FIG. 9, the high-drive-current capability cells and the loW 
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impedance cells can be created equivalently. For the other 
electrode pads 13, via generation for establishing connection 
With the carrier 20 is performed individually (illustration 
thereof is omitted.) 

It should be noted that the short circuit of the electrode pads 
13 performed inside the carrier 20 in the examples of FIGS. 8 
and 9 may be realiZed by using the interconnect of any layer 
in the multilayer interconnect in the carrier 20. 

What is claimed is: 
1. A semiconductor device formed by ?ip-chip bonding a 

semiconductor chip to a carrier used for external connection 
With the semiconductor chip, Wherein: 

the semiconductor chip includes: 
a plurality of input/output (l/O) cells each including a 

circuit element and an electrode pad formed on the cir 
cuit element so that at least a portion of the electrode pad 
overlaps the circuit element in plan vieW, the plurality of 
I/O cells including ?rst and second l/O groups each 
including at least tWo l/O cells, Wherein 

the ?rst l/O group includes at least tWo ?rst l/O cells each 
having an inner electrode pad as the electrode pad and at 
least tWo second l/O cells each having an outer electrode 
pad as the electrode pad, and a plurality of electrode pads 
of the at least tWo ?rst and second l/O cells included in 
the ?rst l/O group are con?gured in a Zigzag pad 
arrangement so as to form inner and outer pad arrays, 
and 

the second l/O group is formed in a region betWeen a comer 
region of the semiconductor chip and the ?rst l/O group, 
and includes at least tWo third l/O cells each having an 
outer electrode pad as the electrode pad, and said elec 
trode pads included in the second l/O group are con?g 
ured to form only outer pad array. 

2. The semiconductor device of claim 1, Wherein each of a 
plurality of electrode pads of the plurality of I/O cells has a 
tenon-like conformation in plan vieW, and includes a narroW 
probing portion and a Wide bonding portion Which is bump 
bonded to a interconnect pattern on the carrier. 

3. The semiconductor device of claim 1, Wherein the sec 
ond l/O group further includes a plurality of cells each having 
no electrode pad and each of the plurality of cells is formed 
betWeen any tWo adjacent ones of the at least tWo third l/O 
cells included in the second l/O group. 

4. The semiconductor device of claim 1, Wherein a pitch of 
each tWo adjacent ones of at least tWo outer electrode pads of 
the at least tWo third l/O cells included in the second l/O 
group is smaller than a pitch of each tWo adjacent ones of at 
least tWo outer electrode pads of the at least tWo second l/O 
cells included in the ?rst l/O group. 

5. The semiconductor device of claim 1, Wherein the semi 
conductor chip further includes a comer cell formed in the 
corner region of the semiconductor chip and the second l/O 
group is formed to be adjacent to the comer cell. 

6. A semiconductor device formed by ?ip-chip bonding a 
semiconductor chip to a carrier used for external connection 
With the semiconductor chip, Wherein: 

the semiconductor chip includes: 
a ?rst plurality of I/O cells formed along a ?rst side of the 

semiconductor chip and each including a circuit element 
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6 
and an electrode pad formed on the circuit element, the 
?rst plurality of I/O cells including ?rst and second l/O 
groups each including at least tWo l/O cells, Wherein 

the ?rst l/O group includes at least tWo ?rst l/O cells each 
having an inner electrode pad as the electrode pad and at 
least tWo second l/O cells each having an outer electrode 
pad as the electrode pad, and a plurality of electrode pads 
of the at least tWo ?rst and second l/O cells included in 
the ?rst l/O group are con?gured in a Zigzag pad 
arrangement so as to form inner and outer pad arrays, 
and 

the second l/O group is formed in a region betWeen a comer 
region of the semiconductor chip and the ?rst l/O group, 
and includes at least tWo third l/O cells each having an 
outer electrode pad as the electrode pad, and said elec 
trode pads included in the second l/O group are con?g 
ured to form only outer pad array; and 

a second plurality of I/O cells formed along a second side 
of the semiconductor chip, the ?rst and second sides of 
the semiconductor chip both sharing With the comer 
region of the semiconductor chip and each of the second 
plurality of I/O cells including a circuit element and an 
electrode pad formed on the circuit element, the second 
plurality of I/O cells including third and fourth l/O 
groups each including at least tWo l/O cells, Wherein 

the third l/O group includes at least tWo fourth l/O cells 
each having an inner electrode pad as the electrode pad 
and at least tWo ?fth l/O cells each having an outer 
electrode pad as the electrode pad, and a plurality of 
electrode pads of the at least tWo fourth and ?fth l/O cells 
included in the third l/O group are con?gured in a ZigZag 
pad arrangement so as to form inner and outer pad 
arrays, and 

the fourth l/O group is formed in a region betWeen the 
corner region of the semiconductor chip and the third l/O 
group, and includes at least tWo sixth l/O cells each 
having an outer electrode pad as the electrode pad, and 
said electrode pads included in the fourth l/O group are 
con?gured to form only outer pad array. 

7. The semiconductor device of claim 6, Wherein each of a 
plurality of electrode pads of the plurality of I/O cells has a 
tenon-like conformation in plan vieW, and includes a narroW 
probing portion and a Wide bonding portion Which is bump 
bonded to a interconnect pattern on the carrier. 

8. The semiconductor device of claim 6, Wherein the semi 
conductor chip further includes a comer cell formed in the 
corner region of the semiconductor chip and each of the 
second and fourth l/O groups is formed to be adjacent to the 
corner cell. 

9. The semiconductor device of claim 6, Wherein the sec 
ond l/O group further includes a ?rst plurality of cells each 
having no electrode pad and each of the ?rst plurality of cells 
is formed betWeen any tWo adjacent ones of the at least tWo 
third l/O cells included in the second l/O group and the fourth 
l/O group further includes a second plurality of cells each 
having no electrode pad and each of the second plurality of 
cells is formed betWeen any tWo adjacent ones of the at least 
tWo sixth l/O cells included in the fourth l/O group. 

* * * * * 


