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MODULATED SCATTEROMETRY 

CLAIM OF PRIORITY 

This application is a continuation of Us. patent applica 
tion Ser. No. 11/088,538, ?led Mar. 24, 2005, noW U.S. Pat. 
No. 7,239,390 Which in turn is a continuation of Us. patent 
application Ser. No. 10/376,750, ?led Feb. 28, 2003, noW 
U.S. Pat. No. 6,888,632. 

TECHNICAL FIELD OF THE INVENTION 

The subject invention relates to an improved scatterometry 
system Which includes a modulated excitation source and a 
phase synchronous detection system to provide enhanced 
measurement capabilities. 

BACKGROUND 

Over the past several years, there has been considerable 
interest in using optical scatterometry (i.e., optical diffrac 
tion) to perform measurements associated With semiconduc 
tor fabrication. One area of great interest has been the critical 
dimension (CD) measurements of the lines and structures 
included in integrated circuits. Optical scatterometry has 
been used to analyZe periodic tWo-dimensional structures 
(e.g., line gratings) as Well as three-dimensional structures 
(e.g., patterns of vias or mesas). Scatterometry is also used to 
perform overlay registration measurements. Overlay mea 
surements attempt to measure the degree of alignment 
betWeen successive lithographic mask layers. (See Us. 2002/ 
0158193, incorporated herein by reference) Scatterometry 
measurements have also been proposed for monitoring etch 
ing, dishing, planarity of a polished layer, control of gate 
electrode pro?les, ?lm stack fault detection, stepper control, 
deposition process control, and resist thickness control. See, 
for example, U.S. Pat. Nos. 6,464,563; 6,451,700; 6,433,871; 
6,458,610; 6,479,200; 6,383,824; 6,458,605 and 6,451,621, 
incorporated herein by reference. The assignee herein has 
also proposed to use scatterometry analysis to directly mea 
sure ion implantation structures. (See Us. patent application 
Ser. No. 10/339,147, ?led Jan. 9, 2003-TWI 21800, incorpo 
rated herein by reference). 

Various optical techniques have been used to perform opti 
cal scatterometry. These techniques include broadband scat 
terometry (U.S. Pat. Nos. 5,607,800; 5,867,276 and 5,963, 
329), spectral ellipsometry (U.S. Pat. No. 5,739,909) as Well 
as spectral and single-Wavelength beam pro?le re?ectance 
and beam pro?le ellipsometry (U.S. Pat. No. 6,429,943). In 
addition it may be possible to employ single-Wavelength laser 
BPR or BPE to obtain CD measurements on isolated lines or 

isolated vias and mesas (See Us. patent application Ser. No. 
10/243,245, ?led Sep. 13, 2002). Each ofthese documents are 
incorporated herein by reference. 

Each of these prior techniques use a non-intensity modu 
lated probe beam and the DC scattering is measured. The 
prior art also includes discussions of measuring light scat 
tered from a sample that has been periodically excited. One 
such disclosure appears in Us. Pat. No. 4,632,561 assigned 
to the same assignee as herein. In the system disclosed in the 
latter patent, scattered light Was used to evaluate subsurface 
features of the sample such as material composition. The 
apparatus included an annular detector Which Was con?gured 
to measure the light scattered in all directions. The total 
amount of detected light Was used as a direct measure of 
material composition. It should be understood that in this 
system, no effort Was made to evaluate the sample based on 
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2 
hoW the physical structure diffracted light into different 
orders. Rather, the effort Was merely to evaluate the overall 
change of re?ectivity of the sample as expressed in the scat 
tered light signal. 

In contrast, optical “scatterometry” attempts to evaluate 
the geometry of a sample based on the pattern of the diffracted 
light. More speci?cally, scatterometry systems use a model 
ing approach to transform scatterometry measurements into 
geometric measurements. For this type of approach, a theo 
retical model is de?ned for each physical structure that Will be 
analyZed. The theoretical model predicts the empirical mea 
surements (scatterometry signals) that scatterometry systems 
Would record for the structure. A rigorous coupled Wave 
theory can be used for this calculation. The theoretical results 
of this calculation are then compared to the measured data 
(typically in normalized form). To the extent the results do not 
match, the theoretical model is modi?ed and the theoretical 
data is calculated once again and compared to the empirical 
measurements. This process is repeated iteratively until the 
correspondence betWeen the calculated theoretical data and 
the empirical measurements reaches an acceptable level of 
?tness. At this point, the characteristics of the theoretical 
model and the physical structure should be very similar. 

Evaluation of the theoretical models is a complex task, 
even for relatively simple structures. As the models become 
more complex (particularly as the pro?les of the Walls of the 
features become more complex) the calculations can become 
extremely time consuming. Even With high- speed processors, 
real-time evaluation of these calculations can be di?icult. 
Analysis on a real-time basis is very desirable so that manu 
facturers can immediately determine When a process is not 
operating correctly. The need is becoming more acute as the 
industry moves toWards integrated metrology solutions 
Wherein the metrology hardWare is integrated directly With 
the process hardWare. 
A number of approaches have been developed to overcome 

the calculation bottleneck associated With the analysis of 
scatterometry results. Many of these approaches have 
involved techniques for improving calculation throughput, 
such as parallel processing techniques. An approach of this 
type is described in a co-pending application PCT WO 
03/009063 (incorporated herein by reference) Which 
describes distribution of scatterometry calculations among a 
group of parallel processors. 

Another approach is to use pre-computed libraries of pre 
dicted measurements. This type of approach is discussed in 
Us. Pat. No. 6,483,580 @(u), incorporated herein by refer 
ence. In this approach, the theoretical model is parameteriZed 
to alloW the characteristics of the physical structure to be 
varied. The parameters are varied over a predetermined range 
and the theoretical result for each variation to the physical 
structure is calculated to de?ne a library of solutions. When 
the empirical measurements are obtained, the library is 
searched to ?nd the best ?t. 

In a variation on this approach, the library data is used as a 
starting point and an estimation or interpolation algorithm is 
used to re?ne the results. U.S. Pat. No. 5,867,276 describes a 
system of training a library to permit linear estimations of 
solutions. Another form of interpolation can be found in Us. 
Patent Publication No. 2002/0038196, published Mar. 28, 
2002. These applications are incorporated herein by refer 
ence. This use of interpolation avoids the penalty associated 
With generating results in real-time, but may sacri?ce accu 
racy during the interpolation process. Any of these 
approaches could be used With the subject invention. 
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BRIEF SUMMARY 

The subject invention is directed to an improvement in 
prior scatterometry systems. As used herein, scatterometers 
include a source of light Which de?nes a probe beam that is 
used to illuminate the sample. The light re?ected and dif 
fracted from the sample is measured. In many current sys 
tems, the measured light is primarily Zeroth order, but higher 
orders could also be measured. The results are then analyZed 
by comparing the empirical signal to a signal that Would be 
predicted from a theoretical model using an electromagnetic 
Wave analysis. The most common Wave analysis used for this 
purpose is rigorous coupled Wave theory, hoWever, various 
other approaches are available including Green’s functions 
and ?nite difference methods. 

In order to improve the measurement sensitivity and pos 
sibly permit measurements With higher spatial resolution, it is 
proposed that the sample be periodically excited With an 
intensity modulated pump beam. The pump beam can be a 
beam of electromagnetic radiation, but can also be a particle 
beam or acoustic ?eld. The modulation frequency selected 
depends on the sample, but couldrange from a feW hertZ to the 
gigahertZ range. Most typically, the modulation frequency 
Would be in the kilohertZ or megahertz ranges. 

The probe beam Would then be directed to overlap at least 
a portion of the area Which is being periodically excited. The 
output of the detector Would be processed in a manner to 
extract the modulated portion of the signal induced by the 
pump source. Such processing can be performed With lock-in 
detectors as discussed beloW. 

The processed signal Would then be subjected to an analy 
sis of the type noW used for scatterometry measurements. In 
this Way, information about critical dimensions and other 
features could be determined. Such information can be 
derived from any layer in a stack. The use of the modulated 
pump beam (or other modulator) can provide improved sig 
nal-to-noise performance in the scatterometry, 

It should be understood that this analysis is completely 
different from the modulated scattering experiments dis 
cussed above Where the scattered signal Was simply used as 
measure of the change in re?ectance of the sample. In con 
trast, the subject analysis attempts to determine the geometri 
cal structure of the surface actually causing the light to dif 
fract. 

It may also be possible to use this approach to improve the 
spatial resolution of the measurement. For example, many 
existing scatterometers use a broadband source to generate a 
polychromatic probe beam. Measurements are taken as a 
function of Wavelength. Unfortunately, it is di?icult to focus 
a polychromatic probe beam to the extremely small spot siZes 
desired by the semiconductor industry. On the other hand, a 
narroW Wavelength beam from a laser can be focused to 
signi?cantly smaller spot. A beam from a laser could be 
modulated and used as the pump beam and focused to spot 
siZe Well Within the spot siZe of the polychromatic probe 
beam spot. The phase synchronous detection of the scattered 
light Would then correspond to the information generated 
from the much smaller region illuminated by the pump 
source. In this Way, the spatial resolution could be enhanced 
While still permitting detection at multiple Wavelengths. 

Use of a normal incidence, tightly focused pump beam can 
also improve the performance of an off-axis ellipsometer 
based scatterometer. As noted above, scatterometers systems 
can have an ellipsometer con?guration Where the probe beam 
is directed to the sample at a non-normal angle of incidence. 
Such an orientation causes the spot siZe of the beam to elon 
gate. As noted above, by using a tightly focused modulated 
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4 
pump beam, the spatial resolution of the measurement can be 
enhanced. Beyond that, the normal incidence pump beam can 
be used to illuminate narroW open structures such as contact 

holes or vias. 

While the subject concept can be used With unpolariZed 
light, polarized light con?gurations are also possible. For 
example, either or both of the beams can be polariZed. The 
polariZation axis of the pump and probe beam could be the 
same or perpendicular. 

Beyond speci?c physical geometries, diffracting structures 
created by the stoichiometry of the sample can be measured. 
For example, periodic patterns of implanted regions could be 
monitored. 

The subject method could be used for measuring charac 
teristics of semiconductor ?lms such as (but not limited to) Si, 
GaAs, InP, etc., Wherein the pump beam may generate elec 
trons and holes and thereby enable certain desired quantities 
to be better measured, such as (but not limited to) ion-implan 
tation dose or ion implantation depth (unction depth) or ion 
implantation lateral pro?le (shape as a function of x, y, Z 
Within patterned features on a semiconductor Wafer either 
before any annealing step or after an annealing process. 

The subject method could be used for measuring charac 
teristics of ?lms and substrates such as (but not limited to) 
thickness, critical dimensions, pattern registration (“over 
lay”), carrier mobility, junction depth and depth pro?le, 
implantation and carrier lateral pro?le, plasma damage depth 
and pro?le, advanced substrate (SOI, SiGe, strained Si) char 
acteristics such as doping depth, pro?le and pro?le abrupt 
ness, interface abruptness and uniformity, erosion or dishing 
in CMP structures. 

The subject system could be used in a con?guration as 
described above With a modulated pump beam and a scattero 
metric probe beam, combined With a laser (single-Wave 
length) probe beam in order to offer the same modes of 
operation as assignee’s commercial Therma-Probe, operating 
to measure modulated re?ectance, (disable or ignore the scat 
terometric probe beam) plus the modulated scatterometric 
mode taught herein (With the scatterometric probe beam 
active and the laser probe disabled or ignored optionally). 
Information about the assignee’s modulated optical re?ectiv 
ity systems can be found in US. Pat. Nos. 4,579,463; 4,636, 
088; 4,854,710 and 5,987,074, each ofWhich is incorporated 
herein by reference. 
The subject system could be used to isolate the measure 

ment to a particular ?lm layer Within a multi-layer stack, by 
arranging the pump beam to be absorbed selectively in that 
certain layer. This can be advantageous, for example, in a 
multi-layer interconnect structure comprised of a large plu 
rality of ?lm layers beneath a particular layer of interest, such 
as the top most layer). This con?guration Would alloW for 
rejection of signal contribution from other layers in the stack. 
The application method disclosed here is independent of 

the details of the scatterometer apparatus design. Additional 
background information on scatterometers and scatterometry 
analysis can be found in the above cited patents and applica 
tions. Further objects and advantages of the subject invention 
Will become apparent from the folloWing detailed description 
taken in conjunction With the draWings in Which: 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic diagram of scatterometry system 
con?gured in accordance With the subject invention. 



US 7,400,402 B2 
5 

DETAILED DESCRIPTION 

FIG. 1 illustrates a basic form of a scatterometry system 10 
of the subject invention. The system 10 is intended to be used 
to perform evaluations of the type associated With prior scat 
terometers. For example, scatterometers have been used to 
evaluate a sample 12 having a periodic pattern of lines 14 
formed thereon. The evaluation includes determining fea 
tures such as height, spacing, side Wall angle, and shape. As 
noted above, scatterometers have also been used for to evalu 
ate three dimensional features as Well as for monitoring etch 
ing, dishing, planarity of a polished layer, control of gate 
electrode pro?les, ?lm stack fault detection, stepper control, 
deposition process control, and resist thickness control 

The subject scatterometer includes a light source 20 for 
generating a probe beam of radiation 22. The light source is 
typically either a laser, or a broadband or White light source, 
for generating a polychromatic probe beam. The probe beam 
is directed to re?ect off the sample 12. The probe beam can be 
directed either at normal incidence or off-axis. Re?ectome 
ters are more conventionally normal incidence devices While 
ellipsometers are conventionally off-axis device. HoWever, it 
is also knoWn to operate re?ectometers off-axis and ellipsom 
eters in a normal orientation, particularly When measuring 
anisotropic features such as a periodic line structure. 

The re?ected/diffracted probe beam is measured by a 
detector 26. In FIG. 1, detector 26 is shoWn measuring the 
zeroth order diffracted light. As is known, higher diffraction 
orders can be measured. If the system is a re?ectometer, 
detector 26 is con?gured to measure the intensity of the 
re?ected beam. An array of photodetector elements Will be 
used to measure multiple Wavelengths. In an ellipsometer 
con?guration, additional elements such as polarizers and/or 
compensators (Waveplates) are used (as shoWn generally in 
phantom as 28) to determine the change in polarization state 
of the beam induced by the interaction With the sample. 
Additional examples of spectroscopic re?ectometers and 
ellip someters suitable for scatterometry analysis can be found 
in US. Pat. Nos. 5,608,526 and 5,798,837, incorporated 
herein by reference. 

In state of the art scatterometers, the normalized output of 
the detector Would be compared With theoretical data deter 
mined from a theoretical model. The processing can proceed 
With an iterative analysis to ?nd a best ?t solution. Alterna 
tively, the measurements can be compared to a library of 
solutions, each solution associated With a different structure. 
Details of these types of analyses are set forth in the above 
patents and Will not be repeated herein. HoWever, the goal is 
to determine the geometrical characteristics of the sample 
that contribute to the scattering signal. (Additional references 
describing scatterometry analysis include US. patent appli 
cation Ser. No. 10/212,385, ?led Aug. 5, 2002 and relates to 
using Green’s functions to predict the electrical ?eld and US. 
patent application Ser. No. 10/345,814, ?led Jan. 16, 2003, 
Which relates to predicting the electrical ?elds using a ?nite 
difference method. Both of the applications are incorporated 
herein by reference.) 

In accordance With the subject invention, the signal collec 
tion is improved by using a modulated detection scheme. In 
this scheme, a pump source 30 is used to generate a pump 
beam 32 to excite the sample. Pump source may be an inten 
sity modulated laser or incoherent light source. Gas, solid 
state, or semiconductor lasers can be used. Other means for 
exciting the sample can include different sources of electro 
magnetic radiation or particle beams, such as from an electron 
gun. The pump source induces a modulation on the optical 
characteristics of the sample, including re?ectivity or electri 
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6 
cal conduction parameters (e.g., mobility) Which exhibit 
behavior Which is coupled to optical properties. 
A lens 34 can be used to focus the pump beam onto the 

sample. As noted above, it Would be possible to tightly focus 
the pump beam to a spot size much smaller than the probe 
beam spot size. In this manner, the spatial resolution of the 
measurement can be improved. 

The pump source output is controlled by processor 40. As 
noted above, the pump beam is intensity modulated at a 
predetermined frequency, selected depending upon the 
desired measurement. In order to detect the modulated optical 
scattered signal (MOS), the output of the photodetector 26 is 
passed through a ?lter 50 before reaching processor 40. One 
function of ?lter 50 is to pass a signal to the processor 40 
proportional to the DC poWer of the re?ected probe. A portion 
of ?lter 50 also functions to isolate the changes inpoWer of the 
re?ected probe beam Which are synchronous With the pump 
beam modulation frequency. In the preferred embodiment, 
the ?lter 50 includes a lock-in detector for monitoring the 
magnitude and phase of the periodic re?ectivity signal. 
Because the modulation frequency of pump laser can be so 
high, it is preferable to provide an initial doWn-mixing stage 
for reducing the frequency of detection. (See US. Pat. No. 
5,978,074 for more details of a synchronous detection sys 
tem.) 

In the preferred embodiment, a frequency synthesizer 52 is 
provided for generating the various pump beam modulation 
frequencies. Synthesizer 52 is under the control of processor 
40. The output of the synthesizer is delivered as a signal to the 
poWer supply of pump source 30. 

Synthesizer 52 also generates an electronic heterodyne 
signal for delivery to the lock-in ampli?er of ?lter 50. The 
heterodyne signal Will be close to, but different from the 
signal sent to the pump source. The heterodyne signal from 
the synthesizer is combined With the output from the signal 
detector 26 in a mixer (not shoWn). The output of the mixer 
Will include signal components at both the sum and difference 
of the tWo input signals. The difference signal Will be at the 
relatively loWer frequency than the modulation frequency. All 
the signals are passed through a loW pass ?lter to eliminate the 
high frequency components from the synthesizer and the 
detector. The loW frequency signal is then demodulated by 
demodulator. The outputs of demodulator are the “in-phase” 
and “quadrature” signals typical of a lock-in ampli?er. The 
in-phase and quadrature signals can be used by processor 40 
to calculate the magnitude and the phase of the modulated 
optical scatterometry signal. 
As an alternative to using an electronic heterodyne doWn 

mixing system, it is also possible to reduce the frequency of 
detection using an optical heterodyne approach. Such an opti 
cal approach is disclosed in US. Pat. No. 5,408,327, incor 
porated herein by reference. In the latter system, both the 
pump beam and the probe beam are modulated but at slightly 
different frequencies. The probe beam picks up the modula 
tion induced by the pump beam. This modulated optical scat 
ter signal picked up upon re?ection “mixes” With the inherent 
modulation of the probe beam, creating additional modula 
tions in the beam at both the sum and difference frequency. 
This process is analogous to electrical heterodyning. The 
difference or “beat” frequency is much loWer than either of 
the initial beam modulation frequencies and can therefore be 
detected by a loW frequency lock-in ampli?er. 

To insure proper repeatability of the measurements, the 
signals must be normalized in the processor. As noted above, 
the DC re?ectivity of the probe beam is derived from detector 
26. In addition, the DC output poWers of the pump and probe 
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beams Will be monitored by incident power detectors (not 
shown). The outputs of the incident poWer detector are sup 
plied to the processor 40. 

The signals can be further normalized by taking a measure 
ment of the poWer of the pump beam 32 after it has been 
re?ected. This measurement is used to determine the amount 
of pump energy Which has been absorbed in the sample. The 
DC signal for both the incident pump and probe beam poWers 
as Well as the re?ected beam poWers are used to correct for 
light source ?uctuations and absorption and re?ection varia 
tions in the samples. In addition, the signals can be used to 
help calculate sample parameters. 

Once the normalized signals are obtained, they can be 
subjected to a scatterometry analysis to evaluate the features 
of the sample. As noted above, one approach is to evaluate the 
measurements in real time. In this approach, a mathematical 
model of the sample is created. A best guess of sample param 
eters is assigned to the model and the optical response of a 
structure having those selectedparameters is calculated. Such 
calculations are performed using, for example, rigorous 
coupled Wave theory or other frameworks such as Green’s 
functions or ?nite difference approximations. (See, the Us. 
patent applications cited above). The calculations Will depend 
upon the type of measurement used, e.g., re?ectometry or 
ellipsometry (or both). The calculated optical response is 
compared to the measured optical response. Any deviations 
betWeen the calculated optical response and the measured 
optical response are used to vary the initial starting parameter 
guesses and the process is repeated in an iterative fashion until 
satisfactory convergence is reached. 

It is also Well knoWn to create libraries of signatures asso 
ciated With various possible geometries. A measured signaled 
can then be compared to the library to determine the geometry 
of the sample. 

It may also be desirable to combine the modulated scatter 
ometry measurement With a conventional non-modulated 
measurement. More speci?cally, the probe beam could be 
monitored during a period When the pump modulation source 
is turned off. The resulting measurement could be combined 
With the modulated measurement to further re?ne the analysis 
of the sample. 

While the subject invention has been described With refer 
ence to a preferred embodiment, various changes and modi 
?cations could be made therein, by one skilled in the art, 
Without varying from the scope and spirit of the subject inven 
tion as de?ned by the appended claims. 

I claim: 
1. An apparatus for characterizing the ion implantation of a 

semiconductor sample, Wherein the ion implantation is con 
?gured in a manner to diffract light, said apparatus compris 
ing: 

an intensity modulated energy source for periodically 
exciting a region of the sample having the ion implan 
tation; 

a probe source for directing a probe beam to re?ect off the 
sample in the periodically excited region; 

a detector for monitoring a re?ected portion of the probe 
beam and generating an output signal in response 
thereto; 

a ?lter for receiving the output signal and generating a 
modulated optical scattered signal in response thereto; 
and 

a processor for receiving the modulated optical scattered 
signal and determining a modulated optical scattering 
response of the sample, the modulated optical scattering 
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response being analyzed according to a scatterometry 
analysis to evaluate the characteristics of the ion implan 
tation. 

2. An apparatus as recited in claim 1, Wherein: 
the probe beam is polychromatic and the detector generates 

the output signal as a function of Wavelength. 
3. An apparatus as recited in claim 1, Wherein: 
the ?lter is operable to pass a modulated optical scattered 

signal that is proportional to the poWer of the re?ected 
portion of the probe beam. 

4. An apparatus as recited in claim 1, Wherein: 
the ?lter is operable to isolate changes in a poWer of the 

re?ected portion of the probe beam that are synchronous 
With a modulation frequency of the intensity modulated 
energy source. 

5. An apparatus as recited in claim 1, Wherein: 
the ?lter includes a lock-in detector for monitoring a mag 

nitude and phase of the modulated optical scattered sig 
nal. 

6. An apparatus as recited in claim 1, further comprising: 
a frequency synthesizer for controlling a modulation fre 

quency of the intensity modulated energy source. 
7. An apparatus as recited in claim 1, Wherein: 
the intensity modulated energy source generates a pump 

beam. 
8. An apparatus as recited in claim 7, further comprising: 
an optical element for focusing the pump beam onto the 

sample. 
9. An apparatus as recited in claim 1, Wherein the processor 

evaluates ion implantation dose. 
10. An apparatus as recited in claim 1, Wherein the proces 

sor evaluates at least one of ion implantation junction depth, 
depth pro?le and lateral pro?le. 

11. A method for characterizing the ion implantation of a 
semiconductor sample, Wherein the ion implantation is con 
?gured in a manner to diffract light, said method comprising 
the steps of: 

periodically exciting a region on the sample having the ion 
implantation; 

directing a probe beam of radiation to re?ect off the sample 
in the periodically excited region; 

monitoring the probe beam after interaction With the 
sample and generating an output signal in response 
thereto; and 

?ltering the output signal to obtain a modulated optical 
scattered signal; and 

determining a modulated optical scattering response of the 
sample, the modulated optical scattering response being 
analyzed according to a scatterometry analysis to evalu 
ate the characteristics of the ion implantation. 

12. A method as recited in claim 11, Wherein: 
the probe beam is polychromatic and the output signal is 

generated as a function of Wavelength. 
13. A method as recited in claim 11, Wherein: 
the monitoring step includes measuring modulated 

changes in an intensity of the probe beam. 
14. A method as recited in claim 11, Wherein: 
the monitoring step includes determining modulated 

changes in a polarization state of the probe beam. 
15. A method as recited in claim 11, further including: 
monitoring the probe beam after interaction With the 

sample during a period When the sample is not being 
periodically excited, and using the results to further 
evaluate the sample. 

16. A method as recited in claim 11, Wherein: 
periodically exciting a region on the sample includes 

directing a modulated pump beam toWard the sample. 
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17. A method as recited in claim 16, further including: 19. A method as recited in claim 11 dose of the ion implan 
focusing the pump beam onto the sample to a spot siZe that tation is characterized. 

is smaller than a siZe of the probe beam on the sample. 20. A method apparatus as recited in claim 11, Wherein at 
18. A method as recited in claim 11, further including: least one of ion implantation junction depth, depth pro?le and 
modulating the probe beam at a different frequency than a 5 lateral pro?le is characterized. 

modulation frequency of the intensity modulated energy 
source. * * * * * 


