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NON-DIAGNOSTIC STEREOSCOPIC X-RAY 
TRACKING OF MOVING OBJECTS IN THE 
CONTEXT OF RADIOTHERAPY AND 
RADIOSURGERY, WITH TIME-OFFSET 

IMAGE RECORDING 

RELATED APPLICATION DATA 

This application claims priority of Us. Provisional Appli 
cation No. 60/745,032 ?led onApr. 18, 2006, Which is incor 
porated herein by reference in its entirety. 

FIELD OF THE INVENTION 

The invention relates to the non-diagnostic, stereoscopic 
x-ray tracking of moving objects in the context of radio 
therapy and radio surgery. More speci?cally, the invention 
relates to x-ray tracking in Which tWo x-ray tubes are used to 
repeatedly record x-ray images of an object along tWo differ 
ent vieWing lines through a target area of an irradiating appa 
ratus, said vieWing lines intersecting at a knoWn angle. 

BACKGROUND OF THE INVENTION 

Real-time x-ray tracking of moving targets, for example 
implanted tracking markers, is knoWn in principle in the 
context of radiotherapy and/or radiosurgery. Thus, for 
example, U.S. Pat. No. 5,207,223 describes a method and 
apparatus for selectively irradiating a target Within a patient, 
Wherein images of the target area and of a marker implanted 
in its vicinity are repeatedly taken using tWo x-ray image 
recording systems arranged at an angle to each other. The data 
obtained can be used to establish, in real time, Where the 
marker and therefore the target area is actually situated at 
each point in time. This is particularly important for targets or 
target areas Which move (for example movement of the target 
area With movement of the patient due to the patient’ s breath 
ing). In this method, both x-ray image detecting units are 
actuated at the same time or substantially the same time. As a 
result, the tWo vieWing lines for a moving object intersect in 
three-dimensional space at the same time and can be used to 
determine the detected position of the marker and/ or target 
area for a particular point in time. 

Given the high scanning rates used, Which are necessary to 
precisely track the movement, such systems expose the 
patient to a relatively high radiation load When both x-ray 
systems are respectively activated at the same time. 

SUMMARY OF THE INVENTION 

A device and method in accordance With the invention can 
track a moving object Within a patient, e.g., an object that 
changes its position With a patient’s movement due to breath 
ing. If, before therapy, imaging methods (e.g., CT, MR, etc.) 
are used to produce three-dimensional image recordings of 
the patient in the area around the target treatment region, 
Wherein the object can also be seen or otherWise captured, the 
current location in three-dimensional space of these knoWn 
patient structures can be determined using real-time tracking 
of the object and/or a marker or landmark. It is therefore 
possible to adapt irradiation to the movement of the object 
(movement of the patient, tracking the radiation device, and 
gating, Where gating is the on/ off sWitching of the x-ray beam 
at suitable points in time) and, thus, to avoid damaging 
healthy tissue and speci?cally irradiate diseased tissue. 

For this purpose, a non-diagnostic, stereoscopic x-ray 
tracking method for tracking moving objects in the context of 
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2 
radiotherapy and radiosurgery is provided. In implementing 
the method, tWo x-ray devices (e.g., x-ray tubes) are used to 
repeatedly record x-ray images of an object along tWo differ 
ent vieWing lines through the target area of an irradiating 
apparatus, said vieWing lines intersecting at a knoWn angle, 
Wherein: 

a) the x-ray tubes are controlled such that one image is 
generated in each case, alternately using one of the tWo 
x-ray tubes; and With the assistance of a computer: 

b) a surface is determined Which is spanned by 
the vieWing line from a ?rst x-ray tube to the object in an 

image recorded at an earlier point in time and 
the vieWing line from the ?rst x-ray tube to the object in 

an image recorded at a later point in time; 
c) an intersecting point is determined from 
a vieWing line from the second x-ray tube to the object in an 

image recorded at a point in time betWeen the earlier 
point in time and the later point in time, and 
the spanned surface; 

d) another surface is determined, Wherein the later point in 
time becomes a neW earlier point in time, and Wherein 
said other surface is spanned by 
the vieWing line from the ?rst x-ray tube to the object in 

an image recorded at the neW earlier point in time and 
the vieWing line from the ?rst x-ray tube to the object in 

an image recorded at a neW later point in time; 
e) another intersecting point is determined from 

a vieWing line from the second x-ray tube to the object in 
an image recorded at a point in time betWeen the neW 
earlier point in time and the neW later point in time, 
and 

the other spanned surface; 
f) a spatial straight connecting line R12, Which connects 

the intersecting points, is calculated; 
g) a minimum transversal betWeen the connecting line R12 

and the vieWing line of the object at the neW later point 
in time is calculated; and 

h) the three-dimensional position of the tracked object is 
approximated from the intersecting point of the mini 
mum transversal and the vieWing line at the neW later 
point in time. 

In simpler and more general terms, the method uses tWo 
x-ray tubes to alternately and repeatedly record x-ray images 
of an object along tWo different vieWing lines, and an extrapo 
lated object trajectory is ascertained by determining surfaces 
and intersecting points. The minimum traverse from the 
object trajectory onto a current vieWing line is ascertained and 
the three-dimensional position of the tracked object is 
approximated at the point at Which the object trajectory meets 
the vieWing line. 

This method enables the x-ray images to be detected at 
intervals in time and the position of the object to nonetheless 
be determined very precisely in real time With the aid of an 
approximation, even though the object Will have moved dur 
ing the time betWeen the tWo x-ray recordings. Since the x-ray 
recordings are alternately produced using the tWo x-ray tubes 
of the system, only one tube is activated for each x-ray “shot” 
and the radiation load on the patient can be reduced by up to 
50%, Without reducing the temporal resolution of tracking, in 
particular along the main axis of movement of the object. In 
other Words, a main portion of the x-ray recordings utiliZed 
for tracking is replaced With the suitable and intelligent use of 
image data and/or positional data that are available from the 
object and x-ray recordings (since the vieWing lines are spa 
tially knoWn). Such intelligent data utiliZation, hoWever, also 
incurs other advantages such as are discussed beloW. 
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The scatter radiation along one of the image recording axes 
of one of the x-ray systems does not impair the image pro 
duction of the other x-ray system, since the tWo systems are 
not activated at the same time. This is in particular the case 
When the read-out times on the respective detectors are also 
time-offset. The maximum poWer consumption of the system 
as a Whole is reduced, since it is no longer necessary to 
activate both x-ray tubes at the same time. Further, the overall 
poWer rating of the system is correspondingly reduced. Heat 
ing in the x-ray tubes, Which represents a functional limitation 
for real-time tracking over longer periods of time, is reduced 
in relation to conventional systems as each tube is only actu 
ated half as often. If necessary, the temporal resolution of the 
tracking system can be doubled, by actuating each tube/de 
tector pair at its maximum possible frequency. 

The dose reduction for the patient is highly important for 
radiotherapy and/ or radio surgery applications in Which track 
ing has to be performed over long periods of time, since over 
the course of a complete treatment, the skin dose applied by 
the tracking x-ray irradiation may reach critical levels. 

The time interval betWeen generating an image using the 
?rst and second x-ray tube may be set such that one image is 
alternately generated using the ?rst and second x-ray tube, at 
regular time intervals in each case. The tracked object can be 
a marking implant, in particular an implant that moves in 
correlation With the movement caused by breathing. It can, 
hoWever, also be a body structure or body landmark that can 
be mapped using x-rays, in particular a structure or landmark 
that moves in correlation With the movement due to breathing. 
It is then possible to deduce from the movement of the implant 
and/ or structure/landmark the movement of the surrounding 
body structures that are stored as a three-dimensional data set 
(CT, MR, etc.) in a navigation system connected to the sys 
tem, such that the real-time location of the actual irradiation 
target can be knoWn. 

The object tracking is very precise if the minimum trans 
versal (i.e., the shortest perpendicular from the straight con 
necting line onto the vieWing line) is not too long. Preferably, 
the length of the minimum transversal is compared With a 
predetermined threshold value, Wherein if the threshold value 
is exceeded, a state of imprecision is assumed. The method 
then can be adapted or modi?ed, e.g., by increasing the scan 
ning rate, Which can be realiZed by reducing the time intervals 
betWeen the images. It also is possible to output an error 
message that alerts the user to such a state of imprecision. 

The invention also relates to a program Which, When it is 
running on a computer or is loaded onto a computer, causes 
the computer to perform a method such as described here in 
various embodiments. The invention further relates to a com 
puter program storage medium comprising such a program. 

In accordance With another aspect of the invention, a ste 
reoscopic x-ray tracking means for tracking moving objects 
in the context of radiotherapy and radiosurgery includes tWo 
x-ray tubes Which repeatedly record x-ray images of an object 
along tWo different vieWing lines through the target area of an 
irradiating apparatus, said vieWing lines intersecting at a 
knoWn angle. A control means alternately activates the x-ray 
tubes in order to generate one image in each case, respectively 
using one of the tWo x-ray tubes. Further, a computer-assisted 
image processing means implements the folloWing: 

a) a surface is determined Which is spanned by 
the vieWing line from a ?rst x-ray tube to the object in an 

image recorded at an earlier point in time and 
the vieWing line from the ?rst x-ray tube to the object in 

an image recorded at a later point in time; 
b) an intersecting point is determined from 
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4 
a vieWing line from the second x-ray tube to the object in 

an image recorded at a point in time betWeen the 
earlier point in time and the later point in time, and 

the spanned surface; 
c) another surface is determined, Wherein the later point in 

time becomes a neW earlier point in time, and Wherein 
said other surface is spanned by 
the vieWing line from the ?rst x-ray tube to the object in 

an image recorded at the neW earlier point in time and 
the vieWing line from the ?rst x-ray tube to the object in 

an image recorded at a neW later point in time; 
d) another intersecting point is determined from 

a vieWing line from the second x-ray tube to the object in 
an image recorded at a point in time betWeen the neW 
earlier point in time and the neW later point in time, 
and 

the other spanned surface; 
e) the spatial straight connecting line R12, Which connects 

the intersecting points, is calculated; 
f) the minimum transversal betWeen the connecting line 
R12 and the vieWing line of the object at the neW later 
point in time is calculated; and 

g) the three-dimensional position of the tracked object is 
approximated from the intersecting point of the mini 
mum transversal and the vieWing line at the neW later 
point in time. 

All the features described here, even if they are Worded in 
terms of a method, can of course be implemented by corre 
sponding devices and means. 

Put slightly differently, the device and method also can be 
described as demonstrating a Way of ascertaining three-di 
mensional coordinates of a moving object despite the devia 
tions in the real-time projection lines. By calculating the 
surface determined by a projection line of the object in one 
image and by its direct predecessor, and by calculating the 
intersecting point betWeen this surface and a vieWing line 
and/or projection line of the same object, detected from the 
other vieWing angle (e. g., by the other x-ray tube) at a point in 
time betWeen the tWo aforesaid image detections, it is pos 
sible to determine a three-dimensional point. This recon 
structed three-dimensional point is an approximation of the 
actual position of the object at said predetermined point in 
time. The precision of this reconstruction depends on the 
linearity of the 3D movement of the object. This recon 
structed point, hoWever, corresponds to a point in time in the 
past, and because of this difference in time, real-time tracking 
is thus still not possible. If, hoWever, the reconstruction of a 
3D point as described above is performed again in sequence, 
tWo 3D points are obtained, each on a projection line of an 
x-ray unit. 
A line through these tWo reconstructed points Would 

approximate the movement trajectory of the object through 
three-dimensional space. One problem here is that such a 
movement trajectory often does not alloW the real-time loca 
tion to be determined for the point With su?icient precision, in 
particular When movements are non-linear and/or change 
over time. FIG. 3 shoWs curves for an actual breathing signal 
(the curve of points) and for an extrapolated breathing signal 
(the curve of triangles). The external vertical abdominal 
movement in millimeters is plotted against the time axis, and 
it is clear from these tWo representations hoW imprecise an 
extrapolated breathing curve can be as compared to the actual 
movement of breathing. 

Returning noW to the movement trajectory of the object as 
approximated by tWo points, it is then clear that such an 
approximated trajectory alone cannot yet provide good 
results or a good approximation for real-time tracking. 
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Additional information can be provided from the applied 
steps, namely actual real-time information on the position of 
the object, since the object lies directly on the vieWing line of 
the last x-ray projection used for spanning the surface, pre 
cisely at the point in time of the x-ray image thus produced. 
This information can be utiliZed to very precisely approxi 
mate the exact position of the object for the last point in time 
at Which a projection vieWing line is provided, and to this end, 
the shortest distance betWeen the movement trajectory and 
the last viewing line is determined by a perpendicular line 
onto the vieWing line. This perpendicular line is the so-called 
minimum transversal. Where the minimum transversal (i.e. 
the shortest (perpendicular) connection betWeen the tWo 
straight lines mentioned Which are skeWed With respect to 
each other) meets the last projection vieWing line, there is in 
turn a point and it is precisely this point Which lies at a very 
good approximation of the actual real-time position of the 
object, i.e., at the time at Which the last x-ray vieWing line Was 
produced in order to span the surface. 

The precision of the method Will vary someWhat depending 
on the linearity of the movement of the object. Speci?cally, 
for moving objects such as implanted radio-opaque markers, 
Which are conventionally used for radiotherapy tracking, a 
main axis of movement can be determined Which for implants 
in the lung, liver or kidneys is typically a movement along the 
longitudinal axis of the body. In these cases, it is speci?cally 
important to have a good spatial/temporal resolution for the 
object along this direction. The vieWing lines of the tWo x-ray 
units (x-ray detectors) preferably intersect these main axes of 
movement at a large enough angle that the main movement 
component can be equally Well detected in images from both 
x-ray source/detector pairs. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The forgoing and other features of the invention are here 
inafter discussed With reference to the draWing. 

FIG. 1 is an exemplary schematic representation of the 
acquisition of the points and surfaces for x-ray tracking in 
accordance With the invention. 

FIG. 2 is an exemplary schematic representation of the 
determination of the real-time location of the object With the 
aid of a minimum transversal in accordance With the inven 
tion 

FIG. 3 is an exemplary graphic representation shoWing the 
deviation betWeen an extrapolated and an actual breathing 
curve. 

FIG. 4 is a block diagram of an exemplary computer system 
that can be used to carry out the method in accordance With 
invention. 

DETAILED DESCRIPTION 

FIG. 1 shoWs tWo x-ray sources 1 and 2, and an object O 
that moves through a number of successive points in time, i.e., 
the object O[1] at Time 1, the object O[2] at Time 2 and the 
object O[3] at Time 3. The position of the object is tracked as 
folloWs: 

At Time 1, a ?rst x-ray image is produced using the x-ray 
source 1, and a vieWing line X[1, 1] in this x-ray image passes 
through the object O[1]. The object then moves on and at 
Time 2 comes to the point at Which it is shoWn by 0[2]. An 
x-ray image is in turn also produced at this point in time by the 
source 1, and the vieWing line X[1, 2] is obtained. 
BetWeen Time 1 and Time 2 (in this example, after half the 

time has passed), i.e., at the intermediate point in time 1', an 
x-ray recording is produced using the x-ray source 2 and 
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6 
having the vieWing line X[2, 1']. If the surfaceA1 betWeen the 
vieWing lines X[1, 1] and X[1, 2] is then calculated and/or 
spanned, it is also possible to calculate the point at Which the 
object vieWing line X[2, 1'] from the x-ray source 2 penetrates 
the surface A1 at the intermediate point in time 1', and the 
point R1 is obtained. This intersecting point R1 can be 
regarded as a ?rst approximately reconstructed point on the 
trajectory of the object, but this information is only valid for 
a point in time in the past, since the object already has moved 
to point O[2]. 

HoWever, the information on R1 can nonetheless be used if 
the present sequence is performed again, i.e., at Time 3, the 
vieWing line X[1, 3] is in turn recorded using the x-ray tube 1, 
Wherein the point O[3] lies on the vieWing line X[1, 3] at Time 
3. If an image is then recorded using the x-ray tube 2 and 
having the vieWing line X[2, 2'] for the intermediate point in 
time 2', and the point R2 at Which the vieWing line X[2, 2'] 
penetrates the surface A2 (the surface betWeen X[1, 2] and 
X[1, 3]) is in turn determined, then one already has tWo 
extrapolated points R1 and R2 and can thus determine an 
approximated movement trajectory for the object. This 
approximated movement trajectory is shoWn by R12 in FIG. 
1 and is a straight line through R1 and R2. In order to further 
continue the approximate movement trajectory, these proce 
dures can be repeated, and therefore the vieWing line X[2, 3'] 
is also indicated, on Which the point R3 Would then lie. The 
procedure is continued in this sequence. 

Since the linear approximation of the movement trajectory 
R12 can be relatively inadequate, as folloWs from the devia 
tions in the actual and extrapolated breathing curve in FIG. 3 
and as has already been described above, it Would be possible 
to determine the real-time object point on the basis of the 
movement trajectory R12, but only imprecisely. The method, 
hoWever, recogniZes that information is already available in 
the demonstrated procedure that alloWs the precision to be 
improved, namely the information that the object 0 lies pre 
cisely on the vieWing line X[1, 3] at Time 3. This information 
can then be intelligently evaluated; for the explanation, ref 
erence is made to FIG. 2. 

FIG. 2 shoWs the movement trajectory R12 again. The 
point Pextmpol, Which Would result if the position of the object 
at Time 3 Were merely calculated as a continuation on this 
movement trajectory, is shoWn once on the movement traj ec 
tory R12, for comparison. The actual calculation, hoWever, 
takes a different route, by processing the information that the 
actual obj ect location Puma] must lie on the vieWing line X[1, 
3]. Although it is not possible to use this one projection to 
exactly establish the location of the point Puma] on the length 
of X[1, 3], the information on the position of this vieWing line, 
hoWever, can be evaluated by calculating a minimum trans 
versal M betWeen the tWo skeWed straight lines R12 and X[1, 
3]. The minimum transversal is the shortest spatial distance 
betWeen the tWo straight lines and intersects the tWo straight 
lines perpendicularly. The point Pcalc results Where the mini 
mum transversal M intersects the vieWing line X[1, 3], and 
this point Pcazc is a very good approximation of the actual 
position of the point Puma] As a result, the point PM is is thus 
a very good approximation of the real-time position of the 
object O at Time 3. 
The object tracking described herein is thus able to realiZe 

a very good approximation of the position and/or determina 
tion for an object, at a substantially reduced radiation load and 
With the other advantages mentioned above. 

FIG. 4 illustrates a computer system 20 that may be used to 
implement the method described herein. The computer sys 
tem 20 may include a display 22 for vieWing system infor 
mation, and a keyboard 24 and pointing device 26 for data 
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entry, screen navigation, etc. A computer mouse or other 
device that points to or otherwise identi?es a location, action, 
etc., e.g., by a point and click method or some other method, 
are examples of a pointing device 26. Alternatively, a touch 
screen (not shoWn) may be used in place of the keyboard 24 
and pointing device 26. The display 22, keyboard 24 and 
mouse 26 communicate With a processor via an input/ output 
device 28, such as a video card and/or serial port (e.g., a USB 
port or the like). 
A processor 30, such as an AMD Athlon 64® processor or 

an Intel Pentium IV® processor, combined With a memory 32 
execute programs to perform various functions, such as data 
entry, numerical calculations, screen display, system setup, 
etc. The memory 32 may comprise several devices, including 
volatile and non-volatile memory components. Accordingly, 
the memory 32 may include, for example, random access 
memory (RAM), read-only memory (ROM), hard disks, 
?oppy disks, optical disks (e.g., CDs and DVDs), tapes, ?ash 
devices and/or other memory components, plus associated 
drives, players and/ or readers for the memory devices. The 
processor 30 and the memory 32 are coupled using a local 
interface (not shoWn). The local interface may be, for 
example, a data bus With accompanying control bus, a net 
Work, or other subsystem. 

The memory may form part of a storage medium for storing 
information, such as application data, screen information, 
programs, etc., part of Which may be in the form of a database. 
The storage medium may be a hard drive, for example, or any 
other storage means that can retain data, including other 
magnetic and/ or optical storage devices. A netWork interface 
card (NIC) 34 alloWs the computer system 20 to communicate 
With other devices. 
A person having ordinary skill in the art of computer pro 

gramming and applications of programming for computer 
systems Would be able in vieW of the description provided 
herein to program a computer system 30 to operate and to 
carry out the functions described herein. Accordingly, details 
as to the speci?c programming code have been omitted for the 
sake of brevity. Also, While softWare in the memory 42 or in 
some other memory of the computer and/ or server may be 
used to alloW the system to carry out the functions and fea 
tures described herein in accordance With the preferred 
embodiment of the invention, such functions and features also 
could be carried out via dedicated hardWare, ?rmware, soft 
Ware, or combinations thereof, Without departing from the 
scope of the invention. 
Computer program elements of the invention may be 

embodied in hardWare and/or in softWare (including ?rm 
Ware, resident softWare, micro-code, etc.). The invention may 
take the form of a computer program product, Which can be 
embodied by a computer-usable or computer-readable stor 
age medium having computer-usable or computer-readable 
program instructions, “code” or a “computer program” 
embodied in the medium for use by or in connection With the 
instruction execution system. In the context of this document, 
a computer-usable or computer-readable medium may be any 
medium that can contain, store, communicate, propagate, or 
transport the program for use by or in connection With the 
instruction execution system, apparatus, or device. The com 
puter-usable or computer-readable medium may be, for 
example but not limited to, an electronic, magnetic, optical, 
electromagnetic, infrared, or semiconductor system, appara 
tus, device, or propagation medium such as the Internet. Note 
that the computer-usable or computer-readable medium 
could even be paper or another suitable medium upon Which 
the program is printed, as the program can be electronically 
captured, via, for instance, optical scanning of the paper or 
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8 
other medium, then compiled, interpreted, or otherWise pro 
cessed in a suitable manner. The computer program product 
and any softWare and hardWare described herein form the 
various means for carrying out the functions of the invention 
in the example embodiments. 

Although the invention has been shoWn and described With 
respect to a certain preferred embodiment or embodiments, it 
is obvious that equivalent alterations and modi?cations Will 
occur to others skilled in the art upon the reading and under 
standing of this speci?cation and the annexed draWings. In 
particular regard to the various functions performed by the 
above described elements (components, assemblies, devices, 
compositions, etc.), the terms (including a reference to a 
“means”) used to describe such elements are intended to 
correspond, unless otherWise indicated, to any element Which 
performs the speci?ed function of the described element (i.e., 
that is functionally equivalent), even though not structurally 
equivalent to the disclosed structure Whichperforms the func 
tion in the herein illustrated exemplary embodiment or 
embodiments of the invention. In addition, While a particular 
feature of the invention may have been described above With 
respect to only one or more of several illustrated embodi 
ments, such feature may be combined With one or more other 
features of the other embodiments, as may be desired and 
advantageous for any given or particular application. 

What is claimed is: 
1. A non-diagnostic, stereoscopic x-ray tracking method 

for tracking moving objects in the context of radiotherapy and 
radio surgery, Wherein ?rst and second x-ray devices are used 
to repeatedly record x-ray images of an object along tWo 
different point of vieWs through a target area of an irradiating 
apparatus, said tWo different point of vieWs intersecting at a 
knoWn angle, comprising: 

controlling the ?rst and second x-ray devices such that each 
x-ray device alternately obtains an image of the object as 
the object moves through the target area, and With the 
assistance of a computer 
determining a ?rst surface that is spanned by a ?rst 

vieWing line from the ?rst x-ray device to the object in 
an image recorded at an earlier point in time and a 
second vieWing line from the ?rst x-ray device to the 
object in an image recorded at a later point in time; 

determining a ?rst intersecting point from a third vieW 
ing line from the second x-ray device to the object in 
an image recorded at a point in time betWeen the 
earlier point in time and the later point in time, and the 
?rst spanned surface; 

determining a second surface, Wherein the later point in 
time becomes a neW earlier point in time, and Wherein 
said second surface is spanned by the second vieWing 
line from the ?rst x-ray device to the object in an 
image recorded at the neW earlier point in time and a 
fourth vieWing line from the ?rst x-ray device to the 
object in an image recorded at a neW later point in 
time; 

determining a second intersecting point from a ?fth 
vieWing line from the second x-ray device to the 
object in an image recorded at a point in time betWeen 
the neW earlier point in time and the neW later point in 
time, and the second spanned surface; 

calculating a spatial straight connecting line that con 
nects the ?rst and second intersecting points; 

calculating a minimum transversal betWeen the spatial 
straight connecting line and the fourth vieWing line of 
the object at the neW later point in time; and 
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approximating a three-dimensional position of the 
tracked object from an intersecting point of the mini 
mum transversal and the fourth line of site at the neW 
later point in time. 

2. The method according to claim 1, further comprising 
setting a time interval betWeen generating an image using the 
?rst and second x-ray device such that one image is alter 
nately generated using the ?rst and second x-ray device at 
regular time intervals for each x-ray device. 

3. The method according to claim 1, Wherein the tracked 
object is a marking implant. 

4. The method according to claim 3, Wherein the marking 
implant moves in correlation With a breathing motion of a 
patient. 

5. The method according to claim 1, Wherein the tracked 
object is a body structure or body landmark that can be 
mapped using x-rays. 

6. The method according to claim 5, Wherein the body 
structure or body landmark moves in correlation With a 
breathing motion of a patient. 

7. The method according to claim 1, further comprising: 
comparing the length of the minimum transversal With a 

predetermined threshold value; 
assuming a state of imprecision When the minimum trans 

versal is greater than the threshold value; and 
if a state of imprecision is assumed, compensating for the 

imprecision. 
8. The method according to claim 7, Wherein compensating 

includes increasing a scanning rate of the x-ray devices to 
compensate for the imprecision. 

9. The method according to claim 8, Wherein increasing the 
scanning rate is implemented by reducing the time intervals 
betWeen generating an image using the ?rst and second x-ray 
device. 

10. The method according to claim 1, further comprising: 
comparing the length of the minimum transversal With a 

predetermined threshold value; and 
When the minimum transversal is greater than the threshold 

value, outputting an error message. 
11. A computer program embodied on a computer readable 

medium for non-diagnostic, stereoscopic x-ray tracking of 
moving objects in the context of radiotherapy and radiosur 
gery, Wherein ?rst and second x-ray devices are used to 
repeatedly record x-ray images of an object along tWo differ 
ent point of vieWs through a target area of an irradiating 
apparatus, said tWo different point of vieWs intersecting at a 
knoWn angle, comprising: 

logic that controls the ?rst and second x-ray devices such 
that eachx-ray device alternately obtains an image of the 
object as the object moves through the target area, and 
With the assistance of a computer 
logic that determines a ?rst surface that is spanned by a 

?rst vieWing line from the ?rst x-ray device to the 
object in an image recorded at an earlier point in time 
and a second vieWing line from the ?rst x-ray device 
to the object in an image recorded at a later point in 
time; 

logic that determines a ?rst intersecting point from a 
third vieWing line from the second x-ray device to the 
object in an image recorded at a point in time betWeen 
the earlier point in time and the later point in time, and 
the ?rst spanned surface; 

logic that determines a second surface, Wherein the later 
point in time becomes a neW earlier point in time, and 
Wherein said second surface is spanned by the second 
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vieWing line from the ?rst x-ray device to the object in 
an image recorded at the neW earlier point in time and 
a fourth vieWing line from the ?rst x-ray device to the 
object in an image recorded at a neW later point in 
time; 

logic that determines a second intersecting point from a 
?fth vieWing line from the second x-ray device to the 
object in an image recorded at a point in time betWeen 
the neW earlier point in time and the neW later point in 
time, and the second spanned surface; 

logic that calculates a spatial straight connecting line 
that connects the ?rst and second intersecting points; 

logic that calculates a minimum transversal betWeen the 
spatial straight connecting line and the fourth vieWing 
line of the object at the neW later point in time; and 

logic that approximates a three-dimensional position of 
the tracked object from an intersecting point of the 
minimum transversal and the fourth line of site at the 
neW later point in time. 

12. A stereoscopic x-ray tracking device for tracking mov 
ing objects in the context of radiotherapy and radiosurgery, 
comprising: 

tWo x-ray devices operative to repeatedly record x-ray 
images of an object along tWo different points of vieW 
through the target area of an irradiating apparatus, said 
points of vieW intersecting at a knoWn angle, 

a controller operative to alternately activate the x-ray 
devices such that each x-ray device alternately obtains 
an image of the object as the object moves through the 
target area; and 

a computer-assisted image processing device operative to: 
determine a ?rst surface that is spanned by a ?rst vieW 

ing line from the ?rst x-ray device to the object in an 
image recorded at an earlier point in time and a second 
vieWing line from the ?rst x-ray device to the object in 
an image recorded at a later point in time; 

determine a ?rst intersecting point from a third vieWing 
line from the second x-ray device to the object in an 
image recorded at a point in time betWeen the earlier 
point in time and the later point in time, and the ?rst 
spanned surface; 

determine a second surface, Wherein the later point in 
time becomes a neW earlier point in time, and Wherein 
said second surface is spanned by the second vieWing 
line from the ?rst x-ray device to the object in an 
image recorded at the neW earlier point in time and a 
fourth vieWing line from the ?rst x-ray device to the 
object in an image recorded at a neW later point in 
time; 

determine a second intersecting point from a ?fth vieW 
ing line from the second x-ray device to the object in 
an image recorded at a point in time betWeen the neW 
earlier point in time and the neW later point in time, 
and the second spanned surface; 

calculate a spatial straight connecting line that connects 
the ?rst and second intersecting points; 

calculate a minimum transversal betWeen the spatial 
straight connecting line and the fourth vieWing line of 
the object at the neW later point in time; and 

approximate a three-dimensional position of the tracked 
object from an intersecting point of the minimum 
transversal and the fourth line of site at the neW later 
point in time. 


