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CACHE MEMORY TO SUPPORT A 
PROCESSOR’S POWER MODE OF 

OPERATION 

BACKGROUND 

1. Field 
This disclosure generally relates to cache memory, such as, 

a cache memory to support a low power mode of operation. 
2. Background Information 
As is well known, a cache or cache memory stores infor 

mation, such as for a computer or computing system. The 
performance of a cache tends to decrease data retrieval times 
for a processor. The main memory forwards speci?c subsets 
of data to be stored into the cache memory. A few examples of 
data include instructions and addresses. Typically, at least one 
cache line within the cache memory is updated with new data, 
commonly referred to as a “dirty line or modi?ed”. In con 
trast, a clean line of a cache has data that has not changed with 
respect to main memory. Eventually, the new data for the dirty 
line or lines is written back into main memory to insure 
coherency between the cache memory and main memory. 

Cache memories have a range of different architectures 
with respect to addresses locations mapped to predetermined 
cache locations. For example, cache memories may be direct 
mapped or fully associative. Alternatively, another cache 
memory is a set associative cache, which is a compromise 
between a direct mapped cache and fully associative cache. In 
a direct mapped cache, there is one address location in each 
set. Conversely, a fully associative cache that is N-way asso 
ciative has a total number of N blocks in the cache. Finally, a 
set associative cache, commonly referred to as N-way set 
associative, divides the cache into a plurality of N ways 
wherein each address is searched associatively for a tag 
address. 

The demand for more powerful computers and communi 
cation products has resulted in faster processors that often 
have higher die temperatures and consume increasing 
amounts of power. However, design engineers struggle with 
reducing power consumption and die temperature. For 
example, a cache needs to insure synchronization of data with 
main memory and to support a processor’s low power mode 
of operation, such as, an idle state to utiliZe a low level of 
power. However, every way of a typical cache memory needs 
to receive power until the dirty lines have been written back to 
main memory. A ?ush operation initiates writing the dirty 
lines back to the main memory. Thus, every way of a typical 
cache memory needs to receive power until a ?ush operation 
has completed. Therefore, a typical cache memory cannot 
support a processor that is idle for an intermittent time during 
a low power mode of operation. Furthermore, a typical cache 
memory can support a processor that is idle for an extended 
amount of time only after completion of a ?ush operation. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Subject matter is particularly pointed out and distinctly 
claimed in the concluding portion of the speci?cation. The 
claimed subject matter, however, both as to organiZation and 
method of operation, together with objects, features, and 
advantages thereof, may best be understood by reference to 
the following detailed description when read with the accom 
panying drawings in which: 

FIG. 1 is a schematic diagram illustrating an embodiment 
of a cache memory in accordance with the claimed subject 
matter. 
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2 
FIG. 2 is a ?owchart illustrating an embodiment of a 

method in accordance with the claimed subject matter. 

FIG. 3 is a ?owchart illustrating an embodiment of a 
method in accordance with the claimed subject matter. 

FIG. 4 is a block diagram illustrating a system that may 
employ the embodiment of either FIG. 1, 2, or 3, or all of 
them. 

DETAILED DESCRIPTION 

In the following detailed description, numerous speci?c 
details are set forth in order to provide a thorough understand 
ing of the claimed subject matter. However, it will be under 
stood by those skilled in the art that the claimed subject matter 
may be practiced without these speci?c details. In other 
instances, well-known methods, procedures, components and 
circuits have not been described in detail so as not to obscure 
the claimed subject matter. 
An area of current technological development relates to 

achieving longer battery life for communication products and 
computer or computing systems by reducing power con 
sumption. Presently, a ?ush operation needs to be completed 
in order for a cache memory to support a processor’s low 
power mode of operation for an extended period of time. 
Likewise, every way of a cache memory needs to receive 
power until the completion of a ?ush operation. However, as 
previously discussed, a cache memory cannot support a pro 
cessor that is idle for an intermittent time during a low power 
mode of operation until the ?ush operation is completed 
because every way needs to receive power. 

In contrast, an apparatus, system, and method that stores 
dirty lines within predetermined ways allows a cache memory 
to support a processor’s low power mode of operation. For 
example, a cache memory with eight ways, way 0-way 7, may 
allow only ways 0 and 1 to store dirty lines. Therefore, ways 
2-7 may be powered down during a processor’s low power 
mode of operation without completion of a ?ush operation. 
Furthermore, ways 0 and 1 may be powered down after per 
forming a ?ush operation on ways 0 and 1. Thus, the claimed 
subject matter reduces power consumption by powering 
down ways that do not store dirty lines. Likewise, the claimed 
subject matter improves cache performance because a ?ush 
operation is only performed for the predetermined ways that 
store dirty lines and results in reducing power consumption 
for the ?ush operation of the entire cache. In contrast, the 
typical cache memory performs a ?ush operation for all ways. 

FIG. 1 is a schematic diagram illustrating an embodiment 
of a cache memory in accordance with the claimed subject 
matter. The schematic diagram 100 comprises, but is not 
limited to, a cache memory with a plurality of ways. In one 
embodiment, the cache memory is an eight way set associa 
tive cache. However, the claimed subject matter is not limited 
to an eight way set associative cache. For example, the 
claimed subject matter supports different con?gurations of a 
cache that include a sixteen way set associate cache or a fully 
associative cache or any cache memory with a plurality of 
ways. 

In one aspect, the schematic diagram facilitates a cache 
memory to support a processor’s low power mode of opera 
tion by storing dirty lines in predetermined ways. For 
example, in one embodiment, ways 0 and 1 are predetermined 
to allow storage of dirty lines. In contrast, ways 2-7 are not 
allowed to store dirty lines and store clean lines. Furthermore, 
ways 0 and 1 are allowed to store clean lines. However, the 
claimed subject matter is not limited to the embodiment of 
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allowing only ways 0 and 1 to store dirty lines. For example, 
one way or more than two ways may be allowed to store dirty 
lines. 

In contrast, in an alternative embodiment, ways 0 and 1 are 
predetermined to allow storage of dirty lines. In contrast, 
ways 2-7 are not allowed to store dirty lines and store clean 
lines. Furthermore, ways 0 and 1 are not allowed to store clean 
lines. 

The schematic 100 supports various cache replacement 
protocols, such as, random, least recently used (LRU), 
pseudo-LRU, not recently used (NRU), random, and round 
robin protocols. 

The schematic 100 supports various cache state protocols, 
such as, Modi?ed Exclusive Shared Invalid (MESI), and 
Modi?ed Owned Exclusive Shared Invalid (MOESI). The 
MESI and MOESI protocols are well known in the art. Fur 
thermore, the MESI protocol allows for one processor to have 
a cache line with data that is different from main memory. In 
contrast, the MOESI protocol allows two or more processors 
to have a cache line that is different from main memory 
because one processor operates the cache line in an “owned” 
state and the other processor has the same cache line in a 
“shared” state. The processor with the cache line in the 
“owned” state is responsible for writing the line back to main 
memory in order to update the main memory. 

The schematic diagram supports various read and write 
operations, such as load and store requests, from a processor, 
which is discussed in connection with FIGS. 2 and 3. The 
claimed subject matter supports read and write operations 
from various agents, such as, micro-controllers, microproces 
sors, and chipsets. 

Therefore, the claimed subject matter depicted in FIG. 1 
illustrates selecting at least one way to allow for storage of 
dirty lines and preventing the remaining way or ways from 
storing dirty lines. As previously described, the claimed sub 
ject matter improves the cache performance because the ?ush 
operation is performed on a subset of the plurality of ways 
that are prevented from storing dirty lines. In contrast, the 
prior art cache performs a ?ush operation for all of the plu 
rality of ways. Furthermore, the claimed subject matter 
reduces power consumption because the ways that are pre 
vented from storing dirty lines may be powered down for a 
variety of conditions, such as, to support a processor’s low 
power mode of operation or an external request to power 
down the ways. 

FIG. 2 is a ?owchart illustrating an embodiment of a 
method in accordance with the claimed subject matter. The 
?owchart comprises, but is not limited to, a plurality of dia 
monds and blocks 202, 204, 206, 208, 210, 212, 214, 216, 
218, 220, and 222. In one embodiment, the claimed subject 
matter depicts facilitating a cache memory to support a pro 
cessor’s low power mode of operation by storing dirty lines in 
predetermined ways. In another aspect, the claimed subject 
matter allows for powering down of the ways that do not store 
dirty lines to support a processor’ s low power mode of opera 
tion. In yet another aspect, the claimed subject matter sup 
ports a write request from a processor to allow storage of dirty 
lines in predetermined ways. 

In one embodiment, the claimed subject matter selects at 
least one way of a cache memory to store dirty lines, as 
illustrated by the block 202. The cache memory receives a 
write request, such as, a store request for a cache line of the 
cache memory, as illustrated by the block 204. 

Subsequently, a decision to determine whether the cache 
line of the write request is present in the cache memory and is 
in a valid state, commonly referred to as a hit condition, is 
executed by the diamond 206. If so, a decision to determine 
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4 
whether the cache line of the write request is stored in a way 
that allows for storage of dirty lines is executed by diamond 
208. However, a read and invalidate command is executed, 
applies otherwise, as illustrated by block 218 which will be 
discussed on the next page. 

If the cache line of the write request is stored in a way that 
allows for storage of dirty lines, as determined by diamond 
208, the claimed subject matter proceeds to updating the 
cache line in the same location in the cache memory, as 
illustrated by block 210. In one embodiment, obtaining exclu 
sive ownership of the cache line is performed to insure that 
only one processor has a copy of the cache line prior to 
updating the cache line in order to support the MESI and 
MOESI protocols. 

If the cache line of the write request is stored in a way that 
does not allow for storage of dirty lines, as determined by 
diamond 208, the claimed subject matter proceeds to reading 
the cache line and invalidating the cache line of the write 
request, as illustrated by block 212. In one embodiment, 
obtaining exclusive ownership of the cache line is performed 
to insure that only one processor has a copy of the cache line 
prior to reading and invalidating the cache line in order to 
support the MESI and MOESI protocols. Subsequently, the 
claimed subject matter merges the write data with the data in 
the cache line of the write request, as illustrated by block 214. 
For example, in one embodiment, the merging of the write 
data with the data in the cache line allows for updating only 
the bytes in the cache line that need to be modi?ed. Then, 
writing the cache line of the write request to a way that allows 
for storage of dirty lines, as illustrated by block 216. 

In the absence of a hit condition as determined by diamond 
206, the claimed subject matterperforrns a read and invalidate 
command on a bus to obtain the exclusive ownership of the 
cache line of the read request, as illustrated by block 218. 
Subsequently, the claimed subject matter merges the write 
data with the data that is retrieved (“fetched”) from either 
system memory or a different cache memory, as illustrated by 
block 220. Then, writing the cache line of the write request to 
a way that allows for storage of dirty lines, as illustrated by 
block 222. 

Therefore, the claimed subject matter depicts a cache 
memory supporting an agent’s low power mode of operation 
for a write request by reducing power consumption because 
the ways that do not store dirty lines may be powered down 
without a ?ush operation and regardless of the duration of the 
low power mode of operation. Furthermore, the claimed sub 
ject matter depicts improving cache memory performance 
because a ?ush operation is performed only on the ways that 
are designated to store dirty lines. In contrast, the prior art 
cache memory performs a ?ush operation on all the ways. 
The selection of the ways to allow for storage of dirty lines 

was determined by block 202. The selection of the predeter 
mined ways may be performed by a series of external pins. 
For example, in one embodiment, a decoded value of three 
external pins for an eight-way cache determines the number 
of ways that may store dirty lines. Therefore, a value of “001” 
allows for one way (way 0) to store dirty lines; a value of 
“002” (ways 0 and 1) allows for two ways to store dirty lines; 
etc. Alternatively, a basic input and output system (BIOS) 
?rmware may determine the number of ways that are allowed 
to store dirty lines. 
The number of ways that are allowed to store dirty lines 

may allow for dynamic changes. For example, the cache may 
initially allow for only two ways, way 0 and way 1, to store 
dirty lines. Subsequently, the number of ways that are allowed 
to store dirty lines may be increased to support the storage of 
more dirty lines. Alternatively, the number of ways that are 



US 7,404,043 B2 
5 

allowed to store dirty lines may be reduced. For example, a 
way 0 and way 1 were initially allowed to store dirty lines. 
Subsequently, the number of ways to support storage of dirty 
lines needs to be reduced and way 0 is prevented from storing 
dirty lines. Thus, a ?ush operation is performed on way 0 to 
insure synchronization between main memory and way 0. 

The claimed subject matter depicted in the method has 
optional blocks. For example, blocks 210, 212, and 218 
depicted one example that is utiliZed by a hardware coherent 
system. In contrast, an alternative embodiment does not 
include the exclusive ownership commands that are depicted 
in blocks 210,212, and 218, as utiliZed by a write-back cache. 

FIG. 3 is a ?owchart illustrating an embodiment of a 
method in accordance with the claimed subject matter. The 
?owchart comprises, but is not limited to, a plurality of dia 
monds and blocks 302, 304,306, 308, 310, and 312. In one 
embodiment, the claimed subject matter depicts facilitating a 
cache memory to support a processor’s low power mode of 
operation by storing dirty lines in predetermined ways. In 
another aspect, the claimed subject matter allows for power 
ing down of the ways that do not store dirty lines to support a 
processor’s low power mode of operation. In yet another 
aspect, the claimed subject matter supports a read request 
from a processor to allow storage of dirty lines in predeter 
mined ways. 

In one embodiment, the claimed subject matter selects at 
least one way of a cache memory to store dirty lines, as 
illustrated by the block 302. The cache memory receives a 
read request, such as, a store request for a cache line of the 
cache memory, as illustrated by the block 304. 

Subsequently, a decision to determine whether the cache 
line of the read request is present in the cache memory and is 
in a valid state, commonly referred to as a hit condition, is 
executed by the diamond 306. If so, the cache memory for 
wards the cache line of the read request to an agent, such as, 
a processor, as illustrated by block 308. However, the genera 
tion of a read command on a bus to obtain the cache line of the 
initial read request from another cache memory or main 
memory, applies otherwise, as illustrated by block 310. Sub 
sequently, upon reception of the cache line from the read 
command, the operation of writing the cache line of the read 
command to a way that allows for storage of clean lines for a 
write allocate system, as illustrated by block 312. In contrast, 
a non-write allocate system allows for writing the cache line 
of the read command to any way. For example, a non-write 
allocate system may allow any way to store the fetched data 
from a read miss to preclude incurring the penalty of reading 
the data out of a way that only allows for clean lines and 
writing into a way that allows for dirty lines since the ?rst 
store operation will never have a hit in a way that allows 
storage of dirty lines. 
The selection of the way for this read request may be 

performed by any typical cache replacement policy, such as, 
random, least recently used (LRU), pseudo-LRU, not recently 
used (N RU), and round-robin protocols. 

Therefore, the claimed subject matter depicts a cache 
memory supporting an agent’s low power mode of operation 
for a read request by reducing power consumption because 
the ways that do not store dirty lines may be powered down 
without a ?ush operation and regardless of the duration of the 
low power mode of operation. Furthermore, the claimed sub 
ject matter depicts improving cache memory performance 
because a ?ush operation is performed only on the ways that 
are designated to store dirty lines. In contrast, the prior art 
cache memory performs a ?ush operation on all the ways. 

FIG. 4 is a block diagram illustrating a system that may 
employ the embodiment of either FIGS. 1, 2, 3, or all. In one 
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embodiment, the system 400 is a computer or a computing 
system, such as, a personal digital assistant, Internet table, 
and a communication device. The system comprises, but is 
not limited to, a processor 402 and a memory 404. The pro 
cessor may execute instructions and request data from the 
memory, such as, a cache memory. For example, the proces 
sor may generate read requests, such as a load request, for a 
particular cache line of the cache memory 404. Likewise, the 
processor may generate write requests, such as a store 
request, to a particular cache line of the cache memory 404. 

In one embodiment, the system incorporates the schematic 
discussed in connection with FIG. 1. In another embodiment, 
the system incorporates the methods discussed in connection 
with either FIGS. 2 and 3, or both. In still another embodi 
ment, the system incorporates the schematic and methods 
depicted in connection with FIGS. 1, 2, and 3. 

Although the claimed subject matter has been described 
with reference to speci?c embodiments, this description is not 
meant to be construed in a limiting sense. Various modi?ca 
tions of the disclosed embodiment, as well as alternative 
embodiments of the claimed subject matter, will become 
apparent to persons skilled in the art upon reference to the 
description of the claimed subject matter. It is contemplated, 
therefore, that such modi?cations can be made without 
departing from the spirit or scope of the claimed subject 
matter as de?ned in the appended claims. 

The invention claimed is: 
1. A cache memory with a plurality of ways to receive a 

write request comprising: 
the cache memory to allow a subset of the plurality of ways 

to store at least one dirty line; and 
the cache memory to determine whether a cache line of the 

write request is a hit condition, if so, the cache memory 
to update the cache line of the write request if the cache 
line of the write request is stored in the subset of the 
plurality of ways that are allowed to store the one dirty 
line 

wherein the cache memory, in the absence of the hit con 
dition, is to perform a read and invalidate command on a 
bus to obtain an exclusive ownership of the cache line of 
the write request, merge a write data of the write request 
with a data of the cache line, and write the cache line of 
the write request to one of the subset of the plurality of 
ways to be allowed to store dirty lines. 

2. The cache memory of claim 1 wherein the plurality of 
ways comprises eight ways. 

3. The cache memory of claim 1 wherein the cache memory 
is an eight way set associative cache. 

4. The cache memory of claim 1 wherein the cache memory 
is coupled to a processor. 

5. The cache memory of claim 1 wherein the cache memory 
is to support a MESI protocol. 

6. The cache memory of claim 1 wherein the cache memory 
is to support a MOESI protocol. 

7. The cache memory of claim 1 wherein the cache memory 
is to support either one of LRU, random, or NRU cache 
replacement protocols. 

8. The cache memory of claim 4 wherein the write request 
is a store request from the processor. 

9. A cache memory with a plurality of ways to receive a 
write request comprising: 

the cache memory to allow a subset of the plurality of ways 
to store at least one dirty line; and 

the cache memory to determine whether a cache line of the 
write request is a hit condition, if so, the cache memory 
to update the cache line of the write request if the cache 
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line of the Write request is stored in the subset of the 
plurality of Ways that are allowed to store the one dirty 

line; 
Wherein the cache memory, in the event of the hit condition 

for the cache line of the Write request that is not stored in 
the subset of the plurality of Ways that are alloWed to 
store dirty lines, is to perform a read operation of the 
cache line of the Write request and then an invalidate of 
the cache line of the Write request, merge a Write data of 
the Write request With a data of the cache line, and Write 
the cache line of the Write request to one of the subset of 
the plurality of Ways to be alloWed to store dirty lines. 

10. The cache memory of claim 9 Wherein the plurality of 
Ways comprises eight Ways. 

8 
11. The cache memory of claim 9 Wherein the cache 

memory is an eight Way set associative cache. 
12. The cache memory of claim 9 Wherein the cache 

memory is coupled to a processor. 
13. The cache memory of claim 12 Wherein the Write 

request is a store request from the processor. 
14. The cache memory of claim 9 Wherein the cache 

memory is to support a MESI protocol. 
15. The cache memory of claim 9 Wherein the cache 

memory is to support a MOESI protocol. 
16. The cache memory of claim 9 Wherein the cache 

memory is to support either one of LRU, random, or NRU 
cache replacement protocols. 

* * * * * 


