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DOSAGE COUNTING DEVICES 

The present invention relates to counting devices for use 
With dose-dispensing delivery apparatus Which require an 
axial force for operation. 

It has been recognised that there is a need to provide accu 
rate information to the user of a dose-dispensing delivery 
apparatus concerning the number of doses delivered from, or 
remaining in, the apparatus. Without such accurate informa 
tion there is the danger that a user Will forget hoW many doses 
have been delivered and hence take a greater or feWer number 
of doses than is required. There is also the danger that a user 
may be unaWare that the delivery apparatus is empty or close 
to empty. Hence, in an emergency situation, the user may seek 
to take a dose from the delivery apparatus only to ?nd that 
there are no doses left in the apparatus. This is especially 
dangerous Where the delivery apparatus is for use in dispens 
ing medicinal compounds for the treatment of chronic or 
acute symptoms, for example, as in the case of a pressurised 
metered dose inhaler used for treating asthmatic reactions. 
A number of devices have been proposed to count the 

number of doses delivered or remaining in a delivery appa 
ratus. WO95/08484 teaches a dose counting device for use 
With an aerosol medication dispenser. The device Works by 
translating a non-rotative force on an outer cover into a rota 
tion of an indicator Wheel by use of a set of ?exible paWls 
engaged With a set of teeth. The paWls depress and thereby 
extend circumferentially When the applied force forces them 
to effect a rotation of the teeth. This device has, hoWever, been 
found to have disadvantages. The reliability of operation of 
the counting device depends on the relationship betWeen the 
stiffness of the internal spring bias of the medication dis 
penser and the paWls. If the paWls are too stiff relative to the 
internal spring bias then the medication dispenser may dis 
pense a dose before the paWls ?ex suf?ciently to rotate the 
indicator Wheel; a dose Wold be delivered Without the counter 
registering it. Alternatively, if the paWls are too ?exible rela 
tive to the internal spring bias then the paWls may ?ex su?i 
ciently to rotate the indicator Wheel before the medication 
dispenser has dispensed a dose; a dose Would be registered by 
the counter but not actually delivered. 

The present invention seeks to provide a dosage counting 
device Which overcomes these problems. 

Accordingly, the present invention provides apparatus 
comprising a housing de?ning a portion for receiving in use a 
dose-dispensing container, the housing containing a dose 
counter comprising an annular counter member and a driving 
member, the driving member comprising a planar ring portion 
and ?rst and second sets of ?exible teeth depending from 
opposite sides of the planar ring portion, the ?rst set of depen 
dent ?exible teeth engaging a ?rst series of teeth formed on 
the annular counter member, Wherein on movement of the 
received do se-dispensing container toWards the driving mem 
ber the ?rst and second sets of dependent ?exible teeth are 
caused to ?ex toWards the plane of the ring portion to thereby 
incrementally rotate the annular counter member in a ?rst 
direction relative to the housing. 

The present invention also provides apparatus comprising 
a housing de?ning a portion for receiving in use a dose 
dispensing container, the housing containing a dose counter 
comprising an annular counter member, a driving member for 
translating reciprocal motion of the received do se-dispensing 
container into rotary motion of the annular counter member, 
and a support member for supporting the annular counter 
member and driving member in proper alignment With the 
received dose-dispensing container, Wherein the support is an 
interference ?t in the housing such that a ?rst actuation of the 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
received dose-dispensing container sets the position of the 
support relative to the received do se-dispensing container and 
housing. 
An embodiment of the present invention Will noW be 

described, by Way of example only, With reference to the 
accompanying draWings, in Which: 

FIG. 1 is a cross-sectional vieW of a dispensing apparatus 
according to the present invention; and 

FIG. 2 is an exploded perspective vieW of part of the dis 
pensing apparatus of FIG. 1. 

In the folloWing description, the invention Will be illus 
trated, by Way of example only, With respect to a pressurised 
dispensing container capable of delivering successive doses 
of a product in an aerosol form. 

FIGS. 1 and 2 illustrate a dispensing apparatus comprising 
a housing 1 having a cylindrical portion 2 With upper and 
loWer ends. The upper end 6 is open Whilst the loWer end is 
closed off by a basal Wall portion 7. A mouthpiece 3 Which 
communicates With the cylindrical portion 2, depends later 
ally from the loWer end of the cylindrical portion 2. The 
mouthpiece 3 de?nes an outlet duct 4 Which terminates in an 
outlet 5 of the mouthpiece 3. 
An inWardly directed valve stem receiving block 9 is inte 

grally formed With the basal Wall portion 7 and has its longi 
tudinal axis aligned co-axially With a longitudinal axis of the 
cylindrical portion 2 of the housing 1. The valve stem receiv 
ing block 9 de?nes a receiving bore 12 Which is open to the 
cylindrical portion 2 and an ori?ce 10 Which is open to the 
outlet duct 4 of the mouthpiece 3. The receiving bore 12 and 
ori?ce 10 are linked by a duct 11. 

Eight circumferentially spaced inWardly directed longitu 
dinal ribs 14 are provided on the internal Wall of the cylindri 
cal portion 2. 

In use a pressurised dispensing container 20 is received in 
the cylindrical portion 2. The pressurised dispensing con 
tainer 2 comprises a canister body 21 de?ning a storage 
chamber for housing the product to be dispensed. The canister 
body 21 is closed off at one end by a metering valve (not 
shoWn) having a valve stem 22 Which extends externally from 
the metering valve. The metering valve is retained in the 
canister body by a crimped ferrule 23. 
When the pressurised dispensing container 20 is inserted 

into the housing 1, the valve stem 22 is received in receiving 
bore 12 of the valve stem receiving block 9. An annular air gap 
13 exists betWeen the internal Wall of the cylindrical portion 
2 and the canister body 21 to alloW air to ?oW through the 
dispensing apparatus in use. 

According to the present invention, a dosage counter is 
provided in housing 1. The counter comprises an indicator 
Wheel 40, toothed Wheel 41, bearing plate 42 and support ring 
70. Each of the indicator Wheel 40, toothed Wheel 41, bearing 
plate 42 and support ring 70 are generally annular in form. 
The indicator Wheel 40 comprises a peripheral Wall 43 on 
Which are marked indicia 45 in the form of numerals. An 
annular ?ange portion 44 depends from an upper edge of the 
peripheral Wall 43 and de?nes a central aperture 48. The 
upper surface of annular ?ange portion 44 is formed into a 
series of teeth Which Will be denoted as the upper teeth 47 of 
the indicator Wheel 40. The loWer edge of the peripheral Wall 
43 is formed into a series of teeth Which Will be denoted as the 
loWer teeth 46 of the indicator Wheel 40. 
The toothed Wheel 41 comprises a generally planar annular 

disc 50 formed from an elastic material such as sheet metal. A 
series of circumferentially spaced teeth are formed in the 
annular disc 50. Alternate teeth are directed upWardly and 
doWnWardly to depend out of the plane of the disc 50 to form 
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upwardly directed teeth 52 and downwardly directed teeth 51. 
A central aperture 53 is de?ned at a centre of the annular disc 
50. 

The bearing plate 42 also comprises an annular disc 55 
de?ning a central aperture 56.A lower face of the annular disc 
55 is formed into a series of teeth which will be denoted as the 
lower teeth 57 of the bearing plate 42. A series of eight 
circumferentially spaced notches 58 are formed in the periph 
ery of the bearing plate 42. 

The support ring 70 comprises an annular disc 71 whose 
upper face 72 is formed into a series of teeth which will be 
denoted as the upper teeth 73 of the support ring. The annular 
disc 71 de?nes a central aperture 74. 

The indicator wheel 40, toothed wheel 41, bearing plate 42 
and support ring 70 are assembled in the housing 1 as follows: 

The support ring 70 is positioned lowermost. Above the 
support ring 70 is positioned the indicator wheel 40. Above 
the indicator wheel 40 is positioned the toothed wheel 41. 
Above the toothed wheel 41 is positioned the bearing plate 42. 

The support ring 70 forms a push-?t with the internal wall 
of the cylindrical portion 2 of the housing 1. The support ring 
70 is pushed down the cylindrical portion 2 so that its central 
aperture 74 is received over the valve stem receiving block 9. 
The indicator wheel 40 is supported by the support ring 70 
with the lower teeth 46 of the indicator wheel 40 engaging the 
upper teeth 73 of the support ring 70. As shown, the teeth 46, 
73 of the indicator wheel 40 and support ring 70 are sloped 
relative to one another so as only to allow the indicator ring 40 
to rotate relative to the support ring 70 in an anti-clockwise 
direction as discussed below. 

The toothed wheel 41 is supported by the indicator wheel 
40 with the downwardly directed teeth 51 of the toothed 
wheel 41 engaging the upper teeth 47 of the indicator wheel 
40. As shown, the teeth 51, 47 of the toothed wheel 41 and 
indicator wheel 40 are sloped relative to one another so as 
only to allow the indicator wheel 41 to rotate relative to the 
toothed wheel 41 in an anti-clockwise direction as discussed 
below. 

The bearing plate 42 is supported by the toothed wheel 41 
with the lower teeth 57 of the bearing plate 42 engaging the 
upwardly directed teeth 52 of the toothed wheel 41. As 
shown, the teeth 57, 52 of the bearing plate 42 and toothed 
wheel 41 are sloped relative to one another so as only to allow 
the toothed wheel 41 to rotate relative to the bearing plate 42 
in an anti-clockwise direction, as discussed below. The 
notches 58 engage the longitudinal ribs 14 of the housing 1 to 
prevent the bearing plate 42 rotating relative to the housing 1 
whilst allowing relative axial movement therebetween. 

During assembly, the indicator wheel 40, toothed wheel 41, 
bearing plate 42 and support ring 70 are inserted before the 
pressurised dispensing container 20. The valve stem 22 
passes through the central apertures 56 and 53 of the bearing 
plate 42 and toothed wheel 40 before being received in the 
bore 12 of the valve stem receiving block 9. A leading face 24 
of the ferrule 23 bears against the bearing plate 42. 

In use, a user operates the pressurised dispensing container 
21 by depressing the canister body 21 axially to move it 
relative to the cylindrical portion 2 of the housing 1. As a 
result, the valve stem 22 is inwardly retracted relative to the 
metering valve such that a dose of product is dispensed from 
the valve stem 22 into the bore 12 and duct 11 of the valve 
stem receiving block 9. The product is then channelled by 
duct 11 and dispensed as an aerosol through ori?ce 10 into the 
outlet duct 4. The aerosol is inhaled by a user inhaling on 
outlet 5 of the mouthpiece 3. 
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4 
According to the present invention, as the canister body 21 

is axially depressed, the leading face 24 of the ferrule 23 bears 
against and axially displaces the bearing plate 42. 

During this axial movement the bearing plate 42 is pre 
vented from rotating because of the engagement of the lon 
gitudinal ribs 14 in the notches 58. 
The force needed to slide the support ring 70 relative to the 

cylindrical portion 2 is signi?cantly greater than that needed 
to actuate the metering valve. Hence, during a normal oper 
ating cycle support ring 70 does not move axially. Conse 
quently, indicator wheel 40 is prevented from moving axially. 
As a result, axial movement of the bearing plate 42 acts to 
compress the toothed wheel 41 such that the downwardly and 
upwardly directed teeth 51, 52 are brought towards, and into, 
the plane of the annular disc portion 50. This movement 
causes the indicator wheel 40 to rotate by an increment. 
When the user releases the canister body 21, the canister 

body 21 returns to its original position due to the internal 
spring bias of the metering valve. At the time, the bias of the 
downwardly and upwardly directed teeth 51, 52 of the toothed 
wheel 50 act to push apart the indicator wheel 40 and bearing 
plate 42, back into their rest positions. The angling of the teeth 
on the bearing plate 42, toothed wheel 41, indicator wheel 40 
and support ring 70 prevent any reverse movement of the 
indicator wheel 40 during this part of the operating cycle. 

Therefore, on each actuation of the pressurised dispensing 
container 20 the indicator wheel 40 is rotated an increment 
such that the subsequent indicia 45 is visible through the 
viewing window 8 in the housing 1. 

The dosage counter is ‘set’ in the housing 1 on the ?rst 
actuation as follows: 

The support ring 70 is assembled in the cylindrical portion 
2 of the housing 1 at a point above its normal operating 
position, i.e., nearer the open end 6 of the housing 1 than 
shown in FIG. 1. 

Consequently, the indicator wheel 40, toothed wheel 41 
and bearing plate 42 are all also nearer the open end 6 that 
their normal operating positions. On the ?rst actuation, which 
may be undertaken by the user or at the point of manufacture 
or sale, the leading face 24 of the ferrule 23 initially axially 
moves the bearing plate 42 without moving the support ring 
70. Once the toothed wheel 41 has been completely com 
pressed (during which movement the metering valve is actu 
ated), the user, pharmacist or manufacturer applies a higher 
axial force to the canister body 21 to move both the bearing 
plate 42 and support ring 70 axially until the retracted valve 
stem 22 ‘grounds’ against the base of the receiving bore 12 of 
the valve stem receiving block 9. The support ring 70 is now 
in its normal operating position and is ‘ set’. The setting of the 
support ring 70 takes into account any variations in distance 
between the leading face 24 of the ferrule 23 and the end of the 
valve stem 22. Without this feature, it is possible for varia 
tions in pressurised dispensing containers to mean that in 
certain circumstances, the metering valve may be actuated 
before the indicator wheel 40 rotates or vice versa. 
The invention claimed is: 
1. Apparatus comprising a housing de?ning a portion for 

receiving in use a dose-dispensing container, the housing 
containing a dose counter comprising an annular counter 
member and a driving member, the driving member compris 
ing a planar ring portion and ?rst and second sets of ?exible 
teeth depending from opposite sides of the planar ring por 
tion, the ?rst set of dependent ?exible teeth engaging a ?rst 
series of teeth formed on the annular counter member, 
wherein on movement of the received dose-dispensing con 
tainer towards the driving member the ?rst and second sets of 
dependent ?exible teeth are caused to ?ex towards the plane 
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of the ring portion to thereby incrementally rotate the annular 
counter member in a ?rst direction relative to the housing. 

2. Apparatus as claimed in claim 1 further comprising a 
support member slidably received in the housing to support 
the annular counting member and driving member in proper 
alignment. 

3. Apparatus as claimed in claim 2 Wherein the support 
member comprises a series of teeth engagable With a second 
series of teeth formed on the annular counter member, so as to 
prevent rotation of the annular counter member in a direction 
opposed to the ?rst direction. 

4. Apparatus as claimed in claim 1 Wherein the dose 
counter further comprises a bearing member against Which a 
surface of the received dose-dispensing container bears, the 
bearing member comprising a series of teeth engagable With 

6 
the second set of dependent ?exible teeth of the driving mem 
ber, such that movement of the bearing member toWards the 
driving member causes the driving member to rotate relative 
to the bearing member. 

5. Apparatus as claimed in claim 1 Wherein the annular 
counter member comprises a series of indicia around its 
periphery. 

6. Apparatus as claimed in claim 5 Wherein the indicia are 
visible to a user through a WindoW formed in the housing. 

7. Apparatus as claimed in claim 1 Wherein the driving 
member is formed from sheet metal. 

8. Apparatus as claimed in claim 7 Wherein the teeth of the 
driving member are dependent ?anges pressed from the sheet 
metal. 


