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STAPLE CARTRIDGE HAVING MULTIPLE 
STAPLE SIZES FORA SURGICAL STAPLING 

INSTRUMENT 

BACKGROUND 

1. Technical Field 
The present disclosure relates to surgical stapling instru 

ments and, more particularly, to surgical stapling instruments 
including a cartridge having multiple staple siZes. 

2. Background of Related Art 
There are several known types of surgical stapling instru 

ments speci?cally adapted for use in various procedures such 
as end-to-end anastomosis, gastrointestinal anastomosis, 
endoscopic gastrointestinal anastomosis, and transverse 
anastomosis. Examples of stapling instruments for these vari 
ous procedures can be found in US. Pat. Nos. 5,915,616; 
6,202,914; 5,865,361; and 5,964,394. 
Each surgical stapling instrument includes an anvil Which 

is approximated relative to a staple cartridge. The staple car 
tridge typically has one or more laterally spaced roWs of 
staples Which, depending on the particular stapling instru 
ment, may be arranged in a linear or non-linear con?guration. 
The anvil includes staple forming depressions Which are 
aligned With and/ or in registration With the staple slots of the 
staples in the cartridge. In use, each of the surgical stapling 
instruments involves the gripping of tissue to be fastened, the 
ejecting of individual staples, the forcing of staples through 
the gripped tissue and the closing and/or forming of the 
staples against the staple forming depressions of the anvil. 
A common issue in transecting tissue and/or in anastomo 

sis procedures, employing any one of the surgical stapling 
instruments disclosed above, is the balance betWeen anasto 
motic strength and the degree of hemostasis achievable. It is 
knoWn to include different siZe staples in a surgical stapling 
apparatus having a constant gap (i.e. a uniform distance) 
betWeen an anvil and a staple cartridge. 

SUMMARY 

The present disclosure is directed toWards surgical stapling 
instruments con?gured to effectuate an improved balance 
betWeen the anastomotic strength and the degree of hemosta 
sis at the tissue interface. In particular, embodiments of the 
present disclosure include surgical fasteners of different 
siZes. Further still, the distance betWeen an anvil member and 
a staple cartridge (i.e. the gap) varies from a centerline of the 
staple cartridge to an outer edge of the staple cartridge. Com 
bining the different siZes of surgical fasteners With the vary 
ing gap betWeen the anvil member and the staple cartridge 
improves the anastomotic strength and the degree of hemo 
stasis at the tissue interface. 

According to one aspect of the disclosure, the surgical 
stapling instrument includes a ?rst structure de?ning having 
an anvil member operatively associated thereWith, and a sec 
ond structure de?ning a staple cartridge operatively associ 
ated thereWith. The staple cartridge has a tissue contacting 
surface With a stepped cross-sectional pro?le. The tissue con 
tacting surface of the staple cartridge also includes a plurality 
of retention slots formed therein for retaining a surgical fas 
tener. During operation of the surgical stapling instrument, 
the anvil member and the staple cartridge can be approxi 
mated relative to one another. 

The stepped tissue contact surface of the staple cartridge 
de?nes a plurality of tissue contacting surfaces each having a 
different height. In one embodiment, the stepped tissue con 
tacting surface of the cartridge includes an inner tissue con 
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2 
tacting surface having a height, an intermediate tissue con 
tacting surface having a height less than the height of the inner 
tissue contacting surface, and an outer tissue contacting sur 
face having a height less than the height of the intermediate 
tissue contacting surface. 
The inner, intermediate, and outer tissue contacting sur 

faces each include at least one roW of retention slots formed 
therein. A plurality of surgical fasteners is disposed, one each, 
in each retention slot. Each surgical fastener includes a back 
span and a pair of descending legs. 
The surgical fasteners retained in the retention slots formed 

in the inner tissue contacting surface have a ?rst leg length, 
the surgical fasteners retained in the retention slots formed in 
the intermediate tissue contacting surface have a second leg 
length, and the surgical fasteners retained in the retention 
slots formed in the outer tissue contacting surface have a third 
leg length. In one embodiment, the surgical fasteners retained 
in the retention slots formed in the inner tissue contacting 
surface have a leg length of about 2.3 mm, While the surgical 
fasteners retained in the retention slots formed in the inter 
mediate tissue contacting surface have a leg length of about 
3.5 mm, and the surgical fasteners retained in the retention 
slots formed in the outer tissue contacting surface have a leg 
length of about 4.1 mm. 

It is envisioned that the surgical stapling instrument can be 
a circular-type surgical stapling instrument Wherein the anvil 
member and the staple cartridge can be annular. In one 
embodiment, the plurality of tissue contacting surfaces 
decreases in height in a radially outWard direction. Accord 
ingly, the inner tissue contacting surface is closest to the 
center and the outer tissue contacting surface is furthest from 
the center of the annular staple cartridge. Moreover, surgical 
fasteners having relatively short leg lengths are retained in the 
retention slots closest to the center of the annular staple car 
tridge While surgical fasteners having relatively longer leg 
lengths are retained in the retention slots furthest from the 
center of the annular staple cartridge. 

It is further envisioned that the surgical stapling instrument 
can be a linear-type surgical stapling instrument Wherein the 
anvil member and the staple cartridge are linear. In these 
instruments, the staple cartridge and/ or the anvil member may 
de?ne a knife cut line. Accordingly, the plurality of tissue 
contacting surfaces decreases in height in a direction orthogo 
nally outWard from the knife cut line. In particular, the inner 
tissue contacting surface is closest to the knife cut line While 
the outer tissue contacting surface is furthest from the knife 
cut line. In addition, surgical fasteners having relatively short 
leg lengths are retained in the retention slots closest to the 
knife cut line While surgical fasteners having relatively longer 
leg lengths are retained in the retention slots furthest from the 
knife cut line. 

It is envisioned that the anvil member can have a tissue 
contacting surface With a stepped cross-sectional pro?le 
including a plurality of tissue contacting surfaces, Wherein 
each tissue contacting surface has a different height. In addi 
tion, each one of the plurality of tissue contacting surfaces can 
include at least one annular and/ or linear roW of surgical 
fastener forming depressions formed therein. 

In one embodiment, the anvil member can have a tissue 
contacting surface Which is shaped (i.e. stepped) to comple 
ment the stepped tissue contacting surface of the staple car 
tridge. In another embodiment, the anvil member can have a 
tissue contacting surface Which is stepped While the tissue 
contacting surface of the staple cartridge is substantially pla 
nar. In yet another embodiment, the anvil member can have a 
tissue contacting surface Which is shaped to substantially 
complement the stepped tissue contacting surface of the 
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staple cartridge (i.e. the depths of the tissue contacting sur 
faces of the stepped anvil member are not equal to the heights 
of the individual tissue contacting surfaces of the tissue con 
tacting surface of the staple cartridge). In still another 
embodiment, the anvil member can have a tissue contacting 
surface Which is stepped to mirror the tissue contacting sur 
face of the staple cartridge (i.e. the depths of individual tissue 
contacting surfaces of the tissue contacting surface of the 
anvil member are substantially equal to the depths of the 
individual tissue contacting surfaces of the staple cartridge). 

In other embodiments of the present disclosure, a surgical 
stapling instrument includes an operative tool disposed at one 
end thereof. The operative tool includes an anvil member and 
a staple cartridge. The staple cartridge may be included in a 
disposable surgical stapling apparatus or in a reusable surgi 
cal stapling apparatus. Further still, a replaceable loading unit 
may be located in either the disposable or the reusable surgi 
cal stapling apparatus. In one embodiment, the replaceable 
loading unit includes a staple cartridge, While an alternate 
embodiment of the replaceable loading unit includes a staple 
cartridge and an anvil member. In particular, the staple car 
tridge includes a plurality of surgical fasteners disposed in 
roWs of retention slots. The surgical fasteners may have dif 
ferent leg lengths Wherein a plurality of surgical fasteners 
having substantially the same leg length is disposed in a roW. 
A number of fastener ejection members are disposed in the 
staple cartridge Wherein each fastener ejection member 
includes a plurality of staple pushers for ejecting the surgical 
fasteners in cooperation With an actuation mechanism. 

The staple cartridge may include an angled tissue contact 
ing surface that peaks at a centerline of the staple cartridge 
and tapers toWards outer Walls of the staple cartridge. Alter 
natively, the tissue contacting surface of the staple cartridge 
may have a surface that is parallel With the bottom surface of 
the staple cartridge or parallel to a plane de?ned by the back 
spans of surgical fasteners disposed in a selected roW. The 
parallel surface of the tissue contacting surface has a Width 
dimension that is su?icient to accommodate at least one roW 
of surgical fasteners. The staple cartridge may include a knife 
channel. 

In cooperation With the presently disclosed staple car 
tridge, the anvil member may include a planar tissue contact 
ing surface that is substantially parallel to the bottom surface 
of the staple cartridge or parallel to a plane de?ned by the 
backspans of surgical fasteners disposed in a selected roW. In 
the alternative, the tissue contacting surface of the anvil mem 
ber may be angled in an opposed manner to the angle of the 
tissue contacting surface of the staple cartridge. Further still, 
the tissue contacting surface of the anvil member may have a 
planar surface that is substantially parallel to the bottom 
surface of the staple cartridge or parallel to a plane de?ned by 
the backspans of surgical fasteners disposed in a selected roW 
and tapered surfaces that de?ne angles opposite to the angles 
de?ned by the tissue contacting surface of the staple car 
tridge. The parallel surfaces of the anvil member have a Width 
dimension that corresponds to a Width dimension of the par 
allel surface of the staple cartridge. 

It is further contemplated that one embodiment of the sur 
gical stapling apparatus includes structures for supplemental 
sealing of the fastened layers of tissue. In one embodiment, 
the surgical stapling apparatus includes a Wound closure 
assembly having a reservoir and a supply line. The reservoir 
is adapted for storing a quantity of a Wound closure material 
and is ?uidly coupled to the staple cartridge via the supply 
line for delivering amounts of the Wound closure material to 
the plurality of retention slots. 
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4 
The presently disclosed surgical stapling instruments, 

together With attendant advantages, Will be more clearly illus 
trated beloW by the description of the draWings and the 
detailed description of the embodiments. 

Other objects and features of the present disclosure Will 
become apparent from consideration of the folloWing 
description taken in conjunction With the accompanying 
draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Embodiments of the presently disclosed surgical stapling 
apparatus are described herein With reference to the accom 
panying draWings, Wherein: 

FIG. 1 is a perspective vieW of a surgical stapling instru 
ment constructed in accordance With the present disclosure; 

FIG. 2 is a schematic cross-sectional side elevational vieW 
of the distal end portion of the surgical stapling instrument of 
FIG. 1, as taken through 2-2 of FIG. 1; 

FIG. 3A is an enlarged schematic representation of the 
indicated area of FIG. 2, illustrating tissue contacting sur 
faces in accordance With an alternate embodiment of the 
present disclosure; 

FIG. 3B is an enlarged schematic representation of the 
indicated area of FIG. 2, illustrating tissue contacting sur 
faces in accordance With another embodiment of the present 
disclosure; 

FIG. 3C is an enlarged schematic representation of the 
indicated area of FIG. 2, illustrating tissue contacting sur 
faces in accordance With still another embodiment of the 
present disclosure; 

FIG. 3D is an enlarged schematic representation of the 
indicated area of FIG. 2, illustrating tissue contacting sur 
faces in accordance With a further embodiment of the present 
disclosure; 

FIG. 4 is a perspective vieW of an alternative surgical 
stapling instrument constructed in accordance With the 
present disclosure; 

FIG. 5 is a perspective vieW of yet another surgical stapling 
instrument constructed in accordance With the present disclo 
sure; 

FIG. 6 is a perspective vieW of still another surgical sta 
pling instrument constructed in accordance With the present 
disclosure; 

FIG. 6A is a perspective vieW of a portion of an anvil 
member of FIG. 6; 

FIG. 7 is a schematic cross-sectional side elevational vieW 
of the distal end portion of the surgical stapling instruments of 
FIGS. 4-6, as taken through 7-7 of each of FIGS. 4-6; 

FIG. 7A is a schematic cross-sectional side elevational 
vieW of an alternate embodiment of the distal portion of the 
surgical stapling instrument of FIG. 6 

FIG. 8 is a perspective vieW of a staple cartridge according 
to another embodiment of the present disclosure; 

FIG. 9 is a cross-sectional end vieW of the staple cartridge 
of FIG. 8 shoWing a ?rst arrangement of surgical fasteners; 

FIG. 10 is an alternate embodiment of the staple cartridge 
of FIG. 9 illustrating a second embodiment of the surgical 
fasteners; 

FIG. 11 is an alternate embodiment of an anvil member and 
the staple cartridge of FIG. 10; 

FIG. 12 is a further embodiment of the staple cartridge of 
FIG. 8; 

FIG. 13 is another embodiment of the anvil member and the 
staple cartridge of FIG. 12; 

FIG. 14 is another embodiment of the staple cartridge and 
anvil member of FIG. 8; 
















