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CLIMATE CONTROLLED VEHICLE 
CONSOLE WITH WINDOW 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application claims the bene?t of prior U.S. Provi 
sional Application Ser. No. 60/753,742, ?led on Dec. 23, 
2005. 

TECHNICAL FIELD 

The present invention relates generally to vehicle storage 
compartments, and more particularly to a climate controlled 
vehicle console With one or more WindoWs for readily storing 
and accessing cargo. 

BACKGROUND 

Existing vehicle interiors typically include a series of stor 
age compartments for storing a variety of items, such as maps, 
sunglasses, and coins. Certain vehicles include a center con 
sole positioned betWeen a pair of front bucket seats. This 
center console typically is formed from colored or otherWise 
opaque material. In this respect, the items Within the console 
are visible only When vieWed by a direct line of sight through 
an unobstructed opening of the compartment. For that reason, 
a vehicle occupant may be required to search through a pile of 
items Within the console before ?nding the item the occupant 
Wishes to retrieve. 

Typical vehicle storage compartments are manually 
opened or closed. In this Way, a vehicle occupant typically 
pulls open and pushes closed the storage compartment. 

It is therefore desirable to provide a climate controlled 
vehicle console With one or more WindoWs and a series of 
compartments for readily storing and accessing cargo. 

SUMMARY OF THE INVENTION 

A vehicle having a climate-controlled console is provided. 
The vehicle includes a vehicle frame and a console attached to 
the vehicle frame. The console includes a housing, a draWer, 
and one or more climate regulator devices. The housing 
de?nes a cavity. The draWer is slidably attached to the hous 
ing and movable into the cavity. The draWer includes one or 
more compartments With a ?oor portion, a lid, and a series of 
Wall portions extending betWeen the ?oor portion and lid. 
One or more of the Wall portions are formed from a transpar 
ent material for displaying an interior of the compartment. 
The climate regulator device maintains a predetermined cli 
mate in the compartment. 
One advantage of the invention is that a climate controlled 

vehicle console is provided that displays its contents and 
provides easy access to the same. 

Another advantage of the invention is that a climate con 
trolled vehicle console is provided that stores its contents at a 
predetermined climate. 

Yet another advantage of the invention is that a climate 
controlled vehicle console is provided that can store a variety 
of items in ?xed positions. 

Other advantages of the present invention Will become 
apparent upon considering the folloWing detailed description 
and appended claims, and upon reference to the accompany 
ing draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For a more complete understanding of this invention, ref 
erence should noW be made to the embodiments illustrated in 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
greater detail in the accompanying draWings and described 
beloW by Way of the examples of the invention: 

FIG. 1 is a perspective vieW of a vehicle having a vehicle 
frame With a climate controlled console, according to one 
embodiment of the invention; 

FIG. 2 is an exploded vieW of the console shoWn in FIG. 1; 
FIG. 3 is a perspective vieW of the console shoWn in FIG. 1, 

illustrating the console in a closed position; 
FIG. 4 is a perspective vieW of the console shoWn in FIG. 1, 

illustrating the console in a ?rst open position; 
FIG. 5 is a perspective vieW of the console shoWn in FIG. 1, 

illustrating the console in a second open position; 
FIG. 6 is an enlarged vieW of the console shoWn in FIG. 4, 

as taken Within circle 6, illustrating the console in a third open 
position; and 

FIG. 7 is a side cutaWay vieW of the console shoWn in FIG. 
1. 

DETAILED DESCRIPTION OF THE INVENTION 

In the folloWing ?gures, the same reference numerals are 
used to identify the same components in the various vieWs. 

Referring to FIG. 1, there is shoWn a vehicle 10 having a 
frame 12 and a climate controlled console 14 (“console”), 
according to one embodiment of the claimed invention. The 
frame 12 includes a ?oorpan 16 for a passenger cabin 18 With 
the console 14 attached to the ?oorpan 16 betWeen tWo sec 
ond roW vehicle seats 17. As detailed beloW, the console 14 
displays its contents for facilitating retrieval of the items 
stored therein. It Will also be appreciated that the console 14 
stores items in ?xed positions at a predetermined climate. It is 
contemplated that the console 14 can be attached to a variety 
of suitable portions of the frame 12. 

With attention to FIG. 2, the console 14 includes a housing 
20, a draWer 22, and one or more climate regulator devices 24. 
The housing 20 is attached to the ?oorpan 16 and de?nes a 
cavity 26 for receiving draWer 22. The draWer 22 is slidably 
attached to housing 20 and movable into cavity 26. As shoWn 
in FIGS. 2 through 5, draWer 22 de?nes a refrigerated com 
partment 28 and a humidor compartment 3 0. In the illustrated 
embodiment, the climate regulator devices 24 include a heat 
exchanger device 32 and a humidi?er device 34 With the heat 
exchanger device 32 cooling the refrigerated compartment 28 
and the humidi?er device 34 humidifying the humidor com 
partment 30. HoWever, it is understood that the climate regu 
lator devices 24 can be various other suitable devices. DraWer 
22 is movable betWeen a closed position (as shoWn in FIG. 3), 
a ?rst open position (as shoWn in FIG. 4), a second open 
position (as shoWn in FIG. 5), and a third open position (as 
shoWn in FIG. 6). It is contemplated that draWer 22 can 
include more or less than tWo compartments as desired. It Will 
also be appreciated that the console 14 can include a variety of 
suitable climate regulator devices 24 as desired. 
The refrigerated compartment 28 is de?ned by a lid 36, a 

?oor portion 38, and a series of Wall portions 40 extending 
betWeen the lid 36 and the ?oor portion 38. The ?oor portion 
38 includes a front end 42, a rear end 44, and a pair of 
opposing lateral sides 46. The ?oor portion 38 has a stepped 
construction 48 With a ?rst platform 50, a second platform 52, 
and a rise portion 54 offsetting the second platform 52 loWer 
than the ?rst platform 50. The second platform 52 is adjacent 
to the front end 42 of the ?oor portion 38, and the ?rst 
platform 50 is adjacent to the rear end 44 of the ?oor portion 
38. 
One or more of the Wall portions 40 is formed from a 

transparent material 56 for displaying an interior 58 of the 
refrigerated compartment 28 and the items therein. This fea 
ture provides a vehicle occupant With a direct line of sight of 
the items in the draWer 22 and thus facilitates retrieval of 
those items. In this respect, the transparent material 56 dis 
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penses With the need for vehicle occupants to peer over an 
open drawer 22 and search through the items contained 
therein. 

In particular, the Wall portions 40 include a front Wall 
portion 60, a rear Wall portion 62, and a pair of sideWall 
portions 64. In the illustrated embodiment, the sideWall por 
tions 64 include a frame portion 66 and a WindoW portion 68. 
The WindoW portion 68 is formed from polycarbonate. HoW 
ever, it is contemplated that the WindoW portion 68 can 
instead be formed from a ceramic 70, a poly (methacrylate), 
or a variety of other suitable transparent materials. The side 
Wall portions 64 extend from the opposing lateral sides 46 of 
the ?oor portion 38. 

It is contemplated that the front Wall portion 60, the rear 
Wall portion 62, the lid 36, the ?oor portion 38, and any 
suitable combination thereof can have the WindoW portion 68 
as desired. The front Wall portion 60 extends from the front 
end 42 of the ?oor portion 38. The rear Wall portion 62 
extends from the rear end 44 of the ?oor portion 38. 

The lid 36, ?oor portion 38, and Wall portions 40 de?ning 
the refrigerator compartment 28 are formed from an insula 
tion material 74 (as shoWn in FIG. 7). In the illustrated 
embodiment, the insulation material 74 is polycarbonate. 
HoWever, it is contemplated that the insulation material 74 
can instead be poly (methacrylate), ceramic, or a deWar as 
desired. Also, the console 14 includes a seal 76 (shoWn in 
FIG. 2) that is sandWiched betWeen the draWer 22 and the 
housing 20, With the draWer 22 in a closed position (as shoWn 
in FIG. 3). 

The lid 36', the ?oorportion 38', and Wall portions 40' of the 
humidor compartment 30 are Wood panels, such as cedar 
Wood. HoWever, other Wood or other suitable materials can be 
utiliZed as desired. 

Referring to FIG. 7, the heat exchanger device 32 and the 
humidifying device 34 are attached to the housing 20. HoW 
ever, it is contemplated that the heat exchanger device 32 
and/ or the humidifying device 34 can instead be attached to 
the draWer 22, eg beneath the ?rst platform 50. 

With attention to FIG. 2, the ?oor portion 38 includes a 
series of recessed trays 78a, 78b, 78c, and 78d for receiving 
and holding a variety of items in ?xed positions. For instance, 
recessed trays 78a, 78b, 78c, and 78d can be respectively 
siZed to receive a decanter 80, an ice bucket 82, a champagne 
bottle 84, and a drinking glass 86. 

Lid 36 includes recessed trays 78e, 78f that are siZed to 
receive a peanut dish 88, ashtray 90, or various other suitable 
items. 

Referring back to FIG. 7, the console 14 includes a motor 
92, With a threaded rod 94 for moving the draWer 22 betWeen 
open and closed positions. The motor 92 rotates the threaded 
rod 94 that receives a race 96 extending from the draWer 22. 
The motor 92 is actuated by a button sWitch 98 extending 
from housing 20. 
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While particular embodiments of the invention have been 

shoWn and described, it Will be understood, of course, that the 
invention is not limited thereto since modi?cations may be 
made by those skilled in the art, particularly in light of the 
foregoing teachings. Accordingly, it is intended that the 
invention be limited only in terms of the appended claims. 
What is claimed is: 
1. A vehicle, comprising: 
a vehicle frame having a passenger cabin; and 
a console attached to said vehicle frame and extending into 

said passenger cabin; 
said console having a housing, a draWer, and at least one 

climate regulator; 
said at least one climate regulator including at least one of 

a heat exchanger and a humidi?er; 
said housing de?ning a cavity; 
said draWer slidably attached to said housing and movable 

into said cavity; 
said draWer including at least one compartment With a ?oor 

portion, a lid, and a plurality of Wall portions extending 
betWeen said ?oor portion and said lid; 

at least one of said Wall portions formed from a transparent 
material for displaying an interior of said at least one 
compartment; 

said at least one climate regulator maintaining a predeter 
mined climate in said at least one compartment. 

2. The vehicle recited in claim 1 Wherein said at least one 
compartment includes a refrigerated compartment and a 
humidor compartment, With said heat exchanger device cool 
ing said refrigerated compartment and said humidi?er device 
humidifying said humidor compartment. 

3. The vehicle recited in claim 2 Wherein said ?oor portion 
in said refrigerator compartment has a plurality of tray 
recesses receiving at least one of a decanter, a bottle, an ice 
receptacle, and a drinking glass. 

4. The vehicle recited in claim 1 Wherein said ?oor portion 
includes a front end, a rear end, and a pair of opposing lateral 
sides. 

5. The vehicle recited in claim 4 Wherein said Wall portions 
include a pair of sideWall portions extending from said oppos 
ing lateral sides of said ?oor portion, With said sideWall por 
tions formed from said transparent material. 

6. The vehicle recited in claim 4 Wherein said ?oor portion 
has a stepped construction With a ?rst platform, a second 
platform, and a rise portion offsetting said second platform 
loWer than said ?rst platform. 

7. The vehicle recited in claim 1 Wherein said heat 
exchanger device and said humidi?er device are attached to at 
least one of said housing and said draWer. 

8. The vehicle recited in claim 4 Wherein said Wall portions 
include a pair of sideWall portions extending from said oppos 
ing lateral sides of said ?oor portion, With said sideWall por 
tions formed from said transparent material. 

* * * * * 


