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CONTEXT SELECTION IN A NETWORK 
ELEMENT THROUGH SUBSCRIBER FLOW 

SWITCHING 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

Not Applicable. 

BACKGROUND OF THE INVENTION 

FIG. 1 illustrates a network element for establishing single 
bindings according to the prior art. FIG. 1 illustrates the 
network element 111 (e.g., the SMSTM Platform and/or 
Smar‘tEdge® Platform sold by Redback Networks, Inc. of 
San Jose, Calif.) having a number of ports 104-104I and 
108A-108I, a layer 2 demultiplexer unit 105, a remote data 
base server 110, a number of virtual circuit units 102A-I, a set 
of one or more control modules 106, and a number of contexts 
107A-I. Each of the contexts 107A-I provides the function 
ality of a router (e.g., a layer 3 router supporting at least the 
Internet protocol (IP)), and thus operate as virtual routers in 
the network element 111. Depending upon the con?guration 
of the network element 111, each context 107A-I can be 
associated with a different provider or service (e.g., video 
service, on-line gaming service, an Internet service provider, 
a content provider, etc.) through output ports 108-108I to 
allow for separation of tra?ic of different services (e.g., for 
accounting and other purposes). However, a different or addi 
tional allocation of contexts may also be possible (e.g., dif 
ferent services of a given provider may be allocated to differ 
ent contexts, certain providers may share a single context, 
etc.). A given context may include a number of subnets that 
comprise a number of addresses (e.g., Internet Protocol (IP) 
addresses) that are to be dynamically assigned to subscriber/ 
clients. 
By way of example, a number of computing devices 

101A-I are coupled to the port 104A by an access network 
103. In contrast, the ports 108A-I are used for communication 
by the contexts to the services. It should be understood that 
any number of ways can provide communication between the 
ports 108A-I and external services according to well known 
techniques (e.g., a connection over the Internet, such as a 
virtual private network (V PN) using, for example, GRE tun 
neling, L2TP tunneling, ATM/FR logical channels, 802, 1Q 
VLANS, direct IP connectivity, MPLS L2/L3 VPNS etc). 

Different communication sessions between the computing 
devices 101A-I may travel through different ones of the con 
texts 107A-I. Thus, each of the contexts 107A-I have one or 
more interfaces to provide communication out of por‘t(s) 108, 
and also have one or more interfaces to which the computing 
devices may be bound depending upon the service that has 
been selected by a subscriber. While in FIG. 1, each context is 
associated with one of ports 108A-I, other con?gurations are 
possible (e.g., a given context may be associated with mul 
tiple ports 108A-I; different contexts may be associated with 
the same set or overlapping sets of one or more ports 108A-I; 
etc.). The control modules 106 handle various communica 
tions, protocols, network connections, bindings, etc. 

The remote database server 110 stores data related to 
authentication, authoriZation and accounting (AAA) for sub 
scribers. While in one embodiment, the remote database 
server 110 is a Remote Access Dial In User Server (RADIUS) 
server (e. g., with a sequel (SQL) database, such as MySQL), 
alternative embodiments may use additional RADIUS serv 
ers and/or instead or additionally use other types of servers. It 
should be understood that any number of ways can be used for 
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2 
providing communication between the remote database 
server 110 and the network element 111 according to well 
known techniques (e.g., a connection over the Internet, such 
as aVPN carrying a software program/ script (e.g., perl based 
scripting) for RADIUS attribute/element modi?cation and 
Pre-emptive Hypertext Processor (PHP) based web interfac 
ing to link the necessary databases of both). 
The access network 103 represents any number of different 

access networks using any number of different types of 
encapsulations, including channeliZed media (e.g., DSL) and 
non-channeliZed media (common for cable modem services). 
For example, the point-to-point protocol (PPP) is commonly 
used for DSL services. PPP requires a client to be installed on 
the computing devices that allow a subscriber to enter a user 
name and a password, which in turn may be used to select a 
context. As another example, when Dynamic Host Con?gu 
ration Protocol (DHCP) is used (e.g., for cable modem ser 
vices), a username typically is not provided by the computing 
device; but in such situations the Media Access Control 
(MAC) address of the hardware in the computing device (or 
customer premise equipment modem) is provided. The use of 
DHCP and clientless intemet protocol (IP) selection (CLIPS) 
on the network element allows capture of a MAC address 
automatically on any DHCP state change occurring in the 
connection between a computing device and the network 
element. This MAC address may be used to distinguish sub 
scribers so that contexts may be selected for them based on 
data in the remote access server. As yet another example, a 
protocol agnostic technique for context selection called 
domain-less service selection may be used to select contexts 
(see application Ser. No. 20/464,233; ?led Jun. 17, 2003). 

Additionally, FIG. 1 illustrates exemplary operations for 
computing devices 101A and 101I. FIG. 1 illustrates a given 
computing device 101A and another given computing device 
101I communicatively coupled to the network element 111 
through access network 103 and port 104A. The layer 2 
demultiplexer unit 105 is coupled to port 104A and represents 
well known hardware, software, and/or ?rmware for separat 
ing a multiplexed signal carrying packets from one or more 
subscribers. In FIG. 1, layer 2 demultiplexer unit 105 com 
municates: l) the data packets of computing device 101A 
with virtual circuit unit 102A; and 2) the data packets of 
computing device 101I with virtual circuit unit 102I. A virtual 
circuit unit is software, hardware, and/or ?rmware estab 
lished for a particular subscriber session (When a subscriber 
session is complete, the associated virtual circuit unit is typi 
cally torn down). In FIG. 1, virtual circuit unit 102A and 
virtual circuit unit 102I are populated throughAAA 108A and 
AAA 108I respectively. Furthermore, virtual circuit unit 
102A and virtual circuit unit 102I respectively include packet 
analyZers 112A and 112I (well known software, hardware 
and/or ?rmware to access header information from packets) 
to provide quality of service and/or access control list opera 
tions. The virtual circuit unit 102A and virtual circuit unit 
102I respectively include single bindings 115A and 115I. The 
virtual circuit unit 102A is bound to the context 107A by the 
single binding 115A. The virtual circuit 102I is bound to the 
context 107I by the single binding 115I. Virtual circuit units 
may include additional functions (e. g., quality of service, 
access control lists, etc.). 
As illustrated in FIG. 1, the network element 111 is 

restricted to single bindings, meaning a particular subscriber 
is bound to only one context at a time through a network 
device 111. Since, FIG. 1 requires subscribers to be bound to 
only one context, a particular subscriber on computing device 
101A is unable to switch between services accessed through 
different contexts without reauthoriZation (e. g., requiring the 
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subscriber to logout and login again). When a subscriber on 
computing device 101A attempts reauthoriZation in order to 
access a service through a different context, the subscriber 
must be unbound from their current context and be bound 
With the other context. 

FIG. 2 is a time based data How diagram illustrating an 
exemplary use of reauthoriZation to provide access for com 
puting device 101A to the Internet 218 and to local content 
220A-B at different times through netWork element 111 
according to the prior art. Since the Internet 218 and the local 
content 220A-B are accessed through different contexts of the 
netWork element 111 in FIG. 2, the netWork element 111 in 
FIG. 2 requires that computing device 101A sWitch contexts 
to access either the Internet 218 or local content 220A-B. 
Speci?cally, FIG. 2 illustrates as an example the sWitch from 
the Internet to local content using the time phases shoWn by 
circled numbers 1-4. Circled numbers 1-2 correspond to the 
?rst authoriZation sequence of computing device 101A to 
netWork element 111, and circled numbers 3-4 correspond to 
the reauthoriZation sequence of the same computing device 
101A to netWork element 111. Note that local content 
220A-D often has different characteristics (e. g. timing 
demands, bandWidth demands, etc.) than typical Internet traf 
?c. For example, local content can include streaming video, 
online computer gaming, voice over IP, etc. To provide rela 
tively better quality of transmission, local content is often 
stored geographically close to a netWork element 111. 

During the ?rst authoriZation sequence in FIG. 2, the net 
Work element 111 receives a data signal from computing 
device 101A and the control module 106 negotiates With the 
remote database server 110 for authentication, authoriZation 
and accounting (AAA) information 208A. A single binding 
215A in the virtual circuit unit 202A is established as a result 
of AAA negotiation for the computing device 101A (see 
circled 1). When tra?ic packets are received from computing 
device 101A, a source decision is made and packets are trans 
mitted to context 107A according to the single binding 202A 
(see circled 2). Context 107A uses port 108A1 and/or 108A2 
to establish communication betWeen computing device 101A 
tolocal content 220A and/ or local content 220B. At this time, 
the computing device 101A can access the local content 220A 
and local content 220B, but cannot access the Internet 218. 
When the subscriber on computing device 101A Wants to 
access the Internet 218 through context 107D, the subscriber 
must be unbound from context 107A and reauthoriZe to be 
bound With the context 107D Whether or not the subscriber is 
?nished using local content 220A and/ or local content 220B. 

Speci?cally, during the reauthoriZation sequence in FIG. 2, 
the netWork element 111 receives a data signal from comput 
ing device 101A and the control module 106 negotiates With 
the remote database server 110 for authentication, authoriza 
tion and accounting (AAA) information 208B. A single bind 
ing 215B in virtual circuit unit 202B is established as a result 
of AAA negotiation for the computing device 101A (see 
circled 3). When tra?ic packets are received from computing 
device 101A, they are transmitted to context 107D according 
to the single binding 215B (see circled 4). Context 107D uses 
port 108D to establish communication betWeen computing 
device 101A to Internet 218. At this time, the computing 
device 101A can access the Internet 218, but cannot access 
local content 220A and/ or 220B. 

In contrast, FIG. 2 also illustrates four exemplary con?gu 
rations (circledA-D) to provide access for computing devices 
101A-I to the Internet 218 and/or to local content 220A-D 
through netWork element 111 according to the prior art. 

First, circled A shoWs a con?guration in Which-context 
107A uses ports 108A1 and 108A2 to communicate to local 
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4 
content 220A and/or local content 220B through netWork 
access translation (NAT) device 219A and netWork access 
translation (NAT) device 219B respectively. Disadvanta 
geously, this con?guration is relatively not scalable because it 
requires NAT devices for each local content connected to a 
port. Furthermore, disadvantageously, this con?guration 
requires a high context con?guration complexity (because it 
provides access to services on tWo ports). In addition, since a 
NAT device assigns port information, a NAT device is not 
source or destination port transparent (e.g., it cannot take 
advantage of port numbers used for on-line gaming). It should 
be noted that the Word “port” When referring to a NAT device 
is different than the ports When discussing netWork element 
111. The ports When discussing the netWork element 111 are 
physical ports 104-104I and 108A-108I. Physical ports are 
not to be confused With source and destination ports as indi 
cated Within packet headers or as referred to in conjunction 
With netWork access translation (NAT) devices. 

Second, circled B shoWs a con?guration in Which context 
107B uses ports 108B1 and 108B2 to communicate to the 
Internet 218 through NAT device 219C and to local content 
220C. Disadvantageously, similar to con?guration circled A, 
this con?guration is relatively not scalable because it requires 
NAT devices for each local content connected to a port. Fur 
thermore, disadvantageously, this con?guration requires a 
high context con?guration complexity (because it provides 
access to services on tWo ports). 

Third, circled C shoWs a con?guration in Which context 
107C uses ports 108C1 and 108C2 to communicate to the 
Internet 218 and to local content 220D. Circled C has the 
advantage of being scalable because it does not use a NAT 
device, however it is less secure because the local content 
220D can be accessed over the Internet through the netWork 
element 111. In addition, con?guration C still suffers from a 
high context con?guration complexity (because it provides 
access to services on tWo ports). 

Forth, circled D shoWs a con?guration in Which context 
107D uses port 108D to communicate to the Internet 218 and 
context 107I uses port 108I to access local content 220D. The 
con?guration shoWn in circled D Would require a subscriber 
Wanting to access both the Internet 218 and local content 
220D through netWork element 111 to re-authenticate in 
order to sWitch betWeen the Internet 218 and local content 
220D. As a result, disadvantageously, simultaneous access of 
the Internet 218 and local content 220D is not possible With 
this con?guration. 

BRIEF SUMMARY OF THE INVENTION 

Context selection in a netWork element through subscriber 
?oW sWitching is described. According to one embodiment of 
the invention, authentication, authorization and accounting is 
performed for a subscriber desiring to connect to a plurality of 
services on different contexts. In response, bindings are 
established to a plurality of contexts for the subscriber. In 
response to receiving a traf?c packet from the subscribed, at 
least certain header information from the tra?ic packet is 
accessed. Based on at least the accessed header information, 
one of the plurality of contexts is selected for that traf?c 
packet. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention may best be understood by referring to the 
folloWing description and accompanying draWings that are 
used to illustrate embodiments of the invention. In the draW 
ings: 
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FIG. 1 illustrates a network element for establishing single 
bindings according to the prior art. 

FIG. 2 is a time based data ?ow diagram illustrating an 
exemplary use of reauthoriZation to provide access for com 
puting device 101A to the Internet 218 and to local content 
221 at different times through network element 111 according 
to the prior art. 

FIG. 3 is a conceptual diagram illustrating a use of sub 
scriber ?ow switching in a network element to provide a 
computing device simultaneous access to services through 
different contexts according to one embodiment of the inven 
tion. 

FIG. 4 illustrates a network element for establishing mul 
tiple bindings according to one embodiment of the invention. 

FIG. 5 is an exploded view of an exemplary multiple bind 
ing unit according to one embodiment of the invention. 

FIG. 6 is an exemplary ?ow chart for establishing a mul 
tiple binding unit based on AAA procedure according to one 
embodiment of the invention. 

FIG. 7 is an exemplary ?ow chart for selecting from a 
plurality of contexts based on header information from a 
tra?ic packet according to one embodiment of the invention. 

FIG. 8 is a ?ow chart for determining if particular header 
information is associated with a primary context or a second 
ary context according to one embodiment of the invention. 

FIG. 9 illustrates an exemplary network element for estab 
lishing multiple bindings according to one embodiment of the 
invention. 

DETAILED DESCRIPTION OF THE INVENTION 

In the following description, numerous speci?c details 
such as logic implementations, opcodes, means to specify 
operands, resource partitioning/sharing/ and duplication 
implementations, types and interrelationships of system com 
ponents, and logic partitioning/integration choices are set 
forth in order to provide a more thorough understanding of the 
invention. It will be appreciated, however, by one skilled in 
the art that the invention may be practiced without such spe 
ci?c details. In other instances, control structures, gate level 
circuits and full software instruction sequences have not been 
shown in detail in order not to obscure the invention. Those of 
ordinary skill in the art, with the included descriptions, will be 
able to implement appropriate functionality without undue 
experimentation. 

References in the speci?cation to “one embodiment”, “an 
embodiment”, “an example embodiment”, etc., indicate that 
the embodiment described may include a particular feature, 
structure, or characteristic, but every embodiment may not 
necessarily include the particular feature, structure, or char 
acteristic. Moreover, such phrases are not necessarily refer 
ring to the same embodiment. Further, when a particular 
feature, structure, or characteristic is described in connection 
with an embodiment, it is submitted that it is within the 
knowledge of one skilled in the art to effect such feature, 
structure, or characteristic in connection with other embodi 
ments whether or not explicitly described. 

In the following description and claims, the term 
“coupled,” along with its derivatives, is used. “Coupled” may 
mean that two or more elements are in direct physical or 

electrical contact. However, “coupled” may also mean that 
two or more elements are not in direct contact with each other, 
but yet still co-operate or interact with each other. 

Exemplary embodiments of the invention will now be 
described with reference to FIGS. 3-9. In particular, the 
operations of the ?ow diagrams 5-8 will be described with 
reference to the exemplary embodiments of FIGS. 3 and 4. 
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6 
However, it should be understood that the operations of these 
?ow diagrams can be performed by embodiments of the 
invention other than those discussed with reference to FIGS. 
3 and 4, and that the embodiments discussed with reference to 
FIGS. 3 and 4 can perform operations different than those 
discussed with reference to these ?ow diagrams. 

FIG. 3 is a conceptual diagram illustrating a use of sub 
scriber ?ow switching in a network element to provide a 
computing device simultaneous access to services through 
different contexts according to one embodiment of the inven 
tion. FIG. 3 illustrates a remote database server 310 and a 
network element 311 having a number of ports 104-104I and 
108A-108I, a layer 2 demultiplexer unit 305, a packet ana 
lyZer 312, a ?ow switching module 309, a set of one or more 
control modules 306, and a number of contexts 307A-I. It 
should be understood that the orientation and representation 
of the ports of network element 311 are simply for illustration 
purposes, and thus they are not restrictive upon the scope of 
the invention. The remote database server 3 10, layer 2 demul 
tiplexer unit 305, contexts 307A-I, control modules 306, and/ 
or packet analyZers 312A-I may be similar to or the same as 
the similarly named element in FIG. 1 or 2. For instance, 
while FIG. 3 illustrates that the network element 311 and the 
remote database server 310 as two separate elements, other 
embodiments of the invention are not so limited (e.g., the 
database server 310 and/ or the records therein can be incor 

porated into the network element 311). Furthermore, the 
authoriZation sequence for a subscriber on one of computing 
devices 101 maybe similar to or the same as in the network 
element 111 in FIG. 1 or 2. In addition, the different con?gu 
rations discussed with reference to the network element 111 
are also applicable to the network element 311 in certain 
embodiments of the invention. 

In FIG. 3, the computing devices 101A-I are communica 
tively coupled to port 104A of the network element 311 
through the access network 103. The layer 2 demultiplexer 
unit 305 is coupled to port 104A and the packet analyZer 312. 
During the ?rst authorization sequence in FIG. 3, the network 
element 311 receives a data signal from one of computing 
device 101A-I and the control module 306 negotiates with the 
remote database server 310 for authentication, authorization 
and accounting (AAA) information 308. In one embodiment 
of the invention, the ?ow switching module 309 is established 
as a result of the AAA procedure. The packet analyZer 312 
accesses at least certain header information from each incom 
ing packet and provides this header information to the ?ow 
switching module 309. In one embodiment of the invention, 
the packet analyZer 312 may access all or part of the header 
information from each incoming packet. The packet analyZer 
may send the entire header of a packet to the ?ow switching 
module, or may send only a subset of the header information. 
The ?ow switching module 309 represents software, hard 

ware, and/or ?rmware that associates header information 
based bindings with the contexts 307A-I. Different ones of 
these bindings associate different header information values 
to different contexts. In other words, each binding associates 
a set of one or more header information values (values for one 
or more of the ?elds of a packet header (e.g., in an IP packet, 
the source address, the source port, the destination address, 
the destination port, etc.)) to a context. While in certain 
embodiments of the invention each binding may identify 
header information values for the same header ?elds, in alter 
native embodiments of the invention different bindings may 
identify header information values for different or overlap 
ping sets of header ?elds. Regardless, based on these bind 
ings, different packets received from the computing devices 
(including from the same subscriber at the same computing 
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device) are communicated to different ones of the contexts 
307A-I based on their header information. 

Whereas in the netWork element of FIGS. 1 and 2 a sub 
scriber had to reauthoriZe in order to access different services 
through different contexts (and the manner of reauthoriZation 
is often dependent on the protocol used betWeen the comput 
ing devices and the netWork element 111), the embodiment of 
the invention in FIG. 3 overcomes this requirement through 
the How switching module 309. By determining a context for 
each packet based on that packet’s header information, the 
embodiment of the invention in FIG. 3 does not require reau 
thoriZation to provide a given subscriber access to different 
contexts. In other Words, the netWork element 311 can 
dynamically communicate packets from a subscriber to dif 
ferent contexts by associating different header information 
values to different contexts, examining header information of 
incoming packets, and communicating those packets to con 
texts according to the associations. Furthermore, the netWork 
element 311 alloWs a subscriber to simultaneously access 
services through different contexts because the netWork ele 
ment 311 enables multiple bindings for a subscriber rather 
than a single binding as in the netWork element 111 of FIGS. 
1 and 2. Furthermore, since reauthoriZation is not required to 
access different contexts, any differences in the manner of 
reauthoriZation due to the protocol used betWeen the comput 
ing devices and the netWork element (eg PPP, DHCP, 1483 
bridged, etc.) are avoided (that is, the How sWitching is pro 
tocol agnostic With respect to the protocol used betWeen the 
computing devices and the netWork element). 

While in one embodiment of the invention, a value or range 
of values must be provided for each binding (Where a match 
is not found for a packet, the packet is handled based on the 
implementation4e.g., dropped, communicated to a catch all 
context, etc.), other embodiments of the invention use a 
default binding. For example, in one embodiment of the 
invention, the How sWitching module 309 establishes one 
primary binding (e.g., a binding to the context of an ISP), and 
one or more secondary bindings (e.g., bindings to one or more 
of local content, a content provider over the Internet, a VPN, 
etc.). The secondary bindings associate particular header 
information values to a number of secondary contexts. When 
tra?ic packets from a computing device 101A-I are received 
from the packet analyZer 312, the How sWitching module 309 
determines if the header information of each packet is asso 
ciated With one of the secondary bindings. If an association 
With a secondary binding is determined for a particular tra?ic 
packet’s header, the How sWitching module 309 communi 
cates the tra?ic packet to the context associated With the 
matching secondary binding. If no association With a second 
ary binding is made, the How sWitching module communi 
cates the tra?ic packet to the context associated With the 
primary binding. Thus, the primary binding operates as a 
default binding (the context of the primary binding acts as a 
default context) and the secondary bindings operate as excep 
tions. 

While in FIG. 3 one packet analyZer 312A is shoWn Within 
netWork element 311, other embodiments may use different 
techniques (e. g., multiple packet analyZersione per port, 
one per line card, one per subscriber, etc.). In addition, While 
in FIG. 3 one How sWitching module is shoWn Within netWork 
element 311, other embodiments may use different tech 
niques. For example, other embodiments of the invention may 
have multiple ?oW sWitching modules (e.g., one per sub 
scriber (further described With reference to FIG. 4), one per 
port, one per line card, etc.). While in one embodiment that 
has multiple ?oW sWitching modules, the bindings in each is 
the same; in other embodiments of the invention With mul 
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8 
tiple ?oW sWitching modules, different ones of these ?oW 
sWitching modules may have different bindings (e. g., they 
may vary on a per subscriber basis, per port basis, etc.). For 
instance, in one embodiment of the invention With primary/ 
secondary bindings and multiple ?oW sWitching modules that 
may have different bindings, the How sWitching modules may 
have different bindings on a per context basis (the context of 
the primary binding determines the How sWitching module 
used). Furthermore, the How sWitching module(s) may be 
established through a number of different mechanisms (e. g., 
preprogrammed in the netWork device, as a result of AAA 3 08 
as illustrated by the dashed line betWeen control module 306 
and How sWitching module 309 in FIG. 3, dynamically con 
?gurable through an interface (e. g., CLI), provided from the 
remote database server, etc.). 

FIG. 4 illustrates a netWork element for establishing mul 
tiple bindings according to one embodiment of the invention. 
FIG. 4 illustrates a remote database server 410 and a netWork 
element 411 having a number of ports 104A-104I and 108A 
108I, a layer 2 demultiplexer unit 405, a number of virtual 
circuit units 402A-I, a set of one or more control modules 406, 
and a number of contexts 407A-I. FIG. 4 shoWs the ports 
104-104I and 108A-108I, the layer 2 demultiplexer unit 405, 
and the contexts 407A-I coupled in the same manner as in the 
netWork element 311 in FIG. 3. The remote database server 
410, layer 2 demultiplexer unit 405, contexts 407A-I, control 
modules 406, and/ or packet analyZers 412A-I may be similar 
to or the similarly names elements in FIG. 1, 2, or 3. For 
instance, While FIG. 4 illustrates that the netWork element 411 
and the remote database server 410 as tWo separate elements, 
other embodiments are not so limited (e.g., the database 
server 410 and/or the records therein can be incorporated into 
the netWork element 411). Furthermore, the authorization 
sequence for a subscriber on one of computing devices 101 
may be similar to or the same as in the netWork element in 
FIG. 1, 2 or 3. During the ?rst authoriZation sequence in FIG. 
4, the netWork element 411 receives a data signal from com 
puting device 101A and the control module 406 negotiates 
With the remote database server 41 0 for authentication, autho 
riZation and accounting (AAA) information 408A. A multiple 
binding 415A in the virtual circuit unit 402A is established as 
a result of AAA negotiation for the computing device 101A. 
In addition, the different con?gurations discussed With refer 
ence to the netWork elements 111 or 311 are also applicable to 
the netWork element 411 in certain embodiments of the inven 
tion. In addition, FIG. 4 shoWs the virtual circuit units 402A-I 
including multiple binding units 415A-I coupled With the 
packet analyZers 412A-I. 

In FIG. 4, the computing devices 101A-I are communica 
tively coupled to port 104A of the netWork element 411 
through the access netWork 103. The layer 2 demultiplexer 
unit 405 is coupled to port 104A and the virtual circuit units 
402A-I to provide a given computing devices packet traf?c to 
its corresponding one of the virtual circuit units 402A-I. The 
virtual circuit units 402A-I receive traf?c packets from sub 
scribers (through layer 2 demultiplexer unit 405) and pro 
cesses header information for each packet in order to com 
municate the packets to one of the contexts 407A-I. 
The packet analyZers 412A-I access at least certain header 

information from each incoming packet and provide this 
header information to the multiple binding unit 415A-I Within 
the same virtual circuit unit 402A-I. The packet analyZers 
412A-I in FIG. 4 receive tra?ic packets from computing 
devices 101A-I. While there is one packet analyZer 412A-I in 
each virtual circuit unit A-I according to one embodiment of 
the invention, alternative embodiments of the inventions may 
use other techniques (e.g., only one packet analyZer for the 
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network element, one packet analyzer per line card, one 
packet analyzer per primary binding (if primary/ secondary 
bindings are implemented), etc.). 

In one embodiment of the invention, the multiple binding 
units 415A-I are established as a result of AAA 408A-I. The 
multiple binding units establish header information based 
bindings With the contexts 407A-I (and thus, act as a separate 
?oW sWitching module for each subscriber). In certain 
embodiments of the invention, the multiple binding units 
415A-I establish one primary binding and a number of sec 
ondary bindings as Will be discussed in greater detail in FIG. 
5. According to one embodiment of the invention, one mul 
tiple binding unit is established for each subscriber session as 
a result of AAA 408A-I and that multiple binding unit is torn 
doWn With its virtual circuit unit When the session is ended. 
While in certain embodiments of the invention primary and 
secondary bindings are used, in alternative embodiments of 
the invention they are not as previously discussed. 

Additionally, FIG. 4 illustrates a number of different opera 
tions for computing devices 101A and 101I. FIG. 4 illustrates 
a given computing device 101A and another given computing 
device 101I communicatively coupled to the netWork element 
411 through access netWork 103 and port 104A. In FIG. 4, 
layer 2 demultiplexer unit 405 communicates the data packets 
of computing device 101A to virtual circuit unit 402A, and 
layer 2 demultiplexer unit 405 communicates the data packets 
of computing device 101I to virtual circuit unit 402I. In FIG. 
4, virtual circuit unit 402A and virtual circuit unit 402I are 
populated through AAA 408A and AAA 408I respectively. 
Furthermore, in FIG. 4, virtual circuit unit 102A and virtual 
circuit 102I include packet analyZer 412A and 412I respec 
tively and multiple binding units 415A and 415I respectively. 
FIG. 4 illustrates a point-to-multipoint con?guration in that: 
l) the virtual circuit unit 402A is bound to the context 407A 
and context 407I by the multiple binding unit 415A; and 2) 
the virtual circuit 402I is bound to the context 407I and 407C 
by multiple binding unit 415I. 

It should be noted that the multiple binding units 415A-I 
may assign different header information values to the same 
context. For example, if tWo different subscribers through tWo 
different ISPs (internet service providers) have signed up for 
the same service, the multiple binding units in netWork ele 
ment 411 for each subscriber might associate different header 
information values to the same context. 

FIG. 5 is an exploded vieW of an exemplary multiple bind 
ing unit according to one embodiment of the invention. The 
multiple binding unit 415A includes a per packet context 
selection module 501, a primary binding data structure 503, 
and a secondary binding data structure 504. 

The per packet context selection module 501 examines 
header information received by the multiple binding unit 
415A from the packet analyZer 412A to determine Which 
context is associated With the header information. The per 
packet context selection module consults the secondary bind 
ing data structure 504 to determine if the header information 
received matches an entry in the secondary binding data 
structure 504. The secondary binding data structure 504 is to 
store an entry for each secondary binding established. Each 
entry includes: 1) ?elds to store header information values; 
and 2) reference to a context (eg a pointer). If there is a 
match, a source/ destination decision is made and the packet is 
communicated to the appropriate context (assuming the 
packet passes any other operations being performed4e.g., 
quality of service, access control lists, etc.). If there is no 
match in the secondary binding data structure 504, the per 
packet context selection module 501 consults the primary 
binding data structure 503. The primary binding data struc 
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10 
ture 503 includes a reference to a primary context associated 
With the primary binding according to one embodiment of the 
invention. If there is a reference to a context in the primary 
binding structure, the packet is communicated to the appro 
priate context (assuming the packet passes any other opera 
tions being performed4e.g., quality of service, access con 
trol lists, etc.). If not, the packet is dropped. 

Both the primary binding data structure 503 and the sec 
ondary binding data structure 504 might both be included in 
a single match table according to one embodiment of the 
invention. In this embodiment, the match table compares the 
header information received from the per packet context 
selection module 501 With entries in the match table. Once a 
match is found, the per packet context selection module might 
select the binding for a particular header and communicate 
the packet to the context associated With the selected binding. 
In one embodiment of the invention, the primary binding data 
structure 503 and the secondary binding data structure 504 
are both established as a result of AAA negotiation. 

FIG. 6 is an exemplary ?owchart for establishing a multiple 
binding unit based on AAA procedure. At block 605, a net 
Work element communicates With a subscriber desiring to 
connect to services on different contexts. At block 610, the 
netWork element performs AAA procedure. It should be 
understood that any number of Ways could be used for per 
forming the AAA procedure according to Well-known tech 
niques as described With reference to FIG. 2. At block 620, 
netWork element establishes the multiple binding unit based 
on the AAA procedure. The multiple binding unit Will alloW 
the subscriber to simultaneously access different services 
connected to different contexts. With reference to FIG. 4, 
according to one embodiment of the invention, one multiple 
binding unit is established for each subscriber session as a 
result of AAA 408A-I. When the subscriber session is com 
plete, a multiple binding unit is torn doWn With its virtual 
circuit unit according to this embodiment. In this embodiment 
of the invention, the multiple binding unit might be stored in 
temporary memory While the subscriber session is active and 
then erased. With reference to FIG. 5, in certain embodiments 
of the invention, the multiple binding units 415A-I establish 
one primary binding and a number of secondary bindings. 

FIG. 7 is an exemplary ?oW chart for selecting from a 
plurality of contexts based on header information from a 
traf?c packet according to one embodiment of the invention. 
At block 705, a netWork element receives a tra?ic packet from 
a subscriber With a multiple binding. With reference to FIG. 4, 
a packet analyZer 412A receives the tra?ic packet from the 
layer 2 demultiplexer unit 405. At block 710, the netWork 
element accesses at least certain header information for the 
traf?c packet. As described With reference to FIGS. 3 and 4, 
certain accessed header information values may be values for 
one or more of the ?elds of a packet header (e.g., in an IP 
packet, the source address, the source port, the destination 
address, the destination port, etc.) At block 715, the netWork 
element selects one of a plurality of contexts based on at least 
certain accessed header information values. With reference to 
FIG. 4, the packet analyZer 412 provides header information 
to the multiple binding unit 415A. As described With refer 
ence to FIG. 4, it should be noted that the multiple binding 
units 415A-I may assign different header information values 
to the same context according to one embodiment of the 
invention. At block 720, the netWork element communicates 
the traf?c packet to the selected context. 

FIG. 8 is a How chart for determining if particular header 
information is associated With a primary context or a second 
ary context according to one embodiment of the invention. 
This entire diagram illustrated in FIG. 8 is an exploded vieW 
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of block 715 in FIG. 7. In block 810, the network element 
determines if at least certain accessed header information is 
associated With one of a set of one or more secondary con 

texts. As described With reference to FIG. 5, the per packet 
context selection module 501 examines header information 
received by the multiple binding unit 415A from the packet 
analyZer 412A to determine Which context is associated With 
the header information according to one embodiment of the 
invention. In block 815, the netWork element determines if the 
header information matches one or more secondary contexts. 
If there is a match, the netWork element selects the matching 
secondary context as the selected context in block 825. If 
there is no match, the netWork element selects the primary 
context as the selected context in block 820. 

FIG. 9 illustrates an exemplary netWork element including 
packet modi?cation for establishing multiple bindings 
according to one embodiment of the invention. FIG. 9 
includes all of the elements from FIG. 4, plus some additional 
elements. These additional elements illustrate exemplary 
con?gurations for illustration purposes, and thus other con 
?gurations are Within the scope of the invention. 
TWo con?gurations are shoWn in FIG. 9, the ?rst of Which 

is circled X and the second of Which is circledY. Circled X 
shoWs a con?guration in Which the Internet 218 is connected 
to port 108C and local content 921 is connected to port 108I. 
The circled X approach is: l) scalable because it does not 
require a NAT device; and 2) secure because the local content 
921 and the Internet 218 are not accessible through the same 
context, and therefore local content 921 is not as susceptible 
to hacking through the Internet 218. Context complexity for 
the con?guration shoWn in circled X is loW because only one 
context is connected to one service. The con?guration shoWn 
in circled X alloWs a subscriber to access both the Internet 218 
and local content 921 through netWork element 411 Without 
re-authenticating. As a result, simultaneous access of the 
Internet 218 and local content 921 is possible With this con 
?guration. It should be noted that in some embodiments, local 
content 921 uses private IP addresses. 

CircledY shoWs a con?guration in Which the Internet 218 
is connected to port 108A and multiple accessed content 920 
is connected to port 108B. CircledY is essentially the same as 
Circled X, but has a con?guration in Which the multiple 
accessed content 920 is also accessible through the Internet 
218. Advantageously, this approach alloWs multiple accessed 
content 920 to be accessed either through the Internet 218 or 
through port 108B. 
When traf?c is sent from a computing device, over a bind 

ing to context 407B, to the dual access content 920, an issue 
arises that there may be different paths for any reply packets 
from the dual-accessed content to travel back on (e.g., back to 
context 407B or back through a different one of the contexts 
(e. g., 407A or 407C) over the Internet). Without some modi 
?cation, it is possible that data received from the dual-ac 
ces sed content 920 Will select a path back through the Internet 
218 due to a lack of knoWledge regarding the originating path. 
HoWever, in certain embodiments of the invention, a packet 
modi?cation unit may be used, along With private and/or 
public IP addresses routed through a routing protocol to the 
originating context, to select the path back through the origi 
nating context. 

For example, assume that contexts 407B and 407I at net 
Work element 411 connected to multiple accessed content 
920 and local content 921 respectively use private IP 
addresses, Whereas contexts 407A and 407C connected to the 
Internet use public IP addresses. In addition, assume that the 
context 407A is the primary context for computing device 
101A. The context 407A may assign a public IP address to the 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

12 
computing device 101A (statically, dynamically, etc.). Pack 
ets sent from the computing device 101A through the context 
407A/port 108A/Internet 218 to the multiple accessed con 
tent 920 Will include that public source IP address, and the 
multiple accessed content 920 Will knoW to reply to those 
packets via the same path. HoWever, packets sent from the 
computing device 101A through the context 407B/port 108B 
to the multiple accessed content 920 Would also normally 
have the public IP address of the computing device 101A as a 
source IP address, and the multiple accessed content 920 may 
choose to transmit reply packet back through Internet 218/ 
port 108A/context 407A. In order to avoid taking a non 
originating path back, the packet modi?cation unit 917 con 
ver‘ts betWeen public IP addresses and private IP addresses. In 
particular, public source IP address packets sent from the 
computing device 101A are modi?ed by the packet modi? 
cation unit 917 such that the public source IP address is 
replaced With a private source IP address. Similarly, private 
source IP address reply packets sent from the multiple 
accessed content 920 through port 108B/ context 407B Will be 
modi?ed such that the source private IP address is replaced 
With the public IP address of the computing device 101A. As 
such, packets traveling to multiple accessed content 920 
through port 408B have private IP addresses, While packets 
traveling to multiple accessed content 920 through Internet 
218 have public IP addresses. Therefore, the multiple 
accessed content 920 may determine, based on Whether a 
received packet has a private or public source IP address, 
Whether to send reply packets back through the Internet 218 
or directly through port 108B. 

While various techniques can be used to implement the 
packet modi?cation unit 917, in one embodiment of the 
invention, the packet modi?cation unit includes a match table 
storing IP address to IP address translations. In the above 
example of computing device 101A, the packet modi?cation 
unit 917 Would store the source public IP address assigned by 
context 407A associated With a private IP address assigned to 
the computing device 101A by the context 407B. It should be 
noted that in certain embodiments of the invention, the com 
puting device 101A has no knoWledge of the private IP 
address assigned to it by the context 407B. Rather, that private 
IP address is captured by the packet modi?cation unit 917 in 
the virtual circuit unit 402A When it is assigned by the context 
407B to the computing device 101A. 
The number of manner of provision of packet modi?cation 

units can be different for different embodiments of the inven 
tion. For instance, the manner of provision can include any of 
those described With respect to the How sWitching module 
309. While in the example illustrated in FIG. 9 there is a 
binding to a context With a packet modi?cation unit and a 
binding to the same context Without, alternative con?gura 
tions are Within the scope of the invention (e.g., all bindings to 
a given context have do or do not have a packet modi?cation 
unit). In addition, Where multiple packet modi?cation units 
are use, certain embodiments alloW for them to differ With 
different levels of granularity (e. g., on a per context basis, on 
a per subscriber basis, etc.). 

While FIG. 9 illustrates the use of contexts for access to the 
Internet, local content, and multiple-accessed content, 
embodiments of the invention are not so limited. For example, 
different contexts may be established for different virtual 
private netWorks (VPN) (e.g., that are tunneled over the Inter 
net). A multiple binding that includes such a VPN context and 
one or more other contexts (e.g., a context to the Internet, 

local content, another VPN, etc.), Would alloW for simulta 
neous access to both the VPN and the services provided by the 
other context(s). Similarly, embodiments of the invention 
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may also allow for establishment of context(s) for virtual 
service networks (contexts that ?lter all HTTP traf?c). 
The network elements include memories, processors and/ 

or Application Speci?c Integrated Circuits (ASlCs). Such 
memory includes a machine-readable medium on which is 
stored a set of instructions (i.e. software) embodying any one, 
or all, of the methodologies described herein. Software can 
reside, completely or at least partially, within this memory 
and/ or within the processor and/orASlCs. For the purposes of 
this speci?cation, the term "machine-readable-medium” 
shall be taken to include any mechanism that provides (i.e., 
stores and/ or transmits) information in a form readable by a 
machine (e.g., a computer). For example, a machine-readable 
medium includes read only memory (ROM); random access 
memory (RAM); magnetic disk storage media; optical stor 
age media; ?ash memory devices; electrical, optical, acous 
tical or other form of propagated signals (e.g., carrier waves, 
infrared signals, digital signals, etc.); etc. 

Alternative Embodiments 

For example, while the ?ow diagrams in the ?gures show a 
particular order of operations performed by certain embodi 
ments of the invention, it should be understood that such order 
is exemplary (e. g., alternative embodiments may perform the 
operations in a different order, combine certain operations, 
overlap certain operations, etc.). 

While the invention has been described in terms of several 
embodiments, those skilled in the art will recogniZe that the 
invention is not limited to the embodiments described, can be 
practiced with modi?cation and alteration within the spirit 
and scope of the appended claims. The description is thus to 
be regarded as illustrative instead of limiting. 

What is claimed is: 
1. A method, comprising: 
performing authentication, authoriZation and accounting 

for a subscriber desiring to connect to a plurality of 
services on different contexts; 

establishing bindings to a plurality of contexts for said 
subscriber based on said performing, wherein each of 
the plurality of contexts operates as a virtual router in 
one network element; 

receiving a tra?ic packet from said subscriber; 
accessing at least certain header information from said 

traf?c packet; 
selecting one of said plurality of contexts based on at least 

certain of the accessed header information, wherein said 
selecting comprises, 
determining if at least certain accessed header informa 

tion is associated with a secondary one of the bind 
ings, wherein one of the bindings is a primary binding 
and the rest of the bindings are secondary bindings, 

selecting one of the plurality of the contexts matching 
the secondary binding as the selected context if there 
is an association, and 

selecting a primary context matching the primary bind 
ing as the selected context if there is no association; 
and 

communicating said tra?ic packet to the selected context. 
2. A network element, comprising: 
a virtual circuit unit to receive a plurality of tra?ic packets 

from a subscriber, wherein bindings to a plurality of 
contexts in the network element have been established 
for the subscriber, and wherein each of the plurality of 
contexts operates as a virtual router in the network ele 

ment; 

14 
a packet analyZer within the virtual circuit unit to access at 

least certain header information from each one of said 
plurality of tra?ic packets; 

a multiple binding unit coupled to said packet analyZer to 
5 select one of the plurality of contexts for each one of said 

plurality of traf?c packets, and to communicate each one 
of said plurality tra?ic packets to the selected one of said 
plurality of contexts, wherein said selection comprises, 
determine if at least certain accessed header information 

is associated with a secondary one of the bindings, 
wherein one of the bindings is a primary binding and 
the rest of the bindings are secondary bindings, 

select one of the plurality of the contexts that matches 
the secondary binding as the selected context if there 
is an association, and 

select a primary context matching the primary binding 
as the selected context if there is no association. 

3. An apparatus comprising; 
a network element to receive tra?ic packets from a set of 

one or more subscribers; 

a layer 2 demultiplexer unit in said network element; 
a virtual circuit unit in said network element coupled to 

said layer 2 demultiplexer unit to perform an authenti 
cation, authoriZation and accounting procedure and to 
establish bindings to a plurality of contexts for said 
subscribers, wherein each of the plurality of contexts 
operates as a virtual router in the network element; 

a packet analyZer in said virtual circuit unit to access at 
least certain header information from said tra?ic pack 
ets; 

a plurality of contexts in said network element coupled to 
said virtual circuit unit; and 

a multiple binding unit in said virtual circuit unit coupled to 
said packet analyZer to select one of said set of one or 
more contexts and to communicate said traf?c packets to 
the selected context, wherein said selection comprises, 
determine if at least certain accessed header information 

is associated with a secondary one of the bindings, 
wherein one of the bindings is a primary binding and 
the rest of the bindings are secondary bindings, 

select one of the plurality of the contexts that matches 
the secondary binding as the selected context if there 
is an association, and 

select a primary context matching the primary bindings 
as the selected context if there is no association. 

4. A set of one or more machine-readable medium that 
provides instructions, which when executed by a set of one or 
more processors, cause said set of processors to perform 

50 operations comprising: 
receiving a plurality of tra?ic packets from a subscriber, 

wherein bindings to a plurality of contexts in a network 
element have been established for the subscriber, and 
wherein each of the plurality of contexts operates as a 
virtual router in the network element; 

accessing at least certain header information from each one 
of said plurality of tra?ic packets; 

selecting different ones of the plurality of contexts for 
different ones of said plurality of tra?ic packets based on 
said accessing, wherein said selecting comprises, 
determining if at least certain accessed header informa 

tion is associated with a secondary one of the bind 
ings, wherein one of the bindings is a primary binding 
and the rest of the bindings are secondary bindings, 

selecting one of the plurality of the contexts matching 
the secondary binding as the selected context if there 
is an association, and 
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selecting a primary context matching the primary bind 
ing as the selected context if there is no association; 
and 

communicating each one of said plurality tra?ic packets to 
the selected context for each one of said plurality of 
contexts. 

5. A method for a netWork element, comprising: 
receiving a plurality of traf?c packets from a subscriber, 

Wherein bindings to a plurality of contexts in the net 
Work element have been established for the subscriber 
and Wherein each of the plurality of contexts operates as 
a virtual router in the netWork element; 

accessing at least certain header information from each one 
of said plurality of traf?c packets; 

selecting different ones of the plurality of contexts for 
different ones of saidplurality of tra?ic packets based on 
said accessing, Wherein said selecting comprises, 
determining if at least certain accessed header informa 

tion is associated With a secondary one of the bind 
ings, Wherein one of the bindings is a primary binding 
and the rest of the bindings are secondary bindings, 

selecting one of the plurality of the contexts matching 
the secondary binding as the selected context if there 
is an association, and 

selecting a primary context matching the primary bind 
ing as the selected context if there is no association; 
and 

communicating each one of said plurality tra?ic packets to 
the selected one of said plurality of contexts. 

6. The method of claim 5, further comprising: performing 
authentication, authorization and accounting for the sub 
scriber desiring to connect to a service. 

7. A method for a netWork element, comprising: 
receiving tra?ic packets from a subscriber that have differ 

ing header information, Wherein bindings to a plurality 
of contexts in the netWork element have been established 
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for the subscriber Wherein each of the plurality of con 
texts operates as a virtual router in the netWork element; 

selecting different ones of said plurality of contexts for 
different ones of said tra?ic packets based on the differ 
ent header information, Wherein said selecting a context 
for a traf?c packet comprises, 
determining if header information of the traf?c packet is 

associated With a secondary one of the bindings, 
Wherein one of the bindings is a primary binding and 
the rest of the bindings are secondary bindings, 

selecting one of the plurality of the contexts matching 
the secondary binding as the selected context if there 
is an association, and 

selecting a primary context matching the primary bind 
ing as the selected context if there is no association; 
and 

communicating said tra?ic packets to the selected ones of 
said plurality of contexts. 

8. The method of claim 7 further comprising: performing 
authentication, authoriZation and accounting for the sub 
scriber desiring to connect to a service. 

9. The method of claim 7, Wherein the packet received via 
point-to-point (PPP) into the netWork device. 

1 0. The method of claim 7, Wherein the packet received via 
Dynamic Host Con?guration Protocol (DHCP) into the net 
Work device. 

11. The method of claim 7, further comprising: 
modifying at least certain accessed header information of 

said packet after said determining Whether the packet is 
destined for a primary context or a secondary context. 

12. The method of claim 7, Wherein the secondary context 
is associated With gaming content. 

13. The method of claim 7, Wherein the secondary context 
is associated With video content. 

14. The method of claim 7, Wherein the secondary context 
is associated With a virtual private netWork (VPN). 

* * * * * 


