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CATHETER WITH ANGLED TIP OF 
REDUCED DIAMETER 

FIELD OF THE INVENTION 

This invention relates to catheters such as angiographic 
catheters used in uterine artery emboliZation. 

BACKGROUND OF THE INVENTION 

Uterine artery emboliZation is directed to the removal of 
?broids from the uterus. Fibroids are benign growths in the 
muscular Wall of the uterus that can range in siZe from very 
small to quite large. Their knoWn effects range from discom 
fort and backaches to interference With fertility. 

There are many treatments available for Women With 
?broids. Medicine can shrink some ?broids, While surgery 
has been used in other cases. A relatively neW Way to treat 
Women With ?broids is uterine ?broid emboliZation, Which 
involves the cutting off of the ?broid’s blood supply. 

Fibroids require a supply of blood in order to groW, and Will 
shrink or disappear completely When that supply is cut off. 
The emboliZation procedure entails the cutting of a tiny inci 
sion in the patient’s groin region, and the passing of a small 
catheter through the patient’s arterial system to the uterus. In 
practice, a radio -opaque catheter is fed into the femoral artery, 
While x-ray imaging is used to locate the relevant blood ves 
sels and position the catheter. When the catheter has success 
fully navigated the arterial system to reach the targeted site, a 
?uid containing tiny particles is injected into the targeted area 
via the catheter. The particles, typically made of plastic or 
gelatin sponge, are about the siZe of grains of sand, and are 
moved by the pres sure from the heart into the smaller arteries 
that are supplying blood to the ?broid. The particles become 
lodged in those arteries, and block blood ?oW to the ?broid. 
Over time, the ?broids consequently shrink or disappear. 

In performing the emboliZation procedure, one must 
manipulate the catheter through a series of arteries and arte 
rial branches of decreasing siZe in order to reach the targeted 
site. In accordance With Well knoWn techniques, the distal end 
of the catheter is inserted into the patient’s femoral artery via 
the incision, and a thin, ?exible, radio-opaque guide Wire is 
advanced into and along the artery from the proximal end of 
the catheter. After advancing the Wire for an appropriate dis 
tance, the catheter is advanced along the guide Wire, the Wire 
is further advanced, etc. Upon reaching a desired arterial 
branch, the Wire is manipulated from the proximal end of the 
catheter so that its distal tip enters the desired branch and 
advances for some distance. The catheter is then advanced 
along the Wire into and along the branch. This process is 
repeated until the desired site is reached. 

Catheters must be su?iciently ?exible to track the guide 
Wire through sometimes tortuous paths, and must have an 
outer diameter that is suf?ciently small to enter the arteries 
Without causing damage. On the other hand, the catheters 
must be able to transmit the catheter-advancing longitudi 
nally-directed force along the length of the catheter Without 
kinking so that the catheter can be pushed through the 
patient’s arterial system to reach the targeted area. 

SUMMARY OF THE INVENTION 

The invention herein is a catheter that enhances the physi 
cian’ s ability to manipulate the catheter and guide Wire as the 
patient’s arterial system is navigated. The catheter comprises 
(1) a ?rst generally tubular body segment having proximal 
and distal ends, and formed With an outer diameter of no more 
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2 
than approximately 5 fr about a generally ?rst longitudinally 
extending axis, and (2) a second generally tubular body seg 
ment having a proximal end integrally coupled to the distal 
end of the ?rst body segment, and a distal end, the second 
body segment being formed With an outer diameter of no 
more than approximately 4 fr about a second axis, the ?rst and 
second axes intersecting at an acute intersection angle. (As 
used herein, the abbreviation “fr” refers to the unit of mea 
surement of the “french scale” (also knoWn as the “Charriere 
scale”). As knoWn to those of ordinary skill in the art, the 
French scale is a scale for grading the siZes of catheters based 
on a measurement of 1/3 mm. Thus, for example, 3 fFl mm.) 
The subject catheter is accordingly inserted into the femoral 
artery With the second body segment preceding the ?rst seg 
ment. As the catheter is advanced along an artery, it can be 
rotated about the ?rst axis so that the consequential arc tra 
versed by the distal end of the second body segment better 
orients the distal end of the guideWire for easier entry into 
desired arterial segments and branches and easier passage 
around curves in the path. 
The catheter preferably includes a third generally tubular 

body segment integrally coupled to the distal end of the 
second body segment, and formed With an outer diameter of 
no more than approximately 4 fr about a third axis, the third 
axis intersecting the second axis at a second acute intersection 
angle. The catheter is inserted into the artery, With its third 
segment being inserted ahead of the second segment, to fur 
ther enhance the ability of the physician to navigate through 
the arterial system by positioning the guide Wire for very 
sharp turns oWing to the additive nature of the tWo intersec 
tion angles. 

Further details concerning the invention Will be appreci 
ated from the folloWing detailed description of the invention, 
of Which the draWing is a part. 

THE DRAWING 

In the draWing, 
FIG. 1 is a side elevation vieW, in schematic, of a catheter 

constructed in accordance With the invention 
FIG. 2 is a magni?ed side elevation vieW of the distal 

portion of the catheter of FIG. 1 Within the line 2-2 therein; 
FIG. 3 is a is a cross-sectional vieW of the catheter of FIG. 

1 taken along line 3-3 in FIG. 2; 
FIG. 4 is a cross-sectional vieW of the catheter shoWn in 

FIG. 1 and taken along line 4-4 in FIG. 2; 
FIG. 5 is a front elevation vieW of the catheter of FIG. 1, 

and 
FIG. 6 is a side elevation vieW of a preferred modi?cation 

to the distal portion of the catheter the right side of the cath 
eter of FIG. 1. 

DETAILED DESCRIPTION OF THE INVENTION 

FIG. 1 is a side elevation vieW, in schematic, of a catheter 
constructed in accordance With the invention. A preferred 
catheter for use in uterine artery emboliZation Will be 
described, although it Will be recogniZed that other dimen 
sions and angles may be used for some patients, some sites 
and/or other medical procedures. As illustrated in FIG. 1, and 
in cross-section in FIGS. 3-4, the catheter 10 comprises a ?rst 
generally tubular body segment 12 formed about a generally 
?rst longitudinally-extending axis 14, and a second generally 
tubular body segment 16 formed about a second axis 18 and 
integrally coupled to the distal end of the ?rst body segment. 
The preferred length Ll of the catheter is approximately 45 
cm. The preferred length L2 of the second body segment is 
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approximately 8.63 mm. The curved portion of the catheter 
transiting from the longitudinally-extending ?rst segment to 
the acutely-extending second segment has a preferable radius 
of approximately 4.87 mm. The region Within Which the 5 fr 
outer diameter is reduced to 4 fr is not critical, Within the 
dictates of human anatomy, and can occur on the curve or on 
either the proximal or distal sides of the curve. 

Referring to FIGS. 3 and 4, the outer diameter OD 1 of the 
?rst body segment is no more than approximately 5 fr, and is 
preferably 5 fr. The outer diameter OD2 of the second body 
segment is no more than approximately 4 fr, and is preferably 
4 fr. The inner diameter of both segments is preferably 
approximately 0.97 mm. Referring to FIGS. 1 and 5, the ?rst 
and second axes 14, 18 are generally coplanar and intersect at 
an acute angle 0t in the preferred range of approximately 
30°-50°, and preferably at approximately 30°. 

The distal end of the catheter 10, comprising the second 
body segment 16, is initially inserted through an incision in 
the patient’s skin into the femoral artery. A thin ?exible guide 
Wire (not shoWn) having one or more radiographic markers is 
then inserted into the artery through the proximal end of the 
catheter so that it emerges form the distal end of the second 
segment body and is advanced some distance along the artery. 
The catheter is then advanced along the guide Wire by a 
longitudinally-directed force exerted on the catheter segment 
exterior of the patient until the distal end of the catheter 
reaches the distal end region of the guide Wire, Whereupon the 
guide Wire is again extended from the catheter by feeding an 
additional length of the guide Wire into the catheter from the 
proximal end of the catheter and suitably rotating the guide 
Wire about the ?rst axis 14 as desired to traverse curves and 
branches in the arterial system in accordance With Well known 
techniques and guide Wire topography. 
OWing to the oblique angle 0t of the second body segment 

16, manipulation of the guide Wire is facilitated With the 
subject invention. As the distal end of the catheter reaches a 
branch or curve that must be folloWed by the guide Wire, the 
physician can appropriately rotate the catheter 10 about axis 
14, causing the catheter’s distal tip 22 to folloW the circular 
path 20 illustrated in FIG. 5. This arcuate repositioning of the 
catheter’s distal tip orients and positions the emerging guide 
Wire’s distal tip for easier entry into arterial branches and 
curves. After alternately advancing the Wire and catheter in 
this manner to reach the desired site, the emboliZation process 
is performed, and the catheter removed from the patient. 

Because the relatively longer proximal portion of the cath 
eter is 5 fr, the catheter resists kinking as it travels long the 
relatively larger arteries that are initially encountered in the 
procedure. Because the second body segment is of a reduced 
4 fr diameter, it is easily inserted into the smallest doWn 
stream artery that one expects to encounter in the procedure. 
Accordingly, a single catheter can be utiliZed to initially navi 
gate the arterial system With the guide Wire, and to thereafter 
deploy the emboliZing ?uid. 

FIG. 6 is a side elevation vieW, n schematic, of a preferred 
modi?cation to the distal end of the catheter shoWn in FIG. 1. 
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A third body segment 22, having a preferred length L3 of 
approximately 5 mm, is formed about a third axis 24 that 
intersects the ?rst body segment’s axis 14 at a preferable 
angle of approximately 90°. Thus, if the angle 0t is approxi 
mately 30°, the axis 24 extends from the axis 18 at an angle of 
approximately 60°. The third body segment enhances the 
physician’ s ability to position and manipulate the entry of the 
catheter into doWnstream arteries by enhancing the ability to 
impose a doWnWard force on the distal catheter tip. 

Although the present invention and its advantages have 
been described in detail, it should be understood that various 
changes, substitutions and alterations can be made herein 
Without departing from the spirit and scope of the invention as 
de?ned by the appended claims. 

I claim: 
1. A catheter comprising: 
a ?rst generally tubular body segment formed about a ?rst 

generally longitudinally-extending axis and having an 
outer diameter of no more than approximately 5 fr; 

a second generally tubular body segment formed about a 
second axis and having an outer diameter of no more 
than approximately 4 fr, 

the ?rst and second axes being generally coplanar and 
intersecting at an acute angle. 

2. The catheter of claim 1 including a third generally tubu 
lar body segment formed about a third axis and having an 
outer diameter of no more than approximately 4 fr, the third 
axis intersecting the second axis at an acute angle. 

3. The catheter of claim 2 Wherein the intersection of the 
?rst and second axes lie in approximately the same plane as 
the intersection of the second and third axes. 

4. The catheter of claim 3 Wherein the intersection angle of 
the ?rst and second axes is in the range of approximately 
25°-50°. 

5. The catheter of claim 4 Wherein the intersection angle of 
the second and third axes is in the range of approximately 
40°-65°. 

6. The catheter of claim 5 Wherein the sum of the tWo 
intersection angles is approximately 90°. 

7. The catheter of claim 3 Wherein the intersection angle of 
the ?rst and second axes is in the range of approximately 30°. 

8. The catheter of claim 4 Wherein the intersection angle of 
the second and third axes is approximately 60°. 

9. The catheter of claim 2 Where the longitudinal length of 
the catheter is in the range of 40-50 cm in length. 

10. The catheter of claim 9 Wherein the longitudinal length 
of the catheter is approximately 45 cm. 

11. The catheter of claim 2 Wherein the second body seg 
ment is in the range of approximately 5-11 mm in length. 

12. The catheter of claim 11 Wherein the second body 
segment is approximately 8.6 mm. 

13. The catheter of claim 3 Wherein the third body segment 
is in the range of approximately 5 mm. 
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