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SYSTEM FOR PRINT IMAGING WITH PRISM 
ILLUMINATION OPTICS 

This application claims the bene?t of US. Provisional 
Application No. 60/598,124 ?ledAug. 3, 2004, incorporated 
by reference herein in its entirety, and is a continuation-in 
part of US. application Ser. No. 10/462,592 ?led Jun. 17, 
2003, now US. Pat. No. 6,954,261 B2 that issued on Oct. 11, 
2005, also incorporated by reference herein in its entirety. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates generally to the ?eld of skin 
ridge pattern imaging, and has particular applications in 
imaging of skin pressed against a platen surface, such as in 
?ngerprint imaging. 

2. Background Art 
Internal re?ection from a prism surface is typically used to 

see and photograph the unique pattern of ridges on a ?nger 
print, handprint, or other skin surface. Known imaging meth 
ods include dark-?eld vieWing and bright-?eld vieWing. In 
dark-?eld vieWing, the image is seen by light scattered from 
?nger ridges contacting a platen surface, and unimpeded total 
re?ection gives a vieW of a black background surface. In 
bright-?eld vieWing the surface appears bright by total re?ec 
tion in all areas of a platen Where it is not contacted by ridges. 
The latter vieW normally requires additional components 
such as a lens to collimate the illumination falling on the 
prism surface. FIG. 1 shoWs an apparatus 100 adapted for 
bright-?eld vieWing. A prism 102 is contacted by ?nger 104 
(or other body member having a print pattern of ridges and 
valleys) on platen surface 106. Platen surface 106 can be a 
surface of prism 102 itself or a surface of a transparent pro 
tective ?lm or other material optically coupled to a surface of 
prism 102. An illumination source 108 provides light through 
prism 102. Illumination source 108 may include one or more 
light-emitting diodes and may be located as shoWn, or may be 
located behind back prism face 110. White paint 112 may be 
applied to back prism face 110. 
An optical axis 114 extends from prism 102 through ?rst 

lens 116, aperture stop 118, and imaging lens 120 to imaging 
device 122. Optical elements including lenses 116 and 120 
may be more complex; these lenses may be lens groups rather 
than single lenses and additional optical elements may be 
provided along axis 114 to improve image quality. The ?nger 
contacted surface 106 is preferably vieWed telecentrically by 
imaging device 122 so that sensitivity to ridge contact is 
uniform over the entire vieWed area. FIG. 1 merely illustrates 
one Way that an optical system can be con?gured to achieve 
this result. The vieW is made through ?rst lens 116 that directs 
the collected light from the prism through aperture stop 118 
into imaging lens 120 that forms an image of the contacted 
prism surface onto any suitable imaging device 122. Imaging 
device 122 may, for example, include photographic ?lm or a 
digital image sensor array, such as a CCD or CMOS compo 
nent. Preferably imaging device 122 is tilted at a suitable 
angle to achieve a sharp image of the entire ?nger area, as by 
the Scheim?ug condition. 

While this design is capable of obtaining useful skin pat 
tern images, it requires substantial illumination from LED or 
other light sources, Which take up space in the device and 
require substantial electrical poWer. Therefore, there is a need 
for an improved optical illumination and imaging system and 
method that overcomes these de?ciencies. 
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2 
BRIEF DESCRIPTION OF THE 

DRAWINGS/FIGURES 

The accompanying draWings, Which are incorporated 
herein and form a part of the speci?cation, illustrate the 
present invention and, together With the description, further 
serve to explain the principles of the invention and to enable 
a person skilled in the pertinent art to make and use the 
invention. 

FIG. 1 is a diagram shoWing elements of the optical path of 
a ?ngerprint reading device, particularly including prism illu 
mination elements. 

FIGS. 2A-2F are diagrams shoWing directionally-oriented 
re?ective devices in the optical path of an improved ?nger 
print reading device With enhanced re?ectivity according to 
embodiments of the invention. 

FIG. 3 is a diagram further illustrating a directionally 
oriented re?ective device made up of a faceted re?ective 
surface having facets progressively tilted to form a concave 
mirror according to an embodiment of the invention. 
The present invention Will noW be described With reference 

to the accompanying draWings. In the draWings, some like 
reference numbers indicate identical or functionally similar 
elements. Additionally, the left-most digit(s) of most refer 
ence numbers identify the draWing in Which the reference 
numbers ?rst appear. 

DETAILED DESCRIPTION OF EMBODIMENTS 
OF THE INVENTION 

The inventors have discovered that When illuminating the 
?eld of platen contact surface 106 by the method illustrated in 
FIG. 1, most of the light scattered from White paint 112 leaves 
surface 110 at angles that do not permit it to pass later through 
the small aperture stop 118, and that light is therefore lost 
from the system. A planar surface of White paint 112 is not a 
directionally-oriented surface. Most of the useful light is scat 
tered from the White surface 1 10 through comparatively small 
angles, perhaps +/—25 degrees. 

In an embodiment of the invention, illustrated in FIG. 2A, 
an improved print imaging apparatus 200 provides a direc 
tionally-oriented re?ective device 202 (also referred to herein 
as simply “element 202”) at or near surface 110 ofprism 102. 
Directionally-oriented re?ective device 202 is optically 
coupled to surface 110. For example, directionally-oriented 
re?ective device 202 can be integral With, adjacent to, near, or 
along an optical path from surface 110. An illumination 
source 208 provides illumination into prism 102. 

Directionally-oriented re?ective device 202 generally 
re?ects internal light traveling Within prism 102 toWard sur 
face 110 back Within prism 102 in one or more directions 
leading toWard the platen surface 106. Directionally-oriented 
re?ective device 202 can re?ect light back in one or more 
directions to more e?iciently illuminate the entire surface 
area of platen surface 106 at desired incident angles. For 
instance, these direction(s) of re?ection are arranged so that 
light re?ects from directionally-oriented re?ective device 202 
back Within prism 102 to be incident on platen surface 106 at 
desired angles of incidence such that a print pattern image of 
ridges and valleys on platen surface 106 can be vieWed tele 
centrically With an imaging device 122. In this Way, direc 
tionally-oriented re?ective device 202 more ef?ciently 
directs light to platen surface 106 alloWing the poWer of an 
illumination source to be reduced even in telecentric imaging 
systems. Optionally, directionally-oriented re?ective device 
202 can also scatter re?ective light someWhat to provide more 
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diffuse re?ection, reduce sharp edges, and even ?ll across the 
illuminated platen surface 106. 

Directionally-oriented re?ective device 202 may be, for 
example, a slightly rough mirror surface, a nacreous pigment, 
common aluminum paint, or a retrore?ective material such as 
the commercial products available from Re?exite Corp. and 
3M Corp. In some cases it Will be desirable to modify the 
design of commercially-available off-the-shelfretrore?ective 
devices to make them someWhat less directional than conven 
tional retrore?ectors. In the case of Re?exite Corp. retrore 
?ectors, the modi?cation could be done by making the indi 
vidual microprism facets less directional than conventional 
corner re?ectors, and in the case of 3M SCOTCHLITE ret 
rore?ectors, the modi?cation could be done by adjustment of 
the refractive indices of the glass beads. 

In an embodiment, element 202 is an echelon re?ector, or 
Fresnel mirror, optically coupled to prism surface 110 includ 
ing but not limited to being near, adjacent to, or optionally 
cemented to it. Element 202 is constructed With a plurality of 
progressively tilted circular groove facets to function as a 
concave mirror. FIG. 3 shoWs an example of a plurality of 
progressively tilted groove facets 302 that function as a con 
cave mirror. Only a small number of tilted facets are shoWn 
for clarity. A larger or smaller number of facets and different 
types of shapes (e.g., square, rectangular, hexagon, polygo 
nal, or circular) can be used. Other directional arrangements 
can be used. The faceted re?ective surface or mirror 202 can 
be designed to redirect light rays originating from a light 
emitting diode (LED) 208 that strike anyWhere on the mirror 
surface, so that they pass to the ?nger-contacted prism face 
106 and re?ect from it along the desired telecentric path 114, 
e?iciently entering aperture stop 118. One or more LEDs 
clustered near each other can be used as illumination device 
208. One advantage of embodiments of the present invention 
is the ability to obtain a desired level of illumination and 
image quality With only one or tWo LEDs rather than 10-12 
LEDs as might be required to obtain a good image With a 
conventional design. 

In another embodiment, element 202 is a Fresnel mirror 
formed as a thin plastic compression molding or injection 
molding and evaporatively coated With a re?ective metal. In 
this embodiment the re?ective metal may also be applied by 
placing a thin sheet of re?ective plastic Web material in the 
mold along With the plastic blank, pellets, or gob of material 
to form the molded mirror. Such a mirror can be formed With 
its faceted re?ective surface directly facing the prism, or can 
be formed With its faceted re?ective surface on the opposite 
side, so that internal re?ection from the coating is used. It can 
be formed With an uncoated faceted positive Fresnel lens of 
appropriate poWer positioned behind the prism, and a re?ec 
tive coating applied to or present as a second component 
behind the Fresnel lens. 

In another embodiment of directionally-oriented re?ective 
device 202, instead of a Fresnel mirror, a faceted re?ective 
surface may be used, of the type referenced and described in 
Us. Pat. No. 3,704,617 to Gold, titled “Method and Appara 
tus for Fabricating Imaging Means,” (“a Gold-type mirror”) 
incorporated by reference herein in its entirety. 

In further embodiments, other optical components are used 
as a directionally-oriented re?ective device 202 instead of the 
Fresnel mirror or Gold-type mirror. Other examples of a 
directionally-oriented re?ective device 202 according to 
embodiments of the invention include a spherical or aspheric 
concave mirror 202B in FIG. 2B, or a positive lens and mirror 
combination 202C in FIG. 2C, positioned to collimate the 
light reaching it through the back prism face and redirect it as 
desired. In another embodiment, a plano-convex glass or 
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4 
plastic lens 202D is cemented by its ?at side to the back prism 
face 110 and coated to be re?ective on its convex side (FIG. 
2D). The prism 102 itself may also be formed With a gener 
ated convex optical surface on the rear facet 110 and coated to 
function as a concave mirror of the necessary poWer for 
re?ection from Within the prism. If not cemented to or integral 
With the prism, an attractive design option is a second-surface 
re?ective concave mirror formed by putting a re?ective sur 
face on the convex side of a negative meniscus lens, of plastic 
or glass, thereby forming a Mangin mirror 202E that can 
easily be corrected for spherical aberration (FIG. 2E). These 
alternative embodiments are, in general, less preferred than 
the Fresnel lens or Gold-type mirror embodiments as they 
tend either to be larger or to be more di?icult to tool and 
manufacture. 

In another embodiment, directionally-oriented re?ection 
device 202 can be a diffractive optical element 202F, includ 
ing but not limited to, a diffractive grating, holographic opti 
cal element or holographic ?lm (FIG. 2F). For instance, dif 
fractive optical element 202F can concentrate re?ected light 
along directions in such a Way as to enhance the amount of 
light huf?ng the underside of platen surface 106 at desired 
angles of incidence for bright-?eld vieWing thereby improv 
ing illumination e?iciency and image contrast. See the holo 
graphic ?lm in commonly-assigned, application Ser. No. U.S. 
application Ser. No. 10/462,592, ?led Jun. 17, 2003, noW U.S. 
Pat. No. 6,954,261 B2 that issued on Oct. 11, 2005, incorpo 
rated by reference herein in its entirety. 

The prism surfaces through Which the light ?rst enters 
prism 102 and the surface adjacent to a Fresnel mirror (or 
other structure) do not have to be fully polished, and in fact 
some degree of roughness and diffusion may be bene?cial, 
preferably a ?ne grind of about #220 grit. Where the light ?rst 
enters the prism, such surface diffusion may help make the 
illumination uniform across the desired area if the source 
itself has some directionality, as could be a problem With a 
tungsten lamp. If the prism surface adjacent to the Fresnel 
re?ector is fully polished, the light source may be sharply 
re-imaged onto the aperture stop of the optical system, and 
may appear smaller than that aperture, a condition knoWn as 
partially coherent imaging. For ?ngerprint identi?cation the 
result is generally not desirable because of excessive edge 
sharpening, dirt visibility, and other possible artifacts, such as 
Schlieren and shadoWgraph enhancement of extraneous opti 
cal irregularities that are not usually seen. Those problems are 
greatly reduced if the adjacent prism surface is not fully 
polished or is coated With a suitably diffuse matte lacquer 
commercially available for spray-coating photographic 
prints. If use With a polished prism is desired, or if the Fresnel 
mirror is to be cemented to the prism, adequate diffusion can 
alternatively be introduced by applying a suitable texture to 
the mirror surface itself. Examples of such texture used on a 
Fresnel mirror are described in Us. Pat. No. 3,718,078, 
“Smoothly Granulated Optical Surface and Method for Mak 
ing Same,” incorporated herein by reference in its entirety. In 
each case the desirable range of optical diffusion Will assure 
that the image of the light source at least ?lls the aperture stop 
of the optical system, preferably With enough overlap so that 
the Fresnel mirror can be positioned With easy tolerances, and 
need not be perfectly ?at, but not so much more diffusion that 
light is unnecessarily Wasted from the system. Light loss can 
be compensated by using more than one adjacent LED. Opti 
cal diffusion resulting from a double transit through a ?ne 
ground prism face should produce a satisfactory image. 
Of course, the technology introduced here does not require 

that the optical system be fully telecentric at the ?nger contact 
surface. If it is not, then the desired function of the Fresnel 
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mirror Will be to form an image of the light source generally 
onto the aperture stop of the optical system Wherever it may 
be found, and those skilled in the art Will recognize that other 
substitutions may be made Without changing the scope of this 
disclosure. For instance, non-telecentric imaging systems can 
be used With the prism illumination of the present invention. 

Embodiments have been described With respect to bright 
?eld vieWing, hoWever the present invention is not so limited. 
Dark-?eld vieWing may also be used. 

In the above description, prism 102 is illustrative and not 
intended to limit the present invention. Other types of prism 
shapes, including but not limited to triangular or other 
polygonal prisms With total internal re?ection, can be used. 
Illumination source 208 is also illustrative and not intended to 
limit the present invention. Any type of illumination source 
including but not limited to light emitting diode(s) (LEDs), 
laser diode(s), tungsten lamp, or other emitter can be used. 
Illumination source 208 may also be arranged to inject light in 
other faces of prism 110 or into other optical components 
prior to entry into prism 110. 

While various embodiments of the present invention have 
been described above, it should be understood that they have 
been presented by Way of example only, and not limitation. It 
Will be apparent to persons skilled in the relevant art that 
various changes in form and detail can be made therein With 
out departing from the spirit and scope of the invention. Thus, 
the breadth and scope of the present invention should not be 
limited by any of the above-described exemplary embodi 
ments, but should be de?ned only in accordance With the 
patent claims and their equivalents. 
What is claimed is: 
1. A platen illumination system comprising: 
a prism comprising a ?rst side, a second side, a third side 

and a platen side, such that the ?rst side is betWeen the 
platen side and the third side and the second side is 
betWeen the platen side and the third side; 

a platen surface coupled to the platen side, the platen sur 
face being con?gured to receive at least a portion of a 
hand; 

an illumination source optically coupled to the ?rst side, 
the illumination source con?gured to generate a beam of 
radiation for illuminating the platen surface; and 

a directionally-oriented re?ective device optically coupled 
to the second side, the directionally-oriented re?ective 
device con?gured to re?ect the beam of radiation 
toWards the platen surface, Wherein: 
the beam of radiation enters the prism through the ?rst 

side and re?ects from the directionally-oriented 
re?ective device toWards the platen surface, 

the platen surface is arranged to receive the beam of 
radiation at a desired angle of incidence, and 

the directionally-oriented re?ective device is con?gured 
such that at least a portion of the directionally-ori 
ented re?ective device re?ects the beam of radiation 
at a selected angle of re?ection Which is different than 
an angle of incidence of the beam of radiation on the 
directionally-oriented re?ective device, the selected 
angle of re?ection is such that the beam of radiation is 
incident upon the platen surface at the desired angle of 
incidence. 

2. The platen illumination system of claim 1, Wherein the 
directionally-oriented re?ective device comprises a direc 
tional scattering element. 

3. The platen illumination system of claim 2, Wherein the 
directional scattering element comprises a roughened mirror 
surface, nacreous pigment, metallic paint, or retrore?ective 
material. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

6 
4. The platen illumination system of claim 1, Wherein the 

directionally-oriented re?ective device comprises an echelon 
re?ector. 

5. The platen illumination system of claim 1, Wherein the 
directionally-oriented re?ective device comprises a Fresnel 
mirror. 

6. The platen illumination system of claim 1, Wherein the 
directionally-oriented re?ective device includes a plurality of 
progressively tilted facets. 

7. The platen illumination system of claim 6, Wherein the 
plurality of progressively tilted facets comprise circular 
groove facets that collectively function as a concave mirror. 

8. The platen illumination system of claim 1, Wherein the 
directionally-oriented re?ective device re?ects the beam of 
radiation at the selected angle of re?ection such that the beam 
of radiation further re?ects from the platen surface along a 
telecentric path out of the prism. 

9. The platen illumination system of claim 1, Wherein the 
directionally-oriented re?ective device comprises a multifac 
eted re?ective surface. 

10. The platen illumination system of claim 1, Wherein the 
directionally-oriented re?ective device comprises a Fresnel 
lens betWeen the prism and a re?ective element. 

11. The platen illumination system of claim 1, Wherein the 
directionally-oriented re?ective device comprises a combina 
tion of optical elements. 

12. The platen illumination system of claim 1 1, Wherein the 
combination of optical elements includes a combination of 
refractive and re?ective surfaces. 

13. The platen illumination system of claim 1 1, Wherein the 
combination of optical elements comprises a Mangin mirror. 

14. The platen illumination system of claim 1, Wherein the 
directionally-oriented re?ective device comprises a concave 
mirror. 

15. The platen illumination system of claim 1, Wherein the 
directionally-oriented re?ective device comprises a diffrac 
tive optical element. 

1 6. The platen illumination system of claim 15, Wherein the 
diffractive optical element comprises a holographic ?lm. 

17. The platen illumination system of claim 9, Wherein the 
multifaceted re?ective surface comprises a plurality of pro 
gressively tilted facets. 

18. The platen illumination system of claim 17, Wherein the 
plurality of progressively tilted facets comprises circular 
groove facets that collectively function as a concave mirror. 

19. The platen illumination system of claim 1, Wherein the 
directionally-oriented re?ective device is con?gured to con 
centrate or focus the beam of radiation onto the platen sur 
face. 

20. The platen illumination system of claim 1, Wherein the 
directionally-oriented re?ective device re?ects a plurality of 
beams of radiation toWard the platen surface at a plurality of 
selected angles of re?ection, Wherein the plurality of beams 
of radiation are incident upon the platen surface at a plurality 
of respective desired angles of incidence With respect to the 
platen surface. 

21. The platen illumination system of claim 20, Wherein the 
plurality of desired angles of incidence are selected such that 
a print pattern received on the platen surface can be vieWed 
telecentrically With an imaging device. 

22. The platen illumination system of claim 20, Wherein the 
plurality of desired angles of incidence are selected, such that 
a print pattern received on the platen surface can be illumi 
nated With at most tWo light emitting diodes (LEDs). 

23. The platen illumination system of claim 1, Wherein the 
platen surface comprises a surface of the platen side of the 
prism. 
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24. The platen illumination system of claim 1, wherein the 
platen surface comprises a platen element optically coupled 
to a surface of the platen side of the prism. 

25. The platen illumination system of claim 1, Wherein the 
selected angle of re?ection results in a reduction of scattering 
of the beam of radiation. 

26. The platen illumination system of claim 15, Wherein the 
diffractive optical element includes a holographic optical ele 
ment. 

27. A system for imaging at least a portion of a hand, 
comprising: 

a prism comprising a ?rst side, a second side, a third side 
and a platen side, such that the ?rst side is betWeen the 
platen side and the third side and the second side is 
betWeen the platen side and the third side; 

a platen surface coupled to the platen side, the platen sur 
face being con?gured to receive at least a portion of a 
hand; 

an illumination source optically coupled to the ?rst side, 
the illumination source con?gured to generate a beam of 
radiation for illuminating the platen surface; 

a directionally-oriented re?ective device optically coupled 
to the second side, the directionally-oriented re?ective 
device con?gured to re?ect the beam of radiation 
toWards the platen surface; 

an imaging device con?gured to vieW the platen surface 
telecentrically; and 
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an aperture stop betWeen the imaging device and the platen 

surface, the aperture stop con?gured to transmit at least 
a portion of the beam of radiation from the platen surface 
along a telecentric path before imaging of the at least a 
portion of the beam of radiation by the imaging device, 
Wherein: 
the beam of radiation enters the prism through the ?rst 

side and re?ects from the directionally-oriented 
re?ective device toWards the platen surface, 

the platen surface is arranged to receive the beam of 
radiation at a desired angle of incidence, and 

the directionally-oriented re?ective device is con?gured 
such that at least a portion of the directionally-ori 
ented re?ective device re?ects the beam of radiation 
at a selected angle of re?ection Which is different than 
an angle of incidence of the beam of radiation on the 
directionally-oriented re?ective device, Wherein: 
the selected angle of re?ection is such that the beam of 

radiation is incident upon the platen surface at the 
desired angle of incidence, and 

the desired angle of incidence is arranged to result in 
re?ection of the beam of radiation from the platen 
surface along the telecentric path to the aperture, 
Wherein an intensity of the at least a portion of the 
beam of radiation transmitted by the aperture and 
collected by the imaging device is maximized. 

* * * * * 


