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To all whom, it may concern. 
Be it known that I, J OHN ScHwEcHLER, a 

citizen of the United States, residing in the 
city and county of Philadelphia, State of Penn 
sylvania, have invented a new and useful Im-v 
provement in Soap-Suppliers, of which the 
following is a speci?cation. 
My invention consists of an improved soap 

supplier, as will be hereinafterfully described 
and claimed. 
Figure 1 represents a central vertical sec 

tion of a soap-supplier embodying my inven 
iion and taken on the line at wof Fig. 2. Fig.‘ 
2 represents a transverse section of the same 
011 the line y y of Fig. 1. Fig. 3 represents a 
top plan view. Fig. 4 represents a bottom 
plan View. 

Similar letters of reference indicate corre 
responding parts in the ?gures. ' 

Referring to the drawings, A designates the 
supporting arm or bracket, having a threaded 
shank B, by means of which it can be secured 
in position. To the upper end of said arm 
A is a support 0 for the soap tube or recep— 
tacle D. Although said support may be 
otherwise constructed, I have‘ in the present 
instance shown the same as consisting of an 
upright cylindrical casing having an‘ in 
turnedv annular ?ange E at its lower end, upon 
which the receptacle D rests. I also provide 
a cover F for said casing and means for look 
ing the same in position, said means conven 
iently consisting of eyes G and II near the 
upper end of the casing and a pintle J at one 
side of the cover and an eye K on the other 
side. The pintle enters the eye G, and a lock 
L fastens the eyes H and K. 
The receptacle D is cylindrical and ?ts 

within the casing (J and is provided at its 
lower end with an extension or nozzle M, that 
?ts within the opening formed by ?ange E, 
while the upper end of the receptacle is closed 
by a cap N threaded thereon. Fitting within 
the'receptacle D is a follower P, having pe 
ripheral guide-notches Q, to receive the lon 
gitudinal guides R on the interior of the re 

The lower end of the follower 
P is plain, while a nut S is supported by the 
legs T rising from the upper side thereof. 
The'cover F, cap N, and follower P have 
openings concentric with the nut S, through 

which passes the threaded stem U, the latter 
being provided with a ?nger-piece or handle 
V at its upper end, by means of which it is 
turned. Rigidly secured to said stem, just 
below the cap N, is a ratchet-wheel "W, that is 
engaged by a spring-pawl X on the cap, said 
ratchet-wheel and pawl preventing a reverse 
motion of the stem, while the ratchet-wheel 
also prevents the upward longitudinal move-v 
ment of the stem. . 
The operation is as follows: The soap sup 

plied by this device is soft or in a plastic 
state, and in Fig.1 is designated by Y. When 
the receptacles D are ?rst inserted, the fol 
lower P should be at the top thereof and the 
receptacle ?lled with soap Y. Said receptacle 
is then placed in the position shown in Fig. 1 
and locked. The ratchet-wheel IV and pawl 
X prevent the stem from being turned except 
to feed the follower P toward the bottom of 
the receptacle. When the stem is turned 
therefore, the soap is forced through the noz 
zle M, from which it is removed by the user. 
When the follower reaches the bottom of the 
receptacle, the stem cannot be turned in 
either direction, thus denoting that the de 
vice is empty. 
locked and the empty receptacle removed and 
replaced by a full one. 
Having thus described my invention, what 

I claim as new, and desire to secure by Letters 
Patent, is- - 

1. In a device of the kind speci?ed, a tubu 
lar support having a ?ange or ledge at its 
lower edge, a receptacle having a nozzle or 
extension at its lower'end to project through 
the opening made by said ?ange' or ledge, 
the lower portion of said receptacle resting 
upon said ?ange or ledge, a locking device 
for con?ning said receptacle within said. sup 
port, and said receptacle being provided with 
a follower, and means for feeding the same. 

2. In a device of the kind speci?ed, a sup— 
port, a removable receptacle situated therein 
and having an opening at its lower end, a 
cover for said support adapted to con?ne said 
receptacle, a locking device for said cover, a 
follower within said receptacle, a threaded 
stem passing through said cover and the up 
per end of said receptacle and engaging said 
follower, a ratchet-wheel carried by said 
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stem, a pawl engaging said ratchet-wheel 
and means for turning said stem.‘ 

3. In a device of the kind speci?ed, a sup 
port, having an inwardly-projecting ?ange 

5 at its lower portion, a receptacle having a 
discharge-opening in its lower portion, con 
tained within said support and resting on 
said ?ange, a threaded stem within said re 

ceptacle, a follower actuated by said stem, 
means for preventing said follower from turn- :0 
ing, a ratchet-Wheel carried by said stein, 
and a pawl engaging said ratchet-wheel. 

JOHN SOHYV'ECHLER. 
lVitne-sses: ' 
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