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METHOD FOR GENERATING A DIALING 
DIRECTORY IN A NETWORK TERMINAL 
AND COMMUNICATIONS NETWORK FOR 

SUCH A METHOD 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application is based on and hereby claims priority to 
PCT Application No. PCT/DE00/03 918 ?led on Nov. 9, 2000 
and German Application No. 199 56 831.6 ?led on Nov. 25, 
1999, the contents of Which are hereby incorporated by ref 
erence. 

BACKGROUND OF THE INVENTION 

The present invention relates to a method for generating a 
dialing directory in a dialing directory memory of a ?rst 
netWork terminal Which, by outputting connection data in a 
netWork, can set up a connection to a second netWork terminal 
Which is connected to the netWork. The invention also relates 
to a communications netWork for executing such a method. 

Network terminals in the sense of the invention are all 
devices Which are connected to a netWork and Which, by 
dialing, can set up a connection to a further terminal con 
nected to the netWork. Dialing in the sense of the invention is 
the outputting of connection data in the netWork With Which a 
connection is set up to a further netWork terminal. 

The most customary netWork terminals in the sense of the 
invention are telephone terminals. When dialing is performed 
on a telephone terminal, the connection data is output into the 
telephone netWork in encoded form as a pulse signal or fre 
quency signal in order to set up the desired connection. In 
addition to the telephone netWork there are a multiplicity of 
further data netWorks in Which a connection is set up by 
outputting relevant connection data. Such netWorks are, for 
example, Datex-P or BTX. 

Most customary telephone terminals have a memory in 
Which frequently used numbers can be stored and calledusing 
an abbreviated dialing function. 

There are also telephone terminals Which have What is 
referred to as a telephone directory function. The telephone 
directory function permits a number to be stored With the 
associated name so that the associated number can be dialed 
by selecting the name. Such a telephone book function facili 
tates the administration of a large number of telephone num 
bers. The data Which is to be stored With the telephone direc 
tory function must be input by the keypad of the telephone 
terminal. 
WO 96/02996 discloses a method for generating a dialing 

directory in a dialing directory memory of a netWork terminal 
in Which a telephone number can be read out from a data 
memory Which is independent of the dialing directory 
memory and can be stored in the dialing directory memory 
together With an identi?er Which is to be input by a micro 
phone or a keypad. 
EP 0 554 625 A1 discloses a similar method in Which, 

hoWever, there is no provision of a data memory Which is 
independent of the dialing directory memory. 
One aspect of the invention is based on the object of pro 

viding a method for simply and quickly generating a dialing 
directory, in particular for a voice recognition device, in a 
netWork terminal, in particular a telephone terminal. In addi 
tion, the invention is based on the object of providing a 
communications netWork Which is suitable for the method 
according to one aspect of the invention. 
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2 
SUMMARY OF THE INVENTION 

The method according to the invention is used to generate 
a dialing directory in a dialing directory memory of a ?rst 
netWork terminal. The ?rst netWork terminal can, by output 
ting connection data in a netWork, set up a connection to a 
second netWork terminal connected to the netWork. The 
method comprises the folloWing steps: 

reading out of an identi?er assigned to the connection data 
from a data memory Which is independent of the dialing 
directory memory and in Which the identi?er is stored, 
and 

storage of the connection data together With the identi?er 
in the dialing directory memory of the ?rst netWork 
terminal. 

The identi?er is stored as phonetic script in the dialing 
directory memory so that a speci?c telephone number can be 
dialed in the corresponding telephone terminal With a simple 
voice recognition device merely by speaking the correspond 
ing identi?er. The voice recognition device must then merely 
determine Which identi?er stored in phonetic script best 
matches the spoken acoustic signal. It is expedient to restrict 
the vocabulary during the dialing operation to the identi?ers 
stored in the dialing directory memory, as the assignment is 
then relatively easy in comparison With other voice recogni 
tion operations in Which a signi?cantly larger vocabulary has 
to be evaluated. The identi?er is also stored as phonetic script 
in the data memory. 

According to an embodiment of the invention, the data 
Which is stored in a connection data memory of the netWork 
terminal is used for reading out from the data memory or for 
storage in the dialing directory memory. Such a connection 
data memory is, for example, a redialing memory of a tele 
phone device or fax device. In the case of digital netWorks, for 
example ISDN, When a connection is set up the connection 
data (?elephone number) is transmitted and stored in a con 
nection data memory. The corresponding identi?er can be 
determined by reference to the stored connection data and 
stored in the dialing directory memory. 
The data memory can be arranged at a central location of 

the netWork, a multiplicity of connection data and identi?ers 
being stored in the form of a database in the netWork. When 
the data stored in it are read out, a connection is set up 
betWeen the netWork terminal in Whose dialing directory 
memory the data is to be stored and the data memory via the 
netWork, and the corresponding data is transmitted to the 
netWork terminal and input into its dialing directory memory 
via the connection. 

HoWever, the data memory can also comprise a multiplic 
ity of data memory elements Which are arranged, for example, 
in the respective netWork terminals and out of Which, When a 
connection is set up, the data stored therein is read out and 
transmitted to the respective communications party. The 
transmitted data can be input into the dialing directory 
memory on request by a user. 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and other objects and advantages of the present 
invention Will become more apparent and more readily appre 
ciated from the folloWing description of the preferred 
embodiments, taken in conjunction With the accompanying 
draWing of Which: 
A netWork according to one embodiment of the invention is 

illustrated in the draWing. 
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DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Reference Will noW be made in detail to the preferred 
embodiments of the present invention, examples of Which are 
illustrated in the accompanying drawings, Wherein like ref 
erence numerals refer to like elements throughout. 

The single FIGURE shoWs a telephone netWork With a 
central sWitching o?ice ZVS, a plurality of local sWitching 
of?ces LVS, Which are each connected to the central sWitch 
ing o?ice via data lines DL, and telephone terminals TEG 
Which are each connected to the local sWitching of?ces LVS 
via further data lines DL. 

The telephone terminals TEG have a dialing directory 
memory WV-SP in Which frequently dialed telephone num 
bers are stored together With the name of the corresponding 
telephone subscriber, and a control unit ST-T Which controls 
operations at the telephone terminal TEG. In addition to the 
name, further information relating to the telephone sub 
scriber, for example, address, profession or the like can also 
be stored in the dialing directory memory. 

The telephone numbers stored in the dialing directory 
memory can, as With the knoWn telephone directory function, 
be selected by selecting the name and be dialed in order to set 
up a telephone connection. 

The central sWitching o?ice ZVS has a sWitching unit SE 
Which sWitches the individual telephone lines or channels 
leading to the central sWitching station and thus sets up or 
releases corresponding telephone connections. The sWitching 
unit SE is actuated by a control unit ST-V. The control unit is 
connected to an internal BUS B to Which a data memory DS 
and a voice recognition system SPS are connected. 

The telephone netWork shoWn in the FIGURE is a digitally 
operating telephone netWork, i.e. the signals transmitted via 
the data line are digitiZed and the central sWitching of?ce is 
embodied as a digital processor system. The audio/digital 
conversion is carried out in the individual telephone termi 
nals. 

If a user Wishes to insert a neW entry into the dialing 
directory memory of his telephone terminal, he outputs a 
predetermined entry signal at his telephone terminal, Which 
entry signal is conducted via the telephone lines DL and the 
local sWitching of?ces LVS to the central sWitching of?ce 
ZVS Where it is recogniZed by the control unit ST-V. 

After the entry signal, the control unit ST-V Waits for a 
voice input by the user. The user speaks the name and/or the 
address Which form the identi?er for a speci?c telephone 
number. This voice signal is digitiZed at the telephone termi 
nal and conducted to the central sWitching of?ce Where the 
control unit ST-V transfers onWard the voice signal to the 
voice recognition system SPS. The voice recognition system 
SPS converts the voice signal into text. Text signi?es a char 
acter code Which can be processed by machine, for example 
ASCII. HoWever, it is also possible for the identi?er Which is 
spoken by the user to be converted as text in the form of a 
phonetic script and further processed as phonetic script. 
By reference to the text determined by the voice recogni 

tion system SPS the control unit ST-V reads the relevant 
telephone numbers and identi?ers out of the data memory DS 
in Which a database With telephone numbers and associated 
identi?ers is stored, and transmits the relevant telephone 
numbers and identi?ers to the telephone terminal from Which 
the entry signal Was output. The control unit ST-V of the 
central sWitching of?ce functions here as a reading device of 
the data memory DS. 

At the telephone terminal, the received data is automati 
cally stored in the dialing directory memory by the control 
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4 
unit ST-T. The control unit ST-T thus functions as a memory 
device for storing the identi?er in the dialing directory 
memory. 

Entry signal output can be triggered by a predetermined 
pushbutton key combination on the telephone, a special push 
button key being preferably provided for this Which When 
activated triggers the entry signal. 

In the method described above for making a neW entry in 
the dialing directory memory, all the user has to do is activate 
a simple, and alWays identical pushbutton key combination or 
even only a single pushbutton key. This signi?cantly simpli 
?es the handling When a neW entry is made in the dialing 
directory memory. This method is suitable in particular for 
telephone terminals of a small keypad, for example for mobile 
telephone terminals. 
The identi?er is stored as a phonetic script in the dialing 

directory memory WV-SP, so that a speci?c telephone num 
ber can be dialed With a simple voice recognition device in the 
corresponding telephone terminal merely by speaking the 
corresponding identi?er. The voice recognition device must 
then merely determine Which identi?er stored in phonetic 
script best matches the spoken acoustic signal. It is expedient 
to restrict the spoken vocabulary during the dialing operation 
to the identi?ers stored in the dialing directory memory WV 
SP, because the assignment can then be made relatively easily 
in comparison to other voice recognition operations in Which 
a signi?cantly larger vocabulary has to be evaluated. The 
identi?er is also stored as phonetic script in the data memory 
DS. 

In a ?rst modi?ed embodiment, use is made of the redialing 
memory present in many telephone terminals. If the user of 
the telephone terminal triggers the entry signal in the Way 
described above, the entry signal is transmitted together With 
the telephone number stored in the redialing memory to the 
central sWitching o?ice Where the control unit reads out the 
associated identi?er from the data memory by reference to the 
transmitted telephone number and transmits it to the tele 
phone terminal Which outputs the entry signal. 
The telephone number and the associated identi?er are 

stored in the dialing directory memory at the telephone ter 
minal. 

In this modi?ed method, by triggering the entry signal at a 
telephone terminal the number Which Was last dialed at this 
telephone terminal can be stored together With the corre 
sponding identi?er in the dialing directory memory. 

In digital telephone netWorks, for example ISDN, it is 
customary that When a telephone connection is set up the 
telephone number of the telephone terminal from Which the 
connection has been dialed is transmitted to the other tele 
phone terminal to Which it is connected. As a result, the 
telephone number of the dialing party is also available at the 
dialed telephone terminal. 

In a second modi?ed method, the function of transmitting 
the telephone number When dialing can be used in such a Way 
that this telephone number is stored in a connection data 
memory at the telephone terminal if this terminal is dialed. If 
another telephone terminal is dialed at this telephone termi 
nal, the connection data memory serves as a redialing 
memory, i.e. the dialed telephone number is stored in the 
connection data memory. When the entry signal is triggered, 
the telephone number stored in the connection data memory 
is transmitted to the central sWitching of?ce Where the control 
unit reads the associated identi?er out of the data memory by 
reference to the transmitted telephone number and transmits 
it to the telephone terminal Which outputs the entry signal. 

In this embodiment, by triggering the entry signal at a 
telephone terminal it is possible to store the number of the last 
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connection in the dialing directory memory irrespective of 
Whether the number has been dialed or selected at the tele 
phone terminal. 

In a third modi?ed embodiment, a function is used With 
Which, Whenever a telephone connection is set up the tele 
phone number and the corresponding identi?er are transmit 
ted to the connected telephone terminal. The telephone num 
ber and the identi?er of the other party to the call is thus 
available at each telephone terminal. This data is buffered in 
a data memory provided at the telephone terminal. If a user of 
a telephone terminal Would like to store the telephone number 
and the corresponding identi?er in the dialing directory 
memory, he triggers the corresponding entry signal, as a result 
of Which the data from the data memory is transmitted into the 
dialing directory memory. This is the technically most simple 
and elegant solution. HoWever, it requires the function of 
automatic transmission of the telephone number and of the 
identi?er. 

The invention has been explained above in more detail With 
reference to the exemplary embodiments. HoWever, the 
invention is not restricted to these exemplary embodiments. 
The invention is, for example, not restricted to telephone 
netWorks but is instead suitable for all communications net 
Works in Which tWo netWork terminals can enter into a paired 
connection by transmitting connection data. 

Within the above frameWork it is also possible for the user 
to input the connection data manually in order to read out the 
identi?er. 

It is also possible that When a voice recognition system is 
used, it is arranged in the telephone terminal. With such an 
embodiment the identi?er may be stored in phonetic script in 
the dialing directory. As a result, When there is a reneWed call 
of the telephone number assigned to the identi?er, the user 
must merely speak the identi?er Which is recogniZed as such 
by the voice recognition system. The corresponding tele 
phone number is assigned to the identi?er by reference to the 
dialing directory and is then either automatically dialed or its 
identi?er is displayed to the user for checking purposes, after 
Which the user can then appropriately trigger the dialing 
operation. 
When an identi?er is input in spoken form the vocabulary 

on Which the voice recognition is based is restricted solely to 
the identi?ers stored in the dialing directory. As a result, the 
vocabulary Which is to be evaluated by the voice recognition 
system is very small, Which signi?cantly simpli?es the voice 
recognition and correspondingly increases its reliability. 

The database Which contains the connection data and the 
identi?ers can also be provided in the respective netWork 
terminal, for example in the form of an electronically read 
able data carrier. 

The invention has been described in detail With particular 
reference to preferred embodiments thereof and examples, 
but it Will be understood that variations and modi?cations can 
be effected Within the spirit and scope of the invention. 

The invention claimed is: 
1. A method for generating a dialing directory in a dialing 

directory memory of a ?rst netWork terminal, so that the ?rst 
netWork terminal can use dialing directory data to set up a 
connection to a second netWork terminal, comprising: 

Whenever a connection is set up betWeen the ?rst and 
second netWork terminals, transmitting both connection 
data for the connection and a connection data identi?er 
associated With the second netWork terminal, from the 
second netWork terminal to the ?rst netWork terminal; 

reading out the connection data identi?er assigned to the 
connection data from a data memory Which is indepen 
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6 
dent of the dialing directory memory, the data memory 
storing the connection data identi?er in phonetic script; 
and 

upon a request by a user of the ?rst netWork terminal, 
storing the connection data together With the connection 
data identi?er in the dialing directory memory of the ?rst 
netWork terminal, the connection data identi?er being 
stored in phonetic script in the dialing directory memory. 

2. The method as claimed in claim 1, Wherein a conversion 
of spoken connection data into text takes place in the ?rst 
netWork terminal. 

3. The method as claimed in claim 1, Wherein a conversion 
of spoken connection data into text takes place in a voice 
recognition device associated With the data memory. 

4. The method as claimed in claim 1, Wherein a multiplicity 
of connection data items and connection data identi?ers are 
stored in the form of a database in the data memory. 

5. The method as claimed in claim 4, Wherein the data 
memory is arranged at a location Which is independent of the 
?rst netWork terminal, and in order to read the database, a 
connection is set up from the ?rst netWork terminal to the data 
memory. 

6. The method as claimed in claim 1, Wherein 
the ?rst netWork terminal has a data memory element to 

store connection data items and associated connection 
data identi?ers, and 

When the connection data and the associated connection 
data identi?er are received from the second netWork 
terminal, the connection data and the associated connec 
tion data identi?er are stored in the data memory of the 
?rst netWork terminal. 

7. The method as claimed in claim 1, Wherein 
the ?rst netWork terminal is connected to a device for 

reading a data carrier, and 
the data carrier contains connection data items and associ 

ated connection data identi?ers, 
the connection data stored in the ?rst netWork terminal is 

read from the data carrier, and 
the data carrier is located in the device for reading. 
8. The method as claimed in claim 1, Wherein 
telephone terminals are used as the ?rst and second net 
Work terminals, and 

the connection data is telephone numbers and the connec 
tion data identi?ers are names associated With the 
respective telephone number. 

9. The method as claimed in claim 3, Wherein a multiplicity 
of connection data items and connection data identi?ers are 
stored in the form of a database in the data memory. 

10. The method as claimed in claim 9, Wherein the data 
memory is arranged at a location Which is independent of the 
?rst netWork terminal, and in order to read the database, a 
connection is set up from the ?rst netWork terminal to the data 
memory. 

11. The method as claimed in claim 10, Wherein 
the ?rst netWork terminal is connected to a device for 

reading a data carrier, and 
the data carrier contains connection data items and associ 

ated connection data identi?ers, 
the connection data stored in the ?rst netWork terminal is 

read from the data carrier, and 
the data carrier is located in the device for reading. 
12. The method as claimed in claim 11, Wherein 
telephone terminals are used as the ?rst and second net 
Work terminals, and 

the connection data is telephone numbers and the connec 
tion data identi?ers are names associated With the 
respective telephone number. 
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13. A dialing directory method to operate a dialing direc 
tory memory of a ?rst network terminal initiating a connec 
tion to a second netWork terminal, comprising: 

storing connection data identi?ers and associated connec 
tion data in a data memory Which is independent of the 
dialing directory memory, the connection data identi? 
ers being stored in phonetic script; 

for a neW entry having connection data, reading the asso 
ciated connection data identi?er from the data memory; 
and 

storing in the dialing directory memory, both the connec 
tion data and the connection data identi?er read from the 
data memory, the connection data identi?er being stored 
in phonetic script, Wherein 

Whenever a connection is set up betWeen the ?rst netWork 
terminal and the second netWork terminal, both connec 
tion data for the connection and an identi?er associated 
With the second netWork terminal are transmitted from 
the second netWork terminal to the ?rst netWork termi 
nal, and 

the connection data and the identi?er transmitted by the 
second netWork terminal are saved into the dialing direc 
tory memory of the ?rst netWork terminal upon a request 
by a user of the ?rst netWork terminal. 

14. A method according to claim 13, further comprising: 
receiving as a voice command, a voice identi?er from the 

user; 
matching the voice identi?er With connection data stored in 

the dialing directory memory; and 
transmitting the connection data to establish a connection 

With a second netWork terminal. 
15. A communication network establishing a connection 

betWeen an initiating terminal and a receiving terminal, com 
prising: 

a ?rst memory provided in at least the initiating terminal 
and storing, upon request by a user of the initiating 
terminal, initiating connection data With a connection 
data identi?er in phonetic script associated With the 
receiving terminal and transmitted by the receiving ter 
minal When the connection is established betWeen the 
initiated and receiving terminals; 

a second memory, separate from said ?rst memory, storing 
connection data identi?ers in phonetic script and asso 
ciated connection data for each of the connection data 
identi?ers; 
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a reading device reading one of the connection data iden 

ti?ers from said second memory; and 
an access device, coupled to said ?rst memory, storing in 

said ?rst memory one of the connection data identi?ers 
and the associated connection data corresponding 
thereto as read from the second data memory. 

16. The communication netWork according to claim 15, 
Wherein said second memory is distributed over said com 

munication netWork, and 
said communication netWork further comprises element 

terminals respectively including second memory ele 
ments forming said second memory, each second 
memory element storing an element identi?er in pho 
netic script and associated element connection data cor 
responding to said element terminal containing the sec 
ond memory element. 

17. The communication netWork according to claim 15, 
further comprising a speech recognition system in at least the 
initiating terminal. 

18. The communication netWork according to claim 15, 
Wherein said second memory is separate from the initiating 
and receiving terminals and contains a database storing the 
connection data identi?ers and the associated connection 
data. 

19. The communication netWork according to claim 15, 
further comprising a common activation device activating 
both said reading device and said access device. 

20. The communication netWork according to claim 15, 
further comprising a redial memory in at least the initiating 

terminal, and 
Wherein said reading device reads from said second 
memory a redial identi?er in phonetic script based on 
redial connection data from the redial memory. 

21. The communication netWork according to claim 20, 
further comprising a speech recognition system in at least the 
initiating terminal. 

22. The communication netWork according to claim 20, 
Wherein said second memory is separate from the initiating 
and receiving terminals and stores the connection data iden 
ti?ers and the associated connection data as a database. 

23. The communication netWork according to claim 20, 
further comprising a common activation device activating 
both said reading device and said access device. 

* * * * * 


