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PRESENTING MULTIMODAL WEB PAGE 
CONTENT ON SEQUENTIAL MULTIMODE 

DEVICES 

BACKGROUND 

1. Field of the Invention 
The present invention relates to the ?eld of computer soft 

Ware and, more particularly, to presenting multimodal Web 
page content on sequential multimodal devices. 

2. Description of the Related Art 
Web-based applications can be accessed through a variety 

of interfaces falling into a graphical user interface (GUI) 
category and voice category. The GUI category can include 
input and output interface modes for interacting With a GUI of 
a conventional desktop computer. For example, modes Within 
the GUI category can include, but are not limited to, a key 
board mode, a mouse mode, a trackball mode, a joystick 
mode, a display mode, and the like. In contrast, the voice 
category can include interface modes that are accessible using 
a telephone or similar telephony device. Voice modes can 
include, for example, an automatic speech recognition (ASR) 
mode (or a speech input mode), a speech-synthesis mode (or 
a speech output mode), and Dual Tone Multiple Frequency 
(DTMF) mode. 
A multimodal Web device can be a device that can access 

Web content using interface modes from both the GUI cat 
egory and the voice category. For example, a multimodal 
device can receive speech input and provide visual output via 
a display. In another example, a multimodal device can 
receive keyboard input and provide speech output. The use of 
multiple interface modes to access Web content can be espe 
cially important When the content is accessed using a mobile 
computing device because the mobile computing device can 
have limited input and output capabilities. 
Many mobile computing devices With GUI and voice capa 

bilities lack the ability to simultaneously utiliZe the voice and 
GUI capabilities. For example, many Wireless Access Proto 
col (WAP) enabled devices can support only one communi 
cation connection at a time, Which can be either a voice 
connection (providing voice-only interface capabilities) or a 
data connection (providing GUI-only interface capabilities). 
When such a device establishes a voice connection, it can 
receive and transmit acoustic signals (speech) but cannot 
simultaneously convey binary data. Similarly, When the 
device establishes a data connection, binary data can be 
exchanged but the acoustic signals (speech) cannot be con 
veyed. 
One technique that permits a mobile computing device that 

cannot simultaneously interact in GUI and voice modes to 
function in a multimodal fashion involves sWitching betWeen 
a voice and a data connection, thereby permitting a user of the 
device to sWitch from a GUI interface to a voice interface. 
Devices capable of sWitching betWeen GUI interface modes 
and voice interface modes can be called sequential multimo 
dal devices. 
When sWitching betWeen a GUI interface mode and a voice 

interface mode, a mobile computing device can access differ 
ent source Web pages. For example, When in a GUI interface 
mode, the mobile computing device can access and render a 
Wireless Markup Language (WML) Web page that speci?es 
textual data. When in a voice interface mode, the mobile 
computing device can request a Voice Extensible Markup 
Language (VoiceXML) Web page from a Web server. The 
Voice XML Web page can be conveyed from the Web server 
to a voice server. The voice server can perform text-to-speech 
conversions upon the Web page data and perform speech-to 
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2 
text conversions upon received speech input in accordance 
With the VoiceXML Web page speci?cation. Accordingly, the 
content of the VoiceXML Web page can be presented to the 
mobile computing device as a sequence of acoustic signals 
(speech) conveyed across a voice connection. 
One problem With relying on differentially formatted Web 

pages in order to function in a sequential multimodal fashion 
is that the technique requires Web servers to provide Web 
pages in multiple formats. The creation and maintenance of 
differentially formatted Web pages can involve signi?cant 
amounts of overhead; often the overhead for developing and 
maintaining multiple Web pages is greater than many Web 
content providers are Willing to endure. 
The overhead of the Web content provider Would be sub 

stantially lessoned if a Web page speci?ed in a multimodal 
fashion could be decomposed into a GUI format and a voice 
format for presentation upon sequential multimodal devices. 
At present, a multimodal Web page cannot be converted into 
one or more Web pages having a single modality so that the 
content of the multimodal Web page can be accessed using a 
sequential multimode device. 

SUMMARY OF THE INVENTION 

The present invention provides a method, a system, and an 
apparatus for providing multimodal Web page content upon a 
sequential multimodal device. More speci?cally, a multimo 
dal Web page, such as an Extensible Hypertext Markup Lan 
guage Plus Voice Q(+V) Web page, can be requested by a 
sequential multimodal device that lacks the ability to directly 
render X+V pages. The requested X+V page can be used to 
generate a voice-only Web page Written in a Voice Extensible 
Markup Language (VoiceXML) and a graphical user inter 
face (GUI) Web page. The voice-only Web page and the GUI 
Web page can each be segmented into a multitude of smaller 
Web pages, called fragments, Where a fragment can be siZed 
accordingly to the capabilities of the sequential multimodal 
device. 

Voice fragments can be conveyed to a voice server. The 
voice server can provide voice content based upon the voice 
fragment to the sequential multimodal device via a mobile 
voice channel. Additionally, GUI fragments can be conveyed 
to the sequential multimodal device via a mobile data chan 
nel. In one embodiment, each GUI fragment can be converted 
from an original markup language, such as Extensible Hyper 
text Markup Language (XHTML), to a more portable markup 
language, such as a Wireless Markup Language (WML) 
before being conveyed across the mobile data channel. 
One aspect of the present invention can include a method of 

accessing an X+V Web page. The method can include the step 
of receiving a request for anX+V Web page from a source that 
lacks the ability to directly render the Web page. The Web 
page can be segmented into a multitude of fragments, Where 
each fragment can consist of a single interface category, such 
as a GUI category or a voice category. The requesting source 
can receive information based upon the fragments. 

When the conveyed fragment belongs to the GUI category 
(GUI fragment), the XHTML markup speci?ed in the Web 
page can be converted into a markup language that the 
requesting source is capable of rendering, such as Wireless 
Markup Language (WML) markup. Further, the GUI frag 
ment can be conveyed to the requesting source across a data 
connection, such as a Wireless Access Protocol (WAP) con 
nection. When the conveyed fragment belongs to the voice 
category (voice fragment), the voice fragment can be con 
veyed to a voice server, such as aVoiceXML server. The voice 
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server can convey content from the voice segment via a voice 
connection, such as a voice channel of a mobile Wireless 
network. 

In one embodiment, a capability of a requesting source can 
be determined in order to segment the Web page into frag 
ments that do not exceed the capability of the requesting 
source. For example, an X+V page can be segmented into n 
GUI fragments, Where each fragment can be rendered Within 
the display of a receiving source. The receiving source can be 
a mobile device With minimal display capabilities. In another 
example, an X+V page can be segmented into n voice frag 
ments, Where each fragment can be short enough to be com 
prehended by a user of the receiving source. 

In another embodiment, a speci?cation can be received for 
a particular interface category. In such an embodiment, the 
fragment conveyed to the requesting source can belong to the 
speci?ed interface category. In another embodiment, an order 
in Which the fragments are to be conveyed to the requesting 
source can be determined, and the conveyance of fragments to 
the requesting source can occur in accordance With the deter 
mined order. Additionally, one or more links can correlate 
GUI fragments to voice fragments. These links can be used to 
determine Which fragments are to be conveyed to the record 
source. For example, the links can be used to determine a GUI 
fragment, Which corresponds to a voice fragment. The 
method can selectively convey either the voice fragment or 
the associated GUI fragment depending upon a user-select 
able interface presentation category. In another embodiment, 
both the GUI fragment and the voice fragment can be con 
veyed to the requesting source via different communication 
channels. The requesting source can alternate betWeen GUI 
and voice interface modes resulting in different communica 
tion channels being used and different fragments being con 
veyed. 

Another aspect of the present invention can include a sys 
tem for providing Web content upon a sequential multimodal 
device. The system can include a Web server and a sequential 
multimodal server. The Web server can provide at least one 
X+V Web page. The sequential multimodal server can con 
vert the Web page into at least one voice fragment and at least 
one GUI fragment. The speech content derived from the voice 
fragment can be conveyed across a voice connection; and, the 
GUI fragment can be conveyed across a data connection. In 
one embodiment, the voice connection and the data connec 
tion can be Wireless connections con?gured for mobile com 
munication devices, such as cellular telephones and PDAs. 

The sequential multimodal server can further include an 
application session manager, a publisher, a transcoder, and/ or 
a fragmentation engine. The application session manager can 
determine the present interface mode of a client device. The 
application session manager can also manage Which voice 
fragments and GUI fragments are conveyed by the sequential 
multimodal server. The publisher can manage the connectiv 
ity speci?cs of the voice connection and the data connection. 
Additionally, the publisher can convey each voice fragment 
and each GUI fragment across an appropriate connection. 
The transcoder can convert markup from one markup lan 
guage to another. Further, the fragmentation engine can seg 
ment the Web page into a multitude of fragments, Where the 
fragments can include one or more voice fragments and one 
or more GUI fragments. 

Yet another aspect of the present invention can include a 
method for accessing content of multimodal Web pages. The 
method can receive a request for a multimodal markup Web 
page from a device incapable of directly rendering the mul 
timodal markup page. In one embodiment, the multimodal 
markup can be X+V markup. A voice-only markup page can 
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4 
be generated from the multimodal markup Web page. The 
voice-only markup page can be segmented into multiple 
voice fragments, Which can be Written in VoiceXML. Addi 
tionally, a GUI markup page that does not include voice 
enabled markup can be generated from the multimodal 
markup Web page. The GUI markup page can be segmented 
into multiple GUI fragments, Which can be Written in a Wire 
less Markup Language (WML). The voice fragments can then 
be correlated to corresponding GUI fragments based upon the 
content of the fragments. Content of the Web page can then be 
provided to the device using the fragments. Further, the 
device can selectively sWitch betWeen a voice mode that 
renders at least one voice fragment and a graphical user 
interface mode that renders at least one graphical user inter 
face fragment. 

BRIEF DESCRIPTION OF THE DRAWINGS 

There are shoWn in the draWings, embodiments that are 
presently preferred, it being understood, hoWever, that the 
invention is not limited to the precise arrangements and 
instrumentalities shoWn. 

FIG. 1 is a schematic diagram illustrating a system for 
providing multimodal Web pages to a sequential multimodal 
device in accordance With the inventive arrangements dis 
closed herein. 

FIG. 2 is a schematic diagram illustrating a system for 
converting Web pages Written in Extensible Hypertext 
Markup Language Plus Voice QGV) into a series of single 
mode pages in accordance With the inventive arrangements 
disclosed herein. 

FIG. 3 is a ?ow chart illustrating a method for providing 
multimodal Web pages to a sequential multimodal device in 
accordance With the inventive arrangements disclosed herein. 

DETAILED DESCRIPTION OF THE INVENTION 

FIG. 1 is a schematic diagram illustrating a system 100 for 
providing multimodal Web pages to a sequential multimodal 
device in accordance With the inventive arrangements dis 
closed herein. A multimodal Web page can be a Web page that 
permits graphical user interface (GUI) interactions and voice 
interactions to occur. A GUI interaction can include a key 
board response, a mouse selection, a screen touch, a visual 
display, and the like. A voice interaction can include a speech 
input interaction that can involve an automatic speech recog 
nition (ASR) task, a speech output interaction that can involve 
a text-to-speech conversion, a Dual Tone Multiple Frequency 
(DTMF) interaction, and the like. Each interface interaction 
instance can be referred to as an interface mode. 

The system 100 can include a sequential multimodal 
device 135 and a sequential multimodal server 105. The 
sequential multimodal device 135 can include a Web-enabled 
mobile computing device, such as a tablet computer, a per 
sonal data assistant (PDA), a cellular telephone, a Wearable 
pervasive computing device, and the like. The device 135 can 
include capabilities for interfacing using GUI interface 
modes and voice interface modes, Where the GUI modes can 
utiliZe data connection 138 and the voice modes can use voice 
connection 138. The device 135 can be restricted to one 
connection type (either voice connection 136 or data connec 
tion 138) at a time. Additionally, the device 135 can selec 
tively alternate betWeen voice connection 136 and data con 
nection 138, thereby sWitching betWeen GUI interface modes 
and voice interface modes. The voice connection 136 and the 
data connection 138 canbe connections provided via a mobile 
netWork 150, such as a cellular telephony netWork, a personal 
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communication services (PCS) network, and/or Wireless 
Access Protocol (WAP) netWork. 

The sequential multimodal server 105 can convert a mul 
timodal Web page 155 provided by a Web server 140 into a 
voice-only Web page and a GUI Web page. The voice-only 
Web page and the GUI Web page can be segmented into 
multiple smaller Web pages, referred to as fragments. Each 
fragment can consist of a single modality. The fragments 
generated by the server 105 can include a voice fragment 160 
and GUI fragment 162. 

The voice fragment 160 can include one or more voice 
enabled markup documents, such as a Voice Extensible 
Markup Language (VoiceXML) document, Which can be 
conveyed to a voice server 152. The GUI fragment 162 can 
include one or more GUI-enabled markup documents, such as 
a Wireless Markup Language (WML) document, Which can 
be conveyed to the device 135 via the data connection 138. It 
should be noted that the server 105, the Web server 140, and 
the voice server 152 can be communicatively linked to each 
other through netWork 145, Which can in turn be communi 
catively linked to the mobile netWork 150. 

The server 105 can include an application session manager 
110, a publisher 115, a transcoder 120, and a fragmentation 
engine 125. The application session manager 110 can inter 
nally manage voice and GUI fragments for the server 105. 
More speci?cally, the application session manager 110 can 
perform operations relating to the multitude of fragments into 
Which the Web page 155 can be segmented. That is, the 
application session manager 110 can determine the order in 
Which fragments are to be presented to the device 135, track 
previously presented fragments, and provide appropriate 
fragments responsive to requests from the device 135. Eur 
ther, When all fragments derived from the Web page 155 have 
been presented, the application session manager 110 can 
retrieve another Web page from the Web server 140 in situa 
tions Where further information is requested. Moreover, the 
application session manager 110 can track Which voice frag 
ments correspond to Which GUI fragments so that appropriate 
fragments are conveyed When the interaction mode of the 
device 135 is sWitched betWeen a GUI interface and a voice 
interface. 

The publisher 115 can manage external communication 
connections for the server 105 and data conveyances over 
these connections. For example, the publisher 115 can man 
age the communication pathWay across netWork 145 to Web 
server 140 through Which the Web page 155 is received. In 
another example, the publisher 115 can route voice fragment 
160 to the voice server 152 and provide the voice server 152 
With connectivity information for communicating With the 
device 135 via the voice connection 136. In still another 
example, the publisher can route GUI fragment 162 through 
netWork 145 and mobile netWork 150, across data connection 
138 to the device 135. 
The transcoder 120 can convert markup from one markup 

language to another. In one embodiment, the transcoder can 
convert XHTML markup into WML markup so that GUI 
fragments originally Written in XHTML can be conveyed to 
device 135 as WML fragments. Appreciably, the transcoder 
120 is not limited to performing only XHTML to WML 
conversions and can convert markup from any one markup 
language to any other using techniques knoWn Within the art. 

The fragmentation engine 125 can segment a Web page 
into multiple fragments, Where each fragment can possess a 
single modality, thereby being either a voice fragment or a 
GUI fragment. Each fragment can be siZed according to the 
capabilities of the device 135. That is, the memory capabili 
ties, the processing capabilities, the display capabilities, and 
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6 
the like for the device 135 can be insuf?cient to handle the 
originally siZed Web page 155. If so, the fragmentation 
engine 125 can, therefore, segment the Web page 150 into 
appropriately siZed segments. 

Further, the fragmentation engine 125 can establish asso 
ciations betWeen voice fragments and GUI fragments having 
similar content, so that the application session manager 110 
can appropriately handle situations in Which the requested 
interface mode for data is sWitched. The repository 13 0 can be 
used to store fragments created by the fragmentation engine 
125. 

It should be noted that the voice server 152 can be disposed 
in any location and need not be a standalone computing 
device. For example, the functionality of the voice server 152 
can be implemented Within the Web server 140 and/ or Within 
the sequential multimodal server 105. 

FIG. 2 is a schematic diagram illustrating a system 200 for 
converting Web pages Written in X+V into a series of single 
mode pages in accordance With the inventive arrangements 
disclosed herein. In system 200, the X+V page 205 can 
include an XHTML section 210, a VoiceXML 215 section, 
and an association component 220. The XHTML section 210 
and the VoiceXML 215 section can specify actions and/or 
events for common content-based elements. For example, the 
XHTML section 210 and the VoiceXML section 210 can 
specify details for common elements A, B, C, and E. Some 
content-based elements (like element D) that are not easily 
presentable in a voice-only fashion can have no equivalent 
element in the VoiceXML section 215. 

The X+V page 205 can be conveyed to the fragmentation 
engine 225 for segmentation into a multitude of XHTML 
fragments 230 and voice fragments 235. For example, the 
X+V page 205 can be segmented into the XHTML fragments 
A, B, C-D, and E and into the voice fragments A, B, C, and E. 
It should be appreciated that the fragmentation engine 225 
can segment a content element of the X+V page 205 into one 
or more fragments and a each fragment can include one or 
more content elements. 

The fragmentation engine 225 can also annotate fragmen 
tation mapping 240 data for associating XHTML fragments 
230 With voice fragments 235 having corresponding content. 
For example, XHTML fragment A can be mapped to voice 
fragment A; and, XHTML fragment B can be mapped by the 
fragment mapping 240 to voice fragment B. The XHTML 
fragments 230 need not map to the voice fragments 235 in a 
one-to-one manner. 

Each of the XHTML fragments 230 can be conveyed to the 
transcoder 245, Where the XHTML markup can be converted 
into WML markup. Accordingly, the transcoder 245 can gen 
erate the WML fragments 250 (WML fragments A, B, C-D, 
and E) from the XHTML Fragments 230 (XHML fragments 
A, B, C-D, and E). The Voice fragments 235 and the WML 
fragments 250 can be managed by the session manager 255 
and conveyed to the sequential multimodal device 260 in an 
appropriate fashion. 

FIG. 3 is a How chart illustrating a method 300 for provid 
ing multimodal Web pages to a sequential multimodal device 
in accordance With the inventive arrangements disclosed 
herein. The method 300 can be performed in the context of a 
sequential multimodal computing device accessing content 
from a Web server, Which provides multimodal Web pages 
that can include one or more X+V Web pages. Because the 
sequential multimodal computing device can be incapable of 
directly rendering the X+V Web pages, a sequential multimo 
dal server can be used to retrieve the X+V Web pages from the 
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Web server and provide the content in a format that is Within 
the capabilities of the sequential multimodal computing 
device. 

The method 300 can begin in step 305 Where the sequential 
multimodal server can receive a request for an X+V Web page 
from a source that lacks the ability to directly render the page. 
In step 310, the sequential multimodal server can optionally 
receive a message detailing the speci?cations and/or capabili 
ties of the requesting source. When such a message is 
received, the sequential multimodal server can assure that the 
requesting source is not conveyed data that exceeds the capa 
bilities of the requesting sources. That is, data can be con 
veyed to the requesting source as fragments; and, one or more 
thresholds can be established for the fragments, Where one 
such threshold can be a maximum fragment siZe. 

In step 315, the requested X+V Web page can be retrieved 
from a Web server and can be conveyed to the sequential 
multimodal server. The sequential multimodal server can seg 
ment the Web page into multiple fragments, Where each frag 
ment can be either a voice fragment or a GUI fragment. In step 
320, an order in Which the fragments are to be presented can 
be established. Further, links can be established betWeen 
voice fragments and corresponding GUI fragments, so that 
one or more voice fragments canbe linked to one or more GUI 

fragments having approximately the same content. 
In step 325, a determination can be made as to Which 

fragment(s) are to be conveyed in response to the request. For 
example, a determination can be made as to Whether a second 
or a third fragment derived from the X+V Web page is to be 
conveyed. In step 330, a further determination can be made 
concerning the interface mode for the requested fragment. A 
request can specify a GUI fragment, a voice fragment, or both 
are to be conveyed from the sequential multimodal server. If 
a GUI fragment is requested, the method can proceed to step 
335; and, if a voice fragment is requested, the method can 
proceed to step 350. 

In step 335, the GUI fragment can be converted from its 
original format into another format. For example, the GUI 
fragment can be converted from XHTML to WML. In step 
345, the GUI fragment can be conveyed to the requesting 
source via a data connection, such as a WAP mobile connec 
tion. 

In step 350, the voice fragment can be conveyed to a voice 
server. In step 355, the voice server can establish a voice 
connection With the requesting source. Content derived from 
the voice fragment canbe conveyed as digital signals (speech) 
across the established voice connection. In step 360, if there 
are additional fragments that need to be conveyed to the 
requesting source, the method can progress to 325 so that the 
additional fragments can be conveyed. Otherwise, the method 
300 is completed. 

The present invention can be realiZed in hardWare, soft 
Ware, or a combination of hardWare and softWare. The present 
invention can be realiZed in a centraliZed fashion in one 
computer system, or in a distributed fashion Where different 
elements are spread across several interconnected computer 
systems. Any kind of computer system or other apparatus 
adapted for carrying out the methods described herein is 
suited. A typical combination of hardWare and softWare can 
be a general purpose computer system With a computer pro 
gram that, When being loaded and executed, controls the 
computer system such that it carries out the methods 
described herein. 

The present invention also can be embedded in a computer 
program product, Which comprises all the features enabling 
the implementation of the methods described herein, and 
Which When loaded in a computer system is able to carry out 
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8 
these methods. Computer program in the present context 
means any expression, in any language, code or notation, of a 
set of instructions intended to cause a system having an infor 
mation processing capability to perform a particular function 
either directly or after either or both of the folloWing: a) 
conversion to another language, code or notation; b) repro 
duction in a different material form. 

This invention can be embodied in other forms Without 
departing from the spirit or essential attributes thereof. 
Accordingly, reference should be made to the folloWing 
claims, rather than to the foregoing speci?cation, as indicat 
ing the scope of the invention. 

What is claimed is: 
1. A method of accessing an Extensible Hypertext Markup 

Language Plus Voice Web page comprising the steps of: 
receiving a request for an Extensible Hypertext Markup 

Language Plus Voice Web page from a sequential mul 
timodal device that lacks the ability to directly render 
said Web page; 

segmenting said Web page into a plurality of fragments, 
each fragment consisting of a single interface category, 
Wherein said interface category is selected from the 
group consisting of a graphical user interface category 
and a voice category; and 

conveying at least one of said fragments to provide the 
requesting sequential multimodal device With informa 
tion from said Web page. 

2. The method of claim 1, Wherein said conveyed fragment 
belongs to the graphical user interface category, the method 
further comprising 

converting an Extensible Hypertext Markup Language 
markup speci?ed in said Web page into a markup lan 
guage that said requesting sequential multimodal device 
is capable of rendering. 

3. The method of claim 1, Wherein said conveyed fragment 
belongs to the graphical user interface category, said convey 
ing step further comprising the step of conveying the frag 
ment to the requesting sequential multimodal device across a 
data connection. 

4. The method of claim 1, Wherein the conveyed fragment 
belongs to the voice category, said conveying step further 
comprising the step of said conveying said fragment to a voice 
server. 

5. The method of claim 4, further comprising the step of: 
conveying content derived from the voice fragment from 

said voice server to said requesting sequential multimo 
dal device across a voice connection. 

6. The method of claim 1, further comprising the steps of 
determining a capability of the requesting sequential multi 
modal device, Wherein said segmenting step segments the 
Web page according to said capability so that no fragment 
exceeds said capability. 

7. The method of claim 1, further comprising the step of: 
receiving a speci?cation for a particular interface category, 

Wherein the fragment conveyed in said conveying step 
belongs to the speci?ed interface category. 

8. The method of claim 1, further comprising the steps of: 
determining an order in Which said fragments are to be 

conveyed to said requesting sequential multimodal 
device, Wherein said conveying step conveys said frag 
ments in accordance With said order. 

9. The method of claim 1, further comprising the steps of: 
recording at least one link that correlates at least one frag 

ment belonging to said graphical user interface category 
to at least one fragment belonging to said voice category; 
and 
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determining a plurality of fragments to convey to said 
requesting sequential multimodal device, Wherein said 
fragments belong to different interface categories, and 
Wherein said determination is based at least in part upon 
said recorded links. 

10. The method of claim 1, Wherein said at least one frag 
ment of said conveying step includes a fragment belonging to 
said graphical user interface category and a corresponding 
fragment belonging to said voice category. 

11. A method for accessing content of multimodal Web 
pages comprising the steps of: 

receiving a request for a multimodal markup Web page 
from a sequential multimodal device incapable of 
directly rendering said multimodal markup page; 

generating a voice-only markup page from said multimo 
dal markup Web page; 

generating a graphical user interface markup page from 
said multimodal markup Web page, Wherein said graphi 
cal user interface markup page does not include voice 
enabled markup; 
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segmenting said voice-only markup page into a plurality of 

voice fragments; 
segmenting said graphical user interface markup page into 

a plurality of graphical user interface fragments; 
correlating said voice fragments to graphical user interface 

fragments based upon content of the fragments; and 
providing content of said Web page to said sequential mul 

timodal device using said fragments, Wherein said 
sequential multimodal device is con?gured to selec 
tively sWitch betWeen a voice mode that renders at least 
one voice fragment and a graphical user interface mode 
that renders at least one graphical user interface frag 
ment. 

12. The method of claim 11, Wherein said multimodal 
markup is an Extensible Hypertext Markup Language Plus 
Voice markup. 

13. The method of claim 11, Wherein said voice fragment is 
Written in a Voice Extensible Markup Language. 

14. The method of claim 11, Wherein said graphical user 
interface fragment is Written in a Wireless Markup Language. 

* * * * * 


