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INHIBITING SPACE COMPRESSION OR 
EXPANSION IN AUTOMATED PARAGRAPH 

LAYOUTS 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application is a continuation-in-part application of, 
and claims priority under 35 USC § 120 to, co-pending and 
commonly-oWned US. patent application Ser. No. 09/ 670, 
761, entitled “Automated Paragraph Layout,” ?led Sep. 27, 
2000. 

BACKGROUND 

The invention relates to the computational evaluation of the 
effect of compression or expansion of spaces betWeen Words 
in paragraph layouts such as automatic justi?ed paragraph 
layouts. 

Paragraph layout in a document production application 
involves selection of various format parameters so as to give 
the paragraph a visually pleasing appearance. Format param 
eters that signi?cantly affect the aesthetic quality of a para 
graph include line breaks, justi?cation, WidoW-orphan con 
trol, hyphenation, and paragraph shape. Particular 
combinations of such format parameters can cause a para 
graph to have a visually unappealing appearance. It is there 
fore desirable to control the manner in Which format param 
eters are applied to a paragraph to ensure that the paragraph 
has an optimally attractive layout. 

Techniques for automated paragraph layout are described 
in co-pending US. application Ser. No. 09/670,761, entitled 
“Automated Paragraph Layout,” ?led Sep. 27, 2000, and No. 
09/799,195, entitled “Inhibiting Hyphenation Clusters In 
Automated Paragraph Layouts,” ?led Mar. 5, 2001, both of 
Which are incorporated here by reference. According to the 
described techniques, potential line layouts can be deter 
mined and analyZed against format metrics. Penalties applied 
to each potential line layout can be proportional to the degree 
to Which a layout departs from or violates one or more format 
metrics, such as hyphenation clustering. An optimiZed para 
graph layout can be identi?ed by determining the line layout 
combination having the loWest aggregate penalty. 

The manner in Which lines are broken in a justi?ed para 
graph can have a particularly signi?cant effect on the overall 
visual appearance of a paragraph. If in a fully justi?ed para 
graph lines are broken so that only feW Words occur on each 
line, large spaces Will occur betWeen each Word to the detri 
ment of the aesthetic quality of the paragraph. Similarly, 
breaking lines so that too many Words occur on each line 
causes the spaces betWeen each Word to be unduly com 
pressed, Which likeWise detracts from the aesthetic appear 
ance of the layout. 

Several techniques exist to control the manner in Which 
lines are broken and justi?ed. Some text layout optimiZation 
programs determine the total distance, or “shortfall,” betWeen 
the last Word in a potential line and the right margin and assess 
a justi?cation penalty proportional to the magnitude of the 
shortfall. Where compression is necessary to ?t a selected 
number of Words onto a line, the total compression needed to 
justify the line is measured. Some programs calculate the total 
expansion or total compression necessary to justify a line 
after the line has been subject to standard degrees of space 
compression or expansion. For example, the total compres 
sion necessary to justify a line may be determined after the 
line has already been subjected to loW, moderate or high space 
compression. With respect to another line, the program may 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
calculate a total shortfall necessary to justify the line after the 
line has been subjected to a loW, moderate or high degree of 
space expansion. 

SUMMARY 

The invention features methods and apparatus, including 
computer program products, for evaluating line layouts and 
optimiZating automated paragraph layouts, especially justi 
?ed paragraph layouts. The invention can be employed 
advantageously to inhibit, among other things, visually 
unpleasant degrees of space compression or space expansion 
in paragraph layouts. 

In one embodiment, a computer program product deter 
mines the aggregate spacing or compression necessary to lay 
out a text line having multiple consecutive Words to achieve a 
particular line length and then determines a justi?cation pen 
alty that is a function of at least the aggregate spacing or 
compression and the number of inter-Word spaces in the text 
line. 

In another embodiment, justi?cation penalties are deter 
mined for multiple text lines in a paragraph layout. 

In another embodiment, an aggregate penalty is deter 
mined for the paragraph layout, the aggregate penalty being a 
function of at least the justi?cation penalties assessed against 
multiple lines Within the paragraph layout and an additional 
penalty associated With another format parameter such as 
hyphenation. 

In another embodiment, a program identi?es one or more 
alternative paragraph layouts in Which one or more text lines 
contain different numbers of Words relative to a previous 
paragraph layout and determines justi?cation penalty values 
for multiple text lines associated With multiple alternative 
paragraph layouts. 

In another embodiment, the aggregate spacing or compres 
sion in the optimal paragraph layout is allocated among inter 
Word spaces, inter-character spaces, and font Width on a line 
by-line basis according to selected Weighting constants and 
then the ?nal paragraph layout is displayed to a user. 

In another embodiment, a system identi?es multiple pos 
sible text lines associated With multiple alternative paragraph 
layouts, determines the aggregate spacing or compression 
that Would right justify each of a plurality of the possible text 
lines, assigns a justi?cation penalty to those text lines, com 
bines at least the justi?cationpenalties associated With at least 
some the text lines for each of the alternative paragraph lay 
outs, and identi?es the paragraph layout having the loWest 
aggregate penalty value. 

Various embodiments of the invention can be implemented 
to realiZe one or more of the folloWing advantages. Certain 
embodiments can rank or rate a variety of possible text lines 
or paragraph layouts in terms of their aesthetic appeal. Still 
other embodiments can aid in the identi?cation of paragraph 
layouts having the best overall aesthetic appeal, considering 
not only justi?cation but also additional format parameters 
such as hyphenation, WidoW/ orphan control, paragraph shape 
and other metrics. Certain embodiments can also enable users 
to control the sensitivity of layout optimiZation programs to 
justi?cation and other format parameters. Other embodi 
ments can allocate the aggregate expansion or compression 
among the inter-Word spacing, inter-character spacing, and 
font Width to develop a ?nal optimiZed paragraph layout. 
Embodiments of the invention can be readily combined With 
other paragraph optimization and format penalty techniques 
to provide an improved system for evaluating or optimiZing 
the visual appeal of a paragraph. 
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The details of one or more embodiments of the present 
invention are set forth in the accompanying drawings and the 
description below. Other features and advantages of the 
present invention Will be apparent from the description and 
draWings, and from the claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a How diagram illustrating a technique for penal 
iZing space compression or space expansion in a justi?ed 
paragraph layout and selecting an optimiZed justi?ed para 
graph layout. 

DETAILED DESCRIPTION 

FIG. 1 illustrates an embodiment of the present invention 
adapted for implementation in a computer program product 
tangibly stored in a machine-readable storage device. The 
technique of FIG. 1 is initiated by the input of text, modi? 
cation of a format parameter, or other alteration of a para 
graph. The program then identi?es possible combinations of 
text lines that can be used to build a neW paragraph layout. For 
each, but not necessarily every, possible text line the program 
determines the number of inter-Word spaces and the total 
space expansion or compression necessary to ?t the text to the 
justi?ed margins. Each line is assessed a justi?cation penalty 
equal to the square of the quotient of the total space expansion 
or compression divided by the number of inter-Word spaces. 
The justi?cation penalty is combined With other format 
related penalties assessed against the text line, e.g., penalties 
associated With hyphenation clustering. Each of the penalties 
is Weighted according to selected factors and then summed to 
arrive at an aggregate penaliZation value for the line. This 
process is repeated for other potential text lines that are con 
sidered candidates for an optimiZed paragraph layout. The 
program then selects the paragraph layout that consists of the 
combination of potential lines having the loWest aggregate 
penalty. A revised paragraph is created by allocating the 
aggregate spacing or compression necessary to justify each 
text line among inter-Word spaces, inter-character spaces, and 
font Width according to selected Weighting factors. 

Steps 10-30 of FIG. 1 Will noW be described in more detail. 
The paragraph optimiZation protocol can be triggered by 
“damage” to the format of the paragraph (10). Such damage 
can be caused by a user typing a character or Word at the end 
of a paragraph or anyWhere in the body of the paragraph. 
Damage might also be caused by altering format parameters 
such as font characteristics, inter-line spacing, WidoW/orphan 
control, hard line breaks, or the like. The protocol can also be 
initiated by an automated modi?cation of text or one or more 
format related parameters in a line or paragraph. Alterna 
tively, the procedure can run on a timed interval or be auto 
matically triggered by other suitable means. 

The program next identi?es possible paragraph layouts 
(12). The technique described in aforementioned co-pending 
US. application Ser. No. 09/670,761 creates a possibility tree 
of potential text line combinations. A text line can optionally 
be included in the tree if the line includes Words that can be ?t 
Within the speci?ed margins, or “baseline Width,” at a selected 
maximum compression of inter-Word spacing, inter-character 
spacing, and font Width. A pruning operation can be advan 
tageously employed to eliminate branches of the possibility 
tree. For example, the program may in real time determine 
justi?cation penalties at each branch of the possibility tree 
and terminate further expansion of a branch after a threshold 
penalty is exceeded. The penalty calculation for each of the 
possible lines may be based on the Width of the respective line 
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4 
relative to the Width of an applicable “baseline” Within the 
page. A baseline de?nes an area for placement of textual 
information, and has a ?nite height and length. In general, a 
baseline is a horizontal rectangle that describes the position 
for layout of a line of text, measured from the top of the 
paragraph cell. Notably, the Width of the applicable baseline 
may vary betWeen different baselines. For instance, an object 
such as a photograph, table or graph may be positioned Within 
the paragraph, in Which case the text lines of varying Width 
“Wrap” or How around the object. Other knoWn techniques for 
creating a possibility tree scan forWard from each Word on a 
Word-by-Word basis to determine every possible combination 
of Words and line breaks Which Would occur thereafter. The 
“forWard scan” process is repeated for each successive Word 
in the paragraph. According to these or other suitable tech 
niques a plurality of possible text lines are identi?ed (14). 

Starting With the ?rst text line, the program identi?es the 
number of Words in the text line (16). The number of inter 
Word spaces (S) in a text line is ordinarily the number of 
Words minus 1. The program can also optionally identify and 
store the number of inter-character spaces, font Width, or 
other format parameters so that the protocol can thereafter 
factor those variables into justi?cation penalties and other 
penalties that are assessed against the text line. Those vari 
ables can also optionally be employed in connection With the 
allocation of shortfalls or compression amongst inter-Word 
spaces, inter-character spaces, and font Width, as Will be 
described in more detail beloW. 

The program then calculates the total space expansion or 
space compression (D) necessary to ?t the Words to predeter 
mined margins (18). For instance, if the Words of a candidate 
text line fall 75 points short of the margin, the total space 
expansion necessary to justify the line is 75 points. This can 
also be referred to as the total or aggregate shortfall. Con 
versely, if the Words exceed the margins by 75 points, D Will 
be negative 75 (—75) points. It is advantageous for the pos 
sible text lines compiled in step 14 to include text lines having 
predetermined standard degrees of inter-Word, inter-charac 
ter, and font Width expansion or compression. For instance, 
the program can ?rst identify all possible line combinations 
based upon standard inter-Word spacing, inter-character spac 
ing, and font Widths and then identify additional possible line 
combinations if a given level of compression is applied to the 
inter-Word spacing, inter-character spacing, and font Widths. 
In such embodiments, the space compression or expansion 
(D) needed to justify each line is also calculated for such 
pre-compressed or pre-expanded text lines. The program can 
include limits or cut-offs concerning the degree to Which 
inter-Word spacing, inter-character spacing, and font Widths 
are compressed or expanded. Such limits can be used, for 
example, to prune text lines that exceed those limits from the 
possibility tree. 
A justi?cation penalty is assessed to each text line that is a 

candidate for inclusion in an optimiZedparagraph layout (20). 
The penalty is a function of not only the space compression or 
expansion (D) needed to justify the line but also the number of 
inter-Word spaces in the line (S). In one embodiment, the 
penalty is equal to (D/S)2. Optionally, this penalty can be 
multiplied by a Weighting factor that effectively increases or 
decreases the importance of the justi?cation penalty relative 
to other format parameter penalties. The justi?cation penalty 
need not be assigned to a node or line. For instance, the 
justi?cation penalty for a particular line can be calculated and 
summed in connection With a running tally of penalties in the 
Word-by-Word “forWard scan” technique described above. 
Moreover, there is no need to calculate a penalty for every 
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possible text line. Pruning operations or other techniques can 
be used to limit the number of text lines for Which penalties 
are calculated. 

The justi?cation penalty for each line can be combined 
With other penalties associated With other format parameters 
(22). For instance, the hyphenation penaliZation technique 
described in co-pending US. application Ser. Nos. 09/670, 
761 and 09/799,195 can be implemented to assess penalties 
associated With “hyphenation clustering,” or the number of 
line-ending hyphens that occur in neighboring or proximate 
lines. Format penalties can also be applied for parameters 
such as WidoWs/orphan control and paragraph shape. Such 
penalties can be Weighted according to selected constants 
before being combined With the justi?cation penalty. Accord 
ingly, the program can be customiZed to have a preferred 
sensitivity to each of the various format parameters and met 
rics. As explained above, it is not necessary to assign the 
penalties to a given Word, line, or other node unless the 
selected method of penalty aggregation implies such a 
requirement. 

The foregoing steps 16, 18, 20, and 22 are repeated for each 
text line that is a candidate for inclusion in the ?nal optimiZed 
paragraph layout (24). In embodiments including a possibil 
ity tree pruning function, the processing demands for iterative 
step 24 are generally reduced. If a Word-by-Word forWard 
scan is employed, justi?cation and other penalties can be 
determined and assessed on a Word-by-Word, rather than line 
by-line, basis. 

The protocol then selects the combination of text lines 
having the loWest total penalty (26). This combination is the 
optimiZed paragraph layout, Which in turn can dictate What 
Words Will occur on each line and Where the line breaks Will 
occur. Optionally, the program can be used to identify a 
number of optimiZed paragraph layouts that have acceptable 
and comparable justi?cation and other format penalties. The 
subset of layouts can then be evaluated against other metrics 
or format requirements to determine a preferred paragraph 
layout. 

After a paragraph layout has been selected, the program 
can allocate the aggregate spacing or compression (D) among 
inter-Word spaces, inter-character spaces, font Width, or other 
physical line dimensions (28). In one embodiment, the dis 
tance D necessary to justify each line can be evenly spread 
across all inter-Word spaces S by compressing or expanding 
all of the spaces equally. Alternatively, the inter-character 
spacing, font Width or other physical line dimensions can be 
adjusted to reduce or eliminate the extent to Which the inter 
Word spaces S must be compressed or expanded to accom 
modate distance D. 

Advantageously, the program can allocate the distance D 
among the S inter-Word spaces, inter-character spacing, font 
Width and other dimensions according to selected Weighting 
factors. A user or programmer can thereby customiZe the 
manner in Which the protocol adjusts for shortfalls, for 
example. 

The optimiZed paragraph layout can then be displayed to a 
user (3 0). To provide for interaction With a user, the invention 
can be implemented on a computer system having a display 
device such as a monitor or LCD screen for displaying infor 
mation to the user and a keyboard and a pointing device such 
as a mouse or a trackball by Which the user can provide input 
to the computer system. The computer system can be pro 
grammed to provide a graphical user interface through Which 
computer programs interact With users. 

The above illustrative example Was directed primarily to a 
paragraph layout for Which full justi?cation Was speci?ed. 
Optionally, the invention can be implemented in connection 
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6 
With paragraphs having only left, center, or right justi?cation. 
For example, Where an automated paragraph layout protocol 
only partially justi?es a text line, the justi?cation penalty 
described above may be usefully employed to inhibit selec 
tion of a visually unappealing layout. As a further example, it 
may be desirable to inhibit selection of left justi?ed para 
graphs having a high ratio of total shortfalls to inter-Word 
spaces S. 
The present invention may be used to detect the degree of 

space compression or expansion necessary to effectuate jus 
ti?cation Without actually assessing any justi?cation penalty. 
Such information is useful as a metric, among other things. 
The technique described above can also be readily combined 
With other format optimization techniques as a justi?cation 
module or subroutine. 
By use of these techniques, paragraph layouts having an 

optimiZed layout can be identi?ed e?iciently. The optimal 
layout can be selected based not only on the degree of space 
compression or expansion necessary to effectuate justi?ca 
tion, but also on the number and mutual proximity of the 
hyphens, occurrence of WidoWs and orphans and other format 
parameters and metrics. 
The invention can be implemented in digital electronic 

circuitry, or in computer hardWare, ?rmware, softWare, or in 
combinations of them. Apparatus of the invention can be 
implemented in a computer program product tangibly 
embodied in a machine-readable storage device for execution 
by a programmable processor; and method steps of the inven 
tion can be performed by a programmable processor execut 
ing a program of instructions to perform functions of the 
invention by operating on input data and generating output. 
The invention can be implemented advantageously in one or 
more computer programs that are executable on a program 
mable system including at least one programmable processor 
coupled to receive data and instructions from, and to transmit 
data and instructions to, a data storage system, at least one 
input device, and at least one output device. Each computer 
program can be implemented in a high-level procedural or 
object-oriented programming language, or in assembly or 
machine language if desired; and in any case, the language 
can be a compiled or interpreted language. Suitable proces 
sors include, by Way of example, both general and special 
purpose microprocessors. Generally, a processor Will receive 
instructions and data from a read-only memory and/or a ran 
dom access memory. Generally, a computer Will include one 
or more mass storage devices for storing data ?les; such 
devices include magnetic disks, such as internal hard disks 
and removable disks; magneto-optical disks; and optical 
disks. Storage devices suitable for tangibly embodying com 
puter program instructions and data include all forms of non 
volatile memory, including by Way of example semiconduc 
tor memory devices, such as EPROM, EEPROM, and ?ash 
memory devices; magnetic disks such as internal hard disks 
and removable disks; magneto-optical disks; and CD-ROM 
disks. Any of the foregoing can be supplemented by, or incor 
porated in, ASlCs (application-speci?c integrated circuits). 
A number of embodiments of the present invention have 

been described. Nevertheless, it Will be understood that vari 
ous modi?cations may be made Without departing from the 
spirit and scope of the invention. For example, the justi?ca 
tion penalty calculation can be used to calculate a penaltyi 
or, more generally, a ?gure of meritifor a compression or 
expansion of a particular line of text to a desired line length 
even Where the desired length is not a full justi?cation line 
length. For example, When creating a paragraph layout With a 
ragged right margin, it may be desirable to have all lines end 
Within a prede?ned distance of a right margin line. The jus 
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ti?cation penalty can be used to determine Whether a possible 
compression or expansion to meet such a condition Would 
have an acceptable appearance. This determine can be made 
by comparing the penalty to a predetermined threshold value. 
In addition, the principles of the invention can be applied to 
layouts involving elements that are not conventionally con 
sidered Words, such as graphics elements or elements of a 
mathematical equation. Accordingly, other embodiments are 
Within the scope of the folloWing claims. 

What is claimed is: 
1. A computer program product, tangibly stored on a com 

puter-readable medium, for evaluating line layouts, compris 
ing instructions operable to cause a programmable processor 
to: 

determine an aggregate space expansion or space compres 
sion that Would lay out a text line having a plurality of 
consecutive Words to a particular length; and 

determine a justi?cation penalty, the justi?cation penalty 
value being a function of at least the aggregate space 
expansion or space compression and the number of 
inter-Word spaces in the text line. 

2. The computer program product of claim 1, further com 
prising instructions to determine justi?cation penalties for a 
plurality of text lines in a paragraph layout. 

3. The computer program product of claim 2, further com 
prising instructions to determine an aggregate penalty for the 
paragraph layout, the aggregate penalty being a function of at 
least the justi?cation penalties assessed against a plurality of 
lines Within the paragraph layout. 

4. The computer program product of claim 3, Wherein the 
aggregate penalty is also a function of a penalty associated 
With at least one additional format parameter. 

5. The computer program product of claim 4, Wherein the 
aggregate penalty is determined by Weighing the justi?cation 
penalty against the penalty associated With at least one addi 
tional format parameter according to a selected Weighting 
factor. 

6. The computer program product of claim 2, further com 
prising instructions to: 

identify one or more alternative paragraph layouts in Which 
one or more text lines contain a different number of 

Words relative to a previous paragraph layout; and 
determine justi?cation penalty values for a plurality of text 

lines associated With a plurality of alternative paragraph 
layouts. 

7. The computer program product of claim 6, further com 
prising instructions to determine aggregate penalties for a 
plurality of the alternative paragraph layouts, the aggregate 
penalties being a function of at least the justi?cation penalties 
assigned to a plurality of lines Within the respective paragraph 
layouts. 

8. The computer program product of claim 1, Wherein the 
justi?cation penalty is related to the inverse of the number of 
inter-Word spaces by a poWer function. 

9. The computer program product of claim 1, Wherein the 
particular length is a full justi?cation length. 

10. The computer program product of claim 1, Wherein the 
justi?cation penalty value is equal to the square of the quo 
tient of the aggregate space expansion or space compression 
divided by the number of inter-Word spaces in the text line. 

11. The computer program product of claim 1, further 
comprising instructions to allocate the aggregate space 
expansion or space compression among inter-Word spaces 
and one or both of inter-character spaces and a font Width. 
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8 
12. A computer program product, tangibly stored on a 

computer-readable medium, for evaluating paragraph lay 
outs, comprising instructions operable to cause a program 
mable processor to: 

identify a plurality of alternative paragraph layouts that are 
each associated With a respective plurality of possible 
text lines, Wherein the possible text lines each include a 
plurality of consecutive Words; 

determine an aggregate spacing or compression that Would 
justify each of the possible text lines; 

assign a justi?cation penalty value to each of the possible 
text lines, the justi?cation penalty value being a function 
of at least the aggregate spacing or compression and the 
number of inter-Word spaces in each respective possible 
text line; 

calculate an aggregate penalty value for each of the alter 
native paragraph layouts from the justi?cation penalty 
values assigned to possible text lines in the plurality of 
possible text lines associated With the respective alter 
native paragraph layout; and 

identify a paragraph layout having a loWest aggregate pen 
alty value. 

13. A computer implemented method for evaluating line 
layouts, the method comprising: 

determining an aggregate space expansion or space com 
pression that Would lay out a text line having a plurality 
of consecutive Words to a particular length; 

determining a justi?cation penalty, the justi?cation penalty 
value being a function of at least the aggregate space 
expansion or space compression and the number of 
inter-Word spaces in the text line; and 

displaying on a display device one or more line layouts 
prepared in accordance With the justi?cation penalty. 

14. The computer implemented method of claim 13, fur 
ther comprising the step of determining justi?cation penalties 
for a plurality of text lines in a paragraph layout. 

15. The computer implemented method of claim 14, fur 
ther comprising the step of determining an aggregate penalty 
for the paragraph layout, the aggregate penalty being a func 
tion of at least the justi?cation penalties assessed against a 
plurality of lines Within the paragraph layout. 

16. The computer implemented method of claim 15, 
Wherein the aggregate penalty is also a function of a penalty 
associated With at least one additional format parameter. 

17. The computer implemented method of claim 16, 
Wherein the aggregate penalty is determined by Weighing the 
justi?cation penalty against the penalty associated With at 
least one additional format parameter according to a selected 
Weighting factor. 

18. The computer implemented method of claim 14, fur 
ther comprising the steps of: 

identifying one or more alternative paragraph layouts in 
Which one or more text lines contain a different number 

of Words relative to a previous paragraph layout; and 
determining justi?cation penalty values for a plurality of 

text lines associated With a plurality of alternative para 
graph layouts. 

19. The computer implemented method of claim 18, fur 
ther comprising the step of determining aggregate penalties 
for a plurality of the alternative paragraph layouts, the aggre 
gate penalties being a function of at least the justi?cation 
penalties assigned to a plurality of lines Within the respective 
paragraph layouts. 

20. The computer implemented method of claim 13, 
Wherein the justi?cation penalty is related to the inverse of the 
number of inter-Word spaces by a poWer function. 
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21. The computer implemented method of claim 13, 
Wherein the particular length is a full justi?cation length. 

22. The computer implemented method of claim 13, 
Wherein the justi?cation penalty value is equal to the square 
of the quotient of the aggregate space expansion or space 
compression divided by the number of inter-Word spaces in 
the text line. 

23. The computer implemented method of claim 13, fur 
ther comprising allocating the aggregate space expansion or 
space compression among inter-Word spaces and one or both 
of inter-character spaces and a font Width. 

24. The computer-implemented method of claim 12, 
Wherein the justi?cation penalty value is solely a function of 
the aggregate space expansion or space compression and the 
number of inter Word spaces in the text line. 

25. A computer implemented method for evaluating line 
layouts, the method comprising: 

identifying a plurality of alternative paragraph layouts that 
are each associated With a respective plurality of pos 
sible text lines, Wherein the possible text lines each 
include a plurality of consecutive Words; 

determining an aggregate spacing or compression that 
Would justify each of the possible text lines; 

assigning a justi?cation penalty value to each of the pos 
sible text lines, the justi?cation penalty value being a 
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function of at least the aggregate spacing or compression 
and the number of inter-Word spaces in each respective 
possible text line; 

calculating an aggregate penalty value for each of the alter 
native paragraph layouts from the justi?cation penalty 
values assigned to possible text lines in the plurality of 
possible text lines associated With the respective alter 
native paragraph layout; 

identifying a paragraph layout having a loWest aggregate 
penalty value; and 

displaying the paragraph layout on a display device. 
26. A computer program product, tangibly stored on a 

computer-readable medium, for evaluating line layouts, com 
prising instructions operable to cause a programmable pro 
cessor to: 

determine an aggregate space expansion or space compres 
sion that Would lay out a text line having a plurality of 
consecutive Words to a particular length; and 

determine a justi?cation penalty, the justi?cation penalty 
value being a function of solely the aggregate space 
expansion or space compression and the number of 
inter-Word spaces in the text line. 
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