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(57) 
A planetary transmission, in particular for machine tools, 
With a drive shaft that is connected to a sun gear, With an 

output shaft that is connected to a planetary carrier and With 
an interior gear, that in a ?rst operating position engages With 
the housing, and in the second operating position engages 
With the sun gear, With a hub that surrounds the drive shaft 
concentrically andWith a sliding collar that surrounds the hub 
concentrically and that engages With the hub in an operating 
position. The sliding collar (5) engages in the loose end of the 
interior gear (4) With a centering diameter (7) concentrically 
located With the hub (6), Which in the engaged position of the 
sliding collar (5) engages With the hub (6) in a concentric 
position With the hub’s axle on its centering collar (8). 

ABSTRACT 

9 Claims, 1 Drawing Sheet 
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PLANETARY GEAR 

This application is a national stage completion of PCT/ 
EP2004/010883 ?led Sep. 29, 2004 Which claims priority 
from German Applications Serial Nos. 10 2004 003 685.3 
?led Jan. 24, 2004, 10 2004 003 684.5 ?led Jan. 24, 2004, 103 
48 757.3 ?led Oct. 21, 2003 and 103 48 755.7 ?led Oct. 21, 
2003. 

FIELD OF THE INVENTION 

The present invention refers to a planetary transmission, in 
particular for machine tools. 

BACKGROUND OF THE INVENTION 

This planetary transmission, mostly built as a single- or 
multiple-stage planetary transmission, is basically imple 
mented in machine tools, as Well as in lathes, milling 
machines and machining centers. The selectable planetary 
transmission increases the service scope of the main spindle 
motors, as Well as the ?exibility of the machine tool for 
processing the different Work materials through increasing 
high torques or high speeds. For example, tWo transmission 
stages may be built in, While on one hand the drive shaft Which 
is connected to a sun gear With an internal gear and on the 
other the internal gear can be coupled to the housing. A 
planetary carrier is connected to the output shaft. 

In DE A 199 17 673 of the applicant, there is such a 
tWo-stage planetary transmission, With a drive shaft and an 
output shaft Which are mounted in the housing over roller 
bearings. The drive shaft is connected to a sun gear Which 
engages With the planetary gears Which are mounted over 
bearings on planetary bolts in a planetary carrier, Which is 
connected over a positive ?t connection With the output shaft. 
The planetary gears mesh With an internal gear, Which is 
mounted over the roller bearings in the housing or in the 
rotating planetary carrier and positively ?t With a hub con 
nection. The hub is connected in a slip free manner, over an 
external gearing, With the ?rst part of the sliding collar. 
A roller bearing is located over the sliding collar. The 

external part is axially displaceable in the housing, running 
over bearing bolts, Whereby the axial displacement of the 
external part is carried over the roller bearings. 

The sliding collar can be placed in three operating posi 
tions and one neutral position. In the ?rst operating position, 
the internal gear is coupled With the housing by a turret 
gearing. In the second operating position, the internal gear is 
coupled With the sun gear by a turret With a synchronizing 
gear and a positive locking connection. The turret is thereby 
connected in a slip free manner With the drive shaft. 

The sliding collar displacement takes place through a 
sWitching mechanism, Whose actuator is an electromagnet or 
a motorized sWitching unit and Whose armature is connected 
With the sliding collar by means of a pinion. 

In modern machine tools, the basic requirements of rota 
tional speed, vibration value and accuracy are alWays increas 
ing. The planetary transmission, Which is a part of the 
machine tool transmission, is therefore a potential source of 
vibration that When the rotational speed increases can nega 
tively in?uence the Working surface. 

The causes for vibration is based, among other things, on 
the unbalancing of the planetary transmission. The coupling 
parts such as the sliding collar require clearance so that they 
can move. The clearance in turn leads to an nonconcentric 

rotation, Which generates unbalancing. For example, a sliding 
collar With the common Weight of 1.6 kg can only move 0.1 
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2 
mm from the center position, therefore the resulting unbal 
ance is equal to 160 g-mm, Which generates an extreme vibra 
tion. A planetary transmission operating under high rotational 
speed (i:1 :1) demands a detailed processing of the Work 
piece surface, Which can only be achieved With loW vibration 
machine tools. 

SUMMARY OF THE INVENTION 

The purpose of the present invention is to create a planetary 
transmission to process Work pieces at high rotational speeds 
under little or no vibration. 

The invention emanates from a planetary transmission, in 
particular from a tWo-stage planetary transmission for 
machine tools With a drive shaft Which is connected to a sun 
gear, With an output shaft Which is connected to the planetary 
carrier, With an internal gear that in the ?rst operating position 
can engage With the housing and in the second operating 
position engages With the sun gear, With a hub that concen 
trically surrounds the drive shaft, and With a sliding collar 
Which concentrically surrounds the hub and that remains in 
contact With the hub in one of the tWo operating positions. 

According to the invention, it is foreseen that the sliding 
collar is placed concentrically over the hub axle’ s center bore 
in the turned-aWay side of the interior gear, Which is placed in 
the engaged position of the sliding collar With the hub, con 
centric With the hub’s axle and over its centering collar. 

This so-called “captive” sliding collar, Which in the ?rst 
operating position is placed over the hub’s centering collar, 
exhibits the bene?t that the sliding collar in this operating 
position has signi?cantly smaller play betWeen the hub and 
the sliding collar than in common planetary transmissions, 
Which merely exists from the play betWeen the centering bore 
and the centering collar. The present function namely pro 
duces a positive ?t connection betWeen the sliding collar and 
the hub. 

In a further embodiment of the invention, the sliding collar 
bearing Will be ?xed in the axial direction With a shrunken 
holding ring. This offers the advantage that no additional 
unbalancing is produced. 

In a further embodiment of the invention, the sliding collar 
?rst of all comes in contact With the hub centering collar by 
approaching the centering bore, transverse to the displace 
ment direction of the running edge of the centering bore 
provided With a chamfer. The centering collar it can also ?rst 
of all come in contact With the centering bore by this 
approach, transverse to the displacement direction of the run 
ning edge of the centering bore provided With a chamfer. 

This offers the additional bene?t that also With a small 
disalignment of the sliding collar to the hub, the centering 
bore can run With no problems from the centering collar. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention can be explained in more detail With the 
folloWing draWings, in Which bene?cial application examples 
of planetary transmissions designed according to the inven 
tion are represented. 
The only FIGURE is a partial section of a planetary trans 

mission, Which is built as a tWo-stage planetary transmission 
and is intended for deployment in a machine tool T. 

DETAILED DESCRIPTION OF THE INVENTION 

The planetary transmission shoWs a drive shaft 1 Which is 
connected to a sun gear 2, as Well as an output shaft 3 Which 
is connected to a planetary carrier 10, Whereby one of the 
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planetary gears is identi?ed With number 11. It further shows 
an internal gear 4, that in its ?rst operating position engages 
With housing 12 of the planetary transmission, and in its 
second operating position engages With sun gear 2 aided by 
hub 6. Hub 6 concentrically surrounds drive shaft 1. The 
sliding collar is identi?ed With number 5, Which actuates the 
sWitch betWeen both operating positions. Sliding collar 5 is 
thereby axially and movably mounted in bearings over inter 
nal gear 4. 

In the upper half of the single FIGURE, the sliding collar 5 10 
is shoWn engaged With the braking disc 14, Whereby this 
operating position corresponds to the i>l transformation of 
the tWo-stage planetary transmission. 

According to the invention, the sliding collar 5 is intended 
to be placed in the loose side of internal gear 4 With a center 
ing bore 7 concentrically located over hub 6, as is depicted in 
the loWer half of FIG. 1, Where iIl in the engagement posi 
tion, sliding collar 5 is engaged With hub 6 concentrically over 
the axle of hub 6 and is placed over the designed centering 
collar 8. 

Bene?cially, centering bore 7 ?rst of all comes in contact 
With the centering collar 8 When it approaches the lying edge 
of the beveled centering bore, diagonally to the displacement 
direction. In a likeWise bene?cial Way, it is intended that 
centering bore 7 approaches the centering collar 8, Which ?rst 
of all comes in contact diagonally to the displacement direc 
tion of the running edge of the centering collar With a bevel, 
so that it is possible to have a trouble-free displacement of the 
centering bore With the centering collar, With a minor 
disalignment betWeen the centering bore 7 and centering 
collar 8. 

The existing play surrounding and resting betWeen center 
ing collar 8 and centering bore 7, as it has been already 
mentioned, is signi?cantly smaller than the existing play 
betWeen the sliding collar and the internal gear teeth of com 
mon planetary transmissions. 
On the upper section of centering bore 7 there is a specially 

shrunk holding ring 9 intended for the sliding collar bearings 
13. This axially ?xed holding ring 9 is intended to have as 
little additional unbalancing as possible. 

Let it also be emphasiZed that a centering betWeen the 
sliding collar 5 and hub 6 is not necessary for the operating 
position (i>l) represented above in the FIGURE, as in this 
operating position the sliding collar 5 stays and engages With 
the brakes or the braking disc 14. 

The design of a centering bore at the end of the sliding 
collar interacting With a hub, as Well as a centering collar 
shrunk in the hub, does not apply only to planetary transmis 
sions for machine tools, but it is also applicable in all similar 
transmissions in Which the sliding collars engage With a hub 
or With another connecting element, for example in automo 
bile transmissions, Whereby smoothness Will also be 
increased and the idle running noise in the transmission is 
signi?cantly reduced. 

REFERENCE SIGNS 

1 Drive shaft 
2 Sun gear 
3 Output shaft 
4 Interior gear 
5 Sliding collar 
6 Hub 
7 Centering diameter 
8 Centering collar 
9 Holding ring 
10 Planetary carrier 
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11 Planetary gear 
12 Housing 
13 Sliding collar bearings 
14 Braking disc 
T Machine Tool 

The invention claimed is: 
1. A machine tool planetary transmission, the planetary 

transmission comprising: 
a drive shaft (1) connected to a sun gear (2); 
an output shaft (3) connected to a planetary carrier (10); 
an internal gear (4) Which, in a ?rst operating position, 

being coupled to a housing and, in a second operating 
position, being coupled to the sun gear; 

a hub (6) concentrically surrounding the drive shaft (1); 
a sliding collar (5) concentrically surrounding the hub (6) 

and being axially movable over and With respect to the 
internal gear (4); 
in the ?rst operating position, the sliding collar (5) 

couples the internal gear (4) to the housing (12), and, 
in a second operating position, the sliding collar (5) 
couples the internal gear (4) to the hub (6), 

Wherein an end of the sliding collar (5), remote from the 
internal gear (4), has an integral centering bore (7) 
Which is concentric With the hub (6), 

the hub (6) includes a centering collar (8) Which is con 
centric With an axis of the hub (6) and located along 
the axis of the hub (6) so that the centering bore (7) of 
the sliding collar (5) concentrically surrounds and 
engages With the centering collar (8) When a locking 
arrangement of the sliding collar (5) engages With a 
mating locking arrangement of the hub (6) in the 
second operating position, and 

a largest diameter portion of the hub (6) includes the 
centering collar (8), an external tooth locking arrange 
ment is located adjacent the centering collar (8), and 
the sliding collar (5) engages, upon movement of the 
sliding collar (5) to the second position, both the 
external tooth locking arrangement and the centering 
collar (8). 

2. The machine tool planetary transmission according to 
claim 1, Wherein the centering bore (7) ?rst comes into con 
tact With the centering collar (8) by approaching the centering 
collar (8), axially in a displacement direction of the centering 
bore (7), With a beveled running edge of the centering bore 
(7). 

3. The machine tool planetary transmission according to 
claim 1, Wherein the centering collar (8) ?rst comes into 
contact With the centering bore (7) by approaching the cen 
tering bore (7), axially in a displacement direction of the 
centering bore (7), With the beveled running edge of the 
centering collar (8). 

4. The machine tool planetary transmission according to 
claim 1, Wherein a diameter of the centering bore (7) is larger 
than a largest diameter portion of the hub (6) so that the 
centering bore (7) completely surrounds the largest diameter 
portion of the hub (6) When the sliding collar (5) is in the 
second operating position. 

5. A planetary gear incorporated into a machine tool, the 
planetary gear comprising: 

an input shaft (1) being connected to a sun gear (2); 
an output shaft (3) being connected to a planet carrier (10); 

and 
an internal gear (4) being connectable, in a ?rst shifting 

position, With a housing (12) of the machine tool, and, in 
a second shifting position, With the sun gear (2); 

a hub (6) concentrically surrounding the input shaft (1); 
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a sliding sleeve (5) concentrically surrounding the hub (6) 
and being movable along and over the hub (6) to the 
second shifting position to positively engage With the 
hub (6) With the sliding sleeve (5); 

Wherein the sliding sleeve (5) is provided With a centering 
section (7), on an end thereof remote from the internal 
gear (4), featuring a centering diameter (7') Which is 
concentrically arranged With the hub (6), and this cen 
tering section (7) is formed unitary With the sliding 
sleeve (5); 

the hub (6) has a centering collar (8) arranged concentri 
cally With an axis of the hub (6), and during positive 
engagement of the sliding sleeve (5) With the hub (6), the 
centering section (7) surrounds and abuts against the 
centering collar (8), and 

a largest diameter portion of the hub (6) includes the cen 
tering collar (8), an external tooth arrangement is located 
adjacent the centering collar (8), and the sliding collar 
(5) engages, upon movement of the sliding collar (5) to 
the second position, both the external tooth arrangement 
and the centering collar (8). 

6. The planetary gear incorporated into a machine tool 
according to claim 5, Wherein a leading edge of the centering 
section is provided With a bevel, extending transverse to a 
displacement direction of the centering section, and the bevel 
?rst contacts the centering collar (8) as the centering section 
(7) approaches and engages the centering collar (8). 

7. The planetary gear incorporated into a machine tool 
according to claim 5, Wherein a leading edge of the centering 
collar (8) is provided With a bevel, extending transverse to a 
displacement direction of the centering section, and the bevel 
?rst contacts the centering section (7) as the centering section 
(7) approaches and engages the centering collar (8). 

8. The machine tool planetary transmission according to 
claim 5, Wherein a diameter of the centering bore (7) is larger 
than a largest diameter portion of the hub (6) so that the 
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6 
centering bore (7) completely surrounds the largest diameter 
portion of the hub (6) When the sliding collar (5) is in the 
second operating position. 

9. A machine tool planetary transmission Which is shiftable 
betWeen ?rst and second operating positions only When a 
drive shaft (1) is stationary, the planetary transmission com 
prising: 

the drive shaft (1) being connected to a sun gear (2); 
an output shaft (3) being connected to a planetary carrier 

(10); 
an internal gear (4) Which, in the ?rst operating position, 

being coupled to a housing and, in the second operating 
position, being coupled to the sun gear; 

a hub (6) concentrically surrounding the drive shaft (1); 
a sliding collar (5) concentrically surrounding the hub (6) 

and being axially movable over and With respect to the 
internal gear (4), 
in the ?rst operating position, the sliding collar (5) cou 

pling the internal gear (4) to the housing (12), and, in 
a second operating position, the sliding collar (5) 
coupling the internal gear (4) to the hub (6); 

Wherein an end of the sliding collar (5), remote from the 
internal gear (4), has an integral centering bore (7) Which 
is concentric With the hub (6), 

the hub (6) includes a centering collar (8) concentric With 
an axis of the hub (6) and located along the axis of the 
hub (6) so that, When the sliding collar (5) is moved to 
the second operating position and surrounds and 
engages With the hub (6), the centering bore (7) of the 
sliding collar (5) concentrically surrounds and engages 
With the centering collar (8); and 

an external tooth arrangement is located adjacent the cen 
tering collar (8) on a largest diameter section of the hub 
(6) and, upon movement of the sliding collar (5) to the 
second position, both the external tooth arrangement and 
the centering collar (8) engage With the sliding collar (5) 
to facilitate transmission of drive to the internal gear (4). 

* * * * * 


