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RACK-MOUNT EQUIPMENT BAY COOLING 
HEAT EXCHANGER 

BACKGROUND 

It is Well-knoWn that computers, servers, disk drives and 
other electronic equipment mounted in equipment racks Will 
generate heat When operated. It is also Well-knoWn that if 
semiconductors Within the electronic equipment get too hot, 
they can fail, thus making it important to keep electronic 
equipment cool. 
One method of cooling rack-mounted electronic equip 

ment is to locate the equipment and the racks that hold the 
equipment in an enclosed room, Where the temperature of the 
enclosed room is controlled using air conditioning equip 
ment. Once the air in the enclosed room has been cooled, the 
electronic equipment is cooled using passive or active cooling 
techniques. Passive techniques for keeping the air adjacent to 
a hot surface of an electronic device cool rely on convection 
currents that are created by the hot surfaces of an electronic 
device. For additional cooling, active cooling techniques such 
as electric cooling fans and ?uid pumps are used to locally 
dissipate heat Within an individual piece of electronic equip 
ment. Electronic equipment often uses intake and/ or exhaust 
fans for local heat dissipation Within the electronic equip 
ment. Local dissipation of heat Within the electronic equip 
ment is ine?icient When multiple pieces of electronic equip 
ment are located Within a single equipment rack. 

DESCRIPTION OF THE DRAWINGS 

Features of example implementations of the invention Will 
become apparent from the description, the claims, and the 
accompanying draWings in Which: 

FIG. 1 is a representation of a top vieW of one implemen 
tation of an apparatus that comprises at least one heat 
exchanger and at least one electronic device. 

FIG. 2 is a representation of a front vieW of another imple 
mentation of the apparatus of FIG. 1 that comprises a primary 
delivery duct and at least one vertical duct. 

FIG. 3 is a representation of a perspective vieW of the 
implementation of FIG. 2 and illustrates intake and exhaust 
air?oW. 

FIG. 4 is a representation of a top vieW of yet another 
implementation of the apparatus of FIG. 1 that comprises 
intake and exhaust ducts. 

FIG. 5 is a representation of a perspective vieW of yet 
another implementation of the apparatus of FIG. 1 that com 
prises at least one enclosed duct. 

DETAILED DESCRIPTION 

Referring to the BACKGROUND section above, the air 
conditioning equipment is often located outside of the 
enclosed room. The air conditioning equipment also cools the 
entire volume of air Within the enclosed room. For increased 
cooling e?iciency: l) the volume of air to be cooled can be 
reduced; 2) the air conditioning equipment can be located 
closer to the electronic equipment; and 3) the cool air can be 
directed to the electronic equipment. 

Turning to FIG. 1, an apparatus 100 in one embodiment 
comprises a rack-mount equipment bay 101 for electronic 
devices 110. The equipment bay 101 comprises at least one 
rack for the electronic devices 110 and at least one heat 
exchanger 116 for cooling the electronic devices 110. The 
equipment bay 101 in one example comprises one heat 
exchanger 116 per electronic device 110. In another example, 
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2 
the equipment bay 101 comprises one heat exchanger for a 
plurality of electronic devices 110. The heat exchanger 116 
and electronic device 11 0 in one implementation are mounted 
Within the same rack of the equipment bay 101. In another 
implementation, the heat exchanger 116 and electronic 
device are mounted Within different racks, for example, adja 
cent racks of the equipment bay 101. The equipment bay 101 
in a further example comprises a plurality of racks, for 
example, at least one cooling rack and at least one equipment 
rack. Referring to the example of FIG. 1, the equipment bay 
101 comprises a cooling rack 102 and equipment racks 104, 
106, and 108. In this example, the cooling rack 102 is dedi 
cated for the heat exchanger 116. Examples of the equipment 
bay 101 comprise one cooling rack per equipment rack, one 
cooling rack for a plurality of equipment racks, or a plurality 
of cooling racks and a plurality of equipment racks. 
The cooling rack 102 and the equipment racks 104, 106, 

and 108 in one example are similarly siZed such that the 
cooling rack 102 can be installed Within the equipment bay 
101 With the equipment racks 104, 106, and 108. For 
example, the cooling rack 102 is positioned adjacent to the 
equipment racks 104, 106, and 108 Within rack roW spacing. 
The cooling rack 102 and the equipment racks 104, 106, and 
108 in a further example conform to an “EIA RS-3l0” stan 
dard (Electronic Industries Alliance, Arlington, Va., http:// 
WWW.eia.org). For example, the cooling rack 102 and the 
equipment racks 104, 106, and 108 comprise a height interval 
that is an integral multiple of “U” (1.75 inches), for example, 
“1U”, “2U”, “4U”, etc. and a Width of approximately 19 or 23 
inches, as Will be understood by those skilled in the art. 
Alternate embodiments of the cooling rack 102 and equip 
ment racks 104, 106, and 108 are Wider or narrower than 19 
inches. 
The equipment racks 104, 106, and 108 comprise elec 

tronic devices 110, for example, computer servers, data stor 
age, and/or netWork equipment. During operation, the elec 
tronic devices 110 generate thermal energy and dissipates the 
thermal energy into an air?oW through the equipment racks 
104, 106, and 108; for example, an intake air?oW 112 and an 
exhaust air?oW 114. The electronic devices 110 dissipate the 
thermal energy into the air?oW such that the exhaust air?oW 
114 is relatively Warmer than the intake air?oW 112, as Will be 
understood by those skilled in the art. 

The cooling rack 102 in one example comprises a dedi 
cated cooling rack Within the equipment bay 101. The cooling 
rack 102 comprises at least one heat exchanger 116 for cool 
ing air?oW through the cooling rack 102. The cooling rack 
102 draWs in the exhaust air?oW 114 from the equipment 
racks 104, 106, and 108. The cooling rack 102 directs the 
air?oW through and/ or along the heat exchanger 1 1 6. The heat 
exchanger 116 absorbs the thermal energy and reduces a 
temperature of the exhaust air?oW 114. The cooling rack 102 
in one example circulates the exhaust air?oW 114 back to the 
intake air?oW 112. In one example, a dedicated cooling rack 
alloWs for a larger, centraliZed, more e?icient heat exchanger 
116 to be mounted Within the cooling rack 102. 
The heat exchanger 116 in one example comprises an 

evaporator coil or portion of a heat pump (not shoWn), such as 
a refrigeration system. In another example, the heat 
exchanger 116 comprises a radiator or heater core With a 
chilled ?uid (e. g., Water, Water/ glycol mixture, or other cool 
ant). For example, the chilled ?uid ?oWs through the radiator 
and absorbs the thermal energy from the air?oW. In yet 
another example, the heat exchanger 116 comprises a Peltier 
device. The thermal energy absorbed by the heat exchanger 
116 is dissipated aWay from the cooling rack 102 and the 
equipment racks 104, 106, and 108; for example, outside a 
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room or data center (not shown) that houses the cooling rack 
102 and the equipment racks 104, 106, and 108. The thermal 
energy may be carried aWay from the equipment bay 101 via 
heat pipes, air ducts, ?uid transfer pipes, or other heat transfer 
means. The heat exchanger 116 in another example com 
prises a rack-mountable, standalone cooling component. In 
this example, the heat exchanger 116 is modular and may be 
mounted in an equipment rack 104, 106, or 108. In another 
example, a plurality of heat exchangers 116 may be mounted 
in a rack. 

The apparatus 100 in one embodiment comprises at least 
one duct for air?oW, for example, ducts 118 and 120. The 
ducts 118 and 120 in one example are coupled With the 
cooling rack 102 and form a semi-closed cooling loop With 
the electronic device 110. In a further example, the ducts 118 
and 120 are coupled With one or more of the equipment racks 
104, 106, and 108. The ducts 118 and 120 in one example are 
removable to access the electronic devices 110 or the cooling 
rack 102. The ducts 118 and 120 in one example direct air?oW 
betWeen the cooling rack 102 and the equipment racks 104, 
106, and 108 for cooling of the equipment racks 104, 106, and 
108. The ducts 118 and 120 in one example are external to the 
cooling rack 102 and the equipment racks 104, 106, and 108. 
In a further example, the ducts 118 and 120 are external to the 
equipment bay 101. In yet another example, the ducts 118 and 
120 are coupled With the cooling rack 102 and the equipment 
racks 104, 106, and 108. 

In one example, the duct 118 comprises an exhaust duct 
118 and the duct 120 comprises an intake duct 120. The 
exhaust duct 118 directs the exhaust air?oW 114 from the 
equipment racks 104, 106, and 108 to the cooling rack 102. 
For example, the exhaust duct 120 captures and directs the 
exhaust air?oW 114 from an exhaust face 115 of the equip 
ment racks 104, 106, and 108 to the cooling rack 102. The 
intake duct 120 directs the intake air?oW 112 to the equip 
ment racks 104, 106, and 108 for cooling the equipment racks 
104, 106, and 108. For example, the intake duct 120 directs 
the intake air?oW 112 to an intake face 113 of the equipment 
racks 104, 106, and 108. 

The intake face 113 in one example comprises a front of the 
equipment racks 104, 106, and 108. In alternative implemen 
tations, the intake face 113 of the equipment racks 104, 106, 
and 108 comprises any of a side, top, bottom, or rear face of 
the equipment racks 104, 106, and 108 and may be different 
sides for each equipment rack. For example, the equipment 
rack 104 may comprise an intake face 113 on a front face and 
the equipment rack 106 may comprise an intake face 113 on 
a side face. The exhaust face 115 in one example comprises a 
rear of the equipment racks 104, 106, and 108. In alternative 
examples, the exhaust face 115 of the equipment racks 104, 
106, and 108 comprises any of a side, top, bottom, or front 
face of the equipment racks 104, 106, and 108 and may be 
different sides for each equipment rack. The intake face 113 
and exhaust face 115 in a further example comprise intake 
and/ or exhaust ports (not shoWn). The intake duct 120 in one 
example is coupled With the intake face 113 and/ or intake 
port. The exhaust duct 118 in one example is coupled With the 
exhaust face 115 and/or exhaust port. In yet another example, 
both the intake duct 120 is coupled With the intake face 113, 
and the exhaust duct 120 is coupled With the exhaust face 115 
to form a substantially closed cooling loop With the cooling 
rack 102. 

The exhaust duct 118 and intake duct 120 in one example 
cooperate to provide a more direct route for the intake air?oW 
112 to the equipment racks 104, 106, and 108 and for the 
exhaust air?oW 114 to the cooling rack 102. The exhaust duct 
118 and intake duct 120 in one example reduce mixing of the 

5 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
intake air?oW 112 and exhaust air?oW 114 With ambient air. 
In a further example, the exhaust duct 118 and intake duct 120 
reduce mixing of the intake air?oW 112 With the exhaust 
air?oW 114. 
The ducts 118 and 120 in one example comprise at least 

one fan 122 for directing the air?oW through the ducts 118 and 
120. The fans 122 push and/or pull the air?oW through the 
ducts 118 and 120. The fans 122 in one example comprise 
adjustable fans, for example, a quantity of the air?oW (i.e., 
cubic feet per minute (CFM) of air?ow) can be increased or 
reduced. The fans 122 in one example have adjustable fan 
blades and/ or adjustable rotation speed to increase or reduce 
the air?oW. Examples of the fan 122 comprise a variable 
frequency drive (VFD) fan, an axial-?oW fan, and a centrifu 
gal fan. 
The ducts 118 and 120 in one embodiment comprise at 

least one damper 124. The dampers 124 direct the air?oW 
through the ducts 118 and 120. For example, the dampers 124 
create air?oW restrictions in the ducts 118 and 120 to control 
the air?oW through the ducts 118 and 120. The dampers 124 
in one example are static (e.g., ?xed in place). In another 
example, the dampers 124 are adjustable to provide a variable 
air?oW restriction. In one example, the dampers 124 are 
manually adjusted by a technician or end user. In another 
example, the dampers 124 are automatically adjusted, for 
example, by servos, electromechanical sWitches, and/or 
pneumatics. 
The apparatus 100 in one embodiment comprises a control 

component 126. The control component 126 in one example 
monitors cooling of the equipment racks 104, 106, and 108 by 
the cooling rack 102. In another example, the control com 
ponent 126 adjusts the cooling rack 102, the intake duct 120, 
and/ or the exhaust duct 118 to maintain predetermined levels 
of cooling (e. g., temperature levels) for the equipment racks 
104, 106, and 108. The control component 126 in one 
example increases or reduces an amount of cooling provided 
by the cooling rack 102. The control component 126 in one 
example comprises a microprocessor or computer. In a fur 
ther example, the control component 126 comprises an 
instance of a recordable data storage medium 130. The 
recordable data storage medium 130 in one example stores 
softWare and/or ?rmWare for execution by the control com 
ponent 126. 
The apparatus 100 in one embodiment comprises at least 

one sensor 128. The sensors 128 in one example comprise 
air?oW sensors that sense the quantity of air?oW. The air?oW 
sensors may be located in the cooling rack 1 02, the equipment 
racks 104, 106, and 108, the electronic devices 110, or the air 
ducts 118 and 120. The sensors 128 in another example com 
prise temperature sensors (e. g., thermistors) that sense one or 
more of the temperature of the air?oW, a temperature of the 
electronic devices 110, or a coolant temperature of the heat 
exchanger 11 6. The temperature sensors may be located in the 
cooling rack 102, the equipment racks 104, 106, and 108, the 
electronic devices 110, or the air ducts 118 and 120. The 
sensors 128 in another example may sense a revolution rate of 
the fans 122 (e.g., revolutions per minute, RPMs), a voltage 
applied to the fans 122, or a current position of the dampers 
124 (e.g., closed, thirty degrees open, fully open, etc.). The 
sensors 128 in one example comprise humidity sensors that 
sense humidity of the air?oW through the cooling rack 102, 
the equipment racks 104, 106, and 108, the intake duct 118, or 
exhaust duct 120. In another example, the sensors 128 com 
prise differential air pressure sensors. 

In one embodiment, the heat exchanger 116, ducts 118 and 
120, fans 122, dampers 124, and/or sensors 128 are modular. 
In one example, a ?rst intake duct 120 may be replaced With 
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a larger second intake duct 120. In another example, a ?rst fan 
122 that has failed may be replaced With a second fan 122. The 
ducts 118 and 120, fans 122, dampers 124, and/or sensors 128 
in one example are hot sWappable and can be replaced While 
the cooling rack 102 is operational. In one example, one or 
more of the heat exchanger 116, intake ducts 118, exhaust 
ducts 120, fans 122, dampers 124, and/or sensors 128 com 
prise an integral component. For example, an intake duct 118 
may comprise a built-in damper 124, adjustable fan 122, and 
sensor 128. 

The control component 126 in one embodiment is located 
Within the cooling rack 102. In another embodiment, the 
control component 126 is located external to the cooling rack 
102 and may be remotely located from the cooling rack 102 
and the equipment racks 104, 106, and 108. In a ?rst embodi 
ment, the control component 126 is communicatively 
coupled With the sensors 128 and monitors the cooling of the 
electronic devices 110. In a second embodiment, the control 
component 126 is communicatively coupled With the fans 
122 and/ or dampers 124 and controls the cooling of the elec 
tronic devices 110. In a third embodiment, the control com 
ponent 126 is communicatively coupled With the fans 122, the 
dampers 124, and the sensors 128 for monitoring and control 
of the cooling of the electronic devices 110. 

The control component 126 in one embodiment automati 
cally monitors and controls the cooling. For example, the 
control component 126 dynamically controls the fans 122 
and/or dampers 124 to adjust the intake air?oW 112 and/or 
exhaust air?oW 114 based on current cooling needs of the 
electronic devices 110. In another embodiment, the control 
component 126 employs a user interface (not shoWn) for 
displaying information from the sensors 128 (e.g., quantity of 
air?oW, temperatures, etc.) to a technician and receiving 
inputs from the technician to change the cooling. The control 
component 126 in one example displays or sends a Warning 
message to the technician, for example, if a sensor 128 reports 
a temperature above a predetermined threshold, a loW revo 
lution rate of a fan 122, loW air?oW through the duct 118, or 
a stuck damper 124. In another example, the control compo 
nent 126 may adjust the fans 122 and/or dampers 124 to 
reroute air?oW around an obstruction or problem area. The 
control component 126 in one example may partially or com 
pletely close offa duct 118 or 120 (e.g., completely close a 
damper 124 or shut off a fan 122) if an electronic device 110 
is turned off. In another example, the control component 126 
may turn off an electronic device 110 to prevent damage due 
to lack of cooling. 

Turning to FIG. 2, in another implementation of the appa 
ratus 100 the exhaust duct 118 and intake duct 120 comprise 
at least one vertical duct 202. The vertical ducts 202 in one 
example direct the intake air?oW 112 to the equipment racks 
104, 106, and 108. In another example, the vertical ducts 202 
direct the exhaust air?oW 114 to the cooling rack 102. The 
intake duct 120 and the vertical duct 202 in one example 
provide a “cold air curtain” to the intake face 113 of the 
equipment racks 104, 106, and 108. 

The equipment racks 104, 106, and 108 in one example 
comprise a number of equipment shelves 204, 206, and 208 
for multiple electronic devices 110. The vertical ducts 202 
may comprise fans 122, dampers 124, or sensors 128 to 
provide variable amounts of the intake air?oW 112 to the 
equipment shelves 204, 206, and 208. The control component 
126 in one example adjusts the amount of intake air?oW 112 
to the equipment shelves 204, 206, and 208. If the electronic 
device 110 on the equipment shelf 204 has a higher heat 
output than the electronic device 110 on the equipment shelf 
206, the control component 126 diverts a ?rst amount of the 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

6 
intake air?oW 112 to the equipment shelf 204 and a second 
amount of the intake air?oW 112 to the equipment shelf 206, 
Where the ?rst amount is greater than the second amount. 

Turning to FIG. 3, in yet another implementation of the 
apparatus 100, the intake duct 120 comprises a primary deliv 
ery duct 302. For clarity, equipment racks 106 and 108 are 
omitted from FIG. 3. The primary delivery duct 302 in one 
example is located along a top and front of the cooling rack 
102 and the equipment racks 104, 106, and 108. The cooling 
rack 102 directs the intake air?oW 112 up into the primary 
delivery duct 302. The primary delivery duct 302 directs the 
intake air?oW 112 substantially horizontally toWard the 
equipment racks 104, 106, and 108. The vertical ducts 202 are 
coupled With the primary delivery duct 302 and direct the 
intake air?oW 112 substantially vertically (e. g., doWn) toWard 
the equipment racks 104, 106, and 108. For example, intake 
air?oW 112 from the primary delivery duct 302 is directed 
doWn into the vertical ducts doWn 202 for delivery to the front 
of the equipment racks 104, 106, and 108. The equipment 
racks 104, 106, and 108 draW in the intake air?oW 112 and 
send the exhaust air?oW 114 toWard a back of the cooling rack 
102 and equipment racks 104, 106, and 108. The cooling rack 
102 draWs the exhaust air?oW 114 in and through the heat 
exchanger 116. 

Turning to FIG. 4, in one implementation of the apparatus 
100, an exhaust duct 402 and intake duct 404 provide a 
semi-closed circulation loop of exhaust air?oW 406 and 
intake air?oW 408. In the implementation of FIG. 4, equip 
ment rack 108 is not shoWn for clarity. This implementation 
alloWs for some mixing of cooled intake air?oW 408 With 
ambient air around the apparatus 1 00. The exhaust duct 402 in 
one example draWs air from adjacent equipment racks 104 
and 106. The intake duct 408 in one example directs the intake 
air?oW 408 toWards the front face of the adjacent equipment 
racks 104 and 106 to provide a cold air curtain to the equip 
ment racks 104 and 106. 

Turning to FIG. 5, in another implementation of the appa 
ratus 100, the intake duct 120 comprises at least one enclosed 
duct, for example, enclosed ducts 502, 504, and 506. In FIG. 
5, the exhaust duct 120, exhaust air?oW 114, electronic 
devices 110, sensors 128, and heat exchanger 116 are not 
shoWn for clarity. The enclosed ducts 502, 504, and 506 direct 
the intake air?oW 112 to the equipment racks 104, 106, and 
108. In alternative implementations, the exhaust duct 118 
may also comprise at least one enclosed duct (not shoWn for 
clarity). If both the intake duct 120 and exhaust duct 118 
comprise enclosed ducts, the intake duct 120, exhaust duct 
118, cooling rack 102, and equipment racks 104, 106, and 108 
form a substantially closed-loop for cooling of the equipment 
racks 104, 106, and 108. In one example, the enclosed ducts 
502, 504, and 506 are con?gured to provide intake air?oW 112 
to the equipment shelves 204, 206, and 208, respectively. The 
cooling rack 102 and equipment racks 104, 106, and 108 in 
one example comprise a front door or panel, for example, 
front door 508. The front door 508 in one example supports 
the enclosed ducts 502, 504, and 506 to substantially seal the 
intake air?oW 112. In a further example, the cooling rack 102 
and equipment racks 104, 106, and 108 comprise cabinets 
With front, side, and rear doors to seal both the intake air?oW 
112 and exhaust air?oW 114 to form a substantially closed 
loop for cooling. The enclosed ducts 502, 504, and 506 in one 
example are removable to access the electronic devices 110 or 
the cooling rack 102. 
Numerous alternative implementations of the present 

invention exist. The exhaust ducts 118 and 402, intake ducts 
120 and 404, and vertical ducts 202 in one example are 
positioned in alternate orientations such as horiZontally, ver 
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tically, or diagonally. The intake air?ow 112 and 408 and 
exhaust air?ow 114 and 406 in another implementation are 
routed in different directions within the cooling rack 102 or 
equipment racks 104, 106, or 108, such as front to back, back 
to front, top to bottom, or bottom to top, etc. The cooling rack 
102 in one example comprises a plurality of heat exchangers 
116; for example, one heat exchanger 116 per equipment 
shelf 502, 504, and 506. 
The apparatus 100 in one example comprises a plurality of 

components such as one or more of electronic components, 
hardware components, and computer software components. 
A number of such components can be combined or divided in 
the apparatus 100. An example component of the apparatus 
100, such as the control component 126, employs and/or 
comprises a set and/ or series of computer instructions written 
in or implemented with any of a number of programming 
languages, as will be appreciated by those skilled in the art. 
The apparatus 100 in one example comprises any (e. g., hori 
Zontal, oblique, or vertical) orientation, with the description 
and ?gures herein illustrating one example orientation of the 
apparatus 100, for explanatory purposes. 

The apparatus 100 in one example employs one or more 
computer-readable signal-bearing media. The computer 
readable signal-bearing media store software, ?rmware and/ 
or assembly language for performing one or more portions of 
one or more implementations of the invention. Examples of a 
computer-readable signal-bearing medium for the apparatus 
100 comprise the recordable data storage medium 130 of the 
control component 126. The computer-readable signal-bear 
ing medium for the apparatus 100 in one example comprise 
one or more of a magnetic, electrical, optical, biological, and 
atomic data storage medium. For example, the computer 
readable signal-bearing medium comprise ?oppy disks, mag 
netic tapes, CD-ROMs, DVD-ROMs, hard disk drives, and 
electronic memory. In another example, the computer-read 
able signal-bearing medium comprises a modulated carrier 
signal transmitted over a network comprising or coupled with 
the apparatus 100, for instance, one or more of a telephone 
network, a local area network (“LAN”), a wide area network 
(“WAN”), the Internet, and a wireless network. 

What is claimed is: 
1. An apparatus, comprising: 
at least one heat exchanger mounted within a rack-mount 

equipment bay; and 
at least one duct coupled with the at least one heat 

exchanger that is con?gured to form a semi-closed cool 
ing loop with at least one electronic device mounted 
within the rack-mount equipment bay, the at least one 
duct comprising an intake duct that directs an intake 
air?ow from the at least one heat exchanger to an intake 
face of the at least one electronic device; 

wherein the intake duct comprises a primary delivery duct 
and at least one vertical duct coupled with the primary 
delivery duct; 

wherein the primary delivery duct directs the intake air?ow 
substantially horiZontally toward the at least one elec 
tronic device; 

wherein the at least one vertical duct directs the intake 
air?ow substantially vertically from the primary deliv 
ery duct to the at least one electronic device; and 

wherein the primary delivery duct and the at least one 
vertical duct provide a cold air curtain to an intake face 
of the at least one electronic device; 

wherein the at least one duct directs an air?ow between the 
at least one heat exchanger and the at least one electronic 
device for cooling of the at least one electronic device; 
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8 
wherein the rack-mount equipment bay comprises a plu 

rality of rack locations, wherein the cooling rack is 
installable in each of the rack locations and wherein the 
equipment rack is installable in each of the rack loca 
tions, the cooling rack thereby being interchangeable 
with the equipment rack. 

2. The apparatus of claim 1, further comprising a dedicated 
cooling rack within the rack-mount equipment bay; 

wherein the dedicated cooling rack comprises the at least 
one heat exchanger; 

wherein the at least one electronic device comprises a 
plurality of electronic devices mounted within a plural 
ity of equipment racks of the rack-mount equipment 
bay; 

wherein the dedicated cooling rack cools the plurality of 
electronic devices. 

3. The apparatus of claim 1, wherein the at least one duct is 
external to the at least one heat exchanger and the at least one 
electronic device. 

4. The apparatus of claim 1, wherein the at least one duct 
comprises an exhaust duct that directs an exhaust air?ow 
from an exhaust face of the at least one electronic device to the 
at least one heat exchanger. 

5. The apparatus of claim 1, wherein the at least one duct 
comprises at least one damper that directs the air?ow through 
the at least one duct. 

6. The apparatus of claim 5 wherein the at least one damper 
comprises any of a static damper, a manually adjustable 
damper, and an automatically adjustable damper. 

7. The apparatus of claim 1, wherein the at least one duct 
comprises at least one fan that directs air?ow through the at 
least one duct. 

8. The apparatus of claim 7, wherein the at least one fan 
comprises an adjustable fan. 

9. The apparatus of claim 1, further comprising: 
a control component that monitors and controls cooling of 

the at least one electronic device. 
10. The apparatus of claim 1, wherein the at least one duct 

comprises an intake duct and an exhaust duct; 
wherein the intake duct is coupled with the at least one best 

exchanger and an intake face of the at least one elec 
tronic device; 

wherein the exhaust duct is coupled with the at least one 
heat exchanger and an exhaust face of the at least one 
electronic device; 

wherein the at least one heat exchanger, the intake duct, the 
at least one electronic device, and the exhaust duct form 
a closed cooling loop. 

11. The apparatus of claim 1, wherein the at least one beat 
exchanger comprises a refrigerant heat exchanger mounted 
within the rack-mount equipment bay. 

12. An apparatus, comprising: 
a heat exchanger mounted within a rack-mount equipment 

bay that cools at least one electronic device mounted 
within the rack-mount equipment bay, 

an intake duct that directs an intake air?ow from the heal 
exchanger to the at least one electronic device for cool 
ing the at least one electronic device; 

an exhaust duct that directs an exhaust air?ow from the at 
least one electronic device to the heat exchanger, 

a control component that monitors and adjusts the heat 
exchanger, the intake duct, and/or the exhaust duct 
through employment of at least one sensor for cooling of 
the at least one electronic device; 

wherein the heat exchanger cools the exhaust air?ow and 
circulates the exhaust air?ow back to the intake air?ow; 
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wherein the intake duct, the heat exchanger, and the 
exhaust duct form a substantially semi-closed cooling 
loop; 

Wherein the intake duct comprises a primary delivery duct 
and at least one vertical duct coupled With the primary 
delivery duct, 

Wherein the primary delivery duct directs the intake air?oW 
substantially horiZontally toWard the at least one elec 
tronic device; 

Wherein the at least one vertical duct directs the intake 
air?oW substantially vertically from the primary deliv 
ery duct to the at least one electronic device; and 

Wherein the primary delivery duct and the at least one 
vertical duct provide a cold air curtain to an intake face 
of the at least one electronic device; 

Wherein the rack-mount equipment bay comprises a plu 
rality of rack locations, Wherein the cooling rack is 
installable in each of the rack locations and Wherein the 
equipment rack is installable in each of the rack loca 
tions, the cooling rack thereby being interchangeable 
With the equipment rack. 

13. The apparatus of claim 12, Wherein the intake duct is 
coupled With the heat exchanger and the at least one elec 
tronic device; 

Wherein the exhaust duct is coupled With the heat 
exchanger and the at least one electronic device; 

Wherein the heat exchanger, the intake duct, the at least one 
electronic device, and the exhaust duct form a substan 
tially closed cooling loop. 

14. The apparatus of claim 12, Wherein the at least one 
electronic device comprises a plurality of electronic devices 
mounted Within a plurality of equipment shelves of the rack 
mount equipment bay; 

Wherein the intake duct directs the intake air?oW to the 
plurality of equipment shelves; 

Wherein the control component adjusts the intake air?oW to 
the plurality of equipment shelves based on current cool 
ing needs of the plurality of electronic devices. 

15. The apparatus of claim 12, Wherein the intake duct and 
the exhaust duct comprise one or more of an adjustable 
damper and an adjustable fan; 

Wherein the control component adjusts the air?oW through 
the intake duct and the exhaust duct through employ 
ment of the adjustable damper and the adjustable fan. 

16. The apparatus of claim 12, Wherein the at least one 
sensor comprises any of a temperature sensor, air?oW sensor, 
humidity sensor, or differential air pressure sensor. 

17. A method, comprising the steps of: 
positioning at least one heat exchanger Within rack roW 

spacing of a rack-mount equipment bay; 
coupling at least one duct With the at least one heat 

exchanger to form a semi-closed cooling loop With at 
least one electronic device mounted Within the rack 
mount equipment bay, the at least one duct comprising 
an intake duct that directs an intake air?oW from the at 
least one heat exchanger to an intake face of the at least 
one electronic device Wherein the intake duct comprises 
a primary delivery duct and at least one vertical duct 
coupled With the primary delivery duct; 

directing by the primary delivery duct the intake air?oW 
substantially horiZontally toWard the at least one elec 
tronic device; 

directing by the at least one vertical duct the intake air?oW 
substantially vertically from the primary delivery duct to 
the at least one electronic device; and 
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10 
cooling the at least one electronic device through employ 
ment of the substantially vertical and substantially hori 
Zontal air?oW to the at least one electronic device; 

Wherein the rack-mount equipment bay comprises a plu 
rality of rack locations, Wherein the cooling rack is 
installable in each of the rack locations and Wherein the 
equipment rack is installable in each of the rack loca 
tions, the cooling rack thereby being interchangeable 
With the equipment rack. 

18. The method of claim 17, Wherein the step of coupling 
the at least one duct With the at least one heat exchanger 
comprises the step of: 

coupling an exhaust duct With the at least one heat 
exchanger and the at least one electronic device; 

Wherein the step of directing the air?oW betWeen the at 
least one heat exchanger and the at least one electronic 
device comprises the step of: 

receiving exhaust air?oW from the at least one electronic 
device through the exhaust duct; 

Wherein the step of cooling the at least one electronic 
device through employment of the beat exchanger and 
the at least one duct comprises the step of: 

cooling the exhaust air?oW through employment of the 
heat exchanger. 

19. The method of claim 17, Wherein the step of coupling 
the at least one duct With the at least one heat exchanger 
comprises the step of: 

coupling an intake duct With the at least one heat exchanger 
and the at least one electronic device; 

Wherein the step of directing the air?ow betWeen the at 
least one heat exchanger and the at least one electronic 
device comprises the step of: 

directing the intake air?oW to the at least one electronic 
device through the intake duct to cool the at least one 
electronic device. 

20. The method of claim 19, Wherein the step of coupling 
the at least one duct With the at least one heat exchanger 
comprises the step of; 

coupling an exhaust duct With the at least one heat 
exchanger and the at least one electronic device; 

Wherein the step of directing the air?oW betWeen the at 
least one heat exchanger and the at least one electronic 
device comprises the steps of: 

receiving exhaust air?oW from the at least one electronic 
device through the exhaust duct; and 

circulating the exhaust air?oW to intake air?oW. 

21. The method of claim 20, Wherein the rack-mount 
equipment bay comprises a ?rst equipment shelf and a second 
equipment shelf, Wherein the at least one electronic device 
comprises a ?rst electronic device mounted Within the ?rst 
equipment shelf and a second electronic device mounted 
Within the second equipment shelf, the method further com 
prising the steps of: 

determining a ?rst amount of the intake air?oW for the ?rst 
equipment shelf based on current cooling needs of the 
?rst electronic device; 

determining a second amount of the intake air?oW for the 
second equipment shelf based on current cooling needs 
of the second electronic device, Wherein the second 
amount is greater than the ?rst amount; 

diverting the ?rst amount of the intake air?oW to the ?rst 
equipment shelf through employment of at least one of 
an adjustable damper and an adjustable fan; 
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diverting the second amount of the intake air?ow to the adjusting the cooling of the at least one electronic device, 
second equipment shelf through employment of at least through employment of at least one of an adjustable 
one of the adjustable damper and the adjustable fan. damper and an adjustable fan, based on current cooling 

22. The method of claim 17, further comprising the steps needs of the at least one electronic device. 
of: 5 

monitoring the cooling of the at least one electronic device 
through employment of a control component and at least 
one sensor * * * * * 
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