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of the project planning solutions of the project planning envi 
ronments and data and/ or objects being identi?ed in one of the 
tWo project planning solutions for use in the other project 
planning solution in each case. 
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INTEGRATION OF MES AND CONTROLS 
ENGINEERING 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application claims the priority to the European Patent 
application No. EP05004453.6 ?led Mar. 01, 2005, Which is 
incorporated by reference herein in its entirety. 

FIELD OF THE INVENTION 

The invention relates to a system and a method for inte 
grated development of projects. 

BACKGROUND OF THE INVENTION 

Whereas control systems Within the context of automation 
technology ensure that operating resources are capable of 
being administered in such as Way as to enable the desired 
physical processes to be implemented, Manufacturing Execu 
tion Systems (MES) provide the opportunity of organizing 
activities performed at the control level With the aim of meet 
ing the requirements of production in respect of quantity, 
quality and timely provision of the manufactured products 
and/ or transformed materials. 

Production requirements are noWadays generally gener 
ated on the basis of production planning Which is determined 
by actual or estimated orders; this activity is normally admin 
istered by systems. The function of MES is to accept the 
production planning Worked out in corporate systems and 
provide the capability for transforming this planning into the 
actual sequence of production steps required, Which can be 
understood and executed by the production systems. 

Successful and optimiZed production systems depend both 
of the coordination of the production activities and also on the 
precise control of the physical processes; the integration 
betWeen the MES and the control area is thus seen by users as 
being a decisive factor. 

Combined MES and control systems are especially of 
interest to system integrators (suppliers of solutions for the 
end users) and system oWners (customers/users of the pro 
duction systems). 

The standards (S95, S88) developed by the Instrumenta 
tion Society of America (ISA) have contributed to the intro 
duction of a generally accepted Way of looking at the organi 
Zation of control and MES systems. 

Since a greater part of the development engineering effort 
both in MES and also in control systems consists of modeling 
the available operating resources (Which machines, With 
Which characteristic features, With Which range of functions 
etc.) and the available installed base of machinery for pro 
duction is the same for both types of system, the quality and 
the degree of integration of the MES and of the control area 
have a direct relationship With the ability to model operational 
resources and the associated functionality in an engineering 
environment and subsequently make the common informa 
tion available and usable in the other area. 
From the unpublished application With the ?le reference 

EP 040303224 a system and a method for exchange of appli 
cation-oriented description data betWeen projects, especially 
betWeen engineering projects in the automation environment 
is knoWn. It speci?es an e?icient and secure option for 
exchanging description data, especially application-oriented 
engineering data, betWeen subprojects. Storage and a subse 
quent exchange of relevant description data of objects, of all 
that information Which is needed for communication betWeen 
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2 
subprojects, is ensured by the system and the method. The 
common storage of the description data is undertaken in What 
are knoWn as inter-project interfaces. 

A system and a method for administration and/ or provision 
of part solutions consisting of elements is knoWn from the 
unpublished application With the ?le reference EP 
040303190 Existing part solutions can be reused and updated 
With the aid of the system and method. In this case at least one 
part solution is created, especially by a user, With the at least 
one part solution serving as a template for creation of a copy. 
The created part solution Will be stored in a library and a copy 
of a storedpart solution Will be created. In this case the at least 
one copy of the part solution Will be used for the creation of a 
solution, especially an automation solution. 

SUMMARY OF THE INVENTION 

The object of the present invention is thus to specify a 
system and a method by means of Which an integrated devel 
opment of projects at different levels and, especially of auto 
mation projects in the MES and controls area, is simpli?ed by 
the use of uniform models. 

The object is achieved by a system for integrated develop 
ment of projects, especially of automation technology 
projects, With at least one ?rst project planning environment 
to create a ?rst project planning solution, especially an auto 
mation solution, at the control level, at least one second 
project planning environment for creating a second project 
planning solution, especially a solution for coordination of 
processes and/ or execution sequences of the ?rst project plan 
ning solution, a common data and/or object model for the 
project planning environments and means for identifying data 
and/or objects used in the tWo project planning solutions for 
use in at least the other project planning solution in each case. 

The object is further achieved by a method for integrated 
development of projects, especially of automation technol 
ogy projects in Which, in a ?rst project planning environment 
a ?rst project planning solution is created, especially an auto 
mation solution at the control level, in at least a second proj ect 
planning environment at least a second project planning solu 
tion is created, especially a solution for coordination of pro 
cesses and/or execution sequences of the ?rst project plan 
ning solution, a common data and/or object model of the 
project planning environments is used for the creation of the 
project planning solutions and data and/ or objects are identi 
?ed in one of the tWo project planning solutions for use in the 
other project planning solution in each case. 
The capability of exchanging information betWeen MES 

and control system is a fundamental requirement; the actual 
challenge hoWever lies in ensuring that knoWledge about the 
available (physical and functional) process resources Which 
MES and control system must handle, can be used as common 
resources for implementing the production. The common use 
of this information offers great advantages Which concerns 
the engineering and the maintenance of the combined sys 
tems. 

The shared information is related to the overlapping layers 
of the S95 and S88 standards, namely, “process cell” and, 
“unit”. 
MES and control products are intended to be used to pro 

vide system integrators With the mo st attractive development 
environment possible and the corresponding tools, enabling 
them to supply the end users With state-of-the-art systems 
With the least possible effort. This feature, as Well as the 
openness, the broad spread and the comprehensive spectrum 
Which is covered by Siemens products, are also a fundamental 
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advantage for end users. The task of modeling and of engi 
neering of control system and MES is normally resolved by 
system integrators. 

In the process industry the control objects developed nor 
mally correspond to the technological objects Which are to be 
controlled in the plant: This is the case if a technological 
hierarchy is available and is used. 

If this is not the case, meaning that no technological hier 
archy is used, for example in the production industry, then 
only one component representation is available and the 
objects correspond to functions in the program Which runs in 
a Programmable Logic Control (PLC). 

The modeling/the engineering of the MES is executed in 
accordance With a technological representation of the oper 
ating resources. The modeling/the engineering of the control 
system can be undertaken before the MES, or (eg in the case 
of neW systems or for modemiZing existing plants) the MES 
model of the operating resources comes ?rst since it is gen 
erated ?rst in order to analyZe high-level functions. The 
“MES ?rst” case is for example applicable to a system inte 
grator Who is in a position to offer a pre-con?gured function 
ality for a speci?c industry sector Which includes both the 
MES and also the control area, and Who approaches the 
customer by ?rst beginning to de?ne the production organi 
Zation. 

In general the modeling/the engineering of the tWo areas 
can be executed by the same system integrator or also by 
different system integrators. 

Using the options stated above as the starting point, the 
application cases involved can be as folloWs: 

The control system is developed ?rst (bottom up). The 
modeling of the control system is technological. The model 
ing of the control system is not technological. 

The MES is modeled ?rst (top doWn). The modeling of the 
control system is technological. The modeling of the control 
system is not technological. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention Will be explained in greater detail beloW With 
reference to the exemplary embodiments shoWn in the ?g 
ures. 

The ?gures shoW: 
FIG. 1 a schematic diagram of the system using “bottom 

up” engineering of a project With a technological hierarchy as 
an example 

FIG. 2 a schematic diagram of the system using “bottom 
up” engineering of a project Without a technological hierar 
chy as an example 

FIG. 3 a schematic diagram of “top doWn” engineering 
FIG. 4 a schematic diagram of the engineering of the basic 

architecture 
FIG. 5 a domain-oriented approach 
FIG. 6 a solution library concept 
FIG. 7 a solution library concept 

DETAILED DESCRIPTION OF THE INVENTION 

FIG. 1 shoWs a typical embodiment of the inventive sys 
tem, in Which the controls engineering is executed in a ?rst 
project planning environment 1 and the MES engineering in 
a second project planning environment 2. The operational 
resources model is created in a technological hierarchy and 
thus a counterpart to the objects created exists in the real 
technological installed machine base in the operating plant. 

The reference standard in the process industry for this type 
of modeling is the hierarchical operating resources structure 
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4 
in accordance With S88. Although it is desirable, it cannot be 
assumed that the model of the control system completely 
corresponds With the MES model to be developed later. 

After the control system has been developed and installed 
and also put into operation, an MES solution is developed in 
order to co-ordinate the process control activities With the 
production planning from the corporate systems. The user 
must choose Which objects belonging to the hierarchy levels 
Which are common to S88 and S95 (unit and process cell), are 
to be jointly used by control and MES. These objects then 
represent the control elements and functionality Which are 
controlled by MES to carry out the planned production. This 
analysis of control processes can be executed as folloWs: 
On the control system side the user selects the folloWing: a 

process cell; 
the automation units Which are of interest to him Within this 

cell; 
the attributes of the individual units Which are of interest to 

him; 
the events of the individual units Which are of interest to 

him; 
the methods of the individual units Which are of interest in 
him and the relevant parameters. 

The attributes, events, methods of a unit can be contained in 
hierarchical containers Which are located at levels beloW the 
unit itself (i.e. operating resource module or control module); 
Despite this the MES sees these capabilities as belonging to 
the unit, (in Which case it smoothes the space under the unit in 
the MES plant model). 

If control objects are arranged directly under the selected 
process cell and represent attributes, events, methods Which 
are of relevance for the MES, they can be selected and then 
appear in the MES model as attributes, events, methods of the 
MES cell object. 
On the MES side the user selects the folloWing: 
In the engineering environment of the MES an MES pro 

cess cell object is derived automatically containing the units 
Which Were selected in the engineering environment of the 
control system. The user must arrange the neW cell in the 
corresponding area (this area can exist previously or can be 
created at this time). The engineering of the MES objects 
must be undertaken, in the sense of: 

the de?ning of the MES methods Which then activate the 
“methods” functionality; 

the de?nition of hoW the MES events are to be triggered by 
the control events; 

the naming of the objects in accordance With the MES 
project agreement (only When necessary). 

The MES objects are then equipped With the complete MES 
functionality required. 

In addition to the common use of process cells described 
the inventive system and method can also be applied to the 
common use of units. In this case only a part of the units 
de?ned in a cell are of interest to the MES, or the plant model 
of the MES groups the units in another Way than Was the case 
With the control system. 
On the control system side the user selects the folloWing: 
the units Which are of interest to him, Within one (or more) 

cells; 
the attributes, events, methods and parameters Which are 

relevant for the units Which are of interest to him (FBs, 
CFCs, SFCS), as previously described. 

On the MES side the user performs the folloWing opera 
tions: 

In the engineering environment of the MES a number of 
MES unit objects are derived Which correspond to the objects 
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Which Were selected in the engineering environment of the 
control system. The user must arrange the neW units in the 
corresponding hierarchy node (this node can already exist 
previously or can be created at this time). The engineering of 
the MES objects is to be undertaken as described in the 
previous section. 

To compensate for possible differences in the control and 
MES modeling, the user is provided With the option of “merg 
ing” a number of control-developed objects into a single MES 
object or of logically combining a control object With more 
than one MES object. In the case of an extreme mismatch 
betWeen the tWo models the second application case (“from 
top to bottom” Without technological hierarchy) is then appli 
cable. 

The user Will be in a position to operate With the objects 
Which Were derived from the control system at instance level: 
At the end of the derivation process the MES library does not 
contain the classes Which correspond to these objects. In an 
additional development step the developer is then in a posi 
tion to control the process of converting the imported 
instances into classes and of de?ning hoW they Will be stored 
for a reneWed use in a library. 

If the operating resources hierarchy de?ned in MES is not 
S95, the folloWing cases are possible: 
The hierarchies are not compatible, and then the “Without 

technological hierarchy” approach must be employed. This 
means that in this case the mapping betWeen the hierarchies 
must be constructed manually. 

The hierarchies are compatible, and the MES hierarchy 
includes levels beloW the unit (eg the operating resource 
modules and control modules are modeled). In this case it is 
then possible to derive the additional objects of the operating 
resources from a hierarchy of the control system Without it 
being necessary to smooth the space beloW the unit. 

FIG. 2 shoWs an exemplary embodiment Without techno 
logical hierarchy. The control program is created in a com 
ponent representation, thus the objects created correspond to 
a certain functional scope Within a Programmable Logic Con 
trol. In these cases the available information Which is to be 
extracted from a control system is of importance for 
attributes, events, and methods but it can not automatically be 
connected to just any technological or MES objects. 

After the control system has been developed and (nor 
mally) installed and has been put into operation, an MES 
solution is developed in order to co-ordinate the process con 
trol activities With the production planning from the corporate 
systems. 
The user must select Which attributes, events, methods are 

to be jointly used by control and MES. Since there is no 
technological information available in the control system, the 
folloWing process is to be performed for each hierarchy object 
Which the user Would like to enrich With control-based func 
tionality. The MES object must exist before the process of 
selection and common use. 

On the control system side the user makes the folloWing 
selections for each MES target object 

the attributes of the individual units Which are of interest to 

him(FBs, CFCs, SFCs); 
the events of the individual units Which are of interest to 

him; 
the methods of the individual units Which are of interest to 
him (FBs, CFCs, SFCs) and the relevant parameters. 

On the MES side the folloWing actions are performed: 
The selected control-based capabilities are logically linked 

With an object of the MES hierarchy. 
The engineering of the MES objects must be undertaken in 

the sense of: 
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6 
the de?ning the MES methods Which then activate the 

“methods” functionality Which is represented by the 
FBs, CFCs, SFCs; 

the de?ning of hoW the MES events are to be triggered by 
the control events; 

the naming of the objects in accordance With the MES 
project information (only When necessary); 

MES objects already exist and may possibly not need to be 
expanded by further MES functionality. 

This application case is primarily applicable to discrete 
industry Where mostly PLC-based solutions are used. 

Expansion by control-based functionality is undertaken at 
instance level. Thus the MES Library at the end of the deri 
vation process does not contain the classes Which correspond 
to these objects. This is done in an additional development 
step as Was explained in the previous section. 

FIG. 3 shoWs the engineering starting from the MES level. 
In this case the operating resources model in MES is created 
in accordance With the technological hierarchy (e. g. S95) and 
the operating resource instances from Which the plant model 
is made up are instantiated from relevant classes Which are 
stored in the MES engineering libraries. 
The operating resource classes in the MES Library can be 

created speci?cally for a project but normally a system inte 
grator collects his experiences and his knoW-hoW into internal 
libraries so that he is alWays in a position to use his technology 
in all his oWn projects again for a speci?c industry sector. 
We thus assume that the user operating as a “system inte 

grator” has developed a solution library Which includes the 
MES and the control functionality Which represents the core 
of his industrial knoW-hoW. 

In the operating resource classes of the MES Which call 
control-based functionality the user then de?nes: 

the type (or better template) of control object Which is 
expected Which he runs in a Programmable Logic Con 
trol during execution (and provides the expected func 
tionality) 

the logical interface for the activation of the control func 
tions 

In the control library the user must de?ne/have de?ned the 
corresponding templates of control objects. 
The logical linkage of a control object template to the MES 

class has the objective of supporting the user in automatic 
de?nition of the control objects in a technological hierarchy. 
As a result of an integrated modeling process the user 

expects that, for each operating resource object in the MES 
model, the corresponding technological object exists in the 
control system, Which makes available the expected function 
ality. 
The calling of a function Which runs on the Programmable 

Logic Control requires speci?c logical steps Which normally 
depend on the function itself. If for example a speci?c product 
requires a change to required values in the control equipment 
and if a logical sequence of actions is to be executed to set the 
process to the neW required values, a logic of the program 
mable logic control must be started by MES before the neW 
production can begin. Normally this requires a series of 
actions Which are to be executed by the MES, such as: Writing 
speci?c parameters to a speci?c SEC in order to activate a 
speci?c logic, Waiting for the end condition to be reached, 
reading certain con?rmations and ?nally ending the action. 

Thus speci?c classes (interface classes) Will be available in 
the MES library, Which then provide the necessary informa 
tion to transform a method call Within the MES into the 
necessary actions Which are required to activate a function 
ality Which is embedded in a CFC/SEC module in the control 
system. The relevant interface classes Will be logically linked 
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With the calls from an MES object for the functionality Which 
is implemented in the corresponding (in the case of a techno 
logical control hierarchy) objects of the control system. 

The “top doWn” process is applicable both to control sys 
tems Which support the technological hierarchy and also to 
systems Which do not support itiprovided the corresponding 
control objects are taken into consideration. 

There are thus tWo possible integration levels betWeen 
MES and control systems: 

The model Within the MES speci?es the functions of Which 
it is expected that they Will be made available by the 
control system (interface class), and the reference to the 
template of the control objects that the functions Will be 
made available (complete de?nition of the control 
objects in the ME library). 

The model Within the MES only speci?es the functions 
Which are expected to be made available by the control 
system. Only interface classes for a partial de?nition of 
control objects Will be de?ned. 

MES Side: 
The developer generates the MES plant model by instan 

tiating the objects starting from the available classes in the 
MES library. The MES objects contain “template” informa 
tion for the relevant control objects Which have not yet been 
created. 

Intermediate Phase (Create Information for the Control 
System): 
On request (and if the tWo engineering systems are present 

and connected) the MES engineering system extracts the 
relevant information from the MES model and derives the 
control plant model in a temporary intermediate format. This 
intermediate format contains all control objects as they are 
described in the templates Which are contained in the MES 
instantiated objects. 

Controls Side: 
The control objects require at this stage the addition (nor 

mally by the controls developer) of information, and at least 
the folloWing information: 

Information about the project in Which the control objects 
are to be created (the MES hierarchy can be divided into 
more than 1 control project), 

Information about the Programmable Logic Control to 
Which the objects are to be assigned (Within a project), 

Further information Which relates to the speci?c imple 
mentation requirements of the control system. 

After the information needed is de?ned, the concluding 
step can perform the instantiation of the control objects in the 
relevant projects. 
MES Side: 
A concluding step is required to provide the information in 

the MES plant model With the references to the actual objects 
since they Were instantiated in the control system. 

Note: The intermediate phase can be started from the MES 
(export) or from the control system (import). 
MES Side: 
The developer generates the MES plant model by instan 

tiating the objects starting from the available classes in the 
MES Library. 

Intermediate Phase: 
Since the information for describing the control function 

ality is restricted to a description of the methods to be imple 
mented in the control system the information able to be 
extracted from the MES model can only be used as an auto 
matically-generated speci?cation of the functionality Which 
is needed from the associated control system. 

Controls Side: 
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8 
The structure of the technological hierarchy is derived 

from the MES plant model (normally process cell and unit 
folders). The folders of the loWer levels and the control 
objects must be completely developediand this must be 
done so that they meet the functional requirements Which are 
derived from the MES functionality and naturally the func 
tional requirements Which are associated With control of the 
process itself. 
MES Side: 
A concluding step is required to provide the information in 

the MES plant model With references to the actual objects 
since they Were instantiated in the control system. 

If the user so desires, a consistency check can be performed 
for the operating resource hierarchies Which Were derived 
from one system for the other system in each case. In the 
system check all objects or object parts Which are not used 
jointly by the systems are discarded and a simultaneous check 
is performed as to Whether cross-system object dependency 
has been rendered invalid. 

FIG. 4 shoWs the engineering of the basic architecture. The 
central feature of the MES integration With the controls area 
is the possibility and the simplicity of a common use of the 
information about the plant resources Which must be admin 
istered by both areas so that a coordinated execution of the 
production process is possible. For both areas a shared com 
mon model must be available. Thanks to a common object 
model it is possible to use the description of the plant 
resources (model of the operating resources) in an area as the 
direct information source for the other area in each case, 
Which avoids duplicated engineering. 
The project planning environments must be based on a 

shared platform Which provides the necessary basic function 
ality, to Which there can be recourse in the development of 
product-speci?c tools and functions, in order to: 

create/administer the required hierarchies of the required 
types: 

create/administer the relationships betWeen objects in dif 
ferent hierarchies, 

share the use of the hierarchy structure and the object 
information With other systems. 

To ful?ll requirements originating from different systems 
the component must have the folloWing basic features avail 
able to it: 

support for multiple relationships betWeen objects in dif 
ferent area hierarchies (i.e. an object in the system can be 
related to a number of objects in another system), 

Common-use objects can be distributed betWeen reposito 
ries and reference each other. 

Support for the consistency betWeen referenced objects 
must be ensured both at the time of object creation (e.g. 
importing of objects from one repository into another) and 
also during the entire subsequent engineering process. 

Plants Which are modeled in projects With the aid of engi 
neering tools of the MES and of the control system must 
therefore be based on a common plant object model). The 
greatest bene?ts are obtained if the semantics logically linked 
to the plant objects are the same (e.g. S95-S88); in this case 
objects can be jointly used in an ef?cient Way. If the semantics 
of the object do not match only a less than optimum integra 
tion is possible. 
The product engineering tools should offer the opportunity 

of marking objects and/or their attributes, events, methods 
With engineering attributes so that the developer can de?ne in 
advance Which objects/capabilities he Would like to make 
“public” for joint use With other systems/areas. For example 
the choice of MES-relevant control objects and functions is 
more convenient if it is restricted to a subset of all available 
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control objects. The “marking” of the control objects can be 
possible both at entity and also at template level. 
As described above, the common plant model provides the 

opportunity of developing the corresponding engineering 
tool for each product in order to construct hierarchies of 
objects With product-speci?c semantics. Each area/each 
project can implement the desired semantics in accordance 
With its speci?c strategy: For example S95, S88 or free tech 
nological object hierarchies can be de?ned. 

Basic Features of the Architecture of the Common Plant 
Model: 

The engineering activity on the objects contained in each 
repository does not depend on the availability of other 
repositories. 

The design activity for a project can be distributed betWeen 
subcontractors. In this case each subcontractor is in a 
position to develop his part of the project independently 
of other subcontractors, by for example using import/ 
export techniques for handling common operating 
resource objects. The technique Which is applied to the 
administration of (cross-area) common-use objects is 
employed in this case to administer references betWeen 
objects Which are jointly used by subcontractors. 

Each area/ each product can implement its oWn (n) hierar 
chy(hierarchies) in order to organiZe operating resource 
objects. 

It is possible to develop common modeling tools for vari 
ous products if this re?ects a common product strategy. 

FIG. 5 shoWs a domain-oriented approach. The architec 
ture of the common plant model Which is supported by a 
common platform component is created so as to be neutral in 
respect of the product implementation strategy. 

Each product (and its component parts) or each product 
family (i.e. a set of products Which is targeted on a speci?c 
functional area of the industry) creates and administers the 
objects Which are linked to its functionality. For the integra 
tion of MES and control area this means that objects Which 
belong entirely to one product family (Which means that they 
belong to the same area) are resident in the relevant reposi 
tories of the area. Objects Which represent common plant 
resources (i.e. operating resources Which are relevant in both 
areas) Will be used jointly across the area boundaries or 
domains and must be divided up betWeen the MES and con 
trol repositories. 

FIGS. 6 and 7 shoW a solution library concept for support 
ing “top doWn” engineering. As has been described for the 
“top-doWn” case, it is necessary for a plant model generated 
Within the MES environment to be able to be used and to 
automate the generation of the plant model (see technological 
hierarchy) * on the control systems side and all associated 
control objects and functionality. 

The “top-doWn” method is only possible if the MES 
objects (and thus the corresponding classes in the MES 
Library) provide suf?cient information to control the creation 
of the corresponding control objects. 

The control objects Which are administered in this appli 
cation case of automated engineering must be described 
in the project control library by means of a template. 

The MES objects are created by instantiation from the 
corresponding MES classes Which are contained in the 
MES library. 

To support “top-doWn” engineering the classes of MES 
objects Which jointly use functionality With the control 
objects must contain information about, 
hoW control functions are called (interface classes); 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

10 
What type of control object is logically linked to them 

(template of control object) and in Which library the 
template is available. 

While the interface classes are created using the engineer 
ing tools of the MES, the template information must be 
extracted from the engineering system of controls; An import 
tool is needed. 
A tool provided by the control system “Import/Export 

Assistant” (IEA) is used to export template information 
Which describes a control object in a standard format into the 
MES environment and to link the template data to a class of 
the MES Library Which relates to the functionality made 
available by the control system. 
The description of the IEA control template is stored in the 

class data of the associated entity of the MES. 
The MES plant model is established in the engineering 

system of the MES by creating the instances required. Each 
instance Which relates to functionality of the control system 
makes available the template description of the correspond 
ing control (imported previously in the class de?nition) and 
the description of the interface to the functions of the control 
object. 
At the end of the engineering process the MES model has 

then de?ned the S95 plant hierarchy Which the control system 
also needs to model in the technological hierarchy, and all 
template information Which is required to initiate an auto 
mated procedure for creating the control objects. 
At this point in time the engineering tool of the MES 

extracts the template descriptions from the MES plant model 
and creates a ?le for the tool lEA together With the details of 
the MES about the exported objects of (eg name of the 
operating resource). 
On the control side the control developer supplements the 

exported templates With the information Which is needed for 
the actual creation of control objects, and subsequently the 
instantiation of the control objects can be started With the aid 
ofthe tool lEA. 

After the control objects have been created a subsequent 
step is executed to con?rm the data to the MES Which is 
needed in order to establish the actual references betWeen the 
objects. 
The MES developer uses the information Which describes 

the interface to the control objects in order to create during the 
execution time a group of obj ects Which make available to the 
MES area the functions and data of the control system (at 
tributes, events). If no template information is available, the 
control objects must be developed so that they support the 
functions needed by the MES model. 
The invention claimed is: 
1. A system for integrated development of a plurality of 

automation projects, comprising: 
a ?rst project planning environment for creating a ?rst 

project planning solution; 
a second project planning environment for creating a sec 

ond project planning solution; 
a common object model having a plurality of objects, the 
common object model used in the ?rst and second 
project planning environments; and 

an identi?er that identi?es the objects used in either the ?rst 
or second project planning solution, 

Wherein the identi?ed objects are also used in the other 
project planning solution. 

2. The system as claimed in claim 1, Wherein the ?rst 
project planning solution is an automation solution at a con 
trol level and the second project planning solution is a solu 
tion for a coordination of processes or execution sequences of 
the ?rst project planning solution. 
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3. The system as claimed in claim 2, wherein the identi?er 
is a predetermined template for a list of the objects and a user 
of the ?rst or second project planning environment selects the 
objects to be identi?ed. 

4. The system as claimed in claim 3, Wherein an object 
model description is selected from the group consisting of 
events, attributes and methods. 

5. The system as claimed in claim 4, Wherein the ?rst and 
second project planning environments process the identi?ed 
objects for use in the ?rst and second project planning solu 
tions. 

6. The system as claimed in claim 5, Wherein the ?rst 
project planning environment creates an automation unit hav 
ing at least one object and the automation unit is stored foruse 
by the second project planning environment as a direct inclu 
sion into the second project planning environment. 

7. The system as claimed in claim 6, Wherein the automa 
tion unit is repeatedly incorporated into the second project 
planning environment. 

8. The system as claimed in claim 7, Wherein the second 
project planning environment uses existing object relation 
ships of the automation unit being retained in the second 
project planning environment and adds expansions to the 
existing object relationships. 

9. The system as claimed in claim 8, Wherein the ?rst 
project planning environment creates a description of a con 
trol object and the second project planning environment 
imports the description of the control object and enriches the 
description for the coordination of processes or execution 
sequences of the ?rst project planning solution and exports 
the enriched description to the ?rst project planning environ 
ment and that, in turn, creates the automation unit based on 
the enriched description. 

10. The system as claimed in claim 9, Wherein the second 
project planning environment creates a Manufacturing 
Execution Systems solution. 

11. A method for integrated development of a plurality of 
automation projects, comprising: 

creating a ?rst project planning solution by a ?rst project 
planning environment; 

creating a second project planning solution by a second 
project planning environment; 

providing a common data model for the ?rst and second 
project planning environments; 

identifying data used in either the ?rst or second project 
planning solution; and 
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using the identi?ed data in the other project planning solu 

tion. 
12. The method as claimed in claim 11, Wherein the ?rst 

project planning solution is an automation solution at a con 
trol level and the second project planning solution is a solu 
tion for a coordination of processes or execution sequences of 
the ?rst project planning solution. 

13. The method as claimed in claim 12, Wherein the iden 
ti?ed data is a predetermined template for a list of data and a 
user of the ?rst or second project planning environment 
selects the data to be identi?ed. 

14. The method as claimed in claim 13, Wherein a data 
model description is selected from the group consisting of 
events, attributes and methods. 

15. The method as claimed in claim 14, Wherein the ?rst 
and second project planning environments process the iden 
ti?ed data for use in the ?rst and second project planning 
solutions. 

16. The method as claimed in claim 15, Wherein the ?rst 
project planning environment creates an automation unit hav 
ing at least one obj ect and the automation unit is stored foruse 
by the second project planning environment as a direct inclu 
sion into the second project planning environment. 

17. The method as claimed in claim 16, Wherein the auto 
mation unit is repeatedly incorporated into the second project 
planning environment. 

18. The method as claimed in claim 17, Wherein the second 
project planning environment uses existing object relation 
ships of the automation unit being retained in the second 
project planning environment and adds expansions to the 
existing object relationships. 

19. The method as claimed in claim 18, Wherein the ?rst 
project planning environment creates a description of a con 
trol object and the second project planning environment 
imports the description of the control object and enriches the 
description for the coordination of processes or execution 
sequences of the ?rst project planning solution and exports 
the enriched description to the ?rst project planning environ 
ment and that, in turn, creates the automation unit based on 
the enriched description. 

20. The method as claimed in claim 19, Wherein the second 
project planning environment creates a Manufacturing 
Execution Systems solution. 


