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MOTOR DRIVING APPARATUS, AND 
INITIAL DRIVING METHOD FOR 

THREE-PHASE MOTOR 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application claims the bene?t of Korean Patent Appli 
cation No. 2004-66888, ?led on Aug. 24, 2004, in the Korean 
Intellectual Property O?ice, the disclosure of Which is incor 
porated herein by reference. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a motor driving apparatus 

and an initial driving method for a three-phase motor. 
2. Discussion of the RelatedArt 
A phase of a motor excited to obtain the maximum torque 

is determined according to positions of a rotator. While the 
rotator rotates, the position of the rotator can be sensed on the 
basis of a counter electromotive force. Therefore, the phase 
for the maximum torque is selectively excited according to 
the sensed position of the rotator, thereby driving the motor. 

HoWever, When the motor is initially driven, it is impos 
sible to sense the position of the rotator on the basis of the 
counter electromotive force, so a position sensor is used. If 
the phase is not suitably excited according to the positions of 
the rotator, the motor may fail to be initially driven, take a 
relatively long time to be driven, and Wastefully consume 
electric poWer. 

In a structure such as a compressor, having a driving envi 
ronment unsuitable for mounting the position sensor, there 
have been used various other sensing methods to sense the 
position of the rotator. For example, the rotator may be forc 
ibly aligned by exciting a stator, and therefore the motor may 
be driven from the aligned position of the rotator. 

Further, there is a method for sensing the initial position of 
the rotator Without the position sensor, Which is disclosed in 
Korean Patent First Publication No. 2000-0024078. 

In this method, an excitation phase current is measured a 
total of six times according to tWo-phase excitation, and a 
current difference betWeen the excitation currents measured 
When the same phase is excited is calculated. At this time, the 
position of the rotator can be detected on the basis of the 
calculated current difference, Wherein a resoluble angle is an 
electrical angle of just about 60 degrees. 

Further, a difference value betWeen the calculated current 
differences is calculated on the basis of the calculated differ 
ence value When the rotator is placed at a position Where there 
is no current difference betWeen the excitation phase currents, 
i.e., Where there is the minimum magnetic resistance. 

HoWever, in this conventional method of measuring the 
initial position of the rotator, it is dif?cult to determine the 
initial position of the rotator in the case of an interior perma 
nent magnet (IPM) type motor that has recently been mostly 
used in a household motor such as a compressor. 

FIG. 1 is a graph shoWing the excitation phase current 
difference and the difference value With respect to a mechani 
cal angle according to the positions of the rotator in an IPM 
type four-pole motor. 

Referring to FIG. 1, With regard to points A and B of the 
mechanical angle, the excitation phase current difference has 
the same positive and negative signs. Thus, the sign determi 
nation of the current difference cannot guarantee the correct 
measurement for the initial position of the rotator in all kinds 
of motors. Further, as described above, the resoluble angle 
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2 
reaches about 60 degree, so that it is dif?cult to precisely 
measure the position of the rotator. 

SUMMARY OF THE INVENTION 

Accordingly, it is an aspect of the present invention to 
provide a motor driving apparatus and an initial motor driving 
method Which precisely measures an initial position of a 
rotator and can be applied to various kinds of electric motors. 

The foregoing and other aspects of the present invention 
are achieved by providing a method of initially driving a 
three-phase electric motor, comprising measuring three 
phase excitation currents by selectively exciting tWo phases; 
calculating a current difference betWeen excitation phase cur 
rents having the same phase; classifying the current differ 
ence according to certain variations; and calculating a posi 
tion of a rotator in the three-phase motor on the basis of a 
classi?cation result and the magnitude of an excitation phase 
current. 

According to an aspect of the present invention, the method 
further comprises calculating a range of positions of the rota 
tor according to the magnitude of the excitation phase current, 
and calculating the position of the rotator on the basis of the 
magnitude of the classi?cation and the magnitude of the 
excitation phase current, and calculating the position of the 
rotator by subdividing the position of the rotator Within the 
calculated position range. 

According to another aspect of the present invention, the 
method further comprises calculating the maximum excita 
tion phase current among the detected excitation phase cur 
rents When current difference With regard to the three phases 
is Within or beloW a predetermined reference range; and cal 
culating the position of the rotator on the basis of the calcu 
lated maximum excitation phase current. 

According to an aspect of the present invention, the method 
further comprises determining Whether a difference betWeen 
the maximum excitation phase current and the second maxi 
mum excitation phase current, among the detected excitation 
phase currents, is greater than a predetermined critical range 
When a current difference With regard to the three phases is 
Within or beloW a predetermined reference range; calculating 
the sum of tWo selective current differences betWeen the 
three-phases When it is determined that the current difference 
is Within the critical range; classifying the current sum 
according to variations; and calculating the position of the 
rotator on the basis of the result of the current sum classi? 
cations. 

According to a further aspect of the present invention, the 
method further comprises calculating the sum of tWo selec 
tive current differences betWeen the three-phases When a 
current difference With regard to the three phases is Within or 
beloW a predetermined reference range; classifying the cur 
rent sum according to variations; and calculating the position 
of the rotator on the basis of the result of the current sum 
classi?cations. 

According to an aspect of the present invention, the method 
further comprises selecting tWo phases for excitation accord 
ing to a rotator position, and transmitting a ?rst Pulse Width 
Modulation (“PWM”) driving signal to an inverter for excit 
ing the selected phases; measuring the excitation phase cur 
rent according to the ?rst PWM driving signal, and determin 
ing Whether the measured excitation phase current is greater 
than a predetermined ?rst reference value; dividing a period 
of the ?rst PWM driving signal into a ?rst period and a second 
period When the excitation phase current is higher than the 
?rst reference value, and inputting the ?rst PWM driving 
signal to the inverter during the ?rst period; inputting a second 
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PWM driving signal to the inverter, after inputting the ?rst 
PWM driving signal to the inverter, in order to commutate 
rotation of the rotator during the second period; measuring 
the excitation phase current according to the second PWM 
driving signal, and determining Whether the measured exci 
tation phase current is greater than a predetermined second 
reference value; measuring the excitation phase current by 
applying the ?rst and second PWM driving signals to the 
inverter during the ?rst and second periods, respectively, 
When the excitation phase current corresponding to the sec 
ond PWM driving signal is greater than the second reference 
value; and commutating the three-phase motor When the mea 
sured excitation phase current corresponding to the ?rst and 
second periods is greater than the ?rst reference value and its 
deviation is Within a predetermined range. 

According to an aspect of the present invention, the method 
further comprises selecting tWo phases for excitation accord 
ing to the rotator position, and sequentially inputting a PWM 
driving signal for exciting the selected phases to an inverter; 
measuring the excitation phase current according to the PWM 
driving signal; determining Whether the measured excitation 
phase current is greater than a predetermined ?rst reference 
value; and commutating the three-phase motor When the 
sequentially measured excitation phase current is greater than 
the ?rst reference value. 

The foregoing and other aspects of the present invention 
are also achieved by providing a method for initially driving 
a three-phase motor comprising, measuring a three-phase 
excitation current by selectively exciting tWo phases; calcu 
lating current difference betWeen excitation phase currents 
having the same phase; calculating the sum of tWo selective 
current differences betWeen the three-phases When a current 
difference With regard to the three phases is Within or beloW a 
predetermined reference range; classifying the current sum 
according to variations; and calculating the position of the 
rotator on the basis of the result of the current sum classi? 
cations. 

The foregoing and other aspects of the present invention 
are also achieved by providing a method of initially driving a 
three-phase motor employing a rotator comprising, selecting 
tWo phases for excitation according to the rotator position, 
and inputting a ?rst PWM driving signal to an inverter for 
exciting the selected phases; measuring the excitation phase 
current according to the ?rst PWM driving signal, and deter 
mining Whether the measured excitation phase current is 
greater than a predetermined ?rst reference value; dividing a 
period of the ?rst PWM driving signal into a ?rst period and 
a second period When the excitation phase current is greater 
than the ?rst reference value, and inputting the ?rst PWM 
driving signal to the inverter during the ?rst period; inputting 
a second PWM driving signal to the inverter, after inputting 
the ?rst PWM driving signal to the inverter, in order to com 
mutate rotation of the rotator during the second period; mea 
suring the excitation phase current according to the second 
PWM driving signal, and determining Whether the measured 
excitation phase current is greater than a predetermined sec 
ond reference value; measuring the excitation phase current 
by applying the ?rst and second PWM driving signals to the 
inverter during the ?rst and second periods, respectively, 
When the excitation phase current corresponding to the sec 
ond PWM driving signal is greater than the second reference 
value; determining Whether the measured excitation phase 
current corresponding to the ?rst and second periods is 
greater than the ?rst reference value and its deviation is Within 
a predetermined range; and commutating the three-phase 
motor When the measured excitation phase current corre 
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4 
sponding to the ?rst and secondperiods is greater than the ?rst 
reference value and its deviation is Within a predetermined 
range. 
The foregoing and other aspects of the present invention 

are also achieved by providing a method for initially driving 
a three-phase motor employing a rotator comprising, select 
ing tWo phases for excitation according to the rotator position, 
and sequentially inputting a PWM driving signal for exciting 
the selected phases to an inverter; measuring the excitation 
phase current according to the PWM driving signal; deter 
mining Whether the measured excitation phase current is 
greater than a predetermined ?rst reference value; and com 
mutating the three-phase motor When the sequentially mea 
sured excitation phase current is greater than the ?rst refer 
ence value. 

The foregoing and other aspects of the present invention 
are also achieved by providing an electric motor driving appa 
ratus comprising a three-phase motor; an inverter outputting 
excitation phase current for exciting the phases of the three 
phase motor in response to input driving signals; a current 
detector detecting the excitation phase current; and an 
inverter controller that selectively excites tWo phases of the 
three-phase motor by inputting the driving signals to the 
inverter, calculates current difference betWeen the excitation 
phase currents having the same phase on the basis of the 
three-phase excitation phase current detected by the current 
detector, classi?es the calculated current difference accord 
ing to variations, calculates a rotator position in the three 
phase motor on the basis of a classi?cation result and the 
magnitude of the excitation phase current, and outputs to the 
inverter the driving signal for exciting tWo phases to produce 
the maximum torque. 

According to an aspect of the present invention, the inverter 
controller calculates a position range of the rotator according 
to variations of the current difference betWeen excitation 
phase currents having the same phase, and calculates the 
position of the rotator by subdividing the position of the 
rotator Within the calculated position range Which is calcu 
lated on the basis of the classi?cation result and the magni 
tude of the excitation phase current. 

According to an aspect of the present invention, the inverter 
controller calculates the maximum excitation phase current 
among the detected excitation phase currents When the cur 
rent difference With regard to the three phases is Within or 
beloW a predetermined reference range; and calculates the 
position of the rotator on the basis of the calculated maximum 
excitation phase current. 

According to an aspect of the present invention, the inverter 
controller determines Whether a difference betWeen the maxi 
mum excitation phase current and the second maximum exci 
tation phase current, among the detected excitation phase 
currents, is beyond a predetermined critical range When a 
current difference With regard to the three phases is Within or 
beloW a predetermined reference range; calculates the sum of 
tWo selective current differences betWeen the three-phases 
When it is determined that the current difference is Within the 
critical range; classi?es the current sum according to varia 
tions; and calculates the position of the rotator on the basis of 
the result of the current sum classi?cations. 

According to an aspect of the present invention, the inverter 
controller calculates the sum of tWo selective current differ 
ences betWeen the three-phases When current difference, With 
regard to three phases, is Within or beloW a predetermined 
reference range; classi?es the current sum according to varia 
tions; and calculates the position of the rotator on the basis of 
the result of the current sum classi?cations. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

The above and/ or other aspects and advantages of the 
present invention will become apparent and more readily 
appreciated from the following description of the embodi 
ments, taken in conjunction with the accompany drawings of 
which: 

FIG. 1 is a graph showing excitation phase current differ 
ences and difference values with respect to a physical rotation 
angle with respect to rotator positions in an IPM type four 
pole motor; 

FIG. 2 is a schematic of an electric motor driving apparatus 
according to an embodiment of the present invention; 

FIG. 3 is a ?owchart of calculating an initial position of a 
rotator in a motor according to an embodiment of the present 

invention; 
FIG. 4 is a graph showing excitation phase current, current 

difference, and a classi?cation result of the current difference 
which correspond to the physical rotation angle in the four 
pole motor; 

FIG. 5 is a graph showing the current sum and the resulting 
classi?cation (i.e., positive or negative) which correspond to 
the physical rotation angle based on the graph of FIG. 4; 

FIG. 6 is a graph showing the excitation phase current with 
respect to time wherein the excitation phase current is sup 
plied to a three-phase motor by a pulse width modulation 
(PWM) signal transmitted from an inverter controller to an 
inverter; and 

FIG. 7 is a graph showing the excitation phase current with 
respect to time, wherein the excitation phase current is mea 
sured with respect to a driving pulse. 

DETAILED DESCRIPTION OF THE INVENTION 

Reference will now be made in detail to the embodiments 
of the present invention, examples of which are illustrated in 
the accompanying drawings, wherein like reference numerals 
refer to like elements throughout. The embodiments are 
described below in order to explain the present invention by 
referring to the ?gures. 

FIG. 2 is a schematic con?guration of an electric motor 
driving apparatus according to an embodiment of the present 
invention. As shown in FIG. 2, the motor driving apparatus 
comprises a three-phase motor 1, an inverter 3, a current 
detector 5, and an inverter controller 7. 

The three-phase motor 1 comprises a stator 11 having 
resistors R1~R3, and inductors L1~L3; and an interior rotator 
12. In the three-phase motor 1, phase terminals are connected 
to the inverter 3 and generate a magnetic ?eld when excitation 
phase currents are introduced and ?ow into the inductors 
L1~L3, thereby rotating the interior rotator 12. 

The inverter 3 comprises six switching transistors Q1~Q6. 
The switching transistors Q1~Q6 form three pairs, wherein 
one pair of switching transistors are connected in series and 
connected to the phase terminals of the three-phase motor 1. 
One transistor (hereinafter, referred to as “upper transistor”) 
Q1~Q3 of each pair of switching transistors is connected to a 
positive voltage terminal of an external power supply, Vdc, 
and the other transistor (hereinafter, referred to as “lower 
transistor”) is connected to a negative voltage terminal of the 
external power supply, Vdc. 

The excitation phase current supplied from the inverter 3 to 
the three-phase motor 1 is detected by the current detector 5. 
Each transistor Q1~Q6 has a base terminal being switched by 
a bias signal sent from the inverter controller 7. 

The inverter controller 7 drives the inverter 3 depending on 
two-phase excitation. That is, the inverter controller 7 turns 
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6 
on one of three upper transistors Q1~Q3 of the inverter 3, and 
turns on one of the lower transistors Q4~Q6 having a phase 
different from the phase of the tumed-on upper transistor. 
According to this phase excitation, directions of six excitation 
phase currents can be symboliZed as the following <Table l>. 

TABLE 1 

Symbol Current direction 

IU U —> V 

IV V —> W 

IW W —> U 

—IU V —> U 

—IV W —> V 

—IW U —> W 

Where, the arrow indicates the direction of the current 
?owing between the phase terminals (U, V, W). For example, 
“U—>V” means that the excitation phase current ?owing from 
the phase terminal (U) of the three-phase motor 1 to the phase 
terminal (V) thereof. 
The inverter controller 7 not only turns on/ off the inverter 3, 

and selectively turns on/ off the transistors Q1~Q6 of the 
inverter 3 on the basis of the current detected by the current 
detector 5. 

FIG. 3 is a ?owchart showing the calculation of an initial 
position of the rotator 12 in the motor according to an embodi 
ment of the present invention. 

Hereinbelow is described the method of having the inverter 
controller 7 calculate the initial position of the rotator 12 on 
the basis of the detected current and to drive the rotator 12. 

First, the inverter controller 7 drives the inverter 3 accord 
ing to two-phase excitation, thereby supplying the excitation 
phase current shown in <Table l> to the three-phase motor 1. 
At operation 31, the current detector 5 detects magnitude of 
the excitation phase current, thereby outputting the magni 
tude to the inverter controller 7. 

At operation 32, the inverter controller 7 calculates the 
current difference between in-phase excitation currents 
among the excitation phase currents. That is, in <Table l>, IU 
and —IU, IV and —IV, and IW and —IW are the in-phase 
excitation currents with respect to each other, but have oppo 
site current directions with respect to each other. 

Hence, the current difference between the in-phase excita 
tion currents is de?ned as follows. 

At operation 33, the current difference is classi?ed accord 
ing to variation. The classi?cation is performed similar to the 
quantization of an analog signal according to levels. Here, the 
number of quantized levels is optimally determined when the 
system is designed, which has an effect on a resoluble angle 
with respect to the positions of the rotator 12 (described 
below). 

Hereinbelow, an embodiment of the present invention will 
be described on the assumption that the current difference is 
classi?ed into “—I”, “0”, “1”. As references for the classi? 
cation, “—l” indicates a case where the current difference is 
less than a reference range, “0” indicates a case where the 
current difference is within the reference range, and “ l ” indi 
cates a case where the current difference is greater than the 
reference range. 

FIG. 4 is a graph showing excitation phase current, current 
difference, and a classi?cation result of the current difference 
in correspondence with the physical rotation angle of the 
four-pole motor. 
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At operation 34 of FIG. 3, the rotation angle has a prede 
termined characteristic With regard to the magnitude of the 
excitation phase current Within the 30-degree position range 
of the rotator 12. That is, 1U is always greater than —1W Within 
the range of 0~30 degree, and —1W is always greater than —1U 
Within the range of 30~60. 

In more detail, the classi?cation result of the current dif 
ference represented as a sign (positive or negative) is divided 
according to angles, at operation 36. Generally, the angles are 
categoriZed according to the combinations of the signs 
besides duplication appearing at several angles. 

At operation 37, duplicated angles are distinguished. At 
operation 38, inherent information about the current magni 
tude or the like for each range is compared. For example, the 
folloWing references shoWn in <Table 2> can be applied to 
distinguish the duplicated angles at 10 degrees, 15 degrees, 
and 20 degrees. 

Angle Distinction 

10 degrees 1U > —1V and —1W > 1W 
15 degrees 1U = —1V and —1W = 1W 

20 degrees 1U < —1V and —1W < 1W 

These values are speci?ed at the referenced angles shoWn 
in the graph of FIG. 4, Which are previously stored and used 
as the determination references. 

MeanWhile, at operation 35, three current differences, i.e., 
A11, A12, and A13 may all be limited to small values. This is 
the case Where the current differences are all classi?ed into 
the “0” range. The value of each current difference can be 
calculated as a predetermined reference value approximately 
equal to or less than 0. When this condition is satis?ed, 
magnetic resistance is at a minimum value. 

According to an embodiment of the present invention, 
three current differences at the rotation angles of 0, 30, 60, 90, 
120, 150 degrees, according to the position of the rotator 12, 
are all classi?ed into the “0” range. Here, at operation 41, as 
a neW reference to classify these angles, the maximum exci 
tation phase current can be selected as a determination base. 

That is, as shoWn in FIG. 4, the maximum excitation phase 
current is 1U at the angle of 0 degrees, but 1W is the maximum 
at the angle of 60 degrees. Thus, the excitation phase currents 
detected by the current detector 5 are compared by the 
inverter controller 7, thereby classifying the rotation angles 
according to the rotator position. 

HoWever, because an error may occur in classifying the 
rotational angles, at operation 40, it is preferable to use an 
alternative method When the difference betWeen the maxi 
mum excitation phase current and the second maximum exci 
tation phase current is Within a predetermined error range, or 
a critical range. 

For an alternative method, at operation 42, the current sum 
of the current difference betWeen the excitation phase cur 
rents is calculated and used. At operation 43, the calculated 
current sum can be classi?ed as a “—l”, “0” and “1” range, 
similar to the current difference. 

The method of detecting the position of the rotator 12 using 
the current sum can be applied When three current differences 
are all limited to small values of a predetermined reference 
range or beloW, for example, When the current differences are 
all classi?ed into the “0” range. 

FIG. 5 is a graph shoWing the sum of currents and the 
classi?cation results corresponding to the rotation angle 
based on the graph of FIG. 4. 
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8 
Referring to FIG. 5, the sum of A12 and A13 is classi?ed 

into the “0” range at the angle of 30 degree and the “1” range 
at the angle of 120 degree. Thus, at operation 44, the more 
reliable rotation angle, i.e., the position of the rotator 12, can 
be calculated at the minimum magnetic resistances R1~R3. 

1n the foregoing method, a proper control driving signal 
corresponding to the position of the rotator 12 is transmitted 
to the inverter 3 on the basis of information about the calcu 
lated position of the rotator 12, thereby driving to the electric 
motor. 

In the case of the electric motor that is initially driven, the 
speci?c synchroniZation/ acceleration drive is performed until 
an electromotive force applied to a motor Winding Wire, due 
to rotation of the rotator 12, reaches or exceeds a predeter 
mined value. In the foregoing tWo-phase excitation, the num 
ber of selectable sWitching methods is six as shoWn in <Table 
l>, and the inverter controller 7 excites tWo phases alloWing 
the rotation of the electric motor to generate the maximum 
torque. 

At this time, commutation according to the foregoing six 
sWitching methods is performed, Wherein the algorithm for 
the commutation is as folloWs. 

FIG. 6 is a graph shoWing the excitation phase current With 
respect to time, Wherein the excitation phase current is sup 
plied to the three-phase motor 1 by a pulse Width modulation 
(PWM) driving signal transmitted from the inverter controller 
7 to an inverter 3. 
The PWM signal has a “period” of “T”, an “on-time” of 

“a”, and a “duty ratio” of “a/T”. 1n the PWM driving signal, 
the corresponding current detected by the current detector 5 
has a triangular Waveform. 
As shoWn in FIG. 6, the previous three triangular Waves 

reach a maximum value that is less than or equal to a ?rst 
reference value. If the triangular Wave “A” reaches a maxi 
mum value Which is greater than the ?rst reference value, as 
seen in the fourth triangular Wave, the inverter controller 7 
applies a driving pulse to the transistors Q1~Q6 of the inverter 
3 Wherein the driving pulse has a period that is half of the 
period “T” of the PWM driving signal. This keeps the duty 
ratio constant. 

In the case Where the period of the PWM driving signal is 
divided in half into a ?rst period and a second period, a ?rst 
PWM driving signal is transmitted to the transistors Q1~Q6 
to keep the phase excited in the ?rst period, and a second 
PWM driving signal is transmitted to the transistors Q1~Q6 
to be selectively turned on to excite the next phase. 
The inverter controller 7 determines the magnitude of cur 

rent triangular Waves “B” and “C”, as detected by the current 
detector 5 in response to the driving pulse. When the current 
“C” is beyond a second reference value, Which is greater than 
the ?rst reference value, the ?rst and second PWM driving 
signals are repeatedly outputted in the ?rst and second peri 
ods of the next period as the driving signal. 

Further, the inverter controller 7 compares the excitation 
phase current triangular Waves “D” and “E”, as detected by 
the current detector 5. 
As a result of this comparison, Where the detected excita 

tion phase currents are higher than the ?rst reference value 
and its maximum value has a deviation Within a predeter 
mined range, the commutation is performed by the folloWing 
sequence. On the other hand, if the detected and compared 
excitation phase currents have a maximum value greater than 
the predetermined range, the inverter 5 is driven to change 
into the sequence of the previous triangular Wave signals “B” 
and “C”. 

Until the conditions resulting from the triangular Wave 
signals “B” and “C” are satis?ed, the driving signal is repeat 
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edly inputted. When the conditions are satis?ed, the inverter 
3 is controlled to operate by the same mode as used to produce 
the triangular Wave signals “D” and “E”. 

FIG. 7 is a graph shoWing the excitation phase current With 
respect to time, Wherein the excitation phase current is mea 
sured With respect to the driving pulse, Which illustrates 
another commutation method according to an embodiment of 
the present invention. 

Contrary to FIG. 6, in FIG. 7 the inverter controller 7 
applies a PWM driving signal having a constant duty ratio to 
the inverter 3. Here, the current detected by the current detec 
tor 5 has the triangular Waveform. 

The inverter controller 7 determines the commutation 
When the maximum value of the excitation phase current 
detected by the current detector 5 is greater than the ?rst 
reference value, and then excites the phases according to the 
folloWing sequence. 

According to the commutation method referring to FIGS. 6 
and 7, noise due to continuous driving of the conventional 
hard sWitching is decreased to a noise level associated With 
soft sWitching. 
As described above, the present invention provides an elec 

tric motor driving apparatus and an initial driving method, in 
Which correct commutation is performed due to normal rota 
tion so that the electric motor can be driven by a loW driving 
current, thereby reducing both poWer consumption and noise. 

Although a feW representative embodiments of the present 
invention have been shoWn and described, it Will be appreci 
ated by those skilled in the art that changes may be made to 
these embodiments Without departing from the principles and 
spirit of the invention, the scope of Which is de?ned in the 
appended claims and their equivalents. 
What is claimed is: 
1. A method of initially driving a three-phase electric 

motor, comprising: 
measuring a three-phase excitation current by selectively 

exciting tWo phases; 
calculating a current difference betWeen excitation phase 

currents having the same phase; 
classifying the current difference according to a variation; 

and 
calculating a rotator position on the basis of a classi?cation 

result and the magnitude of the excitation phase current. 
2. The method according to claim 1, further comprising 
calculating a position range of the rotator according to the 

magnitude of the excitation phase current, 
calculating the position of the rotator on the basis of the 

magnitude of the classi?cation and the magnitude of the 
excitation phase current, and 

subdividing the position of the rotator Within the calculated 
position range. 

3. The method according to claim 1, further comprising: 
calculating the maximum excitation phase current among 

the detected excitation phase currents When a current 
difference With regard to the three phases is Within or 
beloW a predetermined reference range; and 

calculating the position of the rotator on the basis of the 
calculated maximum excitation phase current. 

4. The method according to claim 1, further comprising: 
determining Whether a difference betWeen the maximum 

excitation phase current and a second maximum excita 
tion phase current among the detected excitation phase 
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currents is greater than a predetermined critical range 
When a current difference With regard to the three phases 
is Within or beloW a predetermined reference range; 

calculating the sum of tWo selective current differences 
betWeen the three-phases When it is determined that the 
current difference is Within the critical range; 

classifying the current sum according to variations; and 
calculating the position of the rotator on the basis of the 

result of the current sum classi?cation. 
5. The method according to claim 1, further comprising: 
calculating the sum of tWo selective current differences 

betWeen the three-phases When a current difference With 
regard to the three phases is Within or beloW a predeter 
mined reference range; 

classifying the current sum according to variations; and 
calculating the position of the rotator on the basis of the 

result of the current sum classi?cation. 
6. The method according to claim 1,further comprising: 
selecting tWo phases for excitation according to the rotator 

position, and transmitting a ?rst Pulse Width Modula 
tion (“PWM”) driving signal to an inverter for exciting 
the selected phases; 

measuring an excitation phase current according to the ?rst 
PWM driving signal and determining Whether the mea 
sured excitation phase current is greater than a predeter 
mined ?rst reference value; 

dividing a period of the ?rst PWM driving signal into a ?rst 
period and a second period When the excitation phase 
current is greater than the ?rst reference value and input 
ting the ?rst PWM driving signal to the inverter during 
the ?rst period; 

inputting a second PWM driving signal to the inverter, after 
inputting the ?rst PWM driving signal to the inverter, in 
order to commutate rotation of the rotator during the 
second period; 

measuring the excitation phase current according to the 
second PWM driving signal, and determining Whether 
the measured excitation phase current is greater than a 
predetermined second reference value; 

measuring the excitation phase current by applying the ?rst 
and second PWM driving signals to the inverter during 
the ?rst and second periods, respectively, When the exci 
tation phase current corresponding to the second PWM 
driving signal is greater than the second reference value; 
and 

commutating the three-phase motor When the measured 
excitation phase current corresponding to the ?rst and 
second periods is greater than the ?rst reference value 
and its deviation is Within a predetermined range. 

7. The method according to claim 1, further comprising: 
selecting tWo phases for excitation according to the rotator 

position, and sequentially inputting a PWM driving sig 
nal for exciting the selected phases to an inverter; 

measuring the excitation phase current according to the 
PWM driving signal; 

determining Whether the measured excitation phase cur 
rent is greater than a predetermined ?rst reference value; 
and 

commutating the three-phase motor When the sequentially 
measured excitation phase current is greater than the 
?rst reference value. 

* * * * * 


