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(57) ABSTRACT 

A WIFI-enabled and GPS-enabled user device executes a 
hotspot location utility, Which enables the device to detect 
WIFI hotspots and update a locally-stored hotspot location 
database (LHLD) containing geographically-mapped 
hotspots. When a hotspot is detected, the device accesses the 
hotspot, retrieves identi?cation information and usage terms 
from the hotspot, and measures performance metrics of the 
hotspot. The utility stores the identi?ed hotspot With the cur 
rent GPS coordinate as an entry Within the LHLD. When a 
user later desires to locate hotspots Within a particular geo 
graphic location, the user enters the physical address of the 
location, and hotspots With matching (or proximate) GPS 
coordinates of the entered address are presented to the user. 
The user may specify certain preferences for usage terms, 
performance metrics, and location criteria, and the utility 
?lters all geographic hits and returns only hotspots in the 
geographic location that also satisfy these preferences. 
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ON-DEVICE MAPPING OF WIFI HOTSPOTS 
VIA DIRECT CONNECTION OF 

WIFI-ENABLED AND GPS-ENABLED 
MOBILE DEVICES 

RELATED APPLICATIONS 

The present application is related to the subject matter of 
commonly-assigned, co-pending application, Ser. No. 
11/355,444 titled “GENERATING AND DYNAMICALLY 
UPDATING DATABASES OF WIFI HOTSPOTS LOCA 
TIONS AND PERFORMANCE METRICS VIA LOCA 
TION MAPPERS,” ?led concurrently herewith. The entire 
content of the related application is incorporated herein by 
reference. 

BACKGROUND OF THE INVENTION 

1. Technical Field 
The present invention relates generally to computer net 

Works and in particular to Wireless access to computer net 
Works. Still more particularly, the present invention relates to 
a method, system/device and computer program product for 
providing up-to-date location of hotspots for Wirelessly 
accessing computer netWorks. 

2. Description of the Related Art 
The implementation and utiliZation of Wireless computer 

netWorks are groWing at a tremendous rate as computer (and 
other device) users become more and more mobile. Wireless 
?delity (WIFI) networks, in particular, have seen a surge in 
consumer use and have become the most Widely utiliZed 
standard for Wireless netWorking. WIFI netWorks operate 
according to Institute of Electrical and Electronic Engineers 
(IEEE) 802.11 standard, Which is supported by most hard 
Ware vendors. These WIFI netWorks typically have an indoor 
range of one hundred and ?fty to three hundred feet, With 
performance likely to degrade as the distance increases. Also, 
typical outdoor ranges for these WIFI netWorks are approxi 
mately one thousand feet. The strength and performance of 
the outdoor WIFI netWork typically also degrade as the dis 
tance increases, depending also on a number of factors such 
as atmosphere conditions and physical obstructions. 

In order to provide distributed Wireless access to a netWork, 
netWork service providers typically provide a plurality of 
geographically-dispersed Wireless access ports. These Wire 
less access ports provide WIFI access points that alloW com 
puter users to access the Internet via laptop and/or hand-held 
(or portable) computers/devices, such as personal digital 
assistants (PDAs), smart phones, cellular phones, and the 
like. These WIFI access points are referred to as “hotspots” 
and are currently located in many airports, hotels, restaurants, 
coffee shops and convention centers, for example. 

Particularly, the term hotspot refers to the area extending 
from the Wireless access port Within Which the Wireless signal 
is broadcasted and can be detected by a Wireless-enabled/ 
capable user device. “Hotspot” based Wireless services are 
provided by adhoc netWorks using short-range Wireless sys 
tems, such as Bluetooth, 802.11 and Wireless local area net 
Work (WLAN) technology/protocol and provide proximity 
based Wireless services to mobile terminals at the associated 
“hotspots.” The short range Wireless systems are provided via 
a hotspot access point/port or hotspot server. Each Working 
Wireless access port thus emits a Wireless signal recogniZed 
by Wireless-capable mobile devices. The mobile devices then 
latch onto the Wireless signals and are able to access the 
netWork via a series of authentication procedures With the 
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2 
background netWork, depending on Whether the netWork is 
openly available (or free) or requires some form of payment 
or subscription. 
As WIFI use continues to expand, many of the major note 

book computer manufacturers (and manufacturers of other 
mobile devices) manufacture their devices With an embedded 
Wireless netWork interface card (NIC) or the mechanism for 
attaching such a device post-manufacture (e. g., as a USB 
device). The users of these devices may then access the 
mobile functionality provided by the computer by subscrib 
ing to one or more of the available Wireless netWorks and/or 
relying on the availability of free-use hotspot locations. HoW 
ever, such Wireless access may then require the user have 
some knoWledge of the location of the available Wireless 
netWorks in their geographic vicinity. 
One problem associated With current access to WIFI 

hotspots is that it is sometimes dif?cult for a user to locate a 
WIFI hotspot in a nearby geographic location. While the 
mobile user may be able to occasionally pick up a random 
Wireless signal, the majority of users prefer to have some idea 
of Where the hotspots are located so that they do not have to 
drive around toWn, searching for a Wireless signal (from a 
particular service provider to Which the user subscribes) or 
some random signal at a previously unknoWn (though pub 
licly-available) location. Thus Wireless users tend to congre 
gate at knoWn hotspots that are advertised in some Way. For 
example, certain popular retailers (e.g., Starbucks and 
McDonald’s) and other establishments install hotspots in 
their locations to draW patrons. HoWever, people neW to the 
area or unfamiliar With the area may not knoW Where these 
establishments are located. Travelers to a neW location fall 

into this category of users. In addition, not all hotspots have 
the same performance or cost characteristics. Some hotspots 
may have a contract With a certain provider through Which the 
user subscribes, or the hotspot may employ a pay-on-demand 
type service. In these cases, the user may Want to knoW What 
the rates and/or contract conditions are for the service, pos 
sibly ?ltering the query results according to those parameters. 
A practice termed “Warchalking” has been emerging. War 

chalking entails draWing a chalk symbol on a Wall or pave 
ment to indicate the presence of a Wireless netWorking node. 
When a computer user comes across this symbol, the symbol 
noti?es the user that the location contains a WIFI hotspot. 
Warchalking is, hoWever, not a complete nor reliable system 
because the system is based on an ad-hoc process of the public 
discovering Wireless ?delity nodes, Whether commercial or 
not, and manually signaling the presence of the hotspot With 
chalk symbols.Also, Warchalking does not eliminate the frus 
tration of having to drive around With the hopes of ?nding a 
hotspot, particularly since most hotspot locations do not 
ascribe to the Warchalking concept. In addition, the user may 
not have the time to search for Warchalking symbols to ?nd 
hotspot locations and may not Want to risk the possibility of 
con?dential business data being transferred across netWorks 
With unknoWn security features. 

Because of the frustration and uncertainty in the above 
methods of ?nding hotpost locations, many online Websites 
have began publishing the location of hotspots in particular 
geographic areas. Directories of hotspot locations are thus 
available to the user on the Internet. Thus, astute users typi 
cally access a Website providing a list of available local 
hotspots and their corresponding street address. The user then 
determines Where these hotspots are relative to their current 
location and picks one that is convenient (close by) or belongs 
to the service provider to Which the user subscribes. 

Current practices for using the Internet to track and ?nd 
WIFI hotspots, such as 802.11 Access Points, are cumber 
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some and inef?cient. Lists are frequently generated by Word 
of-mouth, for example, the list maintained on the Austin, 
Tex.’ Wireless Group’s World-Wide Web (WWW) site: “austin 
Wireless.net/cgi-bin/index.cgi/NodesAroundAustin.” 
Hotspots on these lists regularly go doWn for long periods of 
time, but the lists do not re?ect these extended outages since 
the list is not updated unless a user becomes aWare of the 
outage and takes the time to make a manual report to the 
administrator of the list. Added to the unreliability of the list 
is the fact that these lists provide little or no information 
regarding the overall quality of the connections, the band 
Width, availability, or other such statistics. 

Despite this online information, a Wireless mobility user 
may have dif?culty ?nding a hotspot location for Wireless 
access. Subscription users may not have brought a hard copy 
listing of the carrier-provided WIFI hotspot locations. Even 
When the locations are knoWn, there is no guarantee that the 
Wireless signal is still operational. 

Particular Web sites such as JiWire® (jiWire.com) provide 
a searchable database of WIFI hotspots. HoWever, JiWire’s 
database suffers from many of the same draWbacks as above. 
Also, the JiWire results are heavily biased toWard T-Mobile® 
and Boingo® hotspots, Which require either a payment or a 
subscription to use. This bias toWards paid hotspots indicates 
that JiWire populates its database largely With hotspots 
reported to it by T-Mobile or Boingo, While other hotspots of 
competitors or ones that may be free are not as readily added 
to the JiWire database since JiWire receives no ?nancial 
incentive for listing these cites. As With the Austin, Tex. 
Website, JiWire is also manually updated and thus subject to 
the similar limitations described above. 

SUMMARY OF THE INVENTION 

Disclosed are a device, a method, and a computer program 
product for e?iciently generating a substantially accurate list 
of available hotspots in geographic locations on a user’s 
WIFI-enabled device. A WIFI-enable and GPS-enabled user 
device is programmed With a hotspot location utility, Which 
enables the user device to detect WIFI hotspots and dynami 
cally update a locally-stored database of geographically 
mapped hotspots using current GPS coordinates. The hotspot 
location database (HLD) includes an identi?cation of 
detected hotspots that are currently operating and available 
for Wireless access. Along With each identi?ed hotspot is 
information related to speci?c operating parameters/perfor 
mance metrics of the hotspot as Well as its GPS (global 
positional signal). 
When a hotspot is detected, the utility triggers the user 

device to access the hotspot and retrieves information about 
the particular hotspot, including the name and performance 
metrics, such as quality of service (QoS) and connection 
speed. The utility then obtains the current GPS location and 
associates the identi?ed hotspot With the current GPS coor 
dinate. Then, the utility stores the hotspot ID and parameters 
along With the current GPS coordinate as an entry Within the 
HLD. 
When the user later desires to locate hotpots Within a par 

ticular geographic location, the user opens a GUI of the utility 
on his device and enters the physical address of the location. 
The physical address is converted to its GPS coordinate and 
the GPS coordinate matched against the GPS coordinates 
associated With hotspots stored Within the database. Corre 
sponding hotspots are then presented to the user. HoWever, 
When the user speci?es Within the request certain preferences 
for performance metrics and location criteria desired, the 
utility ?lters all geographic hits and returns only hotspots in 
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4 
the geographic location that also satis?es these preferences. 
Hotspots that are identi?ed as meeting the desired criteria are 
displayed Within the output to the user. In addition to the street 
address, the presented information may include distance from 
the user’s current location, driving/Walking directions (from 
the user’ s current GPS location), and/ or a map of the location. 

The above as Well as additional objectives, features, and 
advantages of the present invention Will become apparent in 
the folloWing detailed Written description. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention itself, as Well as a preferred mode of use, 
further objects, and advantages thereof, Will best be under 
stood by reference to the folloWing detailed description of an 
illustrative embodiment When read in conjunction With the 
accompanying draWings, Wherein: 

FIG. 1 illustrates a computer netWork having a Provider, 
multiple geographically dispersed hotspots and one of more 
enhanced mobile devices that together support the various 
features of the invention; 

FIGS. 2A and 2B provide respective block diagram repre 
sentations of internal components of a mobile device and a 
Provider according to embodiments of the present invention; 

FIG. 3A is a How chart of the processes undertaken by the 
Provider to update a hotspot location database (HLD) When 
receiving hotspot location data and performance metrics from 
a mobile device, according to one embodiment of the inven 
tion; 

FIG. 3B is a How of the processes undertaken by a user’s 
GPS-enabled and WIFI enabled mapping device in detecting 
WIFI hotspots and updating a localized hotspot database With 
hotspot location and performance metrics according to one 
embodiment of the invention; 

FIG. 4A is a How chart of the processes undertaken Within 
the Provider’s Website to receive and respond to user’s 
requests for hotspot locating service according to one 
embodiment of the invention; 

FIG. 4B is a How chart of the processes undertaken at the 
user device to receive and respond to a user-entered request 
for hotspot locating service according to one embodiment of 
the invention; 

FIG. 5A is a How chart of the processes undertaken by the 
Provider to register mappers to update an HLD according to 
one embodiment of the invention; 

FIG. 5B is a How chart of the processes undertaken at a user 
device in updating the localiZed hotspot location database 
according to one embodiment of the invention; 

FIGS. 6A-6B depict graphical user interfaces (GUIs) of the 
Provider’s Website utiliZed by users to enter hotspot location 
requests/queries and sign up as mappers according to 
embodiments of the invention; 

FIG. 6C illustrate an example GUI that is utiliZed to set the 
methods for updating the localiZed HLD on the user device 
according to one embodiment of the invention; and 

FIG. 7 is an example of an HLD With a single entry 
depicted according to one embodiment of the invention. 

DETAILED DESCRIPTION OF AN 
ILLUSTRATIVE EMBODIMENT 

The present invention provides a method, system/device, 
and computer program product for e?iciently generating a 
substantially accurate list of available hotspots in geographic 
locations. TWo different implementations of the invention are 
provided, described beloW in delineated Sections I and II. The 
?rst implementation, Which is described in Section I beloW, 
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involves updates to a server-level (centralized) Provider that 
maintains up-to-date WIFI hotspot information With the aid 
of a plurality of mappers. The second implementation, Which 
is described in Section II beloW, involves individual user 
devices programmed With a WIFI locator utility that initiates 
frequent updates of a locally-stored WIFI locator database 
With up-to-date WIFI hotspot information. 

Within the descriptions of the ?gures, similar elements are 
provided similar names and reference numerals throughout 
the ?gure(s). Where a later-described ?gure utiliZes an ele 
ment in a different context or With different functionality, the 
element is provided a different leading numeral representa 
tive of the ?gure number (e. g., lxx for FIG. 1 and 21cc for FIG. 
2). The speci?c numerals assigned to the elements are pro 
vided solely to aid in the description and not meant to imply 
any limitations (structural or functional) on the invention. 

Also, While the tWo implementations are primarily delin 
eated Within respective sections, processes relevant to both 
implementations may be described only Within Section I or 
may be similarly described Within both sections. Parallel 
processes Within both implementations may only be 
described in details Within Section I. The division of the 
invention among Sections I and II are not meant to imply any 
limitations from one section to the other, but rather to enable 
continuity With the overall How of the description 

SECTION I: Provider Database Updating and Mapping Ser 
vice 

In the ?rst implementation, a computer system is con?g 
ured With a hotspot location utility to enable the computer 
system to operate as a Provider. The Provider receives from 
specially programmed mobile devices hotspot operability/ 
availability transmissions (HOTs), Which each include an 
identi?cation of a currently operating and available hotspot as 
Well as operating parameters/performance metrics of the 
hotspot. The Provider concurrently receives from the mobile 
device a current GPS (global positional signal) coordinate of 
the device transmitting the HOT. The Provider then associates 
the hotspot (or HOT) With the received GPS coordinate, and 
the Provider stores the HOT and associated GPS coordinate 
as an entry Within a hotspot locator database (HLD) that 
comprises multiple entries of HOTs and their associated GPS 
coordinates. 
When the Provider later receives a request from a user 

searching for hotpots Within a particular geographic location, 
the Provider converts the received address (geographic loca 
tion) into its GPS coordinate and determines Which accept 
able entries of the multiple entries have a GPS coordinate 
(and therefore geographic location) Within a given range of 
the particular GPS coordinate (geographic location) received 
from the requesting user. The Provider then provides an out 
put of the acceptable entries to the user. In addition to the 
street address, the presented information may include dis 
tance from the user’s current location, driving/Walking direc 
tions, and/or a map of the location and performance metrics, 
such as such as quality of service (QoS) and connection 
speeds. These metrics are detected from actual connection of 
a mapping device to the local WIFI-hotspot to retrieve hotspot 
connection data. In one embodiment, the user is able to 
specify Within the request certain preferences for perfor 
mance metrics and location criteria desired for the hotspot the 
user Wishes to locate. The Provider may then return only 
hotspots in the geographic location that satis?es these metrics 
and criteria. 

In another embodiment, the Provider operates an online 
hotspot locating service that requests users sign up as hotspot 
location mappers. As a mapper, the user utiliZes his/her 
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mobile device, Which is Wireless-enabled and GPS-enabled to 
detect hotspots. When a hotspot is detected by the user’s 
device, the device transmits the HOT including and/or along 
With the device’ s GPS coordinate. In this manner, current and 
substantially accurate hotspot location information is 
received by the Provider to update a database of available 
hotspots. 

Referring noW to the ?gures, FIG. 1 provides a Wireless 
netWork With a Provider 140 and a plurality of discoverable 
hotspots according to one embodiment of the invention. Wire 
less netWork is illustrated as a computer netWork since a 
majority of WIFI netWorks are computer netWorks. As such, 
mobile devices 110 are illustrated and described as computer 
systems, although the devices may be any type of handheld or 
portable device. Further, other types of hybrid netWorks (e. g., 
computer netWork and Wireless phone netWork) may also be 
enhanced With the features provided herein. Wireless netWork 
100 includes multiple Wireless access points 102a-c con 
nected to a background distributed information netWork 130 
that includes servers 135 of one or more netWork-access 

service provider as Well as hotspot locating provider server 
(Provider) 140. 
Each Wireless access point 102a-c may include a radio 

frequency (RF) (or Bluetooth) transceiver (not speci?cally 
illustrated), front end server 125 using 802.11 or WLAN at 
the front end and backend server (Wireless service provider’ s 
server 135) providing a high speed Wired or Wireless connec 
tion to the Internet 160. Front end server 125 executes a 

standard operating system (OS) (not shoWn) implementing 
communication protocols via an antenna for short-range 
Wireless systems, typically Bluetooth or WLAN and an 
antenna for cellular networks, typically Global System 
Mobile (GSM) or CDMA. Server 125 includes a dedicated 
application for establishing a session With mobile device 110 
and recogniZing the MAC address of mobile device 110. 
Access point 102a-c is coupled to Internet 160 through back 
end server (135) via Wireless link or a Wired connection. 

Access points 102a-c are geographically dispersed and 
may be utiliZed to provide mobile device 110 With Wireless 
connections/access to Wireless service providers 135 and Pro 
vider 140 Whenever mobile device 110 is Within a coverage 
area (hotspot) 104a-c (respectively corresponding to the area 
around similar lettered access point). Any number of access 
points may be available to mobile device 110 Within a geo 
graphical area, and the present invention illustrates only a 
single access point Within each of three geographic locations, 
provided for illustration only. These areas/locations may be 
adjacent to each other or geographically dispersed (e.g., dif 
ferent cities) and the illustration of three seemingly congruent 
areas is provided solely for illustration. In conventional appli 
cation, the Wireless access points 120a-c may be commer 
cially available from several manufacturers or Wireless ser 
vice providers (135), Which may require a user subscription. 
Other access points may be provided free of cost and/or 
Without subscription (e.g., pre-pay or pay-as-you-use). 

FIG. 2B illustrates an exemplary data processing system 
that may be utiliZed as Provider 140 of FIG. 1. For simplicity, 
data processing system Will be referenced as Provider 140 
since data processing system is illustrated having hardWare 
and softWare components that together exhibit the function 
ality attributed/ascribed to the WIFI hotspot locator “Pro 
vider” described herein. Provider 140 comprises processor 
250 coupled to memory 260, input/output (I/O) controller 
270, and other/ secondary storage 280 via system bus 255. I/O 
controller 270 provides the connectivity to and/ or control of 
input/ output devices, including mouse 272, keyboard 273 and 
display device 274. 
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Provider 140 also comprises network interface device 
(NID) 275 utilized to connect Provider 140 to another com 
puter system and/ or computer network (e.g., Internet 160, as 
illustrated by FIG. 1). NID 275 provides interconnectivity to 
the external network through a gateway or router, or similar 
device. NID 275 may be an Ethernet card or modem, for 
example, depending on the type of network (e.g., local area 
network (LAN) or wide are network (WAN)) to which Pro 
vider 140 is connected. In one embodiment, Provider 140 
may also be extended to include a mechanism for supporting 
wireless access ports through which hotspot data is wirelessly 
transmitted to Provider 140 from a mobile device 110 of a 
mapper (via the process described with reference to FIG. 5 
below.) 

Provider 140 supports a hotspot locator database (HLD), 
which in one embodiment is maintained within secondary 
storage 280. In alternate embodiments, however, and as illus 
trated by FIG. 1, HLD 170 is actually a separate database, 
which may be directly accessed by Provider 140 or indirectly 
accessed Provider 140 via Internet 160 or other network (e. g., 
a LAN). Similarly, Provider 140 also maintains or has access 
to a GPS locator database 275, whereby Provider 140 is able 
to convert GPS coordinates into actual physical addresses and 
vice versa. As illustrated, GPS locator database 275 may be 
locally stored (on secondary storage 280, e. g., a hard drive or 
removable medium of Provider 140) or accessible via Internet 
160 or other network. 

Located within memory 260 and executed on processor 
250 are a number of software components, including operat 
ing system (OS) 262 (e.g., Microsoft Windows®, a trademark 
of Microsoft Corp, or GNU®/Linux®, registered trademarks 
of the Free Software Foundation and The Linux Mark Insti 
tute, respectively) and a plurality of software applications, 
including database utility 264, hotspot location utility 266, 
and website utility 268. Provider 140 also comprises address 
mapping utility 269, which includes local maps and street 
addresses in a number of geographical locations in which 
hotspots may be found. In another embodiment, access to 
such services is provided by an online service such as 
MapQuest®. Processor 250 executes these (and other) appli 
cation programs (e.g., network connectivity programs) as 
well as OS 262, which supports the application programs. 
According to the illustrative embodiment, when processor 
250 executes OS 262 and one or more of the above utilities 
(application programs), the utility enables Provider 140 to 
complete a series of functional processes, including: provid 
ing/enabling receipt of general hotspot mapping data; HLD 
updating with performance metrics and other parameters; 
GPS-to-geographic location conversion; web site interfacing, 
including speci?c hotspot locating with user-entered metrics 
and parameters; and other features/functionality described 
below and illustrated by FIGS. 3-6. 

Notably, while shown as separate utilities, each of the 
above utilities may be sub-components (subroutines) within a 
single WIFI locating utility. Also, existing conventional wire 
less services may be enhanced with hotspot mapping and 
locating functionality when the WIFI locating utility is 
installed on the service provider’s server. Thus, Provider 140 
may also be a service provider’s server that provides general 
wireless access support to subscribers and/or free users. 

FIG. 2A illustrates the primary hardware/ software compo 
nents of a computer notebook system 200, which is assumed 
to be mobile device 110 of FIG. 1 and described as such, 
hereinafter. Mobile device 110 is described as a notebook 
computer system because most of the functionality provided 
by mobile device 110 requires the standard hardware and 
software components of a notebook computer as well as 
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8 
downloadable software utility that enable the mobile device’ s 
user to access Provider 140 or operate as a stand-alone WIFI 

locating device, as described below. 
Mobile device 110 is illustrated having several similar 

hardware components (illustrated with different reference 
numerals) as Provider 140, although typically smaller for 
increased portability. Additionally, mobile device 110 may 
comprise wireless transceiver for short-range wireless com 
munication. Wireless transceiver may also be a GPS trans 
ceiver that enables mobile device 110 to connect long-range 
via a GPS system. Mobile device 110 also includes keyboard/ 
keypad 218 and other selectable input devices, such as mouse 
217 as well as output device, such as display 219. 

According to the described embodiment, mobile device 
110 may be utiliZed as: (l) a requesting device by which the 
user requests the hotspot location from Provider 140); (2) a 
mapping device by which the user detects hotspots and trans 
mits WIFI hotspot information along with a GPS coordinate 
to Provider 140; (3) a stand-alone WIFI hotspot locating 
device by which mobile device 110 includes some or all of the 
locator service functionality (i.e., with or without requiring 
access to Provider 140, as describedbelow in Section II; or (4) 
a device having two or more of the above functionalities. To 
enable these functionalities, mobile device 110 includes 
within memory 210 several software utilities, including OS 
211, browser 212, Hotspot locator (HSL) utility 213, and GPS 
utility 214. 

In one embodiment, the general hardware components of 
both mobile device 110 and Provider 140 are of conventional 
design. However, both may include additional and/or differ 
ent components (not shown), such as ?xed disk drives, 
removable disk drives, CD and/or DVD drives, audio com 
ponents, modems, network interface components, and the 
like. It will therefore be appreciated that the systems 
described herein are merely illustrative and that variations 
and modi?cations are possible. 

Further, the techniques/ functionality for mapping, locating 
and tracking hotspots by GPS coordinates may also be imple 
mented in a variety of differently-con?gured computer sys 
tems or mobile devices. Thus, while the invention is described 
as being implemented in Provider 140 that is in communica 
tion with mobile device 110, those skilled in the art appreciate 
that various different con?gurations of computer systems 
exist and that the features of the invention are applicable 
regardless of the actual con?guration of these computer sys 
tems. 

Speci?cally, with respect to mobile device 110, the inven 
tion is applicable to not only a notebook or laptop computer 
system but may also be implemented in a portable and/or 
hand held device such as a personal digital assistant (PDA), 
cell phone, or other hand-held devices, so long as the device 
is portable, supports wireless and GPS functionality and has 
the requisite utilities that may be executed by the internal 
processor to enable wireless connectivity to hotspots, map 
ping of hotspots and associated performance metrics, GPS 
coordinate tracking, and reporting of discovered hotspots, 
and the other functional features described herein. 

According to the invention, hotspot location data may be 
collected in a variety of ways. The described embodiment 
involves a user (referred to herein as a “mapper”) loading 
hotspot mapping software onto the user’s GPS-enabled/ 
equipped and WIFI (802.1l/802.l6)-enabled/equipped 
mobile device 110 (e.g., laptop or PDA). This embodiment 
recogniZes the trend in wireless device technology to include 
within the wireless devices GPS and 802.11 hardware capa 
bilities. As these technology improvements become standard 
on personal digital assistants (PDA’s), cellular phones, and 
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laptops, their use as mappers for Provider 140 becomes 
increasingly feasible. The hotspot mapping software triggers 
the mapping device to constantly scan for hotspots, identify 
the access ports and initiate corresponding Internet connec 
tivity through these access ports. Information (such as oper 
ating parameters/performance metric s) regarding the discov 
ered connections are gathered, and that information, along 
With the GPS coordinates of mobile device 110 are then 
transferred in real-time via an established connection to Pro 
vider 140. 

In a second embodiment, the information is collected and 
stored in a local database of mobile device 110 and transmit 
ted to Provider 140 at the user’s discretion (e.g., When a link 
to Provider 140 is later established) or at some pre-set period. 
For those mappers Who do not have a properly equipped 
mobile device, Provider’s support personnel may issue the 
user a special portable device that is equipped With Wireless 
(e.g., 802.11, 802.16) and GPS functionality. 

According to the described embodiment and as illustrated 
Within graphical user interface (GUI) of FIGS. 6A-6B, users 
of the hotspot locating service are recruited as mappers. As 
shoWn by FIG. 5A, Provider 140 recruits a netWork of users 
With mobile devices capable of generating and transmitting 
HOTs. Recruiting may involve advertising/promoting some 
incentive to Wireless users With GPS-enabled and 802.11 
enabled Wireless devices to act as mappers While they drive/ 
move around. Users Who agree to provide this mapping ser 
vice (and perhaps those Who provide a pre-established 
amount of HOT information) may then be aWarded the adver 
tised incentive(s), such as discounts on the querying services 
of Provider 140, coupons, and actual monetary payments. 

The information received by Provider 140 is referred to 
herein as a hotspot operating/ availability transmission (HOT) 
and includes WIFI identi?cation (ID), performance metrics 
and operating status, and availability of the WIFI access at 
that location. Thus, the speci?c name of the hotspot may be 
provided, particularly When the hotspot is af?liated With a 
knoWn service provider to Whom users may subscribe. Alter 
natively, Provider 140 may generate a name for a hotspot not 
speci?cally identi?ed or Which has a shared, generic name 
similar to other hotspots in vicinity of the current hotspot. 

Turning to FIG. 5A, and beginning at block 502 Which 
depicts the Provider prompting users to sign up to be map 
pers. The prompt may be a strategically placed advertisement 
650 on Provider’s Website interface 620 Which is presented 
Within Web broWser 600. Website 620 provides online access 
to the WIFI hotspot locating service available through Pro 
vider 140. Other Websites (e.g., those promoting Wireless 
products or Wireless access) may also provide the advertise 
ment to visitors of these sites. Assuming the user responds to 
the prompt Within advertisement 650 to sign up as a mapper, 
Provider’s Website utility 268 generates a second Web page 
(not shoWn) Within Which Provider 140 obtains from the user 
the con?guration parameters of the user’s mobile device and 
establishes a “mapper” account, as depicted at block 504. 

In one embodiment, only users Whose mobile devices sup 
port both Wireless and GPS functionality are selected to 
become mappers. In one alternate embodiment, a user Whose 
mobile device is not equipped With GPS capability is pro 
vided a separate GPS unit via the mail. Provider 140 then 
makes WIFI hotspot location mapping utility 213 available to 
the user, Which the user doWnloads (from the Website) to his 
mobile device to enable the device to operate as a hotspot 
mapper, as shoWn at block 506 . Again, Provider 140 may mail 
the location utility on a disk to the user (e.g., for “manual” 
installation on a laptop) rather than direct doWnload form the 
Website. Once loaded on the user’s mobile device, the utility 
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self-installs and activates a background scanning function to 
locate hotspots and collect performance metrics for the vari 
ous hotspots detected by mobile device 110, as indicated at 
block 508. 

In one embodiment, the user’s device Would then report 
this information in real-time via Intemet/Wireless connectiv 
ity to Provider 140, Which receives this information/ data 
along With the associated GPS coordinates as a HOT, as 
indicated at block 510. Provider 140 maintains a hotspot 
lookup/locating database (HLD) that correlates GPS coordi 
nates With WIFI hotspots via the process illustrated by FIG. 
3A, Which is described beloW. As shoWn at block 512, Pro 
vider 140 gives the advertised incentive to the user once the 
information is received from the user’s mapping device. 
Finally, as indicated at block 514, Provider 140 then presents 
geographic location data and associated performance metrics 
of hotspots Within geographic locations to requesting users 
via the process depicted by FIGS. 4A and 6B, Which are 
described beloW. 

Enabling local doWnload/installation of the local version 
of HSL utility enables the invention to be implemented at the 
user-level as further described Within Section II beloW. The 
user doWnloads or loads a user-level HSL utility (referred to 
beloW as LHSL) on the user’s mobile device, and the utility 
executes and provides most of the functionality described 
herein Within the user’ s mobile device. Provider 140 may thus 
provide individual user licenses to the user-level HSL utility 
and also periodically retrieve hotspot location information 
from the user’s mobile device. In this Way, once the utility is 
doWnloaded to the user’ s mobile device, the user device may 
operate completely independent of the Provider When locat 
ing a hotspot in a particular geographic location. HoWever, an 
alternate embodiment entails Provider 140 maintaining the 
HLD such that each user has to access the HLD at Provider 
140 to obtain the hotspot listing for the user’s current loca 
tion. The user’s locally-stored HLD (referred to beloW as 
LHDL) may then be automatically uploaded in an exchange 
of HLD information Whenever the user requests WIFI loca 
tion information or Whenever the user logs into Provider’s 
Website. Provider 140 thus receives current WIFI location 
information from thousands and potentially millions of WIFI 
users, Who have simply enhanced their GPS-enabled mobile 
devices by loading the user-level HSL utility. 
As previously mentioned, Provider 140 executes a hotspot 

location utility that maintains a database of available hotspots 
and their GPS coordinates. Compilation of the initial hotspots 
and associated coordinates Within the database may be com 
pleted by an administrator (of Provider 140) or system devel 
oper. Beginning With this initial database, Provider 140 
updates and maintains current hotspot information utiliZing 
the process illustrated by FIG. 3A. The process commences at 
block 302 and proceeds to block 304 at Which the Provider 
receives hotspot location and connection information from a 
mapping device Within the WIFI hotspot. 

Concurrently With receiving the HOT, Provider 140 also 
receives from mobile device 110 a GPS coordinate, as shoWn 
at block 306. Provider 140 then associates the GPS coordinate 
With the HOT, as indicated at block 308. In an alternate 
embodiment, the GPS coordinate is included Within the HOT. 
Provider 140 then checks at block 310 Whether the GPS 
coordinate and identi?ed WIFI hotspot is a neW WIFI hotspot 
(i.e., not one already stored Within the HLD). When the WIFI 
hotspot is neW, Provider 140 updates the HLD With an entry of 
this neWly discovered/identi?ed hotspot along With its asso 
ciated GPS coordinate, as provided at block 312. 
By correlating GPS coordinates With live connections of 

Wireless devices, Provider 140 is able to build a substantially 
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accurate and current database of hotspots that other users are 
able to access. Returning to decision block 310, if the WIFI 
hotspot is not neW, Provider 140 updates the active status of 
the existing entry Within the database and the corresponding 
performance metrics, as shoWn at block 314. Once the data 
base has been updated, the process ends, as shoWn at block 
316. FIG. 7 illustrates an exemplary HLD With an entry 700 
that includes various ones of the multiple metrics that may be 
maintained by Provider 140 Within the database. 

In an alternate embodiment, rather than store the GPS 
coordinates, the coordinates are converted into their corre 
sponding geographical locations (addresses) and then Pro 
vider 140 stores all HOTs With their corresponding addresses. 
Then, When a request is received that includes an address, the 
Provider looks up that address and maps around that address 
to determine hotspots stored Within the database that are 
Within proximity to that address. The user query may be made 
from a variety of devices, including laptops, PDA’s, and 
cellular phones. 
As utiliZed herein, the performance metrics refer to the 

bandWidth; availability (time of day, for example); minimum, 
maximum, and average latency; range from access point; 
Wireless signal attenuation characteristics; and other similar 
type parameters that de?ne the quality, strength, and usability 
of a hotspot. Other metrics may be “cost” associated, such as 
pre-pay, pay-as-you-use, free access, and/ or subscription 
only access, for example. Additional metrics including date/ 
time of discovery of hotspot (i.e., ?rst mapping in HLD), date 
of last update, historical user ratings, and others may be 
included. 

Further, some service providers (e.g., T-Mobile) present a 
sign-on Web page to users Who attempt to broWse the Web by 
connecting through the hotspot for the ?rst time. In one 
embodiment of the invention, these Web pages may also be 
detected and registered in the Provider’s database, along With 
other statistical information, so that patrons of that service 
provider may also receive additional sign-on information 
about connection criteria for the particular hotspot(s) of that 
service provider. 

Statistical information regarding the connections can be 
derived from the mobile device’s Wireless connection and 
other interactions Within the hotspot. Such information may 
include the time periods in Which the connection Was active, 
the strength of the signal, the average connection bandWidth 
and latency, access ports that Were closed off, and the overall 
availability and quality of the WIFI service at that location. 

This information Within the HOT is measured by the map 
ping device (Wireless client). For example, a mapping device 
measures netWork latency over the connection by sending 
packets to other hosts on the Internet and measuring the 
round-trip time for the packet to return. The mapping device 
also compares round-trip times against those obtained over 
other hotspots in the region to gauge relative performance. 
Similar mapping methods may be implemented, although 
less reliably so, for bandWidth measurements, both peak and 
sustained. Each hotspot may provide one or more of the above 
metrics to the Wireless device, Which then forWards this infor 
mation Within the HOT to Provider 140. Operating character 
istics and performance metrics (speed, strength, availability, 
bandWidth, congestion, protocol, etc.), as Well as hotspot and 
service identi?cation, cost, timing metrics and other informa 
tion may be thus stored Within an entry of the HLD. 

The above described methods of updating the HLD involve 
a push of information from mapping device (110) to Provider 
140. In an alternate embodiment, Provider 140 also supports 
a method by Which information is pulled from mapping 
device 110. In this latter embodiment, Provider 140 monitors 
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existing HOT entries Within the database to ensure that the 
associated hotspot is still operational and/or to periodically 
update the stored performance metrics of the hotspot. Thus, in 
addition to receiving hotspot location information from Wire 
less device 110, Provider 140 may also directly request infor 
mation from the mapping devices 110 Within certain geo 
graphic locations. That is, Provider 140 may automatically 
request mapping devices 110 Within a particular geographic 
location initiate a sWeep of a given geographic location asso 
ciated With a particular GPS coordinate to determine Whether 
previously recorded WIFI hotspots are still located in those 
locations and What performance metrics are presently asso 
ciated With those hotspots. 
The pull operation may be triggered by receipt of a HOT 

(by Provider 140) at a GPS coordinate that is in vicinity to a 
GPS coordinate of a previously stored HOT. In this Way, a 
previously mapped WIFI hotspot that is no longer transmit 
ting/broadcasting a signal in the particular location in Which 
mobile device 110 of a mapper is present may be marked as 
non-functional/doWn (or potentially doWn). This status is 
re?ected in the HLD and the entry may be tagged for deletion 
Within a pre-set time unless a neW HOT is received for that 
hotspot before expiration of the pre-set time. 

Users Who Wish to utiliZe the hotspot locator service may 
do so by querying Provider 140. Different embodiments are 
provided by Which a user may submit a query to locate a WIFI 
hotspot. One method involves submitting the query Within a 
Web broWser via the Internet. In this embodiment, Provider 
140 maintains a Website via Website utility 268. An example 
Website interface for entering a hotspot query is illustrated by 
FIG. 6A. A user With access to the Internet opens broWser 600 
and enters the universal resource locator (URL) of Provider 
140 in address ?eld 610. Once submitted, the Web broWser 
returns Provider’s Web interface, of Which Website 620 is an 
example. As shoWn, broWser 600 includes Within address 
?eld 610 the Provider’s URL, Which is indicated as “WIFIlo 
catorprovider.com.” Web site 620 includes a series of ?elds 
Within Which the user enters the query for a hotspot in a 
speci?c location. In addition to these query ?elds, Website 
620 also prominently displays advertisement prompt 620 for 
neW mappers With the promise of some consideration/incen 
tives, as described above. One embodiment of the process by 
Which the user enters a query utiliZing these ?elds of Website 
620 is illustrated by FIG. 4, Which is noW described. 
The process begins at block 402 and proceeds to block 404 

at Which the user opens Website 620 of Provider 140. Once 
Website 620 opens, the user enters location criteria into 
address ?elds 630, Which may include any combination of the 
street address and/or city, state, and Zipcode of the location in 
Which the user desires to ?nd a hotspot, as shoWn at block 406. 

Also, in range ?eld 633, the user may enter a range (distance) 
Within Which the user desires to locate the hotspot. For 
example, the user may desire to ?nd the list of hotspots Within 
a particular radius (e. g., three (3) miles) from the user-entered 
address in address ?eld 630. Additionally, the user may also 
input a speci?c WIFI provider and/or type of plan (free, 
pay-per-use, subscription) desired in provider plan ?elds 635. 
Finally, the user may enter speci?c ?lters on performance 
metrics such as supported bandWidth, upload/doWnload 
speeds, and others, in performance/ connection ?eld 637. 
By using the above described Web portal, Provider 140 may 

receive revenue through advertisements, subscriptions, and/ 
or one-time query payments. Payment for utiliZation of the 
location service may be made by entry into payment ?eld 640 
of a credit card or other form of payment. Once all inputs have 
been made, the user selects search button 645 to initiate the 
search by Provider 140. 












