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(57) ABSTRACT 

A telecommunications system using a hose model having a 
VPN network. The system includes a plurality of sites in 
communication with the VPN network. Each site requires an 
amount of bandwidth to introduce hose into the network. The 
system includes a network manager in communication with 
the sites through the network. The manager chooses a prede 
termined number of the sites as a function of their amount of 
bandwidth required to introduce hose into the network, estab 
lishes shortest paths between each of the chosen sites, and 
uses the established shortest paths for sites not chosen to send 
hose to and receive hose from the network. A method for 
provisioning VPNs in a hose model including the steps of 
determining an amount of bandwidth that a plurality of sites 
of a VPN network require to introduce hose into the network 
and receive hose from the network. There is the step of choos 
ing a predetermined number of the sites as a function of their 
amount of bandwidth required to introduce hose into the 
network. There is the step of establishing shortest paths 
between each of the chosen sites. There is the step of using the 
established shortest paths for sites not chosen to send hose to 
and receive hose from the network. 
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TECHNIQUES FOR PROVISIONING VPNS IN 
THE HOSE MODEL 

FIELD OF THE INVENTION 

The present invention is related to provisioning VPNs in a 
hose model in a telecommunications system. More speci? 
cally, the present invention is related to provisioning VPNs in 
a hose model in a telecommunications system by choosing a 
predetermined number of sites of the network as a function of 
their amount of bandwidth required to introduce hose into the 
network. 

BACKGROUND OF THE INVENTION 

The present invention addresses the problem of provision 
ing a virtual private network among a set of sites. Pipe and 
hose models have been utiliZed by the VPN service providers 
in order to meet the bandwidth requirements of VPN custom 
ers. Although the hose model allows greater ?exibility and 
statistical multiplexing advantages by permitting tra?ic 
among hose end points to be distributed arbitrarily, it comes 
up with provisioning challenges with respect to ef?cient 
bandwidth utiliZation for the VPN service provider. 

SUMMARY OF THE INVENTION 

The present invention pertains to a telecommunications 
system using a hose model. The system comprises a VPN 
network. The system comprises a plurality of sites in com 
munication with the VPN network. Each site requires an 
amount of bandwidth to introduce hose into the network. The 
system comprises a network manager in communication with 
the sites through the network. The manager chooses a prede 
termined number of the sites as a function of their amount of 
bandwidth required to introduce hose into the network, estab 
lishes shortest paths between each of the chosen sites, and 
uses the established shortest paths for sites not chosen to send 
hose to and receive hose from the network. 

The present invention pertains to a method for provisioning 
VPNs in a hose model. The method comprises the steps of 
determining an amount of bandwidth that a plurality of sites 
of a VPN network require to introduce hose into the network 
and receive hose from the network. There is the step of choos 
ing a predetermined number of the sites as a function of their 
amount of bandwidth required to introduce hose into the 
network. There is the step of establishing shortest paths 
between each of the chosen sites. There is the step of using the 
established shortest paths for sites not chosen to send hose to 
and receive hose from the network. 

The present invention provides e?icient techniques for 
?nding solutions to the hose provisioning problem. 

Ef?cient techniques are presented herein to ?nd solutions 
close the most optimum solution for the provisioning of 
VPNs in hose model. These techniques can be used for many 
different VPN technologies including ATM and Frame Relay 
based VPNs as well as the BGP/MPLS VPNs. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the accompanying drawings, the preferred embodiment 
of the invention and preferred methods of practicing the 
invention are illustrated in which: 

FIG. 1 shows pipe and hose models in VPN bandwidth 
speci?cation and provisioning. 

FIG. 2a shows a hose model example with a bandwidth 
allocation based on shortest paths. 
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2 
FIG. 2b shows a different bandwidth allocation with lower 

bandwidth than that of FIG. 211. 
FIG. 3 is a schematic representation of the system of the 

present invention. 

DETAILED DESCRIPTION 

Referring now to the drawings wherein like reference 
numerals refer to similar or identical parts throughout the 
several views, and more speci?cally to FIG. 3 thereof, there is 
shown a telecommunications system 10 using a hose model. 
The system 10 comprises a VPN network 12. The system 10 
comprises a plurality of sites 18 in communication with the 
VPN network 12. Each site requires an amount of bandwidth 
to introduce hose into the network. The system 10 comprises 
a network manager 20 in communication with the sites 18 
through the network. The manager 20 chooses a predeter 
mined number of the sites 18 as a function of their amount of 
bandwidth required to introduce hose into the network, estab 
lishes shortest paths between each of the chosen sites 18, and 
uses the established shortest paths for sites 18 not chosen to 
send hose to and receive hose from the network. 

Preferably, the network includes edge routers 22 and core 
routers 26. The manager 20 ?nds shortest paths among edge 
routers 22 over the core routers 26 of the network. The man 
ager 20 preferably chooses the predetermined number of sites 
18 as a function of requiring the largest amount of bandwidth 
to introduce hose into the network. Preferably, the manager 
20 eliminates any links where residual bandwidth is less than 
a smallest bandwidth request from the sites 18. The VPN 
network 12 preferably includes a provider network 14, at least 
one customer network 16, and Service Access Points 24 
through which the customer networks 16 are attached to the 
provider network 14 and the manager 20 ?nds the shortest 
path from each SAP to all sites 18 over links which can satisfy 
the largest amount of bandwidth requirements of sites 18 to 
introduce hose into the network. Preferably, the manager 20 
sorts in decreasing order the amount of bandwidth require 
ments of the sites 18 to introduce hose into the network. 
The manager 20 preferably sorts in decreasing order the 

amount of bandwidth requirements of the sites 18 to intro 
duce hose into and receive hose from the VPN network 12 as 
being equivalent. Preferably, the manager 20 sorts in decreas 
ing order the amount of bandwidth requirements of the sites 
18 to introduce hose into the VPN network 12 and in decreas 
ing order the amount of bandwidth requirements of the sites 
18 to receive hose from the VPN network 12. The manager 20 
preferably ?nds the shortest paths from each SAP in commu 
nication with the predetermined number of sites 18 chosen 
having the largest amount of bandwidth requirements to 
introduce hose into the VPN network 12, to each SAP in 
communication with sites 18 having the largest amount of 
bandwidth requirements to receive hose from the VPN net 
work 12. 
The present invention pertains to a method for provisioning 

VPNs in a hose model. The method comprises the steps of 
determining an amount of bandwidth that a plurality of sites 
18 of a VPN network 12 require to introduce hose into the 
network and receive hose from the network. There is the step 
of choosing a predetermined number of the sites 18 as a 
function of their amount of bandwidth required to introduce 
hose into the network. There is the step of establishing short 
est paths between each of the chosen sites 18. There is the step 
of using the established shortest paths for sites 18 not chosen 
to send hose to and receive hose from the network. 

Preferably, the establishing step includes the step of ?nding 
shortest paths to edge routers 22 of the network. The choosing 
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step preferably includes the step of choosing the predeter 
mined number of sites 18 as a function of requiring the largest 
amount of bandwidth to introduce hose into the netWork. 
Preferably, there is the step of eliminating any links Where 
residual bandWidth is less than a smallest bandWidth request 
from the sites 18. 

The ?nding step preferably includes the step of ?nding the 
shortest path from each SAP to all other sites 18 over links 
Which can satisfy the largest amount of bandWidth require 
ments of sites 18 to introduce hose into the netWork. The 
choosing step preferably includes the step of connecting all 
edge routers 22 of the netWork Which have yet to be connected 
With the sites 18. Preferably, the determining step includes the 
step of sorting in decreasing order the amount of bandWidth 
requirements of the sites 18 to introduce hose into the net 
Work. 

The sorting step preferably includes the step of sorting in 
decreasing order the amount of bandWidth requirements of 
the sites 18 to introduce hose into and receive hose from the 
netWork as being equivalent. Preferably, there is the step of 
sorting in decreasing order the amount of bandWidth require 
ments of the sites 18 to introduce hose into the netWork and in 
decreasing order the amount of bandWidth requirements of 
the sites 18 to receive hose from the netWork. The ?nding step 
preferably includes the step of ?nding shortest paths from 
each SAP in communication With the predetermined number 
of sites 18 chosen having the largest amount of bandWidth 
requirements to introduce hose into the netWork, to each SAP 
in communication With sites 18 having the largest amount of 
bandWidth requirements to receive hose from the netWork. 

In the operation, Virtual Private Networks (V PNs) are con 
sidered to be the services that support communication of 
group of nodes in a large underlying netWork. Rather than 
building a neW physical netWork for the group of nodes, 
bandWidth is reserved in the underlying netWork for commu 
nication Within the group, forming a virtual “sub-netWor ”. 
Service providers providing VPN services for their customers 
usually offer tWo VPN bandWidth speci?cation and provi 
sioning models. 

In the ?rst model, namely the customer pipe model or pipe 
model for short, the customer speci?es tra?ic requirement 
from one site to all sites 18 in a tra?ic matrix. The VPN 
provider provisions paths betWeen each source-destination 
pairs. The VPN provider needs to provision enough band 
Width to satisfy the Service Level Agreement (SLA) With the 
VPN customer. The pipe model has issues With speci?cation 
as Well as With provisioning: the customer has to provide the 
tra?ic matrix, Which might be dif?cult to construct With 
increasing number of sites 18 (eg When neW sites are added) 
and With changing tra?ic characteristics. The provider has to 
allocate and reserve paths to support the pipes. This usually 
results over provisioning and cannot take the advantage of 
statistical multiplexing. 
The second model, the hose model, is characterized by the 

aggregate tra?ic to and from one customer endpoint. There 
fore, hose can be speci?ed With a traf?c vector. It has advan 
tages over the pipe model in both speci?cation as Well as 
provisioning. These tWo models are illustrated in FIG. 1. 

Hose Model De?nition 

In the de?nition herein, PE router Will stand for provider 
edge router. It is the edge router in VPN provider’s netWork. 
P router Will stand for provider router, Which is the core router 
in VPN provider’ s netWork. 

Given a graph G:(V,E) With vertices V, edges E for a VPN 
Where V:{PE} U {P}, 
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4 
Cij is the capacity and Rij is the residual bandWidth for 

edge (Li)’ 
A hose speci?cation Where Bkin is the bandWidth amount 

of hose into PE router k, Bkout is the bandWidth amount of 
hose out of PE router k, 

Pkl is the path betWeen PE routers k and l, 
L(Pkl) is the bandWidth for path Pkl. 
Find the Pkl and L(Pkl) Where L(Pkl)<Rij for all (i,j) e 

Pkl,and 
L(Pkl) is minimiZed and 
L(Pkl):Bkin for all 1 and L(Pkl):Bkout for all k. 
Note that in V:{PE}U{P}, Service Access Points (SAPs) 

24 through Which the customer netWorks 16 are attached to 
the provider netWork 14 are abstracted in PEs for simplicity of 
notation. The invention herein presents techniques for solving 
this problem. 

FIGS. 2a and 2b shoW tWo examples of hose provisioning. 
The objective in this example is to reduce the total allocated 
bandWidth, and as such, other parameters like delay is not 
considered in this example. As seen in FIGS. 2a and 2b, 
bandWidth allocation in FIG. 2b provides a better hose pro 
visioning. 
Hose Model offers 

1. Ease of Speci?cation 
2. Flexibility 
3. Statistical Multiplexing Gains 
Flexibility is achieved by permitting the traf?c among hose 

end points to be distributed arbitrarily rather than restricting 
certain amounts to go to certain destinations as in pipe. 
On the other hand, hose Model brings up challenges in 

resource management for the VPN provider due to the Weaker 
traf?c speci?cation. Speci?cally: 

l. NP-hard solution: Optimum Hose provisioning can be 
reduced to Steiner Tree problem, Which is knoWn to be 
NP-hard. N. G. Du?ield, P. Goyal,A. G. Greenberg, P. P. 
Mishra, K. K. Ramakrishnan , J. E. van der MerWe, A 
?exible model for resource management in virtual pri 
vate netWorks, Proceedings ACM SIGCOMM’99, 
Computer Communication RevieW, Vol 29, No 4, Octo 
ber 1999, pp. 95-108, incorporated by reference herein. 

2. Under-provisioned paths: Due to statistical multiplex 
ing, some paths may be under-provisioned. 

3. Worst Case BandWidth E?iciency Issue: More traf?c 
may go to certain regions. It is a service provider policy 
Whether or not provision for the Worst cases. 

Proposed Techniques for Hose Provisioning 
As the optimum hose provisioning is an NP-hard problem, 

a heuristic to ?nd a solution close to the optimum one in 
polynomial time is devised. The heuristic is: 

Find the path(s) that Would potentially carry more traf?c 
than others, 

Try to route PE tra?ic over such path(s). 
TWo techniques are given beloW utiliZing this heuristic, one 

for symmetric and the other for asymmetric hose provision 
1ng. 

l.Algorithm for Symmetric Hose Provisioning 
In this algorithm, it is assumed that Bkin:Bkout for all PE 

router k’s, that is, the amount of requested bandWidth by the 
VPN customer is the same for both into the and out of the 
VPN netWork 12 through the PE router k. Denote it by Bk. 
The algorithm: 

1. Sort the Bk’s in decreasing order. 
2. Select n largest Bks, Bki for 0<:i<:(n-l) Where Bk0 is 

the largest and Bk(n-l) is the smallest hose bandWidth 
amount. Name this list of Bks as V(Bk). 
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3. Find separate shortest paths among each of the pairs in 
V(Bk). This step creates a mesh of paths among all Bks 
in the list V(Bk). 
Eliminate all the links lij e E such that Rij <Bk(n-l). Call 

the neW set of edges as E'. This Will identify the 
shortest paths that meet the capacity and Worst case 
constraints identi?ed in the de?nition of the hose 
provisioning problem. A pre-step to ?nding the short 
est paths in this algorithm, as in the generic constraint 

6 
routers With P routers, seems to be solved folloWing the 
all-pairs shortest paths algorithm, it is a slightly different 
problem. The noteWorthy difference is that With all-pairs 
shortest path algorithms, the shortest paths are calcu 
lated from each node to every other one. In this step, 
hoWever, What is trying to be found is the shortest path 
from a given PE router to one of the P routers, Where, 
Which P router is not knoWn a priori. Therefore, the 
problem here is to ?nd the node in a set that Will make the 

based rounngalgomhm’ 15 t9 prune the. hnks the.“ 10 path to a given node the shortest. This is a subset of the 
Would not satisfy the bandwidth constraint. In this h n t th b1 Th 1 .thm th t . described 
step, the links Whose residual bandWidth is less the S 0 .65 pa pro. em' e a gon.. ,a Is 

- - - here1n for step 5 1s based on the D1Jkstra s shortest path 
smallest bandW1dth request of V(Bk) are el1m1nated. _ _ _ _ _ 

Find separate shortest paths from each SAP to all others algomhm' Flrst’ a bnef Summary 15 provlded of the 
in the V(Bk) using the graph GIG/3E.) 15 executlon of the shortest path algorithm andpo1nt out the 

This step runs the shortest path algorithm over the links that Specl?c lmplememenon fer the Stated Problem' After 
can satisfy the bandWidth constraints of the largest n hose that: a PsehdO Code 15 prevlded for out lmplememahoh 
values. Note that the paths are bi-directional, With possibly The Shortest Path algerhhm keeps a Set of the nodes 
(although With very small probability) different routes due to Whose Shortest distance from the Original node is known 
shortest path algorithm. Finding the shortest path betWeen 20 Initially, the set Contains onlythe Original node-At each 
tWo edge nodes runs in O(V2) and identi?es n2 of such paths, iteration, a neW node is added to the set for Which the 
making this step O((nV)2). As n approaches V, this step shortest path from the original node is found. Once a 
becomes O(V)4. HoWever, this is an instance of the Well- node is found, the algorithm performs a relaxation 
knoWn all pairs shortest paths algorithm, such as described in operation Where each node that is not yet in the set is 
T. H. Cormen, C. E. Leiserson, R. L. Rivest, Introduction to 25 checked if its distance from the original node can be 
Algorithms, The MIT Press, Cambridge, Mass., 1997, incor- shortened by folloWing the edges from the neWly found 
porated by reference herein, that can be solved through the node. Although the shortest path algorithm continues 
matrix multiplication methods or through the Floyd-Warshall like this for the remaining nodes, for the purpose, it is 
algorithm in O(V 3), Which is more e?icient than ?nding the necessary to check if the neWly found node is a PE router 
shortest path from each node to every other node. Since this is 30 in the set T. If it is, it is concluded that the shortest path 
an instance of a Well knoWn algorithm, it is not elaborated any from the original node (in this case a PE router) to the set 
further. T (via a PE router in set T) is found. The relaxation 

4. Put all the P routers in the shortest paths created in the operation is performed and returned Without further pro 
previous step into a set T. cessing. Note that this step runs on the same original 

5. Connect all the remaining PE routers (ones that are not in 35 graph. The folloWing function executes it for a given 
the vector V(Bk)) With P routers of set T. Although this 
step of the algorithm, Which is, connecting remaining PE 

source node, that is, each of the PE routers that are not 
selected in step 2 is passed as the source to the function. 

?ndishortestipathitoisetiofinodes (Graph G, int source, set <int> T, int parent[ ], int & pirouteriid) 

int v; // the id ofthe node that is found at each iteration 
int nurninodes = G.siZe( ); // number ofnodes in the graph 
vector <bool> found(numinodes); // set of nodes found at each iteration 
vector <int> distance(nurninodes); // distance of each node from the source 
// initialization 

for (inti = O; i < nurninodes; i++) { 
found[i] = false; 
parent[i] = NULL; 
if (G.hasiedge(source, i) { distance[i] = G.Weig_ht(source,i); } 
else { distance[i] = MaxWeight; } 

found[source] = true; // Mark the source node as found, that is, initialize the found set With source. 

distance[source] = O; 
// run the iteration 

for (int i = O; i < nurninodes; i++) { // Add one node to found set on each pass. 
int min = MaxWeight; 

for (int W = O; W < nurninodes; W++) 

if(!found[W]) 
if (distance[W] < min) { 

v = W; 

min = distance[W]; 

// select this node v. 

found[v] = true; 
// relax the nodes that are not found yet. 

for (int W = O; W < nurninodes; W++) 

if(!found[W]) 
if (min + G.Weight(v,W) < distance[W]) { 

distance[W] = min + G.Weight(v,W); 
parent[W] = v; 
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-continued 

if (T.contains(v)) // we found the ?rst PE router, stop here 
pirouteriid = v; 

break; 
} 

} 
} 

The output of this function is the array parent and the 
p_router_id. The parent keeps the predecessor for each 
node on the path from the original node to the P router. 
P_router_id is the id of the P router that is closest to the 
original source. By traversing the parent array from the 
p_router_id to the origin, the path is found that connects 
the PE router to the P router in the set T with the shortest 
distance. 

Worst case running time of this function is O(n2) due to the 
two-level nested loops. Note that, with a balanced tree imple 
mentation of the set data structure, the T.contains() call 
executes in O(logn) which is faster than the two inner loops 
which are O(n) each. Hence, that call doesn’t contribute to the 
overall execution of this function by any order. 

6. Now that the paths are found, the next step is to provision 
the bandwidth on those paths. For paths found in step 3 
(i.e. between each pair of PE routers), provision the 
amount of the hose over all the paths connecting PE 
routers. For paths found in step 5 (i.e. between a PE 
router and a P router), provision the hose amount of the 
PE router on all links over the path from PE router to the 
P router. 

In this algorithm, n is a parameter. It can be selected as the 
percentage of number of nodes (e.g. include the ?rst 30% of 
PEs in the sorted list) or as the percentage of bandwidth (e.g. 
include the 40% of the total bandwidth requested from hoses) 
in the point-to-point paths. The parameter n is used to adjust 
the under-provisioning. For smaller n, there will be more 
under-provisioned links with respect to worst case scenario. 
As n becomes closer to number of PE routers, the solution 
will be similar to separate shortest paths between each pair. 

Analysis of the algorithm: The most complex step of the 
algorithm is the step 3, which executes in O(V3) and is the 
running time of the whole algorithm. O(V 3) is a very ef?cient 
running time for a problem otherwise NP-hard. 

The IGP weights assigned by the network operator are 
assumed and honored by feeding them into the shortest path 
algorithms just like the well-known Constrained Shortest 
Path Algorithms. Such an algorithm and its use on MPLS 
networks are described in RFC3212. B. Jamoussi, Ed., L. 
Andersson, R. Callon, R. Dantu, L. Wu, P. Doolan, T. Worster, 
N. Feldman, A. Fredette, M. Girish, E. Gray, J. Heinanen, T. 
Kilty, A. Malis. Constraint-Based LSP Setup using LDP. 
January 2002, incorporated by reference herein. 

2. Algorithm for Asymmetric Hose Provisioning 
In asymmetric case, in and out bandwidth requirements are 

different, that is, it is not assumed that Bkin:Bkout for the PE 
router k. In this case, the in and out hose speci?cations is 
treated separately. In summary, the algorithm will ?rst sort 
them into two sets. The shortest paths are found from the 
highest n PE in hoses to the n highest PE out hoses. Finally, 
each of the remaining in and out PE hoses are connected into 
a P router in the shortest paths of the previous step similarly to 
the symmetric case. The algorithm: 
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1. Sort Bkin and Bkout separately. 
2. Select n largest Bkin’s, Bkiin for 0<:i<:(n-l) where 

Bk0in is the largest and Bk(n-l)in is the smallest hose 
bandwidth amount. Call this vector V(Bkin). Similarly, 
select n largest Bkout’s, Bkiout for 0<:i<:(n-l) where 
Bk0out is the largest and Bk(n-l)out is the smallest hose 
bandwidth amount. Call this vector V(Bkout). 

3. Find shortest paths from each SAP in the set V(Bkin) to 
each of the SAPs in the set V(Bkout). This step will 
create a mesh of paths from the largest bandwidth hose 
ins to largest bandwidth hose outs. Similarly to the sym 
metric case, ?nding the shortest paths among the 
selected nodes runs in O(V 3). 

4. Follow steps 4, 5 and 6 of the symmetric algorithm. 

3. Algorithm for Preprocessing 
Sometimes, sorting based on the hose siZe doesn’t yield a 

good separation (eg when most hose siZes are the same). In 
such a situation, the algorithm shall perform a preprocessing 
by ?nding the good cuts before running the ?rst step. In the 
method described in this document, the good cut is described 
as the set of hose points neighboring each other with mini 
mum number of internal nodes. This preprocessing step shall 
be executed when selection of the n largest hoses becomes 
arbitrary when there are more hoses of equal siZe each than 
the number to be selected. Assume the number of equal siZe 
hoses is t of which u need to be selected. Note that this is an 
NP complete selection problem. However, the following 
algorithm will use a heuristic that will make the optimum 
selection for the purpose of yielding good cuts in polynomial 
time. Call the set of all t equal siZe hoses as S. The prepro 
cessing steps to yield good cuts are: 

1. Find the all pairs shortest paths among the t equal siZed 
hoses (i.e. of all nodes in S): In this step, what is of 
interest is in the shortest path in terms of the number of 
internal nodes, therefore, all the link weights are taken as 
l. 

2. For each node in S, calculate the total distance of this 
node to all other nodes, that is, td(i):sum(d(i,j)) for 
0<<j<t and jlqvhere d(i,j) is the distance from the ?rst 
step. 

3. Sort the nodes in S with respect to td(i) in increasing 
order. For equal td(i) and td(j), take td(i) ?rst for i<j, that 
is, for nodes with the same total distance, take the one 
with the lowest index ?rst. 

4. Select the ?rst u nodes. 

The purpose of the preprocessing is to select the nodes that 
are closer to each other with respect to number of internal 
nodes among them. During the execution of the algorithm, 
links among these nodes will be provisioned with bandwidth 
allocation. Since the number of such links is small due to this 
preprocessing step, the total amount of bandwidth provi 
sioned over these links will be smaller. However, there is a 
potential chance of resulting in under-provisioning. It is up to 
the user of this overall algorithm to decide on the parameter n 
for adjusting the amount of under-provisioning. The fact that 
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the overall algorithm is very e?icient gives opportunity to the 
user to experiment the algorithm with varying values of n. 

Applications 
The techniques described here canbe applied to a variety of 

provider provisioned VPN technologies. For example, the 
provisioned paths correspond to virtual circuits in ATM and 
Frame Relay based VPN technologies and to LSPs in BGP/ 
MPLS VPNs. 

Although the invention has been described in detail in the 
foregoing embodiments for the purpose of illustration, it is to 
be understood that such detail is solely for that purpose and 
that variations can be made therein by those skilled in the art 
without departing from the spirit and scope of the invention 
except as it may be described by the following claims. 
What is claimed is: 
1. A method for provisioning virtual private networks 

(VPNs) using a hose model comprising the steps of: 
determining an amount of bandwidth that a plurality of 

sites of aVPN network require to introduce hose into the 
network and receive hose from the network, where the 
bandwidth into equals the bandwidth from all sites; 

sorting the sites based on decreasing order of bandwidth 
requirements; 

choosing a predetermined number of the sites having a 
greatest amount of bandwidth required to introduce hose 
into the network; 

establishing shortest paths between each of the chosen 
sites; and 

using the established shortest paths for sites not chosen to 
send hose to and receive hose from the network. 

2. A method as described in claim 1 wherein the establish 
ing step includes the step of ?nding shortest paths to edge 
routers of the network. 

3. A method as described in claim 2 including the step of 
eliminating any links where residual bandwidth is less than a 
smallest bandwidth request from the sites. 

4. A method as described in claim 3 wherein the ?nding 
step includes the step of ?nding a shortest path from each 
service access point (SAP)to all other sites over links which 
can satisfy the largest amount of bandwidth requirements of 
sites to introduce hose into the network. 

5. A method as described in claim 4 wherein the choosing 
step includes the step of connecting all edge routers of the 
network which have yet to be connected with the sites. 

6. A method as described in claim 5 wherein the sorting 
step includes the step of sorting in decreasing order the 
amount of bandwidth requirements of the sites to introduce 
hose into and receive hose from the network as being equiva 
lent. 

7. A method as described in claim 5. including the step of 
sorting in decreasing order the amount of bandwidth require 
ments of the sites to introduce hose into the network and in 
decreasing order the amount of bandwidth requirements of 
the sites to receive hose from the network. 

8. A method as described in claim 7 wherein the ?nding 
step includes the step of ?nding shortest paths from each SAP 
in communication with the predetermined number of sites 
chosen having the largest amount of bandwidth requirements 
to introduce hose into the network, to each SAP in commu 
nication with sites having the largest amount of bandwidth 
requirements to receive hose from the network. 

9. A telecommunications system using a hose model com 
prising: 

a VPN virtual private network (V PN); 
a plurality of sites in communication with the VPN net 

work, each site requiring an amount of bandwidth to 
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10 
introduce hose into the network and an amount of band 
width to receive hose from the network; and 

a network manager in communication with the sites 
through the network, the manager sorts the sites based 
on decreasing order of bandwidth in; sorts the sites 
based on decreasing order of bandwidth out of the net 
work; chooses a predetermined number of the sites hav 
ing the greatest amount of bandwidth required to intro 
duce hose into the network and from the network, 
establishes shortest paths between each of the chosen 
sites having the greatest amount of bandwidth in with the 
sites having the greatest amount of bandwidth out, and 
uses the established shortest paths for sites not chosen to 
send hose to and receive hose from the network. 

10. A system as described in claim 9 wherein the network 
includes edge routers and core routers, and the manager ?nds 
shortest paths among edge routers over the core routers of the 
network. 

11. A system as described in claim 10 wherein the manager 
eliminates any links where residual bandwidth is less than a 
smallest bandwidth request from the sites. 

12. A system as described in claim 11 wherein the VPN 
network includes a provider network, at least one customer 
network, and Service Access Points (SAP) through which the 
customer networks are attached to the provider network and 
the manager ?nds the shortest path from each SAP to all sites 
over links which can satisfy the largest amount of bandwidth 
requirements of sites to introduce hose into the network. 

13. A system as described in claim 12 wherein the manager 
sorts in decreasing order the amount of bandwidth require 
ments of the sites to introduce hose into and receive hose from 
the VPN network as being equivalent. 

14. A system as described in claim 12 wherein the manager 
sorts in decreasing order the amount of bandwidth require 
ments of the sites to introduce hose into the VPN network and 
in decreasing order the amount of bandwidth requirements of 
the sites to receive hose from the VPN network. 

15. A system as described in claim 14 wherein the manager 
?nds the shortest paths from each SAP in communication 
with the predetermined number of sites chosen having the 
largest amount of bandwidth requirements to introduce hose 
into the VPN network, to each SAP in communication with 
sites having the largest amount of bandwidth requirements to 
receive hose from the VPN network. 

16. A method for provisioning VPNs virtual private net 
works (VPNs) using a hose model comprising the steps of: 

determining an amount of bandwidth that a plurality of 
sites of a VPN network require to introduce hose into the 
network and receive hose from the network; 

choosing a predetermined number of the sites as a function 
of their amount of bandwidth required to introduce hose 
into the network, including the step of choosing the 
predetermined number of sites as a function of requiring 
the largest amount of bandwidth to introduce hose into 
the network; 

establishing shortest paths between each of the chosen sites 
by ?nding shortest paths to edge routers of the network 
including the step of ?nding a shortest path from each 
service access point (SAP) to all other sites over links 
which can satisfy the largest amount of bandwidth 
requirements of sites to introduce hose into the network; 

eliminating any links where residual bandwidth is less than 
a smallest bandwidth request from the sites; and 

using the established shortest paths for sites not chosen to 
send hose to and receive hose from the network. 

17. A telecommunications system using a hose model com 
prising: 
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a virtual private network (V PN); sorting the sites based on decreasing order of bandwidth in; 
a plurality of sites in communication with the VPN net 

work, each site requiring an amount of bandwidth to 
introduce hose into the network; and 

a network manager in communication with the sites 5 
through the network, the manager chooses a predeter 
mined number of the sites as a function of their amount 

sorting the sites based on decreasing order of bandwidth 
out; 

choosing a predetermined number of the sites having a 
greatest amount of bandwidth required to introduce hose 
into the network and out of the network; 

Of bandwidth required to introduce hose into the net- establishing shortest paths between each of the chosen sites 
Work, establishes Shortest paths between each Of the having the greatest amount of bandwidth inwiththe sites 
chosen sites, and uses the established shortest paths for 10 having the greatest amount Of bandwidth Out; and 
sites not chosen to send hose to and receive hose from the using the established shortest paths for sites not chosen to 
network, the network includes edge routers and core send hose to and receive hose from the network. 
routers, and the manager hhds Shortest PathS amehg 19.Atelecommunications systemusing ahose model com 
edge routers over the core routers of the network, the prising; 
manager chooses the predetermined number of sites as a 15 
function of requiring the largest amount of bandwidth to 
introduce hose into the network, the manager eliminates 
any links where residual bandwidth is less than a small 

a virtual private network (VPN); 
a plurality sites in communication with the VPN network, 

each site requiring an amount of bandwidth to introduce 

est bandwidth request from the sites, the VPN network hos? Into the network and an amount of bandwldth to 
includes a provider network, at least one customer net- 20 recelve hose from the network Whose bandwldth Into 
work, and Service Access Points (SAPs) through which equals bandwldth from; and 
the customer networks are attached to the provider net- a network manager in eehhhuhieatioh With the Sites 
work and the manager ?nds a shortest path from each through the network: the manager Setting the Sites based 
SAP to all sites over links which can satisfy the largest eh decreasing Order Ofhahdwidth, Choosing a predeter 
amount of bandwidth requirements of sites to introduce 25 hhhed humher efthe Sites having the greatest amount Of 
hose into the network bandwidth required to introduce hose into the network, 

18' A method for provisioning Virtual private networks establishes shortest paths between each of the chosen 
(VPNS) using a hose mode1 Comprising the Steps of; sites, and uses the established shortest paths for sites not 

determining an amount of bandwidth that a plurality Of chosen to send hose to and receive hose from the net 
sites of a virtual private network (V PN) network require 30 Work 
to introduce hose into the network and receive hose from 
the network; * * * * * 
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