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the housing When the kit is disposed along a vertical plane. 
The present invention further includes a plurality of automo 
tive accessories, and a mechanism for advantageously main 
taining the accessories at a substantially stable position When 
positioned Within the housing. An end cap is securable to the 
outlet for preventing ?uid from exiting the passageway, and a 
reservoir is connectable to the outlet for collecting ?uid trav 
eling doWnWardly from the housing. A conventional 1 quart 
bottle of oil may be attached to the housing outlet for collect 
ing oil drippings Wherein the outlet includes a lip portion for 
directing the oil drippings toWards the center thereof. 

10 Claims, 5 Drawing Sheets 
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COMBINED FUNNEL KIT AND FLUID 
COLLECTION DEVICE 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

Not Applicable. 

STATEMENT REGARDING FEDERALLY 
SPONSORED RESEARCH OR DEVELOPMENT 

Not Applicable. 

REFERENCE TO A MICROFICHE APPENDIX 

Not Applicable. 

BACKGROUND OF THE INVENTION 

1. Technical Field 
This invention relates to a funnel kit and, more particularly, 

to a combined funnel kit and ?uid collection device for use in 
various industries. 

2. Prior Art 
The use of funnels is knoWn in the prior art. More speci? 

cally, funnels heretofore devised and utiliZed for the purpose 
of draining single containers of ?uid Within various ports of a 
vehicle are knoWn to consist basically of familiar, expected 
and obvious structural con?gurations, notwithstanding the 
myriad of designs encompassed by the croWded prior art 
Which have been developed for the ful?llment of countless 
objectives and requirements. 

Individuals have discovered that viscous substances, such 
as motor oil, normally require an extremely extended period 
of time to adequately drain the residue from the funnel Which 
Was used to deliver the particular sub stance. With motor oil, to 
reduce the Waste, some individuals Will alloW for each funnel 
to sit in the oil pan for a long period of time. Though some 
What e?icient, all the residue is not drained into the oil pan. 
Additionally, since some vehicles require four, ?ve, or even 
six quarts of oil, this method can be extremely time consum 
ing. 

In addition to draining, funnels may require brush cleaning 
if they are immediately required for use other than delivering 
oil to a car. Many automotive mechanics do not Wish to 
contaminate their plastic Wire brushes, Which might be 
required for alternate use, With oil from the funnel, thus 
requiring them to purchase separate brushes for this purpose. 

Accordingly, a need remains for a combined funnel kit and 
?uid collection device to overcome the above-noted short 
comings. 

BRIEF SUMMARY OF THE INVENTION 

In vieW of the foregoing background, it is therefore an 
object of the present invention to provide a combined funnel 
kit and use of any empty 1 quart oil bottle, as a ?uid collection 
device. These and other objects, features, and advantages of 
the invention are provided by an automotive kit for catching 
oil drippings. 

The kit includes a housing that has a base section, a lid 
section and preferably a substantially planar outer surface for 
receiving an adhesive label thereon. The lid section is pivot 
ally connected and selectively engageable With the base sec 
tion. The base section further has a plurality of uniquely 
shaped depressions formed therein for receiving a plurality of 
automotive accessories (described hereinbeloW). The hous 

10 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
ing may further include a latch member connected to the lid 
section, Wherein the latch has a ?ange portion removably 
engageable With a select portion of the base section for main 
taining the housing at a closed position. 
The housing further has an outlet formed subj acent to the 

plurality of depressions that de?nes a passageWay for advan 
tageously directing ?uid outWardly from the housing When 
the kit is disposed along a vertical plane. The housing conve 
niently includes a handle extending upWardly from the base 
section for alloWing a user to effectively hang the kit at an 
elevated position. 
The present invention also includes a plurality of automo 

tive accessories selectively positionable Within the plurality 
of depressions during non-operating conditions. The plurality 
of accessories may be comprised of at least one funnel, at least 
one ?exible conduit removably attachable to the at least one 
funnel, for providing an extension therefore respectively, and 
a cleaning brush. 
The device further includes a mechanism for advanta 

geously maintaining the plurality of accessories at a substan 
tially stable position When stored Within the housing. The 
maintaining mechanism preferably includes a plurality of 
clips connected to the base section and selectively spaced 
apart at predetermined positions for receiving corresponding 
ones of the plurality of accessories therebetWeen. 
The device also includes an end cap threadably securable to 

the outlet for effectively preventing ?uid from exiting the 
passageWay. Advantageously, any conventional 1 quart bottle 
of motor oil, hereinafter referred to as collecting apparatus, 
may be threadably secured to the outlet for collecting ?uid 
traveling doWnWardly from the housing. The collecting appa 
ratus is removably securable to the outlet When the end cap is 
removed therefrom. Such an apparatus preferably includes a 
reservoir (vessel) that has a threaded top opening, such as 
conventional motor oil bottles, Wherein the outlet has a 
threaded inner surface for securely receiving the apparatus 
thereat. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWING 

The novel features believed to be characteristic of this 
invention are set forth With particularity in the appended 
claims. The invention itself, hoWever, both as to its organiZa 
tion and method of operation, together With further objects 
and advantages thereof, may best be understood by reference 
to the folloWing description taken in connection With the 
accompanying draWings in Which: 

FIG. 1 is a front elevational vieW shoWing a combined 
funnel kit and ?uid collection device, in accordance With the 
present invention; 

FIG. 2 is a side elevational vieW of the device shoWn in FIG. 
1; 

FIG. 3 is a front elevational vieW shoWing a plurality of 
automotive accessories stored Within the housing; 

FIG. 4 is an enlarged cross-sectional vieW of a clip engag 
ing an accessory, taken along line 4-4; 

FIG. 5 is an enlarged cross-sectional vieW of the latch 
shoWn in FIG. 1, taken along line 5-5; 

FIG. 6 is an enlarged cross-sectional vieW shoWing the lip 
portion cooperating With the threaded inner surface of the 
housing outlet, taken along line 6-6; and 

FIG. 7 is front elevational vieW shoWing the uniquely 
shaped depressions formed in the housing for holding the 
accessories. 
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DETAILED DESCRIPTION OF THE INVENTION 

The present invention Will noW be described more fully 
hereinafter With reference to the accompanying drawings, in 
Which a preferred embodiment of the invention is shoWn. This 
invention may, hoWever, be embodied in many different 
forms and should not be construed as limited to the embodi 
ment set forth herein. Rather, this embodiment is provided so 
that this application Will be thorough and complete, and Will 
fully convey the true scope of the invention to those skilled in 
the art. Like numbers refer to like elements throughout the 
?gures. 

The device of this invention is referred to generally in 
FIGS. 1-6 by the reference numeral 10 and is intended to 
provide a combined funnel kit and ?uid collection device. It 
should be understood that the device 10 may be used to drain 
many different types of ?uid and should not be limited to only 
motor oil. 

Referring initially to FIG. 1, the device 10 includes a hous 
ing 20 that has a base section 21, a lid section 22 and a 
substantially planar outer surface 23 for receiving an adhesive 
label thereon. The lid 22 section is pivotally connected and 
selectively engageable With the base section 21. The base 
section 21 further has a plurality of uniquely shaped depres 
sions (not shoWn) formed therein for receiving a plurality of 
automotive accessories 40 (described hereinbeloW). The 
housing 20 further includes a latch member 30 connected to 
the lid section 22, Wherein the latch 30 has a ?ange portion 31 
removably engageable With a select portion of the base sec 
tion 21 for maintaining the housing 20 at a closed position. 
Advantageously, the automotive accessories 40 can be effec 
tively maintained in the kit even if the accessories 40 become 
dislodged, or the kit becomes knocked off its support surface. 

The housing 20 further has an outlet 24 formed subjacent to 
the plurality of depressions (not shoWn) that de?nes a pas 
sageWay 27 for advantageously directing ?uid outWardly 
from the housing 20 When the kit 10 is disposed along a 
vertical plane 70. The housing 20 conveniently includes a 
handle 25 extending upWardly from the base section 21 for 
alloWing a user to effectively hang the kit 10 at an elevated 
position. 

The present invention also includes a plurality of automo 
tive accessories 40 selectively positionable Within the plural 
ity of depressions (not shoWn) during non-operating condi 
tions. The fact that the housing 20 is disposed at a vertical 
position along the plane 70 conveniently alloWs any ?uid 
residue to automatically drip from the accessories 40, thereby 
limiting tedious cleaning efforts. The plurality of accessories 
40 is comprised of at least one funnel 41, at least one ?exible 
conduit 42 removably attachable to the at least one funnel 41, 
for providing an extension therefore respectively, and a clean 
ing brush 43. 

The device 10 further includes a mechanism 50 for advan 
tageously maintaining the plurality of accessories 40 at a 
substantially stable position When stored Within the housing 
20. The maintaining mechanism 50 includes a plurality of 
clips 51 connected to the base section 21 and selectively 
spaced apart at predetermined positions for receiving corre 
sponding ones of the plurality of accessories 40 therebe 
tWeen. 

The device 10 also includes an end cap 26 threadably 
securable to the outlet 24 for effectively preventing ?uid from 
exiting the passageWay 27. Any empty 1 quart bottle of motor 
oil 60 may be employed by the present invention for advan 
tageously collecting ?uid traveling doWnWardly from the 
housing 20. Such a motor oil bottle 60, hereinafter refereed to 
as a collecting apparatus, is removably securable to the outlet 
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4 
24 When the end cap 26 is removed therefrom. Advanta 
geously, apparatus 60 may include any conventional 1 quart 
motor oil bottle or reservoir 61 (vessel) that has a threaded top 
opening 62, Wherein the outlet 24 has a threaded inner surface 
28 for securely receiving the apparatus 60 thereat. Referring 
speci?cally to FIG. 6, the outlet is provided With a lip portion 
66 sloping doWnWardly toWards the longitudinal axis so that 
oil drippings can be effectively directed into the reservoir 61 
rather than about the top opening 62 thereof. 

Instead of lubricant and other automotive ?uids being 
dripped on the garage ?oor and/ or Workbench, the funnels 41 
can be suspended Within the device 10 for drainage. This 
helps prevent time consuming cleanup, as Well as unsightly 
stains. 
While the invention has been described With respect to a 

certain speci?c embodiment, it Will be appreciated that many 
modi?cations and changes may be made by those skilled in 
the art Without departing from the spirit of the invention. It is 
intended, therefore, by the appended claims to cover all such 
modi?cations and changes as fall Within the true spirit and 
scope of the invention. 

In particular, With respect to the above description, it is to 
be realiZed that the optimum dimensional relationships for 
the parts of the present invention may include variations in 
siZe, materials, shape, form, function and manner of opera 
tion. The assembly and use of the present invention are 
deemed readily apparent and obvious to one skilled in the art. 

What is claimed as neW and What is desired to secure by 
Letters Patent of the United States is: 

1. An automotive kit for catching oil drippings, said kit 
comprising: 

a housing having a base section and a lid section pivotally 
connected and selectively engageable thereWith, said 
base section having a plurality of uniquely shaped 
depressions formed therein, said housing further having 
a outlet formed subjacent the plurality of depressions 
and de?ning a pas sageWay for directing ?uid outWardly 
from said housing When said kit is disposed along a 
vertical plane, said housing comprising a handle extend 
ing upWardly therefrom said base section for alloWing a 
user to hang said kit at an elevated position; 

a plurality of automotive accessories selectively position 
able Within the plurality of depressions during non-op 
erating conditions; 

means for maintaining said plurality of accessories at a 
substantially stable position When positioned Within 
said housing; 

an end cap threadably securable to the outlet for preventing 
?uid from exiting the passageWay; and 

means for collecting ?uid traveling doWnWardly from said 
housing, said collecting means be removably securable 
to the outlet When said end cap is removed therefrom; 

Wherein said plurality of accessories comprise 
at least one funnel; 
at least one ?exible conduit removably attachable to said 

at least one funnel and for providing an extension 
therefore respectively; and 

a cleaning brush. 
2. The funnel kit of claim 1, Wherein said housing further 

comprises: a latch member connected to said lid section and 
having a ?ange portion removably engageable With a select 
portion of said base section. 

3. The funnel kit of claim 1, Wherein said collecting means 
comprises: 

a reservoir having a threaded top opening. 
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4. The funnel kit of claim 1, wherein the outlet further has 
a threaded inner surface for securely receiving said collecting 
means thereat. 

5. The funnel kit of claim 1, Wherein said lid section has a 
substantially planar outer surface for receiving an adhesive 
label thereon. 

6. An automotive kit for catching oil drippings, said kit 
comprising: 

a housing having a base section and a lid section pivotally 
connected and selectively engageable thereWith, said 
base section having a plurality of uniquely shaped 
depressions formed therein, said housing further having 
a outlet formed subjacent the plurality of depressions 
and de?ning a passageWay for directing ?uid outWardly 
from said housing When said kit is disposed along a 
vertical plane, said housing comprising a handle extend 
ing upWardly therefrom said base section for alloWing a 
user to hang said kit at an elevated position; 

a plurality of automotive accessories selectively position 
able Within the plurality of depressions during non-op 
erating conditions; 

means for maintaining said plurality of accessories at a 
substantially stable position When positioned Within 
said housing; 

an end cap threadably securable to the outlet for preventing 
?uid from exiting the passageWay; and 
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means for collecting ?uid traveling doWnWardly from said 

housing, said collecting means be removably securable 
to the outlet When said end cap is removed therefrom; 

said maintaining means comprising a plurality of clips 
connected to said base section and being selectively 
spaced apart at predetermined positions for receiving 
corresponding ones of said plurality of accessories ther 
ebetWeen; 

said plurality of accessories comprising 
at least one funnel, 
at least one ?exible conduit removably attachable to said 

at least one funnel and for providing an extension 
therefore respectively, and 

a cleaning brush. 
7. The funnel kit of claim 6, Wherein said housing further 

comprises; a latch member connected to said lid section and 
having a ?ange portion removably engageable With a select 
portion of said base section. 

8. The funnel kit of claim 6, Wherein said collecting means 
comprises: a reservoir having a threaded top opening. 

9. The funnel kit of claim 6, Wherein the outlet further has 
a threaded inner surface for securely receiving said collecting 
means thereat. 

10. The funnel kit of claim 6, Wherein said lid section has 
a substantially planar outer surface for receiving an adhesive 
label thereon. 


